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PREFACE  TO  THE  THIRD  EDITION 


Since  the  appearance  of  the  first  edition,  ten  years  ago,  the 
study  of  transients  has  been  greatly  extended  and  the  term 
'transient"  has  become  fully  established  in  electrical  literature. 
As  the  result  of  the  increasing  importance  of  the  subject  and  our 
increasing  knowledge,  a  large  part  of  this  book  had  practically 
to  be  rewritten,  with  the  addition  of  much  new  material,  espe- 
ciaDy  in  Sections  III  and  IV. 

In  Section  III,  the  chapters  on  "Final  Velocity  of  the  Electric 
Field "  and  on  "  High-frequency  Conductors "  have  been  re- 
written and  extended. 

As  Section  V,  an  entirely  new  section  has  been  added,  com- 
prising six  new  chapters. 

The  effect  of  the  finite  velocity  of  the  electric  field,  that  is, 
the  electric  radiation  in  creating  energy  components  of  inductance 
and  of  capacity  and  thereby  effective  series  and  shunt  resistances 
is  more  fully  discussed.  These  components  may  assume  formid- 
able values  at  such  high  frequencies  as  are  not  infrequent  in 
transmission  circuits,  and  thereby  dominate  the  phenomena. 
These  energy  components  and  the  equations  of  the  unequal 
current  distribution  in  the  conductor  are  then  applied  to  a  fuller 
discussion  of  high-frequency  conduction. 

In  Section  IV,  a  chapter  has  been  added  discussing  the  relation 
of  the  common  types  of  currents:  direct  current,  alternating 
current,  etc.,  to  the  general  equations  of  the  electric  circuit. 
A  discussion  is  also  given  of  the  interesting  case  of  a  direct  current 
with  distributed  leakage,  as  such  gives  phenomena  analogous  to 
wave  propagation,  such  as  reflection,  etc.,  which  are  usually 
familiar  only  with  alternating  or  oscillating  currents. 

A  new  chapter  is  devoted  to  impulse  currents,  as  a  class 
of  non-periodic  but  transient  currents  reciprocal  to  the  periodic 
but  permanent  alternating  currents. 

Hitherto  in  theoretical  investigations  of  transients,  the  circuit 
constants  r  L  C  and  g  have  been  assumed  as  constant.  This, 
however,  disagrees  with  experience  at  very  high  frequencies 
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or  steep  wave  fronts,  thereby  limiting  the  usefulness  of  the 
theoretical  investigation,  and  makes  the  calculation  of  many  im- 
portant phenomena,  such  as  the  determination  of  the  danger 
zone  of  steep  wave  fronts,  the  conditions  of  circuit  design  limit- 
ing the  danger  zone,  etc.,  impossible.  The  study  of  these 
phenomena  has  been  undertaken  and  four  additional  chapters 
devoted  to  the  change  of  circuit  constants  with  the  frequency, 
the  increase  of  attenuation  constant  resulting  therefrom,  and 
the  degeneration,  that  is  rounding  off  of  complex  waves,  the 
flattening  of  wave  fronts  with  the  time  and  distance  of  travel, 
etc.,  added. 

The  method  of  symbolic  representation  has  been  changed  from 
the  time  diagram  to  the  crank  diagram,  in  accordance  with  the 
international  convention,  and  in  conformity  with  the  other 
books;  numerous  errors  of  the  previous  edition  corrected,  etc. 

CHARLES  P.  STEINMETZ. 

Jan.,  1920. 


PREFACE  TO  THE  FIRST  EDITION 


The  following  work  owes  its  origin  to  a  course  of  instruction 
^ven  during  the  last  few  years  to  the  senior  class  in  electrical 
en^neering  at  Union  University  and  represents  the  work  of  a 
number  of  years.  It  comprises  the  investigation  of  phenomena 
which  heretofore  have  rarely  been  dealt  with  in  teict-books  but 
have  now  become  of  such  importance  that  a  knowledge  of  them 
is  essential  for  every  electrical  engineer,  as  they  include  some  of 
the  most  important  problems  which  electrical  engineering  will 
have  to  solve  in  the  near  future  to  nudntain  its  thus  far  unbroken 
progress. 

A  few  of  these  transient  phenomena  were  observed  and  experi- 
mentally investigated  in  the  early  days  of  electrical  engineering, 
for  instance,  the  building  up  of  the  voltage  of  direct-current 
generators  from  the  remanent  magnetism.  Others,  such  as  the 
investigation  of  the  rapidity  of  the  response  of  a  compound 
generator  or  a  booster  to  a  change  of  load,  have  become  of  impor- 
tance with  the  stricter  requirements  now  made  on  electric  ssrstems. 
Transient  phenomena  which  were  of  such  short  duration  and 
small  magnitude  as  to  be  negligible  with  the  small  apparatus  of 
former  days  have  become  of  serious  importance  in  the  huge 
generators  and  high  power  systems  of  to-day,  as  the  discharge  of 
generator  fields,  the  starting  currents  of  transformers,  the  short- 
circuit  currents  of  alternators,  etc.  Especially  is  this  the  case 
with  two  classes  of  phenomena  closely  related  to  each  other :  the 
phenomena  of  distributed  capacity  and  those  of  high  frequency 
currents.  Formerly  high  frequency  currents  were  only  a  subject 
for  brilliant  lecture  experiments ;  now,  however,  in  the  wireless 
telegraphy  they  have  found  an  important  industrial  use.  Teleph- 
ony has  advanced  from  the  art  of  designing  elaborate  switch- 
boards to  an  engineering  science,  due  to  the  work  of  M.  L 
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and  others,  dealing  with  the  fjurly  high  frequency  of  sound 
waves.  Especially  lightning  and  all  the  kindred  high  voltage 
and  high  frequency  phenomena  in  electric  systems  have  become 
of  great  and  still  rapidly  increasing  importance,  due  to  the 
great  increase  in  extent  and  in  power  of  the  modern  electric 
systems,  to  the  interdependence  of  all  the  electric  power  users  in 
a  large  territory,  and  to  the  destructive  capabilities  i-esulting 
from  such  disturbances.  Where  hundreds  of  miles  of  high  and 
medium  potential  circuits,  overhead  lines  and  underground 
cables,  are  interconnected,  the  phenomena  of  distributed  capacity, 
the  effects  of  charging  currents  of  lines  and  cables,  have  become 
such  as  to  require  careful  study.  Thus  phenomena  which  once 
were  of  scientific  interest  only,  as  the  imequal  current  distribu- 
tion in  conductors  carrying  alternating  currents,  the  finite  velocity 
of  propagation  of  the  electric  field,  etc.,  now  require  careful  study 
by  the  electrical  en^neer,  who  meets  them  in  the  rail  return  of 
the  single-phase  railway,  in  the  effective  impedance  interposed 
to  the  lightning  discharge  on  which  the  safety  of  the  entire 
system  depends,  etc. 

The  characteristic  of  all  these  phenomena  is  that  they  are 
transient  functions  of  the  independent  variable,  time  or  distance, 
that  is,  decrease  with  increasing  value  of  the  independent  variable, 
gradually  or  in  an  oscillatory  manner,  to  zero  at  infinity,  while 
the  functions  representing  the  steady  flow  of  electric  energy  are 
constants  or  periodic  functions. 

While  thus  the  phenomena  of  alternating  currents  are  repre- 
sented by  the  periodic  function,  the  sine  wave  and  its  higher 
harmonics  or  overtones,  most  of  the  transient  phenomena  lead 
to  a  function  which  is  the  product  of  exponential  and  trigono- 
metric terms,  and  may  be  called  an  oscillating  function,  and  its 
overtones  or  higher  harmonics. 

A  second  variable,  distance,  also  enters  into  many  of  these 
phenomena;  and  while  the  theory  of  alternating-current  appara- 
tus and  phenomena  usually  has  to  deal  only  with  functions  of 
one  independent  variable,  time,  which  variable  is  eliminated  by 
the  introduction  of  the  complex  quantity,  in  this  volume  we 
have  frequently  to  deal  with  functions  of  time  and  of  distance. 
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We  thus  have  to  consider  alternating  functions  and  transient 
functions  of  time  and  of  distance. 

The  theory  of  alternating  functions  of  time  is  given  in  "Theory 
and  Calculation  of  Alternating  Current  Phenomena."  Transient 
functions  of  time  are  studied  in  the  first  section  of  the  present 
work,  and  in  the  second  section  are  given  periodic  transient 
phenomena,  which  have  become  of  industrial  importance,  for 
instance,  in  rectifiers,  for  circuit  control,  etc.  The  third  section 
gives  the  theory  of  phenomena  which  are  alternating  in  time  and 
transient  in  distance,  and  the  fourth  and  last  section  gives 
phenomena  transient  in  time  and  in  distance. 

To  some  extent  this  volume  can  thus  be  considered  as  a  con- 
tinuation of  "Theory  and  Calculation  of  Alternating  Current 
Phenoro*»na." 

In  editing  this  work,  I  have  been  greatly  assisted  by  Prof.  0. 
Ferguson,  of  Union  University,  who  has  carefully  revised  the 
manuscript,  the  equations  and  the  numerical  examples  and 
checked  the  proofs,  so  that  it  is  hoped  that  the  errors  in  the 
work  are  reduced  to  a  minimum. 

Great  credit  is  due  to  the  publishers  and  their  technical  staff 
for  their  valuable  assistance  in  editing  the  manuscript  and  for 
the  representative  form  of  the  pubUcation  they  have  produced. 

CHARLES  P.  STEINMETZ. 

Schenectady,  December,  190& 


PREFACE  TO  THE  SECOND  EDITION 


Due  to  the  relatively  short  time  which  has  elapsed  since 
the  appearance  of  the  first  edition,  no  material  changes  or 
additions  were  needed  in  the  preparation  of  the  second  edition. 
The  work  has  been  carefully  perused  and  typographical  and 
other  errors,  which  had  passed  into  the  first  edition,  were 
eliminated.  In  this,  thanks  are  due  to  those  readers  who 
have  drawn  my  attention  to  errors. 

Since  the  appearance  of  the  first  edition,  the  industrial 
importance  of  transients  has  materially  increased,  and  con- 
siderable attention  has  thus  been  devoted  to  them  by  engineers. 
The  term  "transient"  has  thereby  found  an  introduction,  as 
noun,  into  the  technical  language,  instead  of  the  more  cumber- 
some expression  "transient  phenomenon,"  and  the  former  term 
is  therefore  used  to  some  extent  in  the  revised  edition. 

As  appendix  have  been  added  tables  of  the  velocity  functions 
of  the  electric  field,  sil  x  and  col  x,  and  similar  functions, 
together  with  explanation  of  their  mathematical  relations,  as 
tables  of  these  functions  are  necessary  in  calculations  of  wave 
propagation,  but  are  otherwise  difficult  to  get.  These  tables 
were  derived  from  tables  of  related  functions  published  by 
J.  W.  L.  Glaisher,  Philosophical  Transactions  of  the  Royal 
Society  of  London,  1870,  Vol.  160. 
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CHAPTER  I. 

THE   CONSTANTS  OF  THE  ELECTRIC  CIRCUIT. 

1.  To  transmit  electric  energy  from  one  place  where  it  is 
generated  to  another  place  where  it  is  used,  an  electric  cir- 
cuit is  required,  consisting  of  conductors  which  connect  the 
point  of  generation  with  the  point  of  utilization. 

When  electric  energy  flows  through  a  circuit,  phenomena 
take  place  inside  of  the  conductor  as  well  as  in  the  space  out- 
side of  the  conductor. 

In  the  conductor,  during  the  flow  of  electric  energy  through 
the  circuit,  electric  energy  is  consumed  continuously  by  being 
converted  into  heat.  Along  the  circuit,  from  the  generator 
to  the  receiver  circuit,  the  flow  of  energy  steadily  decreases 
by  the  amount  consumed  in  the  conductor,  and  a  power  gradi- 
ent exists  in  the  circuit  along  or  parallel  with  the  conductor. 

(Thus,  while  the  voltage  may  decrease  from  generator  to 
receiver  circuit,  as  is  usually  the  case,  or  may  increase,  as  in 
an  alternating-current  circuit  with  leading  current,  and  while 
the  current  may  remain  constant  throughout  the  circuit,  or 
decrease,  as  in  a  transmission  line  of  considerable  capacity 
with  a  leading  or  non-inductive  receiver  circuit,  the  flow  of 
energy  always  decreases  from  generating  to  receiving  circuit, 
and  the  power  gradient  therefore  is  characteristic  of  the  direc- 
tion of  the  flow  of  energy.) 

In  the  space  outside  of  the  conductor,  during  the  flow  of 
energy  through  the  circuit,  a  condition  of  stress  exists  which 
is  called  the  electric  field  of  the  conductor.  That  is,  the 
surrounding  space  is  not  uniform,  but  has  different  electric 
and  magnetic  properties  in  different  directions. 

No  power  is  required  to  maintain  the  electric  field,  but  energy 
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is  required  to  produce  the  electric  field,  and  this  energy  is 
returned,  more  or  less  completely,  when  the  electric  field  dis- 
appears by  the  stoppage  of  the  flow  of  energy. 

Thus,  in  starting  the  flow  of  electric  energy,  before  a  perma- 
nent condition  is  reached,  a  finite  time  must  elapse  during 
which  the  energy  of  the  electric  field  is  stored,  and  the  generator 
therefore  gives  more  power  than  consumed  in  the  conductor 
and  delivered  at  the  receiving  end ;  again,  the  flow  of  electric 
energy  cannot  be  stopped  instantly,  but  first  the  energy  stored 
in  the  electric  field  has  to  be  expended.  As  result  hereof, 
where  the  flow  of  electric  energy  pulsates,  as  in  an  alternating- 
current  circuit,  continuously  electric  energy  is  stored  in  the 
field  during  a  rise  of  the  power,  and  returned  to  the  circuit 
again  during  a  decrease  of  the  power. 

The  electric  field  of  the  conductor  exerts  magnetic  and  elec- 
trostatic actions. 

The  magnetic  action  is  a  maximum  in  the  direction  concen- 
tric, or  approximately  so,  to  the  conductor.  That  is,  a  needle- 
shaped  magnetizable  body,  as  an  iron  needle,  tends  to  set  itself 
in  a  direction  concentric  to  the  conductor. 

The  electrostatic  action  has  a  maximum  in  a  direction  radial, 
or  approximately  so,  to  the  conductor.  That  is,  a  light  needle- 
shaped  conducting  body,  if  the  electrostatic  component  of  the 
field  is  powerful  enough,  tends  to  set  itself  in  a  direction  radial 
to  the  conductor,  and  light  bodies  are  attracted  or  repelled 
radially  to  the  conductor. 

Thus,  the  electric  field  of  a  circuit  over  which  energy  flows 
has  three  main  axes  which  are  at  right  angles  with  each  other: 

The  electromagnetic  axis,  concentric  with  the  conductor. 

The  electrostatic  axis,  radial  to  the  conductor. 

The  power  gradient,  parallel  to  the  conductor. 

This  is  frequently  expressed  pictorially  by  saying  that  the 
lines  of  magnetic  force  of  the  circuit  are  concentric,  the  lines 
of  electrostatic  force  radial  to  the  conductor. 

WTiere,  as  is  usually  the  case,  the  electric  circuit  consists  of 
several  conductors,  the  electric  fields  of  the  conductors  super- 
impose upon  each  other,  and  the  resultant  lines  of  magnetic 
and  of  electrostatic  forces  are  not  concentric  and  radial  respec- 
tively, except  approximately  in  the  immediate  neighborhood 
of  the  conductor. 
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In  the  electric  field  between  parallel  conductors  the  magnetic 
and  the  electrostatic  lines  of  force  are  conjugate  pencils  of  circles. 

2.  Neither  the  power  consumption  in  the  conductor,  nor 
the  electromagnetic  field,  nor  the  electrostatic  field,  are  pro- 
portional to  the  flow  of  energy  through  the  circuit. 

The  product,  however,  of  the  intensity  of  the  magnetic  field, 
<l>,  and  the  intensity  of  the  electrostatic  field,  ^,  is  proportional 
to  the  flow  of  energy  or  the  power,  P,  and  the  power  P  is  there- 
fore resolved  into  a  product  of  two  components,  i  and  c,  which 
are  chosen  proportional  respectively  to  the  intensity  of  the 
magnetic  field  4>  and  of  the  electrostatic  field  ^. 

That  is,  putting 

P  ^ie  (1) 

we  have 

*  =*  Za  =  the  intensity  of  the  electromagnetic  field.        (2) 
^  =  Ce  =  the  intensity  of  the  electrostatic  field.  (3) 

The  component  i,  called  the  current^  is  defined  as  that  factor 
of  the  electric  power  P  which  is  proportional  to  the  magnetic 
field,  and  the  other  component  e,  called  the  voltage,  is  defined 
as  that  factor  of  the  electric  power  P  which  is  proportional  to 
the  electrostatic  field. 

Current  i  and  voltage  e,  therefore,  are  mathematical  fictions, 
factors  of  the  power  P,  introduced  to  represent  respectively  the 
magnetic  and  the  electrostatic  or  "  dielectric  "  phenomena. 

The  current  i  is  measured  by  the  magnetic  action  of  a  circuit, 
as  in  the  ammeter;  the  voltage  6,  by  the  electrostatic  action  of 
a  circuit,  as  in  the  electrostatic  voltmeter,  or  by  producing  a 
current  i  by  the  voltage  e  and  measuring  this  current  i  by  its 
magnetic  action,  in  the  usual  voltmeter. 

The  coefficients  L  and  C,  which  are  the  proportionality  factors 
of  the  magnetic  and  of  the  dielectric  component  of  the  electric 
field,  are  called  the  inductance  and  the  capacity  of  the  circuit, 
respectively. 

As  electric  power  P  is  resolved  into  the  product  of  current  i 
and  voltage  e,  the  power  loss  in  the  conductor,  P/,  therefore  can 
also  be  resolved  into  a  product  of  current  i  and  voltage  Ci 
which  is  consumed  in  the  conductor.    That  is. 

Pi    =  l£i. 
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It  is  found  that  the  voltage  consumed  in  the  conductor,  ei,  is 
proportional  to  the  factor  i  of  the  power  P,  that  is, 

ei  =  n,  (4) 

where  r  is  the  proportionality  factor  of  the  voltage  consumed  by 
the  loss  of  power  in  the  conductor,  or  by  the  power  gradient, 
and  is  called  the  resistance  of  the  circuit. 

Any  electric  circuit  therefore  must  have  three  constants,  r,  L, 
and  C,  where 
r  =  circuit  constant  representing  the  power  gradient,  or  the  loss 

of  power  in  the  conductor,  called  resistance. 
L  =  circuit  constant  representing  the  intensity  of  the  electro- 
magnetic component  of  the  electric  field  of  the  circuit, 
called  inductance. 
C  =  circuit  constant  representing  the  intensity  of  the  electro- 
static component  of  the  electric  field  of  the  circuit,  called 
capacity. 
In  most  circuits,  there  is  no  current  consumed  in  the  conductor, 
ii,  and  proportional  to  the  voltage  factor  e  of  the  power  P,  that  is: 

ii  =  ge 
where  g  is  the  proportionaUty  factor  of  the  current  consumed 
by  the  loss  of  power  in  the  conductor,  which  depends  on  the  volt- 
age, such  as  dielectric  losses,  etc.  Where  such  exist,  a  fourth 
circuit  constant  appears,  the  conductance  g,  regarding  which  see 
sections  III  and  IV. 
3.  A  change  of  the  magnetic  field  of  the  conductor,  that  is, 
,>i  M  the  number  of  lines  of  magnetic  force  €>  surrounding  the  con- 
ductor, generates  an  e.m.f . 

in  the  conductor  and  thus  absorbs  a  power 

P'  =  ie'  =  t^  (6) 

or,  by  equation  (2) :  $  =  Li  by  definition,  thus: 

§  -  4  .nd:  P- -  L^-,  (7, 

and  the  total  energy  absorbed  by  the  magnetic  field  during  the 
rise  of  current  from  zero  to  i  is 


-J. 


Wu=   IP'dt  (8) 


=  L  j  idi, 
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that  is, 

Wm  =  ^.  (9) 

A  change  of  the  dielectric  field  of  the  conductor,  ^,  absorbs 
a  current  proportional  to  the  change  of  the  dielectric  field: 

i'  =  f ,  (10) 

and  absorbs  the  power 

P''  =  ei'  =  6^,  (11) 

01 


or,  by  equation  (3), 


P"  =  CeJ^,  (12) 


and  the  total  energy  absorbed  by  the  dielectric  field  during  a 
rise  of  voltage  from  0  to  6  is 


-/ 


Wk  =      P"dt  (13) 


=  C  iede, 


that  is 


Wk  =  ^-  (14) 


The  power  consumed  in  the  conductor  by  its  resistance  r  is 

Pr  =  tei,  (15) 

and  thus,  by  equation  (4), 

Pr  =  iV.  (16) 

That  is,  when  the  electric  power 

P  =  ei    (1) 
exists  in  a  circuit,  it  is 

Pr  =  t*r  =  power  lost  in  the  conductor,     (16) 

Wm  =  -s-  =  energy  stored  in  the  magnetic  field  of  the  circuit,  (9) 

Wk  =  "o"  ^  energy  stored  in  the  dielectric  field  of  the  cir- 

cuit,    (14) 
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and  the  three  circuit  constants  r,  L,  C  therefore  appear  as  the 
components  of  the  energy  conversion  into  heat,  magnetism,  and 
electric  stress,  respectively,  in  the  circuit. 

4.  The  circuit  constant,  resistance  r,  depends  only  on  the 
size  and  material  of  the  conductor,  but  not  on  the  position  of 
the  conductor  in  space,  nor  on  the  material  filling  the  space 
surrounding  the  conductor,  nor  on  the  shape  of  the  conductor 
section. 

The  circuit  constants,  inductance  L  and  capacity  C,  almost 
entirely  depend  on  the  position  of  the  conductor  in  space,  on 
the  material  filling  the  space  surrounding  the  conductor,  and 
on  the  shape  of  the  conductor  section,  but  do  not  depend  on 
the  material  of  the  conductor,  except  to  that  small  extent  as 
represented  by  the  electric  field  inside  of  the  conductor  section. 

6.  The  resistance  r  is  proportional  to  the  length  and  inversely 
proportional  to  the  section  of  the  conductor, 

r  =  Pj'  (17) 

where  p  ia  &  constant  of  the  material,  called  the  resistivity  or 
specific  resistance. 

For  different  materials,  p  varies  probably  over  a  far  greater 
range  than  almost  any  other  physical  quantity.  Given  in  ohms 
per  centimeter  cube,*  it  is,  approximately,  at  ordinary  tem- 
peratures : 

Metals:  Cu 1.6  x  lO"* 

Al 2.8X  10-* 

Fe lOX  10-* 

Hg 94  X  10-* 

Gray  cast  iron. up  to  100  X  lO"* 

High-resistance  alloys up  to  150  X  10"* 

Electrolytes:  NO3H down  to  1 .3  at  30  per  cent 

KOH down  to  1 .9  at  25  per  cent 

NaCl down  to  4 .7  at  25  per  cent 

up  to 

Pure  river  water 10* 

and  over  alcohols,  oils,  etc.,  to  practically  infinity. 

*  Meaning  a  conductor  of  one  centimeter  length  and  one  square  centimeter 
■ection. 
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So-called  ^^  insuUUors*^ : 

Fiber about  10" 

Paraffin  oil about  10" 

Paraffin .about  10"  to  10'* 

Mica about  10" 

Glass about  10"  to  W 

Rubber about  10** 

Air practically  « 

In  the  wide  gap  between  the  highest  resistivity  of  metal 
alloys,  about  p  =  150  X  10"',  and  the  lowest  resistivity  of 
electrolytes,  about  p  =  1,  are 

Carbon:  metallic down  to  100  X  lO"* 

amorphous  (dense) 0.04  and  higher 

anthracite very  high 

SiZtcon  and  Silicon  AUoys: 

Cast  silicon 1  down  to  0.04 

Ferro  silicon 0.04  down  to  50  X  10"' 

The  resistivity  of  arcs  and  of  Geissler  tube  discharges  is  of  about 
the  same  magnitude  as  electrolytic  resistivity. 

The  resistivity,  p,  is  usually  a  function  of  the  temperature, 
rising  slightly  with  increase  of  temperature  in  metallic  conduct- 
ors and  decreasing  in  electrolytic  conductors.  Only  with  few 
materials,  as  silicon,  the  temperature  variation  of  p  is  so  enor- 
mous that  p  can  no  longer  be  considered  as  even  approximately 
constant  for  all  currents  i  which  give  a  considerable  tempera- 
ture rise  in  the  conductor.  Such  materials  are  commonly 
called  pyroelectrolytes. 

6.  The  inductMice  L  is  proportional  to  the  section  and 
inversely  proportional  to  the  length  of  the  magnetic  circuit 
surrounding  the  conductor,  and  so  can  be  represented  by 

L  =  ^>  (18) 

where  fiisa,  constant  of  the  material  fiUing  the  space  surround- 
ing the  conductor,  which  is  called  the  magnetic  permeability. 

As  in  general  neither  section  nor  length  is  constant  in  differ- 
ent parts  of  the  magnetic  circuit  surrounding  an  electric  con- 

•  See  "Theory  and  Calculation  of  Electric  Circuits." 
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ductor,  the  magnetic  circuit  has  as  a  rule  to  be  calculated 
piecemeal,  or  by  integration  over  the  space  occupied  by  it. 

The  permeability,  /£,  is  constant  and  equals  unity  or  very 
closely  //  =  1  for  all  substances,  with  the  exception  of  a  few 
materials  which  are  called  the  magnetic  materials,  as  iron, 
cobalt,  nickel,  etc.,  in  which  it  is  very  much  higher,  reaching 
sometimes  and  under  certain  conditions  in  iron  values  as  high 
as  M  =  6000  and  even  as  high  as  m  =  30,000. 

In  these  magnetic  materials  the  permeability  jn  is  not  con- 
stant but  varies  with  the  magnetic  flux  density,  or  number  of 
lines  of  magnetic  force  per  unit  section,  (B,  decreasing  rapidly 
for  high  values  of  (B. 

In  such  materials  the  use  of  the  term  /£  is  therefore  incon- 
venient, and  the  inductance,  L,  is  calculated  by  the  relation 
between  the  magnetizing  force  as  given  in  ampere-turns  per 
unit  length  of  magnetic  circuit,  or  by  'Afield  intensity,"  and 
magnetic  induction  (B. 

The  magnetic  induction  (B  in  magnetic  materials  is  the  sum 
of  the  ''space  induction"  JC,  corresponding  to  unit  permeability, 
plus  the  ''metallic  induction"  (B',  which  latter  reaches  a  finite 
limiting  value.    That  is, 

(B  =  X  +  (B'.  (19) 

The  limiting  values,  or  so-called  "saturation  values,"  of  (B' 
are  approximately,  in  lines  of  magnetic  force  per  square  centi- 
meter: 

Iron 21,000 

Cobalt 12,000 

Nickel 6,000 

Magnetite 5,000 

Manganese  alloys up  to  5,000 

The  inductance,  L,  therefore  is  a  constant  of  the  circuit  if 
the  space  surrounding  the  conductor  contains  no  magnetic 
material,  and  is  more  or  less  variable  with  the  current,  i,  if 
magnetic  material  exists  in  the  space  surrounding  the  conductor. 
In  the  latter  case,  with  increasing  current,  i,  the  inductance,  L, 
first  slightly  increases,  reaches  a  maximum,  and  then  decreases, 
approaching  as  limiting  value  the  value  which  it  would  have  in 
the  absence  of  the  magnetic  material. 
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7.  The  capacity,  C,  is  proportional  to  the  section  and  inversely 
proportional  to  the  length  of  the  electrostatic  field  of  the  con- 
ductor: . 

C=^,  (20) 

where  ^  is  a  constant  of  the  material  filling  the  space  surround- 
ing the  conductor,  which  is  called  the  "dielectric  constant/'  or 
the  "specific  capacity,"  or  *'  permittivity." 

Usually  the  section  and  the  length  of  the  different  parts  of 
the  electrostatic  circuit  are  different,  and  the  capacity  therefore 
has  to  be  calculated  piecemeal,  or  by  integration. 

The  dielectric  constant  k  of  different  materials  varies  over  a 
relative  narrow  range  only.    It  is  approximately : 

#c  =  1  in  the  vacuum,  in  air  and  in  other  gases, 
ic  =  2  to  3  in  oils,  paraffins,  fiber,  etc., 
ic  =  3  to  4  in  rubber  and  gutta-percha, 
/c  =  3  to  5  in  glass,  mica,  etc., 

reaching  values  as  high  as  7  to  8  in  organic  compounds  of  heavy 
metals,  as  lead  stearate,  and  about  12  in  sulphur. 

The  dielectric  constant,  k,  is  practically  constant  for  all  voltages 
e,  up  to  that  voltage  at  which  the  electrostatic  field  intensity, 
or  the  electrostatic  gradient,  that  is,  the  "volts  per  centimeter," 
exceeds  a  certain  value  d,  which  depends  upon  the  material  and 
which  is  called  the  "dielectric  strength"  or  "disruptive  strength" 
of  the  material.  At  this  potential  gradient  the  medium  breaks 
down  mechanically,  by  puncture,  and  ceases  to  insulate,  but 
electricity  passes  and  so  equalizes  the  potential  gradient. 

The  disruptive  strength,  d,  given  in  volts  per  centimeter  is 
approximately: 

Air:  30,000. 

Oils:  250,000  to  1,000,000. 

Mica:  up  to  4,000,000. 

The  capacity,  C,  of  a  circuit  therefore  is  constant  up  to  the 
voltage  e,  at  which  at  some  place  of  the  electrostatic  field  the 
dielectric  strength  is  exceeded,  disruption  takes  place,  and  a 
part  of  the  surrounding  space  therefore  is  made  conducting,  and 
by  this  increase  of  the  effective  size  of  the  conductor  the  capacity 
C  is  increased. 
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8.  Of  the  amount  of  energy  consumed  in  creating  the  electric 
field  of  the  circuit  not  all  is  returned  at  the  disappearance  of 
the  electric  field,  but  a  part  is  consumed  by  conversion  into  heat 
in  producing  or  in  any  other  way  changing  the  electric  field. 
That  is,  the  conversion  of  electric  energy  into  and  from  the 
electromagnetic  and  electrostatic  stress  is  not  complete,  but  a 
loss  of  energy  occurs,  especially  with  the  magnetic  field  in  the 
so-called  magnetic  materials,  and  with  the  electrostatic  field  in 
unhomogeneous  dielectrics. 

The  energy  loss  in  the  production  and  reconversion  of  the 
magnetic  component  of  the  field  can  be  represented  by  an 
effective  resistance  /  which  adds  itself  to  the  resistance  r^  of 
the  conductor  and  more  or  less  increases  it. 

The  energy  loss  in  the  electrostatic  field  can  be  represented 
by  an  effective  resistance  r'',  shunting  across  the  circuit,  and 
consuming  an  energy  current  i",  in  addition  to  the  current  i  in 
the  conductor.  Usually,  instead  of  an  effective  resistance  r^\ 
its  reciprocal  is  used,  that  is,  the  energy  loss  in  the  electro- 
static field  represented  by  a  shunted  conductance  g. 

In  its  most  general  form  the  electric  circuit  therefore  contains 
the  constants : 

1.  Inductance  L,  storing  the  energy,  — , 

2.  Capacity  C,  storing  the  energy,  -^i 

3.  Resistance  r  ^r^-^-r',  consuming  the  power,  iV  =  iV^ + iV, 

4.  Conductance  gf,  consuming  the  power,  e^gf, 

where  r^  is  the  resistance  of  the  conductor,  /  the  effective  resist- 
ance representing  the  power  loss  in  the  magnetic  field  L,  and  g 
represents  the  power  loss  in  the  electrostatic  field  C 

9.  If  of  the  three  components  of  the  electric  field,  the  electro- 
magnetic stress,  electrostatic  stress,  and  the  power  gradient,  one 
equals  zero,  a  second  one  must  equal  zero  also.  That  is,  either 
all  of  the  three  components  exist  or  only  one  exists. 

Electric  systems  in  which  the  magnetic  component  of  the 
field  is  absent,  while  the  electrostatic  component  may  be  consider- 
able, are  represented  for  instance  by  an  electric  generator  or 
a  battery  on  open  circuit,  or  by  the  electrostatic  machine.  In 
such  systems  the  disruptive  effects  due  to  high  voltage,  there- 
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fore,  are  most  pronounced,  while  the  power  is  negligible,  and 
phenomena  of  this  character  are  usually  called  "static." 

Electric  systems  in  which  the  electrostatic  component  of  the 
field  is  absent,  while  the  electromagnetic  component  is  consider- 
able, are  represented  for  instance  by  the  short-circuited  secondary 
coil  of  a  transformer,  in  which  no  potential  difference  and,  there- 
fore, no  electrostatic  field  exists,  since  the  generated  e.m.f.  is 
consumed  at  the  place  of  generation.  Practically  negligible  also 
is  the  electrostatic  component  in  all  low-voltage  circuits. 

The  effect  of  the  resistance  on  the  flow  of  electric  energy  in 
industrial  applications  is  restricted  to  fairly  narrow  limits:  as 
the  resistance  of  the  circuit  consumes  power  and  thus  lowers  the 
eflBciency  of  the  electric  transmission,  it  is  uneconomical  to 
permit  too  high  a  resistance.  As  lower  resistance  requires  a 
larger  expenditure  of  conductor  material,  it  is  usually  uneco- 
nomical to  lower  the  resistance  of  the  circuit  below  that  which 
gives  a  reasonable  efficiency. 

As  result  hereof,  practically  always  the  relative  resistance, 
that  is,  the  ratio  of  the  power  lost  in  the  resistance  to  the  total 
power,  lies  between  2  per  cent  and  20  per  cent. 

It  is  different  with  the  inductance  L  and  the  capacity  C.    Of 

the  two  forms  of  stored  energy,  the  magnetic  -^  and  electro- 

static  -^ ,  usually  one  is  so  small  that  it  can  be  neglected  com- 
pared with  the  other,  and  the  electric  circuit  with  suflScient 
approximation  treated  as  containing  resistance  and  inductance^ 
or  resistance  and  capacity  only. 

In  the  so-called  electrostatic  machine  and  its  applications, 
frequently  only  capacity  and  resistance  come  into  consideration. 

In  all  lighting  and  power  distribution  circuits,  direct  current 
or  alternating  current,  as  the  110-  and  220-volt  lighting  circuits, 
the  500-volt  railway  circuits,  the  2000-volt  primary  distribution 
circuits,  due  to  the  relatively  low  voltage,  the  electrostatic 

energy  —  is  still  so  very  small  compared   with  the  electro- 

magnetic  energy,  that  the  capacity  C  can  for  most  purposes  be 
neglected  and  the  circuit  treated  as  containing  resistance  and 
inductance  only. 
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Of  approximately  equal  magnitude  is  the  electromagnetic 

energy  —  and  the  electrostatic  energy  —  in  the  high-potential 

long-distance  transmission  circuit,  in  the  telephone  circuit,  and 
in  the  condenser  discharge,  and  so  in  most  of  the  phenomena 
resulting  from  lightning  or  other  disturbances.  In  these  cases 
all  three  circuit  constants,  r,  L,  and  C,  are  of  essential  impor- 
tance. 

10.  In  an  electric  circuit  of  negligible  inductance  L  and 
negligible  capacity  C,  no  energy  is  stored,  and  a  change  in  the 
circuit  thus  can  be  brought  about  instantly  without  any  disturb- 
ance or  intermediary  transient  condition. 

In  a  circuit  containing  only  resistance  and  capacity,  as  a 
static  machine,  or  only  resistance  and  inductance,  as  a  low  or 
medium  voltage  power  circuit,  electric  energy  is  stored  essentially 
in  one  form  only,  and  a  change  of  the  circuit,  as  an  opening  of 
the  circuit,  thus  cannot  be  brought  about  instantly,  but  occurs 
more  or  less  gradually,  as  the  energy  first  has  to  be  stored  or 
discharged. 

In  a  circuit  containing  resistance,  inductance,  and  capacity, 
and  therefore  capable  of  storing  energy  in  two  different  forms, 
the  mechanical  change  of  circuit  conditions,  as  the  opening  of  a 
circuit,  can  be  brought  about  instantly,  the  internal  energy  of 
the  circuit  adjusting  itself  to  the  changed  circuit  conditions  by 
a  transfer  of  energy  between  static  and  magnetic  and  inversely, 
that  is,  after  the  circuit  conditions  have  been  changed,  a  transient 
phenomenon,  usually  of  oscillatory  nature,  occurs  in  the  circuit 
by  the  readjustment  of  the  stored  energy. 

These  transient  phenomena  of  the  readjustment  of  stored 
electric  energy  with  a  change  of  circuit  conditions  require  careful 
study  wherever  the  amount  of  stored  energy  is  sufficiently  large 
to  cause  serious  damage.  This  is  analogous  to  the  phenomena 
of  the  readjustment  of  the  stored  energy  of  mechanical  motion: 
while  it  may  be  harmless  to  instantly  stop  a  slowly  moving  light 
carriage,  the  instant  stoppage,  as  by  collision,  of  a  fast  railway 
train  leads  to  the  usual  disastrous  result.  So  also,  in  electric 
systems  of  small  stored  energy,  a  sudden  change  of  circuit  con- 
ditions may  be  safe,  while  in  a  high-potential  power  system  of 
very  great  stored  electric  energy  any  change  of  circuit  conditions 
requiring  a  sudden  change  of  energy  is  liable  to  be  destructive. 
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Where  electric  energy  is  stored  in  one  form  only,  usually  little 
danger  exists,  since  the  circuit  protects  itself  against  sudden 
change  by  the  energy  adjustment  retarding  the  change,  and 
only  where  energy  is  stored  electrostatically  and  magnetically, 
the  mechanical  change  of  the  circuit  conditions,  as  the  opening 
of  the  circuit,  can  be  brought  about  instantly,  and  the  stored 
energy  then  surges  between  electrostatic  and  magnetic  energy. 

In  the  following,  first  the  phenomena  will  be  considered  which 
result  from  the  stored  energy  and  its  readjustment  in  circuits 
storing  energy  in  one  form  only,  which  usually  is  as  electro- 
magnetic energy,  and  then  the  general  problem  of  a  circuit 
storing  energy  electromagnetically  and  electrostatically  will  be 
considered. 


CHAPTER  II. 

INTRODUCTION. 

11.  In  the  investigation  of  electrical  phenomena,  currents 
and  potential  differences,  whether  continuous  or  alternating, 
are  usually  treated  as  stationary  phenomena.  That  is,  the 
assumption  is  made  that  after  estabUshing  the  circuit  a  sufficient 
time  has  elapsed  for  the  currents  and  potential  differences  to 
reach  their  final  or  permanent  values,  that  is,  become  constant, 
with  continuous  current,  or  constant  periodic  functions  of  time, 
with  alternating  current.  In  the  first  moment,  however,  after 
estabUshing  the  circuit,  the  currents  and  potential  differences 
in  the  circuit  have  not  yet  reached  their  permanent  values, 
that  is,  the  electrical  conditions  of  the  circuit  are  not  yet  the 
normal  or  permanent  ones,  but  a  certain  time  elapses  whii^  the 
electrical  conditions  adjust  themselves. 

12.  For  instance,  a  continuous  e.m.f.,  e^,  impressed  upon  a 
circuit  of  resistance  r,  produces  and  maintains  in  the  circuit  a 
current, 

In  the  moment  of  closing  the  circuit  of  e.m.f.  e^  on  resistance  r, 
the  current  in  the  circuit  is  zero.  Hence,  after  closing  the  circuit 
the  current  i  has  to  rise  from  zero  to  its  final  value  \.  If  the 
circuit  contained  only  resistance  but  no  inductance,  this  would 
take  place  instantly,  that  is,  there  would  be  no  transition  period. 
Every  circuit,  however,  contains  some  inductance.  The  induc- 
tance L  of  the  circuit  means  L  interlinkages  of  the  circuit  with 
lines  of  magnetic  force  produced  by  unit  current  in  the  circuit, 
or  iL  interlinkages  by  current  i.  That  is,  in  estabUshing  current 
\  in  the  circuit,  the  magnetic  flux  i^L  must  be  produced.  A 
change  of  the  magnetic  flux  iL  surrounding  a  circuit  generates 
in  the  circuit  an  e.m.f., 
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This  opposes  the  impressed  e.m.f.  e„  and  therefore  lowers  the 
e.m.t.  avulable  to  produce  the  current,  and  thereby  the  current, 
which  then  cannot  instantly  assume  its  final  vaJue,  but  lises 
thereto  gradually,  and  so  between  the  starting  of  the  circuit 
and  the  establishment  of  permanent  condition  a  transition 
period  appears.  In  the  same  manner  and  for  the  same  reasons, 
if  the  impressed  e.m.f.  c,  is  withdrawn,  but  the  circuit  left  closed, 
the  current  i  does  not  instantly  disappear  but  gradually  dies 
out,  as  shown  in  Fig.  1,  which  gives  the  rise  and  the  decay  of  a 
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Pig.  1.    RJM  ud  deca;  of  continuous  current  in  vi  lodnoUTC  drcniL 

continuous  current  in  an  inductive  circuit:  the  exciting  current 
of  an  alternator  field,  or  a  circuit  having  the  constants  r  •-  12 
ohms;  L  =  6  henrys,  and  e,  =  240  volts;  the  abscissas  being 
seconds  of  time. 

IS.  If  an  electrostatic  condenser  of  capacity  C  is  connected 
to  a  continuous  e.m.f.  e„  no  current  exists,  in  stationary  con- 
dition, in  this  direct-current  circuit  (except  that  a  very  small 
current  may  leak  through  the  insulation  or  the  dielectric  of  the 
condenser),  but  the  condenser  is  charged  to  the  potential  dif- 
ference e„  or  contains  the  electrostatic  chai^ 

Q  =  Ce.. 


In  the  moment  of  closing  the  circuit  of  e.m.f.  c,  upon  the 
capacity  C,  the  condenser  contains  no  charge,  that  is,  zero 
potential  difference  exists  at  the  condenser  terminals.  If  there 
were  no  resistance  and  no  inductance  in  the  circuit  in  the 
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moment  of  closing  the  circuit,  an  infinite  current  would  exist 
charging  the  condenser  instantly  to  the  potential  difference  e^. 
If  r  is  the  resistance  of  the  direct-current  circuit  containing  the 
condenser,  and  this  circuit  contains  no  inductance,  the  current 

starts  at  the  value  i  =  -  ;  that  is,  in  the  first  moment  after 

r 

closing  the  circuit  all  the  impressed  e.m.f.  is  consumed  by  the 

current  in  the  resistance,  since  no  charge  and  therefore  no 

potential  difference  exists  at  the  condenser.    With  increasing 

charge  of  the  condenser,   and  therefore  increasing  potential 

difference  at  the  condenser  terminals,  less  and  less  e.m.f.  is 

available  for  the  resistance,  and  the  current  decreases,  and 

ultimately  becomes  zero,  when  the  condenser  is  fully  charged. 

If  the  circuit  also  contains  inductance  L,  then  the  current 
cannot  rise  instantly  but  only  gradually :  in  the  moment  after 
closing  the  circuit  the  potential  difference  at  the  condenser  is 
still  zero,  and  rises  at  such  a  rate  that  the  increase  of  magnetic 
flux  iL  in  the  inductance  produces  an  e.m.f.  Ldi/dt,  which 
consumes  the  impressed  e.m.f.  Gradually  the  potential  differ- 
ence at  the  condenser  increases  with  its  increasing  charge,  and 
the  current  and  thereby  the  e.m.f.  consumed  by  the  resistance 
increases,  and  so  less  e.m.f.  being  available  for  consimiption  by 
the  inductance,  the  current  increases  more  slowly,  imtil  ulti- 
mately it  ceases  to  rise,  has  reached  a  maximum,  the  inductance 
consumes  no  e.m.f.,  but  all  the  impressed  e.m.f.  is  consumed  by 
the  current  in  the  resistance  and  by  the  potential  difference  at 
the  condenser.  The  potential  difference  at  the  condenser  con- 
tinues to  rise  with  its  increasing  charge;  hence  less  e.m.f.  is 
available  for  the  resistance,  that  is,  the  current  decreases  again, 
and  ultimately  becomes  zero,  when  the  condenser  is  fully 
charged.  During  the  decrease  of  current  the  decreasing  mag- 
netic flux  iL  in  the  inductance  produces  an  e.m.f.,  which  assists 
the  impressed  e.m.f.,  and  so  retards  somewhat  the  decrease  of 
current. 

Fig.  2  shows  the  charging  current  of  a  condenser  through  an 
inductive  circuit,  as  i,  and  the  potential  difference  at  the  con- 
denser terminals,  as  e,  with  a  continuous  impressed  e.m.f.  e^ 
for  the  circuit  constants  r  =  250  ohms ;  L  =  100  mh. ;  C  = 
10  mf.,  and  e^  =  1000  volts. 

If  the  resistance  is  very  small,  the  current  inmiediately  after 
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elo^ng  the  circuit  rises  very  rapidly,  quickly  charges  the  coo^ 
denser,  but  at  the  moment  where  the  condenser  \s  fully  charged 
to  the  impressed  e.m.f.  e„  current  still  exists.  This  current 
cannot  instantly  stop,  since  the  decrease  of  current  and  there- 
with the  decrease  of  its  magnetic  flux  ih  generates  an  e.m.f. 


.-„ 

-^M 

+^^-4$— 

l.-l» 

-b^ 

-S^. 

C-    Wo. 

;i" 

1, 

^i 

^44i-"=p 

Fig.   2.     Charging  a  condenser  through  a  circuit  having  resistance  and 
inductance.    Canatant  potential.    Logarithmic  charge:  high  resistance. 

which  mmntains  the  current,  or  retards  its  decrease.  Hence 
electricity  still  continues  to  flow  into  the  condenser  for  some 
time  after  it  is  fully  charged,  and  when  the  current  ultimately 
8top6,  the  condenser  Ls  overcharged,  that  is,  the  potential  dif- 
ference at  the  condenser  terminals  is  higher  than  the  impressed 
e.m.f.  e„  and  as  result  the  condenser  has  partly  to  discharge 
again,  that  is,  electricity  be^ns  to  flow  in  the  opposite  direction, 
or  out  of  the  condenser.  In  the  same  manner  this  reverse 
current,  due  to  the  inductance  of  the  circuit,  overreaches  and 
dischai^es  the  condenser  farther  than  down  to  the  impressed 
e.m.f.  e„,  so  that  after  the  discharge  current  stops  again  a  charg- 
ing current  —  now  less  than  the  initial  chaj^ng  current  — 
starts,  and  so  by  a  series  of  oscillations,  overcharges  and  under- 
charges, the  condenser  gradually  charges  itself,  and  ultimately 
the  current  dies  out. 

Fig.  3  shows  the  oscillating  charge  of  a  condenser  through  an 
inductive  circuit,  by  a  continuous  impressed  e.m.f.  e,.  The 
current  is  represented  by  i,  the  potential  difference  at  the  con- 
denser terminals  by  e,  with  the  time  as  abscissas.  The  con- 
stants of  the  circuit  are:  r  =  40  ohms;  L  =  100  rah.;  C  = 
10  mf.,  and  e,  -  1000  volts. 

In  such  a  continuous-current  circuit,  containing  resistance, 
inductance,  and  capacity  in  series  to  each  other,  the  current  at 
tJie  moment  of  closing  the  circuit  as  well  as  the  flnal  current 
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18  zero,  but  a  current  exists  immediately  after  closing  the 
circuit,  as  a  transient  phenomenon;  a  temporary  current, 
steadily  increasing  and  then  decreasing  agwn  to  zero,  or  con- 
sisting of  a  number  of  alternations  of  successively  decreasing 
amplitude :  an  oscillating  current. 

If  the  circuit  contains  no  resistance  and  inductance,  the  cui^ 
rent  into  the  condenser  would  theoretically  be  infinite.    That 


Fig.  3-    Charging  a  condenser  through  a  circuit  having  re«Btance  and 
inductance.    Constant  pot«nt,ial.    Oacillating  charge:  low  resistance. 

is,  with  low  resistance  and  low  inductance,  the  charging  current 
of  a  condenser  may  be  enormous,  and  therefore,  although  only 
transient,  requires  very  serious  consideration  and  investigation. 
If  the  resistance  is  very  low  and  the  inductance  appreciable, 
the  overcharge  of  the  condenser  may  raise  its  voltage  above 
the  impressed  e.m.f.,e,  sufficiently  to  cause  disruptive  effects. 
14.  If  an  alternating  e.m.f., 

e  =  E  co&O, 

is  impressed  upon  a  circuit  of  such  constants  that  the  current 
lags  45",  that  is,  the  current  i.s 


(  =  /  cos  (l 


-  45°), 


and  the  circuit  is  closed  at  the  moment  6  —  45°,  at  tlus 
moment  the  current  should  be  at  its  maximum  value.  It  is, 
however,  zero,  and  since  in  a  circuit  containing  inductance  (that 
is,  in  practically  any  circuit)  the  current  cannot  change  instantly, 
it  follows  that  in  this  case  the  current  gradually  rises  from  zero 
as  initial  value  to  the  permanent  value  of  the  sine  wave  i. 
This  approach  of  the  current  from  the  initial  value,  in  the  ■ 
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present  case  zero,  to  the  final  value  of  the  curve  t,  can  either 
be  gradual,  as  shown  by  the  curve  t,  oF  fig.  4,  or  t^  a  series 
of  oscillations  of  gradually  decreasing  amplitude,  as  shown  by 
curve  i,  of  Fig.  4. 

16.  The  general  aolution  of  an  electric  current  problem  there- 
fore includes  besides  the  permanent  term,  constant  or  periodic, 


fig.  4.    Starting  of  an  slt«matiiig-«uiTeDt  circnil  baring  indiictsnoe. 

a  transient  term,  which  disappears  after  a  time  depending  upon 
the  circuit  contytioos,  from  an  extremely  small  fraction  of  a 
second  to  a  number  of  seconds. 

These  transient  terms  appear  in  closing  the  circuit,  opening 
the  circuit,  or  in  any  other  way  changing  the  circuit  concQtions, 
as  by  a  change  of  load,  a  change  of  impedance,  etc. 

In  general,  in  a  circuit  containing  resistance  and  inductance 
only,  but  no  capacity,  the  transient  terms  of  current  and  volt- 
age are  not  sufficiently  large  and  of  long  duration  to  cause 
harmful  nor  even  appreciable  effects,  and  it  is  mainly  in  circuits 
containing  capacity  that  excessive  values  of  current  and  poten- 
tial difference  may  be  reached  by  the  transient  tenn,  and  there- 
with serious  results  occur.  The  investigation  of  transient  terms 
therefore  is  largely  an  investigation  of  the  effects  of  electro- 
static capacity. 

16-  No  traiisient  terms  result  from  the  resistance,  but  only 
those  circuit  constants  which  represent  storage  of  energy,  mag- 
netically by  the  inductance  L,  electrostatically  by  the  capacity 
C,  give  rise  to  transient  phenomena,  and  the  more  the  resist- 
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ance  predominates,  the  less  is  therefore  the  severity  and  dura- 
tion of  the  transient  term. 

When  closing  a  circuit  containing  inductance  or  capacity 
or  both,  the  energy  stored  in  the  inductance  and  the  capacity 
has  first  to  be  supplied  by  the  impressed  e.m.f.  before  the 
circuit  conditions  can  become  stationary.  That  is,  in  the  first 
moment  after  closing  an  electric  circuit,  or  in  general  changing 
the  circuit  conditions,  tne  impressed  e.m.f.,  or  rather  the  source 
producing  the  impressed  e.m.f.,  has,  in  addition  to  the  power 
consumed  in  maintaining  the  circuit,  to  supply  the  power  which 
stores  energy  in  inductance  and  capacity,  and  so  a  transient 
term  appears  immediately  after  any  change  of  circuit  condi- 
tion. If  the  circuit  contains  only  one  energynstoring  constant, 
as  either  inductance  or  capacity,  the  transient  term,  which 
connects  the  initial  with  the  stationary  condition  of  the  circuit, 
necessarily  can  be  a  steady  logarithmic  term  only,  or  a  gradual 
approach.  An  oscillation  can  occur  only  with  the  existence  of 
two  energynstoring  constants,  as  capacity  and  inductance,  which 
permit  a  surge  of  energy  from  the  one  to  the  other,  and  there- 
with an  overreaching. 

17.  Transient  terms  may  occur  periodically  and  in  rapid  suc- 
cession, as  when  rectifying  an  alternating  current  by  synchro- 
nously reversing  the  connections  of  the  alternating  impressed 
e.m.f.  with  the  receiver  circuit  (as  can  be  done  mechanically 
or  without  moving  apparatus  by  unidirectional  conductors,  as 
arcs).  At  every  half  wave  the  circuit  reversal  starts  a  tran- 
sient term,  and  usually  this  transient  term  has  not  yet  disap- 
I)eared,  frequently  not  even  greatly  decreased,  when  the  next 
reversal  again  starts  a  transient  term.  These  transient  terms 
may  predominate  to  such  an  extent  that  the  current  essentially 
consists  of  a  series  of  successive  transient  terms. 

18.  If  a  condenser  is  charged  through  an  inductance,  and  the 
condenser  shunted  by  a  spark  gap  set  for  a  lower  voltage  than 
the  impressed,  then  the  spark  gap  discharges  as  soon  as  the 
condenser  charge  has  reached  a  certain  value,  and  so  starts  a 
transient  term;  the  condenser  charges  again,  and  discharges, 
and  so  by  the  successive  charges  and  discharges  of  the  condenser 
a  series  of  transient  terms  is  produced,  recurring  at  a  frequency 
depending  upon  the  circuit  constants  and  upon  the  ratio  of  the 
disruptive  voltage  of  the  spark  gap  to  the  impressed  e.m.f. 
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Such  a  phenomenon  for  instance  occurs  when  on  a  high- 
potential  alternating-current  system  a  weak  spot  appears  in  the 
cable  insulation  and  permits  a  spark  discharge  to  pass  to  the 
ground,  that  is,  in  shunt  to  the  condenser  formed  by  the  cable 
conductor  and  the  cable  armor  or  ground. 

19.  In  most  cases  the  transient  phenomena  occurring  in  elec- 
tric circuits  immediately  after  a  change  of  circuit  conditions  are 
of  no  importance,  due  to  their  short  duration.  They  require 
serious  consideration,  however, — 

(a)  In  those  cases  where  they  reach  excessive  values.  Thus 
in  connecting  a  large  transformer  to  an  alternator  the  large 
initial  value  of  current  may  do  damage.  In  short-circuiting  a 
large  alternator,  while  the  permanent  or  stationary  short-circuit 
current  is  not  excessive  and  represents  httle  power,  the  very 
much  larger  momentary  short-circuit  current  may  be  beyond 
the  capacity  of  automatic  circuit-opening  devices  and  cause 
damage  by  its  high  power.  In  high-potential  transmissions  the 
potential  differences  produced  by  these  transient  terms  may 
reach  values  so  high  above  the  normal  voltage  as  to  cause  dis- 
ruptive effects.  Or  the  frequency  or  steepness  of  wave  front  of 
these  transients  may  be  so  great  as  to  cause  destructive  voltages 
across  inductive  parts  of  the  circuits,  as  reactors,  end  turns  of 
transformers  and  generators,  etc. 

(6)  Lightning,  high-potential  surges,  etc.,  are  in  their  nature 
essentially  transient  phenomena,  usually  of  oscillating  character. 

(c)  The  periodical  production  of  transient  terms  of  oscillating 
character  is  one  of  the  foremost  means  of  generating  electric  cur- 
rents of  very  high  frequency  as  used  in  wireless  telegraphy,  etc. 

(d)  In  alternating-current  rectifying  apparatus,  by  which  the 
direction  of  current  in  a  part  of  the  circuit  is  reversed  every  half 
wave,  and  the  current  so  made  unidirectional,  the  stationary 
condition  of  the  current  in  the  alternating  part  of  the  circuit  is 
usually  never  reached,  and  the  transient  term  is  frequently  of 
primary  importance. 

{e)  In  telegraphy  the  current  in  the  receiving  apparatus  essen- 
tially depends  on  the  transient  terms,  and  in  long-distance  cable 
telegraphy  the  stationary  condition  of  current  is  never  apH 
proached,  and  the  speed  of  telegraphy  depends  on  the  duration 
of  the  transient  terms. 

(/)  Phenomena  of  the  same  character,  but  with  space  instead 
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of  time  as  independent  variable,  are  the  distribution  of  voltage 
and  current  in  a  long-distance  transmission  line;  the  phenomena 
occurring  in  multigap  lightning  arresters;  the  transmission  of 
current  impulses  in  telephony;  the  distribution  of  alternating 
current  in  a  conductor,  as  the  rail  return  of  a  single-phase  rail- 
way; the  distribution  of  alternating  magnetic  flux  in  solid  mag- 
netic material,  etc. 

Some  of  the  simpler  forms  of  transient  terms  are  investigated 
and  discussed  in  the  following  pages. 


CHAPTER  III. 

INDUCTANCE  AND   RESISTANCE   IN  CONTINUOUS- 
CURRENT  CIRCUITS. 

20.  In  continuous-current  circuits  the  inductance  does  not 
enter  the  equations  of  stationary  condition,  but,  if  e^  =  impressed 
e.m.f.,  r  =  resistance,  L  =  inductance,  the  permanent  value  of 

current  is  t*  =  —  • 

r 

Therefore  less  care  is  taken  in  direct-current  circuits  to  reduce 
the  inductance  than  in  alternating-current  circuits,  where  the 
inductance  usually  causes  a  drop  of  voltage,  and  direct-current 
circuits  as  a  rule  have  higher  inductance,  especially  if  the  circuit 
is  used  for  producing  magnetic  flux,  as  in  solenoids,  electro- 
magnets, machine-fields. 

Any  change  of  the  condition  of  a  continuous-current  circuit, 
as  a  change  of  e.m.f.,  of  resistance,  etc.,  which  leads  to  a  change 
of  current  from  one  value  \  to  another  value  i\,  results  in  the 
appearance  of  a  transient  term  connecting  the  current  values 
t'o  and  t\,  and  into  the  equation  of  the  transient  term  enters  the 
inductance. 

Count  the  time  t  from  the  moment  when  the  change  in  the 
continuous-current  circuit  starts,  and  denote  the  impressed 
e.m.f.  by  e^y  the  resistance  by  r,  and  the  inductance  by  L. 

i\  =  -  =  current  in  permanent  or  stationary  condition  after 

the  change  of  circuit  condition. 

Denoting  by  i^  the  current  in  circuit  before  the  change,  and 
therefore  at  the  moment  i  =  0,  by  i  the  current  during  the 
change,  the  e.m.f.  consumed  by  resistance  r  is 

ir, 

and  the  e.m.f.  consumed  by  inductance  L  is 

_  di 

where  %  =  current  in  the  circuit. 

26 
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Hence,  e^  =  ir  -\-  L  -j  y  (1) 

or,  substituting  e^  =  t\r,  and  transposing, 

-'jdt^J^^  (2) 

This  equation  is  integrated  by 

--^  =  log(i  -  t\)  -  logc, 

where  —  log  c  is  the  integration  constant,  or, 

i  —  i^=  ce   ^  •  I  x.^     \ 

However,  for  t  =  0,i  =  \.  /v  v 

Substituting  this,  gives 

{/■t       ^0   ~    ^l    ^    ^9 

hence,  i  =  i\  +  (lo  —  i^)  s        ,  (3) 

the  equation  of  current  in  the  circuit. 
The  counter  e.m.f.  of  self-inductance  is 

e.=  -L^'=r(t,-gr^',  (4) 

hence  a  maximum  for  t  =  0,  thus : 

^i   =  r  (t,  -  t\).  (5) 

The  e.m.f.  of  self-inductance  e^  is  proportional  to  the  change 
of  current  (t^  —  t\),  and  to  the  resistance  r  of  the  circuit  after 
the  change,  hence  would  be  oo  for  r  =  x ,  or  when  opening  the 
circuit.  That  is,  an  inductive  circuit  cannot  be  opened  instantly, 
but  the  arc  following  the  break  maintains  the  circuit  for  some 
time,  and  the  voltage  generated  in  opening  an  inductive  circuit 
is  the  higher  the  quicker  the  break.  Hence  in  a  highly  inductive 
circuit,  as  an  electromagnet  or  a  machine  field,  the  insulation 
may  be  punctured  by  excessive  generated  e.m.f.  when  quickly 
opening  the  circuit. 

As  example,  some  typical  circuits  may  be  considered. 
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21.  Starting  of  a  contimums-current  lighting  circuit,  or  non-in- 
dvciive  load. 

Let  e^  =  125  volts  ==  impressed  e.m.f.  of  the  circuit,  and 
ij  =  1000  amperes  =  current  in  the  circuit  under  stationary 
condition;  then  the  effective  resistance  of  the  circuit  is 

r  =  ^  =  0.125  ohm. 

Assuming  10  per  cent  drop  in  feeders  and  mains,  or  12.5  volts, 
gives  a  resistance,  r^  =  0.0125  ohm  of  the  supply  conductors. 
In  such  large  conductor  the  inductance  may  be  estimated  as 
10  mh.  per  ohm;  hence,  L  =  0.125  mh.  =  0.000125  henry. 

The  current  at  the  moment  of  starting  is  i^  =  0,  and  the  general 
equation  of  the  current  in  the  circuit  therefore  is,  by  substitution 

^  ^^^'  i  =  1000  (1  -  £-^«»').  (6) 

The  time  during  which  this  current  reaches  half  value,  or 
%  =  500  amperes,  is  given  by  substitution  in  (6) 

500  =  1000  (1  -  £-^«»'), 
hence  r^"^^  =  0.5, 

i  =  0.00069  seconds. 

The  time  during  which  the  current  reaches  90  per  cent  of  its 
full  value,  or  i  =  900  amperes,  Ls  t  =  0.0023  seconds,  that  is, 
the  current  is  established  in  the  circuit  in  a  practically  inappre- 
ciable time,  a  fraction  of  a  hundredth  of  a  second. 

22.  Excitation  of  a  motor  field. 

Let,  in  a  continuous-current  shunt  motor,  e^  =  250  volts  =« 
impressed  e.m.f.,  and  the  number  of  poles  =  8. 

Assuming  the  magnetic  flux  per  pole,  ^o  =  12.5  megalines,  and 
the  ampere-turns  per  pole  required  to  produce  this  magnetic 
flux  as  SF  =  9000. 

Assuming  1000  watts  used  for  the  excitation  of  the  motor 
field  ^ves  an  exciting  current 

1000      , 
**  "  250  "     amperes, 

and  herefrom  the  resistance  of  the  total  motor  field  circuit  as 

r  =  1»  =  62.5  ohms. 
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To  produce  ^  =  9000  ampere-tums,  with  i\  =  4  amperes, 
requires  —  =  2250  turns  per  field  spool,  or  a  total  of  n  =  18,000 

turns. 

n  =  18,000  turns  interlinked  with  4>^  =  12.5  megalines  gives 
a  total  number  of  interlinkages  for  ^^  =  4  amperes  of  n^^  = 
225  X  10*,  or  562.5  X  10*  interlinkages  per  unit  current,  or 
10  amperes,  that  is,  an  inductance  of  the  motor  field  circuit 
L  ==  562.5  henrys. 

The  constants  of  the  circuit  thus  are  e^^  =  250  volts;  r  =  G2.5 
ohms;  L  =  562.5  henrys,  and  i©  =  0  =  current  at  time  t  =  0. 

Hence,  substituting  in  (3)  gives  the  equation  of  the  exciting 
current  of  the  motor  field  as 

i  =  4  (1  -  €-«•""')  (7) 

Half  excitation  of  the  field  is  reached  after  the  time  t  =  6.23 
seconds; 

90  per  cent  of  full  excitation,  or  i  =  3.6  amperes,  after  the 
time  t  =  20.8  seconds. 

That  is,  such  a  motor  field  takes  a  very  appreciable  time 
after  closing  the  circuit  before  it  has  reached  approximately 
full  value  and  the  armature  circuit  may  safely  be  closed. 

Assume  now  the  motor  field  redesigned,  or  reconnected  so 
as  to  consume  only  a  part,  for  instance  half,  of  the  impressed 
e.m.f.,  the  rest  being  consumed  in  non-inductive  resistance. 
This  may  be  done  by  connecting  the  field  spools  by  two  in 
multiple. 

In  this  case  the  resistance  and  the  inductance  of  the  motor 
field  are  reduced  to  one-quarter,  but  the  same  amount  of 
external  resistance  has  to  be  added  to  consume  the  impressed 
e.m.f.,  and  the  constants  of  the  circuit  then  are:  e^  =  250 
volts;  r  =  31.25  ohms;  L  =  140.6  henrys,  and  i^  =  0. 

The  equation  of  the  exciting  current  (3)  then  is 

1  =  8  (1  -  e"  ^•2«2/),  (8) 

that  is,  the  current  rises  far  more  rapidly.    It  reaches  0.5 
value  after  <  =  3.11  seconds,  0.9  value  after  t  =  10.4  seconds. 

An  inductive  circuit,  as  a  motor  field  circuit,  may  be  made 
to  respond  to  circuit  changes  more  rapidly  by  inserting  non- 
inductive  resistance  in  series  with  it  and  increasing  the  im- 
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pressed  e.m.f.,  that  is,  the  larger  the  part  of  the  impressed 
e,m,f.  consumed  by  non-inductive  resistance,  the  quicker  is  the 
change. 

Disconnecting  the  motor  field  winding  from  the  impressed 
e.m.f.  and  short-circuiting  it  upon  itself,  as  by  leaving  it  con- 
nected in  shunt  with  the  armatiu^  (the  armature  winding 
resistance  and  inductance  being  negligible  compared  with  that 
of  the  field  winding),  causes  the  field  current  and  thereby  the 
field  magnetism  to  decrease  at  the  same  rate  as  it  increased  in 
(7)  and  (8),  provided  the  armature  instantly  comes  to  a  stand- 
still, that  is,  its  e.m.f.  of  rotation  disappears.  This,  however, 
is  usually  not  the  case,  but  the  motor  armature  slows  down 
gradually,  its  momentum  being  consumed  by  friction  and  other 
losses,  and  while  still  revolving  an  e.m.f.  of  gradually  decreas- 
ing intensity  is  generated  in  the  armature  winding;  this  e.m.f. 
is  impressed  upon  the  field. 

The  discharge  of  a  motor  field  winding  through  the  armature 
winding,  after  shutting  ofif  the  power,  therefore  leads  to  the 
case  of  an  inductive  circuit  with  a  varjdng  impressed  e.m.f. 

23.   Discharge  of  a  motor  field  mriding. 

Assume  that  in  the  continuous-current  shunt  motor  dis- 
cussed under  22,  the  armature  comes  to  rest  ^^  =  40  seconds 
after  the  energy  supply  has  been  shut  off  by  disconnecting  the 
motor  from  the  source  of  impressed  e.m.f.,  while  leaving  the 
motor  field  winding  still  in  shunt  with  the  motor  armature 
winding. 

The  resisting  torque,  which  brings  the  motor  to  rest,  may  be 
assumed  as  approximately  constant,  and  therefore  the  deceler- 
ation of  the  motor  armature  as  constant,  that  is,  the  motor 
speed  decreasing  proportionally  to  the  time. 

If  then  S  =  full  motor  speed,  iS  f  1  —  -  j  is  the  speed  of  the 

motor  at  the  time  t  after  disconnecting  the  motor  from  the 
source  of  energy. 

Assume  the  magnetic  flux  4>  of  the  motor  as  approximately 
proportional  to  the  exciting  current,  at  exciting  current  i  the 

magnetic  flux  of  the  motor  is  *  =  -  *o>  where  <!>,,=  12.5  mega- 

lines  is  the  flux  corresponding  to  full  excitation  i\  =  4  amperes. 
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Tlie  e.m.f.  generated  in  the  motor  armature  winding  and 
thereby  impressed  upon  the  field  winding  is  proportional  to 

the  magnetic  flux  of  the  field,  *,  and  to  the  speed  S  il j, 

and  since  full  speed  S  and  full  flux  ^^  generate  an  e.m.f.  e^  = 

250  volts,  the  e.m.f.  generated  by  the  flux  *  and  speed  Sil  — j  > 

that  is,  at  time  t  is 

"  -  e.\{^ -'i).  (9) 

and  since 

we  have  . 

e  =  ir  (l  -  -);  (10) 

or  for  r  =  62.5  ohni*?,  and  t^  =  iO  seconds,  we  have 

e  =  62.5 1  (1  -  0.025  0.  (H) 

Substituting  this  equation  (10)  of  the  impressed  e.m.f.  into 
the  differential  equation  (1)  gives  the  equation  of  current  i 
during  the  field  discharge, 


hence, 


'{'-t) -''*'-%  <'2» 


rt<U      di 


tjj       i ' 


(13) 


integrated  by  ^ 

where  the  integration  constant  c  is  found  by 

/  =  0,    i  =  ij,    log  a'l  =  0,    c  =  - 

h 
hence,  ^ 


2  ijj       ^  i 

2txL 


log  ^,  (14) 


^«V    ^     ,  (15) 
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This  is  the  equation  of  the  field  current  during  the  time  in 
which  the  motor  armature  gradually  comes  to  rest. 
At  the  moment  when  the  motor  armature  stops,  or  for 

t  =  t,. 
\        it  is  _jh 

t,  =  t\e   ".  (16) 


1 


1 


This  is  the  same  value  which  the  current  would  have  with 
the  armature  permanently  at  rest,  that  is,  without  the  assistance 

of  the  e.m.f.  generated  by  rotation,  at  the  time  ^  =  ^  • 

The  rotation  of  the  motor  armature  therefore  reduces  the 
decrease  of  field  current  so  as  to  require  twice  the  time  to  reach 
value  ij,  that  it  would  without  rotation. 

These  equations  cease  to  apply  for  t  >  t^y  that  is,  after  the 
armature  has  come  to  rest,  since  they  are  based  on  the  speed 

equation  5  [1 ) ,  and   this   equation   applies  only  up   to 

t  =  ti,  but  for  t  >  t^  the  speed  is  zero,  and  not  negative,  as 

given  by  S  f  1  -  -j . 

That  Ls,  at  the  moment  t  =  t^  a,  break  occurs  in  the  field 
discharge  curve,  and  after  this  time  the  current  i  decreases  in 
accordance  with  equation  (3),  that  is, 

i  =  V  '  (17) 

i^i,e    '^^    'K  (18) 


or,  substituting  (16), 


Substituting  numerical  values  in  these  equations  gives : 
(ort  <  <j, 

i  =  4e-o.ooi388<».  (19) 

for  <  =  <j  =  40, 

i  =  0.436;  (20) 

for  t  >  t^, 

i  =  4e-o-""<'-2o>.  (21) 
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Hence,  Ute  field  has  decreased  to  half  its  initial  value  after 
the  time  t  =  22.15  seconds,  and  to  one  tenth  of  its  initial 
value  after  t  =  40.73  seconds. 
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Fig.  6.    Field  discharge  current 

Fig.  5  shows  as  curve  I  the  field  discharge  current,  by  equations 
(19),  (20),  (21),  and  as  curve  II  the  current  calculated  by  the 
equation 

t  =  4  £-  •■""', 

that  is,  the  discharge  of  the  field  with  the  armature  at  rest,  or 
when  short-circuited  upon  itself  and  so  not  assisted  by  the 
e.m.f.  of  rotation  of  the  armature. 

The  same  Fig.  5  shows  as  curve  III  the  beginning  of  the  field 
discharge  current  for  L  =  4200,  that  is,  the  case  that  the  field 
circuit  has  a  much  higher  inductance,  as  given  by  the  equation 

i  =  4  e-  'WKxrui'', 

As  seen  in  the  last  case,  the  decrease  of  field  current  is  very  slow, 
the  field  decreasing  to  half  value  in  47.5  seconds. 

24.  Self-excitation  of  direct-current  generator. 

In  the  preceding,  the  inductance  L  of  the  machine  has  been 
assumed  as  constant,  that  is,  the  magnetic  flux  *  as  proportional 
to  the  exciting  current  i.  For  higher  values  of  4»,  this  is  not 
even  approximately  the  case.  The  self-excitation  of  the  direct- 
current  generator,  shunt  or  series  wound,  that  is,  the  feature 
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that  the  voltage  of  the  machine  after  the  start  gradually  builds 
up  from  the  value  given  by  the  residual  magnetism  to  its  full 
value,  depends  upon  the  disproportionaUty  of  the  magnetic  flux 
with  the  magnetizing  current.  When  considering  this  phenom- 
enon, the  inductance  cannot  therefore  be  assumed  as  constant. 

When  investigating  circuits  in  which  the  inductance  L  is  not 
constant  but  varies  with  the  current,  it  is  preferable  not  to  use 
the  term  "inductance"  at  all,  but  to  introduce  the  magnetic 
flux  <I>. 

The  magnetic  flux  *  varies  with  the  magnetizing  current  i  by 
an  empirical  curve,  the  magnetic  characteristic  or  saturation 
curve  of  the  machine.  This  can  approximately,  within  the  range 
considered  here,  be  represented  by  a  hyperbolic  curve,  as  was 
first  shown  by  Frohlich  in  1882: 

*  =  -zl— ,  (22) 

where  <f>  =  magnetic  flux  per  ampere,  in  megalines,  at  low 
density. 

—  =  magnetic  saturation  value,  or  maximum  magnetic  flux, 

in  megalines,  and 

%       1  +  bi 


4>         <f) 


(23) 


can  be  considered  as  the  magnetic  exciting  reluctance  of  the 
machine  field  circuit,  which  here  appears  as  linear  function  of 
the  exciting  current  i. 

Considering  the  same  shunt-wound  commutating  machine  as 
in  (12)  and  (13),  having  the  constants  r  =  62.5  ohms  =  field 
resistance;  ^^  =  12.5  megalines  =  magnetic  flux  per  pole  at 
normal  m.m.f.;  ^  =  9000  ampere-turns  =  normal  m.m.f.  per 
pole;  n  «  18,000  turns  =  total  field  turns  (field  turns  per  pole 

—  — ^- —  =  2250),    and    tj  =  4    amperes  =  current    for    full 

excitation,  or  flux,  ^^  =  12.5  megalines. 

Assuming  that  at  full  excitation,  4>^,  the  magnetic  reluctance 
has  already  increased  by  50  per  cent  above  its  initial  value,  that 
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.     ,1    ,  .,        ..     ampere-turns  i      ,  ^     ^       ^^  ^ 

IS,  that  the  ratio  — - — -r-^ — f  or  — ,  at  <p=  *„  =  12.5  mega- 

magnetic  flux         4>  '  ® 

lines  and  i  =  i  j  =  4  amperes,  is  50  per  cent  higher  than  at  low 

excitation,  it  follows  that 

l  +  bi,  =  1.5, 
or  (24) 

b  =  0.125.) 

Since  i  =  r\  =  4  produces  *  =  <I>^  =  12.5,  it  follows,  from 
(22)  and  (24) 

^  =  4.69. 

That  is,  the  magnetic  characteristic  (22)  of  the  machine  is 
approximated  by 

4.691 

*  =  rri25T-  (25) 

Let  now  c^  =  e.m.f.  generated  by  the  rotation  of  the  arma- 
ture per  megaline  of  field  flux. 

This  e.m.f.  Cc  is  proportional  to  the  speed,  and  depends  upon 
the  constants  of  the  machine.  At  the  speed  assumed  in  (12) 
and  (13),  4>^  =  12.5  megalines,  e^  =  250  volts,  that  is, 

c^.  =  ^  =  20  volts. 

Then,  in  the  field  circuit  of  the  machine,  the  impressed  e.m.f., 
or  e.m.f.  generated  in  the  armature  by  its  rotation  through  the 
magnetic  field  is, 

e  =  e*  =  20*; 

the  e.m.f.  consumed  by  the  field  resistance  r  is 

ir  =  62.5  i; 

the  e.m.f.  consumed  by  the  field  inductance,  that  is,  generated 
in  the  field  coils  by  the  rise  of  magnetic  flux  *,  is 

(4»  being  given  in  megafines,  e^  in  volts.) 
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The  diflferential  equation  of  the  field  circuit  therefore  is  (1) 


e-$  =  ir  + 


n  d* 
100  "^ 


(26) 


Since  this  equation  contains  the  differential  quotient  of  <&,  it 
is  more  convenient  to  make  4>  and  not  i  the  dependent  variable; 
then  substitute  for  i  from  equation  (22), 


* 


I  = 


^-6*' 


(27) 


which  ^ves 


e^  = 


4>r  n    d^ 

0-6*  "*"  100  d<  ' 


(28) 


or,  transposed, 


100  dt 


{<j>  -  b^)  d^ 

n     ^'^{(^c  -  r)  -  6c,  4> } 


(29) 


This  equation  is  integrated  by  resolving  into  partial  fraction 
by  the  identity 

0-6*  A  .  B 


4>  { {<f>e^  —  r)  —  bcc^  \      *      ^e,  —  r  —  6ec  4> ' 
resolved,  this  gives 

0  -  6*  -  A  (0e,  -  r)  -  (A6cc  *  -  B  4>); 


(30) 


hence. 


4  = 


B  = 


0Cc  -r 
6r 


(31) 


and 


100  (ft 


0d* 


brd^ 


n         (06^  -  r)*     (0Cfl  —  r)  (^e,  -  r  -  6e« *) 


(32) 


This  integrates  by  the  logarithmic  functions 


loot 

n 


log  *--rr-^^ rlog(0e,-r-6e,*)+C.    (33) 


06,  —  r 


e,(0Cc  -  r) 
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The  integration  constant  C  is  calculated  from  the  residual 
magnetic  flux  of  the  machine,  that  is,  the  remanent  magnetism 
of  the  field  poles  at  the  moment  of  start. 

Assume,  at  the  time,  <  =»  0,  4>  =  *,.  =  0.5  megalines  =  residual 
magnetism  and  substituting  in  (33), 

0=^_.^log*,-^-^-log(K-r-6e,<l>,)+C, 

and  herefrom  calculate  C. 
C  substituted  in  (33)  gives 

100  <  ^      ^       I      * r 06,_-  r  -  ber^  ^ 

n        4>^e-r     ^  ^r     «c  (0«c  -  r)     ^  0e,  -  r  -  te^^V 

or, 

substituting 
and 

where  Cm  =  e.m.f.  generated  in  the  armature  by  the  rotation  in 
the  residual  magnetic  field. 

This,  then,  is  the  relation  between  e  and  /,  or  the  equation 
of  the  building  up  of  a  continuous-current  generator  from  its 
residual  magnetism,  its  speed  being  constant. 

Substituting  the  numerical  values  n  =  18,000  turns;  <f)  = 
4.69  megalines;  b  =  0.125;  c^  =  20  volts;  r  =  62.5  ohms;  *r  = 
0.5  megaline,  and  Cm  =  10  volts,  we  have 

t  =  26.8  log  *  -  17.9  log  (31.25  -  2.5  *)  +  79.6      (37) 

and 

/  =  26.8  log  e  -  17.9  log  (31.25  -  0.125  e)  -  0.98.    (38) 
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Fig.  6  shows  the  e.m.f.  c  as  function  of  the  time  I.  Aa  seen, 
under  the  conditions  assumed  here,  it  takes  several  minutes 
before  the  e.m.f.  of  the  machine  builds  up  to  approximately 
full  value. 
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e  of  ft  ahnnt  generator. 


The  phenomenon  of  self-excitation  of  shunt  generators  there- 
fore is  a  transient  phenomenon  which  may  be  of  very  long 
duration. 

From  equations  (35)  and  (36)  it  follows  that 


-  =  250  volte 


(39) 


is  the  e.m.f.  to  which  the  machine  builds  up  at  1  -  « ,  that  is, 
in  stationary  condition. 
To  make  the  machine  self-exciting,  the  condition 

i>e,-r>0  (40) 

must  obtain,  that  is,  the  field  winding  resistance  must  be 

or,  (41) 

r  <  93.8  ohms,  J 

or,  inversely,  c„  which  is  proportional  to  the  speed,  must  be 


ec>  13.3  volte. 


(42) 
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The  time  required  by  the  machine  to  build  up  decreases  with 
increasing  Ce,  that  is,  increasing  speed;  and  increases  with 
increasing  r,  that  is,  increasing  field  resistance. 

26.  Self-excUation  of  direct-current  series  machine. 

Of  interest  is  the  phenomenon  of  self-excitation  in  a  series 
machine,  as  a  railway  motor,  since  when  using  the  railway  motor 
as  brake,  by  closing  its  circuit  upon  a  resistance,  its  usefulness 
depends  upon  the  rapidity  of  building  up  as  generator. 

Assuming  a  4-polar  railway  motor,  designed  for  e^  =  600  volts 
and  ij  =  200  amperes,  let,  at  current  i  =  i\  =  200  amperes,  the 
magnetic  flux  per  pole  of  the  motor  be  *,,=  10  megalines,  and 
8000  ampere-turns  per  field  pole  be  required  to  produce  this 
flux.  This  gives  40  exciting  turns  per  pole,  or  a  total  of  n  = 
160  turns. 

Estimating  8  per  cent  loss  in  the  conductors  of  field  and 
armature  at  200  amperes,  this  gives  a  resistance  of  the  motor 
circuit  To  =  0.24  ohms. 

To  limit  the  current  to  the  full  load  value  of  i^  =  200  amperes, 
with  the  machine  generating  c^=  600  volts,  requires  a  total 
resistance  of  the  circuit,  internal  plus  external,  of 

r  =  3  ohms, 

or  an  external  resistance  of  2.76  ohms. 

600  volts  generated  by  10  megalines  gives 

Cc=  60  volts  per  megaline  per  field  pole. 

Since  in  railway  motors  at  heavy  load  the  magnetic  flux  is 
carried  up  to  high  values  of  saturation,  at  i^  =  200  amperes  the 
magnetic  reluctance  of  the  motor  field  may  be  assumed  as  three 
times  the  value  which  it  has  at  low  density,  that  is,  in  equation 

^^^^'  1  +  6i\  =  3, 

^^'  b  =  0.01, 

and  since  for  i  =  200,  *  =  10,  we  have  in  (22) 

^  =  0.15, 

,  ,  0.15  i  ,,^, 

hence.  *  =  —  - -.  (43) 

represents  the  magnetic  characteristic  of  the  machine. 
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Assuming  a  residual  magnetism  of  10  per  cent,  or  4>^  = 
1  megaline,  hence  6;„  =  Cc*^^  60  volts,  and  substituting  in 
equation  (36)  gives  n  =  160  turns;  ^  =  0.15  megaline;  b  = 
0.01;  6c=  60  volts;  r  ==  3  ohms;  *^=  1  megaline,  and  Cm  =* 
60  volts, 

t  =  0.04  log  e  -  0.01333  log  (600  -  e)  -  O.OS.         (44) 

This  ^ves  for  e  =  300,  or  0.5  excitation,  t  =  0.072  seconds; 
and  for  e  =  540,  or  0.9  excitation,  i  =  0.117  seconds;  that  is, 
such  a  motor  excites  itself  as  series  generator  practically  instantly, 
or  in  a  small  fraction  of  a  second. 

The  lowest  value  of  e^  at  which  self-excitation  still  takes  place 
is  given  by  equation  (42)  as 

6c  =  -J  =  20, 

that  is,  at  one-third  of  full  speed. 

If  this  series  motor,  with  field  and  armature  windings  connected 
in  generator  position, — that  is,  reverse  position, — short-circuits 
upon  itself, 

r  =  0.24  ohms, 

we  have 

t  =  0.0274  log  e  -  0.00073  log  (876  -  e)  -  0.1075,       (45) 

that  is,  self-excitation  is  practically  instantaneous : 

e  =  300  volts  is  reached  after  t  =  0.044  seconds. 

Since    for  e  =  300  volts,  the  current   i  =  -  =  1250  amperes, 

the  power  is  p  =  ei  =  375  kw.,  that  is,  a  series  motor  short- 
circuited  in  generator  position  instantly  stops. 
Short-circuited  upon  itself,  r  =  0.24,  this  series  motor  still 

r 
builds  up  at  ^c  =  -7  =  1.6,  and  since  at  full  load  speed  6^=  60, 

Cc  =  1.6  is  2.67  per  cent  of  full  load  speed,  that  is,  the  motor 
acts  as  brake  down  to  2.67  per  cent  of  full  speed. 

It  must  be  considered,  however,  that  the  parabolic  equation 
(22)  is  only  an  approximation  of  the  magnetic  characteristic. 
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and  the  results  based  on  this  equation  therefore  are  approximate 
only. 

One  of  the  most  important  transient  phenomena  of  direct- 
current  circuits  is  the  reversal  of  current  in  the  armature  coil 
short-circuited  by  the  commutator  brush  in  the  commutating 
machine.  Regarding  this,  see  "  Theoretical  Elements  of  Elec- 
trical Engineering,"  Part  II,  Section  B. 


CHAPTER  IV. 

INDUCTANCE  AND  RESISTANCE  IN  ALTERNATING- 
CURRENT  CIRCUITS. 

26.  In  alternating-current  circuits,  the  inductance  L,  or,  as 
it  is  usually  employed,  the  reactance  x  =  2  tt/L,  where  /  =  fre- 
quency, enters  the  expression  of  the  transient  as  well  as  the 
permanent  term. 

At  the  moment  ^  =  0,  let  the  e.m.f.  e  =  E  cos  {0  —  0^)  be 
impressed  upon  a  circuit  of  resistance  r  and  inductance  L,  thus 
inductive  reactance  x  =  2  tt/L;  let  the  time  tf  =  2  7r/i  be  counted 
from  the  moment,  of  closing  the  circuit,  and  d^  be  the  phase  of 
the  impressed  e.m.f.  at  this  moment. 

In  this  case  the  e.m.f.  consumed  by  the  resistance  =  ir, 
where  I  =  instantaneous  value  of  current. 

The  e.m.f.  consumed  by  the  inductance  L  is  proportional 

di  d% 

to  L  and  to  the  rate  of  change  of  the  current,  — ,  thus,  is  L  — , 

at  at 

or,  by  substituting  0  =  2  izfi,  x  =  2  nfL,  the  e.m.f.  consumed 

by  inductance  is  x  -7-  • 

^  dd 

Since  e  =  E  cos  {0  —  d^)  =  impressed  e.m.f., 

di 
Eco8(e^d,)  =ir  +  x-  (1) 

au 

is  the  dififerential  equation  of  the  problem. 
This  equation  is  integrated  by  the  function 

i  =  I  cos  (d  -  d)  +  Ae--',  (2) 

where  e  =  basis  of  natural  logarithms  =  2.7183. 
Substituting  (2)  in  (1), 

Ecos{0-  do)  =  Ir  cos  {0  -  d)  +  Are"^  -  Ix  sin  (d-d)-  Aaxe'''^ 

or,  rearranged: 

(E  cos  0^  —  Ir  cos  8  —  Ix  sin  d)  cos  d  +  {E  sin  0^  —  Ir  sin  d 
+  Ix  cos  d)  sin  5  -  Ae"^  (ax  -  r)  =  0. 
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Since  this  equation  must  be  fulfilled  for  any  value  of  0,  if  (2) 
is  the  integral  of  (1),  the  coefficients  of  cos  d,  sin  0,  e"^  must 
vanish  separately. 

That  is, 

E  cosd^  —  Irco&d  —  Ix  sin  ^  =  0, 

E  sin  0^-  Ir  sin  d  +  Ix  cos  d  ==  0, 


and 
Herefrom  it  follows  that 


ox  —  r  =  0. 


(3) 


Substituting  in  (3), 


a  = 


tan  tfj  =  - 
r 


(4) 


and 


(5) 


where  0^  =  lag  angle  and  z  =  impedance  of  circuit,  we  have 

Ecos0^-  Iz  cos  {d  -  ^j)  =  0 

E  sin  e^  -  /^  sin  {d  -  <?,)  =  0, 


and 


and  herefrom 


and 


1.?. 

z 


d^e,  +  e,. 


(6) 


Thus,  by  substituting  (4)  and  (6)  in  (2),  the  integral  equation 
becomes 


E 

t  =-COS(»  -  ^0-  ^i)+  ^« 

z 


-L# 


(7) 


where  A  is  still  indefinite,  and  is  determined  by  the  initial  con- 
ditions of  the  circuit,  as  follows : 

for  ^  =  0,        i  =  0; 

hence,  substituting  in  (7). 

E 
0  =-cos(0,  +  tfj)  +  A, 
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or, 


-4  =--cos(<?, +  fl\  (8) 

z 


and,  substituted  in  (7), 


.     E 

t  =  —  ^  cos 


(O-e,^0,)^e   '%os(^, +  (?,)j  (9) 


is  the  general  expression  of  the  current  in  the  circuit. 

If  at  the  starting  moment  0  =  0  the  current  is    not   zero 
but  =  i^y  we  have,  substituted  in  (7), 

E 

i,--cos{e,  +  d,)  +  A, 

E 

A  =  i^ cos  {0^  +  e^), 

i  = :?  I  cos  ((?  -  tf,  -  ^,)-(cos  (d,  +  0,)^  ^)  T'*  I .   (10) 

27.   The  equation  of  current  (9)  contains  a  permanent  term 

E 

-  cos  (5  —  (?o  —  ^i);  which  usually  is  the  only  term  considered, 

^  E    --• 

and  a  transient  term  —  e   *  cos  (0q  +  0^. 

z 

The  greater  the  resistance  r  and  smaller  the  reactance  x,  the 

E   --• 
more  rapidly  the  term   —  c   '  cos  (<?©  +  0^  disappears. 

z 

This  transient  term  is  a  maximum  if  the  circuit  is  closed  at 

the  moment   0^  ^  —  0^,  that  is,  at  the  moment    when  the 

E 
permanent  value  of  current,  —  cos  (tf  —  (?^  —  0^),  should  be  a 


maximum,  and  is  then 


z 


The  transient  term  disappears  if  the  circuit  is  closed  at  the 
moment  0^  =  90®  —  O^y  or  when  the  stationary  term  of  current 
passes  the  zero  value. 
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As  example  is  shown,  in  Fig.  7,  the  starting  of  the  currmt 
under  the  conditions  of  maximum  transient  term,  or  0,  —  —  d„ 

in  a  circuit  of  the  following  constants;    —  =  0.1,  correspondbg 

approximately  to  a  lighting  circuit,  where  the  permanent  value 


Tig.  7.    Starting  ciUTent  ol  aa  IndactiTe  circiilt. 

of  current  is  reached  in  a  small  fraction  of  a  half  wave:  —  »  0.5, 

r 

corresponding  to  the  starting  of  an  induction  motor  with  rheo- 
stat in  the  secondary  circuit;  —  «■  1.5,  corresponding  to  an 
imloaded  transformer,  or  to  the  starting  of  an  induction  motor 
nith  short-circuited  secondary,  and  —  =  10,  corresponding  to  a 
reactive  coil. 


Fig.  8.    staling  camnt  of  an  IndoctlTo  circuit 


Of  the  last  case,  —  -  10,  a  series  of  successive  waves  are 
r 

plotted  in  Fig.  8,  showing  the  very  gradual  approach  to  perma- 
nent condition. 
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Fig.  g  ahows,  for  the  circuit  -  - 1.5,  the  current  when  clowng 

the  circmt  0*,  30°,  60°,  90°,  120°,  130°  rcapectively  behind  the 
Mro  value  of  permanent  current. 

The  permanent  value  trf  current  ia  shown  in  Fig.  7  in  dotted 
line. 


^-N 

-7^^ 

;  z^-s,    ^" 

-    ■  A-4^ 

L    y       =0^^ 

7Z7  ^^ 

t        X 

'''c^iS    -.: 

:     L        J 

v  v^ 

J 

'                    "^f^ 

"  / 

^ 

1  ^k 

-t 

^L 

/ 

Fig.  0.    Starting  current  of  an  IndneUve  drcnlt. 

38.  Instead  of  con^dering,  in  }ilg.  9,  the  current  wave  as 
consisting    of    the    superposition    of    the    permanent  term 

/  cos  (ff~6^  and  the  transient  term  —  /«    'cos  6^  the  current 
wave  can  directly  be  represented  by  the  permanent  term 


Fig.  10.    CniTeDt  mve  represented  directly. 

I  cm  {d  —  6^  by  considering  the  zero  line  of  the  diagram  as 

deflected  exponentially  to  the  curve  It    '   cos  fl„  in  Fig,  10. 
That  is,  the  instantaneous  values  of  current  are  the  vertical 
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distances  of  the  sine  wave  /  cos  (^  —  d^)  from  the  exponential 


X 


curve   h  cos  0^,  starting  at  the  initial  value  of  perma- 

nent current. 
In  polar  coordinates,  in  this  case  /cos  (d  —  0^)  is  the  circle, 


-?:• 


h    '      cos  0^  the  exponential  or  loxodromic  spiral. 

As  a  rule,  the  transient  term  in  alternating-current  circuits 
containing  resistance  and  inductance  is  of  importance  only  in 
circuits  containing  iron,  where  hysteresis  and  magnetic  saturation 
complicate  the  phenomenon,  or  in  circuits  where  unidirectional 
or  periodically  recurring  changes  take  place,  as  in  rectifiers, 
and  some  such  cases  are  considered  in  the  following  chapters. 


CHAPTER  V. 

RESISTANCE,    INDUCTANCE,  AND    CAPACITY    IN    SERIES. 
CONDENSER  CHARGE   AND   DISCHARGE. 

29.  If  a  continuous  e.m.f.  e  is  impressed  upon  a  circuit  contain- 
ing resistance,  inductance,  and  capacity  in  series,  the  stationary 
condition  of  the  circuit  is  zero  current,  i  =  o,  and  the  poten- 
tial difiference  at  the  condenser  equals  the  impressed  e.m.f., 
e^  =  6,  no  permanent  current  exists,  but  only  the  transient 
current  of  charge  or  discharge  of  the  condenser. 

The  capacity  C  of  a  condenser  is  defined  by  the  equation 

that  is,  the  current  into  a  condenser  is  proportional  to  the  rate 
of  increase  of  its  e.m.f.  and  to  the  capacity. 
It  is  therefore 

de  =  y^idtf 

and 

'idt  (1) 


'hS^ 


is  the  potential  difiference  at  the  terminals  of  a  condenser  of 
capacity  C  with  current  t  in  the  circuit  to  the  condenser. 

Let  then,  in  a  circuit  containing  resistance,  inductance,  and 
capacity  in  series,  e  =  impressed  e.m.f.,  whether  continuous, 
alternating,  pulsating,  etc.;  i  =  current  in  the  circuit  at  time  /; 
r  =  resistance;  L  =  inductance,  and  C  =  capacity;  then  the 
e.m.f.  consumed  by  resistance  r  is 

tiie  e.m.f.  consumed  by  inductance  L  is 

-  di 

Ju  —  > 

dt 

47 
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and  the  e.m.f .  consumed  by  capacity  C  is 


■'  -  ^/«' 


hence,  the  impressed  e.m.f.  is 

e  =  n  +  L^+|-Jt(ft,  (2) 

and  herefrom  the  potential  difiference  at  the  condenser  terminals 
is 


>.=l/«ft  =  e-n-L^;- 


(3) 


Equation  (2)  differentiated  and  rearranged  ^ves 


,  cPi        di      1  .      de  ,,. 

as  the  general  dififerential  equation  of  a  circuit  containing  resist- 
ance, inductance,  and  capacity  in  series. 
30.  If  the  impressed  e.m.f.  is  constant, 

6  =  constant, 

de 
then  'di^^' 

and  equation  (4)  assumes  the  form,  for  continuous-current 
circuits, 

.  d^i        di      1 

This  equation  is  a  linear  relation  between  the  dependent  vari- 
able, if  and  its  differential  quotients,  and  as  such  is  integrated 
by  an  exponential  function  of  the  general  form 

i  =  A£-^.  (6) 

(This  exponential  function  also  includes  the  trigonometric 
functions  sine  and  cosine,  which  are  exponential  functions  with 
imaginary  exponent  a.) 
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Substituting  (6)  in  (5)  gives 


(a'L-ar+^)ile-«*=0; 


tloia  must  be  an  identity,  irrespective  of  the  value  of  t,  to  make 
C6)  the  integral  of  (6).    That  is, 


a'L- ar+^  =  0. 


(7) 


A  is  still  indefinite,  and  therefore  determined  by  the  terminal 
conditions  of  the  problem. 
From  (7)  follows 


hence  the  two  roots, 


.nd 


Vrhere 


8 


-/"-# 

21 

r  —  8 
2L 

r  +  8 
2L'    \ 

i 

* 

sJ.-\ 

L 

n 

(9) 


(10) 


Since  there  are  two  roots,  a^  and  a,,  either  of  the  two  expres- 
ions  (6),  e""*'  and  «~**^,  and  therefore  also  any  combination  of 
these  two  expressions,  satisfies  the  differential  equation  (5). 

That  is,  the  general  integral  equation,  or  solution  of  dififerential 
equation  (5),  is 

(11) 


A,e    "'  + V'' 


Substituting  (11)  and  (9)  in  equation  (3)  gives  the  potential 
difference  at  the  condenser  terminals  as 


-1 


(12) 
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31.  Equations  (11)  and  (12)  contain  two  indeterminate  con- 
stants, A  J  and  A^,  which  are  the  integration  constants  of  the 
dififerential  equation  of  second  order,  (5),  and  determined  by 
the  terminal  conditions,  the  current  and  the  potential  differ- 
ence at  the  condenser  at  the  moment  t  =  0. 

Inversely,  since  in  a  circuit  containing  inductance  and  capac- 
ity two  electric  quantities  must  be  given  at  the  moment  of 
start  of  the  phenomenon,  the  current  and  the  condenser  poten- 
tial —  representing  the  values  of  energy  stored  at  the  moment 
^  =  0  as  electromagnetic  and  as  electrostatic  energy,  respec- 
tively —  the  equations  must  lead  to  two  integration  constants, 
that  is,  to  a  differential  equation  of  second  order. 

Let  i  =  %  =  current  and  e^  =  e^  =  potential  difference  at 
condenser  terminals  at  the  moment  ^  =  0;  substituting  in  (11) 
and  (12), 


and 
hence, 


io  =  ill  +  ^1 


r  +  s  .       r  —  8  , 

Cq  «=  6  -      A^  5     A 


S9 


^.=- 


and 


s 


r  +  8  . 


^,=  + 


a3) 


and  therefore,  substituting  in  (11)  and  (12),  the  current  is 


6.  — 


r  +  8  . 
e  +  — 7r-^« 


1  = 


r+9 
2L 


6«  — 


r  -  8  . 


r— « 


$ 


S 


ll_\-2Z' 


(14) 


the  condenser  potential  is 


e.  =c— 


r 

•+s. 

1 

2 

(r- 

-e+- 
s 

2   ^0- 

€ 

r+» 
2L 

-(r+s) 


s 


2    -•   -Vf' 


(15) 
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For  no  condenser  charge,  or  i^  =  0,  6^,  =  0,  we  have 


and 


A,-      ^-      A,, 


substituting  in  (11)  and  (12),  we  get  the  charging  current  as 

t-  =  ?jr='^  -«""   .  (16) 

The  condenser  potential  as 

e.  =  e|l-^J(r  +  s)r'^''-(r-s)r'^']|-     (17) 

For  a  condenser  discharge  or  i^  »  0,  e  —  eb,  we  have 


and 


*  5 


A    «  +  ?2=  -  i4  • 


hence,  the  discharging  current  is 


1  _riif#        H-< 


s 
The  condenser  potential  is 


'  j  •  (18) 


r  — <  r-f» 

2L  /^  ^\     ~  2L 


__ilL^  -^"'«  -^°' 


e,=^;(r  +  s)£    ^"    -(r-s)e    ^^    j,  (19) 

that  is,  in  condenser  discharge  and  in  condenser  charge  the 
currents  are  the  same,  but  opposite  in  direction,  and  the  con- 
denser potential  rises  in  one  case  in  the  same  way  as  it  falls  in 
the  other. 

32.  As  example  is  shown,  in  Fig.  11,  the  charge  of  a  con- 
denser  of  C  =  10   mf.  capacity  by  an   impressed  e.m.f.  of 
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e  =  1000  volts  through  a  circuit  of  r  =  250  ohms  resistance 
and  L  =  100  mh.  inductance;  hence,  s  =  150  ohms,  and  the 
charging  current  is 

t  -  6.G67  {c-""  -  t~'^'\  amperes. 

The  condenser  potential  is 

e^  -  1000  [1  -  1.333£-»"'  +  0.333 |-»~'j  volts. 


:::::5;e= 

r^&T' 

^- 

,'<''--%- 

3E5 

-^ 

X'-// 

i 

caiL.._ 

xX- 

t>^a~Y- 

,  ™  r 

1-^ 

_v_ 

:^ 

M=^ 

Pig.  11.    CbftrgtDg  k  condenaer  throDgfa  ■  circuit  hATiog  reiisbuice  and  Indue- 
lance.    Constauc  potential.    Logarithmic  chivge. 


33.  The  equations  (14)  to  (19)  contain  the  square  root, 


hence,  they  apply  in  their  present  form  only  when 


If  r*  -=  — ,  these  equations  become  indeterminate,  or  =«  — > 


complex  imaginary  form.    In  either  case    they  have  to  be 
rearranged  to  assume  a  form  suitable  for  apphcation. 
Three  cases  have  thus  to  be  distinguished : 


used  in  their  present  form.    Since  the  functions  are  exponen- 
tial or  logarithmic,  tliis  is  called  the  logariihmic  case. 
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4L    . 

(6)  r*  =  -p^    is  called  the  critical  case,  marking  the  transi- 

lion  between  (a)  and  (c),  but  belonging  to  neither. 

4L 
(c)  r*  <  —  .    In  this  case  trigonometric  functions  appear;  it 

is  called  the  trigonometric  case,  or  oscillation. 
34L  In  the  logarithmic  case, 

r*  >  — 
C 

^''^  4  L  <  Cr», 

that  is,  with  high  resistance,  or  high  capacity,  or  low  induc- 
tance, equations  (14)  to  (19)  apply. 

The  term  e  ^l  jg  always  greater  than  e  ^l  ^  gin^e  the 
former  has  a  lower  coefficient  in  the  exponent,  and  the  differ- 
ence of  these  terms,  in  the  equations  of  condenser  charge  and 
discharge,  is  always  positive.  That  is,  the  current  rises  from 
zero  at  t  =^  0,  reaches  a  maximum  and  then  falls  again  to 
zero  at  ^  =  00,  but  it  never  reverses.    The  maximum  of  the 

current  is  less  than  i  =  -  • 

8 

The  exponential  term  in  equations  (17)  and  (19)  also  never 
reverses.  That  is,  the  condenser  potential  gradually  changes, 
without  ever  reversing  or  exceeding  the  impressed  e.m.f.  in  the 
charge  or  the  starting  potential  in  the  discharge. 

4L 

Hence,  in  the  case  r*  >  --^,  no  abnormal  voltage  is  pro- 
duced in  the  circuit,  and  the  transient  term  is  of  short  duration, 
so  that  a  condenser  charge  or  discharge  under  these  conditions 
is  relatively  harmless. 

In  charging  or  discharging  a  condenser,  or  in  general  a  circuit 
containing  capacity,  the  insertion  of  a  resistance  in  series  in  the 

circuit   of  such  value  that  /^  >77    therefore   eliminates    the 

danger  from  abnormal  electrostatic  or  electromagnetic  stresses. 

In  general,  the  higher  the  resistance  of  a  circuit,  compared 
with  inductance  and  capacity,  the  more  the  transient  term  is 
suppressed. 
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36.    In  a  circuit  containing  resistance  and  capacity  but  no 
inductance,  L  =  0,  we  have,  substituting  in  (5), 

r^  +  ^^  =  0,  (20) 


dt 


or,  transposing,  , . 

which  is  integrated  by  _t_ 

i  =  ce    '^,  (21) 

where  c  =  integration  constant. 

Equation  (21)  gives  for  i  =  0,  t  =  c;  that  is,  the  current  at 
the  moment  of  closing  the  circuit  must  have  a  finite  value,  or 
must  jump  instantly  from  zero  to  c.  This  is  not  possible,  but 
so  also  it  is  not  possible  to  produce  a  circuit  without  any  induc- 
tance whatever. 

Therefore  equation  (21)  does  not  apply  for  very  small  values 
of  time,  /,  but  for  very  small  t  the  inductance,  L,  of  the  circuit, 
however  small,  determines  the  current. 

The  potential  difference  at  the  condenser  terminals  from  (3)  is 

e^  =  e  "  ri 
hence  i 

e^=  e-rcT"^  (22) 

The  integration  constant  c  cannot  be  determined  from  equation 
(21)  at  i  =  0,  since  the  current  t  makes  a  jump  at  this  moment. 
But  from  (22)  it  follows  that  if  at  the  moment  ^  «=  0,  e^  -  e„ 

hence,  c  = ^i 

r 

and  herefrom  the  equations  of  the  non-inductive  condenser 
circuit, 


^g  -  ^o)^  (23) 


^^  e.  =  e-(e-e>~^.  (24) 

As  seen,  these  equations  do  not  depend  upon  the  current  %  in 
the  circuit  at  the  moment  before  t  =  0. 
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36.  These  equations  do  not  apply  for  very  small  values  of  t, 
t>ut  in  this  case  the  inductance,  L,  has  to  be  considered,  that  is, 
equations  (14)  to  (19)  used. 

For  L  =  0  the  second  term  in  (14)  becomes  indefinite,  as  it 

[contains  e  ^   ,  and  therefore  has  to  be  evaluated  as  follows: 
For  L  =  0,  we  have 

s  =  r, 

r  +  s 

— :r-  =  r. 


ind    . 


^^^*  =  o 


uid,  developed  by  the  binomial  theorem,  dropping  all  but  the 
Srst  term, 


-  s  =  r  i  i-yi- 


4L 
r'C 


and 


2L 

'  rC' 

r  —  8 

1 

t 

2L 

^ 

r  +  8 
2L 

r 
L 

Substituting  these  values  in  equations  (14)  and  (15)  gives  the 
current  as 

r  r 

and  the  potential  difference  at  the  condenser  as 

«!-«-  (e-e,)£  ^)  (26) 

that  is,  in  the  equation  of  the  current,  the  term 

—  £ 
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has  to  be  added  to  equation  (23).  This  term  makes  the  transition 
from  the  circuit  conditions  before  <  =  0  to  those  after  i  =  0, 
and  is  of  extremely  short  duration. 

For  instance,  choosing  the  same  constants  as  in  S  32,  namely: 
e  =  1000  volts;  r  =  250  ohms;  C  =  10  mf.,  but  choosing  the 
inductance  as  low  as  possible,  L  =  5  mh.,  ^ves  the  equations 
of  condenser  charge,  i.e.,  for  i^  =  0  and  e^  =  0, 

1=4    {€-«»'   —   £-80.000^1 

and 

e,  =  1000  {1  -£-*"'}. 

The  second  term  in  the  equation  of  the  current,  £-»«•«»',  has 
decreased  already  to  1  per  cent  after  t  =  17.3  X  10"'  seconds, 
while  the  first  term,  r^\  has  during  this  time  decreased  only 
by  0.7  per  cent,  that  is,  it  has  not  yet  appreciably  decreased. 

37.  In  the  critical  case, 

c 

and  8  =>  0, 


r  . 
^1  =  -^  = 


«-«o-2^o 


Hence,  substituting  in  equation  (14)  and  rearranging, 


2L 


The  last  term  of  this  equation. 


F-:i  = 


N     e"'_^    2l'       0 


-  9 


D  8  0 
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that  b,   becomes  indeterminate  for  «  —  0,  and  therefore  is 
evaluated  by  differentiation, 

dN 
ds^  _  t 

ds 


F  = 


(28) 


Substituting  (28)  in  (27)  ^ves  the  equation  of  current, 


'"r  +  LG"*'""^*')]*  "'' 


(29) 


The  condenser  potential  is  found,  by  substituting  in  (15),  to  be 


ei  =  e  — 


1 
2* 


-k' 


(e-e,)(«    "-   +t^)- 


(30) 


The  last  term  of  this  equation  is,  for  8  =  0: 


r  /  no\/  it*       ""2^*  \      rt  (  no\       ,^,v 


This  gives  the  condenser  potential  as: 


Ci  =  e  —  € 


-:^' 


(e-eo)  +  ^(c-e.-^'!j| 


(32) 


Herefrom  it  follows  that  for  the  condenser  charge,  \ 
e,  =  0, 

I 


0  and 


i 


%  =  -ee 


2L 


and 


■.-'h-C'^iiK^'i^ 
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for  the  condenser  discharge,  i^  =  0  and  e  =  0, 


-t\     -5t' 


38.  As  an  example  are  shown,  in  Fig.  12,  the  charging  curreni 
and  the  potential  difference  at  the  terminals  of  the  condenser 


'  ~      1  LU-         JJTm 

■4«.     <         '^^^''    Xiz'Ss- 

I      J             .^^       xS:"S;' 

'  "  /      Iri        P«JJ     \  1 

1  ■»  1       '                T--  J 

'  >'                       1        1 TT 

Fig.  IS.    CbargiDg  t,  condenwr  throngti  ■  clroolt  huTlng:  redatAiice  Mid  inda 
tuice.    Coiubuit  poientiftl.    CrJtioal  charge. 

in  a  circuit  having  the  constants,  c  =  1000  volts;  C  =  10  ml 
L  =  100  mh.,  and  such  resistance  as  to  ^ve  the  critical  star 
that  is, 

/4zr 


In  this  case, 
and 


_  200  ohms. 
C 

.  10,0001.-""' 

.  1000  {1  -  CI  +  lOOOO'"""'). 


S9.  Id  the  trigonometric  or  oscillating  case, 

The  term  under  the  square  root  (10)  is  negative,  that  is,  tl 
square  root,  s,  is  imaginary,  and  a^  and  a,  are  complex  imaginai 
quantities,  so  that  the  equations  (II)  and  (12)  appear  in  imaf 
nary  form.     They  obviously  can  be  reduced  to  real  term 


CONDENSER  CHARGE  AND  DISCHARGE 


69 


le  phenomenon  is  real.  Since  an  exponential  function 
aaginary  exponents  is  a  trigonometric  function,  and 
y,  the  solution  of  the  equation  thus  leads  to  trigono- 
functions,  that  is,  the  phenomenon  is  periodic  or  oscil- 


ituting  8  =  JQf  we  have 


(33) 


r  +  jq 


'^'^       2 


atuting  (34)  in  (11)  and  (12),  and  rearranging, 


( 


+  J3.t  _  w.. 


(34) 


(35) 


(36) 


een   the   exponential   function  and   the   trigonometric 
IS  exist  the  relations 


£"*■'"  =  cos  V  +  /  sin  v  ' 


-;v 


=  cos  V  —  J  sm  V. . 


(37) 


iituting  (37)  in  (35),  and  rearranging,  ^ves 


-Tl' 


(A,  +  A,)  coa^t  +  i  {A,  -  A^i  sin  -^t 


ituting  the  two  new  integration  constants, 

B^  =  A^  +  4, 


B,  =  i{A,-A,),\ 


(38) 


2L 


B^QOs  ^i  +  B^ sin 


-i-A- 


(39) 
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In  the  same  manner,  substituting  (37)  in  (36),  rearranging, 
and  substituting  (38),  gives 


-TL'{^S,  +  qB, 


e^-e-e'^-y^^^^^^cosf^ 


^-'^^^M- 


(40) 


B^  and  B^  are  now  the  two  integration  constants,  determined 
by  the  terminal  conditions.  That  is,  for  t  =  0,  let  i  =  \  =  cur- 
rent and  ^1=60  =  potential  difference  at  condenser  terminals, 
and  substituting  these  values  in  (39)  and  (40)  gives 


h  =  B, 


and 


rB^  +  qB^ 


«.  - «       2     ' 

hence, 

and 

B.  =  t. 

„       2  (e  -  e,)  -  n. 

^'                  q 

(41) 


Substituting  (41)  in  (39)  and  (40)  gives  the  general  eqiuUian^ 
of  condenser  oscillation : 
the  current  is 


2l'  S  .  9 


'-^^^^f^-^i-A'!.  <^^ 


and  the  potential  difference  at  condenser  terminals  is 


r(e-e,) —  i, 

(e-Ocas-^<+ sin-i 


( 


Herefrom  follow  the  equations  of  condenser  charge  and  die^ 
charge,  as  special  case,: 
For  condenser  charge^  %  =  0;     e^  =  0,  we  have 


.      26  -j^'  .      q 
t  =  -    e         sm  -/    / 
q  2  I  J 


(44r. 
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..     1 


-•""'h2T'  +  ^''°2^L'iS' 


ind  for  condenser  discharge,  t^  =  0,  e  =  0,  we  have 
q  2L 


uid 


2L 


r  . 
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(46) 

(47) 


40.  As  an  example  is  shown  the  oscillation  or  condenser 
chai^  in  a  circuit  having  the  constants,  e  =  1000  volts;  L  - 
100  mh.,  and  C  =  10  mf. 


uno ^- 

--k-^Y^^^- 

-•^z-nz^: 

TT---^ 

-------iM------^-- 

r-hz" 

crssr 

'■  "ftm 

'  "Wf^ 

_^ 

"1  f"i5"iis^  inii""iric~ 

H?4 

:!liaK: 

Fig.  13.    Chai^j^ng  a  ootid«n<er  through  »,  circuit  hftving  retiBtauce  and  indue- 
tan(».    CoDBUnt  poi«Dtiiil.     OacillaUng  cliarge. 

(o)  In  Fig.  13,  r  =  100  ohms,  hence,  q  =  173  and  the  current  is 
i=  11.55  £-»*' sin  8G6(; 
the  condenser  potential  is 

e,  =  10001 1  -  e-  •«"  (cos  86G  (  +  0.577  sin  866  ()}- 

(6)  In  Rg.  14,  r  =  40  ohms,  hence,  g  =  196  and  the  current 
ia 

1  =  10.2  4-'«"sin980(; 
the  condeawr  potential  is 

e,  =  1000  {1  -  £-»"'(cos980f  +  0.21  sin 980 0 } • 
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41.  Since  the  equations  of  current  and  potential  difference 
(42)  to  (47)  contt^n  trigonometric  functions,  the  phenomeim 
are  periodic  or  waves,  simitar  to  alternating  currents.    They 

differ  from  the  latter  by  containing  an  exponential  factor  t  "", 
which  steadily  decreases  with  increase  of  t.    That  is,  the  fiu^ 


""    iA/\  1    if-fw*^"!"     '        L-itoU 

'i^jr]  -<-  ^-!r          "     ■ 

i'      t    i^-ii-.'^s       :     : 

a.       „       i     iirt    MO    )  0  A  )    ««■  .6 1    «to  w^ 

A4-^              :    ^' 

IK 

M-4 

Nra 

Elg.  14.    Chuging  a  condenser  throngli  &  elrenlt  haTtog  redituee  mod  indnc- 
tance.    Consutit  potential.    OBcllUUng  charge. 

cessive  half  waves  of  current  and  of  condenser  potential  pro- 
gressively decrease  in  amplitude.  Such  alternating  waves  of 
progressively  decreasing  amphtude  are  called  oscillating  waves. 

Since  equations  (42)  to  (47)  are  periodic,  the  time  (  can  be 
represented  by  an  angle  6,  so  that  one  complete  period  is  denoteJ- 
by  2  Jt  or  one  complete  revolution, 

(48> 


(49> 


e . 

il'- 

2^1. 

2.f. 

"2i' 

hence,  the  frequency 

of  oscillation  iB 

/■ 

1 

or,  substituting 


■^W^" 


^ves  the  frequency  of  oscillation  as 

/.J-v/X 


\2LJ 


(5W 
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nes  zero 


is  frequency  decreases  with  increasing  resistance  r,  and 

forf— j  =  y-^,  that  is,  r*  =  -^,  or  the  critical 

where  the  phenomenon  ceases  to  be  oscillating. 

the  resistance  is  small,  so  that  the  second  term  in  equa- 

(50)  can  be  neglected,  the  frequency  of  oscillation  is 

1 


/ 


2;r  \/LC 


(51) 


bstituting  0  for  t  by  equation  (48) 

2L 

t  =  —e 

q 

uations  (42)  and  (43)  gives  the  general  equations, 


i^i   '^'^i 


^co8  0  -i :: sin 0  J  f 


e  —  € 


«    I  (e  —  e^)  cosd+ 
e  -^2nft 


2q 

r(e- O- 


(52) 


r'  +  q'  . 


0/  2      ^ 


sin  tf  1,(53) 
(48) 


/ 


iTzL     2n^  LC      \2L) 


(50) 


.   If  the  resistance  r  can  be  neglected,  that  is,  if  r*  is  small 

4L 
)ared  with  — ,  the  following  equations  are  approximately 


t: 


9  = 

^  C 

/  = 

1      , 

InVLC 

2jr/- 

1 

(54) 


(65) 


64 


TRANSIENT  PHENOMENA 


Introducing    now    x  =  2  k/L  ==  inductive    reactance   and 
xf  =  - — 7^  =  capacity  reactance,  and   substituting   (55),  we 


have 


2  7rfC 


X 


and 


^  c 
^  c 


hence, 


xf  =  X, 


that  is,  the  frequency  of  oscillation  of  a  circuit  containing 
inductance   and   capacity,   but   negligible   resistance,   is  that 

frequency  /  which  makes  the  condensive  reactance  xf  =  -^-r; 

equal  the  inductive  reactance  x  =  2  nfL : 


a^  =  x  =  \/^- 


Then  (54), 


?  =  2x, 


(56) 


(57) 


and  the  general  equations  (52)  and  (53)  are 


...I 


i  =  «    2' 


i„  cos  <?  + 


(«  -  «o)  -  2  *o 
4x 


Bind 


(58) 


e.  =  e  -  e~^*  S  (e  -e,)  cos  0  +  ^L^i-^-A^gin  <?} ;  (59) 

(  2  X 


x=V|    (56) 


and  by  (48)  and  (55) : 


d  = 


t 

Vie 


CONDENSER  CHARGE  AND  DISCHARGE 


i3.  Due  to  the  factor  s         ,  successive  half  waves  of  oscilla- 
tion decrease  the  more  in  amplitude,  the  greater  the  refOBtance  r. 
The  ratio  of  the  amplitude  of  successive  half  waves,  or  the 

decrement  of  the  oscillation,  is  A  ^  <  '^  .  where  f,  =  duration 

of  one  half  wave  or  one  half  cycle,  -■  ^  • 


1  1 1 1 

^. 

s 

i^  *v 

L.U 

^^ 

v^ 

'■' 

"^^ 

T,               '^■~  —  ^^ 

(U       U        U       M        U       (L*        >.1       <U       U 

Fig.  15.    Decrement  of  OscilUtioD. 


Hence,  from  (50), 


ind  — — — 

Denoting  the  critical  resistance  as 
.      4i 


(60) 
(61) 


vW^ 


"v^0- 


(62) 
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that  is,  the  decrement  of  the  oscillating  wave,  or  the  decay  of 

the  oscillation,  is  a  function  only  of  the  ratio  of  the  resistance 

of  the  circuit   to  its  critical  resistance,  that  is,  the  minimum 

resistance  which  makes  the  phenomenon  non-oscillatory. 

In  Fig.  15  are  shown  the  numerical  values  of  the  decrement  A, 

r 
for  different  ratios  of  actual  to  critical  resistance  —  • 

As  seen,  for  r  >  0.21  r^  or  a  resistance  of  the  circuit  of  more 
than  21  per  cent  of  its  critical  resistance,  the  decrement  A  is 
below  50  per  cent,  or  the  second  half  wave  less  than  half  the  first 
one,  etc. ;  that  is,  very  little  oscillation  is  left. 

Where  resistance  is  inserted  into  a  circuit  to  eliminate  the 
danger  from  oscillations,  one-fifth  of  the  critical  resistance,  or 

r  =  0.4  y—,  seems  suflBcient  to  practically  dampen  out  the 
oscillation. 


CHAPTER  VI. 

OSCILLATING  CURRENTS. 

44.  The  charge  and  discharge  of  a  condenser  through  an 
inductive  circuit  produces  periodic  currents  of  a  frequency 
depending  upon  the  circuit  constants. 

The  range  of  frequencies  which  can  be  produced  by  electro- 
dynamic  machinery  is  rather  limited:  synchronous  machines 
or  ordinary  alternators  can  give  economically  and  in  imits  of 
larger  size  frequencies  from  10  to  125  cycles.  Frequencies 
below  10  cycles  are  available  by  commutating  machines  with 
low  frequency  excitation.  Above  125  cycles  the  diflBculties 
rapidly  increase,  due  to  the  great  number  of  poles,  high  periph- 
eral speed,  high  power  required  for  field  excitation,  poor  regu- 
lation due  to  the  massing  of  the  conductors,  which  is  required 
because  of  the  small  pitch  per  pole  of  the  machine,  etc.,  so  that 
1000  cycles  probably  is  the  limit  of  generation  of  constant 
potential  alternating  currents  of  appreciable  power  and  at  fair 
efficiency.  For  smaller  powers,  by  using  capacity  for  excitation, 
inductor  alternators  have  been  built  and  are  in  commercial 
service  for  wireless  telegraphy  and  telephony,  for  frequencies  up 
to  100,000  and  even  200,000  cycles  per  second. 

Still,  even  going  to  the  limits  of  peripheral  speed,  and  sacri- 
ficing everything  for  high  frequency,  a  limit  is  reached  in  the 
frequency  available  by  electrodynamic  generation. 

It  becomes  of  importance,  therefore,  to  investigate  whether 
by  the  use  of  the  condenser  discharge  the  range  of  frequencies 
can  be  extended. 

Since  the  oscillating  current  approaches  the  effect  of  an 
alternating  current  only  if  the  damping  is  small,  that  is,  the 
resistance  low,  the  condenser  discharge  can  be  used  as  high 
frequency  generator  only  by  making  the  circuit  of  as  low  resist- 
ance as  possible. 
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This,  however,  means  limited  power.  When  generating  oscillat- 
ing currents  by  condenser  discharge,  the  load  put  on  the  circuit, 
that  is,  the  power  consumed  in  the  oscillating-current  circuit, 
represents  an  effective  resistance,  which  increases  the  rapidity 
of  the  decay  of  the  oscillation,  and  thus  limits  the  power,  and, 
when  approaching  the  critical  value,  also  lowers  the  frequency. 
This  is  obvious,  since  the  oscillating  current  is  the  dissipation 
of  the  energy  stored  electrostatically  in  the  condenser,  ,and  the 
higher  the  resistance  of  the  circuit,  the  more  rapidly  is  this 
energy  dissipated,  that  is,  the  faster  the  oscillation  dies  out. 

With  a  resistance  of  the  circuit  sufficiently  low  to  give  a  fairly 
well  sustained  oscillation,  the  frequency  is,  with  sufficient 
approximation, 

46.  The  constants,  capacity,  C,  inductance,  L,  and  resistance,  r, 
have  no  relation  to  the  size  or  bulk  of  the  apparatus.  For 
instance,  a  condenser  of  1  mf.,  built  to  stand  continuously  a 
potential  of  10,000  volts,  is  far  larger  than  a  200-volt  condenser 
of  100  mf.  capacity.    The  energy  which  the  former  is  able  to 

store  is  -^  =  50  joules,  while  the  latter  stores  only  2  joules, 

and  therefore  the  former  is  25  times  as  large. 
A  reactive  coil  of  0.1  henry  inductance,  designed  to  carry 

continuously  100  amperes,  stores—  =  500  joules;  a  reactive 

coil  of  1000  times  the  inductance,  100  henrys,  but  of  a  current- 
carrying  capacity  of  1  ampere,  stores  5  joules  only,  therefore  is 
only  about  one-hundredth  the  size  of  the  former. 

A  resistor  of  1  ohm,  carrying  continuously  1000  amperes,  is  a 
ponderous  mass,  dissipating  1000  kw.;  a  resistor  having  a 
resistance  a  million  times  as  large,  of  one  megohm,  may  be  a  lead 
pencil  scratch  on  a  piece  of  porcelain. 

Therefore  the  size  or  bulk  of  condensers  and  reactors  depends 

not  only  on  C  and  L  but  also  on  the  voltage  and  current  which 

can  be  applied  continuously,  that  is,  it  is  approximately  pro- 

C^        Li? 
portional  to  the  energy  stored,    --  and  — ,  or  since  in  electrical 
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sn^neering  energy  is  a  quantity  less  frequently  used  than 
power,  condensers  and  reactors  are  usually  characterized  by 
the  power  or  rather  apparent  power  which  can  be  impressed 
upon  them  continuously  by  referring  to  a  standard  frequency, 
For  which  60  cycles  is  generally  used. 

That  means  that  reactors,  condensers,  and  resistors  are  rated 
XL  kilowatts  or  kilovolt-amperes,  just  as  other  electrical  appa- 
ratus, and  this  rating  characterizes  their  size  within  the  limits 
rf  design,  while  a  statement  Uke  "a  condenser  of  10  mf."  or 
''a  reactor  of  100  mh."  no  more  characterizes  the  size  than  a 
statement  like  "an  alternator  of  100  amperes  capacity"  or  "a 
transformer  of  1000  volts. " 

A  bulk  of  1  cu.  ft.  in  condenser  can  give  about  5  to  10 
kv-amp.  at  60  cycles.  Hence,  100  kv-amp.  constitutes  a  very 
large  size  of  condenser. 

In  the  oscillating  condenser  discharge,  the  frequency  of  oscil- 
lation is  such  that  the  inductive  reactance  equals  the  condensive 
reactance.  The  same  current  is  in  both  at  the  same  terminal 
voltage.  That  means  that  the  volt-amperes  consumed  by  the 
inductance  equal  the  volt-amperes  consumed  by  the  capacity. 

The  kilovolt-amperes  of  a  condenser  as  well  as  of  a  reactor 
ire  proportional  to  the  frequency.  With  increasing  frequency, 
it  constant  voltage  impressed  upon  the  condenser,  the  current 
varies  proportionally  with  the  frequency;  at  constant  alter- 
nating current  through  the  reactor,  the  voltage  varies  propor- 
tionally with  the  frequency. 

If  then  at  the  frequency  of  oscillation,  reactor  and  con- 
lenser  have  the  same  kv-amp.,  they  also  have  the  same  at 
iO  cycles. 

A  100-kv-amp.  condenser  requires  a  100-kv-amp.  reactive 
;oil  for  generating  oscillating  currents.  A  100-kv-amp.  react- 
ve  coil  has  approximately  the  same  size  as  a  50-kw.  trans- 
■ormer  and  can  indeed  be  made  from  such  a  transformer,  of 
•atio  1  : 1,  by  connecting  the  two  coils  in  series  and  inserting 
nto  the  magnetic  circuit  an  air  gap  of  such  length  as  to  give 
ihe  rated  magnetic  density  at  the  rated  current. 

A  very  large  oscillating-current  generator,  therefore,  would 
consist  of  100-kv-amp.  condenser  and  100-kv-amp.  reactor. 

46.  Assuming  the  condenser  to  be  designed  for  10,000  volts 
dtemating  impressed  e.m.f.  at  60  cycles,  the  100  kv-amp.  con- 
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denser   consumes   10   amperes:  its    condensive    reactance   is 

E  1 

Xc  ^  Y  ^  ^^^  ohms,  and  the  capacity  C  =  =  2.65  mf. 

Designing  the  reactor  for  different  currents,  and  therewith 
different  voltages,  gives  different  values  of  inductance  L,  and 
therefore  of  frequency  of  oscillation  /. 

From  the  equations  of  the  instantaneous  values  of  the  con- 
denser discharge,  (46)  and  (47),  follow  their  effective  values,  or 

Vmean  square. 


and 

V2^  L 


(63) 


and  thus  the  power, 


since  for  small  values  of  r 


-2V^. 


C 
Herefrom  would  follow  that  the  energy  of  each  discharge  is 


W 


=J'p,dt^^^VCL.  (65) 


Therefore,  for  10,000  volts  effective  at  60  cycles  at  the  con- 
denser terminals,  the  e.m.f.  is 

c,  =  10,000  V2, 
and  the  condenser  voltage  is 

e,  =  10,000e~^'. 

Designing  now  the  100-kv-amp.  reactive  coil  for  different 
voltages  and  currents  gives  for  an  oscillation  of  10,000  volts: 
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B«acUTe  Ck>il. 

React- 
ance. 

Inductance. 

Frequency 

of 
Oscillation. 

Oecillating 
Current. 

Oscillating 
Power. 

Amp. 

VoltB, 

•o 

2ir/o 

f          1      . 

Amp., 

Kv-amp., 
Pi- 

H- 

iW  LV 

1 

10 

100 

1,000 

10,000 

100,000 

100,000 

10,000 

1,000 

100 

10 

1 

10» 
10» 
10 

10- > 
10- » 
10- » 

266 
2.65 

2.66x10-' 
2.65  X  10-  * 
2.65  X 10- • 
2.66xl0-» 

6 

60 

600 

6,000 

60,000 

600,000 

1 

10 

100 

1,000 

10,000 

100,000 

X£     2Z' 

10 

100 

1,000 

10,000 

100,000 

1,000,000 

X£     ^ 

As  seen,  with  the  same  kilovolt-ampere  capacity  of  con- 
denser and  of  reactive  coil,  practically  any  frequency  of  oscil- 
lation can  be  produced,  from  low  commercial  frequencies  up  to 
hundred  thousands  of  cycles. 

At  frequencies  between  500  and  2000  cycles,  the  use  of  iron  in 
the  reactive  coil  has  to  be  restricted  to  an  inner  core,  and  at 
frequencies  above  this  iron  cannot  be  used,  since  hysteresis 
and  eddy  currents  would  cause  excessive  damping  of  the  oscil- 
lation.   The  reactive  coil  then  becomes  larger  in  size. 

47.  Assuming  96  per  cent  efficiency  of  the  reactive  coil  and 
99  per  cent  of  the  condenser. 


r  =  0.05  X, 


gives 


=  0.05V^i 


since 


X  = 


/= 


2;r/L, 
1 


lizs/hC 


ind  the  energy  of  the  discharge,  by  (65),  is 


TT  =  -2-  vZC  =-  10  e,'  C  volt-ampere-seconds; 


thus  the  power  factor  is 


cos  ».  =•  0.05. 


72  TRANSIENT  PHENOMENA 


Since  the  energy  stored  in  the  capacity  is 


TF.=  ^joules, 


the  critical  resistance  is 


hence, 


'.-^4 


-  =  0.025, 


1 
and  the  decrement  of  the  oscillation  is 

A  =  0.92, 

that  is,  the  decay  of  the  wave  is  very  slow  at  no  load. 

Assuming,  however,  as  load  an  external  effective  resistance 
equal  to  three  times  the  internal  resistance,  that  is,  an  elec- 
trical efficiency  of  75  per  cent,  gives  the  total  resistance  as 


hence. 


r  +  r'  =  0.2  x; 

r  +  r" 


ri 


=  0.1, 


and  the  decrement  is 


A  =  0.73; 


hence  a  fairly  rapid  decay  of  the  wave. 

At  high  frequencies,  electrostatic,  inductive,  and  radiation 
losses  greatly  increase  the  resistance,  thus  giving  lower  effi- 
ciency and  more  rapid  decay  of  the  wave. 

48.  The  frequency  of  oscillation  does  not  directly  depend 
upon  the  size  of  apparatus,  that  is,  the  kilovolt-ampere  capacity 
of  condenser  and  reactor.    Assuming,  for  instance,  the  size,  in 

kilo  volt-amperes,  reduced  to  — ,  then,  if  designed  for  the  same 

n 

voltage,  condenser  and  reactor,  each  takes  —  the  current,  that 

n 

is,  the  condensive  reactance  is  n  times  as  great,  and  therefore 

the  capacity  of  the  condenser,  C,  reduced  to  — ,  the  inductance,  L, 

n 
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is  increased  n-fold,  so  that  the  product  CL,  and  thereby  the 
frequency,  remains  the  same;  the  power  output,  however,  of  the 

oscillating  currents  is  reduced  to—. 

n 

The  Umit  of  frequency  is  given  by  the  mechanical  dimensions. 

With  a  bulk  of  condenser  of  10  to  20  cu.  ft.,  the  minimum 
length  of  the  discharge  circuit  cannot  well  be  less  than  10  ft. ; 
10  ft.  of  conductor  of  large  size  have  an  inductance  of  at  least 
0.002  mh.  =  2  X  10"*,  and  the  frequency  of  oscillation  would 
therefore  be  limited  to  about  60,000  cycles  per  second,  even 
without  any  reactive  coil,  in  a  straight  discharge  path. 

The  highest  frequency  which  can  be  reached  may  be  estimated 
about  as  follows : 

The  minimum  length  of  discharge  circuit  is  the  gap  between 
the  condenser  plates. 

The  minimum  condenser  capacity  is  given  by  two  spheres, 
since  small  plates  ^ve  a  larger  capacity,  due  to  the  edges. 

The  minimum  diameter  of  the  spheres  is  1.5  times  their 
distance,  since  a  smaller  sphere  diameter  does  not  give  a  clean 
spark  discharge,  but  a  brush  discharge  precedes  the  spark. 

With  e^  =  10,000  y/2,  the  spark  gap  length  between  spheres 
is  e=  0.3  in.,  and  the  diameter  of  the  spheres  therefore  0.45  in. 
The  oscillating  circuit  then  consists  of  two  spheres  of  0.45  in., 
separated  by  a  gap  of  0.3  in. 

This  gives  an  approximate  length  of  oscillating  circuit  of 

0.3  X  10"' 
0.5  in.,  or  an  inductance  L  =    '  =0.125  X  10"^  henry. 

The  capacity  of  the  spheres  against  each  other  may  be 

estimated  as  C  =  50  X  10"'  mf.;  this  gives  the  frequency  of 

oscillation  as  . 

/= ^=2X10*, 

•^      2WLC 

or,  2  billion  cycles. 
At  e^  =  10,000  V2  volts, 

e,  =  10,000  e    ^^   volts, 
I  -  2.83  e  ^^   amp., 
and  Pi  -  28.3  e         kv-amp. 
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Reducing  the  size  and  spacing  of  the  spheres  proportionaUy, 
and  proportionally  lowering  the  voltage,  or  increasing  the  dielec- 
tric strength  of  the  gap  by  increasing  the  air  pressure,  gives  still 
higher  frequencies. 

As  seen,  however,  the  power  of  the  oscillation  decreases  with 
increasing  frequency,  due  to  the  decrease  of  size  and  therewith 
of  storage  ability,  of  capacity,  and  of  inductance. 

With  a  frequency  of  billions  of  cycles  per  second,  the  eflfective 
resistance  must  be  very  large,  and  therefore  the  damping  rapid. 

Such  an  oscillating  system  of  two  spheres  separated  by  a  gap 
would  have  to  be  charged  by  induction,  or  the  spheres  charged 
separately  and  then  brought  near  each  other,  or  the  spheres 
may  be  made  a  part  of  a  series  of  spheres  separated  by  gaps  and 
connected  across  a  high  potential  circuit,  as  in  some  forms  of 
lightning  arresters. 

Herefrom  it  appears  that  the  highest  frequency  of  oscillation 
of  appreciable  power  which  can  be  produced  by  a  condenser 
discharge  reaches  billions  of  cycles  per  second,  thus  is  enormously 
higher  than  the  highest  frequencies  which  can  be  produced  by 
electrodynamic  machinery. 

At  five  billion  cycles  per  second,  the  wave  length  is  about 
6  cm.,  that  is,  the  frequency  only  a  few  octaves  lower  than 
the  lowest  frequencies  observed  as  heat  radiation  or  ultra  red 
light. 

The  average  wave  length  of  visible  light,  55  X  10~*  cm., 
corresponding  to  a  frequency  of  5.5  X  10"  cycles,  would  require 
spheres  10"'^  cm.  in  diameter,  that  is,  approaching  molecular 
dimensions. 

OSCILLATINQ-CURRENT  GENERATOR. 

49.  A  system  of  constant  impressed  e.m.f.,  c,  charging  a  con- 
denser C  through  a  circuit  of  inductance  L  and  resistance  r,  with 
a  discharge  circuit  of  the  condenser,  C,  comprising  an  air  gap 
in  series  with  a  reactor  of  inductance  L^  and  a  resistor  of  resist- 
ance r^,  is  a  generator  of  oscillating  current  if  the  air  gap  is  set 
for  such  a  voltage  e^  that  it  discharges  before  the  voltage  of  the 
condenser  C  has  reached  the  maximum,  and  if  the  resistance  r^ 
is  such  as  to  make  the  condenser  discharge  oscillatory,  that  is, 

Tq   <  — 77~  • 
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In  such  a  system,  as  shown  diagrammatically  in  Fig.  16,  as 
soon,  during  the  charge  of  the  condenser,  as  the  terminal  voltage 
at  C  and  thereby  at  the  spark  gap  has  reached  the  value  c^,  the 
condenser  C  discharges  over  this  spark  gap,  its  potential  dif- 
ference falls  to  zero,  then  it  charges  again  up  to  potential  diflfer- 
ence  e^,  discharges,  etc.    Thus  a  series  of  oscillating  discharges 


^iv 


f 


Fig.  16.     Oscillating-current  generator. 

occur  in  the  circuit,  L^,  r^,  at  intervals  equal  to  the  time  required 
to  charge  condenser  C  over  reactor  L  and  resistor  r,  up  to  the 
potential  difference  c^,  with  an  impressed  e.m.f.  e. 

The  resistance,  r,  obviously  should  be  as  low  as  possible,  to 
get  good  efficiency  of  transformation;  the  inductance,  L,  must 
be  so  large  that  the  time  required  to  charge  condenser  C  to 
]X)tential  e^  is  sufficient  for  the  discharge  over  L^,  r^  to  die  out 
and  also  the  spark  gap  c^  to  open,  that  is,  the  conducting  products 
of  the  spark  in  the  gap  e^  to  dissipate.  This  latter  takes  a  con- 
siderable time,  and  an  air  blast  directed  against  the  spark  gap  c^, 
by  carrying  away  the  products  of  the  discharge,  permits  a  more 
rapid  recurrence  of  the  discharge.  The  velocity  of  the  air  blast 
(and  therefore  the  pressure  of  the  air)  must  be  such  as  to  carry 
the  ionized  air  or  the  metal  vapors  which  the  discharge  forms 
in  the  gap  e^  out  of  the  discharge  path  faster  than  the  con- 
denser recharges. 

Assuming,  for  instance,  the  spark  gap,  e^,  set  for  20,000  volts, 
or  about  0.75  in.,  the  motion  of  the  air  blast  during  successive 
discharges  then  should  be  large  compared  with  0.75  in.,  hence 
at  least  3  to  6  in.  With  1000  discharges  per  second,  this  would 
require  an  air  velocity  of  v  =  250  to  500  feet  per  second,  with 
5000  discharges  per  second  an  air  velocity  of  v  =  1250  to  2500 
feet  per  second,  corresponding  to  an  air  pressure  of  approximately 
p  =  14.7  { (1  +  2  v»  10  -  ')'•'  -  1 }  lb.  per  sq.  in.,  or  0.66  to  2.75 
lb.  in  the  first,  23  to  230  lb.  in  the  second  case. 
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While  the  condenser  charge  may  be  oscillatory  or  logarithmic, 
efficiency  requires  a  low  value  of  r,  that  is,  an  oscillatory  charge. 

With  a  frequency  of  discharge  in  L^,  r^  very  high  compared 
with  the  frequency  of  charge,  the  duration  of  the  discharge  is 
short  compared  with  the  duration  of  the  charge,  that  is,  the 
oscillating  currents  consist  of  a  series  of  oscillations  separated 
by  relatively  long  periods  of  rest.  Thus  the  current  in  L  does 
not  appreciably  change  during  the  time  of  the  discharge,  and  at 
the  end  of  the  condenser  charge  the  current  in  the  reactor,  L, 
is  the  same  as  the  current  in  L,  with  which  the  next  condenser 
charge  starts.  The  charging  cmrent  of  the  condenser,  C,  in  L 
thus  changes  from  i^  at  the  beginning  of  the  charge,  or  con- 
denser e.m.f.,  e^  =  0,  to  the  same  value  %  at  the  end  of  the 
charge,  or  condenser  e.m.f.,  e^  =  e^. 

60.  Counting,  therefore,  the  time,  tj  from  the  moment  when 
the  condenser  charge  begins,  we  have  the  terminal  conditions: 

^  =  0,  t  =  I'o,  e^  =  0  at  the  beginning  of  the  condenser  chargp. 
^  =  ^0)    i  =  hi    ^1  =  ^0    ^^  ^^®  ®^^  ^f  ^^®  condenser  charge. 

In  the  condenser  discharge,  through  circuit  L^,  r^,,  counting 
the  time  tf  from  the  moment  when  the  condenser  discharge 
begins,  that  is,  ^'  =  ^  —  ^^,  we  have 

tf  =  0,    t  =  0,    ^j  =  e^  the  terminal  condition. 

e^f  thus,  is  that  value  of  the  voltage  e^  at  which  discharge 
takes  place  across  the  spark  gap,  and  <^  is  the  time  elapsing 
between  e^  ==  0  and  e^  =  c^,  or  the  time  required  to  build  up 
the  voltage  e^  sufficiently  to  break  down  the  spark  gap. 

Under  the  assimiption  that  the  period  of  oscillation  of  the 
condenser  charge  through  L,  r,  is  large  compared  with  the 
period  of  oscillation  of  the  condenser  discharge  through  L^,  r^, 
the  equations  are: 

(A)  Condenser  discharge : 

t  =  ^£"^''sin-^^',  (66) 


2L, 


e.-V-'V|„<»^-?2-.  +  L..i„^^.j, 


(67) 


where  , 


?o-V-c^-V.  (68) 
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{B)  Condenser  chai^ : 


i  =  .   2L-^i_,cosA<  +  — — *8in^M, 


-A« 


2L 


2L 


(69) 


-Jrt 


r»  +  g'  . 
re T— ^t. 


c,  =  e  —  «   *^    \ecos-^t  + 

1  2  ly 

where 


^^'^  2l'  ' ' 


(70) 


(71) 


Substituting  in  (69)  and  (70)  the  above  discussed  terminal 
conditions, 


t  =  Iq  f     1  =■  io>     ^1  ™  ^o> 


gives 


1^  —  €    2L     jv^cos 


g  2  c  -  r?;  .     9 


i 


and 


€,-e-c     "    l«co82^i.  + sin-t. 


Denoting,  for  convenience, 

r 


and 


2L 


2L 


to  =  «, 


<o  =  ^y 


r 


and  resolving  (72)  for  i^,  gives 


%  = 


2e  s  '  sm<f> 

q   1  —  €"•  cos  ^  +  a€"'  sin  0 

and  substituting  (75)  in  (73)  and  rearranging, 

1  -  2g-*cos<^  +  e-^' 
®         1  —  e~'  cos  ^  +  a«~*  sin  (f) 


(72) 


(73) 


(74) 


(75) 


(76) 
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The  two  equations  (75),  (76)  permit  the  calculation  of  two  of 
the  three  quantities  i^,  e^,  t^:  the  time,  t^j  of  condenser  charge 
appears  in  the  exponential  function,  in  s,  and  in  the  trigonometric 
function,  in  <f). 

Since  in  an  oscillating-current  generator  of  fair  efficiency, 
that  is,  when  r  is  as  small  as  possible,  «  is  a  small  quantity, 
C-*  can  be  resolved  into  the  series 


•    •   •     • 


(77) 


Substituting  (77)  in  (75),  and  dropping  all  tenns  higher  than 


2e 


(l  -  «  +  2)  ^^^  ^ 


*o  = 


1  —  COS  ^  +  5  COS  ^  —  -  COS  0  -f  a  sin  ^  —  OS  sin  0 


Multiplying  numerator  and    denominator   by  f  1  +  -j,  and 


rearrangmg,  gives 


2e 


Ia   = 


sin  0 


q  2  -f  s 

2-5 

2e 


—  COS  0  +  a  sin  0 
sin0 


a     2  s         ^  .  ,  ^  .     . 

h  2  sm'  ^  +  a  sm  ^ 

2  —  5  2 


(78) 


Substituting  (77)  in  (76),  dropping  terms  higher  than  s*  and 
OS,  multiplying  numerator  and  denominator  by  (1  +  -).  and 


rearranging,  gives 


^•  =  2e^ 


28in'|  +  ^ 
2      2 


+  2  sin'  ^  +  a  sin  ^ 
2  —  8  2 


(79) 
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Substituting  ^^  in  (78)  and  (79)  gives 

*. 7i (80) 

4L-rt  +''^"'  4.1^"^  a^'    2  L^' 


"t 


and 


r't. 


e.  =  2  e (81) 

2rt„     .  ^  .  i  q  ,    .r  .      q 

as  approximate  equations  giving  i^  and  e^,  as  functions  of  t^,  or  the 
time  of  condenser  charge. 

61.  The  time,  t^,  during  which  the  condenser  charges,  increases 
with  increasing  e^,  that  is,  increasing  length  of  the  spark  gap  in 
the  discharge  circuit,  at  first  ahnost  proportionally,  then,  as 
e^  approaches  2  e,  more  slowly. 

As  long  as  e^  is  appreciably  below  2  e,  that  is,  about  e^  <  1.75  c, 
t^  is  relatively  short,  and  the  charging  current  i,  which  increases 
from  Iq  to  a  maximum,  and  then  decreases  again  to  i^,,  does  not 
vary  much,  but  is  approximately  constant,  with  an  average 
value  very  little  above  %,  so  that  the  power  supplied  by  the 
impressed  e.m.f.,  e,  to  the  charging  circuit  can  approximately 
be  assiuned  as 

Po  =  ^0-  (82) 

The  condenser  discharge  is  intermittent,  consisting  of  a  series 
of  oscillations,  with  a  period  of  rest  between  the  oscillations, 
which  is  long  compared  with  the  duration  of  the  oscillation, 
and  during  which  the  condenser  charges  again. 

The  discharge  current  of  the  condenser  is,  (66), 


I  =  — ?£    2/^    sm^<,  mamp., 

and  since  such  an  oscillation  recurs  at  intervals  of  ^^  seconds, 
the  eflfective  value,  or  square  root  of  mean  square  of  the  dis- 
charge current,  is 

'Tdt.  (83) 
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Long  before  t  =  t^,  i  is  practically  zero,  and  as  upper  limit  of 
the  integral  can  therefore  be  chosen  oo  instead  of  t^. 

Substituting  (66)  in  (83),  and  taking  the  constant  terms  out 
of  the  square  root,  gives  the  eflfective  value  of  discharge  cur- 
rent as 


however, 


and  by  fractional  integration, 
J  ("^'coa^ tdt 


L, 
L, 


(^) 


1  + 

^/.    . 

r,'  +  9.' ' 
hence,  substituting  in  (84), 


^[.-^'i-^-i--£'ir 


Since 
we  have,  substituting  in  (85), 


and,  denoting  by 


(84) 


t,  =  e.  V  A-'  (86) 


io 
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the  frequency  of  condenser  charge,  or  the  number  of  complete 
trains  of  discharge  oscillations  per  second, 


h-e^M.  (87) 


2r. 

that  is,  the  effective  value  of  the  discharge  current  is  propor- 
tional to  the  condenser  potential,  e^,  proportional  to  the  square 
root  of  the  capacity,  C,  and  the  frequency  of  charge,  Z^,  and 
inversely  proportional  to  the  square  root  of  the  resistance,  r^, 
of  the  discharge  circuit;  but  it  does  not  depend  upon  the  induc- 
tance L^  of  the  discharge  circuit,  and  therefore  does  not  depend 
on  the  frequency  of  the  discharge  oscillation. 
The  power  of  the  discharge  is 

Pr-h\'h'^'  (88) 

Since  -~  is  the  energy  stored  in  the  condenser  of  capacity  C 

at  potential  e^,  and  /^  the  frequency  or  number  of  discharges 
of  this  energy  per  second,  equation  (88)  is  obvious. 

Inversely  therefore,  from  equation  (88),  that  is,  the  total 
energy  stored  in  the  condenser  and  discharging  per  second, 
the  eflfective  value  of  discharge  current  can  be  directly  calcu- 
lated as 


^-vf-'.vf. 


The  ratio  of  effective  discharge  current,  tj,  to  mean  charging 
current,  t^^,  is 


and  subBtituting  (80)  and  (81)  in  (89), 


(89) 
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The  magnitude  of  this  quantity  can  be  approximated  by 

neglecting  r  compared  with  — ,  that  is,  substituting  q  =  y -^ 
and  replacing  the  sine-function  by  the  arcs.    This  gives 

^=-7=i=-,  (91) 

that  is,  the  ratio  of  currents  is  inversely  proportional  to  the 
square  root  of  the  resistance  of  the  discharge  circuit,  of  the 
capacity,  and  of  the  frequency  of  charge. 

62.  Example:  Assume  an  oscillating-current  generator,  feed- 
ing a  Tesla  transformer  for  operating  X-ray  tubes,  or  directly 
supplying  an  iron  arc  (that  is,  a  condenser  discharge  between 
iron  electrodes)  for  the  production  of  ultraviolet  light. 

The  constants  of  the  charging  circuit  are:  the  impressed 
e.m.f.,  e  =  15,000  volts;  the  resistance,  r  =  10,000  ohnis;  the 
inductance,  L  =  250  henrys,  and  the  capacity,  C=  2  x  10"" 
farads  =  0.02  mf. 

The  constants  of  the  discharge  circuit  are:  (a)  operating 
Tesla  transformer,  the  estimated  resistance,  r^  =  20  ohms 
(eflfective)  and  the  estimated  inductance,  L^  =  60  X 10"  * 
henry  =  0.06  mh.;  (6)  operating  ultraviolet  arc,  the  esti- 
mated resistance,  r^  =  5  ohms  (eflfective)  and  the  estimated 
inductance,  L^  =  4  X  lO""*  henry  =  0.004  mh. 

Therefore  in  the  charging  circuit, 

q  =  223,400  ohms,  -  =    0.0448, 

X  =  446.8,  2T  =  20. 

^=    0.025; 
r 

i,  =  0.1344 smm.St, 

2^      +  2  sin'  223.4 1,+  0.0448  sin  446.8  <, 

U.l        Iq 

"""^  on  nn.         2  sin'  223.4  «.  +  200 1,'  ^  (^^ 

e,-  30,000 

s—  +  2  sin'  223.4  <,+  0.0448  sin  446.8 «, 


0.1  -  t. 
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Fig.  17  shows  ig  and  e,  as  oidinatesj  with  the  lime  of  charge 
(,  as  abscissas. 
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Fig.  17.    OsclllfttiDg-cnrTent  genenitor  chuge. 
l^e  frequency  of  the  char^g  oscillation  is 


for 

I,  =  0.365  amp., 

substituting  in  equations  (69)  and  (70)  we  have 

i=t-"i  {0.365  cos  446.8 (+0.118 sin  446.8  (},  in  amp., 
&nd 
e,  =  15,000 [  1 -«-"' [cos  446.8 /- 2.67  sin  446.8  (]},  in  volts, 

the  equations  of  condenser  charge. 

Prom  these  equations  the  values  of  i  and  «,  are  plotted  in 
Fig.  18,  with  the  time  t  as  abscissas. 

As  seen,  the  value  i  =  i^  —  0.365  amp.,  b  reached  agwn 
at  the  time  t^  =  0.0012,  that  is,  after  30.6  time-degrees  or  about 
t't  of  a  period.  At  this  moment  the  condenser  e.m.f.  is  e,  = 
e,  =  22,300  volts;  that  is,  by  setting  the  apark  gap  for  22,300 
volts  the  duration  of  the  condenser  chai^  is  0.0012  second, 
or  in  other  words,  evety  0.0012  second,  or  833  times  per  second, 
discharge  oscillations  are  produced. 

Wilh  this  spark  gap,  the  charging  current  at  the  beginning 
and  at  the  end  of  the  condenser  charge  is  0.365  amp.,  and  the 
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average  char^g  cuneDt  is  0^735  amp.  at  15,000  rtdts,  «d- 
niming  5.6  kva. 

Assume  that  the  e.m.f.  at  the  condenser  tenninals  at  Uie  end 
of  the  charige  is  e,  =  22,300  volts;  then  conader  two  cases, 
namely:  (a)  the  condenser  discharges  into  a  Tesla  transfoniier, 
and  (b)  the  condaiser  discharges  into  an  inm  are. 
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Fig.  IB.    OscillUlng-ouTreiit  generator  condeuMr  clurga. 

(o)  The  Tesia  transfonner,  that  is,  an  osciUating-current 
tranaformer,  has  no  iron,  but  a  primary  coil  of  very  few  turns 
(20)  and  a  secondary  coil  of  a  larger  number  of  turns  (360), 
both  immersed  in  oil. 

While  the  actual  ohmic  resistance  of  the  dischai^  circuit  is 
only  0.1  ohm,  the  load  on  the  secondary  of  the  Tesla  teans- 
former,  the  dissipation  of  energy  into  space  by  brush  discharge, 
etc.,  and  the  increase  of  resistance  by  unequal  current  distribu- 
tion in  the  conductor,  increase  the  effective  resistance  to  many 
times  the  ohmic  resistance.    We  can,  therefore,  assign  the 
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followingestiraated  values:  r,- 20  ohma;  L„=  60  X  10"*henry, 
andC  =  2X  lO"' farad. 
Then 


=  108  ohms, 
=  0.898  X  10«, 


?  =  0.186, 


=  0.1667  X  10», 


2 L,      ""^  '^  ""  '  2 Lo 

which  give 

1=415 «-"'••'""" an 0.898X10V,  amp. 
and 

e,  =  22,300r"'"""«''!co6  0.898x10*  (+0.186  sin  0.898X10'(} 
volts. 

(94) 
The  frequency  of  oecillation  is 

n  RQR  V  10* 
/,  =  =  143,000  cycles  per  sec.  (95) 

Fig.  19  shows  the  current  %  and  the  condenser  potential  c, 
during  the  discharge,  with  the  time  I  as  abscissas.  As  seen, 
the  discharge  frequency  is  very  high  compared  with  the  fre- 


„      \      -                               >■-  -|»lo   '^    1 

"-JMJirnmiLmiUMIUM 

Ftg.  19.    OBctllaUng-cnrrant  genentor  condenMr  discharge. 

quency  of  charge,  the  duration  of  discharge  very  short,  and 
the  damping  very  great;  a  decrement  of  0.55,  so  that  the  oscil- 
lation dies  out  very  rapidly.  The  oscillating  current,  however, 
is  enormous  compwed  with  the  charging  current;  with  a  mean 
char^i^  current  of  0.3735  amp.,  and  a  maximum  charging 
current  of  0.378  amp.  the  maximum  discharge  current  is  315 
amp.(Or  813  times  as  lai^  as  the  charging  current. 
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The  eflfective  value  of  the  discharge  current,  from  equation 
(87),  is  i\  =  14.4  amp.,  or  nearly  40  times  the  charging  current. 

63.  (6)  When  discharging  the  condenser  directly,  through 
an  ultraviolet  or  iron  arc,  in  a  straight  path,  and  estimating 
r^,  =  5  ohms  and  L^  =  4  X  lO"'  henry,  we  have 

q,  =  27.84  ohms,  ^  =  0.1795, 

-^;-  =  3.48  X  10«,  -^  =  0.625  X  10'; 

then, 

t  =  1600€-«"'^*'''  sin  3.48  X  10"/,  in  amp., 
and 
6^=22,300  £-««^^»«''  {cos  3.48X  10"  <+0.1795  sin  3.48X10'  t], 
in  volts, 

(96) 
and  the  frequency  of  oscillation  is 

/,  =  562,000  cycles  per  sec;  (97) 

that  is,  the  frequency  is  still  higher,  over  half  a  million 
cycles;  the  maximum  discharge  current  over  1000  amperes; 
however,  the  duration  of  the  discharge  is  still  shorter,  the 
oscillations  dying  out  more  rapidly. 

The  eflfective  value  of  the  discharge  current,  from  (87),  is 
i\  =  28.88  amp.,  or  77  times  the  charging  current.  A  hot 
wire  anmieter  in  the  discharge  circuit  in  this  case  showed 
29  amp. 

As  seen,  with  a  very  small  current  supply,  of  0.3735  amp., 
at  e  =  15,000  volts,  in  the  discharge  circuit  a  maximum  voltage 
of  22,300,  or  nearly  50  per  cent  higher  than  the  impressed 
voltage,  is  found,  and  a  very  large  current,  of  an  eflfective  value 
very  many  times  larger  than  the  supply  current. 

As  a  rule,  instead  of  a  constant  impressed  e.m.f.,  6,  a  low 
frequency  alternating  e.m.f.  is  used,  since  it  is  more  conven- 
iently generated  by  a  step-up  transformer.  In  this  case  the 
condenser  discharges  occur  not  at  constant  intervals  of  t^  sec- 
onds, but  only  during  that  part  of  each  half  wave  when  the 
e.m.f.  is  sufficient  to  jump  the  gap  e^,  and  at  intervals  which 
are  shorter  at  the  maximum  of  the  e.m.f.  wave  than  at  its 
beginning  and  end. 
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For  instance,  using  a  step-up  transformer  giving  17,400  volts 
eflfective  (by  the  ratio  of  turns  1  :  150,  with  118  volts  im- 
pressed at  60  cycles),  or  a  maximum  of  24,700  volts,  then 
during  each  half  wave  the  first  discharge  occurs  as  soon  as  the 
voltage  has  reached  22,300,  sufficient  to  jump  the  spark  gap, 
and  then  a  series  of  discharges  occurs,  at  intervals  decreasing 
with  the  increase  of  the  impressed  e.m.f.,  up  to  its  maximum, 
and  then  with  increasing  intervals,  until  on  the  decreasing 
wave  the  e.m.f.  has  fallen  below  that  which,  during  the  charg- 
ing oscillation,  can  jump  the  gap  e^,  that  is,  about  13,000  volts. 
Then  the  oscillating  discharges  stop,  and  start  again  during  the 
next  half  wave. 

Hence  the  phenomenon  is  of  the  same  character  as  investi- 
gated above  for  constant  impressed  e.m.f.,  except  that  it  is 
intermittent,  with  gaps  during  the  zero  period  of  impressed 
voltage  and  unequal  time  intervals  t^  between  the  successive 
discharges. 

64.  An  underground  cable  system  can  act  as  an  oscillating- 
current  generator,  with  the  capacity  of  the  cables  as  condenser, 
the  internal  inductance  of  the  generators  as  reactor,  and  a  short- 
circuiting  arc  as  discharge  circuit. 

In  a  cable  system  where  this  phenomenon  was  observed 
the  constants  were  approximately  as  follows:  capacity  of  the 
cable  system,  C  =  1()2  mf.;  inductance  of  30,000-kw.  in  gen- 
erators, L  =  6.4  mh.;  resistance  of  generators  and  circuit  up  to 
the  short-circuiting  arc,  r  =  0.1  ohm  and  r  =  1.0  ohm  respec- 
tively; impressed  e.m.f.,  11,000  volts  eflfective,  and  the  fre- 
quency 25  cycles  per  second. 

The  frequency  of  charging  oscillation  in  this  case  is 

/  =  j-^  =  197  cycles  per  sec. 


since 


.y/^. 


15.8  ohms. 


Substituting  these  values  in  the  preceding  equations,  and 
estimating  the  constants  of  the  discharge  circuit,  gives  enor- 
mous values  of  discharge  current  and  e.m.f. 


CHAPTER  VIL 

RBSISTANCB,  INDUCTANCE,  AND  CAPACITY  IN  SERIES  IN 

ALTERNATING-CURRENT  CIRCUIT. 

its.  Let,  at  time  ^  =  0  or  (?  =  0,  the  e.m.f., 

c  =  £  cos  ((?  -  e^,  (1) 

be  impressed  upon  a  circuit  containing  in  series  the  resistance,  r, 
the  inductance,  L,  and  the  capacity,  C 

The  inductive  reactance  is        x  =  2  nfL 

and  the  condensive  reactance  is  x^  =  ^   ^ ; 

2  nfU 

where/  =  frequency  and  (?  =  2  nfL  (3) 

Then  the  e.m.f.  consumed  by  resistance  is  n; 
the  e.m.f.  consumed  by  inductance  is 

di        di 
and  the  e.m.f.  consumed  by  capacity  is 

where  i  =  instantaneous  value  of  the  current. 

di  C 

Hence,  c  =  n  +  x  ~  +  x^  \idO,  (5) 

di  r 

or,  E  cos  {d  -  e^)  =  ri  +  X  •^+  xc  J  id9,  (6) 

and  hence,  the  difference  of  potential  at  the  condenser  terminals 
is 

e,  =  Xcfidd  =  E cos  {d  -  (?^)  ^  ri  -  x~.  (7) 

88 
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.tion  (6)  differentiated  gives 

^sin  id  -0^)  +  x^  +  r-+  x,i  =  0. 

ntegral  of  this  equation  (8)  is  of  the  general  form 
i  =  Ae^"^  +  B  cos  (d  -  a). 

tituting  (9)  in  (8),  and  rearranging,  gives 


(8) 


(9) 


i^x—ar+Xc}  +sin(?  {^cos  0^—rB  cos  tr—B  (x— x^)  sin  a] 
—  cosOlEsinO^  —  rBsiaa  +  B  {x  —  x^  cos  <r\  =  0, 


ice  this  must  be  an  identity, 


€?X 


E  cos  0^  —  rB  cos  a-  —  B  (x 
E  sin  e^  -  rBsma  -\-  B  (x 


ar  +  Xc-'  0, 
X,)  sin  0-  =  0, 
Xc)  cos  o-  =  0. 


(10) 


uting 


s 
tan7 


Vr*  —  4  X  Xc, 

Vr»  +  (X  -  x,)\ 

X  -  Xc 

9 

tions  (10)  ^ves 


a  = 


r  ±  s 
Y7 


^  =  »o  +  '/ 

il  =  indefinite, 
equation  of  current,  (9),  thus  is 


r  — « 


r+« 


E  -—^9  -•-^9 

t  = -COS  (» -  »o -'y)  + -^i«  ^'  + -^2«  ^'  ' 

2:. 


(11) 


(12) 


(13) 
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and,  substituting  (12)  in  (7),  and  rearranging,  the  potential 
difference  at  the  condenser  terminals  is 

e.  =^sin(5-<?.-7)-^-^.l.r'^'-^4^-'^''.    (14) 

The  two  integration  constants  A^  and  A,  are  given  by  the 
terminal  conditions  of  the  problem. 
Let,  at  the  moment  of  start, 

^  =  0, 

i  =  L  =  iastantaneous  value  of  current  and 


'0 


«!  =  e^  =  instantaneous  value  of  condenser  potential 

difference. 

Substituting  in  (13)  and  (14), 

E 
io  =  -cos  {0^  +  i)  +  A^  +  A^ 


(15) 


and 


«o  ^ ;-sm  ((?,  +  7) 2""*! 2~    *' 


Therefore 

E 

Aj  +  A,=ij, cos  {d^  +  i) 

and 

A,-A,=  -'^^^^±^  +  — {rcos(eo+7)-2x,8in(l?o  +  7)}, 

5  S2q 


(16) 


or, 


r— s 


o  -'^o+^c 


ili  = ^ +  — |^cos(«o+'y)-^cSin(^^+7) 

and 

r-\-s  . 

2   ^©"^^o      j^  {r+8 
il,=  + ]-^cos(/?o+7)-a:,sin((?^+7)i. 


(17) 
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Substituting  (17)  in  (13)  and  (14)  gives  the  integral  equations 
the  problem. 
The  current  is 

=  -cos((?-(?,-7)+  -  je  "  ^'  r-^cos(^,+7)-x,sin  (d.+y)] 


-^•r''+« 


r    *cos  (tf , + 7)  -  X,  sin  (0, + 7)] 


.] 


^ 


(18) 


id  the  potential  difference  at  tJie  condenser  terminals  is 


^ 


2s^, 


+ 


—  (r—s)e 


1 


(r+s)e     2'*r^cos(fl,+7)-x,sin(0,+7)J 


r  — « 


(19) 


liere 


z,  =  ^r'+ix-  x,y, 


X-  X, 

tan7  =  , 


s  =  V'r'  -  4 


XX, 


(11) 


The  expressions  of  i  and  e^  consist  of  three  terms  each: 

(1)  The  permanent  term,  which  is  the  only  one  remaining 
€r  some  time; 

(2)  A  transient  term  depending  upon  the  constants  of  the 
cuit,  r,  s,  Xc,  «o>  ^>  ^^  impressed  e.m.f.,  E,  and  its  phase  0^  at 
3  moment  of  starting,  but  independent  of  the  conditions 
isting  in  the  circuit  before  the  start;  and 
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(3)  A  term  depending,  besides  upon  the  constants  of  the 
circuity  upon  the  instantaneous  values  of  current  and  potential 
diflference,  i^  and  e^,  at  the  moment  of  starting  the  circuit,  and 
thereby  upon  the  electrical  conditions  of  the  circuit  before 
impressing  the  e.m.f.,  e.  This  term  disappears  if  the  circuit  is 
dead  before  the  start. 

Equations  (18)  and  (19)  contain  the  term     «  =  Vr^  —  ixx^ 

=  y  r^  ~  4  -  ;  hence  apply  only  when    r*  >  4  x  aj^,  but  become 

indeterminate  if  r* =4  x  x^,  and  imaginary  if  r^  <  4  x  x^;  in  the 
latter  cases  they  have  to  be  rearranged  so  as  to  appear  in  real 

form,  in  manner  similar  to  that  in  Chapter  V. 

66,  In  the  critical  case,  r*  «  4  xx^  and  s  =  0,  equation  (18), 
rearranged,  assumes  the  form 

I  =  -cos((?-(?^-7)  +  --€    ^ 

2g  Zq 


2x  _      2x 


|^cos(0,+  7)-x,8m  (<>,+7)J C08(d,+7)j 


-r-'jgi,  +  e,] 


s 


-to>- 


However,  developing  in  a  series,  and  canceling  all  but  the 
first  term  as  infinitely  small,  we  have 


8  X 


hence  the  current  is 

t  =  -cos(5-5o-'y)  +-£"^' 

^0  ^0 


-cos  (^0+7)-  x^sin(^o  +  7)   --  cas  (^o+7) 
Z  jx 

+  r^'*|i.-|^t.  +  co]-j,  (20) 
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and  in  the  same  maimer  the  potential  difference  at  condenser 
terminals  is 

e,-— £  sin  (<?-<?. -7)-— e   2' 

f- COS  (<>,  +  7)  -  x/sin  (<?,  +7)1-  -  2  x, sin  (<?+  7) 

Here  again  three  terms  exist,  namely:  a  permanent  term,  a 
transient  term  depending  only  on  E  and  0^,  and  a  transient 
ierm  depending  on  i,  and  e,. 

67.  In  the  trigonometric  or  oscillatory  case,  r^  <  4  x  x^,  5  be- 
comes imaginary,  and  equations  (18)  and  (19)  therefore  contain 
tomplex  imaginary  exponents,  which  have  to  be  eliminated, 
ince  the  complex  imaginary  form  of  the  equation  obviously 
8  only  apparent,  the  phenomenon  being  real. 

Substituting 

q  =  V^xx^-r^  =  ]s  (22) 

n  equations  (13)  and  (14),  and  also  substituting  the  trigono- 
netric  expressions 


ind 


=  cos  r—  (/  +  1  Sin  ;; —  O 

2x         '       2x 


=  COS  -r—  0^1  sm  — -  O, 
2x  2x 


\ 


(23) 


ind  separating  the  imaginary  and  the  real  terms,  gives 

i  =  -cos(«- ^0-  'y)  +  «  ^' 

j  (il,  +  A,)  cos  2^(?  -  /  (A,  -  A,)sm^0 
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and 

c,  =^sin  (/?-».- 7)- r^' 


^.-^, 


[gcos^<?+rsin^<?]j; 

then  substituting  herein  the  equations  (16)  and  (22)  the  imagi- 
nary disappears,  and  we  have  the  current, 


i cos(^-^o-'y) — « 


s 


COS(ff.  +  7)C08:^  »  +     - 


I      '  •      '      2x       L  ?        V  0'  '/    ^      ^  "'  "y    2x 

and  the  potential  difference  at  the  condenser  terminals, 
e.  =  ^sin  (0  -  <?.- 7)  +  — '  r^* 

Zq  Zq 

sin  ((?, + 7)  COS  ^  <?  +  f- sin  (e, + 7)  -  —  COS  (<?, + 7)1  an  ^  S 

+  €         )e^cos  —  d-{ 5-— -sm~-0l'       (25) 

(  2x  2g  2x    ) 

Here  the  three  component  terms  are  seen  also. 

58.  As  examples  are  shown  in  Figs.  20  and  21,  the  starting 
of  the  current  t,  its  permanent  term  t',  and  the  two  transient 
terms  i^  and  i,,  and  their  difference,  for  the  constants  E  =  1000 
volts  =  maximum  value  of  impressed  e.m.f.;  r  =  200  ohms 
=  resistance ;  x  =  75  ohms  =  inductive  reactance,  and  Xg  «  75 
ohms  =  condensive  reactance.    We  have 


4  X  X,  =  22,500 

and 
therefore 

r"  =  40,000; 

r^  >  4  X  X., 
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at  is,  the  start  is  logarithmic,  and  z,  •-  200,  8  =  132,  and 
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;.  ZO.    Suiting  of  an  ftlternsttng-ciUTeiit  cinmit,  h&vlng  capacity,  inducUnce 
and  resistance  in  series.    LogariLlimic  start. 

In  fig.  20  the  circuit  is  closed  at  the  moment  ff„  =  0,  that 
at  the  maximmn  value  of  the  impressed  e.m.f.,  giving  from 
e  equations  (18)  and  (19),  since  i,  =  0,  «,  =  0, 

t  =  5{cosff-  1.26  £-»■»• +0.26  (-••*«•} 
id 

e,  =  375  {siaO  +  0.57  (€-»■»•-(-•■*«•)}. 


^8K^ 


IM       UD       no       NO 

g.  SI.     Starting  of  an  a]teniatIng-eiUTent  olrcnit  baving  capacity,  inductance 
and  resistance  En  aeries.     Logan tlimic  start. 

In  Fig.  21  the  circuit  is  closed  at  the  moment  6„  -  90°,  that 
,  at  the  zero  value  of  the  impressed  e.m.f.,  ^ving  the  equa- 
ons 

i  =  5  {sinfl  +  0.57  (<-'»•  -  e-««>»)j 
id 

e,  -  -  375  (cos 5 +  0.26 £-»■"•-  1.26*-''***)}. 
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There  exists  no  value  of  0,  which  does  not  ^ve  rise  to  s 
transient  term. 


— r  -  J 

f -'sKt     m 

i  :  fiSJ  Mill 

^S            -&'•■ 

;f' 

-is        _^_ 

3i. 

J  2:ll 

-  5^ 

:         ;  =  : 

~^^'  %~~ 

"*           ii  --" 

,     ^-' 

1  M  1  1  1   ^[ 

T*^===' 

Id  Fig.  22  the  start  of  a  circuit  is  shown,  with  the  inductive 
reactance  increased  so  as  to  give  the  critical  condition, 

f*  =  ixXc, 

but  otherwise  the  constants  are  the  same  as  in  lilg^.  20  and  21, 
that  is,  £  -  1000  volts;  r  -  200  ohms;  z  =  133.3  ohms,  and 
X-  —  75  Dhms; 


tan  7  =  ^  =  0.2915,    or    7  -  16*, 

assuming  that  the  circuit  is  started  at  the  moment  d,  »  0,  or 
at  the  maximum  value  of  impressed  e.m.r. 
Then  (20)  and  (21)  pve 

t  =  4.78  cos  (e  -  16°)  +  <-'■"•  (2.7  6  -  4.6) 
and 

6,=  358 sin  (6  -  16°)  -  f— •"•(410(?  -  99). 

Here  also  no  value  of  (?„  exists  at  which  the  tranaent  term 
disappears. 

69.  The  most  important  is  the  oscillating  case,  r"  <  4xxa 
since  it  is  the  most  common  in  electrical  circuits,  as  undei^round 
cable  systems  and  overhead  high  [>otentlal  circuits,  and  also  is 
practically  the  only  one  in  which  excessive  currents  or  excesdve 
voltages,  and  thereby  dangerous  phenomena,  may  occur. 
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If  the  condensive  reactance  Xc  is  high  compared  with  the 
resistance  r  and  the  inductive  reactance  x,  the  equations  of 
start  for  the  circuit  from  dead  condition,  that  is,  %  ==  0  and 
e^  =  0,  are  found  by  substitution  into  the  general  equations 
(24)  and  (25),  which  give  the  current  as 


Xc 


r 
2x 


T- 


sin  6^  cos 


y'he 


-V/fcos0.sinv/^'^]| 


(26) 


and  the  poterUial  difference  at  the  condenser  terminals  as 


-h* 


e^  =  E)coe(d-d^)-e 

("cos  <?.  cos  V -<?  +  f  ;r-F=-  "08  ^.  +  V  -  sin  ^o)  sin  \^o]\,     (27) 

L  X  \^  V  X  X^  Xc  /  X    J) 

where 


q  =  2v^.  2o=  x„  and  7 90°. 


(28) 


In  this  case  an  oscillating  term  always  exists  whatever  the 
Value  of  d^,  that  is,  the  point  of  the  wave,  where  the  circuit  is 
started. 

The  frequency  of  oscillation  therefore  is 


^•-.-/"^v/|-,4 


or,  approximately. 


=  v/i/, 


(29) 


where  /  =  fundamental  frequency. 
Substituting  i  =  2  rrfL  and  x^  =        ,,,  we  have 


2KfC 


-iv/H 


■^      2>r  V  (ji     4L«' 


or,  approximately, 


/.= 


^ns/UD 


(30) 
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60.  The  oscillating  start,  or,  in  general,  change  of  circuit 
conditions,  is  the  most  important,  since  in  circuits  containing 
capacity  the  transient  effect  is  almost  always  oscillating. 

The  most  common  examples  of  capacity  are  distributed 
capacity  in  transmission  lines,  cables,  etc.,  and  capacity  in  the 
form  of  electrostatic  condensers  for  neutralizing  lagging  currents, 
for  constant  potential-constant  current  transformation,  etc. 

(a)  In  transmission  lines  or  cables  the  charging  current  is  a 
fraction  of  full-load  current  i,,,  and  the  e.m.f.  of  self-inductance 
consumed  by  the  line  reactance  is  a  fraction  of  the  impressed 
e.m.f.  e^.   Since,  however,  the  charging  current  is  (approximately] 

=  —  and  the  e.m.f.  of  self-inductance  =  n'    we  have 


hence,  multiplying, 


0     ^    •         • 


—  <  1  and  X  <  Xc. 


The  resistance  r  is  of  the  same  magnitude  as  x;  thus 

ixXc  >  r^. 

For  instance,  with  10  per  cent  resistance  drop,  30  per  cent 
reactance  voltage,  and  20  per  cent  charging  current  in  the  line, 
assuming  half  the  resistance  and  reactance  as  in  series  with  the 
capacity  (that  is,  representing  the  distributed  capacity  of  the 
line  by  one  condenser  shunted  across  its  center)  and  denoting 


p-'r 

where  e^ 

=  impressed  voltage,  i^  =  full-load  cui 

^'=0^  =  ^^' 

X  =  0.5  X  0.3  p  =  0.15  p, 

r  =  0.5  X  0.1  p  =  0.05  p, 

and 

r-^x-^Xc=  1h-3-^  100, 

and 

4xx,  -^r'  =  1200  -f-  1. 
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In  this  case,  to  make  the  start  non-oscillating,  we  must  have 

X  <  -TT^r,  or  X  <  0.000125  p,  which  is  not  possible;  or  r  >  py/S, 

which  can  be  done  only  by  starting  the  circuit  through  a  very 
large  non-inductive  resistance  (of  such  size  as  to  cut  the  starting 

current  down  to  less  than  —^  of  full-load  current).     Even  in 

V3 

this  case,  however,  oscillations  would  appear  by  a  change  of 

load,  etc.,  after  the  start  of  the  circuit. 

(6)  When  using  electrostatic  condensers  for  producing  watt- 
less leading  currents,  the  resistance  in  series  with  the  condensers 
is  made  as  low  as  possible,  for  reasons  of  efficiency. 

Even  with  the  extreme  value  of  10  per  cent  resistauice,  or 

r  ^  Xc  =  1  -^  10,  the  non-oscillating  condition  is  x  <  —  r,  or 

0.25  per  cent,  which  is  not  feasible. 
In  general,  if 

X  consumes 1  2  4  9  16  per  cent  of  the  con- 
denser potential 
diflference, 

r  must  consume  >  20  28.3  40  60  80  per  cent  of  the  con- 
denser potential 
diflference. 

That  is,  a  very  high  non-inductive  resistance  is  required  to 
avoid  oscillations. 

The    frequency   of  oscillation    is  approximately  f^  =  y  —  / 

JO 

that  is,  is  lower  than  the  impressed  frequency  if  Xc  <  x  (or  the 
permanent  current  lags),  and  higher  than  the  impressed  fre- 
quency if  Xc  >  X  (or  the  permanent  current  leads).  In  trans- 
mission Unes  and  cables  the  latter  is  always  the  case. 

p . 
Since  in  a  transmission  line— is  approximately  the  charging 

X 

current,  as  fraction  of  full-load  current,  and  -  half  the  line 

P 
e.m.f.  of  self-inductance,  or  reactance  voltage,  as  fraction  of 

impressed  voltage,  the  following  is  approximately  true: 
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The  frequency  of  oscillation  of  a  transmission  line  is  the 
impressed  frequency  divided  by  the  square  root  of  the  product 
of  charing  current  and  of  half  the  reactance  voltage  of  the  line, 
given  respectively  as  fractions  of  full-load  current  and  of  im- 
pressed voltage.  For  instance,  10  j)er  cent  charpng  current, 
20  per  cent  reactance  voltage,  gives  an  oscillation  frequency 
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Fig.  23.     Starling  of  an  alterDating-cuirenC  circuit  baring  capacltj,  inductance 
and  resistAOce  in  sericB.     Oscillating  Btort  of  transmission  line. 


61.  In  Figs.  23  and  24  is  ^ven  as  example  the  start 
of  current  in  a  circuit  having  the  constants,  E  =  35,000 
cos  (fl  —  tfj;  r  =  5  ohms;  i  =  10  ohms,  and  ij  =  1000  ohms. 

In  Fig.  23  for  d^=  0°,  or  approximately  maximum  oscilla- 
tion, 

i 35[sinfl-  lOs-^^sin  10  Cj 

and 

e,  =35,000  {cosff-  r  ""'[cos  lOfl  +  0.0258in  lOfl]}. 

In  Fig.  24  fur  6^  =  90°,  or  approximately  minimum  oscilla- 
tion, 

I  =  35  {cosff  -  (-""'coslOtfj 
and 

e^  =  35,000  {sin  I?  +  0.1  s-^^'sin  lOff). 

As  seen,  the  frequency  i.s  10  times  the  fundamental,  and  in 
starting  the  potential  difference  nearly  doubles. 
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As  further  example,  Fig.  25  shows  the  start  of  a  circuit  of  a 
frequency  of  oscillation  of  the  same  magnitude  as  the  funda- 
mental, in  resonance  condition,  x  =  x^,  and  of  high  resistance. 


4                   nn'srH 

M    U    1         ii  «:ld 

-  J4kX\   ■        rt  i  =5- 

/  T^\          1    1  T 

■  1 1 1  \ /"i"~^^  ' \ 

\  aJVi  'N     '^ 

-:^7~\-i:C'^ 

^ji^^-^-^u^i  1  1 

-z>>^-     '^^=^^& 

rx^r                            1     ^i 

l^~     ^-      !     !              ■                                    1         ■ 

ffO        i  ;      j                     1     i 

Rg.  24.    Starting  of  an  alternating-current  circuit  having  capacity,  inductance 
aud  resiBtance  iu  Mries.    Oscillating  start  of  tnuiamission  line. 

The  circuit  constants  are  £  =  1500  volta;  r  =  30  ohms; 
J  =  20  ohms;  x^  "  20  ohms,  and  (?,,=  —  7;  which  give 
\  =  26.46;  z,  =■  30;  7  =  0,  and  9^  =  0. 
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Fig.  25.    Starting  of  an  altemating-euiTent  circuit  having  capacity.  Inductance 
and  reristance  in  seriea.    Oscillating  starL     High  resistance. 


Substituting  in  equations  (24)  and  (25)  ^ves 

t  =  50  { cos  <?  -  «-  • "  *  [cos  0.661  6  -  1.14  sin  0.661  tf]  J 
jid 
e.  =  lOOOlainfl-  1.61 1"""*  sin  0.661  fll. 
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As  example  of  an  oscillation  of  long  wave,  F^g.  26  represents 
the  start  of  a  circuit  having  the  constants  E  =■  1500  volte; 
r  =  10  ohms;  x  =  62.5  ohms;  Xg  =  10  ohms,  and  A,  —  —  7; 
which  give  q  =  49;  z,  =  53.4;  7  =  79°,  and  ^,  -  -  79". 

Substituting  in  equations  (24)  and  (25)  gives 

1-28  \cosO  -  (-••'•[cos0.39tf  -  0.2  sin 0.39 i?]| 
and 

e,  -  280  [sintf  -  2.55£- »*•* sin  0.396 fl|. 
Such  slow  oscillations  for  instance  occur  in  a  transmission  line 
connected  to  an  open  circuited  transformer. 

62.  While  in  the  preceding  examples,  Figs.  23  to  26,  con- 
stants of  transmission  lines  have  been  used,  as  will  be  shown 
in  the  following  chapters,  in  the  case  of  a  transmiiwon  line 
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Fig.  26.    Suiting  of  on  alteroating-cnrrMit  clnmlt  hsTlng  Mpacity,  IndDetum 
and  resistance  in  aeriea.    OBcillatIng  aun  of  long  period. 

with  distributed  capacity  and  inductance,  the  oscillation  does 
not  consist  of  one  definite  frequency  but  an  infinite  series  of 
frequencies,  and  the  preceding  discussion  thus  approximates 
only  the  fundamental  frequency  of  the  system.  This,  however, 
is  the  frequency  which  usually  predominates  in  a  high  power 
low  frequency  surge  of  the  system. 

In  an  underground  cable  system  the  preceding  discussion 
applies  more  closely,  since  in  such  a  system  capacity  and  induc- 
tance are  more  nearly  localized:  the  capacity  is  in  the  under- 
ground cables,  which  are  of  low  inductance,  and  the  inductance 
is  in  the  generating  system,  which  has  practically  no  capacity. 

In  an  underground  cable  system  the  tendency  therefore  is 
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either  towards  a  local,  very  high  frequency  oscillation,  or  travel- 
ing wave,  of  very  limited  power,  in  a  part  of  the  cables,  or  a  low 
frequency  high  power  surge,  frequently  of  destructive  magnitude, 
of  the  joint  capacity  of  the  cables,  against  the  inductance  of  the 
generating  system. 

63.  The  physical  meaning  of  the  transient  terms  can  best  be 
understood  by  reviewing  their  origin. 

In  a  circuit  containing  resistance  and  inductance  only,  but  a 
single  transient  term  appears  of  exponential  nature.  In  such  a 
circuit  at  any  moment,  and  thus  at  the  moment  of  start,  the 
current  should  have  a  certain  definite  value,  depending  on 
the  constants  of  the  circuit.  In  the  moment  of  start,  however,  the 
current  may  have  a  different  value,  depending  on  the  preceding 
condition,  as  for  instance  the  value  zero  if  the  circuit  has  been 
open  before.  The  current  thus  adjusts  itself  from  the  initial 
value  to  the  permanent  value  on  an  exponential  curve,  which 
disappears  if  the  initial  value  happens  to  coincide  with  the  final 
value,  as  for  instance  if  the  circuit  is  closed  at  the  moment  of 
the  e.m.f.  wave,  when  the  permanent  current  should  be  zero. 
The  approach  of  current  to  the  permanent  value  is  retarded  by 
the  inductance,  accelerated  by  the  resistance  of  the  circuit. 

In  a  circuit  containing  inductance  and  capacity,  at  any 
moment  the  current  has  a  certain  value  and  the  condenser  a 
certain  charge,  that  is,  potential  difference.  In  the  moment  of 
start,  current  intensity  and  condenser  charge  have  definite 
values,  depending  on  the  previous  condition,  as  zero,  if  the 
circuit  was  open,  and  thus  two  transient  terms  must  appear, 
depending  upon  the  adjustment  of  current  and  of  condenser 
e.m.f.  to  their  permanent  values. 

Since  at  the  moment  when  the  current  is  zero  the  condenser 
e.m.f.  is  maximum,  and  inversely,  in  a  circuit  containing  induc- 
tance and  capacity,  the  starting  of  a  circuit  always  results  in  the 
appearance  of  a  transient  term. 

If  the  circuit  is  closed  at  the  moment  when  the  condenser 
e.m.f.  should  be  zero,  that  is,  about  the  maximum  value  of  cur- 
rent, the  transient  term  of  current  cannot  exceed  in  amplitude  its 
final  value,  since  its  maximum  or  initial  value  equals  the  value 
which  the  current  should  have  at  this  moment.  If,  however, 
the  circuit  is  closed  at  the  moment  where  the  current  should  be 
zero  and  the  condenser  e.m.f.  maximum,  the  condenser  being 
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without  charge  acts  in  the  first  moment  like  a  short  circuit,  that 
is,  the  current  begins  at  a  value  corresponding  to  the  impressed 
e.m.f.  divided  by  the  line  impedance.  Thus  if  we  neglect  the 
resistance  and  if  the  condenser  reactance  equals  v?  times  line 
reactance,  the  current  starts  at  v?  times  its  final  rate;  thus  it 
would,  in  a  half  wave,  give  v?  times  the  full  charge  of  the  con- 
denser, or  in  other  words,  charge  the  condenser  in  -  of  the  time 

n 

of  a  half  wave.    That  is,  the  period  of  the  starting  current  is 

-  and  the  amplitude  n  times  that  of  the  final  current.     How- 

^  1 

ever,  as  soon  as  the  condenser  is  charged,  in  -  of  a  period  of 

n 

the  impressed  e.m.f.,  the  magnetic  field  of  the  charging  current 

produces  a  return  current,  discharging  the  condenser  again  at 

the  same  rate. 

Thus  the  normal  condition  of  start  is  an  oscillation  of  such  a 
frequency  as  to  give  the  full  condenser  charge  at  a  rate  which 
when  continued  up  to  full  frequency  would  give  an  amplitude 
equal  to  the  impressed  e.m.f.  divided  by  the  line  reactance. 
The  effect  of  the  line  resistance  is  to  consume  e.m.f.  and  thus 
dampen  the  oscillation,  until  the  resistance  consumes  during  the 
condenser  charge  as  much  energy  as  the  magnetic  field  would 
store  up,  and  then  the  oscillation  disappears  and  the  start  becomes 
exponential. 

Analjrtically  the  double  transient  term  appears  as  the  result 
of  the  two  roots  of  a  quadratic  equation,  as  seen  above. 


CHAPTER  Vni. 

N  FREQUENCY  SURGES  IN  HIGH  POTENTIAL  SYSTEMS. 

u  In  electric  circuits  of  considerable  capacity,  that  is,  in 
nded  high  potential  systems,  as  long  distance  transmission 

and  underground  cable  systems,  occasionally  destructive 

potential  low  frequency  surges  occur;  that  is,  oscillations 
le  whole  system,  of  the  same  character  as  in  the  case  of 
ized  capacity  and  inductance  discussed  in  the  preceding 
iter. 

hile  a  system  of  distributed  capacity  has  an  infinite  number 
equencies,  which  usually  are  the  odd  multiples  of  a  funda- 
bal  frequency  of  oscillation,  in  those  cases  where  the 
amental  frequency  predominates  and  the  effect  of  the 
3r  frequencies  is  negligible,  the  oscillation  can  be  approxi- 
d  by  the  equations  of  oscillation  given  in  Chapters  V  and 
which  are  far  simpler  than  the  equations  of  an  oscillation 
system  of  distributed  capacity. 

ch  low  frequency  surges  take  in  the  total  system,  not  only 
transmission  lines  but  also  the  step-up  transformers,  gen- 
►rs,  etc.,  and  in  an  underground  cable  system  in  such  an 
Ation  the  capacity  and  inductance  are  indeed  localized  to 
tain  extent,  the  one  in  the  cables,  the  other  in  the  generating 
m.  In  an  underground  cable  system,  therefore,  of  the 
te  series  of  frequencies  of  oscillations  which  theoretically 
,  only  the  fundamental  frequency  and  those  very  high 
ionics  which  represent  local  oscillations  of  sections  of 
s  can  be  pronounced,  and  the  first  higher  harmonics  of  the 
imental  frequency  must  be  practically  absent.  That  is, 
ations  of  an  underground  cable  system  are  either 

Low  frequency  high  power  surges  of  the  whole  system, 
requency  of  a  few  hundred  cycles,  frequently  of  destructive 
tcter,  or. 

Very  high  frequency  low  power  oscillations,  local  in 
^ter,  so  called  "static,''  probably  of  frequencies  of  hundred 
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thousands  of  cycles,  rarely  directly  destructive,  but  indirectly 
harmful  in  their  weakening  action  on  the  insulation  and  the 
possibility  of  their  starting  a  low  frequency  surge. 

The  former  ones  only  are  considered  in  the  present  chapter. 
Their  causes  may  be  manifold,  —  changes  of  circuit  conditions,  as 
starting,  opening  a  short  circuit,  existence  of  a  flaring  arc  on  the 
system,  etc. 

In  the  circuit  from  the  generating  system  to  the  capacity  of 

the  transmission  line  or  the  underground  cables,  we  have  always 

4L  . 

r*  <  -?7-;  that  is,  the  phenomenon  is  always  oscillatory,  and 

equations  (24)  and  (25),  Chapter  VII,  apply,  and  for  the  cwrreni 
we  have 


«i 


t  —  cosid-d„-y)+e~^   \\i^--cos(e^+y)\cos^d 

Zg  (L  2,  J  JZ 

and  for  the  condenser  potential  we  have 

— '8in(5-<?,-y)  +r^  *  j \e,+  — '  sin(<?,+y)l  co8^<? 

(2) 

66.  These  equations  (1)  and  (2)  can  be  essentially  simplified 
by  neglecting  terms  of  secondary  magnitude. 

Xc  is  in  high  potential  transmission  lines  or  cables  alwa}rs  very 
large  compared  with  r  and  x. 

The  full-load  resistance  and  reactance  voltage  may  vary 
from  less  than  5  per  cent  to  about  20  per  cent  of  the  impressed 
e.m.f.,  the  charging  current  of  the  line  from  5  per  cent  to 
about  20  per  cent  of  full-load  current,  at  normal  voltage  and 
frequency. 

In  this  case,  x^  is  from  25  to  more  than  400  times  as  large  as  r 
or  X,  and  r  and  x  thus  negligible  compared  with  x^. 
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It  is  then,  in  close  approximation : 


^0    ^  ^C> 


q=2Vxx„ 


TC 


7=  -  2  =  -90». 


(3) 


Substituting  these  values  in  equations  (1)  and  (2)  gives  the 
current  as 


E 

i= sin(^-^^)  +  € 


f. 


eo+rio 


2Vx" 


X,      2Vxx, 


-^•j[to-|sin^,]cosV^^I? 

(2  cos  6,+  ^  sin  ^,)1  sin  ^0 1 ,      (4) 


and  the  potential  difference  at  the  condenser  as 

64  =  Ecos{0  -  d^)  +  e~ 2^*  j [e^  -  E  cos  flj  cos  y-5 


L      4  Vxx^ 


E 


4  VxXc  4  vxx. 


1         /F    ) 
(2r  cos  »o  +  4 X  sin  /?o)  sin  i/— ^(  • 


These  equations  consist  of  three  terms: 

i  =  i'  +  i"  +  i'", 

6j  =^  6j     T"  6|       '    ^1      > 

i'  =  -  -  sin  ((?  -  <?,), 
e/  =  ^cos(d-«,); 


(5) 


(6) 
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7/             ^    "TZ^  y   •     /J 
i"  = e    2  X    ^  sin  ^^^  COS 


+  ^  / —  sin  0^ 


XX. 


costf, 


6/'  =    —  J?€     2  X     )  COS  ^^^  COS 


COS  tf. 


or,  by  dropping  terms  of  secondary  order, 


i''  = 


:€    2x    cos^nSm 


Vx 


inyf^, 


-^0 


and: 


6/'  =  -^6    ^x-costf.cosy^tf; 


i'"  =  e    2  X    ^  t^  cos 


e!"  =  €   ^'   ^6^  cos 


2  6„  +  n 


z=i=^sinv  — 


2v^ 


d 


^  4\/xx^ 

or,  by  dropping  terms  of  secondary  order, 


sm 


v/f 


e 


'"'  =  r      2x*  L* 


I        =  € 


y^X^  cos 


VJ 


g ///  =  J    2 X*  J  g^  COS  y/-^ /?  +  t^  Vx X.  sm 
Thus  the  ioiol  current  is  approximately 


^  X    S 


E  -^9 


i  = sin(/?  -  O  +  « 


i^cos 


v^ 


5 


e^  —  E  cos  ^j, 


Vx" 


-vfoj 


and  the  difference  of  •potential  at  the  condenser  is 
e^  =  E  cos  (d  -  d^  +  e    ^'   Ue,  -  £:  cos  tf,)  cos 


(7) 


(8) 


(9) 


(10) 


.  (11) 


e 


+  i.v^ 


XX,  sm 


inv/|.| 
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Of  the  three  terms:  i\  e/;  t",  e/';  i'",  e/",  the  first  obviously 
represents  the  stationary  condition  of  charging  current  and  con- 
denser potential,  since  the  two  other  terms  disappear  for  ^  =  oo . 

The  second  term,  i",  e/\  represents  that  component  of  oscilla- 
tion which  depends  upon  the  phase  of  impressed  e.m.f.,  or  the 
point  of  the  impressed  e.m.f.  wave,  at  which  the  oscillation 
begins,  while  the  third  term,  i''',  e/'',  represents  the  component 
of  oscillation  which  depends  upon  the  instantaneous  values  of 
current  and  e.m.f.  respectively,  at  the  moment  at  which  the 

oscillation  begins,   e     'is  the  decrement  of  the  oscillation. 
66.  The  frequency  of  oscillation  is 


/. 


=v4/. 


where  /  is  the  impressed  frequency.  That  is,  the  frequency  of 
oscillation  equals  the  impressed  frequency  times  the  square  root 
of  the  ratio  of  condensive  reactance  and  inductive  reactance  of 
the  circuit,  or  is  the  impressed  frequency  divided  by  the  square 
root  of  inductance  voltage  and  capacity  current,  as  fraction  of 
impressed  voltage  and  full-load  current. 
Since 

...^  and  X- 2^4 

the  frequency  of  oscillation  b 

1 
/,= 


27cVCL' 


that  is,  is  independent  of  the  frequency  of  the  impressed  e.m.f. 
Substituting 

e  =  2  nft,     X,  =  -—,     and      X  =  2  nfL 
in  equations  (8),  (10),  and  (11),  we  have 

=  y^  J?e~^'cos<?,sin     ' 


i" 


VUL 


-Jl'       -  t 


e,"  =-  Ee   ^'^  cos 5, cos 


Vol' 


(12) 
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:tii 2l' 


1'"  =  «    "~   u»co3 — zz^  — e,  y  — sin 


VCL  *  L,       s/CL 


e,    =  e  <  e.  cos  — r=-  +  1. 1/  t:  sin    , ••  * 


-TT'  , 

t 2  7:fCEsm(d-e.)+e   ^^   ]Lcos 


f  (13) 


'"'VCL 

IC  t     ) 

-  (e, -^cos(?jy^sin-— j, 


e^  =  Ecos(d  -  d^)+  t   ^'^   \{e^-  E  cos  «,)  cos 


(14) 


V'CL 

The  oscillating  terms  of  these  equations  are  independent  of 
the  impressed  frequency.  That  is,  the  oscillating  currents  and 
potential  differences,  caused  by  a  change  of  circuit  conditions 
(as  starting,  change  of  load,  or  opening  circuit),  are  independent 
of  the  impressed  frequency,  and  thus  also  of  the  wave  shape  of 
the  impressed  e.m.f.,  or  its  higher  harmonics  (except  as  regards 
terms  of  secondary  order). 

The  first  component  of  oscillation,  equation  (12),  depends 
not  only  upon  the  line  constants  and  the  impressed  e.m.f.,  but 
principally  upon  the  phase,  or  the  point  of  the  impressed  e.m.f. 
wave,  at  which  the  oscillation  starts;  however,  it  does  not 
depend  upon  the  previous  condition  of  the  circuit.  Therefore 
this  component  of  oscillation  is  the  same  as  the  oscillation 
produced  in  starting  the  transmission  line,  that  is,  connecting 
it,  unexcited,  to  the  generator  terminals. 

There  exists  no  point  of  the  impressed  e.m.f.  wave  where  no 
oscillation  occurs  (while,  when  starting  a  circuit  containing 
resistance  and  inductance  only,  at  the  point  of  the  impressed 
e.m.f.  wave  where  the  final  current  passes  zero  the  stationary 
condition  is  instantly  reached). 

With  capacity  in  circuit,  any  change  of  circuit  conditions 
involves  an  electric  oscillation. 
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The  maximum  intensities  of  the  starting  oscillation  occur 
near  the  value  0^  =  0,  and  are 


»yf 


E 


Vzx. 


and 


^    2x*  sint/^^ 

▼  X 

2^      COS  v/— tf. 


Since 


c/'  =  -  £  e 


t'  =  -  -sin(»-/9J 


(15) 


is  the  stationary  value  of  charging  current,  it  follows  that  the 
maximum  intensity  which  the  oscillating  current,  produced  in 

starting  a  transmission  line,  may  reach  is  \/ —   times  the  sta- 

▼  X 

tionary  charging  current,  or  the  initial  current  bears  to  the 
stationary  value  the  same  ratio  as  the  frequency  of  oscillation 
to  the  impressed  frequency. 

The  maximum  oscillating  e.m.f.  generated  in  starting  a  trans- 
mission line  is  of  the  same  value  as  the  impressed  e.m.f.  Thus 
the  maximum  value  of  potential  difference  occurring  in  a  trans- 
mission line  at  starting  is  less  than  twice  the  impressed  e.m.f. 
and  no  excessive  voltages  can  be  generated  in  starting  a  circuit. 

The  minimum  values  of  the  starting  oscillation  occur  near 


^o  =*  90°i  ^^d  *^re,  from  equations  (7), 


:tf 


—  £   -^^  cos 


v^» 


and 


w^ 


Ee    ''%in 


V^^; 


(16) 


that  is,  the  oscillating  current  is  of  the  same  intensity  as  the 
charging  current,  and  the  maximum  rush  of  current  thus  is 
less  than  twice  the  stationary  value.  The  potential  difference 
in  the  circuit  rises  only  little  above  the  impressed  e.m.f. 

The  second  component  of  the;  oscillation,  equation  (13),  does 
not  depend  upon  the  point  of  the  impressed  e.m.f.  wave  at 
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which  the  oscillation  starts,  0^,  nor  upon  the  impressed  e.m.f.  as 
a  whole,  E,  but,  besides  upon  the  constants  of  the  circuit,  it 
depends  only  upon  the  instantaneous  values  of  current  and  of 
potential  difference  in  the  circuit  at  the  moment  when  the 
oscillation  starts,  \  and  6,,. 

Thus,  if  %  =  0,  c^  =  0,  or  in  starting  a  transmission  line, 
unexcited,  by  connecting  it  to  the  impressed  e.m.f.,  this  term 
disappears.  It  is  this  component  which  may  cause  excessive 
potential  differences.  Two  cases  shall  more  fully  be  discussed, 
namely : 

(a)  Opening  the  circuit  of  a  transmission  line  under  load,  and 
(6)  rupturing  a  short-circuit  on  the  transmission  line. 

67.  (a)  If  i^  is  the  instantaneous  value  of  full-load  current, 
e^  the  instantaneous  value  of  difference  of  potential  at  the 

condenser,  ri©  is  small  compared  with  6^,  and  Vxx^  \  is  of  the 
same  magnitude  as  6^. 
Writing 

tan5  =  -:   ^^ 


\Vxxi 


and  substituting  in  equations  (10),  we  have 


and 


=  v/^TTTT^e"  ^'  sin  (y^  0  +  *); 


(17) 


that  is,  the  amplitude  of  oscillation  isV/i '  +-^  for  the  current, 

and  \/e^  +  i^x  x^  for  the  e.m.f.  Thus  the  generated  e.m.f. 
can  be  larger  than  the  impressed  e.m.f.,  but  is,  as  a  rule,  still  of 
the  same  magnitude,  except  when  x^  is  very  large. 

In  the  expressions  of  the  total  current  and  potential  difference 
at  condenser,  in  equations  (11),  (e,,  —  J?  cos  0^  is  the  difference 
between  the  potential  difference  at  the  condenser  and  the 
impressed  e.m.f.,  at  the  instant  of  starting  of  the  oscillation,  or 
the  voltage  consumed  by  the  line  impedance,  and  this  is  small 
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if  the  current  is  not  excessive.    Thus,  neglecting  the  terms  with 
{e^  —  £  cos  d^),  equations  (11)  assume  the  form 


and 


i  =  -  :^sin  (tf  -  d,)  +  V  ^'''cos  v/-  e 

c,  =  ^  COS  (»  -  0,)  +  \ >/Fx,e"^ %inv/ ^ 6] 


(18) 


that  is,  the  oscillation  of  current  is  of  the  amplitude  of  full-load 
current,  and  the  oscillation  of  condenser  potential  difference  is 

of  the  amplitude  i^^^x  x^- 

X  Xg  is  the  ratio  of  inductance  voltage  to  condenser  current,  in 
fractions  of  full-load  voltage  and  current.    We  have,  therefore, 


Wx  x^  =  h\p" 


Thus  in  circuits  of  very  high  inductance  L  and  relatively  low 

capacity  C,  i^Vx  x^  may  be  much  higher  than  the  impressed 

e.m.f.,  and  a  serious  rise  of  potential  occur  when  opening  the 
circuit  under  load,  while  in  low  inductance  cables  of  high  capacity 

i^\/xx^  is  moderate;  that  is,  the  inductance,  by  tending  to 
maintain  the  current,  generates  an  e.m.f.,  producing  a  rise  in 
potential,  while  capacity  exerts  a  cushioning  effect.  Low 
inductance  and  high  capacity  thus  are  of  advantage  when 
breaking  full-load  current  in  a  circuit. 

68.  (6)  If  a  transmission  line  containing  resistance,  induc- 
tance, and  capacity  is  short-circuited,  and  the  short-circuit 
suddenly  open^  at  time  f  =  0,  we  have,  for  i  <  0, 


e.  =  0 


and 

where 
and 


t  = 


E 

■-COS(tf-  e^-  y), 
Z 


z  =  Vr^  +  2? 


tan  y  =  -; 

r 


(19) 
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thus,  at  time  1=^0, 


\  =  -cos  (<?,  +  y). 
z 


(20) 


Substituting  these  values  of  e^  and  \  in  equations  (9)  gives 
i'''  =  :?co8(0o+y)«"^*  i  cos  yJ^e ^sin  t/5  e\ 


and 


--^ 


cos  (^0  +  y)e 


-T.' 


V. 


XX,  sin 


'"Vl"' 


or,  neglecting  terms  of  secondary  magnitude. 


i'''  =  :?r^' 


cos  (^o+>)  cosv  — tf 


v/5 


and 


e/"  = '  €         cos 


(»,  +  y)sinv/^l?; 


(21) 


that  is,  i'"  is  of  the  magnitude  of  short-circuit  current,  and 
e^^'  of  higher  magnitude  than  the  impressed  e.m.f.,  since  z  is 

small  compared  with  Vxx^. 

The  total  values  of  current  and  condenser  potential  difference, 
from  equation  (11),  are 

t  = sm  (^  —  0^  +  J?€  \ -^ — -' 

X-  "  {  z 


v/| 


/I    .     COS^o 


^s/^e\ 


and 


6^  =  -B  cos  (5  -  5^^)  -  E6 
Tx^  cos  (»,,  +  y) 


cos  ^^  cos 


inv/|4 


v^l 


5 


(22) 
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(proximately,  since  all  terms  are  negli^ble  compared  with 
id  e,'", 


t  =  -«  *'  cos  (d.  +  r)  cosKf -^ e 

9.  »      T 


^^'.  =^'''co8(<?,+  r)8iny/5fl. 


(23) 


ese  values  are  a  maximum,  if  the  circuit  is  opened  at  the 
ent  9^  =  —  J,  that  is,  at  the  maximum  value  of  the  short- 
it  current,  and  are  then 


2  T    rr 


«•  = 


Vxx_ 


Et 


''^An^e. 


(24) 


e  amplitude  of  oscillation  of  the  condenser  potential  dif- 
ce  is 


zx. 


E, 


leglecting  the  line  resistance,  as  rough  approximation, 

8, 


▼     X 


is,  the  potential  difference  at  the  condenser  is  increased 
e  the  impressed  e.m.f.  in  the  proportion  of  the  square  root 
e  ratio  of  condensive  reactance  to  inductive  reactance,  or 
•sely  proportional  to  the  square  root  of  inductance  voltage 
5  capacity  current,  as  fraction  of  the  impressed  voltage  and 
ull-load  current.  Thus,  in  this  case,  the  rise  of  voltage  is 
isive. 

e  minimum  intensity  of  the  oscillation  due  to  rupturing 
rcircuit  occurs  if  the  circuit  is  broken  at  the  moment 
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Oq  =  90°  —  r,  that  is,  at  the  zero  value  of  the  short-circuit  current. 
Then  we  have 

i= cos  {0  +  y)+     g    2x  sin  y- sin v/—^ 

and 


c,  =  £sin(^ -f  r)  -  J5?£    ^x^iny-cosi/^^; 


(25) 


that  is,  the  potential  difference  at  the  condenser  is  less  than  twice 
the  impressed  e.m.f.;  therefore  is  moderate.    Hence,  a  short- 
circuit  can  be  opened  safely  only  at  or  near  the  zero  value  of  the 
short-circuit  current. 
The  phenomenon  ceases  to  be  oscillating,  and  becomes  an 

ordinary  logarithmic  discharge,  if  Vr*—  4  zx^  is  real,  or 


r  >  2  Vxx^. 

Some  examples  may  illustrate  the  phenomena  discussed  in  the 
preceding  paragraphs. 

69.  Let,  in  a  transmission  line  canying  100  amperes  at  full 
load,  under  an  impressed  e.m.f.  of  20,000  volts,  the  resistance 
drop  =  8  per  cent,  the  inductance  voltage  =  15  per  cent  of  the 
impressed  voltage,  and  the  charging  ciurent  =8  per  cent  of  fuU- 
load  current.  Assuming  1  per  cent  resistance  drop  in  the 
step-up  transformers,  and  a  reactance  voltage  of  2i  per  cent, 
the  resistance  drop  between  the  constant  potential  generator 
terminals  and  the  middle  of  the  transmission  line  is  then  5  per 
cent,  or  r  =  10  ohms,  and  the  inductance  voltage  is  10  per 
cent,  or  X  =  20  ohms.  The  charing  current  of  the  line  is  8 
amperes,  thus  the  condensive  reactance  x^  =  2500  ohms. 

Then,  assuming  a  sine  wave  of  impressed  e.m.f.,  we  have 

E  =  20,000  \/2  =  28,280  volts; 
i'  ==-  11.3  sin  (^-  6^)] 
e(  =  28,280  cos  {0  -  0^  ; 
i"  =  -  11.3  r '-"'[sin  Q^  cos  11.2  Q  -  11.2  cos  0^ sin  11.2  «], 

and     e/'  =  - 28,280  £-'"* [cos  0^ cos  1 1 .2 ^  +  (0.0222  cos  ^o 

+0.0283sin^o)  sin  11.2^] 
^  -28,280  £-^"' cos ^0 cos  11.2 ^. 
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Therefore  the  oscillations  produced  in  starting  the  trans- 
mission line  are 

i 11.3 [sin  (9  -  ej  +  r'-"'(sin»,cos  11.29 

-  11.2  coe  »,  sin  11.2  8)) 
and      e,  -  28,280  I  COS  (9  -  9J  -«-••-•  [cos  9.  cos  1 1 .2  » 

+  (0.0222  cos  9,  +  0.0283  sin  »,)  sin  1 1 .2  9)  1 
3 28,280 [cos (9-  9,)-i-<'""cos9,Hjsll.29j 


" 
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Fig.  27.    suiting  of  a  truismiMion  line. 
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Fig.  88.    SMftlng  of  a  tmnamlajiion  Use. 

Hence  the  maximum  values  for  9,  —  0,  are 
i  -  -11.3  (Bin9  -  11.2  .-""'  sin  11.2  9) 
and    e,  -  28,280 [cos9-t-*'"  (cos  11.2 9  +  0.0222sin  11.2  9)] 

a-  28,280  (cos  9  -  (-•"'  cos  1 1.2  9), 
and  the  mmimum  values,  for  9,  -  90*,  are 

t  -  11.3  (cos  9  -  «-•■■" cosll.2 9) 
and    e,  .28,280(sin9-0.0283«-""*8inll.29) 
3  28,2808109 
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These  values  are  plotted  in  Kgs.  27  and  28,  with  the  current,  i, 
in  dotted  and  the  potential  difference,  c„  in  drawn  line.  The 
stationary  values  are  plotted  also,  in  thin  lines,  i  and  e',  respec- 
tively. 

(a)  Opening  the  circuit  under  full  load,  we  have 

I  -  -  11.3  Bin  (ff  -  (»,)  +  v-*"'  coe  11.2  B 

and  e,  =.  28,280  cos  (tf  -  ffj  +  224  v"'''"'Bin  11.2  8. 


', 

1 

l,^l« 

!■ 

=P 

- 

»n 

.0 

ia\ 

bu 

r 

\ 

■H 

^j:s- 

/ 

y. 

J  kT\. 

, 

LjL^LIAJ 

' 

, 

\ 

— 

p 

1 — 

~,  \ 

/> 

\u 

'. 

-*- 

4 

\ 

' 

•_ 

' 

\  ;i\    ■! 

1 

7 

-V-. 

\A\\ 

"'J- 

-A 

M-/- 

\ 

.1 

*•— *d 

' 

/ 

',  1 

\ 

; 

/ 

:  1 

- 

; 

', 

\ 

\ 

'l 

/ 

\ 

V 

^ 

\ 

Fig.  39.    Opening  a  loaded  crausmiMlon  lino. 

These  values  are  maximum  for  "o  =■  0  and  non-inductive 
circuit,  or  i^  =  141.4,  and  are 

i  - -11.3  sin  ff+  141.4  (-••"'coe  11.2  9 

and  e.  =  28,280co8fl  +  31,600r-''-»*sinll.2A 

These  values  are  plotted,  in  fig.  29,  in  the  same  manner  as 
Figs.  27  and  28. 
(&)  Rupturing  the  Une  under  short-circuit,  we  have 


and 

and  therefore 


z  =  22.4 

i„  =  1265  cos  (#,  +  r) ; 


-  11.3 sin  {9  -  I?,)  +  1265r''-'"[cos  (fl,  +  f) 
cos  11.2  e  +  0.1  cos  6.  sin  11.2  B\ 
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and    e,  -  28,280  IcoB  (»  -  »J  -  r°-"'[o(iB  ».  cos  11.2  9 
-  10C06(»,  +  r)»inll-2«]l. 

These  values  are  a  maximum  for  fl,,  =  —  ;•  -  —  63*,  thus 

i  -  -  11.3  sin  («  +  63°)  +  1285  •"■"  (cos  11.2  » 
+  0.044  Bin  11.2  0) 
and     «,-  28,280 COB  (»  +  63°)-  282,800 <-••"' (0.044  cos  11.2 » 
-sin  11.2  9); 

that  is,  the  potential  difference  rises  about  tenfold,  to  282,800 
volts.    These  values  are  plotted  in  Fig.  30. 
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Fig.  30.    Opening  a  ahort-cirouited  transmiaslon  line. 

70.  On  an  experimental  10,000-volt,  40-cycle  line,  when  a 
destructive  e.in.f.  was  produced  by  a  ahort-circuiting  arc,  the 
author  observed  a  drop  in  generator  e.m.f.  to  about  5000  volts, 
due  to  the  limited  machine  capacity.  The  resistance  of  the 
system  was  very  low,  about  r  =  1  ohm,  while  the  inductive 
teactance  may  be  estimated  as  x  =  10  ohms,  and  the  condensive 
reactance  as  x^  =  20,000  ohms.  Therefore  tan  ;-  »  10,  or 
approximately,  ;•  =  90**. 

Herefrom  it  follows  that 

i  _  707  r'-"' cos  44.7  5 
tnd 

e,  -  316,000  «-°-"'sin  44.7  (J; 
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that  is,  the  oscillation  has  a  frequency  of  about  1800  cycles  per 
second  and  a  maximum  e.m.f.  of  nearly  one-third  million  volts, 
which  fuUy  accounts  for  its  disruptive  effects. 
71.  As  conclusion,  it  follows  herefrom : 

1.  A  most  important  source  of  destructive  high  voltage 
phenomena  in  high  potential  circuits  containing  inductance  and 
capacity  are  the  electric  oscillations  produced  by  a  change  of 
circuit  conditions,  as  starting,  opening  circuit,  etc. 

2.  These  phenomena  are  essentially  independent -of  the  fre- 
quency and  the  wave  shape  of  the  impressed  e.m.f.,  but  d^ 
pend  upon  the  conditions  under  which  the  circuit  is  changed, 
as  the  manner  of  change  and  the  point  of  the  impressed  e.in.f. 
and  current  wave  at  which  the  change  occurs. 

3.  The  electric  oscillations  occurring  in  connecting  a  trans- 
mission line  to  the  generator  are  not  of  dangerous  potential,  but 
the  osciUations  produced  by  opening  the  transmission  circuit 
under  load  may  reach  destructive  voltages,  and  the  oscillations 
caused  by  interrupting  a  short-circuit  are  liable  to  reach  voltages 
far  beyond  the  strength  of  any  insulation.  Thus  special  pre- 
cautions should  be  taken  in  opening  a  high  potential  circuit 
under  load.  But  the  most  dangerous  phenomenon  is  a  low 
resistance  short-circuit  in  open  space. 

4.  The  voltages  produced  by  the  oscillations  in  open-circuiting 
a  transmission  line  under  load  or  under  short-circuit  are  mod- 
erate if  the  opening  of  the  circuit  occurs  at  a  certain  point  of 
the  e.m.f.  wave.  This  point  approximately  coincides  with  the 
moment  of  zero  current. 


CHAPTER  IX. 


DIVIDED   CIRCUIT. 

72,  A  circuit  consisting  of  two  branches  or  multiple  circuits 
1  and  2  may  be  supplied,  over  a  line  or  circuit  3,  with  an  impressed 
e.m.f.,  e^. 

Let,  in  such  a  circuit,  shown  diagrammatically  in  Fig  31, 
r„  L„  C,  and  r^,  L,,  C,  =  resistance,  inductance,  and  capacity, 
respectively,  of  the  two  branch  circuits  1  and  2;  r^,  L^,  0^  = 


f. 


Fig.  81.     Divided  circuit. 

resistance,  inductance,  and  capacity  of  the  undivided  part  of  the 
circuit,  3.  Furthermore  let  e  =  potential  difference  at  terminals 
of  branch  circuits  1  and  2,  i\  and  i^  respectively  =  currents  in 
branch  circuits  1  and  2,  and  i,  =  current  in  undivided  part  of 
circuit,  3. 

Then 


^3  =  ^i  +  h 

and  e.m.f.  at  the  terminals  of  circuit  1  is 


(1) 


of  circuit  2  is 


,  di,       1    r.   , 


(2) 


(3) 
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and  of  circuit  3  is 

eo  =  e  +  V,  +  L.^  +  1  fi.dt.  (4) 

Instead  of  the  inductances,  L,  and  capacities,  C,  it  is  usuaDy 
preferable,  even  in  direct-current  circuits,  to    introduce  the 

reactances,  x  =  2  ;r/L  =  inductive  reactance,  x^  =      ^^  =  con- 

densive  reactance,  referred  to  a  standard  frequency,  such  as 
f  =  60  cycles  per  second.    Instead  of  the  time  t,  then,  an  angle 

fl  =  2  ;r/i  (5) 

is  introduced,  and  then  we  have 


(6) 


di        X    di  do         di 

'dl^'2l^fdJOdi^^d0 
and 

\,Jidt  =  2  ^fx^J^dd  =  xji  dff, 

It 
since 

Hereby  resistance,  inductance,  and  capacity  are  expressed  in 
the  same  units,  ohms. 

Time  is  expressed  by  an  angle  0  so  that  360  degrees  correspond 
to  ^  of  a  second,  and  the  time  effects  thus  are  directly  com- 
parable with  the  phenomena  on  a  60-cycle  circuit. 

A  better  conception  of  the  size  or  magnitude  of  inductance 
and  capacity  is  secured.  Since  inductance  and  capacity  are 
mostly  observed  and  of  importance  in  alternating-current  cir- 
cuits, a  reactor  having  an  inductive  reactance  of  x  ohms  and 
I  amperes  conveys  to  the  engineer  a  more  definite  meaning  as 
regards  size:  it  has  a  volt-ampere  capacity  of  I'x,  that  is,  the 
approximate  size  of  a  transformer  of  half  this  capacity,  or  of  a 


i'x 


—  -watt  transformer.    A  reactor  having  an  inductance  of  L 
henrys  and  i  amperes,  however,  conveys  very  little  meaning  to 
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the  en^neer  who  is  mainly  familiar  with  the  effect  of  inductance 
in  alternating-current  circuits. 

Substituting  therefore  (5)  and  (6)  in  equations  (2),  (3),  (4), 
gives  the  e.m.f.  in  circuit  1  as 

di  C 

e  =  r,t\  +  ^1  ^  +  ^c^J  ii  dO;  (7) 

in  circuit  2  as 

di  r 

e-r,i,  +  x,-^  +  x,Ji,dd;  (8) 

in  circuit  3  as 

di  r 

«o=  «  +  V«  +  ^0^  +  ^c J  h^;  (9) 

hence,  the  potential  differences  at  the  condenser  terminals  are 

/di 
i,de  =  c-r,i,  -  x,-^,  (10) 


«2=   ^cji2<^   =   «  -   Uh   -   ^2  ^'  (11) 


and 


/d% 
i^dd  =  c,  -  e  -  v,  -  Xo^*-  (12) 


Differentiating  equations  (7),  (8),  and  (9),  to  eliminate  the 
integral,  gives  as  differential  equations  of  the  divided  circuit : 

dH\         di:  .      de  ,^„. 

(Pt*  dt'  ,       de  .... 

dH'  di,  .       de^      de  ,,_. 

Subtracting  (14)  from  (13)  ^ves 
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Multiplying  (15)  by  2,  and  adding  thereto  (13)  and  (14),  gives, 
by  substituting  (1),  i,  =  t,  +  t,, 

(2  X.  +  ^»)  ^  +  (2  r,  +  r,)^+  (2  x^  +  x,>\  + 

(2  X,  +  X,)  ^  +  (2  r,  +  r,)  ^  +  (2  x^  +  x,.)t,  =  2  ^'  •  (17) 

These  two  differential  equations  (16)  and  (17)  are  integrated 
by  the  functions 

t.  =  tV  +  4.e-* 
and  .  (18) 

t,  =  i/  +  4,e— ,  J 

where  i/  and  t/  are  the  permanent  values  of   current,  and 
X,"  =  A,e~"*  and  t,"  =  j4,e~"*  are  the  transient  current  terms. 
Substituting  (18)  in  (16)  and  (17)  pves 

+  Aj*-"*  (a'j,  -  ar^  +  x„)  -  A,*-"*  (a'x,  -  or,  +  x„)  =  0     (19) 

and 

d^i '  di ' 

(2  X,  +  X,)  -^-  +  (2  r.  +  r,)  "^  +  (2  x<,  +  x„)t/  +  (2  x,  + 1,) 

<P?  '  di ' 

I-  +  (2  r,  +  r,)  -^  +  (2  x^  +  xjt,  +  il,e-*{o'(2  x.+x.) 


d(f    '    ^     •  '     ^'  dd 

-  o  (2  r.  +  r.)  +  (2  x^  +  x,,)}  +  A^-'^  {a'  (2  x,  +  x^ 

de 

-o(2r,  +  r,)  +  (2x<,  +  x,.)}  =2-^.  (20) 

73.  For  0  =  00,  the  exponential  terms  eliminate,  and  there 
remain  the  differential  equations  of  the  permanent  terms 
t,'  and  tj',  thus 

/     d't/         di'  .\      I    (PtV         diJ  .\      ^    ,„,, 

and 

(?i '  di ' 

d*! '  di'  dp 

■#  -^  (2r.  +  r,)-^+  (2x,+  x,)tV  =  2-.<'.  (22) 
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rhe  solution  of  these  equations  (21)  and  (22)  is  the  usual 
lation  of  electrical  engineering,  giving  i/  and  i/  as  sine  waves 
the  e.m.f.,  c^,  is  a  sine  wave;  giving  t/  and  i/  as  constant 
antities  if  e^  is  constant  and  x^  and  either  x^^  or  x^^  or  both 
nish,  and  giving  i/  and  i/  =  0  if  either  x^  or  both  x^^  and 
differ  from  zero. 

Subtracting  (21)  and  (22)  from  (19)  and  (20)  leaves  as  dif- 
«ntial  equations  of  the  transient  terms  i/'  and  i/', 


-a# 


{A,  (o»x,  -  ar,  +  x,.)  -  A,  (o'x,  -  ar^  +  x,,)}  =  0     (23) 


(25) 


-"  {A,  [o»  (2  X.  +  X,)  -  a  (2  r.  +  r,)  +  (2  x^  +  x,,)]  +  A, 
[a'  (2  X,  +  X,)  -  a  (2r,  +  r,)  +  (2  x^  +x,.)]}  =  0.  (24) 

Introducing  a  new  constant  B,  these  equations  give,  from  (23), 

A,  =  5  (o'x,  -  ar^  +  xj 
d 

A,  =  B{a*x^  -  ar^  +  x^); 

en  substituting  (25)  in  (24)  pves 

o'x,  -  or,  +  x„)  [a'(2  x,  +  x,)  -  a  (2  r,  +  r,)  +  (2  x^  +  x,,)] 
+  (o'x,  -  ar,  +  x,)[a\2  x,  +  x,)  -  a  (2  r,  +  r,)  +  (2  x^ 
+  X,.)]  =  0,  (26) 

die  B  remains  indeterminate  as  integration  constant. 
Quartic  equation  (26)  gives  four  values  of  a,  which  may  be  all 
d,  or  two  real  and  two  conjugate  imaginary,  or  two  pairs  of 
ijugate  ima^nary  roots. 
Elearranged,  equation  (26)  gives 

(x^,  +  x,x,  +  x,x,)  -  (^  {r^  (x,  +  Xj)  +  r^  (x,  +  x,) 
+  J",  (^«  +  a;,) }  +  a»  { (r/,  +  r/,  +  r^r;)  +  x„  (x,  +  x,) 
+  x^,  (Xt+  Xt)+  X,,  (x,+  X,) }  -  o  {x<^(r,+  r,)+  x,,  (r,+  r,) 
+  x„  (r,  +  r,) }  +  (x^,x,,  +  x<^x^  +  x,,x„)  =  0.  (27) 

Let  Oj,  Oj,  c„  o^  be  the  four  roots  of  this  quartic  equation  (27) ; 
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then 

i,  -  tV  +  B,  ia,%  -  a,r,  +  x,,)  €-«•  +  B,  {a,%  -  a/,  +  x,)  £-** 

+  B,  (a.^j,-  a/,+  x,,)  c--^  +  B,  (a,'x,-  a,r,+  x,,)  f-'  (28) 

and 

i,  =  iV  +  B,  {a,\  -  a/,  +  X J  €-•«•  +  B,  (a,»x,  -  ajr,  +  x^)  e"^ 
+  B,  (a.^x,-  a/,+  xj  €-^+  B,  (a/x,-  a,r,+  xj  f-^  (29) 

where  the  integration  constants  B„  B„  B,  and  B^  are  deter- 
mined by  the  terminal  conditions:  the  currents  and  condeotser 
potentials  at  zero  time,  tf  =  0. 

The  quartic  equation  (27)  usually  has  to  be  solved  by  approxi- 
mation. 

74.  Special  Cases:  Continuous-current  divided  circuit,  with 
resistance  and  inductance  but  no  capacity,  e,  =  constant 


Fig.  82.    Divided  continuous-current  circuit  without  capacity. 

In  such  a  circuit,  shown  diagrammatically  in  Rg.  32,  equations 
(7),  (8),  and  (9)  are  greatly  simplified  by  the  absence  of  the 
integral,  and  we  have 


e  ==  Tji,  +  X, 


do 


and 

(30)  and  (31)  combined  give 


(30) 


(31) 


(32) 


(33) 
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etituting  (1),  i,  =  i^  +  i„  in  (32),  multiplying  it  by  2  and 
g  thereto  (30)  and  (31),  gives 

2  c,=  (2  r,+  r,)  i,+  (2  r,+  r,)  t,+  (2  x,+  x.)  -^ 
+  (2x,+  x,)^. 

lations  (33)  and  (34)  are  integrated  by 

t.  =  t/  +  A..— 

(35) 

etituting  (35)  in  (33)  and  (34)  gives 

-  r,tV)  +  «-«*U,(r,-  ax,)  -  A^{r,  -  ox,)  j  =  0 

(2  r.  +  r,)  i/  +  (2  r,  +  r,)  i/  +  ."'''{A,  [(2  r.  +  r,) 

-  o  (2  X,  +  X,)]  +  A,  [(2  r,  +  r,)-  o  (2  x,  +  x,)]}.  J 

se  equations  resolve  into  the  equations  of  permanent 
thus 

(2  r,  +  r,)  i/  +  (2  r,  +  r,)  i/  -  2  e,. 


(36) 


r»  =  r,r,  +  r/,  +  r,r„  (37) 

le  transient  equations  having  the  coefficients 
A,  (r^  -  ox,)  -  A,  (r,  -  ox,)  =  0 


A,  [(2  r,  +  r,)  -  o  (2  x,  +  x.)]  +  A,  [(2  r,  +  r,) 

-  o  (2  X,  +  X,)]  -  0. 
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Herefrom  it  follows  that 


and 


and 


A^^  B  (r^  -  ax,), 


(38) 


a'  (^0^1  +  ^0^2  +  ^1^2)  -  « [^  (-^1  +  ^2)  +  ^1  (^0  +  ^1) 
+  r,  {x,  +  X,)]  +  {rjr,  -\-  rjr,  +  r/,)  =  0,  (39) 

B  =  indefinite.  (40) 

Substituting  the  abbreviations, 


and 

^0  (^1  +  ^2)  +  ^i  (^0  +  ^2)  +  ^2  (^0  +  ^1)  =  ^0  (^1  +  ^) 
+  ^1  (^  +  ^2)  +  ^2  (^  +  ^1)  =  ^f 

^ves  (39) 

a  V  -  os^  +  r"  =  0, 

hence  two  roots, 

s"  -  q" 


(41) 


(42) 


^^=     2x^ 


and 


5^  +  9^ 


""''    2x?   ' 


(43) 


where 


g*  =  V5*  -  4  r^x'. 


(44) 


The  two  roots  of  equation  (42),  a^  and  a2,  are  always  real,  since 
in  (f 

s*  >  4  r^j?, 

as  seen  by  substituting  (41)  therein. 
The  final  integral  equations  thus  are 


»>-«», 


^'1 = ^0  ;J  +  (^2  -  ^^1^2)  5iS     2  «»    4.  {r^  -  a^,)  B j£ 
and 


r.      ,  .  ^    -?!;i^# 


^'2  =  ^0  ;i  +  (^1  -  «i^i)  5,£     ^  ^    +  (r ,  -  a,x,)  B,e 


2*a 


(45) 
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B^  and  5,  are  determined  by  the  terminal  conditions,  as  the 
currents  i\  and  i,  at  the  start,  0  =  Q. 
Let,  at  zero  time,  or  fl  =  0, 


and 


h  =  \' 


h  =  h'l 


(46) 


then,  substituting  in  (45),  we  have 


and 


^'i"  =  ^0  ^  +  (^2  -  ^i^a)  ^1  +  (^  -  ^2^2)  ^2 


^V  =  «o  ;i  +  (^1  -  «i^i)  ^i  +  (^i  -  «2^i)  ^2; 


(47) 


and  herefrom  calculate  B^  and  By 

76.  For  instance,  in  a  continuous-current  circuit,  let  the 
impressed  e.m.f.,  e^  =  120  volts;  the  resistance  of  the  undivided 
part  of  the  circuit,  r^  =  20  ohms ;  the  reactance,  x^  =  20  ohms ; 
the  resistance  of  one  of  the  branches,  r^  =  20  ohms ;  the  reactance, 
^,  =  40  ohms,  and  the  resistance  of  the  other  branch,  r,  = 
5  ohms,  the  reactance,  x^  =  200  ohms. 

Thus  one  of  the  branches  is  of  low  resistance  and  high  react- 
ance, the  other  of  high  resistance  and  moderate  reactance. 

The  permanent  values  of  the  currents,  (r^  =  600),  are 


and 


i{  =  1  amp. 
t/  =  4  amp. 


(a)  Assuming  now  the  resistance  r^  suddenly  decreased  from 
Tj^  =  20  ohms  to  r^  =  15  ohms,  we  have  the  permanent  values 
of  ciurent  as 


and 


•  / 


V  /  ^ 


1.265  amp. 
5.06  amp. 


The  previous  values  of  currents,  and  thus  the  values  of  currents 
at  the  moment  of  start,  <?  =  0,  are 

ij^  =  1  amp. 
and 

t,®  =  4  amp. 


•       ^ 
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therefrom  follow  the  equations  of  currents,  by  substitution  in 
the  preceding, 

i\  =  1.265  +  0.455  £-••«"•_  0.720  r^-*"*  ^ 
and 

t,  =  5.06  -  1.038  £-••**"•-  0.022  £-••*"• 

(6)  Assuming  now  the  resistance  r^  suddenly  raised  again 
from  r,,  =  15  ohnLs  to  r,,  =  20  ohms,  leaving  everything  else 
the  same,  we  have 

ij»  =  1.265  amp. 
and 

tj®  =  5.06  amp.  ; 

and  then 

i\  =  1  -  0.528 r*"^^+  0.793 £-••"*• 
and 

i,  =  4  +  1.018 r*~"^*+  0.042 r^'^^^  . 

(c)  Assuming  now  the  resistance  r^  suddenly  raised  from 
r^  =  20  olmis  to  r^^  =  25  ohms,  gives 

i,  =  0.828  -  0.374  r*'^***  +  0.546  e"*-'^* 
and 

1,  =  3.312  +  0.649  £-*-^*'*+  0.039  e"*'^*. 

(d)  Assuming  now  the  resistance  r^  lowered  again  from  r^  = 
25  ohms  to  r^j  =  20  ohms,  gives 

i,  =  1  +  0.342  £-*~"^^-  0.514  e-**^** 
and 

i,  =  4  -  0.660  r^-^'^^-  0.028  r^-*^**. 

76.  In  Fig.  33  are  shown  the  variations  of  currents  t\  and  i„ 
resultant  from  a  sudden  vs^riation  of  the  resistance  r^  from  !M 
to  15,  back  to  20,  to  25,  and  back  again  to  20  ohms.  As  seen, 
the  readjustment  of  current  i,,  that  is,  the  current  in  the  induc- 
tive branch  of  the  circuit,  to  its  permanent  condition,  is  very 
slow  and  gradual.  Current  ij,  however,  not  only  changes  very 
rapidly  with  a  change  of  r©,  but  overreaches  greatly;  that  is,  a 
decrease  of  r^  causes  ij  to  increase  rapidly  to  a  temporary  value 
far  in  excess  of  the  permanent  increase,  and  then  gradually  ij 


DIVIDED  CIRCUIT 


IBl 


falls  back  to  ita  normal,  and  inversely  with  an  increase  of  r^. 
Hence,  any  change  of  the  main  current  is  greatly  exaggerated 
in  the  temporary  component  of  current  i,;  a  permanent  change 
of  about  20  per  cent  in  the  total  current  results  in  a  practically 
instantaneous  change  of  the  branch  current  i„  by  about  50  per 
cent  in  the  present  instance. 

Thus,  where  any  effect  should  be  produced  by  a  change  of 
current,  or  of  voltage,  as  a  control  of  the  circuit  effected  thereby, 
the  action  is  made  far  more  sensitive  and  quicker  by  shunting 
the  operating  circuit  i„  of  as  low  inductance  as  possible,  across 
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a  high  inductance  of  as  low  resistance  as  possible.  The  sudden 
and  temporary  excess  of  the  change  of  current  i,  takes  care  of 
the  increased  friction  of  rest  in  setting  the  operating  mechanism 
in  motion,  and  ^ves  a  quicker  reaction  than  a  mechanism 
operated  directly  by  the  main  current. 

This  arrangement  has  been  proposed  for  the  operation  of  arc 
hmps  of  high  arc  voltage  from  constant  potential  circuits. 
The  operating  magnet,  being  in  the  circuit  i„  more  or  less 
anticipates  the  change  of  arc  resistance  by  temporarily  over- 
reaching. 

77.  The  temporary  increase  of  the  voltage,  e,  across  the 
branch  circuit,  ^^,  corresponding  to  the  temporary  excess  current 
of  this  circuit,  may,  however,  result  in  hannful  effects,  as  de- 
struction of  measuring  instruments  by  the  temporary  excess 
Tolta^ 
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Let,  for  instance,  in  a  circuit  of  impressed  continuous  e.m.f., 
Co  -  600  volts,  as  an  electric  railway  circuit,  the  resistance  of 
the  circuit  equal  25  ohms,  the  inductive  reactance  44  ohms. 
This  gives  a  permanent  current  of  i'  =  24  amperes. 

Let  now  a  small  part  of  the  circuit,  of  resistance  r,  =  1  ohm, 
but  including  most  of  the  reactance  x,  =  40  ohms  —  as  a  motor 
series  field  winding  —  be  shunted  by  a  voltmeter,  and  fj  =  1000 
ohms  =  resistance,  Xj  =  40  ohms  =  reactance  of  the  volt- 
meter circuit. 

In  permanent  condition  the  voltmeter  reads  iV  X  600  =  24 
volts,  but  any  change  of  circuit  condition,  as  a  sudden  decrease 
or  increase  of  supply  voltage  e^j  results  in  the  appearance  of  a 
temporary  term  which  may  greatly  increase  the  voltage  impressed 
upon  the  voltmeter. 

In  this  divided  circuit,  the  constants  are :  undivided  part  of 
the  circuit,  r,,  =  24  ohms;  x^  =  4  ohms;  first  branch,  voltmeter 
(practically  non-inductive),  r^  =  1000  ohms,  Xj  =  40  ohms; 
second  branch,  motor  field,  highly  inductive,  r,  =  1  ohm,  x,  = 
40  ohms. 

(a)  Assuming  now  the  impressed  e.m.f.,  e^,  suddenly  dropped 
from  Cf^  =  600  volts  to  e^  =  540  volts,  that  is,  by  10  per  cent, 
gives  the  equations 

i\  =  0.0216  -  0.0806  £-••*«•+  0.0830  «"»•*• 
and 

ij  =  21.6  +  2.407  e-^-«°^-  0.007  r''-'V 

(6)  Assuming  now  the  voltage,  e^,  suddenly  raised  agidn  from 
Co  =  540  volts  to  e^,  ==  600  volts,  gives  the  equations 

I,  =  0.024  +  0.0806  e" '•*"•-  0.0830  r**-'*^ 
and 

i,  =  24  -  2.407  £-••««•+  0.007  r^'-'V 

The  voltage,  e,  across  the  voltmeter,  or  on  circuit  1,  is 

di 

«  =  ^ih  +  ^i3i  =  1000  V  "F  77.9  £-••«•  ±  6.2  e""'^', 

ad  ' 


where  i/  =  c-J 
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„  by  10  per  cent. 
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Hence,  in  case  (a),  drop  of  impressed  voltage, 
e  =  21.6  -  77.9 (-""•+  6.2 r* 

and  in  (b),  rise  of  impressed  voltage, 

c  -  24.0  +  77.9  £-•■"•-  6.2  s-'' 


This  voltage,  e,  in  the  two  cases,  is  plotted  in  Fig.  34.  As 
Been,  during  the  tranation  of  the  voltmeter  reading  from  21.6 
to  24.0  volts,  the  voltage  momentarily  rises  to  95.7  volts,  or 
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Fig.  34.    Voltage  ftorara  inductive  apparatus  in  series  with  circuit  of  high 


four  times  its  permanent  value,  and  during  the  decrease  of 
permanent  volt^  from  24.0  to  21.6  volts  the  voltmeter  momen- 
tarily reverses,  going  to  50.1  volts  in  reverse  direction. 

In  a  high  voltage  direct-current  circuit,  a  voltmeter  shunted 
across  a  low  redstance,  if  tlus  resistance  is  highly  inductive,  is  in 
danger  of  destruction  by  any  sudden  change  of  voltage  or  current 
in  the  circuit,  even  if  the  permanent  value  of  the  voltage  is  well 
within  the  safe  range  of  the  voltmeter. 


CAPACITY  SHUNTING  A  PART  OF  A  CONTINUOUS^^tJRRENT 
CIRCUIT. 

78.  A  cireuit  of  resistance  r,  and  inductive  reactance  /,  is 
shunted  by  the  condensive  reactance  x^,  and  supplied  over  the 
resistance  r,  and  the  inductive  reactance  Xg  by  a  continuous 
impressed  e.m.f.,  e,,  as  shewn  diagrammaticatly  in  fig.  35. 
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In  the  undivided  circuit, 


e  +  rAh  +  h)  +^.U+d^r 


In  the  inductive  branch, 


e  =  r^tj  +  x^ 


dd 


In  the  condenser  branch, 


=  xAi^dd. 


i-^\M55^ 


I*o»  *o 


C.  X. 


AAW 


Lj.Xj 


(4S^ 


(5C 


Fig.  35.    Suppression  of  pulsations  in  direct-current  circuits  by  series  indu« 

tance  and  shunted  capacity. 


Eliminating  e  gives,  from  (48)  and  (49), 

di 


di^ 


do  •   •"''  •  """dQ 


and  from  (49)  and  (50), 


S'^ 


dJd 


Differentiating  (52),  to  eliminate  the  integral, 


(51) 


(52) 


(53) 
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bstituting  (53)  in  (51),  and  rearranging, 

1  (  di 

•erential  equation  of  third  order, 
is  resolves  into  the  permanent  term 


«o- 

(ro 

+  r.)  V. 

% 

*/  = 

'  »\i 

«o 

^f 

+  r/ 

I  transient  term 

»/'- 

•  il. 

r--; 

is, 

•       •  * 

+  ilr 

-a* 

=      *• 

+  4«- 

-a* 

(56) 


(56) 


(57) 


ition  (57)  substituted  in  (54 '  ^ves  as  equation  of  a, 

,  +  r  )'  -  a  (rjr^  +  z^,  +  r^,)  +  c^  (r^,  +  r^x^  -  c»x^,  =  0, 

a*(^+!l)  +  a(!:^  +  3+^)_^^VLri)=.o,     (58) 
vTo     x/         Vx^a;,      Xo      xj  x^^ 

I  A  remains  indefinite  as  integration  constant, 
[nation  (58)  has  three  roots,  a^  a„  and  a„  which  either  are 
liree  real,  when  the  phenomenon  is  logarithmic,  or,  one 
and  two  ima^nary,  when  the  phenomenon  is  oscillating. 
le  integral  equation  for  the  current  in  branch  1  is 


e 


+  A,£-«''  +  A^  -*•  +  il^--»* ;        (59) 


lurrent  in  branch  2  is  by  (53) 

1  /    di'i  d*i\\ 


Xe 

-a,(r, -a^,)  A^-«>*},  (60) 
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and  the  potential  difference  at  the  condenser  is 


«  =  ^cji2<^=-r,i,  +  x,-^ 


^l«0 


+  (r,  -  a,x,)  A,£-«''  +  (r,  -  a^,)  A^--* 


^  +  ^ 

+  (r,-a^,)A^— •.  (61) 

In  the  case  of  an  oscillatory  change,  equations  (50),  (60),  and 
(61)  appear  in  complex  imaginary  form,  and  therefore  have  to 
be  reduced  to  trigonometric  functions. 

The  three  integration  constants,  A^,  A„  and  A^  are  deter- 
mined by  the  three   terminal  conditions,   at  tf  =  0,  i^  =  i\', 

%2   ^^  ^2  > 

79.  As  numerical  example  may  be  considered  a  circuit  having 
the  constants,  c^^  =  110  volts;  r^  =  1  ohm;  x^  =  10  ohms; 
Tj  =  10  ohms;  x^  =  100  ohms,  and  z^  =  10  ohilis. 

In  other  words,  a  continuous  e.m.f.  of  110  volts  supplies, 
over  a  line  of  r,,  =  1  ohm  resistance,  a  circuit  of  r^  =  10  ohms 
resistance.  An  inductive  reactance  z^  =  10  ohms  is  inserted 
into  the  line,  and  an  inductive  reactance  z^  =  100  ohms  in  the 
load  circuit,  and  the  latter  shunted  by  a  condensive  reactance  of 
Xc  =  10  ohms. 

Then,  substituting  in  equation  (58), 

a'  -  0.2  a"  +  1.11  a  -   0.11  =  0. 

This  cubic  equation  gives  by  approximation  one  root,  a^  =•  0.1, 
and,  divided  by  (a  —  0.1),  leaves  the  quadratic  equation 

a'  -  0.1  a  +  1.1  =  0, 

which  gives  the  complex  imaginary  roots  a,  =  0.05  —  1.047/ 
and  a,  =  0.05  +  1.047  /;  then  from  the  equation  of  current, 
by  substituting  trigonometric  functions  for  the  exponential 
functions  with  imaginary  exponent,  we  get  the  equation  for  the 
load  current  as 

i\  =  1/  +  A^r*^-^*  +  r*^-**  {B,  cos  1.047  <?  +  B,  sin  1.047  (?), 
the  condenser  potential  as 

e-  10 1/  +  £-••«•  {{5B,  +  104.7 B,)  cos  1.047 0  -  (104.7 B, 

-  5 B,)  sin  1.047  tf}. 
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and  the  condenser  current  as 

i,  =  10.9  e-"-^*  {B,  cos  1.047  d  +  B^ sin  1.047  0}. 

At  e^  =  110  volts  impressed,  the  permanent  current  is  i/  =  10 
amp.,  the  permanent  condenser  potential  is  e^  =  100  volts,  and 
the  permanent  condenser  current  is  t/  =  0. 

Assuming  now  the  voltage,  e^,  suddenly  dropped  by  10  per 
cent,  from  e^,  =  110  volts  to  e^  ==  99  volts,  gives  the  permanent 
current  as  i/  =  9  amp.  At  the  moment  of  drop  of  voltage, 
tf  =  0,  we  have,  however,  t\  =  i\®  =  10  amp.;  6  =  6^  =  100 
volts,  and  i,  ==  0;  hence,  substituting  these  numerical  values 
into  the  above  equations  of  i^,  e,  i^  gives  the  three  integration 
constants: 

A^  =.  1;  B^  =  0,  and  B,  =  0.0955; 

therefore  the  load  current  is 

i^  =  9  +  «-••*•  +  0.0955  £-•**•  sin  1.047  8, 

the  condenser  current  is 

t,  -  1.05  £"••*•  sin  1.047  0, 
and  the  condenser,  or  load,  voltage  is 

6  -  90  +  £-••«•  (10  cos  1.047  e  +  0.48  sin  1.047  0). 

Without  the  condenser,  the  equation  of  current  would  be 

i  =9 +  £-••*•. 

» 

In  this  combination  of  circuits  with  shunted  condensive 
reactance  x^,  at  the  moment  of  the  voltage  drop,  or  tf  =  0,  the 
rate  of  change  of  the  load  current  is,  approximately, 

^  =  [-  O.le-"-**  +  0.0955  X  1.047r*-**  cos  1.047  0]^  -  0, 

OP 

while  without  the  condenser  it  would  be 

I  -  [- 0.1  e— ],  =  -  0.1. 

80.  By  shunting  the  circuit  with  capacity,  the  current  in  the 
circuit  does  not  instantly  begin  to  change  with  a  change  or 
fluctuation  of  impressed  e.m.f. 
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In  fig.  36  is  plotted,  with  9  as  abedssas,  the  change  of  the 
current,  i,,  in  per  cent,  resulting  from  an  instantaneous  change 
of  impressed  e.m.f.,  c„  of  10  per  cent,  with  condenser  in  shunt 
to  the  load  circuit,  and  without  condenser. 

As  seen,  at  fl  =  172°  -  3.0  radians,  both  currents,  ti  with  the 
condenser  and  i  without  condenser,  have  dropped  by  the  same 
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Fig.  39.    Suppreagion  of  puUfttiona  la  dlrect-cnrrent  oironita  by  aeries  Indue- 
Uooe  end  shuntod  cApacity.    Effect  of  10  per  oeot  drop  of  voltage. 

amount,  2.6  per  cent.  But  at  d  e=  57.3°  =  1.0  radian,  t'l  hu 
dropped  only  \  per  cent.,  and  i  nearly  1  per  cent,  and  at  9  —  24°, 
ii  has  not  yet  dropped  at  all,  while  i  has  dropped  by  0.38  per  cent. 

That  is,  without  condenser,  all  pulsations  of  the  impressed 
e.m.r.,  €j,  appear  in  the  load  circuit  as  pulsations  of  the  current, 
t,  of  a  magnitude  reduced  the  more  the  shorter  the  duration  of 
the  pulsation.  After  i?  =  60°,  or  /  =  0.00275  seconds,  the 
pulsation  of  the  current  has  reached  10  per  cent  of  the  pulsation 
of  impressed  e.m.f. 

With  a  condenser  in  shunt  to  the  load  circiut,  the  pulsation 
of  current  in  the  load  circuit  is  still  zero  after  0  -  24°,  or  after 
0.001  seconds,  and  reaches  1.25  per  cent  of  the  pulsation  of 
impressed  e.m.f.,  e,,  after  9  =  60°,  or  /  =  0.00275  seconds. 

A  pulsation  of  the  impressed  e.m.f.,  e^,  of  a  frequency  higher 
than  250  cycles,  practically  cannot  penetrate  to  the  load  circuit, 
that  is,  does  not  appear  at  all  in  the  load  current  t,  regardless 
of  how  much  a  pulsation  of  the  impressed  e.m.f.,  e„  it  is,  and  a 
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pulsation  of  impressed  e.m.f.,  e^y  of  a  frequency  of  120  cycles  re- 
appears in  the  load  current  i^  reduced  to  1  per  cent  of  its  value. 

In  cases  where  from  a  source  of  e.m.f.,  e^j  which  contains  a 
slight  high  frequency  pulsation  —  as  the  pulsation  corresponding 
to  the  commutator  segments  of  a  commutating  machine — a 
current  is  desired  showing  no  pulsation  whatever,  as  for  instance 
for  the  operation  of  a  telephone  exchange,  a  very  high  inductive 
reactance  in  series  with  the  circuit,  and  a  condensive  reactance 
in  shunt  therewith,  entirely  eliminates  all  high  frequency  pulsa- 
tions from  the  current,  passing  only  harmless  low  frequency 
pulsations  at  a  greatly  reduced  amplitude. 

81.  As  a  further  example  is  shown  in  Fig.  37  the  pulsation 
of  a  non-inductive  circuit,  x^  =  0,  of  the  resistance  r^  =  4  ohms, 
shunted  by  a  condensive  reactance  x^  =  10  ohms,  and  supplied 
over  a  line  of  resistance  r,,  =  1  ohm  and  inductive  reactance 
x^  =  10  ohms,  by  an  impressed  e.m.f.,  c^^  =  110  volts. 

Due  to  Xj  =»  0  equation  (58)  reduces  to 

Vfj      xj      x^\        rj 

or,  substituting  numerical  values, 

a'  -  2.6  a  -f  1.25  =  0 

and  a^  =  0.G37,  a,  -  1.963; 

that  b,  both  roots  are  real,  or  the  phenomenon  is  logarithmic. 
We  now  have 

i, 0.255  A,r'*"^^-  0.785  il,r '*"»•, 

and  e  -  r,i\  «  4  (i/  +  A.r''"'''  +  AjT''"^'). 

The  load  current  is 

i/  =  22  amp. 

A  reduction  of  the  impressed  e.m.f.,  e^,  by  10  per  cent,  or  from 
110  to  99  volts,  gives  the  integration  constants  A^  =  3.26  and 
il,  «  —  1.06;  hence, 

i\  =  19.8  +  3.26  £-'•"'•  -  1.06  £-*••"•, 

I,-  -o.83(c-'-«'^*  +  r^-~*), 

and  c  «  4  i\. 
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Without  a  condenser,  the  equation  of  current  would  be 
i  =■  19.8  +  2.2  £-•■". 

In  Fig.  37  is  shown,  with  6  as-  abscissas,  the  drop  of  current 
^^  and  i,  in  per  cent. 

Although  here  the  change  is  logarithmic,  while  in  the  former 
paragraph  it  was  trigonometric,  the  result  is  the  same  —  a  very 
great  reduction,  by  the  condenser,  of  the  drop  of  current  imme- 
diately after  the  change  of  e.m.f.     However,  in  the  present  case 
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Fig.  37.     Supprasaion  of  puUaUoas  in  non-lnduotive  direct-current  circuits  b; 
aeries  inductance  and  shunted  capacity.     Effect  of  10  per  oent  drop  of 


the  change  of  the  circuit  is  far  more  rapid  than  in  the  preceding 
case,  due  to  the  far  lower  inductive  reactance  of  the  present  case. 
For  instance,  after  6  =  0.1,  the  drop  of  current,  with  condenser, 
is  0.045  per  cent,  without  condenser,  0.5  per  cent.  At  ff  ■=  0.2, 
the  drop  of  current  is  0.23  and  0.95  per  cent  respectively.  For 
longer  times  or  larger  values  of  6,  the  difference  produced  by  the 
condenser  becomes  less  and  less. 

This  effect  of  a  condenser  across  a  direct-current  circuit,  of 
suppresdng  high  frequency  pulsations  from  reaching  the  circuit, 
requires  a  very  large  capacity. 


CHAPTER  X. 


MUTUAL  INDUCTANCE. 


82.  In  the  preceding  chapters,  circuits  have  been  considered 
contfuning  resistance,  self-inductance,  and  capacity,  but  no 
mutual  inductance;  that  is,  the  phenomena  which  take  place 
in  the  circuit  have  been  assumed  as  depending  upon  the  impressed 
e.m.f.  and  the  constants  of  the  circuit,  but  not  upon  the 
phenomena  taking  place  in  any  other  circuit. 

Of  the  magnetic  flux  produced  by  the  current  in  a  circuit 
and  interlinked  with  this  circiut,  a  part  may  be  interlinked  with 
a  second  circuit  also,  and  so  by  its  change  generate  an  e.m.f.  in 
the  second  circiut,  and  part  of  the  magnetic  flux  produced  by 


Fig.  38.    Mutual  inductance  between  circuits. 


the  current  in  a  second  circuit  and  interlinked  with  the  second 
circuit  may  be  interlinked  also  with  the  first  circuit,  and  a 
change  of  current  in  the  second  circiut,  that  is,  a  change  of 
magnetic  flux  produced  by  the  current  in  the  second  circuit, 
then  generates  an  e.m.f.  in  the  first  circuit. 

Diagrammatically  the  mutual  inductance  between  two  circuits 
can  be  sketched  as  shown  by  M  in  Fig.  38,  by  two  coaxial  coils, 
while  the  self-inductance  is  shown  by  a  single  coil  L,  and  the 
resistance  by  a  zigzag  line. 
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The  presence  of  mutual  inductance,  with  a  second  circuit, 
introduces  into  the  equation  of  the  circuit  a  term  depending 
upon  the  current  in  the  second  circuit. 

If  i\  =  the  current  in  the  circuit  and  r^  =  the  resistance  of 
the  circuit,  then  rjt\  =  the  e.m.f.  consumed  by  the  resistance 
of  the  circuit.  If  L^  =  the  inductance  of  the  circuit,  that  is, 
total  number  of  interUnkages  between  the  circuit  and  the  number 
of  lines  of  magnetic  force  produced  by  unit  current  in  the  circuit, 
we  have 

di 
L.-r^  =  e.m.f.  consumed  by  the  inductance, 

where,  t  =  time. 

If  instead  of  time  t  an  angle  0  ^  2  TtftiB  introduced,  where  / 
is  some  standard  frequency,  as  60  cycles, 

ajj  -^  —  e.m.f.  consumed  by  the  inductance, 

where  x^  =  2  nfL^  =  inductive  reactance. 

If  now  M  =  mutual  inductance  between  the  circuit  and 
another  circuit,  that  is,  number  of  interlinkages  of  the  circuit 
with  the  magnetic  flux  produced  by  unit  current  in  the  second 
circuit,  and  i^  =  the  current  in  the  second  circuit,  then 

di 
Af  37  =  e.m.f.  consumed  by  mutual  inductance  in  the  first 
at 

circuit, 

di 
3/3—  =  e.m.f.  consumed  by  mutual  inductance  in  the  second 
at 

circuit. 

Introducing  Xm  =  2  k/M  =  mutual  reactance  between  the 
two  circuits,  we  have 

^m-j^^'  e.m.f.  consumed  by  mutual  inductance  in  the  first 
circuit, 

^m-jK^  e.m.f.  consumed  by  mutual  inductance  in  the  second 
circuit. 


MUTUAL  INDUCTANCE  148 

If  now  6i  =  the  e.m.f.  impressed  upon  the  first  circuit  and 
e,  =  the  e.m.f.  impressed  upon  the  second  circuit,  the  equations 
of  the  circuits  are 

e,  =  r,i,  +  x,—  +  Xm^  +  x,J  I, dd  (1) 

e,  =  r,i,  +  x,^'+Xn,'^+  X,,  Ji,d0,  (2) 


and 


where  r^  =  the  resistance,  x^  =  2  tt/L^  =  the  inductive  re- 
actance, and   X.   =  ^    --,  =  the  condensive  reactance  of  the 

2  izfC^ 

first  circuit;  r,  =  the  resistance,  x,  =  2  tt/L,  =  the  inductive 

reactance,  x.  =  ^    ^    =  the   condensive  reactance   of   the 

•       2  tt/C, 

second  circuit,  and  Xm  =  2  nfM  =  mutual  inductive  reactance 
between  the  two  circuits. 

83.  In  these  equations,  Xj  and  x,  are  the  total  inductive 
reactance,  L^  and  L,  the  total  inductance  of  the  circuit,  that  is, 
the  number  of  magnetic  interlinkages  of  the  circuit  with  the 
total  flux  produced  by  unit  current  in  the  circuit,  the  self- 
inductive  flux  as  well  as  the  mutual  inductive  flux,  and  not 
merely  the  self-inductive  reactance  and  inductance  respectively. 

In  induction  apparatus,  such  as  transformere  and  induction 
machines,  it  is  usually  preferable  to  separate  the  total  reactance  x, 
into  the  self-inductive  reactance  x„  referring  to  the  magnetic 
flux  interlinked  with  the  inducing  circuit  only,  but  with  no 
other  circuit,  and  the  mutual  inductive  reactance,  Xw,  usually 
represented  as  a  susceptance,  which  refers  to  the  mutual  induc- 
tive component  of  the  total  inductance;  in  which  case 
X  =  X,  +  Xm.    This  is  not  done  in  the  present  case. 

Furthermore  it  is  assumed  that  the  circuits  are  inductively 
related  to  each  other  symmetrically,  or  reduced  thereto;  that 
Is,  where  the  mutual  inductance  is  due  to  coils  enclosed  in  the 
first  circuit,  interlinked  magnetically  with  coils  enclosed  in  the 
second  circuit,  as  the  primary  and  the  secondary  coils  of  a 
transformer,  or  a  shunt  and  a  series  field  winding  of  a  generator, 
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the  two  coils  are  assumed  as  of  the  same  number  of  tumS;  or 
reduced  thereto. 

n.       No.  turns  second  circuit   ^,  ,    .     .1 

If  o  =  ~=  =  — i^j^ — ^    ,   . — t:—,  the  currents  m  the 

n^  No.  turns  first  circuit 

second  circuit  are  multiplied,  the  e.m.fs.  divided  by  a,  the  resis- 
tances and  reactances  divided  by  a',  to  reduce  the  second  circuit 
to  the  first  circuit,  in  the  manner  customary  in  dealing  with 
transformers  and  especially  induction  machines.* 
If  the  ratio  of  the  number  of  turns  is  introduced  in  the  equa- 

tions,  that  is,  in  the  first  equation  —  Xm  substituted  for  Xm,  in  the 

second  equation  —  Xm  for  Xm,  and  the  equations  then  are 

di.      n,      dL  C-    ^^ 

^.  =  V.  +  x;^  +  -;x„^+x,Jt.d»  (3) 

and 

dL      n.       di.  /*.    ,^ 

Since  the  solution  and  further  investigation  of  these  equations 
(3),  (4) are  the  same  as  in  the  case  of  equations  (1)  and  (2),  except 
that  Tij  and  n,  appear  as  factors,  it  is  preferable  to  eliminate  n^ 
and  n,  by  reducing  one  circuit  to  the  other  by  the  ratio  of  turns 

71- 

a  =  — ,  and  then  use  the  simpler  equations  (1),  (2). 

(A)  CIRCUITS  CONTAINING  RESISTANCE,  INDUCTANCE,  AND 
MUTUAL  INDUCTANCE  BUT  NO  CAPACITY. 

84.  In  such  a  circuit,  shown  diagrammatically  in  Fig.  38,  we  have 

di,  di^ 

«.='•.*.  + x.^'  +  x„^  (5) 

J  (Kn  di. 

and  «2    =   ^2h   +    ^2^     '^^'^    do'  ^^^ 

Differentiating  (6)  gives 

dd      ""'(W  "^  ^»d^  "^^"^  d^'  ^^ 

♦  See  the  chapters  on  induction  machines,  etc.,  in  "Theory  and  Calcula- 
tion of  Alternating  Current  Phenomena." 
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from  (5)  follows 


dd  Xm 

and,  differentiated, 


(8) 


d9^      x«(d»        ^d»        *d(?«i  ^^^ 

Substituting  (8)  and  (9)  in  (7)  gives 

d^t 

+    (X,X,  -  Xsn')    -^ ,  (10) 

and  analogously, 

dc,  de,  .        ,  .  dt* 

^*^»  "^  ^^  ^  -  ^"^  d9  "  ''*''*^*  "^  ^'"^^^  "^  '"'^^^  ^ 

d't 
+  (x,x,  -  x«')  ^*  •  (11) 

Equations  (10)  and  (11)  are  the  two  differential  equations  of 
second  order,  of  currents  t\  and  i,. 

If  e/,  i(  and  c/,  i/  are  the  permanent  values  of  impressed 
e.m.fs.  and  of  currents  in  the  two  circuits,  and  c/',  i^'  and 
e/',  {/'  are  their  transient  terms,  we  have, 

Cj  =  6j    4"  ^i  ,  '^i  ~  '^i    +  "^1   > 

Cj  =  Cj    +  ^2   »  ^2  ~  ^2     '    ^a    • 

Since  the  permanent  terms  must  fulfill  the  differential  equations 
(10)  and  (11), 

^  de/  de/  __        •  /      /         ,         \  ^^\ 

TjCj  +  ^2^^       "^^^       ^i^2^i  ■*"  V  A  +  ^'*^*^~^ 

d^i' 
+  (x,x,  -  x^»)  -^  (12) 


and 


de/  de/  .,       ,  v 


dd       —  d»         ^'''    •    ^'^"^  '  '^*'  dtf 


«•  / 


+  (x,x,  -  Xn.')  -^f  (13) 
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subtracting  equations  (12)  and  (13)  from  (10)  and  (11)  gives 
the  differential  equations  of  the  transient  terms. 


// 


(Pi  ' 
+  (X,X,  -  X^»)  -^  (14) 


and 


d'i" 
+  (x,x,  -  x„»»)  -^ .  (15) 

These  differential  equations  of  the  transient  terms  are  the 
same  as  the  general  differential  equations  (10)  and  (11)  and 
the  differential  equations  of  the  permanent  terms  (12)  and  (13). 

86.  If,  as  is  usually  the  case,  the  impressed  e.m.fs.  contain  no 
transient  term,  that  is,  the  transient  terms  of  current  do  not 
react  upon  the  sources  of  supply  of  the  impressed  e.m.fs.  and 
affect  them,  we  have 

c/'  =  0    and    c,"  =  0; 

hence,  the  differential  equations  of  the  transient  terms  are 

di  d^i 

0  =  r.r^i  +  (r,x,  +  r^x J  —  +  (x^x,  -  x«')  ^         (16) 

and  are  the  same  for  both  currents  t/'  and  t/',  that  is,  the 
transient  terms  of  currents  differ  only  by  their  integration 
constants,  or  the  terminal  conditions. 
Equation  (16)  is  integrated  by  the  function 

i  =  Ae-^.  (17) 

Substituting  (17)  in  (16)  gives 

A€'"^[r/^  -  a  (fjX,  +  r^i)  +  a'  (x^x,  -  x«')}  -  0; 

hence, 

A  =  indefinite,  as  integration  constant,  and 

a»  -.  ^^2_:L!:25j  a  +  — ^^—  «  0.  (18) 

X^Xj         Xjh  ^i^a  "~  ^m 
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The  exponent  a  is  given  by  a  quadratic  equation  (18).  This 
quadratic  equation  (18)  always  has  two  real  roots,  and  in  this 
respect  differs  from  the  quadratic  equation  appearing  in  a  circuit 
containing  capacity,  which  latter  may  have  two  imaginary  roots 
and  so  give  rise  to  an  oscillation. 

Mutual  induction  in  the  absence  of  capacity  thus  always 
gives  a  logarithmic  transient  term;  thus, 

2  (XjX,  -  x«') 

As  seen,  the  term  under  the  radical  in  (19)  is  always  poative, 
that  is,  the  two  roots  a^  and  a,  always  real  and  always  positive, 
since  the  square  root  is  smaller  than  the  term  outside  of  it. 

Herefrom  then  follows  the  integral  equation  of  one  of  the 
currents,  for  instance  i\,  as 

t\  =  tV  +  A.r"^'  +  A^r"^,  (20) 

and  eliminating  from  the  two  equations  (5)  and  (6)  the  term 
rft"      . 

1    (  di  ) 

*,=—-)  r^x,\  +  (x.x,  -  x„»)  ^  +  a;„e,  -  x,c,  ( ,     (21) 

leaving  the  two  integration  constants  A^  and  il,  to  be  deter* 
mined  by  the  terminal  conditions,  as  5  =  0, 

t'l  =»  i^      and      i,  =  i^. 
86.  If  the  impressed  e.m.fs.  Cj  and  c,  are  constant,  we  have 

^  =  0      and      ^=0; 

hence,  the  equations  of  the  permanent  terms  (12)  and  (13)  give 

tV=^      and      tV=^';  (22) 

ti  «  -  +  A.fi-'H*  +  A^e'"^ 
r, 


and 

where.  A/  and  A/  follow  from  A^  and  A,  by  equation  (21). 


(23) 
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If  the  mutual  inductance  between  the  two  circuits  is  perfect, 
thatis^ 

Xm*  =  XjX„  (24) 

XX    "~  X   ' 

equation  (18)  becomes,  by  multiplication  with-*-^ — , 

a^—!^ ;  (25) 

r^x,  +  r,Xi 

that  is,  only  one  transient  term  exists. 

As  example  may  be  considered  a  circuit  having  the  folloimg 
constants:  e^  =  100  volts;  c,  =  0;  r^  =  5  ohms;  r,  =  5  ohms; 
Xj  =  1(X)  ohms;  x,  =  1(X)  ohms,  and  x^  =  80  ohms.  This 
gives 

t/  =  20  amp.  and  t/  =  0, 

and 

a»  -  0.278  a  +  0.00695  =  0; 

the  roots  are       a^  =  0.0278    and    a,  =  0.251 

and 

t\  =  20  +  A.r'-'^'''  +  A^-^-«*^. 

By  equation  (21), 

di 
t,  =-25+1.25i\  +  9-^; 

hence. 

For  5  =  0  let  i^  =  18  amp.,  or  the  current  10  per  cent  below 
the  nonnal,  and  i^  =  0;  then  substituted,  gives: 

18  =  20  +  Aj  +  A^    and    0  =  A^  -  A^ 
hence,  A^  =  A,  =  —  1; 

and  we  have 

t\    =   20-    (g-0.0278#^  ^-0.351  •) 
and  t,   ^ (,-0.0278#_^-0.261#)^ 
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87.  An  interesting  application  of  the  preceding  is  the  inves- 
tigation of  the  building  up  of  an  overcompounded  direct-current 
generator,  with  sudden  changes  of  load,  or  the  building  up,  or 
down,  of  a  compound  wound  direct-current  booster. 

While  it  would  be  desirable  that  a  generator  or  booster,  under 
sudden  changes  of  load,  should  instantly  adjust  its  voltage  to  the 
change  so  as  to  avoid  a  temporary  fluctuation  of  voltage,  actually 
an  appreciable  time  must  elapse. 

A  600-kw.  8-pole  direct-current  generator  overcompounds 
from  500  volts  at  no  load  to  600  volts  at  terminals  at  full  load 
of  1000  amperes.  The  circuit  constants  are:  resistance  of 
armature  winding,  r^  =  0.01  ohm;  resistance  of  series  field 
winding,  r/  =  0.003  ohm;  number  of  turns  per  pole  in  shunt 
field  winding,  n^=  1000,  and  magnetic  flux  per  pole  at  500 
volts,  4>  =  10  megalines.  At  600  volts  full  load  terminal  voltage 
(or  voltage  from  brush  to  brush)  the  generated  e.m.f.  is  e+iro 
=  610  volts. 

From  the  saturation  curve  or  magnetic  characteristics  of  the 
machine,  we  have: 

At  no  load  and  500  volts : 

5000  ampere-turns,  10  megalines  and  5  amp.  in  shunt  field 
circuit. 

At  no  load  and  600  volts : 

7000  ampere-turns  and  12  megalines. 

At  no  load  and  610  volts: 

7200  ampere-turns  and  12.2  megalines. 

At  full  load  and  600  volts : 

8500  ampere-turns,  12.2  megalines  and  6  amp.  in  shunt 
field. 

Hence  the  demagnetizing  force  of  the  armature,  due  to  the 
shift  of  brushes,  is  1300  ampere-turns  per  pole. 

At  600  volts  and  full  load  the  shunt  field  winding  takes 
6  amperes,  and  gives  6000  ampere-turns,  so  that  the  series  field 
winding  has  to  supply  2500  ampere-turns  per  pole,  of  which 
1300  are  consumed  by  the  armature  reaction  and  1200  magnetize. 

At  1000  amp.  full  load  the  series  field  winding  thus  has  2.5 
turns  per  pole,  of  which  1.3  neutralize  the  armature  reaction 
and  n,  »  1.2  turns  are  effective  magnetizing  turns. 
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The  ratio  of  eflFective  turns  in  series  field  winding  and  in  shunt 

ft 
field  winding  is  a  =  —  =  1.2  X  10"*.    This  then  is  the  reduc- 

tion  factor  of  the  shunt  circuit  to  the  series  circuit. 

It  is  convenient  to  reduce  the  phenomena  taking  place  in  the 
shunt  field  winding  to  the  same  number  of  turns  as  the  series 
field  winding,  by  the  factors  a  and  a'  respectively. 

If  then  e  =  terminal  voltage  of  the  armature,  or  voltage 
impressed  upon  the  main  circuit  consisting  of  series  field  winding 
and  external  circuit,  the  same  voltage  is  impressed  upon  the 
shunt  field  winding  and  reduced  to  the  main  circuit  by  factor 
o,  gives  «j  =  ac  =  1.2  X  lO^*  e. 

Since  at  500  volts  impressed  the  shunt  field  current  is  5 

amperes,  the  field  rheostat  must  be  set  so  as  to  give  to  the  shunt 

500 
field  circuit  the  total  resistance  of  r/  =  —  =  100  ohms. 

o 

Reduced  to  the  main  circuit  by  the  square  of  the  ratio  of 

turns,  this  gives  the  resistance, 

r^  =  aV/  =  144  X  10~'  ohms. 

An  increase  of  ampere-turns  from  5000  to  7000,  corresponding 
to  an  increase  of  current  in  the  shunt  field  winding  by  2  amperes, 
increases  the  generated  e.m.f.  from  500  to  600  volts,  and  the 
magnetic  flux  from  10  to  12,  or  by  2  megalines  per  pole.  In 
the  induction  range  covered  by  the  overcompounding  from  500 
to  600  volts,  1  ampere  increase  in  the  shunt  field  increases  the 
flux  by  1  megaline  per  pole,  and  so,  with  n^  =  1000  turns,  gives 
10*  magnetic  interlinkages  per  pole,  or  8  X  10*  interUnkages 
with  8  poles,  per  ampere,  hence  80  X  10'  interlinkages  per  unit 
current  or  10  amperes,  that  is,  an  inductance  of  80  henrys. 
Reduced  to  the  main  circuit  this  gives  an  inductance  of  1.2*  X 
10"'  X  80  =  115.2  X  10"*  henrys.  This  is  the  inductance  due 
to  the  magnetic  flux  in  the  field  poles,  which  interUnks  with 
shunt  and  series  coil,  or  the  mutual  inductance,  M  =  115.2  X 
10"*  henrys. 

Assuming  the  total  inductance  Lj  of  the  shunt  field  winding 
as  10  per  cent  higher  than  the  mutual  inductance  M,  that  is, 
assuming  10  per  cent  stray  flux,  we  have 

Lj  =  1.1  M  =  126.7  X  10-°  henrys. 
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In  the  main  circuit,  full  load  is  1000  amp.  at  600  volts.  This 
gives  the  effective  resistance  of  the  main  circuit  as  r  =»  0.6  ohm. 

The  quantities  referring  to  the  main  circuit  may  be  denoted 
without  index. 

The  total  inductance  of  the  main  circuit  depends  upon  the 
character  of  the  load.  Assuming  an  average  railway  motor  load, 
the  inductance  may  be  estimated  as  about  L  =  2000  X  10~' 
henrys. 

In  the  present  problem  the  impressed  e.m.fs.  are  not  constant 
but  depend  upon  the  currents,  that  is,  the  sum  i  +  ip  where 
ii  =  shunt  field  current  reduced  to  the  main  circuit  by  the 
ratio  of  turns. 

The  impressed  e.m.f.,  e,  is  approximately  proportional  to  the 
magnetic  flux  4>,  hence  less  than  proportional  to  the  current,  in 
consequence  of  magnetic  saturation.     Thus  we  have 

e  =  500  volts  for  5000  ampere-turns, 
or  i  +  i\  =  — —  =  4170  amp.  and 

e  =  600  volts  for  7200  ampere-turns, 

7200 
or  i  +  t'l  =  -Tj-^  =  6000  amp.; 

hence,  1830  amp.  produce  a  rise  of  voltage  of  100,  or  1  amp. 

raises  the  voltage  by  jg3^  =  — . 

At  6000  amp.  the  voltage  is  --—  =  328  volts  higher  than  at 

Xo.u 

0  amp.,  that  is,  the  voltage  in  the  range  of  saturation  between 
500  and  600  volts,  when  assuming  the  saturation  curve  in  this 
range  as  straight  line,  is  given  by  the  equation 

18.3 

The  impressed  e.m.f.  of  the  shunt  field  is  the  same,  hence, 
reduced  to  the  main  circuit  by  the  ratio  of  turns,  a  =  1.2  X  10"*, 
is 


'« =(2^2  +  *^)  1.2X10- 
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Assuming  now  as  standard  frequency,  /  =  60  cycles  per  sec., 
the  constants  of  the  two  mutually  inductive  circuits  shown 
diagrammatically  in  Fig.  38  are : 


Current 

Impressed  e.m.f... 

Resistance 

Inductance 

Reactance,  2r/L. . 
Mutual  inductance 
Mutual  reactance. 


Main  Circuit. 


X  amp. 

'  =  272  +  ijt|  volU 

r  =  .6  ohms 
L  =  2000X  10-*  henrys 
X  =-    755X  10-'  ohms 


Shunt  Field  Circuit. 


1.2X  10-*  volts 


x^  amp. 

r,  -  0.144Xlb-»ohms 
L,=  126.7X  10-*  henrys 
a;, «  47.8XlO-»ohms 


M  =  115.2  X  10-*  henrys 
xm  =    43.5  X  10-»  ohms 


This  gives  the  diflferential  equations  of  the  problem  as 


272  +  ^^^^  =  0.6  i  +  0.755  ~  +  0.0435  § 
18.3  dJO  dJd 


and 


i-2(^^2+w)=°-^^^"»+^^-«§+^34- 


di 
88.  Eliminating  —  from  equations  (26)  and  (27)  gives 

aJu 


di 


}  =  0.695  i  -  0.0712 1\  -  338. 


dJd 


Equation  (28)  substituted  in  (26)  gives 

\  =  13.07  ^  +  9.95  i  -  4950. 
aJu 

Equation  (29)  substituted  in  (28)  gives 

di,  di 

1^-  -  0.93 -- 0.015 1 +15. 

dO  da 

Equation  (29)  differentiated,  and  equated  with  (30),  ^ves 

d^i  di 

■35  +  0.828  -  +  0.00115  i  -  1.15  =  0. 

atr  off 


(26) 


(27) 


(28) 


(29) 


(30) 


(31) 
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Equation  (31)  is  integrated  by 

i  =  I,  +  Ae'^\ 

Substituting  this  in  (31)  gives 
ilfi-^*{a'  -  0.828  a  +  0.00115}  +  { 0.00115 1;  -  1.15}  =  0, 

hence,  i„  =  1000,  A  is  indefinite,  as  integration  constant,  and 

a'  -  0.828  a  +  0.00115  =  0; 

thus  a  =  0.414  ±  0.4126, 

and  the  roots  are 

aj  =  0.0014    and    a^  =  0.827. 

Therefore 

i  =  1000  +  A,r '•''^**  +  A^-"-"'*.  (32) 

Substituting  (32)  in  (29)  gives 

i,  =  5000  +  9.932  A^r*""*"*-  0.85  A,r '•'*'^*.  (33) 

Substituting  in  (32)  and  (33)  the  terminal  conditions  ^  =  0, 
i  =  0,  and  t\  =  4170,  gives 

Aj  +  A,  =  -  1000    and    9.932  A,  -  0.85  A,  =  -  830, 

that  is, 

A,  =  -  156    and    A,  =  -  844. 

Therefore 

i  =  1000  -  156  £-••«»*•  -  844  r  ••«^*  (34) 

and 

i,  =  5000  -  1550  r  "•"""*  +  720  r  '•"'* ;  (35) 

or  the  shunt  field  current  t\  reduced  back  to  the  number  of  turns 
of  the  shunt  field  by  the  factor  a  =  1.2  X  10""'  is 

iV  -  6  -  1.86 €-«•««"•  +  0.86 e"""*'* ,  (36) 
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and  the  terminal  voltage  of  the  machine  is 


e  -  272  + 


18.3 


or,  c  -  600  -  93.2t-''''"'  -  O-Sj-"-'"'.  (37) 

As  seen,  of  the  two  exponential  terms  one  disappears  very 
quickly,  the  other  very  slowly. 

Introducing  now  instead  of  the  angle  9  =■  2^ft  the  time,  (, 
gives  the  main  current  as 

I  =  1000  -  156  £-"■"'  -  844  .-■ 
the  shunt  field  current  as 

t,'  =  6-  1.86e-'^'"  +  0.86r'" 
and  the  tenninal  vdtage  as 

e  =  600  -  93.2 «-""'  -  6.8 e""" 
89.  Fig.  39  shows  these  three  quantities,  with  the  time,  t,  as 
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The  upper  part  of  Fig.  39  shows  the  first  part  of  the  curve 
with  100  times  the  scale  of  abscissas  as  the  lower  part.  As  seen, 
the  transient  phenomenon  consists  of  two  distinctly  different 
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periods:  firet  a  very  rapid  change  covering  a  part  of  the  range 
of  current  or  e.m.f.,  and  then  a  very  gradual  adjustment  to  the 
final  condition. 

So  the  main  current  rises  from  zero  to  800  amp.  in  0.01  sec, 
but  requires  for  the  next  100  amp.,  or  to  rise  to  a  total  of  900 
amp.,  about  a  second,  reaching  95  per  cent  of  full  value  in  2.25 
sec.  During  this  time  the  shunt  field  current  first  falls  very 
rapidly,  from  5  amp.  at  start  to  4.2  amp.  in  0.01  sec,  and  then, 
after  a  minimum  of  4.16  amp.,  at  t  =  0.015,  gradually  and  very 
slowly  rises,  reaching  5  amp.,  or  its  starting  point,  again  after 
somewhat  more  than  a  second.  After  2.5  sec.  the  shunt  field 
current  has  completed  half  of  its  change,  and  after  5.5  sec  90 
per  cent  of  its  change. 

The  terminal  voltage  first  rises  quickly  by  a  few  volts,  and 
then  rises  slowly,  completing  50  per  cent  of  its  change  in  1.2 
sec,  90  per  cent  in  4.5  sec,  and  95  per  cent  in  5.5  sec. 

Physically,  this  means  that  the  terminal  voltage  of  the  machine 
rises  very  slowly,  requiring  several  seconds  to  approach  station- 
ary conditions.  First,  the  main  current  rises  very  rapidly,  at  a 
rate  depending  upon  the  inductance  of  the  external  circuit,  to 
the  value  corresponding  to  the  resistance  of  the  external  circuit 
and  the  initial  or  no  load  terminal  voltage,  and  during  this 
period  of  about  0.01  sec  the  magnetizing  action  of  the  main 
current  is  neutralized  by  a  rapid  drop  of  the  shunt  field  current. 
Then  gradually  the  terminal  voltage  of  the  machine  builds  up, 
and  the  shunt  field  current  recovers  to  its  initial  value  in  1.15 
sec,  and  then  rises,  together  with  the  main  current,  in  corre- 
spondence with  the  rising  terminal  voltage  of  the  machine. 

It  is  interesting  to  note,  however,  that  a  very  appreciable 
time  elapses  before  approximately  constant  conditions  are 
reached. 

90.  In  the  preceding  example,  as  well  as  in  the  discussion  of 
the  building  up  of  shunt  or  series  generators  in  Chapter  II,  the 
e.m.fs.  and  thus  currents  produced  in  the  iron  of  the  magnetic 
field  by  the  change  of  the  field  magnetization  have  not  been 
considered.  The  results  therefore  directly  apply  to  a  machine 
with  laminated  field,  but  only  approximately  to  one  with  solid 
iron  poles. 

In  machines  with  solid  iron  in  the  magnetic  circuit,  currents 
produced  in  the  iron  act  as  a  second  electric  circuit  in  inductive 
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relation  to  the  field  exciting  circuit,  and  the  transition  period 
thus  is  slower. 

As  example  may  be  considered  the  excitation  of  a  series 
booster  with  solid  and  with  laminated  poles;  that  is,  a  machine 
with  series  field  winding,  inserted  in  the  main  circuit  of  a  feeder, 
for  the  purpose  of  introducing  into  the  circuit  a  voltage  propor- 
tional to  the  load,  and  thus  to  compensate  for  the  increasing 
drop  of  voltage  with  increase  of  load. 

Due  to  the  production  of  eddy  currents  in  the  solid  iron  of  the 
field  magnetic  circuit,  the  magnetic  flux  density  is  not  uniform 
throughout  the  whole  field  section  during  a  change  of  the  mag- 
netic field,  since  the  outer  shell  of  the  field  iron  is  magnetized  by 
the  field  coil  only,  while  the  central  part  of  the  iron  is  acted  upon 
by  the  impressed  m.m.f.  of  the  field  coil  and  the  m.m.f,  of  the 
eddy  currents  in  the  outer  part  of  the  iron,  and  the  change  of 
magnetic  flux  density  in  the  interior  thus  lags  behind  that  of 
the  outside  of  the  iron.  As  result  hereof  the  eddy  currents  in 
the  different  layers  of  the  structure  differ  in  intensity  and  in 
phase. 

A  complete  investigation  of  the  distribution  of  magnetism  in 
this  case  leads  to  a  transient  phenom- 
enon in  space,  and  is  discussed  in 
Section  III.  For  the  present  purpose, 
where  the  total  m.m.f.  of  the  eddy 
currents  is  small  compared  with  that 
of  the  main  field,  we  can  approxi- 
mate the  effect  of  eddy  currents  in 
the  iron  by  a  closed  circuit  second- 
ary conductor,  that  is,  can  assume 
uniform  intensity  and  phase  of 
secondary  currents  in  an  outer  layer  ^^'  ^^^''^^^l''  "**«* 
of  the  iron,  that  is,  consider  the  outer 

layer  of  the  iron,  up  to  a  certain  depth,  as  a  closed  circuit 
secondary. 

Let  Fig.  40  represent  a  section  of  the  magnetic  circuit  of  the 
machine,  and  assume  uniform  flux  density.  If  4>  =  the  total 
magnetic  flux,  i^=  the  radius  of  the  field  section,  then  at  a 
distance  I  from  the  center,  the  magnetic  flux  enclosed  by  a 

circle  with  radius  /  is  ( j-j  *,  and  the  e.m.f.  generated  in  the 


zone 
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at  distance  I  from  the  center  is  proportional  to  [  —  J  *,  that 

is,  6  =  a  (y j  *.    The  current  density  of  the  eddy  currents  in 

this  zone,  which  has  the  length  2  ;rZ,  is  therefore  proportional  to 

e  ,    .      hi 

■- — - ,  or  is  i  =  —  *.    This  current  density  acts  as  a  m.m.f.  upon 

the  space  enclosed  by  it,  that  is,  upon  (y)   of  the  total  field 

section,  and  the  magnetic  reaction  of  the  secondary  current  at 

distance  I  from  the  center  therefore  is  proportional  to  i  f  —  j  ,  or 

cP 
is  3^  ==  71  *>  ft^d  therefore  the  total  magnetic  reaction  of  the 

eddy  currents  is 


'.-r 


4 


At  the  outer  periphery  of  the  field  iron,  the  generated  e.m.f. 

is    6j  =  a*,  the  current  density  therefore  ^^  =  y  *,   and    the 

c 
magnetic  reaction  JF^  =  y  4>,  and  therefore 


Ir 

4 


V    —  IL  ^  • 


that  is,  the  magnetic  reaction  of  the  eddy  currents,  assuming 
uniform  flux  density  in  the  field  poles,  is  the  same  as  that  of  the 

currents  produced  in  a  closed  circuit  of  a  thickness  -j,  or  one- 
fourth  the  depth  of  the  pole  iron,  of  the  material  of  the  field  pole 
and  surrounding  the  field  pole,  that  is,  fully  induced  and  fully 
magnetizing. 
The  eddy  currents  in  the  solid  material  of  the  field  poles  thus 

can  be  represented  by  a  closed  secondary  circuit  of  depth  -^ 

surrounding  the  field  poles. 
The  magnitude  of  the  depth  of  the  field  copper  on  the  spools 
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is  probably  about  one-fourth  the  depth  of  the  field  poles.  Assum- 
ing then  the  width  of  the  band  of  iron  which  represents  the 
eddy  current  circuit  as  about  twice  the  width  of  the  field  coils 
—  since  eddy  currents  are  produced  also  in  the  yoke  of  the 
machine,  etc.  —  and  the  conductivity  of  the  iron  as  about  0.1 
that  of  the  field  copper,  the  effective  resistance  of  the  eddy 
current  circuit,  reduced  to  the  field  circuit,  approximates  five 
times  that  of  the  field  circuit. 

Hence,  if  r,  =»  resistance  of  main  field  winding,  r^  =  5  r,  =» 
resistance  of  the  secondary  short  circuit  which  represents  the 
eddy  currents. 

Since  the  eddy  currents  extend  beyond  the  space  covered  by 
the  field  coils,  and  considerably  down  into  the  iron,  the  self- 
inductance  of  the  eddy  current  circuit  is  considerably  greater 
than  its  mutual  inductance  with  the  main  field  circuit,  and  thus 
may  be  assumed  as  twice  the  latter. 

91.  As  example,  consider  a  200-kw-  series  booster  covering 
the  range  of  voltage  from  0  to  200,  that  is,  giving  a  full  load 
value  of  1000  amperes  at  200  volts.  Making  the  assimiptions 
set  forth  in  the  preceding  paragraph,  the  following  constants 
are  taken:  the  armature  resistance  «-  0.008  ohms  and  the 
series  field  winding  resistance  =  0.004  ohm;  hence,  the  short 
circuit  —  or  eddy  current  resistance  —  r  j  =  0.02  ohm.  Further- 
more let  M  =  900  X  10""  •  henry  =  mutual  inductance  between 
main  field  and  short-circuited  secondary ;  hence,  Xm  =  0.34  ohm 
=  mutual  reactance,  and  therefore,  assuming  a  leakage  flux  of 
the  secondary  equal  to  the  main  flux,  Lj  =  1800  X  10"*  henry 
and  Xj  ==  0.68  ohm. 

The  booster  is  inserted  into  a  constant  potential  circuit  of  550 
volts,  so  as  to  raise  the  voltage  from  550  volts  no  load  to  750 
volts  at  1000  amperes. 

The  total  resistance  of  the  circuit  at  full  load,  including  main 
circuit  and  booster,  therefore  is  r  =«  0.75  ohm. 

The  inductance  of  the  external  circuit  may  be  assumed  ^s 
L  =  4500  X  10"'  henrys;  hence,  the  reactance  at/  =  60  cycles 
per  sec.  is  x  =  1.7  ohms.  The  impressed  e.m.f.  of  the  circuit  is 
e  =  550  +  c',  e'  being  the  e.m.f.  generated  in  the  booster. 
Since  at  no  load,  for  i  =  0,  c'  =  0,  and  at  full  load,  for  i  =  1000, 
e^  «  200,  assuming  a  straight  line  magnetic  characteristic  or 
saturation  curve,  ttiat  is,  assuming  the  effect  of  ma^soetic  satura- 
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\a  negli^ble  within  the  working  range  of  the  booster,  we 


c  =  550  +  0.2  (i  +  g. 
s  gives  the  following  constants : 


*nt 

"essed  e.m.f 

itance 

ctance 

tance 

lal  inductance. .. 
lal  reactance . . . . 


Main  Circuit. 


%  amp. 

e- 550+0.2  (t+i,)  volts. 

r— 0.75  ohm. 

L-  4500X  10-«  henrys. 

a;=»1.7  ohms. 


Eddy  Cunent  Circuit. 


m 


l^  amp. 
0  volts. 
n« 0.02  ohm. 
Li-  1800X 10"*  henrys. 
Xi— 0.68  ohm. 
M^  900  X  10~*  henrys. 
0.34  ohm. 


is  gives  the  differential  equations  of  the  problem  as 

>50  -  0.551  +  0.2 1\  -  1.7  ^-  0.34^  =  0 

*  ad  dO 


(39) 


T  •  1  • 

0.02%,  + 0M^+  0.68-^  =  0 


do 


ig  2  times  (39)  to  (40)  ^ves 


di 


1100  -  1.1  i  +  0.42  i,  -  3.06  —  -  0, 

aO 

di 
h  =  7.28  3;:  +  2,62  i  -  2620, 
au 

di 
rom :      0.02  i,  =  0. 1456  3^  +  0.0524  i  -  52 A, 

'  do 

di  d^i  dt 

0.68^-4.95:j^+1.78-. 


dO' 


dJd 


ituting  the  last  two  equations  into  (40), 

d^i  d% 

^  +  0.458  -rr,  +  0.0106  i  -  10.6  =  0. 
oJt  dU 


i  =  i^  +  Ae 


-a» 


(40) 


(41) 
(42) 


(43) 


(44) 


(45) 
(46) 


At-^ic?  -  0.458  a  +  0.0106)  +  0.0106 1,  -  10.6  -  tt 
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As  transient  and  permanent  tenus  must  each  equal  zero, 
i„  =  1000    and    a'  -  0.458  o  +  0.0106  =  0, 
wherefrom  a  =  0.229  ±  0.205; 

the  roots  are         a,  =  0.024    and    o,  =  0.434; 
then  we  have 

t  =  1000  +  A,r''»'  +  A^-'"*"  (47) 

and 

I,  =2.45A,e-°'"*-0.55X^-'-"".  (48) 

With  terminal  conditions  (?  =  0,  i  —  0,  and  i^  =  0, 

^,  =  -  183    and    A,  ^  ~  817. 

If  0  =  2nft  =  377.5,  we  have 

i  =  1000  -  183s-'''"-  817  E-'"', 

i,  =  -450  tr""  -  £-"'},  I-  (49) 

and  e  =  750  -127  f-""-  73""'. 


,..,., -u. 

^-' " 
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ssait      ' 
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Fig.  41.    BuUdiDg  up  of  feeder  voltage  by  seriet  booster. 

In  the  absence  of  a  secondary  circuit,  or  »dth  laminated  fidd 
poles,  equation  (39)  would  assume  the  form  t,  =  0,  or 

'*-  (50) 


(51) 


5i)0  +  0.2»  -  0.751  +  1.7^. 

00 

hence, 

^  -  0.323  (1000  -  i) 
off 

and 

i  -  1000  (1  -  £-•■■»'); 

or 

i  -  1000  (1  -  .-">')  I 

and 

e  -  7S0  -  200  <-"'; 
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that  is,  the  e.m.f.,  e,  approaches  final  conditions  at  a  more  rapid 
rate. 

Fig.  41  shows  the  curves  of  the  e.ra.f.,  c,  for  the  two  conditions, 
namely,  solid  field  poles,  (49),  and  laminated  field  poles,  (51). 

(B)  MUTUAL  INDUCTANCE  IN  CIRCUITS  CONTAINING  SELF- 
INDUCTANCE  AND  CAPACITY. 

92.  The  general  eqations  of  such  a  pair  of  circuits,  (I)  and 
(2),  differentiated  to  eliminate  the  integral  give 

and 

de^  .  dij  (Pi  J  <Pi^ 

•^  =  ^c.^2  +  ^^+^2^   +^m^'  (53) 

and  the  potential  differences  at  the  condensers,  from  (1)  and  (2), 
are 


and 


/di  di 

h do  =  e^-  r^i^ ^  ^^Id  "  ^'^'dd'         ^^^^ 

If  now  the  impressed  e.m.fs.,  e^  and  c^,  contain  no  transient 
term,  that  is,  if  the  transient  values  of  currents  ij  and  i^  exert 
Qo  appreciable  reaction  on  the  source  of  e.m.f.,  and  if  i/  and  i/ 
are  the  permanent  terms  of  current,  then,  substituting  t/  and 
"^V  in  equations  (52)  and  (53),  and  subtracting  the  result  of  this 
substitution  from  (52)  and  (53),  gives  the  equations  of  the 
transient  terras  of  the  currents  ij  and  i,,  thus : 

d^i  dFL  d^i^  ,^^, 

O'V^  +  '-.^  +  ^.^+^-d^  (56) 

and 

0  =  x,t,  +  r,-  +  x,— +  x,„  — •  (57) 

If  the  impressed  e.m.fs.,  e^  and  c.,  are  constant,  -—  and  -3I 

du  off 
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equal  zero,  and  equations  (52)  and  (53)  assume  the  form  (56) 
and  (57);  that  is,  equations  (56)  and  (57)  are  the  differential 
equations  of  the  transient  terms,  for  the  general  ease  of  any 
e.m.fs.,  Ci  and  6„  which  have  no  transient  terms,  and  are  the 
general  differential  equations  of  the  ease  of  constant  impressed 
e.m.fs.,  6j  and  6,. 
From  (56)  it  follows  that 

Differentiating  equation  (57)  twice,  and  substituting  therrin 
(58),  gives 

(XjX,  -  xj)  —  +  {r,x,  +  r,x  J  ^  +  (x,,x,  +  x^^  +  r^r;)  — 

di 
+  (^c/2  +  Wi)  ^  +  ^c^^c,  i  =  0.  (59) 

This  is  a  differential  equation  of  fourth  order,  symmetrical  in 
r^x^Xc^  and  r^^x^^,  which  therefore  applies  to  both  currents, 
i\  and  i,. 

The  expressions  of  the  two  currents  t\  and  i,  therefore  differ 
only  by  their  integration  constants,  as  determined  by  the  ter- 
minal conditions. 

Equation  (59)  is  integrated  by 

i  =  Ae-^  (60) 

and  substituting  (60)  in  (59)  gives  for  the  determination  of  the 
exponent  a  the  quartic  equation 

(x^Xj  -  x^')  a'  -  (r^x,  -f  r^x^)  a'  +  (x,,x,  +  x^  +  rir,)a^ 
-  {^cTj  +  x,/i)  a  -f  x,,x,,  =  0, 
or 

XjXj       x^  ^1*^2      ^»» 

The  solution  of  this  quartic  equation  gives  four  values  of  a, 
and  thus  gives 

i  =  A,r^^'  +  ^,6-^+  A^-^^H-  A^-***'.  (62) 
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The  rootSy  a,  may  be  real,  or  two  real  and  two  imaginary,  or 
all  imaginary,  and  the  solution  of  the  equation  by  approxima- 
tion therefore  is  difficult. 

In  the  most  important  case,  where  the  resistance,  r,  is  small 
compared  with  the  reactances  x  and  x^  —  and  which  is  the  only 
case  where  the  transient  terms  are  prominent  in  intensity  and 
duration,  and  therefore  of  interest  —  as  in  the  transformer  and 
the  induction  coil  or  Ruhmkorff  coil,  the  equation  (61)  can  be 
solved  by  a  simple  approximation. 

In  this  case,  tiie  roots,  a,  are  two  pairs  of  conjugate  imaginary 
numbers,  and  the  phenomenon  oscillatory. 

The  real  components  of  the  roots,  a,  must  be  positive,  since 
the  exponential  «"**•  must  decrease  with  increasing  0. 

The  four  roots  thus  can  be  written : 


^4  =  «a  +  i?v 


(63) 


where  a  and  p  are  positive  numbers. 

In  the  equation  (61),  the  coefficients  of  a*  and  a  are  small, 
since  they  contain  the  resistances  as  factor,  and  this  equation 
thus  can  be  approximated  by 

^  ^  5r&_±.^^2  _,.     ^c,Xe^  ^  ^  0;  (64) 

hence, 


that  is,  a*  is  negative,  having  two  roots, 

6,  =  -  ^,»    and    6,  =■  -  /?,*. 
This  gives  the  four  imaginary  roots  of  a  as  first  approximation: 

±  Wr  t  ^^^ 
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If  ttj,  ttj,  a,,  a^  are  the  four  roots  of  equation  (61),  this  equation 
can  be  written 

/(a)  =  ( a-  ttj)  (a  -  a,)  (a  -  a,)  (a  -  a  J  =  0; 

or,  substituting  (63), 

/(a)  =  {(a  -  a,)^  +  AM  {(a  -  a,)^  +  ^'J  =  0,    (67) 

and  comparing  (67)  with  (61)  gives  as  coefficients  of  a"  and  of  a, 

2  («.  +  «,)  =  '■'^  +  y; 

and  I  (68) 

2  (a^/  +  a^.')  =  %J^^' . 

and  since  p^*  and  ^/  are  given  by  (65)  and  (66)  as  roots  of  equa- 
tion (64),  cr„  cTj,  ^1,  ^„  and  hereby  the  four  roots  a^,  a,,  a,,  a^  of 
equation  (61)  are  approximated  by  (64),  (65),  (66),  (68). 

The  integration  constants  Aj,  A„  i4„  ^4^  now  follow  from  the 
terminal  conditions. 

93.  As  an  example  may  be  considered  the  operation  of  an 
inductorium,  or  Ruhmkorff  coil,  by  make  and  break  of  a  direct- 
current  battery  circuit,  with  a  condenser  shunting  the  break,  in 
the  usual  manner. 

Let  ej  =  10  volts  =  impressed  e.m.f. ;  r^  =  0.4  ohm  = 
resistance  of  primary  circuit,  giving  a  current,  at  closed  circuit 
and  in  stationary  condition,  of  %=  25  amp.;  rj=  0.2  ohm  = 
resistance  of  secondary  circuit,  reduced  to  the  primary  by  the 
square  of  the  ratio  of  primary  -^  secondary  turns  ;x^=  10  ohms 
=  primary  inductive  reactance;  x,  =  10  ohms  =  secondary 
inductive  reactance,  reduced  to  primary;  x^  ==  8  ohms  =  mutual 
inductive  reactance;  x^^  =  4000  ohms  =  primary  condensive 
reactance  of  the  condenser  shunting  the  break  of  the  interrupter 
in  the  battery  circuit,  and  x^  =  6000  ohms  =  secondary 
condensive  reactance,  due  to  the  capacity  of  the  terminals  and 
the  high  tension  winding. 

Substituting  these  values,  we  have 

6i  =  10  volts  Iq  =  25  amp. 

r,  =  0.4  ohm        x,  =  10  ohms        x^  =  4000  ohms 
'  •  (69) 

fj  =  0.2  ohm        Xj  =  10  ohms        x^  =  6000  ohms 

Xm  "="  8  ohms. 
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and 


or 

hence, 

and 


These  values  in  equation  (61)  give 

/  (a)  =  a'-  0.167  a^  +  2780a'-  89a  +  667,000  =  0,     (70) 

and  in  equation  (64)  they  give 

/^  (a)  =  a*  +  2780 o'  +  667,000  -0 

a«  =  -  (1390  zfc  H25) 

=  -2515, 

=  -265; 

P,  =  50.15 

^2  =  16.28. 

From  (68)  it  follows  that 

a,+a^  =  0.0833 
and  265  a^  +  2515  a2  =  44.5; 

hence,  a^  =  0.073, 

a,  =  0.010. 

Introducing  for  the  exponentials  with  imaginary  exponents  the 
trigonometric  functions  give 

i\  =  £-«^'{i4i  cos  50.15  ^ -f  .4,  sin  50.15^} 

4-  £-«^«»^{B,  cos  16.28^  -f  BjSin  16.28^} 

1,  =  e-«^'{Ci  cos  50.15  d  +  C^  sin  50.15  0} 

^  ^  -o^otf  I D^  cos  16.28  0  +  D^  sin  16.28  0 }  ^ 

where  the  constants  C  and  D  depend  upon  A  and  B  by  equations 
(56),  (57),  or  (58),  thus: 
Substituting  (71)  into  (58), 


(71) 


8 


^4-4000/.  -f0.4|4-10f  =  0 


(58) 


gives  an  identity,  from  which,  by  equating  the  coefficients  of 
-"'^  cos  bO  and  €"*»*  sin  bO  to  zero,  result  four  equations,  in  the 


coefficients 


A,  B,  C.  D, 

J\.2  A>2   C'J   1-^2} 
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from  which  follows,  with  sufficient  approximation, 

At 0.95  C, 

Aj=  —  0.98  C,    I  _  , 

B,=  +1.57  A 
B,  =  +  1.57  D,; 

hence, 

t, 0.96  «-»«»»{ C,  cos  50.15  (?  +  C,  sin  50.15  5 } 

+  1.57  £-•«»»{  D,  cos  16.28  0  +  D^  sin  16.28  «} 

and  substituting  (71)  and  (73)  in  the  equations  of  the  condenser 
potential,  (54)  and  (55),  gives 

«/  =  10  +  79 e-»^*{C,  cos  50.15 (?  -  C,  sin  50.150} 

-  385  e-"""*}  Z),  cos  16.28  0  -  D^  sin  16.28  5} 

(74) 
e/  =  118  e-»^*{C,  cos  50.15  0  -C^sin  50.15  6] 

+  367  «-•*'•*{  D,  cos  16.280  -  A  sin  16.28  0} 

M.  Substituting  now  the  terminal  conditions  of  the  circuit : 
At  the  moment  where  the  interrupter  opens  the  primary 

circuit  the  current  in  this  circuit  is  i.  =  ^  =  25  amp.    The 

condenser  in  the  primary  circuit,  which  is  shunted  across  the 
break,  was  short-circuited  before  the  break,  hence  of  zero  poten- 
tial difference.     The  secondary  circuit  was  dead.     This  then 
gives  the  conditions  (9  =  0;  t,  =  25,  tj  =  0,  c/  =  0,  and  e/  =  0. 
Substituting  these  values  in  equations  (71),  (73),  (74)  gives 

25=  -0.95    C, +  1.58D. 
0  =  C,  +         A 

0  =  10  +  79  C,  -  385  A 


hence 


0  =  118C,  +367  A 

Ct 10 

C, 0.05  ^  0 

A  =  +  10 

A  =  +  0.016  ^  0, 
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kiid 

i\  =  9.6  £-°^'  cos  50.15  0  -f  15.7  e-^»«'  cos  16.28  0 


(75) 


t,  =  -10  £-^^'  COS  50.15  ^  +  10  £-«^«'  COB  16.28  0 

f/  =  10  +  790  e-^"^'  sin  50.15  0  +  3850  £-^^^'  sin  16.28  0 

f/  =  1180  £-«^'  sin  50.15  0  -  3670  £-«^'«'  sin  16.28  /? 

Approximately  therefore  we  have 

I,  =  9.6  £-«^^  cos  50.15  /?  +  15.7  e-^"^^^  cos  16.28  fl 
I,  =  -10{£-«^^  cos  50.15  ^  -  £"-«^«*  cos  16.28  tf } 
>/  =  3850  £-^^«''  sin  16.28  0 
^4  =  -3670  e-«^'  sin  16.28  ^. 

The  two  frequencies  of  oscillation  are  3009  and  977  cycles 
3er  sec,  hence  rather  low. 

The  secondary  terminal  voltage  has  a  maximum  of  nearly 
1000,  reduced  to  Ihe  primary,  or  400  times  as  large  as  corre- 
jponds  to  the  ratio  of  turns. 

In  this  particular  instance,  the  frequency  3009  is  nearly 
(uppressed,  and  the  main  oscillation  is  of  the  frequency  977. 


CHAPTER  XI. 

GENERAL  SYSTEM  OF  CIRCUITS. 

(A)  CIRCUITS  CONTAINING  RESISTANCE  AND  INDUCTANCE 

ONLY. 

96.  Let,  upon  a  general  system  or  network  of  circuits  con- 
nected with  each  other  directly  or  inductively,  and  containing 
resistance  and  inductance,  but  no  capacity,  a  system  of  e.m.fs., 
6y  be  impressed.  These  e.m.fs.  may  be  of  any  frequency  or 
wave  shape,  or  may  be  continuous  or  an)rthing  else,  but  are 
supposed  to  be  given  by  their  equations.  They  may  be  free  of 
transient  terms,  or  may  contain  transient  terms  depending  upon 
the  currents  in  the  system.  In  the  latter  case,  the  dependency 
of  the  e.m.f.  upon  the  currents  must  obviously  be  given. 

Then,  in  each  branch  circuit, 

where  e  =  total  impressed  e.m.f.;  r  =  resistance;  L  =  induc- 
tance, of  the  circuit  or  branch  of  circuit  traversed  by  current  i, 
and  Mi  =  mutual  inductance  of  this  circuit  with  any  circuit  in 
inductive  relation  thereto  and  traversed  by  current  1^. 

The  currents  in  the  different  branch  circuits  of  the  system 
depend  upon  each  other  by  KirchhofiF's  law, 


2^  =  0 


(2) 


at  every  branching  point  of  the  system. 

By  equation  (2)  many  of  the  currents  can  be  eliminated  by 
expressing  them  in  terms  of  the  other  currents,  but  a  certain 
number  of  independent  currents  are  left. 

Let  n  =  the  number  of  independent  currents,  denoting  these 
currents  by  i.,  where  #c  =  1,  2, . . .  n.  (3) 

Usually,  from  physical  considerations,  the  number  of  inde- 
pendent currents  of  the  system,  n,  can  immediately  be  given. 
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For  these  n  currents  i^,  n  independent  diflferential  equations 
of  form  (1)  can  be  written  down,  between  the  impressed  e.m.fs. 
Cy  or  their  combinations,  and  cmrents  which  are  expressed  by 
the  n  independent  currents  i^.  They  are  given  by  applying 
equation  (1)  to  a  closed  circuit  or  ring  in  the  system. 

These  equations  are  of  the  form 

where  5  =  1,  2, ...  n, 

where  the  v?  coeflScients  6^'  are  of  the  dimension  of  resistance )  ,-v 
and  the  n'  coeflScients  c.«  of  the  dimension  of  inductance.        )  ^ 

These  n  simultaneous  differential  equations  of  n  variables  i, 
are  integrated  by  the  equations 


(4) 


m 


t.=  i/  +  2'    4i'e-%  (6) 

1 

where  i/  is  the  stationary  value  of  current  i,,  reached  for  <  =  oo . 
Substituting  (6)  in  (4)  givas 


di/ 
1  1  ^        r  1 


^« -  S'  ^«'^" -  2«  <^^'^  -  2'  vS**  A^'^-""^  +  S'  c^' 


m 


X<  a,A,'£-V  =  o.  (7) 

For  i  =  00 ,  this  equation  becomes 


n 


-     — '      -       ■'  " 


-S«  vtv-2«  ^«'^=o-  (8) 


1  1  ^ 


These  n  equations  (8)  determine  the  stationary  components 
of  the  n  currents,  i/. 

Subtracting  (8)  from  (7)  gives,  for  the  transient  components 
of  currents  t„ 


m 


1 

the  n  equations 


m  n  m 


S-  6.«  J.  .!/«-  -^  -  2«  c.'  2'  o,A .««-»/  =  0.      (10) 
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Reversing  the  order  of  summation  in  (10)  gives 


m 


X^  e-v2«  A^K' -  afi^^)  ^  0. 


(11) 


The  n  equations  (11)  must  be  identities,  that  is,  the  coeflBcients 
of  €"**»*  must  individually  disappear.  Each  equation  (11)  thus 
gives  m  equations  between  the  constants  a,  il,  6,  c,  for  t  =  1, 
2, . . .  m,  and  since  n  equations  (11)  exist,  we  get  altogether  mn 
equations  of  the  form 


where 


5 «  a:  (6.'  -  a,c^^)  =  0, 


5  =  1,  2,  3,. . .  n    and    i  =  1,  2,  3,. . .  m. 


(12) 


In  addition  hereto,  the  n  terminal  conditions,  or  values  of 
current  i/'  for  t  =  0:  i,®,  give  by  substitution  in  (9)  n  further 
equations. 


m 


h'-X<A,\ 


(13) 


There  thus  exist  (mn  +  n)  equations  for  the  determination 
of  the  mn  constants  A^*  and  the  m  constants  a^-,  or  altogether 
(mn  +  m)  constants.    That  is. 


and 


m  =  n 


K  =  i/  +  S'  A^ 


'  e-"'. 


(14) 
(15) 


where 


and 


X'  A-  (6/  -  aA')  =  0; 


1 
n 


X '  ^'  =  i'"' 


g  =  1,  2, . . .  n, 

fC       ^^         l.y       ^y       m       •       •      7fr, 

1/   ^   A,  ^,  «  •  •  7l». 


(16) 


(17) 


(18) 
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Each  of  the  n  sets  of  n  linear  homogeneous  equations  in 
Ai"  (16)  which  contains  the  same  index  i  gives  by  elimination 
of  Ai"  the  same  determinant: 


I1&.'-«a1I  = 


K 


o.«j'.  ^'-o.«j'.  bt*-afi* ...  6," 
a.c,*,  b*-afi*,  6,*-o,«,» . . .  6,» 


V  -  o.««' ,  K*  -  o.<»*,  V  -  o.«»*  •••&„"-  a,«»" 


■0.  (19) 


Thus  the  n  values  of  a,-  are  the  n  roots  of  the  equation  of  nth 
degree  (19),  and  determined  by  solving  this  equation. 

Substituting  these  n  values  of  a^  in  the  equations  (IG)  gives 
n'  linear  homogeneous  equations  in  A',  of  which  n  (n  —  1)  are 
independent  equations,  and  these  n  {n  —  1)  independent  equa- 
tions together  with  the  n  equations  (17)  give  the  n*  linear 
equations  required  for  the  determination  of  the  n*  con- 
stants Al". 

The  problem  of  determining  the  equations  of  the  phenomena 
in  starting,  or  in  any  other  way  changing  the  circuit  conditions, 
in  a  general  S3rstem  containing  only  resistance  and  inductance, 
with  n  independent  currents  and  such  impressed  e.m.fs.,  c^, 
that  the  equations  of  stationary  condition, 

i/  -  /.  (0, 

can  be  solved,  still  depends  upon  the  solution  of  an  equation  of 
nth  degree,  in  the  exponents  a^-  of  the  exponential  functions 
which  represent  the  transient  term. 

96.  As  an  example  of  the  application  of  this  method  may 
be  considered  the  following  case,  sketched  diagrammatically  in 
Fig.  42: 

An  alternator  of  e.m.f.  E  cos  {0  —  0^)  feeds  over  resistance 
r^  the  primary  of  a  transformer  of  mutual  reactance  Xm-  The 
secondary  of  this  transformer  feeds  over  resistances  r,  and  r, 
the  primary  of  a  second  transformer  of  mutual  reactance  Xmo) 
and  the  secondary  of  this  second  transformer  is  closed  by  resist- 
ance r^.  Across  the  circuit  between  the  two  transformers  and 
the  two  resistances  r,  and  r„  is  connected  a  continuous-current 
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e.m.f.,  e^f  as  a  battery,  in  series  with  an  inductive  reactance  x. 
The  transformers  obviously  must  be  such  as  not  to  be  saturated 
magnetically  by  the  component  of  continuous  current  which 
traverses  them,  must  for  instance  be  open  core  transformers. 


ii 


Eoo.(tf-fl) 


'i  P i* 


1 


r.  r. 


Xm. 


Fig.  42.     Alternating-current  circnit  containing  mutual  and  self-inductiTe 

reactance,  resistance  and  continuous  e.m.f. 


Let  ip  ij,  I'o,  I,,  1*4  =  currents  in  the  different  circuits;  then,  at 
the  dividing  point  P,  by  equation  (2)  we  have 


hence. 


io  +  h  -  ^*.  =  0; 


^0  ■"  ''^s  ~  hy 


leaving  four  independent  currents  t\,  i^,  i,,  i^. 
This  gives  four  equations  (4) : 


di 


=  0, 


^0  ^^2  ^ 


'tn 


do 
.  ^         di^ 


\de     del 
Km     del 


0, 


and 


di 


-  r^tt  -  X 


mo 


do 


r'  =  0. 


(20) 


(21) 


If  now  t/,  tj',  t'„  t/  are  the  permanent  terms  of  current,  by 
substituting  these  into  (21)  and  subtraction,  the  equations  of 
the  transient  terms  rearranged  are: 
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q:    «=  1 
1 


r,tj 


+x„-rr 


di, 


Xm  ,  _  "t"  Tjlj  *r  X 


dt, 

dt, 
d0 


—  X  — 

dd 


0, 


=0, 


dd 

di,        . 
dtf  * 


=0. 


These  equations  integrated  by 


(22) 


«      // 


=  ij<^<'e-"«* 


(23) 


^ve  for  the  determination  of  the  exponents  a,  the  determinant 
(19): 

0  0 

ax  0 

0  ax        r,  —  ax    —  ax. 


-  <«m    r,  -  OX 


0 


0 


WIq 


-  ^mo  ^i 


=  0; 


(24) 


or,  resolved, 

-  (WT,r4  (r,  +  r,)  +  r^r/jf^  =  0.  (25) 

Assuming  now  the  numerical  values, 


(26) 


equation  (25)  gives 

/  =  a*  +  11  o'  -  0.11  a'  -  0.2  a  +  0.001  =  0.  (27) 

The  sixteen  coefficients, 

A,%    1  =  1,2,3,4,    i  =  l,2,3,4, 

are  now  determined  by  the  16  independent  linear  equations  (12) 
and  (13). 


r,  =    1 

x„  =    10 

r,  =    1 

x„o  =     10 

»■,=    1 

X  =  100 

r«  =  10 

1 
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(B)  CIRCUITS  CONTAINING  RESISTANCE,  SELF-INDUCTANCE, 
MUTUAL  INDUCTANCE  AND  CAPACITY. 

97.  The  general  method  of  dealing  with  such  a  system  is  the 
same  as  in  (A). 
Kirchhoff's  equation  (1)  is  of  the  form 

e-„-I,|-2.itf,f-l/.*-0.         (28) 

Eliminating  now  all  the  currents  which  can  be  expressed 
in  terms  of  other  currents,  by  means  of  equation  (2),  leaves 
n  independent  currents : 

X^y  fC       ^       Xj      ^y     •      •      •     ft. 

Substituting  these  currents  i^  in  equations  (28)  gives  7i  inde- 
pendent equations  of  the  form 

e,  -  i;«  6A  -    X«  c.«^  -  2«  gj'fi^  (ft  =  0.     (29) 

Resolving  these  equations  for  /  i^  dt  gives 

e/^^fi^dt^  S^+X^^'  +  X^^  (30) 

as  the  equations  of  the  potential  differences  at  the  condensers. 
Differentiating  (29)  gives 

de  n  **  /7i*  **  /Pi' 

^-2-,.H.-2.V^-2-e.-^-0,        (31, 

where  5  =  1,  2, ...  n. 

By  the  same  reasoning  as  before,  the  solution  of  these  equa- 
tions (31)  can  be  spUt  into  two  components,  a  permanent  term, 

i/  =  /  (0,  (32) 

and  a  transient  term,  which  disappears  for  <  =  oo ,  and  is  given 
by  the  n  simultaneous  differential  equations  of  second  order, 
thus: 

i-|rt+vf+c..fj-0.  (33) 
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These  equations  are  integrated  by 


m 


%  =  X'  ^i''"^' 


(34) 


Substituting  (34)  in  (33)  gives 


1  1  '  ^ 


(35) 


where 


(36) 


g  =  1,  2, . . .  n, 
/«  =  1,  2,  ,  . .  n, 
and  i  =  1,  2, . . .  m. 

Reversing  in  these  n  equations  the  order  of  summation, 

Xi  £--/  X«  A,'  j  ff/  -  a,V  +  aX'  i  -  0,        (37) 

and  this  gives,  as  identity,  the  mn  equations  for  the  detennina- 
tion  of  the  constants : 

X«  ^i*  j?.'-a,V  +  aiV|=  0, 


where 


(38) 


g  =  1,  2,  , . .  n    and    i  =  1,  2,  ...  m. 

In  addition  to  these  mn  equations  (38),  two  sets  of  terminal 
conditions  exist,  depending  respectively  on  the  instantaneous 
current  and  the  instantaneous  condenser  potential  at  the  moment 
of  start. 

The  current  is 


m 


1 

and  the  condenser  potential  of  the  circuit  q  is 


(39) 


V  =  X'  ff^'/^'.  <*  =  «,-  S  '^'i'  -X'^'-^'  (40) 


hence,  for  1  =  0, 


m 


i,*  -  t/  +  X'  ^i"' 


(41) 


176  TRANSIENT  PHENOMENA 

where  #c  =  1,  2, . . .  n, 

and  e/  =  e,  -  2«  6,V  -  2'^.'  ^'  ,  (42) 

where,  3  =  1,  2  ...  n; 

or,  substituting  (39)  in  (40),  and  then  putting  t  =  0, 


p  ^ 
^q 


n         m 


-  X'  S''  ^•''(^«'  -  «.''«')•  <-*3) 


1       1 


As  seen,  in  (41)  and  (43),  the  first  term  is  the  instantaneous 
value  of  the  permanent  current  i\  and  condenser  potential  e,'. 

These  two  sets  of  n  equations  each,  given  by  the  terminal 
conditions  of  the  current,  i\  =  z,®  (42),  and  condenser  potential, 
6/  =  e^®  (43),  together  with  the  mn  equations  (38),  give  a  total 
of  {mn  +  2  n)  equations  for  the  determination  of  the  mn  con- 
stants -4^"  and  the  in  constants  a^,  that  is,  a  total  of  {mn  +  m) 
constants. 

From 

mn  +  2  n  =  mn  +  m 

it  follows  that 

m  =  2  n.  (44) 

We  have,  then,  2  n  constants,  a,,  giving  the  coeflBcients  in  the 
exponents  of  the  2n  exponential  transient  terms,  and  2n' 
coeflBcients,  A',  and    for   their  determination  2n*  equations, 

n 

2«  a:  (g^^  -  a,V  +  fliV)  =  0,  (45) 


n  equations. 


2n 


S*  ^i   =  ^A  (46) 


and  n  equations, 


2n 


2'  X*  ^i"  (^'  -  «A')  -  V>  (47) 


1  1 
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where 


V 


=[e,-i^.'^4j 


(48) 


or  the  difference  between  the  condenser  potential  required  by 
the  permanent  term  and  the  actual  condenser  potential  at  time 
t  =  0,  where 

5  =  1,  2,  3,  ...  n, 


and 


/C         1^        Jiy       Oj        ...      ft  J 

i  =  1,  2,  3, . . .  2  n. 


(49) 


Eliminating  A^*  from  the  equations  (45)  gives  for  each  of  the 
2  n  sets  of  n  equations  which  have  the  same  a^  the  determinant : 


g^-a.b^+a^c^,  g^-a.b^+a.^c^, . . .  g," 


gn-O'ibn+O'i'Cny  gn  -(^f>n  ^f^i^ny  '  •  -  ffn^-^tV  +  aX' 


=  0.(50) 


The  2  n  values  of  a^  thus  are  the  roots  of  an  equation  of  2  nth 
order. 

Substituting  these  values  of  a,  in  equations  (45),  (46),  (47), 
leaves  2  n  (n  —  1)  independent  equations  (45)  and  2  n  inde- 
pendent equations  (46)  and  (47),  or  a  total  of  2  n^  linear  equa- 
tions, for  the  determination  of  the  2  n'  constants  A^,  which  now 
can  easily  be  solved. 

The  roots  of  equation  (50)  may  either  be  real  or  may  be  com- 
plex imaginary,  and  in  the  latter  case  each  pair  of  conjugate 
roots  gives  by  eUmination  of  the  imaginary  form  an  electric 
oscillation. 

That  is,  the  solution  of  the  problem  of  n  independent  circuits 
leads  to  n  transient  terms,  each  of  which  may  be  either  an 
oscillation  or  a  pair  of  exponential  functions. 

98.  The  preceding  discussion  gives  the  general  method  of  the 
determination  of  the  transient  phenomena  occurring  in  any 
system  or  net  work  of  circuits  containing  resistances,  self-indue- 
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tances  and  mutual  inductances  and  capacities,  and  impressed  and 
counter  e.m.fs.  of  any  frequency  or  wave  shape,  alternating  or  con- 
tinuous. 
It  presupposes,  however, 

(1)  That  the  solution  of  the  system  for  the  permanent  terms 
of  currents  and  e.m.fs.  is  given. 

(2)  That,  if  the  impressed  e.m.fs.  contain  transient  terms 
depending  upon  the  currents  in  the  system,  these  transient 
terms  of  impressed  or  counter  e.m.fs.  are  given  as  linear  functions 
of  the  currents  or  of  their  differential  coeflBcients,  that  is,  the 
rate  of  change  of  the  currents. 

(3)  That  resistance,  inductance,  and  capacity  are  constant 
quantities,  and  for  instance  magnetic  saturation  does  not  appear. 

The  determination  of  the  transient  terms  requires  the  solution 
of  an  equation  of  2  nth  degree,  which  is  lowered  by  one  degree 
for  every  independent  circuit  which  contains  no  capacity. 

Thus,  for  instance,  a  divided  circuit  having  capacity  in  either 
branch  leads  to  a  quartic  equation.  A  transmission  line  loaded 
with  inductive  or  non-inductive  load,  when  representing  the 
capacity  of  the  line  by  a  condenser  shunted  across  its  middle, 
leads  to  a  cubic  equation. 


CHAPTER  Xn. 

MAGNETIC    SATURATION  AND    HYSTERESIS    IN    ALTERNAT- 

INQ-CURRENT  CIRCUITS. 

99,  If  an  alternating  e.m.f.  is  impressed  upon  a  circuit  con- 
taining resistance  and  inductance,  the  current  and  thereby  the 
magnetic  flux  produced  by  the  current  assume  their  final  or 
permanent  values  immediately  only  in  case  the  circuit  is  closed 
at  that  point  of  the  e.m.f.  wave  at  which  the  permanent  current 
is  zero.  Closing  the  circuit  at  any  other  point  of  the  e.m.f.  wave 
produces  a  transient  term  of  current  and  of  magnetic  flux.  So 
for  instance,  if  the  circuit  is  closed  when  the  current  i  should 
have  its  negative  maximum  value  --  7^,  and  therefore  the 
magnetic  flux  and  the  magnetic  flux  density  also  be  at  their 
negative  maximum  value  —  *o  ^^^  ""  ®o  —  ^^at  is,  in  an 
inductive  circuit,  near  the  zero  value  of  the  decreasing  e.m.f. 
wave  —  during  the  first  half  wave  of  e.m.f.  the  magnetic  flux, 
which  generates  the  counter  e.m.f.,  should  vary  from  —  *j,  to 
-h  *j„  or  by  2  ^^;  hence,  starting  with  0,  to  generate  the  same 
counter  e.m.f.,  it  must  rise  to  +  2  *^,  that  is,  twice  its  permanent 
value,  and  so  the  current  i  also  rises,  at  constant  inductance  L, 
from  zero  to  twice  its  maximum  permanent  value,  2  7^,.  Since 
the  e.m.f.  consumed  by  the  resistance  during  the  variation  from 
0  to  2  7^,  is  greater  than  during  the  normal  variation  from  —  7^, 
to  +  7^,  less  e.m.f.  is  to  be  generated  by  the  change  of  magnetic 
flux,  that  is,  the  magnetic  flux  does  not  quite  rise  to  2  *^,  but 
remains  below  this  value  the  more,  the  higher  the  resistance  of 
the  circuit.  During  the  next  half  wave  the  e.m.f.  has  reversed, 
but  the  current  is  still  mostly  in  the  previous  direction,  and  the 
generated  e.m.f.  thus  must  give  the  resistance  drop,  that  is,  the 
total  variation  of  magnetic  flux  must  be  greater  than  2  ^^, 
the  more,  the  higher  the  resistance.  That  is,  starting  at  a  value 
somewhat  below  2  4>^,  it  decreases  below  zero,  and  reaches  a 
negative  value.  During  the  third  half  wave  the  magnetic  flux, 
starting  not  at  zero  as  in  the  first  half  wave,  but  at  a  negative 
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value,  thus  reaches  a  lower  positive  maximum,  and  thus  grad- 
ually, at  a  rate  depending  upon  the  resistance  of  the  circuit,  the 
waves  of  magnetic  flux  4>,  and  thereby  current  i,  approach  their 
final  permanent  or  symmetrical  cycles. 

100.  In  the  preceding,  the  assumption  has  been  made  that 
the  magnetic  flux,  *,  or  the  flux  density,  (B,  is  proportional  to 
the  current,  or  in  other  words,  that  the  inductance,  L,  is  con- 
stant. If  the  magnetic  circuit  interlinked  with  the  electric 
circuit  contains  iron,  and  especially  if  it  is  an  iron-clad  or  closed 
magnetic  circuit,  as  that  of  a  transformer,  the  current  is  not 
proportional  to  the  magnetic  flux  or  magnetic  flux  density,  but 
increases  for  high  values  of  flux  density  more  than  proportional, 
that  is,  the  flux  density  in  the  iron  reaches  a  finite  limiting  value. 
In  the  case  illustrated  above,  the  current  corresponding  to 
double  the  normal  maximum  magnetic  flux,  *^,  or  flux  density, 
(B^,  may  be  many  times  greater  than  twice  the  normal  maximum 
current,  I^.  For  instance,  if  the  maximum  permanent  current 
is  /j,  =  4.5  amperes,  the  maximum  permanent  flux  deniuty, 
(Bj,  —  10,000,  and  the  circuit  closed,  as  above,  at  that  point  of 
the  e.m.f.  wave  where  the  flux  density  should  have  its  negative 
maximum,  —  (B^  =  —  10,000,  but  the  actual  flux  density  is  0, 
during  the  first  half  wave  of  e.m.f.,  the  flux  density,  when 
neglecting  the  resistance  of  the  electric  circuit,  should  rise  from 
0  to  2  (B^  =  20,000,  and  at  this  high  value  of  saturation  the 
corresponding  current  maximum  would  be,  by  the  magnetic 
cycle.  Fig.  43,  200  amperes,  that  is,  not  twice  but  44.5  times 
the  normal  value.  With  such  excessive  values  of  current,  the 
e.m.f.  consumed  by  resistance  would  be  in  general  considerable, 
and  the  e.m.f.  consumed  by  inductance,  and  therefore  the 
variation  of  magnetic  flux  density,  considerably  decreased,  that 
is,  the  maximum  magnetic  flux  density  would  not  rise  to  20,000, 
but  remain  considerably  below  this  value.  The  maximum 
current,  however,  would  be  still  very  much  greater  than  twice 
the  normal  maximum.  That  is,  in  an  iron-clad  circuit,  in  start- 
ing, the  transient  term  of  current  may  rise  to  values  relatively 
very  much  higher  than  in  air  magnetic  circuits.  While  in  the 
latter  it  is  limited  to  twice  the  normal  value,  in  the  iron-clad  cir- 
cuit, if  the  magnetic  flux  density  reaches  into  the  range  of  mag- 
netic saturation,  very  much  higher  values  of  transient  current  are 
found.    Due  to  the  far  greater  effect  of  the  resistance  with  such 
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excessive  values  of  current,  the  transient  term  of  current  during 
the  first  half  waves  decreases  at  a  more  rapid  rate ;  due  to  the 
lack  of  proportionality  between  current  and  magnetic  flux 
density,  the  transient  term  does  not  follow  the  exponential  law 
any  more. 

101.  In  an  iron-clad  magnetic  circuit,  the  current  is  not  only 
not  proportional  to  the  magnetic  flux  density,  but  the  same 
magnetic  flux  density  can  be  produced  by  different  currents,  or 
with  the  same  current  the  flux  density  can  have  very  difi'erent 
values,  depending  on  the  point  of  the  hysteresis  cycle.  Therefore 
the  magnetic  flux  density  for  zero  current  may  equal  zero,  or,  on 
the  decreasing  branch  of  the  hysteresis  cycle,  Kg.  43,  may  be 
+  7600,  or,  on  the  increasing  branch,  —  7600.  Thus,  when 
closing  the  electric  circuit  energizing  an  iron-clad  magnetic 
circuit,  as  a  transformer,  at  the  moment  of  zero  current,  the 
magnetic  flux  density  may  not  be  zero,  but  may  still  have  a  high 
value,  as  remanent  magnetism.  For  instance,  closing  the 
circuit  at  the  point  of  the  e.m.f.  wave  where  the  permanent 
wave  of  magnetic  flux  density  would  have  its  negative  maximum 
value,  —  ®o  =  ~"  10,000,  the  actual  density  at  this  moment  may 
be  (B,.  =  -h  7600,  the  remanent  magnetism  of  the  cycle.  '  During 
the  first  half  wave  of  impressed  e.m.f.  the  variation  of  flux 
density  by  2  CB^,  as  required  to  generate  the  counter  e.m.f.,  when 
neglecting  the  resistance,  would  bring  the  positive  maximum  of 
flux  density  up  to  (B^  -h  2  (B^  =  27,600,  requiring  1880  amperes 
maximum  current,  or  420  times  the  normal  current.  Obviously, 
no  such  rise  could  occur,  since  the  resistance  of  the  circuit  would 
consume  a  considerable  part  of  the  e.m.f.,  and  so  lower  the  flux 
density  by  reducing  the  e.m.f.  consumed  by  inductance. 

It  is  obvious,  however,  that  excessive  values  of  transient 
current  may  occur  in  transformers  and  other  iron-clad  magnetic 
circuits. 

102.  When  disconnecting  a  transformer,  its  current  becomes 
zero,  that  is,  the  magnetic  flux  density  is  left  at  the  value  of  the 
remanent  magnetism  ±  (B,.,  and  during  the  period  of  rest  morfe 
or  less  decreases  spontaneously  towards  zero.  Hence,  in  con- 
necting a  transformer  into  circuit  its  flux  density  may  be  any- 
where between  +  (Br  and  —  (Br-  The  maximum  magnetic  flux 
density  during  the  first  half  cycle  of  impressed  e.m.f.  therefore  is 
produced  if  the  circuit  is  closed  at  the  moment  where  the  per- 
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manent  value  of  the  flux  density  should  be  a  maximum,  ±  (B^, 
and  the  actual  density  in  this  moment  is  the  remanent  magnetism 
in  opposite  direction,  T  (Br,  and  the  maximum  value  of 
density  which  could  occur  then  is  ±  (d^.  +  2  (S^^.  If  therefore 
the  maximiun  magnetic  flux  density  (Bq  in  the  transformer  is 
such  that  (Br  +  2  (Bo  is  still  below  saturation,  the  transient  term 
of  current  cannot  reach  abnormal  values.  At  (B  «  16,000,  the 
flux  density  is  about  at  the  bend  of  the  saturation  curve,  and 
the  current  still  moderate.  Estimating  (Br  =  0.75  (B^  as  approx- 
imate value,  (Br  +  2  (Bo  =  16,000  thus  gives  (B  =  5800,  or 
37,500  lines  of  magnetic  flux  per  square  inch. 

Such  low  maximum  density  is  uneconomical.  However,  for 
Br  =  0,  which  probably  more  nearly  represents  the  starting 
conditions  of  a  transformer,  which  has  been  disconnected  for 
some  time,  the  limit  is  Bo  =  8,000  or  51,600  lines  per  square 
inch,  and  at  least,  at  60  cycles,  in  well  designed  transformers, 
the  maximum  densities  do  not  very  much  exceed  this  value. 
With  a  large  starting  current,  not  only  the  resistance  of  the  cur- 
rent consumes  voltage,  but  the  self-inductive  or  leakage  flux  of 
the  transformer,  which  is  essentially  an  air  flux,  and  as  such  not 
limited  by  saturation,  also  consumes  voltage.  Furthermore, 
the  terminal  voltage  usually,  more  or  less,  drops  by  the  impedance 
between  transformer  and  generating  system,  and  as  a  result,  at 
least  in  60  cycle  circuits,  this  phenomenon  is  not  serious. 

103.  Since  the  relation  between  the  current,  t,  and  the  mag- 
netic flux  density,  (B,  is  empirically  given  by  the  magnetic  cycle 
of  the  material,  and  cannot  be  expressed  with  sufficient  accuracy 
by  a  mathematical  equation,  the  problem  of  determining  the 
transient  starting  current  of  a  transformer  is  investigated  by 
constructing  the  curves  of  current  and  magnetic  flux  density. 

Let  the  normal  magnetic  cycle  of  a  transformer  be  represented 
by  the  dotted  curve  in  Figs.  43  and  44;  the  characteristic  points 
are:  the  maximum  values,  ±  (Bo  =  ±  10,000;  the  remanent 
values,  ±  (Br  =  ±  7600,  and  the  maximum  exciting  current, 
tm  =  ±  4.5  amp. 

At  very  high  values  of  flux  density  an  appreciable  part  of  the 
total  magnetic  flux  *  may  be  carried  through  space,  outside  of 
the  iron,  depending  on  the  construction  of  the  transformer. 
The  most  convenient  way  of  dealing  with  such  a  case  is  to 
resolve  the  magnetic  flux  density,  (B,  in  the  iron  into  the  "metallic 
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flux  den^ty, "  (A'  =  &  —  X,  which  reaches  a  fmite  Umiting 
value,  and  the  density  in  space,  3C.  The  total  magnetic  flux 
then  consists  of  the  flux  carried  by  the  molecules  of  the  iron, 
♦'  =  A'&',  where  A'  is  the  section  of  the  iron  circuit,  and  the 
space  flux,  ♦"  "  A"X,  where  A"  is  the  total  section  interlinlced 
with  the  electric  circuit,  including  iron  as  well  as  other  space. 
*=♦'  +  ♦"=  A'«'  +  A"X. 

If  then  A"  =  kA',  that  is,  the  total  apace  inside  of  the  coil  is 
k  times  the  space  filled  by  the  iron,  we  have 
♦  =  X'  («'  +  kx), 

or  the  total  magnetic  flux  even  in  a  case  where  considerate 
stray  field  exists,  that  is,  magnetic  flux  can  pass  also  outside  of 
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the  iron,  can  be  calculated  by  considering  only  the  iron  section 
as  carrying  magnetic  flux,  but  using  as  curve  of  magnetic  flux 
density  not  the  usual  curve, 

&  =  (&'  +  X, 
but  a  curve  derived  therefrom, 

&  =  a,'  +  kx, 

where  k  =  ratio  of  total  section  to  iron  section. 

This,  for  instance,  is  the  usual  method  of  calculating  the 
m.m.f.  consumed  in  the  armature  teeth  of  commutating  machines 
at  very  high  saturations. 
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In  investigating  the  transient  transformer  starting  current, 
the  magnetic  density  curve  thus  is  corrected  for  the  stray  field. 

Figs.  43  and  45  correspond  to  A  =  3,  or  a  total  effective  air 
section  equal  to  three  times  the  iron  section,  that  is,  (B  =  ffl'  + 
3  3C. 

Rgs.  44  and  46  correspond  to  A:  =  25,  or  a  section  of  stray 
field  equal  to  25  times  the  iron  section,  that  is,  m  ••<£,'  +  25  X. 
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il  of  a  transformer.     High  stray  field. 


104.  At  very  high  values  of  curre.it  the  resistance  consumes 
a  considerable  voltage,  and  thus  reduces  the  e.m.f.  generated 
by  the  magnetic  flux,  and  thereby  the  maximum  magnetic  flux 
and  transient  current.  The  resistance,  which  comes  into  con- 
sideration here,  is  the  total  resistance  of  the  transformer  primary 
circuit  plus  leads  and  supply  lines,  back  to  the  point  where  the 
voltage  is  kept  constant,  as  generator,  busbars,  or  supply  mwn. 

Assuming  then  at  full  load  of  C  =  50  amperes  effective  in  the 
transformer,  a  resistance  drop  of  8  per  cent,  or  the  voltage  con- 
sumed by  the  resistance,  as  e^  =  0.08  of  the  impressed  e.m.f. 

Let  now  the  remanent  magnetic  8ux  density  be  (Br  =  +  7600, 
and  the  circuit  be  closed  at  the  moment  0  =  0,  where  the  flux 
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density  should  be  ®  =-  -©o  =  —  10,000;  then  the  impressed 
e.m.f.  is  given  by 

e Ewid  ^E^iooQd).  (1) 

off 

It  is,  however, 

where  A  and  C  are  constants;  that  is,  the  impressed  e.m.f.,  e,  is 
consumed  by  the  self-inductsmce,  or  the  e.m.f.  generated  by  the 

changing  magnetic  density,  which  is  proportional  to  37-,  and  by 

the  voltage  consumed  by  the  resistance,  which  is  proportional 
to  the  current  i. 
Combining  (1)  and  (2)  gives 

E 
However,  at  full  load,  we  have  --=.  =  eflfective  impressed 

\/2 
e.m.f.  and  im  =  50  amperes  =  effective  current;  hence 

Cim  =  50  C  =  e.m.f.  consumed  by  resistance, 
and  since  this  equals  e^  =  0.08  of  impressed  e.m.f., 

Cim  =  -4*' 
V2 

0.08  g 
or  50  C  =  — ;^-i 

V2 

From  (3)  follows 

d(&  =  ^dcoee-~de  (5) 


and 


fM^^rdoose-^fkdff', 


0  i9  ^0  JL^  0 
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hence,  for  i  =»  0,  or  negligible  resistance  drop,  that  is,  permanent 
condition, 

CB^  =  ^  =  10,000.  (6) 


Multiplying  (4)  and  (6)  ^ves 

C  6r(Bo 


K  =  11.3,  (7) 


A      Ei^V2 
and  substituting  (6)  and  (7)  in  (5)  gives 

d(B  =  (Bod  cos  e  -  ir^^^de 

=  10,000  d  cos  ^  -  11.3  1  d$.  (8) 

Changing  now  from  differential  to  difference,  that  is,  replac- 
ing, as  approximation,  d  by  A,  gives 

A®  =  (BoA  cos  ^  -  ir^^Ae 

=  10,000  A  cos  (?  -  11.3  ^^e.  (9) 

Assuming  now 

AS  =  10°  =  0.175  (10) 

gives  for  the  increment  of  magnetic  flux  density  during  10° 
change  of  angle  the  value 

A(B  =  10,000  A  cos  »  -  2 1  (11) 

and  (B  =  CB'  +  A(B 

=  CB'  +  10,000  A  cos  »  -  2  i.  (12) 

From  equation  (12)  the  instantaneous  values  of  magnetic 
flux  density  CB,  and  therefrom,  by  the  magnetic  cycles.  Figs.  43 
and  44,  respectively,  the  values  of  current  i  are  calculated,  by 
starting,  for  5  =  0,  with  the  remanent  density  (B'  =  (B^  =  7600, 
adding  thereto  the  change  of  cosine,  10,000  A  cos  5,  which  gives 
a  value  CB^  =  (B'  +  10,000  A  cos  0,  taking  the  corresponding 
value  of  i  from  the  hysteresis  cycle,  Figs.  43  and  44,  subtracting 
2 1  from  (Bj,  and  then  correcting  i  for  the  value  corresponding  to 
CB«(B,  -2t. 

The  quantity  2  i  is  appreciable  only  during  the  range  of  the 
curve  where  i  is  very  large. 
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106.  The  following  table  is  given  to  illustrate  the  beginning 
of  the  calculation  of  the  curve  for  low  stray  field. 


STARTING   CURRENT   OF   A  TRANSFORBfER. 


r 

OOfl  tf 

10  A  0O8  tf 

05,- 

• 

2»  X10-* 

(B 

0 

+  1  00 

7.6 

0 

10 

0  98 

+  0.2 

7.8 

1  0 

20 

0.94 

0.4 

8.2 

1.9 

30 

0  87 

0.7 

8.9 

2  9 

40 

0.77 

1.0 

9.9 

3.8 

•  ••••••- 

50 

0  64 

1.3 

11.2 

5  2 

60 

0  50 

1.4 

12.6 

7  3 

70 

0.34 

1.6 

14.2 

12.0 

80 

+  0  17 

1.7 

15.9 

27 

90 

0 

1.7 

17.6 

70 

0.1 

17.5 

100 

-0.17 

1.7 

19.2 

138 

0.3 

18.9 

110 

0.34 

1.7 

20.6 

220 

0.45 

20.15 

120 

0.50 

1.6 

21.75 

270 

0.55 

21.2 

130 

0.64 

1.4 

22.6 

450 

0.9 

21.7 

140 

0.77 

1.3 

23.0 

510 

1.0 

22.0 

150 

0.87 

1.0 

23.0 

510 

1.0 

22.0 

160 

0.94 

0.7 

22.7 

440 

0.9 

21.8 

170 

0.98 

0.4 

22.2 

350 

0.7 

21.5 

180 

1.00 

+  0.2 

21.7 

250 

0.5 

21.2 

190 

0.98 

-0.2 

21.0 

200 

0.4 

20.6 

200 

0.94 

0.4 

20.2 

180 

0.35 

19.85 

210 

0.87 

0.7 

19.15 

130 

0.25 

18.9 

220 

0.77 

1.0 

17.9 

76 

0.15 

17.76 

230 

0.64 

1.3 

16.45 

40 

0.2 

16.25 

240 

0.50 

1.4 

14.85 

14 

0.05 

14.8 

250 
260 
270 
280 
290 
300 
310 
320 
330 
340 
350 
360 

0.34 
-0.17 

0 
+  0.17 
0.34 
0.50 
0.64 
0.77 
0.87 
0.94 
0.98 
+  1.00 

1.6 
1.7 
1.7 
1.7 
1.7 
1.6 
1.4 
1.3 
1.0 
0.7 
0.4 
-0.2 

13.2 

11.5 

9.8 

8.1 

6.4 

4.8 

3.4 

2.1 

1.1 

.4 

0 

-.2 

7 

3.2 
-1.0 
-  .4 
-1.3 
-1.9 
-2.2 
-2.5 
-2.6 
-2.75 
-2.8 
-2.8 

........ 

• 

370 
380 
390 

0.98 
0.94 
0.87 

+  0.2 
0.4 
0.7 

0 
+  0.4 
11 

-1.3 
-0.5 
+  0.3 

400 
410 
420 
430 
440 

0.77 
0.64 
0.50 
0.34 
+  0  17 

1.0 
1.3 
1.4 
1.6 

1  7 

2.1 
3.5 
4.9 
6.5 
8.2 

1.0 
1.7 
2.2 
2.7 
3.3 

450 

0 

1.7 

9.9 

4.3 

460 

-0.17 

1.7 

11.6 

6.2 

470 

-0.34 

1.7 

13.3 

9.5 

480 

-0.50 

1.6 

14.9 

16.5 
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The  first  column  gives  angle  0, 

The  second  column  gives  cos  d, 

The  third  column  gives  AcB^  =  10  A  cos  d,  in  kilolines  per 
sq.  cm., 

The  fourth  column  gives  (B^  =  (B  +  AcBj, 

The  fifth  column  gives  i, 

The  sixth  colimm  gives  Dj  =  2  i  X  10"*,  and 

The  seventh  colujnn  gives  (B  =  (Bj  —  D^, 
I  in  the  fifth  column  being  chosen,  by  trial,  so  as  to  corre- 
spond, on  the  hysteresis  cycles,  not  to  (B^,  but  to  (B  =  (B^  —  D^. 

These  values  are  recorded  as  magnetic  cycles  on  Figs.  43  and 
44,  and  as  waves  of  flux  density,  current,  etc.,  in  Figs.  45  and  46. 

The  maximum  values  of  successive  half  waves  are : 


A.  Low  Stray  Field. 
*=  3 

B.  High  Stray  Field. 
*=  25 

• 

(R 

t» 

• 

(B 

t« 

0 

145° 

360° 

530° 

720° 

900° 

1080° 

1260° 

1440° 

1620° 

7.6 

22.0 
-    .2 

18.6 
-2.2 

18.0 
-2.8 

17.4 
-3.1 

16.9 

0 
510 
-2.8 
120 
-2.9 

92 
-3.0 

66 
-3.0 

50 

0 
160° 
360° 
530° 
720° 

7.6 
24.6 

+  2.0 
20.7 

-    .4 

0 
230 
-2.4 
117 
-2.7 

Permanent 

±10.0 

±4.5 

±10.0 

±4.5 

As  seen,  the  maximum  value  of  current  during  the  first  cycle, 
510,  is  more  than  one  hundred  times  the  final  value  4.5,  and  more 

than  7  times  the  maximum  value  of  the  full-load  current,  50V^ 
=  70.7  amperes,  and  the  transient  current  falls  below  full-load 
current  only  in  the  fourth  cycle.  That  is,  the  excessive  value  of 
transient  current  in  an  ironclad  circuit  lasts  for  a  considerable 
number  of  cycles. 

In  the  presence  of  iron  in  the  magnetic  field  of  electric  circuits, 
transient  terms  of  current  may  thus  occur  which  are  very  large 
compared  with  the  transient  terms  in  ironless  reactors,  which  do 
not  follow  the  exponential  curve,  can  usually  not  be  calculated 
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by  general  equations,  but  require  numerical  investjgatioa  by 
the  use  of  the  magnetic  cycles  of  the  iron. 

These  transient  terms  lead  to  excessive  current  values  only  if 
the  normal  magnetic  flux  density  exceeds  half  the  saturatiim 
value  of  the  iron,  and  so  are  most  noticeable  in  25-cycle  circuits. 


Fig.  47.    Suuiiiig  current  of  &  ItS-cy cle  traiLBformer. 

As  illustration  is  shown,  in  Fig.  47,  an  oscillogram  of  the 
starting  current  of  a  25-cycle  transfonner  having  a  resistance 
in  the  supply  circuit  somewhat  smaller  than  in  the  above 
instance,  thus  causing  a  still  longer  duration  of  the  tran^ent 
term  of  excessive  current. 

These  starting  transients  of  the  ironclad  inductance  at  high 
density  are  uneymmetrical  waves,  that  is,  successive  half  wave 
have  different  shapes,  and  when  resolved  into  a  trigonometric 
scries,  would  give  even  harmonics  as  well  as  the  odd  harmonics. 

Thus  the  first  wave  of  Fig.  45  can,  when  neglecting  the  tran- 
sient factor,  be  represented  by  the  series : 

i  =  +  108.3  -  183.8  cos  {6  +  28.0°) 

+  112.4  cos2  (fl  +  29.8")  -  53.1  cosS  {6  +  33.3°) 
+  27.2  cos  4{0  +  39.1°)  -  18.4  cos  5  (tf  +  38.1°) 
+  13.G  cos  6  {0  +  33.4°)  -  8.1  cos  7  ((?  +  32.7°) 
or,  substituting:  S  =  ^  +  150°,  gives: 

e  =  E  sin  (/3  +  150°) 
i  =  108.3  +  183.8  cos  (/?  -  2.0°)  +  112.4  cos  2  (^  -  0.2°) 
+  53.1  cos  3(^  +  3.3°)  +  27.2  cos  4  (/?  +  9.1°) 
+  18.4  cos  5  (j9  +  8.1°)  +  13.6  cos  6  (^  +  3.4°) 
+  8.1  cos  7  0?  +  2.7°). 
106.  An  approximate  estimate  of  the  initial  value  of  the  start- 
ing current  of  the  transformer,  at  least  of  its  magoitude  under 
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conditions  where  it  is  very  large,  can  be  made  by  separately  con- 
sidering the  iron  flux,  that  is  the  flux  Bo  carried  by  the  iron  proper, 
which  reaches  a  finite  saturation  value  of  about  S  =  21,000  lines 
per  cm.*,  and  the  air  flux  or  space  flux,  which  is  proportional  to 
the  current.  Also  neglecting  the  remanent  magnetism — which 
usually  is  small — ^that  is,  assuming  the  initial  magnetic  cycle 
performed  between  zero  and  a  maximum  of  flux  density. 

Let 

i  =  maximum  value  of  current 
^  =  total  maximum  magnetic  flux 
n  =  number  of  turns  of  transformer  circuit 
Zi  =  ri  +  jxi  =  impedance  of  transformer  circuit,  where 
X\  =  reactance  of  leakage  flux 

Zt  ^  Tt+  jxt  =  impedance    of    circuit    between   trans- 
former and  source  of  constant  voltage  Bq. 
Co  =  e£Fective  value  of  this  constant  voltage. 

The  voltage  consumed  by  a  variation  of  current  between  0 
and  t,  corresponding  to  an  e£Fective  value  of 


2\/2 
then  is: 

in  the  supply  lines: 

Ei  =  i'  (r,  -h  jxt) 

in  the  transformer  impedance: 

?i  =  i'  (ri  +  jxi) 

m 

by  the  magnetic  flux  f>,  at  frequency  /: 
thus  the  total  supply  voltage: 

jPo  =  -F  +  -Fi  +  -Fi 


=  (^»  +  r*)^^  +  j[(-^  +  -«)^  +  '^10-.] 
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and,  absolute: 

eo*  =  g  { (ri  +  r,)2  z2  +  [(xi  +  X,)  i  +  2  x/n^lO-*]*}      (1) 

If  now: 

Si  =  magnetic  iron  section,  in  cm.*, 

the  magnetic  flux  in  the  iron  proper  is: 

^1  =  siS  =  21,000s 
if 

S2  =  section,  in  cm.*, 

h  =  length,  in  cm., 

of  the  total  magnetic  circuit,  including  iron  and  air  space,  the 
magnetic  space  flux  is 

*2  =  0.4  xm  p 

hence,  the  total  magnetic  flux: 

^  =  ^1  +  ^1 

=  SiS  +  0.4Tmf^  (2) 

Substituting  (2)  into  (1)  gives: 
Co*  =  ^  I  (ri  +  rr)H^  +  [  (xi  +  Xj  +  0.8  Tyn*y|  10-«)  t  + 

2  x/rwiS] '  I      (3) 

From  equation  (3)  follows  the  value  of  t,  the  maximum  initial 
or  starting  current  of  the  transformer  or  reactor. 

107.  An  approximate  calculation,  giving  an  idea  of  the  shape 
of  the  transient  of  the  ironclad  magnetic  circuit,  can  be  made  by 
neglecting  the  difference  between  the  rising  and  decreasing  mag- 
netic characteristic,  and  using  the  approximation  of  the  magnetic 
characteristic  given  by  Frohlich's  formula: 

which  is  usually  represented  in  the  form  given  by  Kennelly: 

p  =  -  =  a  +  (r3C;  (2) 

that  is,  the  reluctivity  is  a  linear  function  of  the  field  intensity. 
It  gives  a  fair  approximation  for  higher  magnetic  densities. 
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This  formula  is  based  on  the  fairly  rational  assumption  that 
the  permeability  of  the  iron  is  proportional  to  its  remaining  mag- 
netizability.  That  is,  the  magnetic-flux  density  (B  consists  of  a 
component  3C,  the  field  intensity,  which  is  the  flux  density  in 
space,  and  a  component  (B'  =  (B  —  5C,  which  is  the  additional 
flux  density  carried  by  the  iron.  (B'  is  frequently  called  the 
"metallic-flux  density."  With  increasing  JC,  (B'  reaches  a  finite* 
limiting  value,  which  in  iron  is  about 

(Boo'  =  20,000  lines  per  cm^. 

At  any  density  (B',  the  remaining  magnetizability  then  is 
(Boo'  "~  ®'»  and,  assuming  the  (metallic)  permeability  as  propor- 
tional hereto,  gives 

M  =  c((Boo'  -  (B'), 
and,  substituting 

(B' 


gives 


or,  substituting 


CB'  ^^^^^ 


C(Boo  vC 

1  +c5C'' 

1 

=  a.  ^r—i  =  <r, 


C(Boo'  '  (Boo 


gives  equation  (1). 

(B       1  1 

For  5C  =  0  in  equation  (1),  —  =  - ;  for  5C  =  a> ,  (B  =  -;  that  is, 

in  equation  (1),  -  =  initial  permeability,  -  =  saturation   value 

of  magnetic  density. 

If  the  magnetic  circuit  contains  an  air  gap,  the  reluctance  of 
the  iron  part  is  given  by  equation  (2),  that  of  the  air  part  is 
constant,  and  the  total  reluctance  thus  is 

p  =  iS  +  (tJC, 

where  fi  ^  a  plus  the  reluctance  of  the  air  gap.  Equation  (1), 
therefore,  remains  appUcable,  except  that  the  value  of  a  is  in- 
creased. 

In  addition  to  the  metallic  flux  given  by  equation  (1),  a  greater 
or  smaller  part  of  the  flux  always  passes  through  the  air  or  through 
space  in  general,  and  then  has  constant  permeance,  that  is,  is 
given  by 

(B  =  c5C. 


(4) 
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In  general,  the  flux  in  an  ironclad  magnetic  circuit  can,  there- 
fore, be  represented  as  function  of  the  current  by  an  expression 
of  the  form 

where  ^   ,   ,  .  =  ^'  is  that  part  of  the  flux  which  passes  through 

the  iron  and  whatever  air  space  may  be  in  series  with  the  iron, 
and  d  is  the  part  of  the  flux  passing  through  nonmagnetic 
material. 
Denoting  now 

Li  =  na  10-8, 
Lt  =  nc  10-«, 

where  n  =  niunber  of  turns  of  the  electric  circuit,  which  is  inter- 
linked with  the  magnetic  circuit,  Lt  is  the  inductance  of  the  air 
part  of  the  magnetic  circuit,  Li  the  (virtual)  initial  inductance, 
that  is,  inductance  at  very  small  currents,  of  the  iron  part  of  the 

magnetic  circuit,  and  t  the  saturation  value  of  the  flux  in  the 

iron.    That  is,  for  i  =  0,  — r-  =  Li\  and  for  z  =  » ,  ^'  =  ^' 

If  r  =  resistance,  the  duration  of  the  component  of  the  tran- 
sient resulting  from  the  air  flux  would  be 

r,  =  ^«  =  i5£i2l',  (5) 

r  r 

and  the  duration  of  the  transient  which  would  result  from  the 
initial  inductance  of  the  iron  flux  would  be 

r  r 

108.  The  differential  equation  of  the  transient  is:  induced 
voltage  plus  resistance  drop  equal  zero;  that  is, 

n  ^  10-«  +  n  =  0. 

Substituting  (3)  and  differentiating  gives 

na  10-«    di   .        i/v-«^*\l    •      a 

and,  substituting  (5)  and  (6), 
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hence,  separating  the  variables, 

{O^  +  ^  +  ^-o-  P' 

The  first  term  is  integrated  by  resolving  into  partial  fractions: 

1  1  _  _b b__ 

t(l+K)*"t       1+bi      (1+W)*' 

and  the  integration  of  differential  equation  (7)  then  gives 

Tilog  j-:~^.+  ^*Io«*'  +  f^  +  <  +  C  =  0.  (8) 

If,  then,  for  the  time  t  =  to,  the  current  is  t  ~  to,  these  values 
substituted  in  (8)  give  the  integration  constant  C: 

''•***«  rTtei  +  ^*'°«*''+iTk  +  '''  +  ^  =  ^'    ^^^ 

and,  subtracting  (8)  from  (9),  gives 

<  -  to  =  T^log''}}t^\  +  T,logH+T^{j4rT7  - T-rr:- ) 

•^1(1  +  6io)  *i  \l  +  &to      1  +  bt  j 

(10) 

This  equation  is  so  complex  in  t  that  it  is  not  possible  to  cal- 
culate from  the  different  values  of  t  the  corresponding  values  of  i; 
but  inversely,  for  different  values  of  i  the  corresponding  values 
of  t  can  be  calcidated,  and  th6  corresponding  values  of  %  and  t, 
derived  in  this  manner,  can  be  plotted  as  a  curve,  which  gives 
the  single-energy  transient  of  the  ironclad  magnetic  circuit. 

Such  is  done  in  Fig.  48,  for  the  values  of  the  constants: 

r  =  .3, 
a  =  4  X  10*, 
c  =  4  X  10*, 
b  =  .6, 
n  =  300. 

This  gives 

Tt  =  .4. 

Assuming  to  =  10  amperes  for  to  =  0,  gives  from  (10)  the  equa- 
tion: 

T  =  2.92  -  {  9.21  log"  j^.  +  0.921  log"  i  +  ^-^.  ]  ■ 
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Herein,  the  logarithms  have  been  reduced  to  the  base  10  by 
division  with  log^^€  =  0.4343. 

For  comparison  is  shown,  in  dotted  line,  in  Fig.  48,  the  tran- 
sient of  a  circuit  containing  no  iron,  and  of  such  constants  as  to 
give  about  the  same  duration: 

t  =  1.085  log^n-  0.507. 

As  seen,  in  the  ironclad  transient  the  current  curve  is  very 
much  steeper  in  the  range  of  high  currents,  where  magnetic  sat- 
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uration  is  reached,  but  the  current  is  lower  in  the  range  of 
medium  magnetic  densities. 

Thus,  in  ironclad  transients  very  high-current  values  of  short 
duration  may  occur,  and  such  transients,  as  those  of  the  starting 
ciurent  of  alternating-current  transformers,  may  therefore  be  of 
serious  importance  by  their  excessive  current  values. 


CHAPTER  XIII. 

TRANSIENT  TERM   OP  THE   ROTATING   FIELD. 

109.  The  resultant  of  rip  equal  m.m.fs.  equally  displaced 
from  each  other  in  space  angle  and  in  time-phase  is  constant  in 
intensity,  and  revolves  at  constant  synchronous  velocity.  When 
acting  upon  a  magnetic  circuit  of  constant  reluctance  in  all 
directions,  such  a  polyphase  system  of  m.m.fs.  produces  a 
revolving  magnetic  flux,  or  a  rotating  field.  (*^  Theory  and 
Calculation  of  Alternating  Current  Phenomena.")  That  is,  if  rip 
equal  magnetizing  coils  are  arranged  under  equal  space  angles  of 

—  electrical  degrees,  and  connected  to  a  symmetrical  rip  phase 
rip  • 

electrical  degrees,  and  connected  to  a  symmetrical  rip  phase 

system,  that  is,  to  rip  equal  e.m.fs.  displaced  in  time-phase  by 

360 

—  degrees,  the  resultant  m.m.f.  of  these  n„  coils  is  a  constant 
n 

n 
and  uniformly  revolving  m.m.f.,  of  intensity  IFo  =  -^^y  where  fF 

is  the  maximum  value  (hence  ——  the  effective  value)  of  the 

m.m.f.  of  each  coil. 

In  starting,  that  is,  when  connecting  such  a  system  of  mag- 
netizing coils  to  a  polyphase  system  of  e.m.fs.,  a  transient  term 
appears,  as  the  resultant  magnetic  flux  first  has  to  rise  to  its 
constant  value.  This  transient  term  of  the  rotating  field  is  the 
resultant  of  the  transient  terms  of  the  currents  and  therefore 
the  m.m.fs.  of  the  individual  coils. 

If,  then,  IF  =  n/  ~  maximum  value  of  m.m.f.  of  each  coil, 
where  n  =  number  of  turns,  and  I  =  maximum  value  of  cur- 
rent, and  r  =  space-phase  angle  of  the  coil,  the  instantaneous 
value  of  the  m.m.f .  of  the  coil,  under  permanent  conditions,  is 

/'  =  $FC08(^  -  r),  (1) 
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and  if  the  time  0  is  counted  from  the  moment  of  closing  the 
circuit,  the  transient  term  is,  by  Chapter  IV, 

/''  =  -  IFff    '    cos  T,  (2) 

where  Z  =  r  —  jx. 

The  complete  value  of  m.m.f.  of  one  coil  is 

A  =/'+/''  =^  {cos(^  -  t)  -T^'cost}.        (3) 

In  an  rip-phase  sjrstem,  successive  e.m.fs.  and  therefore  currents 

are  displaced  from  each  other  by  —  of  a  period,  or  an  angle  — 


and  the  m.m.f.  of  coil,  i,  thus  is 


ftp  n, 


/i  =  $F  j  cos  ( ^  —  T ^J  ~  ^    '    cos  ( T  H ij  > . 


(4) 


The  resultant  of  rip  such  m.m.fs.  acting  together  in  the  same 
direction  would  be 


tip  ^P  .  O  tr     \ 

^iy;.  =  ^  Vs  cos(^-r-^i) 

1  T  V  ^v    ' 


^ 


-  1F£    ^*  ^i  COS  ( 7  +  —  i)  =  0;  (5) 

that  is,  the  sum  of  the  instantaneous  values  of  the  permanent 
terms  as  well  as  the  transient  terms  of  all  the  phases  of  a  sym- 
metrical polyphase  system  equals  zero. 

In  the  polyphase  field,  however,  these  m.m.fs.  (4)  do  not  act 
in  the  same  direction,  but  in  directions  displaced  from  each 

2;r 
other  by  a  space  angle  —  equal  to  the  time  angle  of  their  phase 


^P 


displacement. 

The  component  of  the  m.m.f.,  /i,   acting  in  the  direction 
(^0  —  r),  thus  is 

U  =/iC08(^o-r-^t),  (6) 
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and  the  sum  of  the  components  of  all  the  rip  m.m.fs.,  in  the 
direction  (d^  —  t),  that  is,  the  component  of  the  resultant  m.m.f. 
of  the  polyphase  field,  in  the  direction  (d^  —  t),  is 

1 
=  (F  X.  |cos  (^  -  r  -  ^z)  -  r^'  C08(r  +  ^t)j, 

cos(..-.-?^^).  (7) 

Transformed,  this  gives 

f-   ||X*cos(ff  +  tf,-2T-i^i)+X»-  cos(tf-0 


5^i  COS  ^,  -  £    '*  ^i  cos  (^0  -  2  r  -  —i)i, 


47r 
and  as  the  sums  containing  —  i  equal  zero,  we  have 

Tip 

/  =  ~3^  jcos(/?  -  »,)  -r^'cos^ol,  (8) 

and  f or  tf  =  oo ,  that  is  as  permanent  term,  this  gives 

/,=  ^  IF  cos  (<?-<?.) ;        .  (9) 

H 

hence,  a  maximum,  and  equal  to  -~  IF,  that  is,  constant,  for 

0^  =  0,  that  is,  imiform  synchronous  rotation.  That  is,  the 
resultant  of  a  poljrphase  system  of  m.m.fs.,  in  permanent  con- 
dition, rotates  at  constant  intensity  and  constant  synchronous 
velocity. 

Before  permanent  condition  is  reached,  however,  the  resultant 
m.m.f.  in  the  direction  0^  =  0,  that  is,  in  the  direction  of  the 
synchronously  rotating  vector,  in  which  in  permanent  condition 
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the  m.m.f .  is  maximum  and  constaat,  is  given  during  the  tnuaent 
peiiod,  from  equation  (8),  by 


/o=- 


1- 


COS  tf  > 


(10) 


that  is,  it  is  not  constant  but  periodically  varying.  ' 

As  example  is  shown,  in  Fig.  49,  the  resultant  m.m.f./|,  in  the 
direction  of  the  synchronously  revolving  vector,  ff,  =  d,  for  the 
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Fig.  49.    TraiiHieiit  term  of  poljrphiue  magDetomoUTe  forc«. 

constants    n^  ■■  3,    or  a  three-phase  system;  £F  =  667,  ; 
Z  =  r  -  jx  -  0.32  -  4  j;  hence. 


/,  =  1000  (1  -  I 


efl), 


with  6  as  abscissas,  showing  the  gradual  oscillatory  approach  to 
constancy. 

110.  The  direction,  9,  =»  d,  is,  however,  not  the  direction  in 
which  the  resultant  m.m.f.  in  equation  (8)  is  a  maximum,  but 
the  maximum  is  given  by 


*■. 


0, 


(11) 


this  gives  sin  ("  —  O  +  *    ' 


(12) 
(13) 


that  is,  the  resultant  maximum  m.m.f.  of  the  polyphase  system 
does  not  revolve  synchronously,  in  the  starting  condition,  but 
revolves  with  a  varying  velocity,  alternately  running  ahead  and 
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dropping  behind  tiie  position  of  iinifomi  synchronous  rotation, 
by  equation  (13),  and  only  f or  ^  =  oo,  equation  (12)  becomes 
cot  0Q  =  cot  0,  or  0Q  =  0,  that  is,  uniform  synchronous  rotation. 
The  speed  of  rotation  of  the  maximum  m.m.f.  is  given  from 
equation  (12)  by  differentiation  as 


where 


hence. 


5  = 


dQ 

5  = 

dO, 
do 

dd 
dQ' 

dd. 

'  sin  (d 

-<?.)+« 

X 

sin 

0,; 

cos  {0  - 

r 
■0.)-- 

sin 

0, 

-t% 

COS  {0  "  0^  -  e 


cos  0, 


(14) 


or  approximately. 


S  = 


1 e    '    sinO^ 

X 


1    -  € 


-^-0 


cosd, 


(15) 


For  ^  =  C30,  equation  (14)  becomes  S  =  1,  or  uniform  syn- 
chronous rotation,  but  during  the  starting  period  the  speed 
alternates  between  below  and  above  synchronism. 

From  (13)  follows 


-t$ 


costfp  = 


COS  ^  —  ff     * 


(R 


and 


sin^ 


(16) 


where 


(R -V (cos »-£"'*/  + sin* »  =  Vl  -  2£   ' 


COQO  +  €       * 


(17) 
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The  maximum  value  of  the  resultant  m.mi .,  at  time-phase  0, 
and  thus  of  direction  ^o  as  given  by  equation  (13)  or  (16),  (17), 
is  derived  by  substituting  (16),  (17)  into  (8),  as: 

-        tip 


-ejF  Vl  -2e  '   ao&e  +  t    ' 


COB0  +  t    '  ,  (18) 

hence  is  not  constant,  but  pulsates  periodically,  with  gradually 
decreasing  amplitude  of  pulsation,  around  the  mean  value  --  ^. 
For  ^  ==  0,  or  at  the  moment  of  start,  it  is,  by  (13), 

^^.      costf-£*        0 
cot  0'  =  — 


0  -  "' 


sin/?  0 

hence,  differentiating  numerator  and  denominator. 


r  -i# 


—sin  tf  +  -£   * 

X  r 

cot  d/  = =  - 

COS^  X 


0 


and  tan  0^^-; 

r 

that  is,  the  position  of  maximum  resultant  m.m.f.  starts  from 
angle  ^/  ahead  of  the  permanent  position,  where  O^f  is  the  time- 
phase  angle  of  the  electric  magnetizing  circuit.  The  initial 
value  of  the  resultant  m.m.f.,  for  tf  =  0,  is  /«  =  0,  that  is,  the 
revolving  m.m.f.  starts  from  zero. 
Substituting  (16)  in  (15)  gives  the  speed  as  function  of  time 

--•                r 
1  —  €    '    (cos  0 sin^) 

S ^ (19) 

-2-$  --# 

l+€     '-2£*costf 
for  d  «  0  this  gives  the  starting  speed  of  the  rotating  field 

So  =  — ,  or,  indefinite ; 
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hence,  after  differentiating  numerator  and  denominator  twice, 
this  value  becomes  definite. 

5.  =  ^;  (20) 

that  is,  the  rotating  field  starta  at  half  speed. 

As  illustration  are  shown,  in  Fig.  50,  the  maximum  value  of 
the  resultant  polyphase  m.m.f.,  /»,  and  its  displacement  in 
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Ilg.  60.    Start  of  rotating  field. 

portion  from  that  of  uniform  synchronous  rotation,  fl,—  ff,  for 
the  same  constants  as  before,  namely:  np  -  3;  ?  =  667,  and 
Z  T  -  jx  =  0.32  -  4  /;  hence, 

U  -  1000  Vl  -  2£-'°"   coetf +  r'-'", 

with  the  time-phase  angle  0  as  abscissas,  for  the  first  three  cycles. 
111.  As  seen,  the  resultant  maximum  m.m.f.  of  the  poly- 
phase system,  under  the  assumed  condition,  starting  at  zero 
in  the  moment  of  closing  the  three-phase  circuit,  rises  rapidly 
—  within  60  time-degrees  — ^  to  its  normal  value,  overreaches 
and  exceeds  it  by  78  per  cent,  then  drops  down  again  below 
normal,  by  60  per  cent,  rises  47  per  cent  above  normal,  drops 
37  per  cent  below  normal,  rises  28  per  cent  above  normal,  and 
thus  by  a  series  of  oscillations  approaches  the  normal  value. 
The  maximum  value  of  the  resulUint  m.m.f.  starts  in  position 
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85  time-degrees  ahead,  in  the  direction  of  rotation,  but  has  in 
half  a  period  dropped  back  to  the  normal  position,  that  is,  the 
position  of  uniform  synchronous  rotation,  then  drops  still  fur- 
ther back  to  the  maximum  of  40  deg.,  runs  ahead  to  34  deg., 
drops  23  deg.  behind,  etc. 

It  is  interesting  to  note  that  the  transient  term  of  the  rotat- 
ing field,  as  given  by  equations  (10),  (13),  (18),  does  not  contain 
the  phase  angle,  that  is,  does  not  depend  upon  the  point  of  the 
wave,  ^  =  T,  at  which  the  circuit  is  closed,  while  in  all  preced- 
ing investigations  the  transient  term  depended  upon  the  point 
of  the  wave  at  which  the  circuit  was  closed,  and  that  this  tran- 
sient term  is  oscillatory.  In  the  preceding  chapter,  in  circuits 
containing  only  resistance  and  inductance,  the  transient  term 
has  always  been  gradual  or  logarithmic,  and  oscillatory  phenom- 
ena occurred  only  in  the  presence  of  capacity  in  addition  to  in- 
ductance. In  the  rotating  field,  or  the  polyphase  m.m.f.,  we 
thus  have  a  case  where  an  oscillatory  transient  term  occurs  in 
a  circuit  containing  only  resistance  and  inductance  but  not 
capacity,  and  where  this  transient  term  is  independent  of  the 
point  of  the  wave  at  which  the  circuits  were  closed,  that  is,  is 
always  the  same,  regardless  of  the  moment  of  start  of  the  phe- 
nomenon. 

The  transient  term  of  the  polyphase  m.m.f.  thus  is  independ- 
ent of  the  moment  of  start,  and  oscillatory  in  character,  with 
an  amplitude  of  oscillation  depending  only  on  the  reactance 

X 

factor,  -,  of  the  circuit, 
r 


CHAPTER  XIV. 

SHORT-CIRCUIT  CURRENTS  OP  ALTERNATORS. 

112.  The  short-circuit  current  of  an  alternator  is  limited  by 
armature  reaction  and  armature  self-inductance;  that  is,  the 
current  in  the  armature  represents  a  m.m.f.  which  with  lagging 
current,  as  at  short  circuit,  is  demagnetizing  or  opposing  the 
impressed  m.m.f.  of  field  excitation,  and  by  combining  therewith 
to  a  resultant  m.m.f.  reduces  the  magnetic  flux  from  that  corre- 
sponding to  the  field  excitation  to  that  corresponding  to  the 
resultant  of  field  excitation  and  armature  reaction,  and  thus 
reduces  the  generated  e.m.f.  from  the  nominal  generated  e.m.f., 
e^,  to  the  virtual  generated  e.m.f.,  e^.  The  armature  current 
idso  produces  a  local  magnetic  flux  in  the  armature  iron  and  pole- 
faces  which  does  not  interlink  with  the  field  coils,  but  is  a  true 
self-inductive  flux,  and  therefore  is  represented  by  a  reactance  Xj. 
Combined  with  the  effective  resistance,  r^,  of  the  armature 
winding,  this  gives  the  self-inductive  impedance  Z^  =^  r^  —  jXj, 

or  z^  =  Vr^^  +  x^.  Vectorially  subtracted  from  the  virtual 
generated  e.m.f.,  e^j  the  voltage  consumed  by  the  armature 
current  in  the  self-inductive  impedance  Z^  then  gives  the  ter- 
minal voltage,  6. 

At  short  circuit,  the  virtual  generated  e.m.f.,  e^,  is  consumed 
by  the  armature  self-inductive  impedance,  z^.  As  the  effective 
armature  resistance,  r^,  is  very  small  compared  with  its  self- 
inductive  reactance,  x^,  it  can  be  neglected  compared  thereto, 
and  the  short-circuit  current  of  the  alternator,  in  permanent 
condition,  thus  is 

I  =  —  • 

As  shown  in  Chapter  XXII,  "Theory  and  Calculation  of 
Alternating  Current  Phenomena, "  the  armature  reaction  can  be 
represented  by  an  equivalent,  or  effective  reactance,  x,,  and  the 
self-inductive   reactance,   Xj,   and   the   effective   reactance   of 

205 
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armature  reaction,  x„  combine  to  form  the  synchronous  react- 
ance, x^,  =  Xj  +  X3,  and  the  short-circuit  current  of  the  alterna- 
tor, in  permanent  condition,  therefore  can  be  expressed  by 

i  =  ^% 

where  e^  =  nominal  generated  e.m.f. 

113.  The  effective  reactance  of  armature  reaction,  x^  differs, 
however,  essentially  from  the  true  self-inductive  reactance,  ij, 
in  that  x^  is  instantaneous  in  its  action,  while  the  effective 
reactance  of  armature  reaction,  x„  requires  an  appreciable  time 
to  develop:  x^  represents  the  change  of  the  magnetic  field  flux 
produced  by  the  armature  m.m.f.  The  field  flux,  however,  can- 
not change  instantaneously,  as  it  interlinks  with  the  field  exciting 
coil,  and  any  change  of  the  field  flux  generates  an  e.m.f.  in  the 
field  coils,  changing  the  field  current  so  as  to  retard  the  change 
of  the  field  flux.  Hence,  at  the  first  moment  after  a  change  of 
armature  current,  the  current  change  meets  only  the  reactance, 
Xj,  but  not  the  reactance  x,.  Thus,  when  suddenly  short-cir- 
cuiting an  alternator  from  open  circuit,  in  the  moment  before 
the  short  circuit,  the  field  flux  is  that  corresponding  to  the 
impressed  m.m.f.  of  field  excitation  and  the  voltage  in  the  arma- 
ture, i.e.,  the  nominal  generated  e.m.f.,  e^  (corrected  for  mag- 
netic saturation).  At  the  moment  of  short  circuit,  a  counter 
m.m.f.,  that  of  the  armature  reaction  of  the  short-circuit 
current,  is  opposed  to  the  impressed  m.m.f.  of  the  field  excitation, 
and  the  magnetic  flux,  therefore,  begins  to  decrease  at  such  a 
rate  that  the  e.m.f.  generated  in  the  field  coils  by  the  decrease 
of  field  flux  increases  the  field  current  and  therewith  the  m.m.f. 
so  that  when  combined  with  the  armature  reaction  it  gives  a 
resultant  m.m.f.  producing  the  instantaneous  value  of  field  flux. 
Immediately  after  short  circuit,  while  the  field  flux  still  has  full 
value,  that  is,  before  it  has  appreciably  decreased,  the  field  m.m.f. 
thus  must  have  increased  by  a  value  equal  to  the  counter  m.m.f. 
of  armature  reaction.  As  the  field  is  still  practically  imchanged, 
the  generated  e.m.f.  is  the  nominal  generated  voltage,  e^  and 
the  short-circuit  current  is 


i'o  =  -5 


X, 
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and  from  this  value  gradually  dies  down,  with  a  decrease  of  the 
field  flux  and  of  the  generated  e.m.f.y  to 

Hence,  approximately,  when  short-circuiting  an  alternator, 
in  the  first  moment  the  short-circuit  current  is 

while  the  field  current  has  increased  from  its  normal  value  %  to 
the  value 

Field  excitation  4-  Armature  reaction 

*  Field  excitation 

gradually  the  armature  current  decreases  to 

•  __  fi  _  fo 

and  the  field  current  again  to  the  normal  value  \. 

Therefore,  the  momentary  short-circuit  current  of  an  alternator 
bears  to  the  permanent  short-circuit  current  the  ratio 

1^       x^      X,  4-  X, 


X,  X, 


that  is, 

Armature  self-inductance  +  Armature  reaction 
Armature  self-inductance 

In  machines  of  high  self-inductance  and  low  armature  reaction, 
as  imi-tooth  high  frequency  alternators,  this  increase  of  the 
momentary  short-circuit  current  over  the  permanent  short- 
circuit  current  is  moderate,  but  may  reach  enormous  values  in 
machines  of  low  self-inductance  and  high  armature  reaction,  as 
large  low  frequency  turbo  alternators. 

114.  Superimposed  upon  tliis  transient  term,  resulting  from 
the  gradual  adjustment  of  the  field  flux  to  a  change  of  m.m.f.,  is 
the  transient  term  of  armature  reaction.  In  a  polyphase 
alternator,  the  resultant  m.m.f.  of  the  armature  in  permanent 
conditions  is  constant  in  intensity  and  revolves  with  regard  to 
the  armature  at  uniform  synchronous  speed,  hence  is  stationary 
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with  regard  to  the  field.  In  the  first  moment,  however,  the 
resultant  armature  m.m.f .  is  changing  in  intensity  and  in  velocity, 
approaching  its  constant  value  by  a  series  of  oscillations,  as 
discussed  in  Chapter  XIII.  Hence,  with  regard  to  the  field,  the 
transient  term  of  armature  reaction  is  pulsating  in  intensity  and 
oscillating  in  position,  and  therefore  generates  in  the  field  coils 


Fig.  Sl>    Three-phase  short-circuit 


of  a  tnrbo-altemUor. 


an  e.m.f.  and  causes  a  corresponding  pulsation  in  the  field 
current  and  field  terminal  voltage,  of  the  same  frequency  as 
the  armature  current,  as  shown  by  the  oscillogram  of  such  a 
three-phase  short-circuit,  in  Fig.  61.  This  pulsation  of  field 
current  is  independent  of  the  point  in  the  wave,  at  which  tiie 
short-circuit  occurs,  and  dies  out  gradually,  with  the  dying  out 
of  the  transient  term  of  the  rotating  m.m.f. 

In  a  single-phase  alternator,  the  armature  reaction  is  alter- 
nating with  regard  to  the  armature,  hence  pulsating,  with  double 
frequency,  with  regard  to  the  field,  varying  between  zero  and  its 
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maximum  value,  and  therefore  generates  in  the  field  coils  a 
double  frequency  e.m.f.,  producing  a  pulsation  of  field  current 
of  double  frequency.  This  double-frequency  pulsation  of  the 
field  current  and  voltage  at  single-phase  short-circuit  is  pro- 
portional to  the  armature  current,  and  does  not  disappear 
with  the  disappearance  of  the  transient  term,  but  persists  also 
after  the  permanent  condition  of  short-circuit  has  been  reached, 


Armature 
current 


Fig.  52.    SiDgle-phase  short-circuit  current  of  a  three-phase  turho-altemator. 

merely  decreasing  with  the  decrease  of  the  armature  current. 
It  is  shown  in  the  oscillogram  of  a  single-phase  short-circuit  on 
a  three-phase  alternator,  Fig.  52. 

Superimposed  on  this  double  frequency  pulsation  is  a  single- 
frequency  pulsation  due  to  the  transient  term  of  the  armature 
current,  that  is,  the  same  as  on  polyphase  short-circuit.  With 
single-phase  short-circuit,  however,  this  normal  frequency  pul- 
sation of  the  field  depends  on  the  point  of  the  wave  at  which 
the  short-circuit  occurs,  and  is  zero,  if  the  circuit  is  closed  at 
the  moment  when  the  short-circuit  current  is  zero,  as  in  Fig.  51, 
and  a  maximum  when  the  short-circuit  starts  at  the  maximum 
point  of  the  current  wave.  As  this  normal  frequency  pulsation 
gradually  disappears,  it  causes  the  successive  waves  of  the 
double  frequency  pulsation  to  be  unequal  in  size  at  the 
beginning  of  the  transient  term,  and  gradually  become  equal, 
as  shown  in  the  oscillogram,  Fig.  53. 

The  calculation  of  the  transient  term  of  the  short-circuit 
cunent  of  alternators  thus  involves  the  transient  term  of  the 


210 


TRANSIENT  PHENOMENA 


annature  and  the  field  current,  as  determined  by  the  self- 
inductance  of  annature  and  of  field  circuit,  and  the  mutual 
inductance  between  the  armature  circuits  and  the  field  circuit, 
and  the  impressed  or  generated  voltage;  therefore  is  rather 
complicated;  but  a  simpler  approximate  calculation  can  be 
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Fig.  53.    Single-phase  short-circuit  current  of  a  three-phase  turbo-alternator. 

given  by  considering  that  the  duration  of  the  transient  term  is 
short  compared  with  that  of  the  armature  reaction  on  the  field. 

(A)  Polyphase  oLtemator. 

116.  Let  Up  =  number  of  phases ;  0  =  2nft  ^  time-phase 
angle;  n<,=  number  of  field  turns  in  series  per  pole;  nj=  number 
of  armature  turns  in  series  per  pole ;  Z^=^  r^—  jx^  =  self-inductive 
impedance  of  field  circuit;  Z^  ^^^  r^  —  jx^  =  self-inductive  impe- 
dance of  armature  circuit;  p  =  permeance  of  field  magnetic  cir- 
cuit; a  =  2  ;r/nj  10~*  =  induction  coefficient  of  armature;  jB<,= 

E 
exciter  voltage ;  /  o  =  — ^  =  field  exciting  current,  in  permanent 

To 

condition;  i^  =  field   exciting  current  at  time   0;   i^  =  field 

exciting  current  immediately  after  short-circuit;  i  =  armature 

2  n 

current  at  time  Oy  and  A;^  = 5  =  transformation  ratio  of  field 

Up  rij 
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to  resultant  armature.  Counting  the  time  angle  0  from  the 
moment  of  short  circuit,  0  =  0,  and  letting  O'  =  time-phase 
angle  of  one  of  the  generator  circuits  at  the  moment  of  short 
circuit,   we  have, 

^0  "^  ^Jo  —  fi^ld  excitation,  in  permanent  or  stationary  con- 
dition, (1) 

*o  ^  P^o  =  P^Jo  =  magnetic  flux  corresponding  thereto, 

and 

e^^  =  apSFo  =  apnjo.  (2) 

=  nominal  generated  voltage,  maximum  value,  at  0  =  0. 

Hence,  ^  =  ^' =  ^^V,  (3) 

=  momentary  short-circuit  current  at  time  0  =  0,  and 

lF.'=|n/=^^ffl^  (4) 

=  resultant  armature  reaction  thereof. 
Assimie  this  armature  reaction  as  opposite  to  the  field  excita- 
tion, 

as  is  the  case  at  short  circuit. 

The  resultant  m.m.f.  of  the  magnetic  circuit  at  the  moment 
of  short-circuit  is 

(F°  =  (Fo'  -  tF,^.  (6) 

At  this  moment,  however,  the  field  flux  is  still  ^q,  and  the  result- 
ant m.m.f.  is  given  by  (1)  as 

cjro  =  y^  =  n/,.  (7) 

Substituting  (4),  (5),  (7)  in  (6)  gives 


Vo  =  ^oh""  - 


Upapn^nJ^ 


x,+ 


2x, 
n„apn^ 


hence,  i^  = /o-  (8) 
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Writing  x,=^^,  (9) 

we  have  i  •  =  ^^-^  L;  (10) 


that  is,  at  the  moment  of  short  circuit  the  field  exciting  current 
rises  from  I^  to  i^^,  and  then  gradually  dies  down  again  to  I^  at 


-I5# 


a  rate  depending  on  the  field  impedance  Z^,  that  is,  by  £    **   ,  as 

discussed  in  preceding  chapters.    Hence,  it  can  be  represented 
by 

i    =  ?i_±31-^L_ /,.  (11) 

The  resultant  armature  m.m.f.,  or  armature  reaction,  is 

~2~' 
thus  the  magnetic  flux  which  would  be  produced  by  it  is 

and  therefore  the  voltage  generated  by  this  flux  is 

aprtpTiJ^ 
~2       ' 

hence, 

^  2 

Voltage  corresponding  to  the  m.m.f.  of  armature  current. 

Armature  current 

that  is,  Xj  is  the  equivalent  or  effective  reactance  of  armature 
reaction. 

In  equations  (10)  and  (11)  the  external  self-inductance  of  the 
field  circuit,  that  is,  the  reactance  of  the  field  circuit  outside  of 
the  machine  field  winding,  has  been  neglected.    This  would 
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ce  a  negative  transient  term  in  (11),  thus  giving  equation 
e  approximate  form 

X,  +  x,(s     ^0   ^g    ^  )  (12) 

•''1 

Cj  =  self-inductive  reactance  of  the  field  circuit  outside 
nator  field  coils. 

more  complete  expression  requires  consideration  when 
!ry  large,  as  when  an  external  reactive  coil  is  inserted  in 
d  circuit. 

ality,  Xj  is  a  mutual  inductive  reactance,  and  x,  can  be 
nted  approximately  by  a  corresponding  increase  of  x^. 
If  /  =  maximum  value  of  armature  current,  we  have 

1F^=    ^^    =  armature  m.m.f., 

^="0^-0-^  (13) 

=  resultant  m.m.f., 
E  =  ap(F 

=  e.m.f.  maximum  generated  thereby, 

^=r-/^  (14) 

=  armature  current,  maximum. 
,ituting  (13)  in  (14)  gives 

xj  =  apn.r^  -  ~    2 
^1  "1        n 


:9), 


/=2!^,._^,  (16) 

n  n^  "Xj-f  Xa 
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2    n. 


where   —  -^  =  A:<  =  transformation  ratio   of   field   turns  to 
Up  n, 

resultant  armature  turns ;  hence, 

(17) 


Substituting  (11)  in  (17)  thus  gives  the  maximum  value  of  the 
armature  current  as 


_I!2« 


/  =  kj, 


X 1  +  x,e    ^ 


x,  +  x^ 


(18) 


the  instantaneous  valve  of  the  armature  current  as 

(  -"^A 

i  =  kj^  -^^-^  —  ^ — — ^ }  cos  (/?  -  ^)  -  €    '»   cos  ^^^  > , 

X,  (Xj  +  Xj)    ^  r 


(19) 


and  by  equation  (10)  of  Chapter  XIII,  the  armature  reaction  as 


/ 


^  Vi^  x^jx, +  x,e    ^')^^      ^-^' 


(^1  +  ^Jj) 


cos  <?|, 


(20) 


where  Xj  +  x,  =  x^,  is  the  synchronous  reactance  of  the  alter- 
nator. 

For  0  =  00 ,  or  in  permanent  condition,  equations  (18),  (19), 
(20)  assimie  the  usual  form : 


and 


I  ^  kl   ^ 


i  =  kL  ~  cos  (0 

Xn 

•^"2      ^^^^Xo 


-^0 


(21) 


117.  As  an  example  is  calculated,  the  instantaneous  value  of 
the  transient  short-circuit  current  of  a  three-phase  alternator, 
with  the  time  angle  6  as  abscissas,  and  for  the  constants:  the 
field  turns,  no  =  100;  the  normal  field  current,  Jo  =  200  amp.; 
the  field  impedance,  Zo  =  ro  —  jxo  =  1.28  —  160  j  ohms;  the 
armature  turns,  ni  =  25,  and  the  armature  impedance,  Zi  = 
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ri  —  jxi  =  0.4  —  6  j  ohms.    For  the  phase  angle,  ^  =  0,  the 
transfonnation  ratio  then  is 

,         2  Tift      8      ^  ^- 
k *  =  5  =  2.67, 

and  the  equivalent  impedance  of  armature  reaction  is 


"'^  ""  2  \nj ""' 


=  15,    . 
and  we  have 

/=      400(1 +  3  e-'-'^'^),  (18) 

i  =       400  (1  +  3  e-«-«^»«)  (cos  d  -  £-*•••*),       (19) 

and  /  =  15,000  (1  +  3  r''^^^')  (1  -  e-^-^«^  cos  0).    (20) 

(B)  Single-phase  alternator. 

118.  In  a  single-phase  alternator,  or  in  a  pol}rphase  alternator 
with  one  phase  only  short-circuited,  the  armature  reaction  is 
pulsating. 

The  m.m.f.  of  the  armature  current, 

i  =  /cos(0  -O,  (22) 

of  a  single-phase  alternator,  is,  with  regaid  to  the  field, 

/j  =  nj  cos  {0  -  0')  cos  {d^  -  0") ; 

hence,  for  position  angle  0^  =  time  angle  0,  or  synchronous 
rotation, 

/,=^/{l  +  cos2(^ -<?')};  (23) 

that  is,  of  double  frequency,  with  the  average  value, 

SF.  =|-'/,  (24) 

pulsating  between  0  and  twice  the  average  value. 

The  average  value  (24)  is  the  same  as  the  value  of  the  poly- 
phase machine,  for  nj,  =  1. 

Using  the  same  denotations  as  in  (A),  we  have: 

(1)    ^0  =Vo>  (25) 

(4)    6^,«-^V,{l+cos2(0-^)}  =  ^V,{l  +  cos20'}. 

(26) 
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Denoting  the  effective  reactance  of  armature  reaction  thus: 

x.-^'  (27) 

and  substituting  (27)  in  (26)  we  obtain 
y,«=-'no/o{l  +  cos2(^-^)}  =  -^no/o{l  +  cos2^};   (28) 


hence^  by  (6), 


Vo  -  Vo"  -  ^nj[,\l  +  cos2^} 


and 


».'=^4^'^.jl+r^co82(?'!,  (29) 

X^  (  X^  +  X^  ) 


and  the  field  current. 


-J?, 


X,  '  (  a;,  +  X, 


i.=^^^^^^e^ /.    1+  -9- cos  2  (<?-<?.)[      (30) 


119.  If  /  »  maximum  value  of  armature  current, 

0^,  =1^/ {H-cos2(^-<?')}  (31) 

=■  armature  m.m.f . ; 

hence, 

^  =  n,i,  -  IF^  (32) 

=  resultant  m.m.f. 
Since,  however, 

/  =  -  =  -^^  I  ^ 

^1       ^1 
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nd,  by  (27), 

2 

ire  have,  by  (33) 


^1 


gr=^/=^5/.  (34) 

ap         2  ^3 


Jubstituting  (30),  (31),  and  (34)  into  (32)  gives 

2  X,  "  "  Xj  (  Xj.  +  x,  ) 


-^/{l  +  eo82((?-^)}; 


}r,  substituting, 

n 


*<  =  2  —  =  transformation  ratio,  (35) 

^1 


-!5tf 


md  rearranging,  gives 

^  =  *'^«T^  ""'"^y    "  (36) 

IS  the  maximum  value  of  the  armature  current. 

This  is  the  same  expression  as  found  in  (18)  for  the  poly- 
phase machine,  except  that  now  the  reactances  have  different 
values. 

Herefrom  it  follows  that  the  instantaneous  valve  of  the  armature 
currerUia 

••-'>^-''x.'(x.?"j''h"-^-''''^H'  m 


Buid,  by  (31),  the  armature  reaction  is 


n  X  \X   "[""£'•)(  ^ 

'°2*'^'      Mx,;^,)    ^jl  +  cos2«>-^)j.    (38) 
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For  d  =  00 ,  or  permanent  condition,  equations  (30),  (36),  (37), 
and  (38)  give 


/  =  k,L 


X, 


x^  +  X,' 
X, 


and 


x^  +  x^ 


(39) 


As  seen^  the  field  current  i^  is  pulsating  even  in  permanent 
condition,  the  more  so  the  higher  the  armature  reaction  x, 
compared  with  the  armature  self-inductive  reactance  Xj. 

120.  Choosing  the  same  example  as  in  Fig.  53,  paragraph 
117,  but  assuming  only  one  phase  short-circmted,  that  is,  a  sin^e- 
phase  short  circuit  between  two  terminaJs,  we  have  the  eflFective 
armature  series  turns,  n^  =  25  V3  =  43.3;  the  armature  impe- 
dance, Zj  =  r^  -  yxj  =  0.8  -  10  j;  ^  =  0;  the  transformation 
ratio,  ki  —  4.62,  and  the  effective  reactance  of  armature  reaction 


and 


^2  =  32  ^0  =15;  herefrom, 

/  =  555(1  +  1.5e-'-*^*), 

i  =  555  (1  +  1.5e-'-'~')  (cos^  -  *"•••••), 

/  =  12,000  (1  +  1.5e-^-^*)  (1  +  cos  2  »); 


and  the  field  current  is 

t;  =  200  (1  +  1.5  £"'•''*•)  (1  +  0.6  cos  2  tf). 


(36) 

(37) 

(38) 


(30) 


In  this  case,  in  the  open-circuited  phase  of  the  machine,  a 
high  third  harmonic  voltage  is  generated  by  the  double  frequency 
pulsation  of  the  field,  and  to  some  extent  also  appears  in  the 
short-circuit  current. 

121.  It  must  be  considered,  however,  that  the  effective  self- 
inductive  reactance  of  the  armature  under  momentary  short- 
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circuit  conditions  is  not  the  same  as  the  self -inductive  reactance 
under  permanent  short  circuit  conditions,  and  is  not  constant, 
but  varyingi  is  a  transient  reactance. 

The  armature  magnetic  circuit  is  in  inductive  relation  with 
the  field  magnetic  circuit  Under  permanent  conditions,  the 
resultant  m.m.f.  of  the  armatiu^  currents  with  regard  to  the 
field  is  constant,  and  the  mutual  inductance  between  field  and 
armatiu^  circuits  thus  exerts  no  inductive  effect.  In  the  moment 
of  short  circuit,  however — and  to  a  lesser  extent  in  the  moment 
of  any  change  of  armatiure  condition — ^the  resultant  armature 
m.m.f .  is  pulsating  in  intensity  and  direction  with  regard  to  the 
field,  as  seen  in  the  preceding  chapter,  and  appears  as  a  transient 
term  of  the  armature  self -inductance. 

The  relations  between  armature  magnetic  circuit,  field  mag- 
netic circuit  and  mutual  magnetic  circuit  in  alternators  are  simi- 
lar as  the  relations  in  the  alternating  current  transformer,  be- 
tween primary  leakage  flux,  secondary  leakage  flux  and  mutual 
magnetic  flux,  except  that  in  the  transformer  the  inductive  action 
of  the  mutual  magnetic  flux  is  permanent,  while  in  the  alternator 
it  exists  only  in  the  moment  of  change  of  armature  condition, 
and  gradually  disappears,  thus  must  be  represented  by  a  tran- 
sient effective  reactance.  See  the  chapters  on  ''Reactance  of 
Apparatus"  in  "Theory  and  Calculation  of  Electric  Circuits." 

For  a  more  complete  study,  such  as  required  for  the  predeter- 
mination of  short  circuit  ciurents  by  the  numerical  calculation 
of  the  constants  from  the  design  of  the  machine,  the  reader  must 
be  referred  to  the  literature.  ♦ 


SECTION  •  II 
PERIODIC  TRANSIENTS 
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CHAPTER  I. 

INTRODUCTION. 

1.  Whenever  in  an  electric  circuit  a  sudden  change  of  the 
circuit  conditions  is  produced,  a  transient  term  appears  in  the 
circuit,  that  is,  at  the  moment  when  the  change  begins, 
the  circuit  quantities,  as  current,  voltage,  magnetic  flux, etc.,  cor- 
respond to  the  circuit  conditions  existing  before  the  change,  but 
do  not,  in  general,  correspond  to  the  circuit  conditions  brought 
Ckbout  by  the  change,  and  therefore  must  pass  from  the  values 
corresponding  to  the  previous  condition  to  the  values  corre- 
sponding to  the  changed  condition.  This  transient  term  may  be 
a  gradual  approach  to  the  final  condition,  or  an  approach  by  a 
series  of  oscillations  of  gradual  decreasing  intensities. 

Gradually  —  after  indefinite  time  theoretically,  after  relatively 
short  time  practically  —  the  transient  term  disapj)ears,  and 
permanent  conditions  of  current,  of  voltage,  of  magnetism,  etc., 
are  established.  The  numerical  values  of  current,  of  voltage,  etc., 
in  the  permanent  state  reached  after  the  change  of  circuit  con- 
ditions, in  general,  are  different  from  the  values  of  current, 
voltage,  etc.,  existing  in  the  permanent  state  before  the  change, 
since  they  correspond  to  a  changed  condition  of  the  circuit. 
They  may,  however,  be  the  same,  or  such  as  can  be  considered 
the  same,  if  the  change  which  gives  rise  to  the  transient  term 
can  be  considered  as  not  changing  the  permanent  circuit  con- 
ditions. For  instance,  if  the  connection  of  one  part  of  a  circuit, 
with  regard  to  the  other  part  of  the  circuit,  is  reversed,  a  transient 
term  is  produced  by  this  reversal,  but  the  final  or  permanent 
condition  after  the  reversal  is  the  same  as  before,  except  that 
the  current,  voltage,  etc.,  in  the  part  of  the  circuit  which  has  been 
reversed,  are  now  in  opposite  direction.  In  this  latter  case, 
the  same  change  can  be  produced  again  and  again  after  equal 
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intervals  of  time  t^y  and  thus  the  transient  term  made  to  recur 
periodically.  The  electric  quantities  i,  e,  etc.,  of  the  circuit, 
from  time  t  =  Q  io  t  =  t^,  have  the  same  values  as  from  time 
t  =  i^\jot  -=^  2t^,  from  <  =  2  <,,  to <  =  3  <o> ®*c->  ^^^ i* ^ sufficient 
to  investigate  one  cycle,  from  <  =  0  to  i  =  i^. 

Ii\  this  case,  the  starting  values  of  the  electrical  quantities 
during  each  period  are  the  end  values  of  the  preceding  period, 
or,  in  other  words,  the  terminal  values  at  the  moment  of  start 
of  the  transient  term,  <  =  0,  i  =  i^  and  e  =  e^^  are  the  same  as 
the  values  at  the  end  of  the  period  t  =  t^j  i  =  i'  and  e  =  c'; 
that  is,  \  =  ±  i\  e^  =  ±  e',  etc.;  where,  the  plus  sign  applies 
for  the  unchanged,  and  the  minus  sign  for  the  reversed  part  of  the 
circuit. 

2.  With  such  periodically  recurrent  changes  of  circuit  con- 
ditions, the  period  of  recurrence  t^  may  be  so  long,  that  the 
transient  term  produced  by  a  change  has  died  out,  the  permanent 
conditions  reached,  before  the  next  change  takes  place.  Or, 
at  the  moment  where  a  change  of  circuit  conditions  starts  a 
transient  term,  the  transient  term  due  to  the  preceding  change 
has  not  yet  disappeared,  that  is,  the  time,  t^,  of  a  period  is  shorter 
than  the  duration  of  the  transient  term. 

In  the  first  case,  the  terminal  or  starting  values,  that  is,  the 
values  at  the  moment  when  the  change  begins,  are  the  same  as 
the  permanent  values,  and  periodic  recurrence  has  no  effect  on 
the  character  of  the  transient  term,  but  the  phenomenon  is  cal- 
culated as  discussed  in  Section  I,  as  single  transient  term, 
which  gradually  dies  out. 

If,  however,  at  the  moment  of  change,  the  transient  term  of 
the  preceding  change  has  not  yet  vanished,  then  the  starting  or 
terminal  values  of  the  electric  quantities,  as  \  and  e^,  also  contain 
a  transient  term,  namely,  that  existing  at  the  end  of  the  preced- 
ing period.  The  same  term  then  exists  also  at  the  end  of  the 
period,  or  at  i  =  t^.  Hence  in  this  case,  the  terminal  conditions 
are  given,  not  as  fixed  numerical  values,  but  as  an  equaticm 
between  the  electric  quantities  at  time  i  =  0  and  at  time  t  =  i^\ 
or,  at  the  beginning  and  at  the  end  of  the  period,  and  the  inte- 
gration constants,  thus,  are  calculated  from  this  equation. 

3.  In  general,  the  permanent  values  of  electric  quantities 
after  a  change  are  not  the  same  as  before,  and  therefore  at  least 
two  changes  are  required  before  the  initial  condition  of  the 


INTRODUCTION  225 

circuit  is  restored,  and  the  cycle  can  be  repeated.  Periodically 
recurring  transient  phenomena,  thus  usually  consist  of  two  or 
more  successive  changes,  at  the  end  of  which  the  original  con- 
dition of  the  circuit  is  reproduced,  and  therefore  the  series  of 
changes  can  be  repeated.  For  instance,  increasing  the  resistance 
of  a  circuit  brings  about  a  change.  Decreasing  this  resistance 
again  to  its  original  value  brings  about  a  second  change,  which 
restores  the  condition  existing  before  the  first  change,  and  thus 
completes  the  cycle.  In  this  case,  then,  the  starting  values  of 
the  electric  quantities  during  the  first  part  of  the  period  equal 
the  end  values  during  the  second  part  of  the  period,  and  the 
starting  values  of  the  second  part  of  the  period  equal  the  end 
values  of  the  first  part  of  the  period.  That  is,  if  a  resistor  is 
inserted  at  time  i  =  0,  short  circuited  at  time  t  =  t^,  and  inserted 
again  at  time  t  =  t^,  and  e  and  i  are  voltage  and  current  respec- 
tively during  the  first,  e^  and  i^  during  the  second  part  of  the 
period,  we  have 

AA-o  =  Ai/e-toJ  AiA-^  =  AA-^» 

and 

If  during  the  times  /^  and  i^  —  i^  the  transient  terms  have 
already  vanished,  and  permanent  conditions  established,  so  that 
the  transient  terms  of  each  part  of  the  period  depend  only  upon 
the  permanent  values  during  the  other  part  of  the  period,  the 
length  of  time  i^  and  i^  has  no  effect  on  the  transient  term,  that 
is,  each  change  of  circuit  conditions  takes  place  and  is  calculated 
independently  of  the  other  change,  or  the  periodic  recurrence. 
A  number  of  such  cases  have  been  discussed  in  Section  I,  as 
for  instance,  the  efifect  of  cutting  a  resistor  in  and  out  of  a 
divided  inductive  circuit,  paragraph  75,  Fig.  33.  In  this  case, 
four  successive  changes  are  made  before  the  cycle  recurs:  a 
resistor  is  cut  in,  in  two  steps,  and  cut  out  again  in  two 
steps,  but  at  each  change,  sufficient  time  elapses  to  reach 
practically  permanent  condition. 

In  general,  and  especially  in  those  cases  of  periodic  transient 
phenomena,  which  are  of  engineering  importance,  successive 
changes  occur  before  the  permanent  condition  is  reached,  or 
even  approximated  after  the  preceding  change,  so  that  frequently 
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the  values  of  the  electric  quantities  are  very  diflferent  throughout 
the  whole  cycle  from  the  permanent  values  which  they  would 
gradually  assume;  that  is,  the  transient  term  preponderates 
in  the  values  of  current,  voltage,  etc.,  and  the  i>ennanent  tenn 
occasionally  is  very  small  compared  with  the  transient  term. 

4.  Periodic  transient  phenomena  are  of  engineering  impor- 
tance mainly  in  three  cases :  (1)  in  the  control  of  electric  circuits; 
(2)  in  the  production  of  high  frequency  currents,  and  (3)  in  the 
rectification  of  alternating  currents. 

1.  In  controlling  electric  circuits,  etc.,  by  some  operating 
mechanism,  as  a  potential  magnet  increasing  and  decreasing  the 
resistance  of  the  circuit,  or  a  clutch  shifting  brushes,  etc.,  the 
main  objections  are  due  to  the  excess  of  the  friction  of  rest  over 
the  friction  while  moving.  This  results  in  a  lack  of  sensitiveness, 
and  an  overreaching  of  the  controlling  device.  To  overcome 
the  friction  of  rest,  the  deviation  of  the  circuit  from  normal 
must  become  greater  than  necessary  to  maintain  the  motion  of 
the  operating  mechanism,  and  when  once  started,  the  mechanism 
overreaches.  This  objection  is  eliminated  by  never  allowing 
the  operating  mechanism  to  come  to  rest,  but  arranging  it  in 
unstable  equilibrium,  as  a  "floating  system,"  so  that  the  con- 
dition of  the  circuit  is  never  normal,  but  continuously  and 
periodically  varies  between  the  two  extremes,  and  the  resultant 
eflfect  is  the  average  of  the  transient  terms,  which  rapidly  and 
periodically  succeed  each  other.  By  changing  the  relative 
duration  of  the  successive  transient  terms,  any  resultant  inter- 
mediary between  the  two  extremes  can  thus  be  produced.  On 
this  principle,  for  instance,  operated  the  controlling  solenoid  of 
the  Thomson-Houston  arc  machine,  and  also  numerous  auto- 
matic potential  regulators. 

2.  Production  of  high  frequency  oscillating  currents  by  period- 
ically recurring  condenser  discharges  has  been  discussed  under 
"oscillating  current  generator,"  in  Section  I,  paragraph  44. 

High  frequency  alternating  currents  are  produced  by  an  arc, 
when  made  unstable  by  shunting  it  with  a  condenser,  as  dis- 
cussed before. 

The  Ruhmkorflf  coil  or  inductorium  also  represents  an  appli- 
cation of  periodically  recurring  transient  phenomena,  as  also 
does  Prof.  E.  Thomson's  dynamostatic  machine. 

3.  By  reversing  the  connections  between  a  source  of  alter- 
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Dating  voltage  and  the  receiver  circuit,  synchronously  with  the 
alternations  of  the  voltage,  the  current  in  the  receiver  circuit  is 
made  unidirectional  (though  more  or  less  pulsating)  and  there- 
fore rectified. 

In  rectifying  alternating  voltages,  either  both  half  waves  of 
voltage  can  be  taken  from  the  same  source,  as  the  same  trans- 
former coil,  and  by  synchronous  reversal  of  connections  sent  in 
the  same  direction  into  the  receiver  circuit,  or  two  sources  of 
voltage,  as  the  two  secondary  coils  of  a  transformer,  may  be 
used,  and  the  one  half  wave  taken  from  the  one  source,  and  sent 
into  the  receiver  circuit,  the  other  half  wave  taken  from  the 
other  source,  and  sent  into  the  receiver  circuit  in  the  same 
direction  as  the  first  half  wave.  The  latter  arrangement  has 
the  disadvantage  of  using  the  alternating  current  supply  source 
less  economically,  but  has  the  advantage  that  no  reversal,  but 
only  an  opening  and  closing  of  connections,  is  required,  and  is 
therefore  the  method  commonly  applied  in  stationary  rectify- 
ing apparatus. 

6.  In  rectif)dng  alternating  voltages,  the  change  of  connec- 
tions between  the  alternating  supply  and  the  unidirectional 
receiving  circuit  can  be  carried  out  as  outUned  below : 

(a)  By  a  synchronously  moving  commutator  or  contact 
maker,  in  mechanical  rectification.  Such  mechanical  rectifiers 
may  again  be  divided,  by  the  character  of  the  alternating  supply 
voltage,  into  single  phase  and  polyphase,  and  by  the  character 
of  the  electric  circuit,  into  constant  potential  and  constant  cur- 
rent rectifiers.  Mechanical  rectification  by  a  commutator 
driven  by  a  separate  synchronous  motor  has  not  yet  found  any 
extensive  industrial  application.  Rectification  by  a  commutator 
driven  by  the  generator  of  the  alternating  voltage  has  found 
very  extended  and  important  industrial  use  in  the  excitation  of 
the  field,  or  a  part  of  the  field  (the  series  field)  of  alternators  and 
synchronous  motors,  and  especially  in  the  constant-current  arc 
machine.  The  Brush  arc  machine  is  a  quarter-phase  alternator 
connected  to  a  rectifying  commutator  on  the  armature  shaft, 
and  the  Thomson-Houston  arc  machine  is  a  star-connected 
three-phase  alternator  connected  to  a  rectifying  commutator  on 
the  armature  shaft.  The  reason  for  using  rectification  in  these 
machines,  which  are  intended  to  produce  constant  direct  current 
at  very  high  voltage,  is  that  the  ordinary  commutator  of  the 
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continuous-current  machine  cannot  safely  commutate,  even  at 
limited  current,  more  than  30  to  50  volts  per  commutator 
segment,  while  the  rectifying  commutator  of  the  constant- 
current  arc  machine  can  control  from  2000  to  3000  volts  per 
segment,  and  therefore  rectification  is  superior  to  commutation 
for  very  high  voltages  at  limited  current,  as  explained  by  the 
character  of  this  phenomenon,  discussed  in  Chapter  III. 

(6)  The  synchronous  change  of  circuit  connection  required 
by  the  rectification  of  alternating  e.m.fs;  can  be  brought  about 
without  any  mechanical  motion  in  so-called  "arc  rectifiers," 
by  the  characteristic  properties  of  the  electric  arc,  to  be  a  good 
conductor  in  one,  an  insulator  in  the  opposite  direction.  By 
thus  inserting  an  arc  in  the  path  of  the  alternating  circuit, 
current  can  exist  and  thus  a  circuit  be  established  for  that  half 
wave  of  alternating  voltage,  which  sends  the  current  in  the 
same  direction  as  the  current  in  the  arc,  while  for  the  reversed 
half  wave  of  voltage  the  arc  acts  as  open  circuit.  As  seen,  the 
arc  cannot  reverse,  but  only  open  and  close  the  circuit,  and  so 
can  rectify  only  one  half  wave,  that  is,  two  separate  sources  of 
alternating  voltage,  or  two  rectifiers  with  the  same  source  of 
voltage,  are  required  to  rectify  both  half  waves  of  alternating 
voltage. 

(c)  Some  electrolytic  cells,  as  those  containing  aluminum  as 
one  terminal,  offer  a  low  resistance  to  the  passage  of  current  in 
one  direction,  but  a  very  high  resistance,  or  practically  inteirupt 
the  current,  in  opposite  direction,  due  to  the  formation  of  a  non- 
conducting film  on  the  aluminum,  when  it  is  the  positive  terminal. 
Such  electrolytic  cells  can  therefore  be  used  for  rectification  in 
a  similar  manner  as  arcs. 

The  three  main  classes  of  rectifiers  thus  are:  (a)  mechanical 
rectifiers;  (6)  arc  rectifiers;  (c)  electrolytic  rectifiers. 

Still  other  methods  of  rectification,  as  by  the  unidirectional 
character  of  vacuum  discharges,  of  the  conduction  in  some 
crystals,  etc.,  are  not  yet  of  industrial  importance. 


CHAPTER  II. 

CIRCUIT  CONTROL  BY  PERIODIC  TRANSIENT    PHENOMENA. 

6.  As  an  example  of  a  system  of  periodic  transient  phenomena, 
used  for  the  control  of  electric  circuits,  may  be  considered  an 
automatic  potential  regulator  operating  in  the  field  circuit  of 
the  exciter  of  an  alternating  current  system. 

Let,  r^  =  40  ohms  =  resistance  and  L  =  400  henrys  = 
inductance  of  the  exciter  field  circuit. 

A  resistor,  having  a  resistance,  r^  =  24  ohms,  is  inserted  in 
series  to  r^,  L  in  the  exciter  field,  and  a  potential  magnet,  con- 
trolled by  the  alternating  current  system,  is  arranged  so  as  to 
short  circuit  resistance,  r^,  if  the  alternating  potential  is  below, 
to  throw  resistance  r^  into  circuit  again,  if  the  potential  is 
above  normal. 

Wth  a  single  resistance  step,  r^,  in  the  one  position  of  the 
regulator,  with  r^  short  circuited,  and  only  r^  as  exciter  field 
winding  resistance,  the  alternating  potential  would  be  above 
normal,  that  is,  the  regulator  cannot  remain  in  this  position, 
but  as  soon  after  short  circuiting  resistance  r^  as  the  potential 
has  risen  sufficiently,  the  regulator  must  change  its  position 
and  cut  resistance  r^  into  the  circuit,  increasing  the  exciter  field 
circuit  resistance  to  r^,  +  r^.  This  resistance  now  is  too  high, 
would  lower  the  alternating  potential  too  much,  and  the  regula- 
tor thus  cuts  resistance  r^  out  again.  That  is,  the  regulator 
continuously  oscillates  between  the  two  positions,  corresponding 
to  the  exciter  field  circuit  resistances  r^  and  (r^  +  r^)  respec- 
tively, at  a  period  depending  on  the  momentum  of  the  moving 
mass,  the  force  of  the  magnets,  etc.,  that  is,  approximately 
constant.  The  time  of  contact  in  each  of  the  two  positions, 
however,  varies:  when  requiring  a  high  field  excitation,  the 
regulator  remains  a  longer  time  in  position  r^,  hence  a  shorter 
time  in  position  (r^  +  rj,  before  the  rising  potential  throws  it 
over  into  the  next  position;  while  at  light  load,  requiring  low 
field  excitation,  the  duration  of  the  period  of  high  resistance, 
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(^0  +^t)i  is  greater,  and  that  of  the  period  of  low  resistance,  r„ 
less. 

7.  Let,  t^  =  the  duration  of  the  short  circuit  of  resistance  fp 
t^  =  the  time  during  which  resistance  r^  is  in  circuit,  and  t^  = 

During  each  period  t^,  the  resistance  of  the  exciter  field, 
therefore,  is  r^  for  the  time  i^,  and  (r^,  +  rj  for  the  time  i^ 

Furthermore,  let,  i\  =  the  current  during  time  t^,  and  i,  = 
the  current  during  time  t^. 

During  each  of  the  two  periods,  let  the  time  be  counted 
anew  from  zero,  that  is,  the  transient  current  i^  exists  during  the 
time  Q  <  t  <  t^,  through  the  resistance  r^,  the  transient 
current,  i,,  during  the  time  Q  <  t  <  t^,  through  the  resistance 

This  gives  the  terminal  conditions : 


and 


AaA-o  ~  AiA-fi? 


(1) 


that  is,  the  starting  point  of  the  current,  ij,  is  the  end  value  of 
the  current,  i„  and  inversely. 

If  now,  e  =  voltage  impressed  upon  the  exciter  field  circuit, 
the  differential  equations  are: 


and 


(2) 


or, 


■^  =  -  -•  rf/ 
e  L     ' 


di. 


''o  +-rx 


dt. 


h- 


r,  +  r^ 


(3) 
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Integrated, 


Ij  =  —  +  C.€ 

r 
'o 


-r' 


and 


^3    = 


(4) 


Substituting  the  terminal  conditions  (1)  in  equations   (4), 
gives  for  the  integration  constants  c^  and  c,  the  equations, 


and 


-  +  Ci   =    ; +  C^  ^ 


; —  +  c,  =  -  +  c^e    ^    ; 


herefrom, 


^1=  - 


er 


ji-.-^-^'i 


?«.-=4^«t 


and 


uiu  +  mi-,  ^-^    i 


-?/. 


c,=  + 


er.jl  -e    i' 


Substituting  (5)  in  (4), 

■,!i-.-"-?"-t 


(«) 


*      ('.  +  '■)  |i 

and 


-?« 


1 


.!.-.-?'■! 


I,  =  {I  A : — ^— 


rn+rj 


t 


+n 


I 


£ 


(6) 


If,  e  =  250  volts;  f,  =  0.2  sec,  or  5  complete  cycles  perjaec; 
t^  =  0.15,  and  f,  =  0.05  sec;  then 

t,  =  6.25  {1  -0.128  «-••"} 


and 


t,  =  3.91  {1  +0.391  «-•"'}. 


(7) 
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8.  The  mean  value  of  current  in  the  circuit  is 


® 


This  integrated  g^ves, 


«i  r  + '. 


'•q  +  ^1  . 


t,+t. 


0) 


and,  if 


tV 


and 


tV  = 


''o  +»•» 


(10) 


are  the  two  extreme  values  of  permanent  current,  corresponding 
respectively  to  the  resistances  r,  and  (r,  +  r,),  we  have 


•'i     I    *'2  *'0  *'o 


(11) 


that  is,  the  current,  i,  varies  between  %/  and  i/  as  linear  function 
of  the  durations  of  contact,  t^  and  t^ 

The  maximum  variation  of  current  during  the  periodic  change 
is  given  by  the  ratio  of  maximum  current  and  minimum  current; 
or, 


<-0 


(12) 


andb 


9  = 


_  r,  (!-«-"-")  +r.(l  -€-")    , 


-«.\  > 


where. 


and 


r,(l-e-'«--)+r,  «-••(!-£--) 


^•=1^ 


(13) 


(14) 
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tituting 

l-«       =x --  +  --+...,  (15) 


ig  only  term  of  first  order; 

1  -  fi-'  =  X,     ^ 

g  =  l; 


(16) 


,  the  primary  terms  eliminate,  and  the  diflference  between 
i,  is  due  to  terms  of  secondary  order  only,  hence  very 

itituting 

1-.      =^-^->  (17) 

,  using  also  terms  of  second  order,  ^ves 

{r,  (St  +  s,)  +  r^s^\  -  \  {r,  («,  +  s,)»  +  r^s,'} 

{»•,  (s,  +  s^  +  rjS,}  -  i  {r,  (s,  +  s^»  +  r,s,»  +  2riS,s,} ' 

(18) 
)roximately, 

5=1+^ — !J!!£2 ,  (19) 

jbstituting  (14), 

I,  the  percentage  variation  of  current  is 

Ation  (21)  is  a  maximum  for 

^  =  ^=1'  (22) 


ben,  is 


-1  =  ^;  (23) 
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or,  in  the  above  example,     (r,  =  24 ;  L  =  400 ;  /g  =  0.2) ; 

9  -  1  =  0.003; 

that  is,  0.3  per  cent. 

The  time  i^  of  a  cycle,  which  gives  1  per  cent  variation  of 
current,  g  —  1  =  0.01,  is 

«,  =  ^  (g  -  1),  (24) 

=  i  sec. 

The  pulsation  of  current,  0.3  per  cent  respectively  1  per  cent, 
thus  is  very  small  compared  with  the  pulsation  of  the  resistance, 
fj  =  24  ohms,  which  is  46  per  cent  of  the  average  resistance 

T 

r^  +;^  =  52  ohms. 


CHAPTER  III. 

MECHANICAL  RECTIFICATION. 

9.  If  an  alternating-current  circuit  is  connected,  by  means 
of  a  synchronously  operated  circuit  breaker  or  rectifier,  with  a 
second  circuit  in  such  a  manner,  that  the  connection  between 
the  two  circuits  is  reversed  at  or  near  the  moment  when  the 
alternating  voltage  passes  zero,  then  in  the  second  circuit 
current  and  voltage  are  more  or  less  unidirectional,  although 
they  may  not  be  constant,  but  pulsating. 

If  i  =  instantaneous  value  of  alternating  current,  and  %  =» 
instantaneous  value  of  rectified  current,  then  we  have,  before 
reversal,  %  =  i,  and  after  reversal,  %  =  —  t;  that  is,  during 
the  reversal  of  the  circuit  one  of  the  currents  must  reverse. 
Since,  however,  due  to  the  self-inductance  of  the  circuits,  neither 
current  can  reverse  instantly,  the  reversal  occurs  gradually, 
so  that  for  a  while  during  rectification  the  instantaneous  value 
of  the  alternating  and  of  the  rectified  current  differ  from  each 
other.  Thus  means  have  to  be  provided  either  to  shimt  the 
diflference  between  the  two  currents  through  a  non-inductive 
bypath,  or,  the  difference  of  the  two  currents  exists  as  arc  over 
the  surface  of  the  rectifying  commutator.* 

The  general  phenomenon  of  single-phase  rectification  thus 
is:  The  alternating  and  the  rectified  circuit  are  in  series.  Both 
circuits  are  closed  upon  themselves  at  the  rectifier,  by  the 
resistances,  r  and  r^,  respectively.  The  terminals  are  reversed. 
The  shunt-resistance  circuits  are  opened,  leaving  the  circuits 
in  series  in  opposite  direction. 

Special  cases  hereof  are: 

1.   If  r  =  r^j  =  0,  that  is,  during  rectification  both  circuits  are 

short  circuited.     Such  short-circuit  rectification  is  feasible  only 

in  limited-current  circuits,  as  on  arc  lighting  machines,  or  circuits 

of  high  self-inductance,  or  in  cases  where  the  voltage  of  the  recti- 

•  If  the  circuit  is  reversed  at  the  moment  when  the  alternating  current 
passes  sero,  due  to  self-inductanoe  of  the  rectified  circuit  its  current  differs 
from  zero,  and  an  arc  still  appears  at  the  rectifier 
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fied  circuit  is  only  a  small  part  of  the  total  voltage,  and  thus  the 
current  not  controlled  thereby,  as  when  rectifying  for  the  supply 
of  series  fields  of  alternators. 

2.  r  =^  r^  ^  00 ,  or  open  circuit  rectification.  This  is  feasible 
only  if  the  rectified  circuit  contains  practically  no  self-inductance, 
but  a  constant  counter  e.m.f.,  e,  (charging  storage  batteries), 
so  that  in  the  moment  when  the  alternating  impressed  e.m.f. 
fall8  to  e,  and  the  current  disappears,  the  circuit  is  opened,  and 
closed  again  in  opposite  direction  when  after  reversal  the  alter- 
nating impressed  e.m.f.  has  reached  the  value,  e. 

In  polyphase  rectification,  the  rectified  circuit  may  be  fed 
successively  by  the  successive  phases  of  the  system,  that  is 
shifted  over  from  a  phase  of  falling  e.m.f.  to  a  phase  of  rising 
e.m.f.,  by  shunting  the  two  phases  with  each  other  during  the 
time  the  current  changes  from  the  one  to  the  next  phase.  Thus 
the  Thomson-Houston  arc  machine  is  a  star-connected  three- 
phase  constant-current  alternator  with  rectifying  commutator. 
The  Brush  arc  machine  is  a  quarter-phase  machine  with  rectify- 
ing commutator. 

In  rectification  frequently  the  sine  wave  term  of  the  current 
is  entirely  overshadowed  by  the  transient  exponential  terra, 
and  thus  the  current  in  the  rectified  circuit  is  essentially  of  an 
exponential  nature. 

As  examples,  three  cases  will  be  discussed : 

1.  Single-phase  constant-current  rectification;  that  is,  a 
rectifier  is  inserted  in  an  alternating-current  circuit,  and  the 
voltage  consumed  by  the  rectified  circuit  is  small  compared  with 
the  total  circuit  voltage;  the  current  thus  is  not  noticeably 
affected  by  the  rectifier.  In  other  words,  a  sine  wave  of  current 
is  sent  over  a  rectifying  commutator. 

2.  Single-phase  constant-potential  rectification;  that  is,  a 
constant-potential  alternating  e.m.f.  is  rectified,  and  the  impe- 
dance between  the  alternating  voltage  and  the  rectifjHing  com- 
mutator is  small,  so  that  the  rectified  circuit  determines  the 
current  wave  shape. 

3.  Quarter-phase  coastant-current  rectification  as  occurring 
in  the  Brush  arc  machine. 
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I.  Single-phase  constant-current  rectification. 

10.  A  sine  wave  of  current,  \  sin  Oy  derived  from  an  e.m.f. 
very  large  compared  with  the  voltage  consumed  in  the  recti- 
fied circuit,  feeds,  after  rectification, 
a  circuit  of  impedance  Z  =  r  —  jx. 
This  circuit  is  permanently  shunted 
by  a  circuit  of  resistance  r^. 

Rectification  takes  place  over  short- 
circuit  from  the  moment  ;r  —  ^,  to 
n  +  0^]  that  is,  at  ;r  —  ^^the  rectified 
and  the  alternating  circuit  are  closed 
upon  themselves  at  the  rectifier,  and 
this  short-circuit  opened,  after  rever- 
sal, at  ;r  +  ^1,  as  shown  by  the  dia- 
grammatic representation  of  a  two- 
pole  model  of  such  a  rectifier  in  Fig. 
54.  In  this  case  the  space  angles 
;r  +  Tj  and  ^  —  T,  and  the  time  angles 
;r  +  ^1  and  ;r  —  5,  are  identical. 

This  represents  the  conditions  ex- 
isting   in    compoimd-wound    alter- 
nators,  that   is,    alternators   feeding   a   series   field    winding 
through  a  rectifier. 

Let,  during  the  period  from  ^^  to  ;r 
impedance  Z,  and  i^  ==  current  in  resistance  r^,  then : 

i  +  tj  =  t'o  sin  0. 
However, 

di 


Fig.  54.     Single-phase  current 
rectifier  commutator. 


0^,  i  =  current  in 


(1) 


^1^1 


do 


(2) 


and  substituting  (1)  in  (2)  ^ves  the  differential  equation : 

di 
Or  +r^)  +  ^  ^  -  Vi  sin  ^  =  0, 

which  is  integrated  by  the  fimction: 

i  =  Ae-'^+Bsmid  -  d). 


(3) 


(4) 


Substituting  (4)  in  (3)  and  arranging,  gives : 

A{r  +r^-ax)  e-^+  [B  ([r  +  rj  cos^  +  xsin^)  -  vjsin^ 

—  [(r  +r^)sind  —  X  cos  d]  BcosO  =  0,    (5) 
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which  equation  must  be  an  identity,  thus : 


and 


r  +  Tj  -  ax  =  0, 
B  {[r  +  r J  cos  5  +  x  sin  J)  —  ijr^ 
(r  +  Tj)  sin  ^  —  X  cos  J  =  0, 


0 


and  herefrom : 


a 


r  +r^ 


tan  J  = 


X 
X 


and 


where 


B 


r  +r^ 

m 

% 


ijx 


'^ir  +r^y  +  7?     z 


z  =  V(r  +rj)'  ^-x*; 


hence: 


T±Tx 


•       .  r 


+  io-sin(^  -J), 

2 


(6) 


(7) 


(8) 


During  the  time  of  short-circuit,  from  ;r  —  5,  to  tt  +  5j,  if 
i'  =  current  in  impedance  Z,  we  have 


di- 


:/ 


x'r+x-  =0, 


(?) 


hence: 


A'e 


^2:# 


(10) 


The  condition  of  sparkless  rectification  is,  that  no  sudden 
change  of  current  occur  anywhere  in  the  system.  In  consequence 
hereof  we  must  have : 

i  =  i'  =  i^  sin  0  at  the  moment  d  =  tc  ^  0^ 

and,  at  the  moment  6  ==  k  +  O^y  i'  must  have  reached  the  same 
value  as  i  and  i^  sin  0  at  the  moment  0  =  0^. 
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This  gives  the  two  double  equations: 

^-#.  =  *',-»,  =  i»8in  in  -e^ 
and  (11) 

»«.  =  »',+».=  *o  sine,; 

or,  substituting  (8)  and  (9), 

Ae      '  +t,-'sin(*+d^  =A'e   '  -  i, sin <7,  (12) 

z 

and 

At      •    '  -  t.^sin  (*  -  ^,)  =  A'e  "'  '        -  t, sin ^,.       (13) 

These  four  equations  (12)  (13)  determine  four  of  the  five 
quantities,  A,  A',  ^j,  ^„  r^,  leaving  one  indetenninate. 

Thus,  one  of  these  five  quantities  can  be  chosen.  The  deter- 
mination of  the  four  remaining  quantities,  however,  is  rather 
difficult,  due  to  the  complex  character  of  equations  (12)  (13), 
and  is  feasible  only  by  approximation,  in  a  numerical  example. 

11.  Example:  Let  an  alternating  current  of  effective  value 
of  100  amp.,  that  is,  of  maximum  value  i^  =  141.4,  be  rectified 
for  the  supply  of  a  circuit  of  impedance  Z  =  0.2  —  2  j,  shunted 
by  a  non-inductive  circuit  of  resistance  r^. 

Let  the  series  connection  of  the  rectified  and  alternating 

circuits  be  established  30  time-degrees  after  the  zero  value  of 

It 
alternating  current,  that  is,  0.  =  30  deg.  =  -  chosen. 

0 

Then,  from  equation  (13),  we  have 

A't  *  =  ij,  sin  ^1, 

hence,  substituting  r,  x,  5j,  \y  gives 

A'  =  102, 
Prom  equation  (12), 

'c   *         =  i^j  sm  5,, 

and,  substituting, 

sine,  =  0.527  «••*••; 
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approximately 

sin  6%  =  0.527  and  6^  =  32"*; 
thus,  more  closely 

sin  ^2  =  0.527  c'****  =  0.558,  and  Bt  =  34^; 
thus,  more  closely 

sin  0^  =  0.527  £»*'     =  0.559,    and    0^  =  34^ 

From  equations  (12)  and  (13)  it  follows : 

Z 

Ae      *    '  —  %  ~  sin  (^  -  dj)  =  i^,  sin  Oy\ 

eliminating  A  ^ves 

-^('-^-•a)  -p(»-#i-«i)      ^sin5,  -  fjsin  (*  +  (?,) 

2  sin  ^j  +  Tj  sin  {d  -  »J ' 

substituting  sin  J  =  ->  cos  J  = ^>  2?  =  (r  +  r^)'  +  a?,  and 

substituting  for  r,  x,  ^^  fl,,  gives  after  some  changes : 

-68ri«»  =  1.5  —  1.04  r^  ^ 
1.1  -  r^     ' 

calculating  by  approximation, 

assuming  r^  =  0.5, 

0.603  =  0.612; 

assuming  r^  =  0.51, 

0.597  =  0.602; 

assuming  r^  =  0.52, 

0.591  =  0.592 

hence,  r^  =  0.52, 

and  z  =  2.124, 

b  =  70°. 
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itituting  these  values  in  (12)  or  (13)  gives 

A  =  114; 
«,  as  final  equations,  we  have 

i  =  112  *-•■••'  +  34.6  ain  (9  -  70^), 

i'  =  102(-»", 

t,  =  141.4  sin  ff, 

*i  ■"  *o  -  *; 

;h  i^ves  the  following  results : 


Wy- 

ERec. 
ttve 
Value. 

Arltb- 
metlo 
Meu 

V^ue. 

30 
70,8 

70.  B 
0 

50 
70,5 

108 
37.5 

70 

72.6 

133 

eo.i 

90 
7*. 9 

HI. 4 

66.5 

130 

79.0 

133 

54,0 

130 
84.4 

108 
27  8 

■ 

I4B 
79  0 

79.0 
79.0 
0 

170          190 

310 

75.3 
100.0 
38.3 

(44,8) 

fl= 

75  8      73.2 

24  7-24  7 

(-51.1-48.5) 

70.8, 
-70  8' 
0 

27.3 

urves  of  these  quantities  are  plotted  in  Fig.  55,  for  i,  — 

he  effective  value  of  the  rectified  current  is  75.2  amp.,  and 
current  is  fairly  constant,  pulsating  only  between  70.5  and 
amp.,  or  by  6.6  per  cent  from  the  mean;  that  is,  due  to  the 
■inductance,  the  fiuctuationa  of  current  are  practically 
sressed,  and  taken  up  by  the  non-inductive  shunt,  and  the 
hmetic  mean  value  of  this  current  is  therefore  equal  to  its 
;tive  value.  The  effective  value  of  the  shunt  current  is  38.2 
1.,  and  tlus  current  is  unidirectional  also,  but  very  fluctuating, 
arithmetic  mean  value  is  only  27.3  amp.;  that  is,  in  this 
uit  a  continuous-current  ammeter  would  record  27.3,  an 
mating  ammeter  38.2  amperes.  The  effective  value  of  the 
.1  difference  between  alternating  and  rectified  current  (shunt 
i  short-circuit  current)  is  44.9  amp. 

he  current  divides  between  the  inductive  rectified  circuit 
its  non-inductive  shunt,  not  in  proportion  to  their  respective 
edances,  but  more  nearly,  though  not  quite,  in  proportion 
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to  the  resistances;  tliat  is,  in  a  rectified  drcuit,  self-^nductaDce 
does  not  greatly  afTect  the  intensity  of  the  current,  but  only  its 
character  aa  regards  fluctuations. 


7^ 


Fig.  &&.    SiDgl»-pbaM  cuirent  rectiilcfttioD. 

3.  Single-phase  constant-potential  nctiflcation. 

12.  Let  the  alternating  e.m.f.  e,  ^n  6  of  the  alternating  ci^ 
cuit  of  impedance  Z^  =  t„  —  ]'x„  be  rectified  by  connecling  it 
at  the  moment  5,  with  the  directHjuirent  receiver  circuit  ol 
impedance  Z  ^  r  —  jx  and  continuous  counter  e.m.f,  e,  dis- 
connecting it  therefrom  at  the  moment  n  —  ^„  and  closing 
during  the  time  from  jt  -  fl,  to  ;r  +  ff,  the  alternating  circuit  by 
the  resistance  r„  the  direct-current  circuit  by  the  resistance  r,, 
then  connecting  the  circuits  again  in  series  in  opposite  direction, 
at  n  +  ^^,  etc.,  as  shown  diagrammatically  by  Fig.  56,  where 
1 


1.  Then,  during  the  time  from  6 
the  differential  equation  is 

e,  sin  tf  —  e  —  i\  (r  +  r  J  - 


to  ;t  —  ff„  if  tj  —  current, 
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ich  b  integrated  by 

ii  -  Aj  +  B,.-"**  +  C,  sin  (<?  -  d^ 


(2) 


Fig.  66.    Single-phase  constant-potential  rectifying  oommutator. 


nation  (2)  substituted  in  (1)  ^ves 

in  «  -  c  -  (r  +  r^)  [A^  +  JJ^e""'*  +  C^  sin  {d 
-  {x+  X,)  [-  afi.e-'^'  +  C,  cos  (» 

transposing, 


-[+e  +  (r  +r,)A,]+  B^f'*  [o^  (x  +  x,)  -  (r  +  r.)] 
+  sin  <?  [e,  —  (r  +  r,)  Cj  cos  5j  —  (x  +  x,)  C,  sin  5,] 
+  C,  cos  ^  [(r  +  r,)  sin  5,  —  (x  +  x,)  cos  5J  =  0; 

efrom  it  follows  that 

e  +  (r  +  O  4,  =  0, 
c,  (x  +  X,)  -  (r  +  r,)  =  0, 
e©  -  (>■  +  O  C'j  cos  ^1  -  (x  +  X,)  Ci  sin  *,  -  0, 


(r  +  r^  sin  5j  —  (x  +  x,)  cos  d^  —  0; 
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hence 


and 


^i  =  - 


e 


a,  = 


tan^j  = 


C.  = 


v^(r  +  uY  +  (X  +  xy 


(3) 


and,  substituting  in  (2), 


h- 


r  +r^ 
e 


+  B,e 


+ 


e,  sin  (^  —  ^,) 


r+r, 


+  B,e 


x  +  aso 


^{r  +  r,r  +{x+  x,r 

^o[(r  +r^)^nd  -  (x  +x^)  cosfl] 


tan(Jj  = 


{r+r^y  +  {x+xj' 
X  +x^ 


(4) 


2.   During  the  time  from  ;r  -  tf,  to  tt  +  ^j,  if  t,  =  current  ia 
the  direct  circuit,  i,  =  current  in  alternating  circuit,  we  have 


AUemating'Current  circuit: 


di, 


6, sin  0  ~  i,  (r,  +  rj  -  x,-^  =  0, 


(5) 


which  is  integrated  the  same  as  in  (1),  by 


—  ^"^^t 


i.= 


B,^ 


^    *  ^  _?« sin  {0  -  8,) 


-B,c 


*  ■  g»  [(^'o  +  r,)  sin  (?  -  i^  cos  g], 


tan  5, ^ 

'•o  +  »"i 


(6) 
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Direct'CurrerU  circuit: 

di 
-e-i,(r+r^-x^  =  0,  (7) 


integrated  by 


(9) 


At  5  =  TT  —  ^3,  however,  we  must  have 

•  •  * 

tj  =  i,  =  I, 
and     i^dX  0  =  n  +  0^  must  be  equal  to 

i\  at  ^  =  ^p  and  opposite  to  i,  at  ^  =«  ;r  +  5^; 

\  [0  =  ^J  =  t,  [^  =  TT  +  e  J  =  - 1,  [e  =  ;r  +  e;\. 

These  terminal  conditions  represent  four  equations,  which 
suffice  for  the  determination  of  the  three  remaining  integration 
constants,  B^,  B^,  B^,  and  one  further  constant,  as  0^  or  ^„  or 
Tj  or  r„  or  e;  that  is,  with  the  circuit  conditions  Z^,  Z,  r^,  r„  e^^  e 
chosen,  the  moment  0^  depends  on  0^  and  inversely. 

13.  Special  case: 

Z,  =  0,    r,  =  0,    6  =  0;  (10) 

that  is,  the  alternating  e.m.f.  e^  sin  0  is  connected  to  the  circuit 
of  impedance  Z  ^^  r  —  jx  during  time  ^^  to  ;r  —  0^,  and  closed 
by  resistance  r^,  while  the  rectified  circuit  is  short-circuited, 

during  time  ;r  —  ^j  t^  ^  +  ^i- 
The  equations  are : 

1.  Time  ^^  to  ;r  -  0^: 


r 


i.  =  B.e     '    +  /'    ,  [r  sin  »  -  x  cos  6]. 


2.  Time  w  -  5,  to  ;r  +  tf,: 


I,  =  B 


gj  sin  d 


(11) 
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The  terminal  conditions  now  assume  the  foUowing  forms: 

At  e  =  TT  -  tf, 


2f 


ti  —  Ij  —  Is 


^i«    '^'  ''^  +  3-^(rsine3 +xcos(?^  =B^    '^'  ''^  ^ 


=  ^sintf  • 


at  ^  =  ;r  +  ^1  and  6^  respectively 


(12) 


=  ^sintf,. 

These  four  equations  suflSce  for  the  determination  of  the  two 
integration  constants  B^  and  J5„  and  two  of  the  three  rectifica- 
tion constants,  tf  j,  ^„  r^,  so  that  one  of  the  latter  may  be  chosen. 

Choosing  0^,  the  moment  of  beginning  reversal,  the  equations 
(12)  transposed  and  expanded  give 

-  -  («!  +  h)      sin  d. 

e    X  ^ 1 

sin  d^ 
r^  +  7?      r\  /  ^ 


and 


e^sin/?,  +^(ir-#,). 
^i  =  ^.  -  ,5-J^  ('•  sin  <?,  +  X  cos  <?,)«^'''~*'' 


(13) 


which  give  0^,  r^,  B^,  fl,:  ^,  is  calculated  by  approximation. 
Assuming,  as  an  example, 

e,  =  156  sin  6  (corresponding  to  110  volts  effective), 

Z  =  10  -  30  /, 

and  „ 

<^,  =  -  =  30°, 


(14) 
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by  equations  (13)  we  have : 

log  sai0^ 0.3765  -  0.1448  (?„ 

and     e^  =  21.7°, 

r^  =  7.63, 

B,  =  24.4, 

Bi  =  12.8; 


and 
thus 


(15) 


and 

which  gives: 


ij  =  12.8  «   3  ^  1,56  (sin  e  -  3  cos  tf), 

i,  =  24.4^3, 
tV=  20.5  sin  ff, 


(16) 


^. 

h. 

i^ 

^. 

h- 

• 

h- 

21.7 

30 

45 

60 

75 

90 
105 
120 

7.55 
7.47 
7.7 
8.02 
8.56 
9.18 
9.67 
10.09 

135 
150 
165 
180 
195 
201.7 

10.27 
10.20 

10.2 
9.4 
8.6 
7.9 
7.55 

10.2 
5.3 
0 
-6.3 
-7.66 

The  mean  value  of  the  rectified  current  is  derived  herefrom 
as  8.92  amp.,  while  without  rectification  the  effective  value  of 

alternating    current    would    be 


V^^T^ 


=  3.48.     110  volts 


effective  corresponds  to 


2\/2 


n 


110  =  99  volts  mean,  which  in 


r  =  10  would  give  the  current  as  9.9  amp. 

Thus,  in  a  rectified  circuit,  self-inductance  has  little  effect 
besides  smoothing  out  the  fluctuations  of  current,  which  in  this 
case  varies  between  7.47  and  10.27,  with  8.92  as  mean,  while 
without  self-inductance  it  would  vary  between  0  and  15.6,  with 
9.9  as  mean,  and  without  rectification  the  current  would  be 
4.95  sin  {0  -  71.6°)- 
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As  seen,  in  this  case  the  exponential  or  tranMent  term  of 
current  largely  preponderates  over  the  pennaDent  or  unusmdal 
term. 


Fig.  67.    Single-pbue  e.m.f.  roctificnUon. 

In  Fig.  57  is  shown  the  rectified  current  in  drawn  line,  the 
value  it  would  have  without  self-inductance,  and  the  value  the 
alternating  current  would  have,  in  dotted  lines. 


3.  Quarter-phase  constant-current  rectification. 

14.  In  the  quarter-phase  constant-current  arc  machine,  as 
the  Brush  machine,  two  e.m.fs.,  E^  —  ecoeff  and  E^  =  emid, 
are  connected  to  a  rectifying  commutator,  so  that  while  the  first 
£,  is  in  circuit  £,  is  open-circuited.  At  the  moment  ^^,  £,  is 
connected  in  parallel,  as  shown  dlagrammatically  in  fig.  58, 
with  E„  and  the  rising  e.m.f.  in  B^  gradually  shifts  the  current 
i,  away  from  E^  into  E^,  until  at  the  moment  0^,  E^  is  dis- 
connected and  B,  left  in  circuit. 

Assume  that,  due  to  the  superposition  of  a  number  of  such 
quarter-phase  e.m.fs.,  displaced  in  time-phase  from  each  other, 
and  rectified  by  a  corresponding  number  of  commutators  offset 
against  each  other,  and  due  to  self-inductance  in  the  external 
circuit,  the  rectified  current  is  practically  steady  and  has  the 
value  i,.    Thus  up  to  the  moment  d^  the  current  in  .£,  is  t^  in 
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B,  is  0.    From  0^  to  5,  the  current  in  E^  may  be  i;  thus  in  E^  it 
is  i,  =  t^,  —  1.    After  ^j,  the  current  in  E^  is  0,  in  E^  it  is  i^. 

A  change  of  current  occurs  only  during  the  time  from  0^  to  0^, 
and  it  is  only  this  time  that  needs  to  be  considered. 


.-^i 


^^i 


Fig.  58.     Quarter-phase  constant-current  rectifying  commutator. 


Let  Z  —  r  —  jx  =  impedance  per  phase,  where  x  =  2  nfL ; 
then  at  the  time  t  and  the  corresponding  angle  0  ^  2np,  the 
difference  of  potential  in  -Bj  is 

e  COS  ^  -  (to  -  t)  r  -  L  — ^-^r - 

at 

=  eco8<7-(t,-t)r+x^;  ^  ^^^ 

the  difference  of  potential  in  E^  is 

•    />       •  ^^' 

c  sm  ^  —  tr  -  X  -IT ; 

and,  since  these  two  potential  differences  are  connected    in 
parallel,  they  are  equal 

di 
e  (sin  0  -  coaO)  -f  t  r  _  2  ir  -  2  x—  =  0.  (2) 

ad 
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The  differential  equation  (2)  is  integrated  by 

i==  A  +Be"^  +Ccosie  -  d); 


thus 


^=  -aBe---C8in(e-a), 


and  substituting  in  (2), 

e  (sin  e  -  cos  d)  +  ijr  -2Ar  -2  Bre"'*  -  2  Cr  cos  (d  -  d) 
+  2aBx€''^  +2Cxsm{e  -  a)  =  Q- 

or,  transposed, 

(to  -  2  il)  r  +  2  Be-^(ax  -  r)  +  sin  (?  [e  -  2  Cr  sin  S 
+  2Cx  cos  d]  -  cos  »  [e  +2  Cr  cos  *  +  2  Cx  sin  *]  =  0 

thus 

t, -2A=0, 

ox  —  r  =  0, 
c  -  2  Cr  sin  d  +  2  Cx  cos  5  =  0, 
and  e  +  2  Cx  sin  *  +  2  Cr  cos  5  =  0, 

X 

and  herefrom,  letting  -  =  tan  <r,  we  have 

r 


and 


e 

=     — 

2  C2  sin  (<r  — 

a), 

c 

=     — 

2  C2  cos  (0-  - 

9), 

A 

.      ^0 

=  2' 

1 

a 

r 

=  - 1 

X 

tan  T 

X 
X 

—  r 

+  r 

C 

e 

V2  (x'  +  r») 

f 

-5) 

=  1, 

C 



c 

tan  (<r  -  5)  = 


Va 
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lese  values  substituted  in  (3)  give 


t  =  ^  +  Be"  »* ,  cos  (d  -  8), 

2  V2  (i*  +  r») 


X  —  T 

tan  d  = •  (5) 


i  tf  =  ^„  1  —  0,  and  we  have 


2  V2  (x'  +  r*)  ' 


e, 


-r.. 


X  S-- 


rCO8(0,  -^)-^;  (6) 


V2  (x"  +  r")  2  ' 


:ituting  in  (5),  we  have  the  equations  of  current  in  the  two 
as  follows: 

iJ^+  {—J==  cos  «?.  -  a)  -  %-'-'-' 

2      \V2  (x*  +  r»)  '  2/ 

e 


V2  (x*  +  r») 


cos  («  -  a) 


V2  (x»  +  r*) 


/cos  id-S)-  cos  (<?,  -a)  r  »^*"''^y . ; 


2        Vv/2rr»+r»^  '  2/ 


V2(x'  +r») 

+    ,  cos  (6  -  a). 

V2(x»+r') 


(7) 
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At  ^  =  ^3,  i  =»  i^;  thus 

;7  -  (  —  POa  (^.    -  <?)    —  PT  )^ 

2       Vv2(x^  +  r^)  '  2/ 

+  \  cos  (^,  -  d)  =  0; 

\/2  (r*  H-  r) 

or,  multiplied  by  £    -^  *  and  rearranged,  we  have  the  condition 
connecting  moments  d^  and  0^,  as  foUows: 


2  V  '  '        /   '  \/2  (x^  +  r^) 


cos  {d^-  d)\  =0 
and 


-  t'  "  COS  (/?,  -  5)  i .  (8) 


r,, 


Rearranged  equation  (8)  gives 


/ (6,)  =  .'*- [l  +  .     .j!  ,^, cos  (<?,  -  a)1 

=  g5*T ^  ^  cos  (ff,  -a)  -l1, 

U„V2  (x"  +  r^)  *  J 


(9) 


X  —  r 
where  tan  (?  = 

X  -\-  r 


By  approximation,  from  this  equation  the  value  of  ^„  corre- 
sponding to  a  given  ^j,  is  derived. 
16.  Example: 

e  =  2000,  i,  =  10,  and  Z  =  10  -  40/. 
Thus  ^  =  31°  =  0.,'>4  radians 
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t  =  5  +  [34.3  cos  (»,  -  31°)  -  5]  e-«»(*-«J 
-  34.3  cos  {0  -  31°), 
/(<?,)  =  «••'*•' [1  +  6.8G  cos  (0,  -  31°)] 


,0.25  9i 


[G.86  cos  (fl,  -  31°)  -  1]. 


substituting  for  6^,  30°  =  )[ ,  45°  =  j ,  and  60°  =  ^ ,  respec- 

0  4  o 

;ly,  ^ves : 


*.- 


4.» 


5 +29.3  »■-»"( 


tf 


tf 


—  0.86  ( 

-5+28.3*  ^ 

—  0.26  (^ 

=  5+  25.1  «  V 


-.) 
^) 
-.) 


-34. 3  cos  (^-31°) 
-34.3  COS  (^-  31°) 
-34. 3 cos  (^-31°) 


9x   « 

V 

6 

«.  - 

4 

9,   = 

3 

r» 

» 

12 

t 

ii 

i 

• 

ei 

ei 

25 

30 

35 

40 

45 

50 

55 

60 

65 

70 

75 

80 

85 

90 

95 

100 

105 

110 

115 

1810 

850 

0 

10 

1640 

1150 

-0.9 

10.9 

0 

10 

1410 

1410 

-0.6 

10.6 

.8 
2*5 

9.2 
*7!5 

1150 

1640 

+  0.6 

9.4 

0 

10 

850 

1810 

3.0 

7.0 

2.2 

7.8 

5.1 

8*6 

4.9 
1.4 

520 

1930 

6.0 
9^9 

4.0 
0^1 

5.4 

4.6 

170 

1990 

9.3 

0.7 

12.8 

-2.8 

-170 

1990 

14.3 

-4.3 

13.8 

-3.8 

17.3 

-7.3 

-520 

1930 

19.1 

-9.1 

18.6 

-8.6 

22.2 

-12.2 

-850 

1810 

Tiese  values  are  plotted  in  Fig.  59,  together  A^ith  e^  and  e. 
ollows  then, 


<?,  = 


90.2° 


88.6* 


91.7< 
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The  actual  curves  of  an  arc  machine  differ,  however,  very 
greatly  from  those  of  Fig.  59.  In  the  arc  machine,  inherent  regu- 
lation for  constant  current  is  produced  by  opposing  a  very  high 
armature  reaction  to  the  field  excitation,  so  that  the  resultant 
m.m.f.,  or  m.m.f.  which  produces  the  effective  magnetic  flux,  is 
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Fig.  60.    Quarter-phaw  rectiflctUoD. 

small  compared  with  the  total  field  m.m.f.  and  the  armature 
reaction,  and  so  greatly  varies  with  a  small  variation  of  armature 
current.  As  result,  a  very  great  distortion  of  the  field  occurs, 
and  the  magnetic  flux  is  concentrated  at  the  pole  comer.  This 
gives  an  e.m.f.  wave  which  has  a  very  sharp  and  high  peak,  with 
very  long  flat  zero,  and  so  cannot  be  approximated  by  an  equiva- 
lent sine  wave,  but  the  actual  e.m.f.  curves  have  to  be  used  in  a 
more  exact  investigation. 


CHAPTER  IV. 

ARC  RECTIFICATION. 

I.  The  Arc. 

16.  The  operation  of  the  arc  rectifier  is  based  on  the  charac- 
teristic of  the  electric  arc  to  be  a  good  conductor  in  one  direction 
but  a  non-conductor  in  the  opposite  direction,  and  so  to  permit 
only  unidirectional  currents. 

In  an  electric  arc  the  current  b  carried  across  the  gap  between 
the  terminals  by  a  bridge  of  conducting  vapor  consisting  of  the 
material  of  the  negative  or  the  cathode,  which  is  produced  and 
constantly  replenished  by  the  cathode  blast,  a  high  velocity 
blast  issuing  from  the  cathode  or  negative  terminal  towards  the 
anode  or  positive  terminal. 

An  electric  arc,  therefore,  cannot  spontaneously  establish 
itself.  Before  current  can  exist  as  an  arc  across  the  gap  between 
two  terminals,  the  arc  flame  or  vapor  bridge  must  exist,  i.e., 
energy  must  have  been  expended  in  establishing  this  vapor 
bridge.  This  can  be  done  by  bringing  the  terminals  into  contact 
and  so  starting  the  ciurent,  and  then  by  gradually  withdrawing 
the  terminals  derive  the  energy  of  the  arc  flame  by  means  of  the 
current,  from  the  electric  circuit,  as  is  done  in  practically  all  arc 
lamps.  Or  by  increasing  the  voltage  across  the  gap  between  the 
terminals  so  high  that  the  electrostatic  stress  in  the  gap  repre- 
sents sufficient  energy  to  establish  a  path  for  the  current,  i.e.,  by 
jumping  an  electrostatic  spark  across  the  gap,  this  spark  is  fol- 
lowed by  the  arc  flame.  An  arc  can  also  be  established  between 
two  terminals  by  supplying  the  arc  flame  from  another  arc,  etc. 

The  arc  therefore  must  be  continuous  at  the  cathode,  but  may 
be  shifted  from  anode  to  anode.  Any  interruption  of  the  cathode 
blast  puts  out  the  arc  by  interrupting  the  supply  of  conducting 
vapor,  and  a  reversal  of  the  arc  stream  means  stopping  the 
cathode  blast  and  producing  a  reverse  cathode  blast,  which,  in 
general,  requires  a  voltage  higher  than  the  electrostatic  striking 
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voltage  (at  arc  temperature)  between  the  electrodes.  With  an 
alternating  impressed  e.rn.f.  the  arc  if  established  goes  out  at 
the  end  of  the  half  wave,  or  if  a  cathode  blast  is  maintained 
continuously  by  a  second  arc  (excited  by  direct  current  or 
overlapping  sufficiently  with  the  first  arc),  only  alternate  half 
waves  can  pass,  those  for  which  that  terminal  is  negative  from 
which  the  continuous  blast  issues.  The  arc,  with  an  alternating 
impressed  voltage,  therefore  rectifies,  and  the  voltage  rang^  of 
rectification  is  the  range  between  the  arc  voltage  and  the  electro- 
static spark  voltage  through  the  arc  vapor,  or  the  air  or  residual 
gas  which  may  be  mixed  with  it.  Hence  it  is  highest  with  the 
mercury  arc,  due  to  its  low  temperature. 

The  mercury  arc  is  therefore  almost  exclusively  used  for  arc 
rectification.  It  is  enclosed  in  an  evacuated  gla^  vessel,  so  as 
to  avoid  escape  of  mercury  vapor  and  entrance  of  air  into  the 
arc  stream.  Due  to  the  low  temperature  of  the  boiling  point  of 
mercury,  enclosure  in  glass  is  feasible  with  the  mercury  arc. 

II.  Mercury  Arc  Rectifier. 

17.  Depending  upon  the  character  of  the  alternating  supply, 
whether  a  source  of  constant  alternating  potential  or  constant 
alternating  current,  the  direct-current  circuit  receives  from  the 
rectifier  either  constant  potential  or  constant  current.  Depend- 
ing on  the  character  of  the  system,  thus  constant-potential 
rectifiera  and  constant-current  rectifiere  can  be  distinguished. 
They  differ  somewhat  from  each  other  in  their  construction  and 
that  of  the  auxiliary  apparatus,  since  the  constant-potential 
rectifier  operates  at  constant  voltage  but  varying  current,  while 
the  constant-current  rectifier  operates  at  varying  voltage.  The 
general  character  of  the  phenomenon  of  arc  rectification  is,  how- 
ever, the  same  in  either  case,  so  that  only  the  constant-current 
rectifier  will  be  considered  more  explicitly  in  the  following 
paragraphs. 

The  coastant-current  mercury  arc  rectifier  system,  as  used 
for  the  operation  of  constant  direct-current  arc  circuits  from  an 
alternating  constant  potential  supply  of  any  frequency,  is  sketched 
diagrammatically  in  Fig.  60.  It  consists  of  a  constant-current 
transformer  with  a  tap  C  brought  out  from  the  middle  of  the 
secondary  coil  AB,    The  rectifier  tube  has  two  graphite  anodes 


ARC  RECTIFICATION 


257 


a,  bf  and  a  mercuiy  cathode  c,  and  usually  two  auxiliary  mercury 
anodes  near  the  cathode  c  (not  shown  in  diagram.  Fig.  60), 
which  are  used  for  excitation,  mainly  in  starting,  by  establishing 
between  the  cathode  c  and  the  two  auxiliary  mercury  anodes, 
from  a  small  low  voltage  constant-potential  transformer,  a  pair 
of  low  current  rectifying  arcs.  In  the  constant-potential  rectifier, 
generally  one  auxiliary  anode  only  is  used,  connected  through 
a  resistor  r  with  one  of  the  main  anodes,  and  the  constant- 


Fig.  00.    Constant-current 
mercury  arc  rectifier. 


Fig.  61.    Conntant-potential 
mercury  arc  rectifier. 


current  transformer  is  replaced  by  a  constant-potential  trans- 
former or  compensator  (auto-transformer)  having  considerable 
inductance  between  the  two  half  coils  II  and  III,  as  shown  in 
Fig.  61.  Two  reactive  coils  are  inserted  between  the  outside 
terminals  of  the  transformer  and  rectifier  tube  respectively,  for 
the  purpose  of  producing  an  overlap  between  the  two  rectifying 
arcs,  ca  and  c6,  and  thereby  the  required  continuity  of  the  arc 
stream  at  c.  Or  instead  of  separate  reactances,  the  two  half  coils 
II  and  III  may  be  given  suflBcient  reactance,  as  in  Fig.  61.  A 
reactive  coil  is  inserted  into  the  rectified  or  arc  circuit,  which 
connects  between  transformer  neutral  C  and  rectifier  neutral  c, 
for  the  purpose  of  reducing  the  fluctuation  of  the  rectified  current 
to  the  desired  amount. 

In  the  constant-potential  rectifier,  instead  of  the  transformer 
ACB  and  the  reactive  coils  Aa  and  5a,  generally  a  compensator 
or  auto-transformer  is  used,  as  shown  in  Fig.  61,  in  which  the 
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two  halves  of  the  coil,  AC  and  BC,  are  made  of  considerable 
self-inductance  against  each  other,  as  by  their  location  on 
different  magnet  cores,  and  the  reactive  coil  at  c  frequently 
omitted.  The  modification  of  the  equations  resulting  herefrom  is 
obvious.  Such  auto-transformer  also  may  raise  or  lower  the 
impressed  voltage,  as  shown  in  Fig.  61. 

The  rectified  or  direct  voltage  of  the  constant-current  rectifier 
is  somewhat  less  than  one-half  of  the  alternating  voltage  supplied 
by  the  transformer  secondary  AB,  the  rectified  or  direct  current 
somewhat  more  than  double  the  effective  alternating  current 
supplied  by  the  transformer. 

In  the  constant-potential  rectifier,  in  which  the  currents  are 
larger,  and  so  a  far  smaller  angle  of  overlap  d  is  permissible,  the 
direct-current  voltage  therefore  is  very  nearly  the  mean  value 
of  half  the  alternating  voltage,  minus  the  arc  voltage,  which  is 
about  13  volts.  That  is,  if  c  =  effective  value  of  alternating 
voltage  between  rectifier  terminals  ab  of  compensator  (Fig.  61), 

2n/2 
hence e  =  mean  value,  the  direct  current  voltage  is 


;r 


V2 
Co  =  —  e  —  13. 


III.  Mode  op  Operation. 


18.  Let,  in  Figs.  62  and  63,  the  impressed  voltage  between 
the  secondary  terminals  AB  of  an  alternating-current  trans- 
former be  shown  by  curve  I.  Let  C  be  the  middle  or  center  of 
the  transformer  secondary  AB.  The  voltages  from  C  to  A  and 
from  C  to  B  then  are  given  by  curves  II  and  III. 

If  now  AjBfC  are  connected  with  the  corresponding  rectifier 
terminals  a,  b,cand  at  c  a  cathode  blast  maintain^,  those  currents 
will  exist  for  which  c  is  negative  or  cathode,  i.e.,  the  current 
through  the  rectifier  from  a  to  c  and  from  6  to  c,  under  the 
impressed  e.m.fs.  II  and  III,  are  given  by  curves  IV  and  V,  and 
the  current  derived  from  c  is  the  sum  of  IV  and  V,  as  shown  in 
curve  VI. 

Such  a  rectifier  as  shown  diagrammatically  in  Fig.  62  requires 
some  outside  means  for  maintaining  the  cathode  blast  at  c,  since 
the  ciurent  in  the  half  wave  1  in  curve  VI  goes  down  to  zero  at 
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zero  value  of  e.m.f.  Ill  before  the  current  of  the  next  half 
e  2  starts  by  the  e.m.f.  II. 

.  is  therefore  necessary  to  maintain  the  current  of  the  half 
e  I  beyond  the  zero  value  of  its  propel- 

impr^sed  e.m.f.  Ill  until  the  current  of 

next  half  wave  2  has  started,  i.e.,  to 
■lap  the  currents  of  the  successive  half 
es.     This  is  done  by  inserting  reactances 

the  leads  from  the  transformer  to  the 
ifier,  i.e.,  between  A  and  a,  B  and  b  respec- 
ly,  as  shown  in  Fig.  60.    The  effect  of 

reactance  is  that  the  current  of  half  wave 
',  continues  beyond  the  zero  of  its  im- 
sed  e.m.f.  Ill  i.e.,  until  the  e.m.f.  Ill  has 
I  out  and  reversed,  and  the  current  of  the 

wave  2,  IV,  started  by  e.m.f.  II ;  that  is, 

two  half  waves  of  the  current  overlap, 

each  half  wave  lasts  for  more  than  half 
^riod  or  180  degrees, 

he  current  waves  then  are  shown  in  curve 
.    The  current  half  wave  1  starts  at  the  zero  value  of  its 
f.  Ill,  but  rises  more  slowly  than  it  would  without  react- 


Fig.  62.  CoDBUnt- 
current  mercury 
«rc  rectifier. 


mercury  arc  reclifier. 


!,  following  essentially  the  exponential  curve  of  a  starting 
ent  wave,  and  the  energy  which  is  thus  consumed  by  the 
tance  as  counter  e.m.f.  is  returned  by  maintaining  the 
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current  half  wave  1  beyond  the  e.m.f.  wave,  i.e.,  beyond  180 
degrees,  by  0^  time-degrees,  so  that  it  overlaps  the  next  half 
wave  2  by  0^  time-degrees. 

Hereby  the  rectifier  becomes  self-exciting,  i.e.,  each  half  wave 
of  current,  by  overlapping  with  the  next,  maintains  the  cathode 
blast  until  the  next  half  wave  is  started. 

The  successive  current  half  waves  added  give  the  rectified  or 
unidirectional  current  curve  VIII. 

During  a  certain  period  of  time  in  each  half  wave  from  the  zero 
value  of  e.m.f.  both  arcs  ca  and  cb  exist.  During  the  existence 
of  both  arcs  there  can  be  no  potential  difference  between  the 
rectifier  terminals  a  and  6,  and  the  impressed  e.m.f.  between  the 
rectifier  terminals  a  and  b  therefore  has  the  form  shown  in  curve 
IX,  Fig.  63,  i.e.,  remains  zero  for  0^  time-degrees,  and  then  with 
the  breaking  of  the  arc  of  the  preceding  half  wave  jumps  up  to 
its  normal  value. 

The  generated  e.m.f.  of  the  transformer  secondary,  however, 
must  more  or  less  completely  follow  the  primary  impressed  e.m.f. 
wave,  that  is,  has  a  shape  as  shown  in  curve  I,  and  the  diflTerence 
between  IX  and  I  must  be  taken  up  by  the  reactance.  That  is, 
during  the  time  when  both  arcs  exist  in  the  rectifier,  the  a.  c. 
reactive  coils  consume  the  generated  e.m.f.  of  the  transformer 
secondary,  and  the  voltage  across  these  reactive  coils,  therefore, 
is  as  shown  in  curve  X.  That  is,  the  reactive  coil  consumes 
voltage  at  the  start  of  the  current  of  each  half  wave,  at  x  in 
curve  X,  and  produces  voltage  near  the  end  of  the  current,  at  y. 
Between  these  times,  the  reactive  coil  has  practically  no  eflfect  and 
its  voltage  is  low,  corresponding  to  the  variation  of  the  rectified 
alternating  current,  as  shown  in  curve  XI.  That  is,  during  this 
intermediary  time  the  alternating  reactive  coils  merely  assist  the 
direct-current  reactive  coil. 

Since  the  voltage  at  the  alternating  terminals  of  the  rectifier, 
a,  6,  has  two  periods  of  zero  value  during  each  cycle,  the  rectified 
voltage  between  c  and  C  must  also  have  the  same  zero  periods, 
and  is  indeed  the  same  curve  as  IX,  but  reversed,  as  shown  in 
curve  XII. 

Such  an  e.m.f.  wave  cannot  satisfactorily  operate  arcs,  since 
during  the  zero  period  of  voltage  XII  the  arcs  go  out.  The 
voltage  on  the  direct-current  line  must  never  fall  below  the 
"counter  e.m.f."  of  the  arcs,  and  since  the  resistance  of  this 
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circuit  is  low,  frequently  less  than  10  per  cent,  it  follows  that  the 
total  variation  of  direct-current  line  voltage  must  be  below 
10  p)er  cent,  i.e.,  the  voltage  practically  constant,  as  shown  by  the 
straight  line  in  curve  XII.  Hence  a  high  reactance  is  inserted 
into  the  direct-current  circuit,  which  consumes  the  excess  voltage 
during  that  part  of  curve  XII  where  the  rectified  voltage  is 
above  line  voltage,  and  supplies  the  line  voltage  during  the 
period  of  zero  rectified  voltage.  The  voltage  across  this  reactive 
coil,  therefore,  is  as  shown  by  curve  XIII. 

IV.  Constant-Current  Rectifier. 

19.  The  angle  of  overlap  0^  of  the  two  arcs  is  determined  by 
the  desired  stability  of  the  system.  By  the  angle  0^  and  the 
impressed  e.m.f.  is  determined  the  sum  total  of  e.m.fs.  which 
has  to  be  consumed  and  returned  by  the  a.  c.  reactive  coil,  and 
herefrom  the  size  of  the  a.  c.  reactive  coil. 

From  the  angle  0^  also  follows  the  wave  shape  of  the  rectified 
voltage,  and  therefrom  the  sum  total  of  e.m.f.  which  has  to  be 
given  by  the  d.  c.  reactive  coil,  and  hereby  the  size  of  the  d.  c. 
reactive  coil  required  to  maintain  the  d.  c.  current  fluctuation 
within  certain  given  limits. 

The  efliciency,  power  factor,  regulation,  etc.,  of  such  a  mercury 
arc  rectifier  system  are  essentially  those  of  the  constant-current 
transformer  feeding  the  rectifier  tube. 

Let  /  =  frequency  of  the  alternating-current  supply  system, 
i^  =  mean  value  of  the  rectified  direct  current,  and  a  =  the  pulsa- 
tion of  the  rectified  current  from  the  mean  value,  i.e.,  i^  (1  +  a) 
the  maximum  and  \  (1  —  a)  the  minimum  value  of  direct  cur- 
rent. A  pulsation  from  a  mean  of  20  to  25  per  cent  is  permissible 
in  an  arc  circuit.  The  total  variation  of  the  rectified  current 
then  is  2  a\j  i.e.,  the  alternating  component  of  the  direct  current 

d 
has  the  maximum  value  aL,  hence  the  effective  value  — -^  i'    (or 

\/2 
for  a  =»  0.2, 0.141  i^  and  the  frequency  2/.    Hysteresis  and  eddy 
losses  in  the  direct-current  reactive  coil,  therefore,  correspond 
to  an  alternating  current  of  frequency  2/  and  effective  value 

— =  tj,,  or  about  0.141  i^,  i.e.,  are  small  even  at  relatively  high 
v2 

densities. 
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In  the  alternating-current  reactive  coils  the  current  varies, 

unidirectionally,  between  0  and  \  (1  +  a),  i.  e.,  its  alternating 

1  +a 
component  has  the  maximum  value 


2     '"  *°^   *^"  *^*^ 


tive  value 


1  4-a  . 


L  (or,  for  a  =  +  0.2,  0.425  L)   and  the  fre- 


2v^  ' 

quency/.     The  hysteresis  loss,  therefore,  corresponds  to  an 

1  +  a  ' 
alternating  current  of  frequency  /  and  effective  value  r — -p  hf 

or  about  0.425  i^. 

With  decreasing  load,  at  constant  alternating-current  supply, 
the  rectified  direct  current  slightly  increases,  due  to  the  increas- 
ing overlap  of  the  rectifying  arcs,  and  to  give  constant  direct 
current  the  transformer  must  therefore  be  adjusted  so  as  to 
regulate  for  a  slight  decrease  of  alternating-current  output  witii 
decrease  of  load. 


V.  Theory  and  Calculation. 

20.  In  the  constant-current  mercury-arc  rectifier  shown  dia- 
grammatically  in  Fig.  64,  let  e  sin  ^  =  sine  wave  of  e.m.f.  im- 
pressed between  neutral  and  outside  of 
alternating-current  supply  to  the  rec- 
tifier; that  is,  2  6  sin  ^  =  total  secondary 
generated  e.m.f.  of  the  constant-current 
transformer;  Z^  =  r^  —  jx^  =  imped- 
ance of  the  reactive  coil  in  each  anode 
circuit  of  the  rectifier  ("alternating- 
current  reactive  coil")*  inclusive  of  the 
internal  self-inductive  impedance  be- 
tween the  two  halves  of  the  transformer 
secondary  coil;  i^  and  i,  =  anode  cur- 
rents, counted  in  the  direction  from 
anode  to  cathode;  Ca  ==  counter  e.m.f. 
of  rectifying  arc,  which  is  constant;  Z^  = 


^0  ~  J^o  =  impedance  of   reactive  coil 


Fig.  64.    Constant-current 
mercury  arc  rectifier. 

in  rectified  circuit  ("direct-current  re- 
active coil");  ^2  =  ^2  "~  y^2  =  impedance  of  load  or  arc-lamp 
circuit;  e/  =  counter  e.m.f.  in  rectified  circuit,  which  is  con- 
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stant  (equal  to  the  sum  of  the  counter  e.m.fs.  of  the  arcs  in  the 
lamp  circuit) ;  0^  =  angle  of  overlap  of  the  two  rectifying  arcs, 
or  overlap  of  the  currents  t\  and  i^]  i^  =  rectified  current  during 
the  period,  0  <  6  <0^^  where  both  rectifying  arcs  exist,  and  i/  = 
rectified  current  during  the  period,  d^  <  6  <  n,  where  only  one 
arc  or  one  anode  current  i\  exists. 

Let  e^^  =  e/  +  ea  =  total  counter  e.m.f.  in  the  rectified  cir- 
cuit and  Z  ^  r  -  jx  -=  {r^  +  r^  +  r,)  -  j  {x^  +  x^  +  x^  =  total 
impedance  per  circuit;  then  we  have 

(a)  During  the  period  when  both  rectifying  arcs  exist, 

\  =  "^'i  +  V  (1) 

In  the  circuit  between  the  e.m.f.  2  e  sin  ^,  the  rectifier  tube, 
and  the  currents  i\  and  i^,  according  to  KirchhofT's  law,  it  is, 

Fig.  64, 

d%  di 

2  e sin  ^  -  r,i,  -  ^i"^  +  r,i,  +x,-^  =  0.  (2) 

In  the  circuit  from  the  transformer  neutral  over  e.m.f.  e  sin  0, 
current  t\,  rectifier  arc  Ca  and  rectified  circuit  %,  back  to  the 
transformer  neutral,  we  have 

e  sin  O-^ih-^i-fg  -««  -  Vo  -  ^0-^  -  ^^0  -  ^2-^  -  <  =  0; 


or, 

d%  di 

esind  -  r^i,  -  ^i-^-(^  +  O  h  -(^o  +  ^2)"^  -  e^  =  0.     (3) 

(6)  During  the  period  when  only  one  rectifying  arc  exists, 

0o<O  <  ^, 


^1  —  ^0  > 


hence,  in  this  circuit. 


di  '  di  ' 

e  sin  e  -fjiV  -  x^-^  -  (r,  +  r^)  i^ -  (x,  +  x,) -^  -e,  =  0.    (4) 
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Substituting  (1)  in  (2)  and  combining  the  result  (5)  of  this 
substitution  with  (3)  gives  the  differential  equations  of  the  reo 
tifier: 

2csin^  +  r,  {i,  -  2i\)  +  x,  J.(i,  -  2g  =  0,  (5) 


and 


2eo  +  (2r-r,)i,+(2x-x,)^=0, 

di' 
emiO  —  e^  —  ri^'  —  x  -^  =  0. 


(6) 


(7) 


In  these  equations,  \  and  \  apply  for  the  timCi  Q  <  0  <d^ 
\'  for  the  time,  0^  <  6  <  n. 

21.  These  differential  equations  are  integrated  by  the  func- 
tions 

i,  -  2 1\  =  At-"^  +  A'  sin  {0  -  ^),  (8) 

t,  =  5.-^+5',  (9) 

and                  tV  =  C£~^+  C  +  C' sin  ((?  -  r).  (10) 


Substituting  (8),  (9),  and  (10)  into  (5),  (6),  and  (7)  gives 
three  identities: 

2  e sin  »+A' [r^  sin  ((?-^)  +x^  cos  (»-^)]+ile-"*  (rj-aXj)=0. 

2c,+5'(2r-r,)+5£-^[(2r-r,)-6(2x-x,)]=0, 
and 

esin»-eo-C"[rsin(»-r)+xcos(»-r)]-C"r-Ce-*^(r-cx)=0; 


hence, 


and 


Tj  —  OXj  =  0, 

(2  r  -  Tj)  -  6  (2  X  -  x^)  =  0, 
r  —  ex  =  0. 
2e, +B'(2r-r,)  =0, 
e,  +  Cr  =  0, 
2  e  +  il'  (r^  cos  ^  +  x^  sin  ^)  =  0, 
il'  (r^  sin  /?  -  Xj  cos  ^)  =  0, 
c  —  C  (r  cos  7*  +  X  sin  y)  =  0, 
C"  (r  sin  ^  —  X  cos  7-)  =  0. 


(11) 
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iting 


Jj  -  \/r,»  +  x/, 


tana.  =  — , 


(12) 


=  VrM^, 


tan  a  =  -  • 

r 


(13) 


uituting   (12)  and   (13)  gives  by  solving  the  9  equations 
the  values  of  the  coeflScients  a,  6,  c,  A',  fi',  C,  C,  ^,  /-: 


a  =— > 


6  = 


c  = 


2r 


-  r, 


2x  —  Xj 
r 

— ; 
X 


i9 


=  a 


i> 


=  a, 


A'  =  - 


B'  =  - 


2e 


2  c, 


C -2 


2r  -  Ti 


I 


(14) 


(15) 


(16) 


C"  =  +-, 

z 

hus  the  integral  equcUions  of  the  rectifier  are 
t,  -  2 1,  =  4e-«*  -  —  sin  (0  -  a,), 

*•  2r-r.' 

i'  -Cs-'*  -  !2  +  f  sin  ((?  -  a), 


(17) 


(18) 


(19) 


(20) 
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where  a,  b,  c  are  given  by  equations  (14),  a  and  a^  by  equations 
(12)  and  (13),  and  A,  B,  C  are  integration  constants  given  by  the 
terminal  conditions  of  the  problem. 
22.  These  terminal  concUtions  are: 


and 


=  0, 


(21) 


That  is,  at  ^  =  0  the  anode  current  t\  =  0.  After  half  a 
period,  or  TT  =  180°,  the  rectified  current  repeats  the  same 
value.    At  ^  =  0^,  all  three  currents  i,,  i«,  i/  are  identical. 


V   "0^   •'0 


The  four  equations  (21)  determine  four  constants.  A,  J5,  C,  6^, 

Substituting  these  constants  in  equations  (18),  (19),  (20) 
gives  the  equations  of  the  rectified  current  i^,  Iq,  and  of  the 
anode  currents  i\  and  i^  =  %  —  t\,  determined  by  the  constants 
of  the  system,  Z,  Z^,  c^,  and  by  the  impressed  e.m.f.,  e. 

In  the  constant-current  mercury-arc  rectifier  sjrstem  of  arc 
lighting,  c,  the  secondary  generated  voltage  of  the  constant- 
current  transformer,  varies  with  the  load,  by  the  regulation  of 
the  transformer,  and  the  rectified  current,  i^,  iV,  is  required  to 
remain  constant,  or  rather  its  average  value. 

Let  then  be  given  as  condition  of  the  problem  the  averse 
value  i  of  the  rectified  current,  4  amperes  in  a  magnetite  or 
mercury  arc  lamp  circuit,  5  or  0.6  or  9.6  amperes  in  a  carbon 
arc  lamp  circuit. 

Assume  as  fair  approximation  that  the  pulsating  rectified 
current  i^,  ij  has  its  mean  value  i  at  the  moment,  tf  =  0.  This 
then  gives  the  additional  equation 

|i.|,-o  =  i.  (22) 

and  from  the  five  equations  (21)  and  (22)  the  five  constants 
Aj  By  C,  d^j  e  are  determined. 
Substituting  (22),  (18),  (19),  (20)  in  equations  (21)  gives 


.      2e  . 

I sm  a 


A=i-- 


V 


B  ^i  + 


2e. 


2r  -  r^ 


C  = 


r"  ^  I  +  —  —  sm  a 
r      z 


(23) 
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_  Ae-"^  -  —  sin  («j -  e,)  =  Be-"**  -      ^  ^' 


«,        wo/  2  r  -  r, 

Ce-*  _  5>  _  ?  sin  (a  -  0X  (24) 

r      0 


Substituting  (23)  in  (24)  gives 
2e 


ei  )         ( 

-J£-^»sinaj  -  sin(«j  -  ^o)  (  =  ^'  )^"°*"  +« 


2e 

2r 
and 


^^—\l  -£-^*«!       (25) 


e 

2 


'^^'-•^^  sin  a  +  sin  («  -  0^)  \-i\  e'^'^-^'^-e-^'  I 

+  ^^<>_jl_e-Wo  j+!oLe(.-.„)_l  }  (26) 

2  r  —  Tj  (  )      r   (  ) 

and  eliminating  e  from  these  two  equations  ^ves 

gC(w-«o)  sin  a  +  sin  (a  —  0^) 
e~°^  sin  ttj  —  sin  (a^  —  ^J 

2z(  )      t  (2r— rj  (  )      ^r( 

(  )      I  (z  r  -  r  J  ( 

(27) 

Equation  (27)  determines  angle  0^,,  and  by  successive  substitu- 
tion in  (26),  (23),  6,  A,  J5,  C  are  found. 

Equation  (27)  is  transcendental,  and  therefore  has  to  be  solved 
by  approximation,  which  however  is  very  rapid. 

As  first  approximation,  aBn  =  6do  =  c^o  =  0;  a  =  ai  =  90**  or 

s  and  substituting  these  values  in  (27)  gives 


e*^  +  cos ^i  _  2^ 

I      —     cos    0^  Zy^ 


(-O('-S) 
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and 

00^0,=^'-^ ^-^ '^ (28) 

This  value  of  d^  substituted  in  the  exponential  tenns  of  equa- 
tion (27)  gives  a  simple  trigonometric  equation  in  0^,  from  which 
follows  the  second  approximation  tf„  and,  by  interpolation,  the 
final  value, 

<?.  =  <',+  ^^-^^-.  (29) 

23.  For  instance,  let  e^  =  950,  i  =  3.8,  the  constants  of  the 
circuit  being  Z^  =  10  -  185  /  and  Z  =  50  -  1000  /. 

Herefrom  follows 

a  =  0.054,  b  =  0.050,  and  c  =  0.050,  (14) 

a,  =  86.9°  and  a  =  87.1°.  (15) 

From  equation  (28)  follows  as  first  approximation,  0^  =  47.8°; 
as  second  approximation,  0^  =  44.2°. 
Hence,  by  (29), 

e  =  44.4°. 

Substituting  a  in  (26)  gives  e  =  2100, 
hence,  the  effective  value  of  transformer  secondary  voltage, 

2e 

— r  =  2980  volts 

V2 
and,  from  (23), 

A  =  -  18.94,  B  =  24.90,  C  =  24.20. 

Therefore,  the  equations  of  the  currents  are 

to  =  24.90  £"'•*'*  -  21.10, 

tV=  24.20  £-^*'*  -  19.00  +  2.11  sin  (d  -  87.1°), 

i\  =  12.45  s-'^"*  +  9.47  €-'-^ '  - 10.58  +11.35  sin  {6  -  86.9°), 

and 


. 


t,  =  to  -  h' 
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The  effective  or  equivalent  alternating  secondary  current  of 
the  transformer,  which  corresponds  to  the  primary  load  current, 
that  is,  primary  current  minus  exciUng  current,  is 

*'  ~  *i  ~  V 

From  these  equations  are  calculated  the  numerical  values  of 
rectified  current  t,,  i,',  of  anode  current  i„  and  of  alternating 
current  i',  and  plotted  as  curves  in'  f^g.  65. 


± 


Pig.  06.    Caneiit  wmveB  of  coDatutt-cuneiit  meiouT7  arc  racUfler. 


34.  As  illustrations  of  the  above  phenomena  are  shown  in 
Fig.  66  the  performance  curves  of  a  small  constant-current  rec- 
tifier, and  in  Figs.  67  to  76  oscillograms  of  this  rectifier. 

Interesting  to  note  is  the  high  frequency  oscillation  at  the  ter- 
mination of  the  jump  of  the  potential  difference  cC  (Fig.  60) 
which  represents  the  tranaent  term  resulting  from  the  electro- 
static capacity  of  the  transformer.  At  the  end  of  the  period  of 
overiapof  thetwo  rectifying  arcs  one  of  the  anode  currente  reaches 
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'  ~     - 

'i' 

-*5^ 

',~    b'  ^ '^ 

-  —  ;•::  =  -■=- 

W'l  1  1  ;  1  1  1 

,:  ririiurr^ 

J' 

BO    I  N 


ti: 


Fig.  66.    Bemilta  Irom  tea*  made  on  a  consUuMurreut  mercury  arc 


Tig.  70.    Alternating  cm  f.  impreued  upon  reoUfler  tnlw. 
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Fig.  71.     Unidirectional  e.m.f.  produced  between  rectifier  neutral  and 

transformer  neutral. 


Fig.  72.    E.m.f.  across  d.c.  reactive  coils. 


Fig.  73.     Rectified  e.m.f.  supplied  to  arc  circuit. 


Fig.  74.    Primary  supply  current. 


Fig.  75.    Current  in  rectifying  arcs. 


Fig.  76.    Rectified  current  in  arc  circuit. 
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di 
zero  and  stops,  and  so  its  L  3-  abruptly  changes;  that  is,  asud- 

at 

den  change  of  voltage  takes  place  in  the  circuit  aACDc  or 
bBCDc.  Since  this  circuit  contains  distributed  capacity,  that 
of  the  transformer  coil  ACBC  respectively,  the  line,  etc.,  and 
inductance,  an  oscillation  results  of  a  frequency  depending  upon 
the  capacity  and  inductance,  usually  a  few  thousand  cycles  per 
second,  and  of  a  voltage  depending  upon  the  impressed  e.m.f.; 

di 
that  is,  the  L  —  of  the  circuit.    An  increase  of  inductance  L 

di 

di 
increases  the  angle  of  overlap  and  so  decreases  the  — ,  hence  does 

not  greatly  affect  the  amplitude,  but  decreases  the  frequency  of 

di 
this  oscillation.    An  increase  of  —  at  constant  L,  as  resulting 

oJt 

from  a  decrease  of  the  angle  of  overlap  by  delayed  starting  of 
the  arc,  caused  by  a  defective  rectifier,  however  increases  the 
amplitude  of  this  oscillation,  and  if  the  electrostatic  capacity  is 
high,  and  therefore  the  damping  out  of  the  oscillation  slow,  the 


Fig.  77.    E.m.f.  between  rectifier  anodes. 


oscillation  may  reach  considerable  values,  as  shown  in  oscillo- 
gram, Fig.  77,  of  the  potential  difference  06.  In  such  cases,  if 
the  second  half  wave  of  the  oscillation  reaches  below  the  zero 
value  of  the  e.m.f.  wave  ofe,  the  rectifying  arc  is  blown  out  and 
a  disruptive  discharge  may  result. 
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VI.  Equivalent  Sine  Waves. 

26.  The  curves  of  voltage  and  current,  in  the  mercury-arc 
rectifier  8)rstem,  as  calculated  in  the  preceding  from  the  con- 
stants of  the  circuit,  consist  of  successive  sections  of  exponential 
or  of  exponential  and  trigonometric  character. 

In  general,  such  wave  structures,  built  up  of  successive  sections 
of  different  character,  are  less  suited  for  further  calculation. 
For  most  purposes,  they  can  be  replaced  by  their  equivalent 
sine  waves,  that  is,  sine  waves  of  equal  effective  value  and  equal 
power. 

The  actual  current  and  e.m.f.  waves  of  the  arc  rectifier  thus 
may  be  replaced  by  their  equivalent  sine  waves,  for  general 
calculation,  except  when  investigating  the  phenomena  resulting 
from  the  discontinuity  in  the  change  of  current,  as  the  high 
frequency  oscillation  at  the  end  and  to  a  lesser  extent  at  the 
bepnning  of  the  period  of  overlap  of  the  rectifying  arcs,  and 
similar  phenomena. 

In  a  constant-current  mercury  arc  rectifier  system,  of  which 
the  exact  equations  or  rather  groups  of  equations  of  currents 
and  of  e.m.fs.  were  given  in  the  preceding,  let  %  =  the  mean 
value  of  direct  current;  e^  =  the  mean  value  of  direct  or  rectified 
voltage;  i  =  the  effective  value  of  equivalent  sine  wave  of 
secondary  current  of  transformer  feeding  the  rectifier;  e  =  the 
effective  value  of  equivalent  sine  wave  of  total  e.m.f.  generated 

in  the  transformer  secondary  coils,  hence,  -  =  the  effective 

equivalent  sine  wave  of  generated  e.m.f.  per  secondary  trans- 
former coil,  and  0^  =  the  angle  of  overlap  of  rectifying  arcs. 
The  secondary  generated  e.m.f.,  e,  is  then  represented  by  a 

sine  wave  curve  I,  Fig.  78,  with  e  \/2  as  maximum  value. 

Neglecting  the  impedance  voltage  of  the  secondary  circuit 
during  the  time  when  only  one  arc  exists  and  the  current  changes 
are  very  gradual,  the  terminal  voltage  between  the  rectifier 

anodes,  e^,  is  given  by  curve  II,  Fig.  78,  with  e  V2  as  maximum 
value.  This  curve  is  identical  with  e,  except  during  the  angle 
of  overlap  O^j  when  e^  is  zero.  Due  to  the  impedance  of  the 
reactive  coils  in  the  anode  leads,  curve  II  differs  slightly  from  I, 
but  the  difference  is  so  small  that  it  can  be  neglected  in  deriving 
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the  equivalent  sine  wave,  and  this  impedance  considered  after- 
wards as  inserted  into  the  equivalent  sine-wave  circuit. 
The  rectified  voltage,  e„  is  then  gjven  by  curve  III,  Rg.  78, 

e    ^       6 
with  a  maximum  value  of  -  v  2  =  -;=■  and  zero  value  during 

the  angle  of  overlap  0^,  or  rather  a  value  —  e^,  the  e.m.f.  con- 
sumed by  the  rectifying  arc  (13  to  18  volts). 
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IS  In  a  mercurjr  uc  reotlOer  ayatem. 


The  direct  voltage  6„,  when  neglecting  the  effective  reastance 
of  the  reactive  coils,  is  then  the  mean  value  of  the  rectified 
voltEige,  c„  of  curve  III,  hence  is 


e    1   r . 

— z:  -    /    SU 

v/2    T«'»« 


or,  e  =  e 
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__  6  (1   +  COS  0^ 

;r\/2 


0 


1  +  COS  0. 


If  Ca  =  the  mercury  arc  voltage,  r^  =  the  effective  resistance  of 
reactive  coils  and  i^  =  the  direct  current,  more  correctly  it  is 

The  effective  alternating  voltage  between  the  rectifier  anodes 
is  the  Vmean  square  of  e^,  curve  II,  hence  is 


^V';X> 


=  eV2V-  /  sin'ddtf 


= Vi- 


2  0^-  sin  2  0^ 
2n 


and  the  drop  of  voltage  in  the  reactive  coils  in  the  anode  leads, 
caused  by  the  overlap  of  the  arcs,  thus  is 


e-e.^ell-v/l-^-"'^^^'^ 


2n 

26.  Let  i'  =  the  maximum  variation  of  direct  current  from 
mean  value  i^  hence,  i,  =  i^  +  i'  =  the  maximum  value  of 
rectified  current,  and  therefore  also  the  maximum  value  of 
anode  current. 

The  anode  current  thus  has  a  maximum  value  i^,  and  each 
half  wave  has  a  duration  ;r  +  0,,,  as  shown  by  curve  IV,  Fig.  78. 

The  direct  current,  t^,,  is  then  given  by  the  superposition  or 
addition  of  the  two  anode  currents  shown  in  curves  V,  and  is 
given  in  curve  VI. 
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The  eflfective  value  of  the  equivalent  alternating  secondary 
current  of  the  transformer  is  derived  by  the  subtraction  of  the 
two  anode  currents,  or  their  superposition  in  reverse  direction, 
as  shown  by  curves  VII,  and  is  given  by  curve  VIII. 

Each  impulse  of  anode  current  covers  an  angle  n  +  ff^,  or 
somewhat  more  than  one  half  wave. 

Denoting,  however,  each  anode  wave  by  ;r,  that  is,  considering 
each  anode  impulse  as  one  half  wave  (which  corresponds  to  a 

lower  frequency —\  then,  referred  to  the  anode  impulse 

as  half  wave,  the  angle  of  overlap  is 

The  direct  current,  t^,  is  the  mean  value  of  the  anode  current 
curves  V,  VI,  and,  assuming  the  latter  as  equivalent  sine  waves 
of  maximum  value  i,  =  \  +  i',  the  direct  current,  i^,  is 


t^  =  1 


2t, 


n  -  e^ 


and 


2  (;r  +  e,)  i. 


and  the  pulsation  of  the  direct  current,  i'  =  t,  —  t^,  is 

The  effective  value  of  the  secondary  current,  as  equivalent 

sine  wave  in  one  transformer  coil,  is  the  \/mean  square  of  curves 
VII,  VIII,  or,  assuming  this  current  as  existing  in  both  trans- 
former secondary  coils  in  series  —  actually  it  alternates,  one  half 
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wave  in  one,  the  other  in  the  other  transformer  coil  —  is  half  this 
value,  or 

t=  |v7ry|/'    em* (fde' +  J%n  0''  + sin  (0'-d,)fde' I 
=  2 ^^ry  j/'sin* 0' dd' +  f  2 an d' sin  {(f  -  0,)d0'i 

--2Sl^\l^e,cose,-sc.e,\- 


or,  substituting 


\  =  \ 


.  n  -  0^ 


2 


t  =*^V(;r  -  <?.)  j^  +  <?^cos  0,  -  sin^.j 


or,  substituting 


'   T  +  <?.' 


t  =  - — zrVl — I — COS — != sm 


2  2V2  n+d^      (t  +  ^^o)*       ^  +  ^9     ''  +  ^0      T  +  ^. 

where  — -  =  ratio  of  effective  value  to  mean  value  of  sine  wave. 
2V2 

27.  An  approximate  representation  by  equivalent  sine  waves, 
if  Co  =  the  mean  value  of  direct  terminal  voltage,  i^  =  the  mean 
value  of  direct  current,  is  therefore  as  follows: 

The  secondary  generated  e.m.f.  of  the  transformer  is 

;r\/2 


2 

JT  +  S. 


Q ■ 
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the  secondary  current  of  the  transformer  is 

L     «■     ./!  8,  2ffjr  ^r 

2  2v'2  Jt  +  iJ,      (n  +  dt)'       n  +  e, 

the  pulaatioa  of  the  direct  current  is 

''"'•l2(,+9J 
the  anode  voltage  of  the  rectifier  is 

./         2  tf „  -  sin  2  fl. 

and  herefrom  follows  the  apparent  efficiency  of  rectification,  -V' 
the  power  factor,  the  efficiency,  etc. 


-1 


7 

7 

A_ 

^' 

y    '" 

=  ^ 

^^-^ 

""■"  —  —  E 

4'iiri  --i-. 

-.-.^^ 

"^•>^ 

■~  —  S 

^■^ 

Fig.  79.    E.iii.f.  and  ci 


From  the  equivalent  sine  waves,  e  and  i,  of  the  transform) 
secondary,  and  their  phase  angle,  the  primary  impressed  cm. 
and  the  primary  current  of  the  transformer,  and  thereby  tl 
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power  factor,  the  eflBciency,  and  the  apparent  eflBciency  of  the 
system,  are  calculated  in  the  usual  manner. 

In  the  secondary  circuit,  the  power  factor  is  below  unity 
essentially  due  to  wave  shape  distortion,  less  due  to  lag  of  cur- 
rent. 

As  example  are  shown,  in  Fig.  79,  with  the  angle  of  overlap  d^ 

e  2i 

as  abscissas,  the  ratio  of  voltages,  - — ;  the  ratio  of  currents,  -r- ; 


i' 


2<  '% 


the  current  pulsation,  — »  and  the  power  factor  of  the  secondary 
circuit. 


h 


I 
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TRANSIENTS  IN   SPACE 


I 


TRANSIENTS   IN    SPACE 


CHAPTER  I. 

INTRODUCTION. 

1.  The  preceding  sections  deal  with  transient  phenomena  in 
time,  that  is,  phenomena  occurring  during  the  time  when  a 
change  or  transition  takes  place  between  one  condition  of  a  cir- 
cuit and  another.  The  time,  f ,  then  is  the  independent  variable, 
electric  quantities  as  current,  e.m.f.,  etc.,  the  dependent  variables. 

Similar  transient  phenomena  also  occur  in  space,  that  is,  with 
space,  distance,  length,  etc.,  as  independent  variable.  Such 
transient  phenomena  then  connect  the  conditions  of  the  electric 
quantities  at  one  point  in  space  with  the  electric  quantities  at 
another  point  in  space,  as,  for  instance,  current  and  potential 
difference  at  the  generator  end  of  a  transmission  line  with  those 
at  the  receiving  end  of  the  line,  or  current  density  at  the  surface 
of  a  solid  conductor  carrying  alternating  current,  as  the  rail 
return  of  a  single-phase  railway,  with  the  current  density  at  the 
center  or  in  general  inside  of  the  conductor,  or  the  distribution 
of  alternating  magnetism  inside  of  a  solid  iron,  as  a  lamina  of  an 
alternating-current  transformer,  etc.  In  such  transient  phenom- 
ena in  space,  the  electric  quantities,  which  appear  as  functions 
of  space  or  distance,  are  not  the  instantaneous  values,  as  in  the 
preceding  chapters,  but  are  alternating  currents,  e.m.fs.,  etc., 
characterized  by  intensity  and  phase,  that  is,  they  are  periodic 
functions  of  time,  and  the  analytical  method  of  dealing  with 
such  phenomena  therefore  introduces  two  independent  variables, 
time  t  and  distance  /,  that  is,  the  electric  quantities  are  periodic 
functions  of  time  and  transient  functions  of  space. 

The  introduction  of  the  complex  quantities,  as  representing  the 
alternating  wave  by  a  constant  algebraic  number,  eliminates 
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the  time  t  as  variable,  so  that,  in  the  denotation  by  complex 
quantities,  the  transient  phenomena  in  space  are  fmictions  of 
one  independent  variable  only,  distance  I,  and  thus  lead  to  the 
same  equations  as  the  previously  discussed  phenomena,  with 
the  difference,  however,  that  here,  in  dealing  with  space  phenom- 
ena, the  dependent  variables,  current,  e.m.f.,  etc.,  are  complex 
quantities,  while  in  the  previous  discussion  they  appeared  as 
instantaneous  values,  that  is,  real  quantities. 

Otherwise  the  method  of  treatment  and  the  general  form  of 
the  equations  are  the  same  as  with  transient  functions  of  time. 

2.  Some  of  the  cases  in  which  transient  phenomena  in  space 
are  of  importance  in  electrical  engineering  are : 

(a)  Circuits  containing  distributed  capacity  and  self-induc- 
tance, as  long-distance  energy  transmission  lines,  long-distance 
telephone  circuits,  multiple  spark-gaps,  as  used  in  some  foniiB 
of  high  potential  lightning  arresters  (multi-gap  arrester),  etc. 

(6)  The  distribution  of  alternating  current  in  solid  conductors 
and  the  increase  of  effective  resistance  and  decrease  of  effective 
inductance  resulting  therefrom. 

(c)  The  distribution  of  alternating  magnetic  flux  in  solid  iron, 
or  the  screening  effect  of  eddy  currents  produced  in  the  iron,  and 
the  apparent  decrease  of  permeabiUty  and  increase  of  power 
consumption  resulting  therefrom. 

(d)  The  distribution  of  the  electric  field  of  a  conductor 
through  space,  resulting  from  the  finite  velocity  of  propagation 
of  the  electric  field,  and  the  variation  of  self-inductance  and 
mutual  inductance  and  of  capacity  of  a  conductor  without 
return,  as  function  of  the  frequency,  in  its  effect  on  wirelesB 
telegraphyc 

(e)  Conductors  conveying  very  high  frequency  currents,  as 
lightning  discharges,  wireless  telegraph  and  telephone  currents, 
etc. 

Only  the  current  and  voltage  distribution  in  the  long  distance 
transmission  line  can  be  discussed  more  fully  in  the  following, 
and  the  investigation  of  the  other  phenomena  only  indicated  in 
outline,  or  the  phenomena  generally  discussed,  as  lighting  con- 
ductors. 


CHAPTER  11. 

LONG-DISTANCE  TRANSMISSION   LINE. 

3.  If  an  electric  impulse  is  sent  into  a  conductor,  as  a  trans- 
mission line,  this  impulse  travels  along  the  line  at  the  velocity 
of  light  (approximately),  or  188,000  miles  (3  X  10^®  cm.)  per  sec- 
ond. If  the  line  is  open  at  the  other  end,  the  impulse  there  is 
reflected  and  returns  at  the  same  velocity.  If  now  at  the  moment 
when  the  impulse  arrives  at  the  starting  point  a  second  impulse, 
of  opposite  direction,  is  sent  into  the  line,  the  return  of  the  first 
impulse  adds  itself,  and  so  increases  the  second  impulse;  the 
return  of  this  increased  second  impulse  adds  itself  to  the  third 
impulse,  and  so  on;  that  is,  if  alternating  impulsec  succeed  each 
other  at  intervals  equal  to  the  time  required  by  an  impulse  to 
travel  over  the  line  and  back,  the  effects  of  successive  impulses 
add  themselves,  and  large  currents  and  high  e.m.fs.  may  be 
produced  by  small  impulses,  that  is,  low  impressed  alternating 
e.m.fs.,  or  inversely,  when  once  started,  even  with  zero  impressed 
e.m.f.,  such  alternating  currents  traverse  the  lines  for  some  time, 
gradually  decreasing  in  intensity  by  the  energy  consumption  in 
the  conductor,  and  so  fading  out. 

The  condition  of  this  phenomenon  of  electrical  resonance 
thus  is  that  alternating  impulses  occur  at  time  intervals  equal 
to  the  time  required  for  the  impulse  to  travel  the  length  of  the 
Une  and  back;  that  is,  the  time  of  one  half  wave  of  impressed 
e.m.f.  is  the  time  required  by  light  to  travel  twice  the  length  of 
the  Une,  or  the  time  of  one  complete  period  is  the  time  light 
requires  to  travel  four  times  the  length  of  the  line;  in  other 
words,  the  number  of  periods,  or  frequency  of  the  impressed 
alternating  e.m.fs.,  in  resonance  condition,  is  the  velocity  of 
light  divided  by  four  times  the  length  of  the  line;  or,  in  free 
oscillation  or  resonance  condition,  the  length  of  the  line  is  one 
quarter  wave  length. 
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If  then  I  =  length  of  line,  S  =  speed  of  light,  the  frequency  of 
oscillations  or  natural  period  of  the  line  is 

/. = li>  (1) 

or,  with  I  given  in  miles,  hence  S  =  188,000  miles  per  second,  it  is 

^      47,000        ,  ,^, 

/o  =  — y-    cycles.  (2) 

To  get  a  resonance  frequency  as  low  as  commercial  frequencies, 
as .  25  or  60  cycles,  would  require  I  =  1880  miles  for  /^  =  25 
cycles,  and  I  =  783  miles  for/,  =  60  cycles. 

It  follows  herefrom  that  many  existing  transmission  lines  are 
such  small  fractions  of  a  quarter-wave  length  of  the  impressed 
frequency  that  the  change  of  voltage  and  current  along  the  Hce 
can  be  assumed  as  linear,  or  at  least  as  parabolic;  that  is,  the  line 
capacity  can  be  represented  by  a  condenser  in  the  middle  of  the 
line,  or  by  condensers  in  the  middle  and  at  the  two  ends  of  the 
line,  the,  former  of  four  times  the  capacity  of  either  of  the  two 
latter  (the  first  approximation  giving  linear,  the  second  a  para- 
bolic distribution). 

For  further  investigation  of  these  approximations  see  "Theoiy 
and  Calculation  of  Alternating-Current  Phenomena." 

If,  however,  the  wave  of  impressed  e.m.f.  contains  appreciable 
higher  harmonics,  some  of  the  latter  may  approach  resonance 
frequency  and  thus  cause  trouble.  For  instance,  with  a  line  of 
150  miles  length,  the  resonance  frequency  is  /<,  =  313  cycles  per 
second,  or  between  the  5th  harmonic  and  the  7th  harmonic,  300 
and  420  cycles  of  a  60-cycle  system;  fairly  close  to  the  5th  har- 
monic. 

The  study  of  such  a  circuit  of  distributed  capacity  thus 
becomes  of  importance  with  reference  to  the  investigation  of 
the  eflfects  of  higher  harmonics  of  the  generator  wave. 

In  long-distance  telephony  the  important  frequencies  of 
speech  probably  range  from  100  to  2000  cycles.    For  these  fre- 

quencies  the  wave  length  varies  from  j  =  1880  miles  down  to 

94  miles,  and  a  telephone  line  of  1000  miles  length  would  thus 
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contain  from  about  one-half  to  11  complete  waves  of  the  im- 
pressed frequency.  For  long-distance  telephony  the  phenomena 
occurring  in  the  line  thus  can  be  investigated  only  by  consider- 
ing the  complete  equation  of  distributed  capacity  and  inductance 
as  so-called  ''wave  transmission"  and  the  phenomena  thus 
essentially  differ  from  those  in  a  short  energy  transmission  line. 

4.  Therefore  in  very  long  circuits,  as  in  lines  conveying  alter- 
nating currents  of  high  value  at  high  potential  over  extremely 
long  distances,  by  overhead  conductors  or  underground  cables, 
or  with  very  feeble  currents  at  extremely  high  frequency,  such 
as  telephone  currents,  the  consideration  of  the  line  resistance^ 
which  consumes  e.m.fs.  in  phase  with  the  current,  and  of  the 
line  reactancey  which  consumes  e.m.fs.  in  quadrature  with  the 
current,  is  not  sufficient  for  the  explanation  of  the  phenomena 
taking  place  in  the  line,  but  several  other  factors  have  to  be  taken 
into  account. 

In  long  lines,  especially  at  high  potentials,  the  electrostatic 
capacity  of  the  line  is  sufficient  to  consume  noticeable  currents. 
The  charging  current  of  the  line  condenser  is  proportional  to  the 
diflference  of  potential  and  is  one-fourth  period  ahead  of  the 
e.m.f.  Hence,  it  either  increases  or  decreases  the  main  current, 
according  to  the  relative  phase  of  the  main  current  and  the  e.m.f. 

As  a  consequence  the  current  changes  in  intensity,  as  well  as 
in  phase,  in  the  line  from  point  to  point;  and  the  e.m.fs.  con- 
siuned  by  the  resistance  and  inductance,  therefore,  also  change 
in  phase  and  intensity  from  point  to  point,  being  dependent 
upon  the  current. 

Since  no  insulator  has  an  infinite  resistance,  and  since  at  high 
potentials  not  only  leakage  over  surfaces  but  even  direct  escape 
of  eUdridty  into  the  air  takes  place  by  "brush  discharge,"  or 
"corona,"  we  have  to  recognize  the  existence  of  a  current  ap- 
proximately proportional  and  in  phase  with  the  e.m.f.  of  the  line. 
This  current  represents  consumption  of  power,  and  is  therefore 
analogous  to  the  e.m.f .  consumed  by  resistance,  while  the  capa- 
city current  and  the  e.m.f .  of  inductance  are  wattless  or  reactive. 

Furthermore,  the  alternating  current  passing  over  the  line  pro- 
duces in  all  neighboring  conductors  secondary  currents,  which 
react  upon  the  primary  current  and  thereby  introduce  e.m.fs. 
of  mutual  inductance  into  the  primary  circuit.  Mutual  induc- 
tance is  neither  in  phase  nor  in  quadrature  with  the  current, 
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and  can  therefore  be  resolved  into  a  power  component  of  mutual 
inductance  in  phase  with  the  current,  which  acts  as  an  increase 
of  resistance,  and  into  a  reactive  component  in  quadrature  with 
the  current,  which  appears  as  a  self -inductance. 

This  mutual  inductance  is  not  always  negligible,  as,  for 
instance,  its  disturbing  influence  in  telephone  circuits  shows. 

The  alternating  potential  of  the  line  induces,  by  dectrostaiic 
influence^  electric  charges  in  neighboring  conductors  outside  of 
the  circuit,  which  retain  corresponding  opposite  charges  on  the 
line  wires.  This  electrostatic  influence  requires  the  expenditure 
of  a  current  proportional  to  the  e.m.f.  and  consisting  of  a 
power  component  in  phase  with  the  e.m.f.  and  a  reactive  com- 
ponent in  quadrature  thereto. 

The  alternating  electromagnetic  field  of  force  set  up  by  the 
line  current  produces  in  some  materials  a  loss  of  power  by  mag- 
netic hysteresis  J  or  an  expenditure  of  e.m.f.  in  phase  with  the  cur- 
rent, which  acts  as  an  increase  of  resistance.  This  electro- 
magnetic hysteresis  loss  may  take  place  in  the  conductor  proper 
if  iron  wires  are  used,  and  may  then  be  very  serious  at  high  fre- 
quencies such  as  those  of  telephone  currents. 

The  effect  of  eddy  currents  has  already  been  referred  to  under 
"  mutual  inductance, "  of  which  it  is  a  power  component. 

The  alternating  electrostatic  field  of  force  expends  power  in 
dielectrics  by  what  is  called  dielectric  hysteresis.  In  concentric 
cables,  where  the  electrostatic  gradient  in  the  dielectric  is  com- 
paratively large,  the  dielectric  hysteresis  may  at  high  {)otentials 
consume  considerable  amounts  of  power.  The  dielectric  hystere- 
sis appears  in  the  circuit  as  consumption  of  a  current  whose 
component  in  phase  with  the  e.m.f.  is  the  dielectric  power  currerdj 
which  may  be  considered  as  the  power  component  of  the  charging 
current. 

Besides  this  there  is  the  apparent  increase  of  ohmic  resistance 
due  to  unequal  distribution  of  current,  which,  however,  is  usually 
not  large  enough  to  be  noticeable  at  low  frequencies. 

Also,  especially  at  very  high  frequency,  energy  is  radiated  into 
space,  due  to  the  finite  velocity  of  the  electric  field,  and  can  be 
represented  by  power  components  of  current  and  of  voltage 
respectively. 

6.  This  gives,  as  the  most  general  case  and  per  unit  length 
of  line, 
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E.m.f8.  consumed  in  phase  with  the  current,  I,  and  =  r/,  repre- 
enting  consumption  of  power,  and  due  to  resi^nce,  and  its 
pparent  increase  by  unequal  current  distribution;  to  the  power 
omponent  of  miUual  inductance:  to  secondary  currents;  to  the 
ower  component  of  self -inductance:  to  electromagnetic  hysteresis; 
ud  to  electromagnetic  radiation. 

E.m.fs.  consumed  in  quadrature  with  the  current,  I,  and  =  xl, 
eactive,  and  due  to  sdf-inductance  and  mutual  inductance. 

Currents-  consumed  in  phase  with  the  e.m.f.,  E,  and  =  gE, 
epresenting  consumption  of  power,  and  due:  to  leakage  through 
he  insulating  material,  brush  discharge  or  corona;  to  the  power 
omponent  of  electrostatic  influence:  to  the  power  component  of 
upacity,  or  dielectric  hysteresis,  and  to  electrostaiic  radiation. 

Currents  consumed  in  quadrature  with  the  e,m.f.,  E,  and  =  hE, 
xing  reactive,  and  due  to  capacity  and  electrostatic  influence. 

Hence  we  get  four  constants  per  unit  length  of  line,  namely: 
Sffective  resistance,  r;  effective  reactance,  x;  effective  conduc- 
Ance,  g,  and  effective  susceptance,  6  =  —  6^  (6^  being  the 
ibeolute  value  of  susceptance).  These  constants  represent  the 
coefficients  per  unit  length  of  line  of  the  following:  e.m.f. 
»nsumed  in  phase  with  the  current;  e.m.f.  consumed  in  quadra- 
ture with  the  current;  current  consumed  in  phase  with  the  e.m.f., 
ind  current  consumed  in  quadrature  with  the  e.m.f. 

6.  This  line  we  may  assume  now  as  supplying  energy  to  a 
receiver  circuit  of  any  description,  and  determine  the  current  and 
3.m.f.  at  any  point  of  the  circuit. 

That  is,  an  e.m.f.  and  current  (differing  in  phase  by  any 
lesired  angle)  may  be  given  at  the  terminals  of  the  receiving 
circuit.  To  be  determined  are  the  e.m.f.  and  current  at  any 
point  of  the  line,  for  instance,  at  the  generator  terminals;  or 
the  impedance,  Z^  =  r^  +  jx^,  or  admittance,  Y^  =  g^  —  jb^, 
[)f  the  receiver  circuit,  and  e.m.f.,  E^,  at  generator  terminals  are 
given;  the  current  and  e.m.f.  at  any  point  of  circuit  to  be  deter- 
mined, etc. 

7.  (Counting  now  the  distance,  I,  from  a  point  0  of  the  line 
which  has  the  e.m.f. 

^i  =  «i  -  ]< 


and  the  current 


/.        ■  *  / 
.  I  -  *i  -  7*1 » 
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and  counting  /  positive  in  the  direction  of  rising  power  and 
negative  in  the  direction  of  decreasing  power,  at  any  point  /,  in 
the  line  differential  dl  the  leakage  current  is 

Egdl 

and  the  capacity  current  is 

jEb  dl; 

hence,  the  total  current  consumed  by  the  line  dififerential  dl  is 

dl  ^E(g  +  jb)  dl 
=  EYdl, 

^  =  YE.  (1) 

In  the  line  differential  dl  the  e.m.f.  consumed  by  resistance  is 

Irdl, 

the  e.m.f.  consumed  by  inductance  is 

jlx  (U; 

hence,  the  total  e.m.f.  consumed  by  the  line  differential  cU  is 

dE  =  I(r  +  jx)  dl 
=  IZdl, 

f = ^^  (2) 

These  fundamental  differential  equations  (1)  and  (2)  are  sym- 
metrical with  respect  to  /  and  E. 
Differentiating  these  equations  (1)  and  (2)  gives 


^      Y  — 
dP^      dl 

A  d^E      di 

and  -r^  =  Z  -T^f 

dP  dl 


(3) 
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and  substituting  (1)  and  (2)  in  (3)  gives  the  differential  eqtup- 
tions  ofE  and  I,  thus: 

^  =  YZE  (4) 

and  ^  =  YZI.  (5) 

These  differential  eqtuUions  are  ideniiccd  in  form,  and  conse- 
quently I  and  E  are  functions  differing  by  their  integration  constants 
or  by  Uieir  limiting  conditions  only. 

These  equations  are  of  the  form 

d*U 


dP 
and  are  integrated  by 


=  ZYU 


U  =  Ac^^, 

where  e  is  the  basis  of  the  natural  logarithms,  =  2.718283. 
Choosing  equation  (5),  which  is  integrated  by 

/  =  Ae^,  (6) 

and  differentiating  (6)  twice  gives 

dP       .    •     ' 
and  substituting  (6)  in  (5),  the  factor  Ae^^  cancels,  and  we  have 

or  

V  =  VZY,  (7) 

hence,  the  general  integral, 

I  =  A,e^^  -  A,-^.  (8) 

By  equation  (1), 

and  substituting  herein  equation  (8)  gives 

E  •^^A,.*^  +  A^-^  \,  (9) 
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or,  substituting  (7), 


(10) 


The  integration  constants  Aj  and  A,  in  (8),  (9),  (10),  in 
general,  are  complex  quantities.  The  coefficient  of  the  exponent, 
V,  as  square  root  of  the  product  of  two  complex  quantities,  also 
is  a  complex  quantity,  therefore  may  be  written 

F  =  a  +  jp,  (11) 

and  substituting  for  V,  Z  and  Y  gives 

(«  +  jpy  =  (r  +  jx)  (g  +  jb), 
or 

(«.  ^  ^)  +  2]ap  =  (rg  -  x6)  +  j  (i*  +  gx), 

and  this  resolves  into  the  two  separate  equations 

a^  —  ^  =  rg  —  xb 
2  a^  =  r6  +  gx. 


(12) 


since,  when  two  complex  quantities  are  equal,  their  real  terms  as 
well  as  their  imaginary  terms  must  be  equal. 
Equations  (12)  souared  and  added  give 

(a=  +  ^y  =  (rg  -  xby  +  (r6  +  xgy 
=  (r*  +  x»)  ((jf»  +  6») 


hence, 


o?  +^  =zy, 


(13) 


and  from  (12)  and  (13), 

a  =  v^K^y  +  rgf  -  a*) 
and 


and 


P  =  ^^J(2y  -  rgi  +  a*).  I 
Equations  (8)  and  (10)  now  assume  the  fonn 


(14) 


E  =Vyj  il,e+C+'»'  +il^-<-+*>«  !• 


(1« 
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Substituting  for  the  exponential  function  with  an  imaginary 
exponent  the  trigonometric  expression 

«±"«  =  co8^i±  jsin^Z,  (16) 

aquations  (15)  assume  the  form 


/  =  4,«+*'(co8^i  +/sin^O  -  A^—'icoapl  -jsin^l) 
and 

E=\/^^A,t  +-'(co8 pi+j sin ^0  +A^ " "(cos pi -j sin m  \ , 


(17) 


where  A^  and  A^  are  the  constants  of  integration. 

The  distribution  of  current  /  and  voltage  E  along  the  circuit, 
therefore,  is  represented  by  the  sum  of  two  products  of  expo- 
nential and  trigonometric  functions  of  the  distance  L  Of  these 
terms,  the  one,  with  factor  M'^'^y  increases  with  increasing  dis- 
tance I,  that  is,  increases  towards  the  generator,  while  the  other, 
with  factor  A^"*^,  decreases  towards  the  generator  and  thus 
increases  with  increasing  distance  from  the  generator.  The 
phase  angle  of  the  former  decreases,  that  of  the  latter  increases 
towards  the  generator,  and  the  first  term  thus  can  be  called  the 
main  wave,  the  second  term  the  reflected  wave. 

At  the  point  /  =»  0,  by  equations  (17)  we  have 

^o  =  \/^A,+A,\, 


and  the  ratio 


-j^  =  m  (cos  T  —  y  sin  r), 


where  r  may  be  called  the  angle  of  reflection,  and  m  the  ratio  of 
amplitudes  of  reflected  and  main  wave  at  the  reflection  point. 

8.  The  general  integral  equations  of  current  and  voltage  dis- 
tribution (17)  can  be  written  in  numerous  diflferent  forms. 

Substituting  —  A^  instead  of  +  A,,  the  sign  between  the 
terms  reverses,  and  the  current  appears  as  the  sum,  the  voltage 
as  difiference  of  main  and  reflected  wave. 
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Rearranging  (17)  gives 

/  =  (A,e+''  -  4^-"')  cos  ^l  +  j  (4,e-'''+  4^-"')  sin  ^l 
and 


(18) 


Substituting  (7)  gives 


^  =  ^  =  Z 

Y~  V~  Y' 


(19) 


and  substituting 


and 


4. 


T?=    ^» 


4, 


-B„ 


or 


and 


4»  —  r' 


changes  equations  (17)  to  the  forms, 

/  =  7  iBje^-'Ccos^Z  +  ysin^Z)  -5^— '  (cos  ^/-j  sin  iff/)  i 


and 


E  ^  Z  !B,e-^*'(co8i9/+ysin^Z)+JS^— '(cos^ffZ-jsin/JO.  j 


(20) 


or 


/  =  y  jc,e+-'(coSi9Z+jsin/9Z)-.C,e-'(cos/9/-j8miff/)  j 
j  Cj£  +''(cos  pl+i  sin  iffZ)  +C,e— '(cos  pi  -  j  sin  ^/)  { 


and 
E^  V 


(21 
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Substituting  in  (17) 


^'    =D,and-4^  =  I), 


(22) 


VY       ''        VY 
ves 

=  \/Y  SDj«+*'(cos^Z+ysin^0-I),6-'(cosi9Z-ysini90 
id 

^VZ  ipje+*'(cosi9Z+jsin^0  +  J?a«"*'(cosi9Z-isin^0  i . 

Reversing  the  sign  of  Z,  that  is,  counting  the  distance  in  the 
)posite  direction,  or  positive  for  decreasing  power,  from  the 
jnerator  towards  the  receiving  circuit,  and  not,  as  in  equations 
.7)  to  (22),  from  the  receiving  circuit  towards  the  generator, 
^changes  the  position  of  the  two  terms;  that  is,  the  first  term, 
-  the  main  wave,  decreases  with  increasing  distance,  and  lags; 
le  second  term,  or  the  reflected  wave,  increases  with  the  dis- 
mce,  and  leads. 
Equations  (17)  thus  assume  the  form 

=  Aj«— '  (cos  fil  -  i  sin  pi)  -  A^  ^-^  (cos  ^l  +  /  sin  ^l) 
ad 


v^l^ 


«-• '(cosiSi  -  jsoi^l)  +4^+''(cos^/+jffln^0 


(23) 


ad  correspondingly  equations  (18)  to  (22)  modify. 

9.  The  two  integration  constants  contained  in  equations  (17) 
)  (23)  require  two  conditions  for  their  determination,  such  as 
iirrent  and  voltage  at  one  point  of  the  circuit,  as  at  the  generator 
r  at  the  receiving  end;  or  current  at  one  point,  voltage  at  the 
ther;  or  voltage  at  one  point,  as  at  the  generator,  and  ratio  of 
oltage  and  current  at  the  other  end,  as  the  impedance  of  the 
jceiving  circuit. 

Let  the  current  and  voltage  (in  intensity  as  well  as  phase,  that 
,  as  complex  quantities)  be  given  at  one  point  of  the  circuit, 
nd  counting  the  distance  I  from  this  point,  the  terminal  con- 
Ltions  are 

1  =  0, 
I^I^^i^-  ji,',       \  (24) 

ad  ^  =  ^.  =  e.  -  jV. 


296 


TRANSIENT  PHENOMENA 


Substituting  (24)  in  (17)  gives 


and 


hence. 


and 


'.,-4.-4, 

?,  -  vf  (4.  +  4.); 

4,-l\i.,^E.\/l\ 


and  substituted  in  (17)  gives 


-iKfo  +  E.y^y-'icos^l+janm 


+ 


(/.-Kv/|) 


-«i 


(cos  ^9/  —  ;■  sin  fit) 


and 

E 


(25) 


-^1(^0+  /.Vp)*^"  (COS ^^+y8in^0 


If  then  I^  and  jK^j  are  the  current  and  voltage  respectively  at 
the  receiving  end  or  load  end  of  a  circuit  of  length  l^,  equations 
(25)  represent  current  and  voltage  at  any  point  of  the  circuit, 
from  the  receiving  end  Z  =  0  to  the  generator  end  I  =  l^. 

If  lo  *"^d  Eq  are  the  current  and  voltage  at  the  generator 
terminals,  since  in  equations  (17)  /  is  counted  towards  riang 
power,  in  the  present  case  the  receiving  end  of  the  line  is  repre- 
sented by  Z  =  —  l^;  that  is,  the  negative  values  of  I  represent 
the  distance  from  the  generator  end,  along  the  line.  In  this 
case  it  is  more  convenient  to  reverse  the  sign  of  /,  that  is,  use 
equations  (22)  and  the  distribution  of  current  and  voltage  at 
distance  I  from  the  generator  terminals.    / ,  ^  are  then  given  by 
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-k\{-'^^-4) 


e—^  (cos  pi  -jsin/JO 


and 
E 


=  1\{e,+  /oV|)*-'  (coSi9/  -  y sin^O 


+ 


(^o-/,V^> 


+«z 


(cos  pi  +  ]  sin  fl) 


(26) 


10.  Assume  that  the  character  of  the  load,  that  is,  the  impe- 
dance,  — *  '=Z^=r^+jx^y  or  admittance,—*  =Fj=  —  =  ffj— jftp 

of  the  receiving  circuit  and  the  voltage  E^  at  the  generator  end 
of  the  circuit  be  given. 

Let  Iq  =  length  of  circiut,  and  counting  distance  I  from  the 
generator  end,  for  Z  =  0  we  have 

this  substituted  in  equation  (23)  ^ves 


(27) 


However,  for  I  ^  l„ 


-  =  Z  • 


substituting  (23)  herein  gives 

2      . /Z  4,e-»  (cob  pi,-  y  sin  /?g  +  ^.e-^*^  (cos  fik+  j  sin  /?/„) 
'     ^  F  4it-^  (cos  ^Z,-  y  sin  ^g  -  4,e  ^-^  (cos  /9i,+  ;  sin  pi,)  ' 

hence,  substituting  (19)  and  expanding, 

4,t-^'(co8  pi,  -  i  sin  /?g      VZ,  +  Z 
4^ + -^  (cos pi,  +  y  sin  pi,)      VZ^^Z' 

VZ  —  7 

— ! ^ '  -» -^  (cos  2  ^/.  -  y  sin  2  ^/.), 


or 


•'vz^  +  z 
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and  denoting  the  complex  factor  by 

VZ    —  7 

which  may  be  called  the  reflection  constant,  we  have 
and  by  (27), 


A..    ^' 


v/? 


and  A.  = 


'      1  +  C 

9 


'0 


(29) 


»      1  +  C^  Z 

9 

hence,  substituted  in  (17), 

/  =  j^  V  f  1  *  ""'  (^^  ^^  -;■  sin  ^l)  -  Ct  +•*  (cos  pl-ifi  sin  /?0 

and 

J^  =  — ^  j  c-*  (cosjffZ  -  j  sin  ^90  +  Ct+''  (cos ^9^ +/  sin  ^Z) 

(30) 

11.  As  an  example,  consider  the  problem  of  delivering,  in  a 
three-phase  system,  200  amperes  per  phase,  at  90  per  cent  power 
factor  lag  at  60,000  volts  per  phase  (or  between  line  and  neutral) 
and  60  cycles,  at  the  end  of  a  transmission  line  200  miles  in 
length,  consisting  of  two  separate  circuits  in  multiple,  each 
consisting  of  number  00  B.  and  S.  wire  with  6  feet  distance 
between  the  conductors. 

Number  00  B.  and  S.  wire  has  a  resistance  of  0.42  ohms  per 
mile,  and  at  6  feet  distance  from  the  return  conductor  an 
inductance  of  2.4  mh.  and  capacity  of  0.015  mf.  per  mile. 

The  two  circuits  in  multiple  ^ve,  at  60  cycles,  the  following 
line  constants  per  mile:  r  =  0.21  ohm,  L  =  1.2  X  10"*  henry, 
and  C  =  0.03  X  10" •  farad;  hence, 

x  =  2  tt/L  =  0.45, 
Z  =  0.21  +  0.45  /, 
z  =  0.50, 
and,  neglecting  the  conductance  (ff  =  0), 

h  ^2  7tfC  ^  llXlO-', 

r  =  11  X  10-*  J, 

t/  «  11  X  lo-', 
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and 


a 
V 


0.524  X  10- »,  1 
2.285  X  10"*,  J 


(31) 


V  =  (0.524 +  2.285/)  10-*, 

^  z    z 


=  (4.53  +  0.9  j)  10 


and 


\  Y      Y 


(0.208  -  0.047  j)  10 


+  8 


Counting  the  distance  I  from  the  receiving  end,  and  choosing 
the  receiving  voltage  as  zero  vector,  we  have 

/  =  0, 
E  =  E^  =  e^  =  60,000  volts, 

and  the  current  of  200  amperes  at  90  per  cent  power  factor, 

I  =  /o  =  io  +  jV  =  180-87y, 

and  substituting  these  values  in  equations  (25)  gives 
/  =  (226  -  14.4  y)  e-^^  (cos  /?/+/  sin  /?0  -  (46+72.6  /)  £— ^ 


and 


(cosfil  —  jainpi),  in  amperes. 


£=  (46.7-13.3  j>-^*'(cosi9Z+y sin /?/)  + (13.3+13.3/)  6 
(cos  ^l  —  ]  sin  fil),  in  kilovolts. 


-ml 


(32) 


where  a  and  /?  are  given  by  above  equations  (31). 
From  equations  (32)  the  following  results  are  obtained. 


Receiving  end  of  line, 

1^0 

/-  180-87/ 

%  —  200  amp. 

tan  di  -  0.483            6^  -  26*» 

k-   60  X  10» 

• 

e  «  60,000  volts 

^,  -    0 

Middle  of  line, 

/  =  100 

power  factor,    0.90  lag 

7-177-  18; 

i  =«=  178  amp. 

tan^,  =  f  0.102     d,  ^      &" 

E^  (66.2  + 6.9;*)  10» 

e  -  66,400  volts 

tan  ^,--0.104     ^,--6** 

e.^e^^d  "    i2« 

Generator  end  of  line, 

f-200 

power  factor,  cos  0  «  0.979  lag. 

/-  165.7  +  56/ 

t  =»  175  amp. 

tan  ^1-- 0.338     ^,--19** 

E^  (69  -  15/)  10» 

e  -  70,700  volts 

tan  ^3  -  -  0.218     ^,  -  - 12^ 

6,-0^^0  -  -  7** 

power  factor,  cos  ^  -■  0.993  lead. 

300  TRANSIENT  PHENOMENA 

As  seen,  the  current  decreases  from  the  receiving  end  to  the 
middle  of  the  line,  but  from  there  to  the  generator  remains  prac- 
tically constant.  The  voltage  increases  more  in  the  receiving 
half  of  the  line  than  in  the  generator  half.  The  power-factor  is 
practically  unity  from  the  middle  of  the  hne  to  the  generator. 

12.  It  is  interesting  to  compare  with  above  values  the  values 
derived  by  neglecting  the  distributed  character  of  resistance, 
inductance,  and  capacity. 

From  above  constants  per  mile  it  follows,  for  the  total  line  of 
200  miles  length,  r^  =  42  ohms,  x^  =  90  ohms,  and  6p  =  2.2 
X  10"'  mho;  hence, 

Z,  =  42+90/ 
and  Y^  =  2.2  /  10"  \ 

(1)  Neglecting  the  line  capacity  altogether,  with  /pand  E^  at 
the  receiver  terminals,  at  the  generator  terminals  we  have 


and 


hence, 


/,  -  180  -  87;  i\  -  200  amp.  tan  ^j  -      0.483   0^  »+  26« 

E, «  (76.4  -f  12.6/)  10»       e,  -  76,400  volts        tan  ^^  -  -  0.167   g,»-  9° 

e^-e^^e  -+34* 

power  factor,  cob  6  <-  0.83  lag. 

These  values  are  extremely  inaccurate,  voltage  and  current 
at  generator  too  high  and  power  factor  too  low. 

(2)  Representing  the  line  capacity  by  a  condenser  at  the 
generator  end,  that  is,  adding  the  condenser  current  at  the 
generator  end, 

and 


E^  =  E^  +  ZJ^] 


hence. 


7,-162+89/  t,- 176  amp.  tan  ^j-- 0.585    ^j  - -30* 

E^  -  (75.4  +  12.6  i)W     e^  -  76,400  volta  tan  ^3  -  -  0.167    g,  -  -  9* 

power  factor,  cos  ^  —  0.93  lead. 
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^  seen,  the  current  is  approximately  correct,  but  the  voltage 
is  far  too  high  and  the  power  factor  is  still  low,  but  now  leading. 

(3)  Representing  the  line  capacity  by  a  condenser  at  the 
receiving  end,  that  is,  adding  the  condenser  current  at  the  load, 


and 


hencCi 


7,-180  +  45;  t\  -  186  amp.  tan^, --.2fi0    ^j--14* 

E^  =  (63.6  +  18.1  i)  10»        6j  -  66,000  volts         tan  ^,  -  -  .285    g,  -  - 16^ 

e,-e^'^  ^  -  +  2* 

power  factor,  cos  0  ^    1.00 

In  this  case  the  voltage  e^  is  altogether  too  low,  the  current 
somewhat  high,  but  the  power  factor  fairly  correct. 
(4)  Taking  the  average  of  the  values  of  (2)  and  of  (3)  pves 

7,-166  +  67/  1,-179  amp.  tan  ^,--0.403    ^j  -  -  22*» 

E,  -  (60.4  +  15.3  i)  10»        «i  -  71,100  volts       tan  ^^  -  -  0.220    g,  -  -  12^ 

e,-  e^'^e  -  -  lo** 

power-factor,  cos  ^  —  0.985  lead. 

As  seen  by  comparing  these  average  values  with  the  exact 
result  as  derived  above,  these  values  are  not  very  different,  but 
constitute  a  fair  approximation  in  the  present  case.  Such  a 
close  coincidence  of  this  approximation  with  the  exact  result  can, 
however,  not  be  counted  upon  in  all  instances. 

13.  In  the  equations  (17)  to  (23)  the  length 

I.- J  (33) 

27r 
is  a  complete  wave  length,  which  means  that  in  the  distance  ^ 

the  phases  of  the  components  of  current  and  of  e.m.f.  repeat,  and 
that  in  half  this  distance  they  are  just  opposite. 

Hence,  the  remarkable  condition  exists  that  in  a  very  long 
line  at  different  points  the  currents  are  simultaneously  in  oppo- 
site directions  and  the  e.m.fs.  are  opposite. 
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The  difference  of  space  phase  t  between  current  /  and  e.m.f. 
E  at  any  point  I  of  the  line  is  determined  by  the  equation 

E 

m  (cos  T  —  y  sin  t)  =  y  I  (34) 

where  m  is  a  constant. 

Hence,  r  varies  from  point  to  point,  oscillating  around  a 
medium  position,  t^,  which  it  approaches  at  infinity. 

This  difference  of  phase,  t^,  towards  which  current  and 
e.m.f.  tend  at  infinity,  is  determined  by  the  expression 


m  (cos  T^-  /  sin  ^  J  ==   T         > 


or,  substituting  for  E  and  /  their  values  from  equations  (23),  and 
since  £~*^  =  0,  and  A^e"^  (cos  fil  +  j  sin  ^l)  cancels, 

m  (cos  T^  +  y  sin  T^)  =  V  y  =  y  = 

v  +  g" 

hence,  tan  t^  = -—r —  (35) 

ag  +  pb 

14.  This  angle,  t^  =  0;    that  is,  current  and  e.m.f.  come 
more  and  more  in  phase  with  each  other  when 

ab  —  ^g  =  0;  that  is, 
a  -^  P    =g-^byOT 

a^  -  ^       g"  ''b\ 
2  a/?     ""     2gb    ' 

substituting  (12)  gives 

gr  -bx  ^  g"  -V  ,  ^^^* 

gx  +  br         2gb    '  ^,wX^ 

hence,  expanding,  r  -^  x  =  g  -i-  b;      ^'^  (36) 

that  is,  the  ratio  of  resistance  to  inductance  equals  the  ratio  of 
leakage  to  capacity. 
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This  angle,  r^  =  45°;  that  is,  current  and  e.m.f.  differ  by 
one-eighth  period  U  +  ab  —  fig  =  ag  +  fib,  or 

a      b  +  g 
fi      b^g' 

which  gives  rg  +  xb  =  0,  (37) 

which  means  that  two  of  the  four  line-constants,  either  g  and  x 
or  g  and  b,  must  be  zero. 

The  case  where  3  =  0  =  x,  that  is,  a  line  having  only  resistance 
and  distributed  capacity  but  no  self-inductance,  is  approxi- 
mately realized  in  concentric  or  multiple-conductor  cables,  and 
in  these  the  space-phase  angle  tends  towards  45  degrees  lead  for 
infinite  length. 

16.  As  an  example  are  shown  the  characteristic  curves  of  a 
transmission  line  of  the  relative  constants, 

r:x:g:b=  8  :-32  : 1.25  X  10"*  :  25  X  10"*  and  e  =  25,000, 
i  =  200  at  the  receiving  circuit,  for  the  conditions 

(a)  Non-inductive  load  in  the  receiving  circuit.  Fig.  80. 

(6)  Wattless  receiving  circuit  of  90  time-degrees  lag.  Fig.  81. 

(c)  Wattless  receiving  circuit  of  90  time-degrees  lead.  Fig.  82. 

These  curves  are  determined  graphically  by  constructing  the 
topographic  circuit  characteristics  in  polar  coordinates  as 
explained  in  "Theory  and  Calculation  of  Alternating-Current 
Phenomena,''  and  deriving  corresponding  values  of  current, 
potential  difference,  and  phase  angle  therefrom. 

As  seen  from  these  diagrams,  for  wattless  receiving  circuit, 
current  and  e.m.f.  oscillate  in  intensity  inversely  to  each  other, 
with  an  amplitude  of  oscillation  gradually  decreasing  when 
passing  from  the  receiving  circuit  towards  the  generator,  while 
the  space-phase  angle  between  current  and  e.m.f.  oscillates 
between  lag  and  lead  with  decreasing  amplitude.  Approximately 
maxima  and  minima  of  current  coincide  with  minima  and 
maxima  of  e.m.f.  and  zero  phase  angles. 

For  such  graphical  constructions,  polar  coordinate  paper  and 
two  angles  a  and  d  are  desirable,  the  angle  a  being  the  angle 

X 

between  current  and  change  of  e.m.f.,  tan  a  =  -  =  4,  and  the 

r 
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Fig.  81.    Current,  e.m.f.  and  spice-phun  angle  between  eorrant  anda-nkl 
In  a  tranBmissioD  line.    luductive  load. 
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ingle  d  the  angle  between  e.m.f.  and  change  of  current,  tan  d  « 
-  =  20  in  above  instance. 

With  non-inductive  load,  Fig.  80,  these  oscillations  of  intensity 
lave  almost  disappeared,  and  only  traces  of  them  are  noticeable 
ji  the  fluctuations  of  the  space-phase  angle  and  the  relative 
values  of  current  and  e.m.f.  along  the  line. 

Towards  the  generator  end  of  the  line,  that  is,  towards  rising 
power,  the  curves  can  be  extended  indefinitely,  approaching 
more  and  more  the  conditions  of  non-inductive  circuit.  Towards 
decreasing  power,  however,  all  curves  ultimately  reach  the 
conditions  of  a  wattless  receiving  circuit,  as  Figs.  81  and  82,  at 
the  point  where  the  total  energy  input  into  the  line  has  been 
consumed  therein,  and  at  this  point  the  two  curves  for  lead  and 
For  lag  join  each  other  as  shown  in  Fig.  83,  the  one  being  a 
prolongation  of  the  other,  and  the  power  in  the  line  reverses. 
Thus  in  Fig.  83  energy  flows  from  both  sides  of  the  line  towards 
the  point  of  zero  power  marked  by  0,  where  the  current  and  e.m.f. 
ire  in  quadrature  with  each  other,  the  current  being  leading 
mth  regard  to  the  power  from  the  left  and  lagging  with  regard 
to  the  power  from  the  right  side  of  the  diagram. 

16.  It  is  of  interest  to  investigate  some  special  cases  of  such 
circuits  of  distributed  constants. 

(A)  Open  circuit  at  the  end  of  the  line. 

Assuming  a  constant  alternating  e.m.f.  E^  impressed  upon  a 
circuit  at  one  end  while  the  other  end  of  the  circuit  is  open. 

Counting  the  distance  /  from  the  open  end  of  the  line,  and 
denoting  the  length  of  the  line  by  l^,  for  /  =  0, 


/  =  /.  =  0, 


and  for  I  =  l^, 


bence,  substituting  in  equations  (17), 

0  =  4,  -  4^ 

fi:j  =  V|U,e+'^(cos^f,+ysin^g+4^-^(co8/?i,- jsin^g  j  ; 
bence,  A^  =>  A^  =  A 
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«.     ^  ^ 

7     t     V-        ^- 
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r           ^       L      s 

\  I 
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7       Z 
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^^-    ^    J-^~ 
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^-Jil    J/^^ 
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\       J                ^     »u,    . 
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ng.  S8.    Corrent,  «.m.f.  and  apHie-pfaue  angle  between  currant  and  e.m-L 
in  ft  truumluioD  line.    Antl-indactlTe  load. 


Fig.  S3.    Current,  «.Qi.(.  and  ipace-phose  angle  between  cumnt  and  a.m.L 
in  a  transmisdon  line. 
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%nd 


• '▼  Z 


^^0  +  i  ('^"^ 


e-^  (cos  ^Z,  -  J  sin  ^g 


«-• ^)sini9i,' 


« 

hence,  substituting  in  (17), 

JY  (e^'^  -  €-^)  coQpl  +  ]  (e-^^  +  e-^)  sin  pi 
•    ~   •  ^^  Z  («^-^  +  e-^)  cosi9Zp+y  («^*^  -  e-^)sin/?Z, 

r  _  B»     (e-^*^  +  e'^)  cos  /?Z  +  j  (e-^^  -  e'^)  sin  fil 


and 

line,  by  equations  (38), 


(£+•*  +  t— ^)  COS  /?^  +  j  (e-^*^  -  f  — ^)  sin  ^l 
t+-u  +  4-^)  cos^Ji,  +  J  («+"*•  -  i"'')  sin/?/. 


At  1  =  0,  or  the  open  end  of  the 

/»  =  0 


(38) 


and 


•  •        (e  +'^  +  e -•*•)  cos  /?i,  +  J  (e +**•  -  e -^)  sin  j8/. 


•      (39) 


The  absolute  values  of  /  and  E  follow  from  equations  (38) 
and  (39) : 


-B.\/y_\/ 


(g+-^  _  e-i)2  cos'/?Z  +  (£+•'  +  £-^)'  sin'  /?Z 


z  ^  (e+'^  +  e— ^)' cos' /9Z,+  (e ^-^ -  « -'O' sin' i^Z/ 
which  expanded  pves 

and  \  (40) 

^  =  ^ 


2ai 
2a2o 


+  fi-^*'  -  2  COS  2/?/ 


+  € 


-2aAi 


+  2cos2^Z^ 


+  2cos2^Z 


-2mlo 


+  2c08pl^ 


and 


^. 


2E, 


Ve+=«'*' +  «-=""•  +  2  cos  2  i9^ 


(41) 
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As  function  of  I,  the  e.m.f.  E  or  the  current  /  is  a  maximum  or 
minimum  for 

^(e+^-i  ^  ,-2.i  ^  2cos  2fii\^  0; 

hence, 

a  (e+2-/  -  ,-2^)  =  ±  2  ^  sin  2  )9Z.  (42) 

* 

For  Z  =  0,  and  since  a  is  a  small  quantity,  the  left  side  of  (42) 
also  is  small,  and  for  values  of  sin  2  fl  approximating  zero,  that 

is,  in  the  neighborhood  of  Z  =  — ,  or  where  ^l  is  a  multiple 

2  p 

of  a  quadrant,  equation  (42)  becomes  zero.    At  fil=  2n^y  or 

the  even  quadrants,  J?   is    a    maximum,  /    a    minimum,  at 

/9Z  =  (2  n  —  1)  - ,  or  the  odd  quadrants,  -B  is  a  minimum,  /  a 

maximum. 

The  even  quadrants,  therefore,  are  nodes  of  current  and  wave 
crests  of  e.m.f.,  and  the  odd  quadrants  are  nodes  of  e.m.f.  and 
crests  of  current. 

A  maximum  voltage  point,  or  wave  crest,  occurs  at  the  open 
end  of  the  line  at  Z  =  0,  and  is  given  by  equation  (41).  As  func- 
tion of  the  length  l^  of  the  line  this  is  a  maximum  for 

J_^,+2a/o  ^  ^-2ak  +  2  cos  2  ^Z,)  =  0, 


or  a  (£+2a/o  -  e-2-A,)  =  2  /?  sin  2  fil 

or  approximately  at 

1  ^ 


Of 


(43) 


that  is,  when  the  line  is  a  quarter  wave  length  or  an  odd  multiple 
thereof. 
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7t 

Substituting  in  (41),  fil^  =  -  ^ves  (44) 

2 

2E 


2  J?, 


e-^-^- «-^ 


(45) 


Since 

for  small  values  of  al^  we  have 
and 


^0  =  TT '  (46) 


0 


which  is  the  maximum  voltage  that  can  occur  at  the  open  end 
of  a  line  with  voltage  E^^  impressed  upon  it  at  the  other  end. 
Since,  approximately, 

=  2  7r/\/L^, 
by  (44)  we  have 

/  = W'  (47) 

the  frequency  which  at  the  length  of  line  l^  produces  maximum 
voltage  at  the  open  end. 

For  the  constants  in  the  example  discussed  in  paragraph  11 
we  have  l^  =  200  miles,  r  =  0.21  ohm,  L  =  1.2  X  10"*  henry, 
C  =  0.03  X  10-*  farad,  j  =  0,  /  =  208  cycles  per  sec,  x  = 
1.57  ohms,  e  =  1.58  ohms,  6  =  39  X  10-«  mho,  a  =  0.53  X 
lO-»,  and  E^  =  9.3  E^. 

(B)  lAne  grounded  at  the  end. 
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17.  Let  the  circuit  be  grounded  or  connected  to  the  return 
conductor  at  one  end,  ^  =  0,  and  supplied  by  a  constant  impressed 
e.m.f.  E^  at  the  other  end,  I  =  l^. 

Then  for  /  =  0, 


^-^0-0 


and  for  I  =  l^^, 


hence,  substituting  in  (17), 

0  -  4i  +  4. 

and 

^,  =  V II  A,e+-^(cos ^Zo+ J  sin Ph)  +A^-^ (cos pl,--i sin ^^ { ; 

hence, 
and 

A  = £ 

•       (e+"^  -  «-**")  COS  /?f,  +  i  (e+'^  +  e— ^)  sin  ^l^' 

and,  substituting  in  (17), 

j^j,    sJy      i^^"  +  e-^)  cos  ^^  +  /  (e-^-'-e-'O  sin  /9^ 

•  • '  ^  Z  («+«^  -  e-'')  cos  i9i,  +  y  (e+"^  +  e"*^)  sin  /J/, 

(£+■<  -  g-")  cos  ^^  +  /  {€*''  +  .-■<)  sin^Z 

•  °  • '  (e+-^  -  €-*'•)  cos  pl^  +  /  («+"^  +  t-"*)  sin  ^L* 


?,v/| 


(48) 


At  the  grounded  end,  Z  =  0, 


?.v/| 


__^ ^^'^Z (49) 

••      («+«^  _  e-4.)  cos  j9/o  +  J  (e"^**  +  «'"^ )  sin /?/,  ' 

Substituting  (49)  in  (48)  gjves 
(  -  Ho{  (e""*  +  e""*)  cos  ^Z  +  /  («■'•'  -  t-0  sin  pi] 

«-M.Vy|('*''-«"*OcM^+y(.*''+.-Osto^! 
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case  nodes  of  voltage  and  crests  of  current  appear  at 

TT 

at  the  even  quadrants,  ^Z  =  2  n  - ,  and  nodes  of  current 

of  voltage  appear  at  the  odd  quadrants,  /?Z  =  (2n  —  1)  -  • 

nitely  long  conductor. 

in  e.m.f.  E^  is  impressed  upon  an  infinitely  long  con- 
lat  is,  a  conductor  of  such  length  that  of  the  power 
ippreciable  part  reaches  the  end,  we  have,  for  Z  =  0, 


E  ^ 

• 

E. 

=  <*» 

E  ^ 

• 

Oand  /  = 

• 

0; 

Ktituting 

in  (23) 

gives 

^,= 

0 

?o  = 

=  Vf^.; 

l-E,\fl.- 


„  -   -^  (cos  ^l  -  j  sin  pT) 


E  =  ^,e— '  {cospi  -  /sin^O. 
51)  it  follows  that 


(51) 


E     .fz 


1  infinitely  long  conductor  acts  like  an  impedance, 

^1  =  V  y  =  ^  +  J^v 

irrent  at  every  point  of  the  conductor  thus  has  the  same 
se  angle  to  the  voltage, 

tan  ttj  =  —  • 
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The  equivalent  impedance  of  the  infinite  conductor  is 


and  the  space-phase  angle  is 


ag  +  pb^^fig-ab  ^^2^ 


tana,=^^.  (53) 

'      ag  +  fib  ^    ' 


If  3  =  0  and  X  =  0,  we  have 


and 

tan  ttj  «  1, 

or 

that  is,  current  and  e.m.f.  differ  by  one-eighth  period. 

This  is  approximately  the  case  in  cables,  in  which  the  dielectric 
losses  and  the  inductance  are  small. 

An  infinitely  long  conductor  therefore  shows  the  wave  propa- 
gation in  its  simplest  and  most  perspicuous  fonn,  since  the 
reflected  wave  is  absent. 

(D)  Generator  feeding  into  a  closed  circuit. 

19.  Let  Z  =  0  be  the  center  of  the  circuit;  then 

El  ^  -  E_i   and  Ii  =  /_,; 

hence,  J?  =  0  at  Z  =  0, 

and  the  equations  are  the  same  as  those  of  a  line  grounded  at  the 
end  Z  =  0,  which  have  been  discussed  under  (B). 

(E)  Line  of  quarter  wave  length, 

20.  Interesting  is  the  case  of  a  line  of  quarter  wave  length. 
Let  the  length  l^  of  the  line  be  one  quarter  wave  of  the  im- 
pressed e.m.f. 
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To  illustrate  the  general  character  of  the  phenomena,  we  may 
as  first  approximation  neglect  the  energy  losses  in  the  circuit, 
that  is,  assume  the  resistance  r  and  the  conductance  g  as  neg- 
ligible compared  with  x  and  6, 

r  =  0  =  ff. 

These  values  substituted  in  (14)  give 

a  =  0  and  /?  =  V^.  (55) 

Counting  the  distance  I  from  the  end  of  the  line  l^  we  have  for 


and 


^0  =  e.  -  /«,'  ^ 


i  0    "   ^0    ~'   J'^0  f  . 

and  at  the  beginning  of  the  line  for  I  =  l^, 

^1  =  «i  -  y«/ 


and 


and  by  (54)  and  (55), 


/•        •  •  / 
.  1  =  »i  -  ]h, 


n 


^•~2v^ 


Substituting  (56),  (57),  and  (54)  in  (17)  gives 
and  _ 


(56) 


(57) 


(58) 


or 


and 


U-JiA,  +  A^ 


?.  =-/Vf  (4.  -4,)  =+/V?(^.  -4,); 


^ 


hence,  eliminating  A^  and  A^  ^ves  the  relations  between  the 
electric  quantities  at  the  generator  end  of  the  quarter-wave  line, 
E„  /„  and  at  the  receiving  end,  E^,  /,: 
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?i 


--iilu 


and 


h=-i\llE„ 


m 


and  the  absolute  values  are 


and 


(60) 


which  means  that  if  the  supply  voltage  E^  is  constant,  the  output 
current  /^  is  constant  and  lags  90  space-degrees  behind  the 
input  voltage;  if  the  supply  current  /^  is  constant,  the  output 
voltage  E^  is  constant,  and  lags  90  space-degrees,  and  inversely. 
A  quarter-wave  line  of  negligible  losses  thus  converts  from 
constant  potential  to  constant  current,  or  from  constant  cur- 
rent to  constant  voltage.  (C!onstant-potential  constant-current 
transformation.) 
Multiplying  (60)  ^ves 

EJ^  =  /j^i, 


or 


E   =^. 


hence,  if  /©  =  0,  that  is,  the  line  is  open  at  the  end,  ^^,  «  «,  and 
with  a  finite  voltage  supply  to  a  line  of  quarter-wave  length,  an 
infinite  (extremely  high)  voltage  is  produced  at  the  other  end. 

Such  a  circuit  thus  may  be  used  to  produce  very  high  voltages. 

Since 
ceptance  of  the  circuit,  by  (58)  we  have 


Xq  =  l^x  =  total    reactance  and   6^  =  I  J)  =  total  sus- 


^0^0  =  T  f 


(61) 


or  the  condition  of  quarter-wave  length. 
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ibstituting  x^  =  2  Ttfh^  and  60  =  2  r.JC^,  we  have 

hC  -  J- 


/  = 


4  via' 


(62) 


(63) 


:ondition  of  quarter-wave  transmission. 
..  If  the  resistance,  r,  and  the  conductance,  g,  of  a  quarter- 
e  circuit  are  not  negii^ble,  substituting  (56),  (54)  and  (57) 
.7)  we  have,  for  /  =  0, 


(o  -  4j  ~  -^i 


for  I  =  I 


Q  (64)  it  follows  that 


substituting  in  (65)  and  rearranging  we  have 


Z  2  "^  ^^  2 


■-ji/-vf 


+«A»  j_  g-«A) 


+£^. 


g+*A>  __  g-«A) 


(64) 


(65) 


(66) 


(67) 
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or, 


*0=    —JiVlV   "^.  +  2.10    1     ^-2^'^\  I 


g+«A)    _  g-«A. 


2£  +  22alo  ^  5-2aA,       '.  1  j  +  2d^  ^  g-2«i« 


and 


-Po  =  -  J )  ^  iV  ^,+2-^  ,  ,-2«ub  ~  .  1  m 


+«A»  _  g-«A, 


y  £+2«i    _|_  g-2«UB  .1  £  +  ^«A»  ^  g-2aA) 


(68) 


or,  analogous  to  equation  (59), 


and 


g+«A,    ^    g—A,     •  ^+10    _|.    ^ 


(69) 


In  these  equations  the  second  term  is  usually  small,  due  to 
the  factor  (e"*"*^  —  e"*^),  and  the  first  term  represents  constant 
potential-constant  current  transformation. 

22.  In  a  quarter-wave  line,  at  constant  impressed  e.m.f.  £,, 
the  current  output  /  ^  is  approximately  constant  and  lag^g  90 
degrees  behind  E^ ;  it  falls  off  slightly,  however,  with  increasing 
load,  that  is,  increasing  7  ^,  due  to  the  second  term  in  equation 
(68);  the  voltage  at  the  end  of  the  line,  E^,  at  constant 
impressed  voltage,  is  approximately  proportional  to  the  load, 
but  does  not  reach  infinity  at  open  circuit,  but  a  finite,  though 
high,  limiting  value. 

Inversely,  at  constant  current  input  the  voltage  output  is 
approximately  constant  and  the  output  current  proportional 
to  the  load. 

The  deviation  from  constancy,  at  constant  E^,  of  7^,,  or  at 
constant  7  ^,  of  E^y  therefore,  is  due  to  the  second  term,  with 
factor  (£+«^-  £-'-^). 

Substituting  (54), 


±^Z 


hence,  a/©  is  usually  a  very  small  quantity,  and  £*"*•  =  £  ^2^us 
can  be  represented  by  the  first  terms  of  the  series: 
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e=^?5 


iience. 


aTT      1  /a  TT 

a  7t 


^+«'»J.    .-«* 


a  ff\'  1     /a  wX* 

^2/  "^2X31^  2/ 


+  ± 


•  •  • 


+  e 


1, 


uid 


and,  by  (69), 


2         °°i9  2* 


and 


/.  = 


^0  = 


/?2^y  •• 


If  r  aod  j^  are  small  compared  with  x  and  &, 

fi  =  Vi  (2j/  -  rj?  +  x6)  -  V^ 


and 


a  =  Vi  (zy  +  rg  -  a*); 


(70) 


substituting,  by  the  binomial  theorem, 

«y=V(r'  +  a?)(s'  +  6')  =  x5  j[l  +  (^J][l  +(|)']|* 


x6  a 


^i(-:M(S'--i 


gives 


4M4(M^ 


2    Va;      6/ 
1  /r 


"^     i-2G+l) 
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The  quantity 


may  be  called  the  time  constant  of  the  circuit. 
The  equations  of  quarter-wave  transmission  thus  are 

and  ^0=  -Vyjni+Yioj, 


(72) 


and  the  maximum  voltage  E^y  at  the  open  end  of  the  circuit,  at 
constant  impressed  e.m.f.  E^,  is 


I.o'O 


^-Vk 


and  ^0  =  --^m,  (73) 

and  the  current  input  is 


^"1 


(74) 


where,  approximately, 


\/|-v/^- 


(75) 


23.  Consider  as  an  example  a  high  potential  coil  of  a  trans- 
former with  one  of  its  terminals  connected  to  a  source  of  high 
potential,  for  testing  its  insulation  to  ground,  while  the  otber 
terminal  is  open. 

Assume  the  following  constants  per  unit  length  of  circuit: 
r  =  0.1  ohm,  L  =  0.02  h.,  C  =  0.01  X  10-*  farad,  and  jf  «0; 
then,  with  a  length  of  circuit  l^  =  100,  the  quarter-wave  fre- 
quency is,  by  (47), 

/  = -=r  =»  177  cycles  per  sec^ 

4/.VLC  J        ^        •, 
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'  very  close  to  the  third  harmonic  of  a  60-cycle  impressed 

>ltage. 

If,  therefore,  the  testing  frequency  is  low,  59  cycles,  the  circuit 

a  quarter  wave  of  the  third  harmonic. 

Assuming  an  impressed  e.m.f.  of  50,000  volts  and  59  cycles, 

mtaining  a  third  harmonic  of  10  per  cent,  or  E^  =  5000  volts  at 

T   cycles,  for  this  harmonic,  we  have  x  =  22.2  ohms  and 

=  11.1  X  10- •  ohm;  hence,  u  =  0.00225 

id 

E^^—E.  =283^  • 

lerefore  at  E^  =  5000  volts,  E^  =  1,415,000  volts; 
lat  is,  infinity,  as  far  as  insulation  strength  is  concerned. 

Quarter-wave  circuits  thus  may  be  used,  and  are  used,  to  pro- 
ice  extremely  high  voltages,  and  if  a  sufficiently  high  frequency 

used  —  100,000  cycles  and  more,  as  in  wireless  telegraphy,  etc. 
-  the  length  of  the  circuit  is  moderate. 

This  method  of  producing  high  voltages  has  the  disadvantage 
lat  it  does  not  give  constant  potential,  but  the  high  voltage  is 
lie  to  the  tendency  of  the  circuit  to  regulate  for  constant  current, 
hich  means  infinite  voltage  at  infinite  resistance  or  open  circuit, 
lit  as  soon  as  current  is  taken  off  the  high  potential  point  the 
dltage  falls.  The  great  advantage  of  the  quarter-wave  method 
■  producing  high  voltage  is  its  simplicity  and  ease  of  insula- 
on;  as  the  voltage  gradually  builds  up  along  the  circuit, 
le  high  voltage  point  or  end  of  circuit  may  be  any  distance 
pv^ay  from  the  power  supply,  and  thus  can  easily  be  made 
ife. 

24.  As  a  quarter-wave  circuit  converts  from  constant  poten- 
al  to  constant  current,  it  is  not  possible,  with  constant  voltage 
npressed  upon  a  circuit  of  approximately  a  quarter-wave  length, 
)  get  constant  voltage  at  the  other  or  receiving  end  of  the  circuit. 
ong  before  the  circuit  approaches  quarter-wave  length,  and  as 
K)n  as  it  becomes  an  appreciable  part  of  a  quarter  wave,  this 
jndency  to  constant  current  regulation  makes  itself  felt  by  greaf 
Euiations  of  voltage  with  changes  of  load  at  the  receiving  end  of 
16  circuit,  constant  voltage  being  impressed  upon  the  generator 
id;  that  is,  with  increasing  length  of  transmission  lines  the  volt- 
ge  regulation  at  the  receiving  end  becomes  seriously  impaired 
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hereby,  even  if  the  line  resistance  is  moderate,  and  the  operation 
of  apparatus  which  require  approximate  constancy  of  voltage 
but  do  not  operate  on  constant  current — as  synchronous  appar- 
atus—becomes more  difficult. 

Hence,  at  the  end  of  very  long  transmission  lines  the  voltage 
regulation  becomes  poor,  and  synchronous  machines  tend  to 
instability  and  have  to  be  provided  with  powerful  steadying 
devices,  giving  induction  motor  featiures,  and  with  a  line  ap- 
proaching quarter-wave  length,  voltage  regulation  at  the  receiv- 
ing end  ceases,  unless  very  powerful  voltage  controlling  devices 
are  used,  such  as  large  synchronous  condensers,  that  is,  syn- 
chronous machines  establishing  a  fixed  voltage  and  controlling 
the  line  by  automatically  drawing  leading  or  lagging  currents,  in 
correspondence  with  the  line  conditions. 

In  this  case  of  a  line  of  approximately  quarter-wave  length, 
the  constant  potential-K^onstant  current  transformation  may  be 
used  to  produce  constant  or  approximately  constant  voltage  at 
the  load,  by  supplying  constant  current  to  the  line;  that  is,  the 
transmission  line  is  made  a  quarter-wave  length  by  modifying 
its  constants,  or  choosing  the  proper  frequency,  the  generators 
are  designed  to  regulate  for  constant  current  and  thus  give  a 
voltage  varying  with  the  load,  and  are  connected  in  series  (with 
constant  current  generators  series  connection  is  stable,  parallel 
connections  unstable)  and  feed  constant  current,  at  variable  vdt- 
age,  into  the  quarter-wave  line.  At  the  receiving  end  of  the 
line,  constant  voltage  then  exists  with  varjring  load,  or  rather  a 
voltage,  which  slightly  falls  off  with  the  load,  due  to  the  power 
loss  in  the  line.  To  maintain  constant  receiver  voltage  at  all 
loads,  then,  would  require  a  slight  increase  of  generator  current 
with  increase  of  load,  that  is,  increase  of  generator  voltage, 
which  can  be  produced  by  compounding  regulated  by  the  voltage- 

In  such  a  quarter-wave  transmission  the  voltage  at  the  receiv- 
ing end  then  remains  constant,  while  the  current  output  from  the 
line  increases  from  nothing  at  no  load.  At  the  generator  end  the 
current  remains  approximately  constant,  increasing  from  no  load 
to  full  load  by  the  amount  required  to  take  care  of  the  line  loss, 
while  the  voltage  at  the  generators  increases  from  nearly  nothing 
at  no  load,  with  increasing  load,  approximately  proportional 
thereto. 

26.  There  is,  however,  a  serious  limitation  im[>06ed  upon 
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quarter-wave  tranBinission  by  considerations  of  voltage;  to  use 
the  transmission  line  economically  the  voltage  throughout  it 
should  not  differ  much,  since  the  insulation  of  the  Une  depends 
on  the  maximumi  the  efficiency  of  traneonission,  however,  on  the 
average  voltage,  and  a  Une  in  which  the  voltage  at  the  two  ends 
is  very  different  is  uneconomical. 

To  use  line  copper  and  line  insulation  economically,  in  a 
quarter-wave  transmission,  the  voltages  at  the  two  ends  should 
be  approximately  equal  at  maximum  load.  These  voltages  are 
related  to  each  other  and  to  the  current  by  the  line  constants,  by 
equations  (72). 

By  these  equations  (neglecting  the  term  with  u),  reduced  to 
absolute  values,  we  have  approximately 


^0 


and 


and  if  6i  »  eo, 


hence,  the  power  is 


or 

y 


H  =  ^^  Co; 


(76) 


hence,  the  voltage  e^  required  to  transmit  the  power  p^  without 
great  potential  differences  in  the  line  depends  on  the  power  po 
and  the  line  constants,  and  inversely. 

96.  As  an  example  .of  a  quarter-wave  transmission  may  be 
considered  the  transmission  of  60,000  kilowatts  over  a  distance 
of  700  miles,  for  the  supply  of  a  general  three-phase  distribution 
system,  of  95  per  cent  power  factor,  lag. 

The  design  of  the  trsmsmission  line  is  based  on  a  compromise 
between  dififerent  and  conflicting  requirements:  economy  in 
first  cost  requires  the  highest  possible  voltage  and  smallest  con- 
ductor section,  or  high  power  loss  in  the  line;  economy  of  opera- 
tion requires  high  voltage  and  large  conductor  section,  or  low 
power  loss;  reliability  of  operation  of  the  line  requires  lowest 
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permissible  voltage  and  therefore  large  conductor  section  or 
high  power  loss;  reliability  of  operation  of  the  receiving  system 
requires  good  voltage  regulation  and  thus  low  line  resistance, 

Assume  that  the  maximum  effective  voltage  between  the  Hue 
conductors  is  limited  to  120,000,  and  that  there  are  two  sepa- 
rate pole  lines,  each  carrying  three  wires  of  500,000  circular 
mils  cross  section,  placed  6  feet  between  wires,  and  provided 
with  a  grounded  neutral. 

If  there  were  no  energy  losses  in  the  line  and  no  increase  of 
capacity  due  to  insulators,  etc.,  the  speed  of  propagation  would 
be  the  velocity  of  light,  S  =  188,000  miles  per  second,^  and  the 
quarter-wave  frequency  of  a  line  of  l^  =  700  miles  would  be 

/  =  —  =67  cycles  per  sec. ; 

hence,  fdrly  close  to  the  standard  frequency  of  60  cycles. 

The  loss  of  power  in  the  line,  and  thus  the  increase  of  indu^ 
tance  by  the  magnetic  field  inside  of  the  conductor  (which  would 
not  exist  in  a  conductor  of  perfect  conductivity  or  zero  resistance 
loss),  the  increase  of  capacity  by  insulators,  poles,  etc.,  lowers  the 
frequency  below  that  corresponding  to  the  velocity  of  light  and 
brings  it  nearer  to  60  cycles. 

In  a  line  as  above  assumed  the  constants  per  mile  of  double 
conductor  are :  r  =  0.055  ohm ;  L  =  0.001  henry,  and  C  = 
0.032  X  10~*  farad,  and,  neglecting  the  conductance,  jf  =  0,  the 
quarter-wave  frequency  is 

/  = -=  =  63  cycles  per  sec. 

4:l^\/LC 

Either  then  the  frequency  of  63  cycles  per  second,  or  sli^tly 
above  standard,  may  be  chosen,  or  the  line  inductance  or  line 
capacity  increased,  to  bring  the  frequency  down  to  60  cycles. 

Assuming  the  inductance  increased  to  L  =  0.0011  henry 
gives  /  =  60  cycles  per  second,  and  the  line  constants  then  are 
Iq  =  700  miles;  /  =  60  cycles  per  second;  r  =  0.055  ohm;  L  * 
0.0011  henry;  C  =  0.032  X  10"«  farad,  and  flf  =  0;  hence, 
X  =  0.415    ohm;    z  =  0.42    ohm;    Z  =  0.055  +  0.415/   ohm; 
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12.1  X  10-*  mho;  y  =  12.1  x  lO"'  mho,  and   Y  =  j  12.1 
r«  mho,  and 

V I  =186  +  12  j, 


V^ 


-  =  186, 

y 

1  /r 


"=2^  +  0=  «-^«' 

^  =  2.247  X  KH 

a  =  up  =  0.148  X  1(H. 

60,000  kilowatts  total  input,  or  20,000  kilowatts  per  line, 

,      ,  ,.  120,000 

120,000  volts  between  lines,  or  — ^  =  69,000  volts  per 

and  about  95  per  cent  power  factor,  the  current  input  at 
oad  is  306  amp.  per  line  (of  two  conductors  in  multiple), 
get  at  full  load  p  =  20  X  10*  watts,  approximately  the 
voltage  at  both  ends  of  the  line,  by  equation  (76),  we  must 


v^. 


6*=  p 

'  y 

e  =  61,000  volts. 

suming  therefore  at  the  receiving  end  the  voltage  of  110,000 
een  the  lines,  or,  63,500  volts  per  line,  and  choosing  the 
it  current  as  zero  vector,  and  counting  the  distance  from 
eceiving  end  towards  the  generator,  we  have  for  1  =  0, 


the  voltage,  at  95  per  cent  power  factor,  or  Vl  —  0.95^ 
U2  inductance  factor,  is 

^=  ^0  =  eo(0.95  +  0.312  i) 
=  60,300  +  19,800  i. 
>stituting  these  values  in  equations  (72)  gives 

.    ^  { -  jgi  -  0.104  (60,300  +  19,800  j) } 
^"^  186  -  12  j 

60,300  +  19,800 J  =  -  (186  -  12;)  {jl,  +  0.104  io); 


TRANSIENT  PHENOMENA 


hence,       -  jg,  -  (186  -  12  j)  .,  +  (6250  +  2060  j) 
md                           60,300  -  19,800; 

■"'             186 -12 J        +»-ll»''> 

-317  +  128  J +0.104.-,, 
and  the  absolute  values  are 

and 

e,  = 
i,  =■ 

V(186  ..  +  6250)'  +  (12  i.  -  2060)' 
V(317  +  0.104  •,)•  +  128"; 

11 
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herefrom  the  power  output  and  input,  efficiency,  power  factor, 
etc.,  can  be  obtwned. 

In  Fig.  84,  with  the  power  output  per  phase  as  abscissas,  sn 
shown  the  following  quantities :  voltage  input  e^  and  output  t^ 
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in  drawn  lines;  amperes  input  t\  and  output  i^,  in  dotted  lines; 
power  input  p^  and  output  p^y  in  dash-dotted  lines,  and  efficiency 
and  power  factor  in  dashed  lines. 

As  seen,  the  power  factor  at  the  generator  is  above  93  per  cent 
leading,  and  the  efficiency  reaches  nearly  85  per  cent. 

At  full  load  input  of  20,000  kilowatts  per  phase,  and  95  per 
cent  power  factor,  lagging,  of  the  output,  the  generator  voltage 
is  58,500,  or  still  8  per  cent  below  the  output  voltage  of  63,500. 
rhe  generator  voltage  equals  the  output  voltage  at  10  per  cent 
overload,  and  exceeds  it  by  14  per  cent  at  25  per  cent  overload. 

To  maintain  constant  voltage  at  the  output  side  of  the  line, 
bhe  generator  current  has  to  be  increased  from  342  amperes  at 
no  load  to  370  amperes  at  full  load,  or  by  8.2  per  cent,  and 
jiversely,  at  constant-current  input,  the  output  voltage  would 
Irop  oflF,  from  no  load  to  full  load,  by  about  8  per  cent.  This, 
ndth  a  line  of  15  per  cent  resistance  drop,  is  a  far  closer  voltage 
regulation  than  can  be  produced  by  constant  potential  supply, 
except  by  the  use  of  synchronous  machines  for  phase  control. 


CHAPTER  m. 

THE    NATURAL   PERIOD   OF   THE   TRANSMISSION   LINB. 

27.  An  interesting  application  of  the  equations  of  the  long 
distance  transmission  line  given  in  the  preceding  chapter  can  be 
made  to  the  determination  of  the  natural  period  of  a  tranrnM- 
sion  line;  that  is,  the  frequency  at  which  such  a  line  discharges 
an  accumulated  charge  of  atmospheric  electricity  (lightning),  or 
oscillates  because  of  a  sudden  change  of  load,  as  a  break  of  circuit, 
or  in  general  a  change  of  circuit  conditions,  as  closing  the  circuity 
etc. 

The  discharge  of  a  condenser  through  a  circuit  containing  self- 
inductance  and  resistance  is  oscillating  (provided  the  resistance 
does  not  exceed  a  certain  critical  value  depending  upon  the 
capacity  and  the  self-inductance) ;  that  is,  the  discharge  current 
alternates  with  constantly  decreasing  intensity.  The  frequency 
of  this  oscillating  discharge  depends  upon  the  capacity  C  and 
the  self-inductance  L  of  the  circuit,  and  to  a  much  lesser  extent 
upon  the  resistance,  so  that,  if  the  resistance  of  the  circuit  is  not 
excessive,  the  frequency  of  oscillation  can,  by  neglecting  the 
resistance,  be  expressed  with  fair,  or  even  close,  approximation 
by  the  formula 

/ — 5^. 

2  n  VCL 

An  electric  transmission  line  represents  a  circuit  having 
capacity  as  well  as  self-inductance ;  and  thus  when  charged  to  a 
certain  potential,  for  instance,  by  atmospheric  electricity,  as  by 
induction  from  a  thunder-cloud  passing  over  or  near  the  line, 
the  transmission  line  discharges  by  an  oscillating  current. 

Such  a  transmission  line  differs,  however,  from  an  ordinary 
condenser  in  that  with  the  former  the  capacity  and  the  self- 
inductance  are  distributed  along  the  circuit. 

In  determining  the  frequency  of  the  oscillating  discharge  of 
such  a  transmission  line,  a  sufficiently  close  approximation  is 

326 
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btained  by  neglecting  the  resistance  of  the  line,  which,  at  the 
3latively  high  frequency  of  oscillating  discharges,  is  small  com- 
ared  with  the  reactance.  This  assumption  means  that  the 
ying  out  of  the  discharge  current  through  the  influence  of  the 
ssistance  of  the  circuit  is  neglected,  and  the  current  assumed 
s  an  alternating  current  of  approximately  the  same  frequency 
nd  the  same  intensity  as  the  initial  waves  of  the  oscillating 
ischarge  current.  By  this  means  the  problem  is  essentially 
implified. 

28.  Let  l^  »  total  length  of  a  transmission  line;  I  »  the  dis- 
BUice  from  the  beginning  of  the  line;  r  =  resistance  per  unit 
^ngth;  X  =  reactance  per  unit  length  =  2  nfL,  where  L  = 
iductance  per  unit  length;  g  =  conductance  from  line  to  return 
leakage  and  discharge  into  the  air)  per  unit  length;  b  =  capacity 
usceptance  per  unit  length  =  2  tt/C,  where  C  =  capacity  per 
nit  length. 

Neglecting  the  line  resistance  and  line  conductance, 

r  =  0  and  3  =  0, 

he  line  constants  a  and  fi,  by  equations  (14),  Chapter  II,  then 
ssimie  the  form 

a  =  0  and  iff  =  \/x6,  (1) 

knd  the  line  equations  (17)  of  Chapter  II  become 
/  =  (A,  -4^  cosfil  +  ]  (A,  +  A,)  sinfil 

knd 

^  "  V|  I  (4i  +  A,)cospl  +  jiA,  -  a;)  sin^Z 

)r  writing 

4i  -  42  =  Qi  and  Aj  +  4,  =  C^ 

ind  substituting 


(2) 


ffe  have 

^  I=C,cospl+  jC,  sin  ^l 


E'Sf^\c, 


^  =  V^  J  C,  cm^l  +  jC,  mipl 


(3) 
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A  free  oscillation  of  a  circuit  implies  that  energy  is  neither 
supplied  to  the  circuit  nor  abstracted  from  it.  This  means  that 
at  both  ends  of  the  circuit,  /  »  0  and  I  —  1^^,  the  power  equals  zero. 

If  this  is  the  case,  the  following  conditions  may  exist: 

(1)  The  current  is  zero  at  one  end,  the  voltage  zero  at  the 
other  end. 

(2)  Either  the  current  is  zero  at  both  ends  or  the  voltage  is 
zero  at  both  ends. 

(3)  The  circuit  has  no  end  but  is  closed  upon  itself. 

(4)  The  current  is  in  quadrature  with  the  voltage.  This  case 
does  not  represent  a  free  oscillation,  since  the  frequency  depends 
also  on  the  connected  circuit,  but  rather  represents  a  line  supply- 
ing a  wattless  or  reactive  load. 

In  free  oscillation  the  circuit  thus  must  be  either  open  or 
grounded  at  its  ends  or  closed  upon  itself. 

(1)  Circuit  open  at  one  end,  grounded  at  other  end. 

29.  Assuming  the  circuit  grounded  at  Z  =  0,  open  at  i  =  /,, 
we  have  for  Z  =  0, 

and  for  I  =  l^, 

hence,  substituting  in  equations  (3),  at  Z  ■»  0, 

C,  -  0; 

hence, 

,  I  =  C.  cos  31 

and  •       •  *       ^ 


E^j\^C,Anfil, 


(4) 


and  at  Z  =  l^, 


Ci  cos  pi^  =  0, 

and  since  C^  cannot  be  zero  without  the  oscillation  disappearing 
altogether, 

cos/?Zo  =  0;  (5) 

hence, 

/?Z,  =  (2n-l)^,  (6) 
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where  n  »  1,  2,  3  ...  or  any  integer  and 

Pl^{2n-\)^l  CI) 

Substituting  (1)  in  (6)  gives 

/-r-       (2n—  1)  n 
p^VW  =^     ^^'    f  (8) 

or  substituting  for  x  and  6,  x  =«  2  tt/L  and  6  =  2  TufC,  gives 

(2  n  -  1)  TT 


2^vro-     ^ 


or 


is  the  frequency  of  oscillation  of  the  circuit. 

The  lowest  frequency  or  fundamental  frequency  of  oscillation 
is,  for  n  =  1, 

and  besides  this  fundamental  frequency,  all  its  odd  midtiples  or 
higher  harmonics  may  exist  in  the  oscillation 

/=(2n-l)/,.  (11) 

Writing  L^  ^IJj  =  total  inductance,  and  C^  =  IjJ  =  total 
capacity  of  the  circuit,  equation  (9)  assumes  the  form 

/,  =  —^  .  (12) 

The  fundamental  frequency  of  oscillation  of  a  transmission 
line  open  at  one  end  and  grounded  at  the  other,  and  having  a 
total  inductance  L^  and  a  total  capacity  C^,  is,  neglecting  energy 
losses, 
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while  the  frequency  of  oscillation  of  a  localized  inductance  L, 
and  localized  capacity  C^^  that  is,  the  frequency  of  discharge  of 
a  condenser  C^  through  an  inductance  L^,  is 

/  = ^=  •  (13) 

The  difference  is  due  to  the  distributed  character  of  L^  and  C, 

in  the  transmission  line  and  the  resultant  phase  displacement 

between  the  elements  of  the  line,  which  causes  the  inductance 

and  capacity  of  the  line  elements,  in  their  effect  on  the  frequency, 

not  to  add  but  to  combine  to  a  resultant,  which  is  the  projection 

2 
of  the  elements  of  a  quadrant,  on  the  diameter,  or  -  times  the 

sum,  just  as,  for  instance,  the  resultant  m.m.f.  of  a  distributed 

armature  winding  of  n  turns  of  i  amperes  is  not  ni  but  -  ni 

Hence,  the  effective  inductance  of  a  transmission  line  in  free 
oscillation  is 


w  =  h^ 


and  the  effective  capacity  is 

2 


^  0      "        ^0^  J 

7Z 


(14) 


and  using  the  effective  values  L/  and  C/,  the  fundamental 
frequency,  equation  (11),  then  appears  in  the  form 

that  is,  the  same  value  as  found  for  the  condenser  discharge. 

In  comparing  with  locaUzed  inductances  and  capacities,  the 
distributed  capacity  and  inductance,  in  free  oscillation,  thus  are 
represented  by  their  effective  values  (13)  and  (14). 

30.  Substituting  in  equations  (4), 

C,  =  c,  +  ic„  (16) 

gives 

/  =  (Cj  +  jCj)  cos  pi 


*™*  ^=V^(c,-/c.)8in^Z. 


(17) 
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By  the  definition  of  the  complex  quantity  as  vector  represen- 
tation of  an  alternating  wave  the  cosine  component  of  the  wave 
is  represented  by  the  real,  the  sine  component  by  the  imaginary 
term ;  that  is,  a  wave  of  the  form  c^  cos  2  nft  +  c^  sin  2  nft  is 
represented  by  c^  +  jc^,  and  inversely,  the  equations  (17),  in 
their  analytic  expression,  are 

i  =  (Cj  cos  2  Ttfi  +  Cj  sin  2  nft)  cos  fil 

6  =  y  -  (Cj  cos  2  7:ft  —  Cj  sm  2  zft)  sm  pi. 

Substituting  (7)  and  (11)  in  (18),  and  writing 

d  =  2  Tzf^t  and  T  =  ;^  (19) 

^ves 

t  =  {cj  cos  (2n—  1)^  +  CjSin  (2n—  1)^}  cos  (2n  —  1)  r 

=  c  cos  (2  n  —  1)  (^  —  /-)  cos  (2  n  —  1)t 
and 


-  v^^l'. 


^Jc,cos(2n-l)(9-c,sin(2n-l)tf|sin(2n-l)T^     ^^^^ 

=  -  \^c  sin  (2  n  -  1)  (<?  -  r)  sin  (2  n  -  l)r, 
where 
tan  (2  n  -  1)  r  =  ^     and    c  =  Vc^TT^.  (21) 

In  the  denotation  (19),  d  represents  the  time  angle,  with  the 
complete  cycle  of  the  fundamental  .frequency  of  oscillation  as 
one  revolution  or  360  degrees,  and  t  represents  the  distance 
angle,  with  the  length  of  the  line  as  a  quadrant  or  90  degrees. 
That  is,  distances  are  represented  by  angles,  and  the  whole  line 
is  a  quarter  wave  of  the  fundamental  frequency  of  oscillation. 
This  form  of  free  oscillation  may  be  called  qwarter-wave  oscHkUion. 

The  fundamental  or  lowest  discharge  wave  or  oscillation  of 
the  circuit  then  is 

^^  =  c  cos  {0  —  y-j)  cos  T 


and  t/L 

^1  =  -  V?^ 


—  csin  {0  —  /-j)  sin  t. 


(22) 
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With  this  wave  the  voltage  is  a  maximum  at  the  opea  end  of 
the  line,  I  ~  l^,  and  gradually  decreases  to  zero  at  the  other  end 
or  be^nning  of  the  line,  /  —  0. 

The  current  is  zero  at  the  open  end  of  the  Ene,  and  gradually 
increases  to  a  maximum  at  I  =  0,  or  the  grounded  end  of  tlie 
line. 

Thus  the  relative  intensities  of  current  and  potential  aloDj 
the  line  are  as  represented  by  Fig.  85,  where  the  current  is  shoffu 
as  /,  the  voltage  as  E. 


B,-^ 


and 


Fig.  85.    DIacharg«  of  corrent  and  e.ni.f.  along  K  tmiBmisBioii  line  open  t\ 
one  end.    Fuudamenul  diKharge  trequency. 

The  next  higher  discharge  frequency,  for  n  —  2,  gjves 

t,  =  c,  cos  3  (fl  —  r,)  cos  3  T 

e,  =  -  c,  V  p;  ain  3  (S  -  r,)  sin  3  r 
Here  the  voltage  is  ag^n  a  maximum  at  the  open  end  of  the 
line,  I  =  1„  or  r  ^  -  =  90°,  and  gradually  decreases,  but  reaches 

21.  7! 

zero  at  two-thirds  of  the  -line,  I  =  -^ ,  or  r  =  -  =  60°,  then 

increases  aguii  in  the  opposite  direction,  reaches  a  second  but 

opposite  maximum  at  one-tliird  of  the  line,/  =  ^,orT  =  j*=3tf*, 
tt  6 

and  decrea'sps  to  zero  at  the  beginning  of  the  Une.    There  is  thus 

a  node  of  voltage  at  a  point  situated  at  a  distance  of  two-thirds 

of  the  length  of  the  line. 

The  current  iw  zero  at  the  end  of  the  Une,  I  =  I„  rises  to  i 

maximum  at  a  distance  of  two-thirds  of  the  length  of  the  line, 

decreases  to  zero  at  a  distance  of  one-third  of  the  length  of  the 

hne,  and  rises  again  to  a  second  but  opposite  maximum  at  the 
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I  of  the  line,  1  =  0.    The  current  thus  has  a  node  at  a 
point  sltusted  at  a  distance  of  one-third  of  the  length  of  the  line. 
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fig.  80.    Dlaohuj;*  of  cnrrent  and  e.mi.  along  ■  traosmiadon 
line  open  at  one  end. 

The  discharge  waves,  n  =  2,  are  ahown  in  Fig.  86,  those  with 
I  =-  3,  with  two  nodal  pdnts,  in  Rg.  87. 


»; 


Ftg.  87.    Discharge  of  ciinent  u]de.m.f.  aloDg  a  tnuumlaalon 
line  open  at  one  end. 

31.  In  case  of  a  lightning  discharge  the  capacity  C,  is  the 
capacity  of  the  line  against  ground,  and  thus  has  no  direct 
relation  to  the  capacity  of  the  line  conductor  agunst  Its  return. 
The  same  applies  to  the  inductance  L„. 

If  d  =  diameter  of  line  conductor,  li,  =  height  of  conductor 
above  ground,  and  l^  —  length  of  conductor,  the  capacity  is 
^    ^1.11  XlO-'l^ 


2U,g 


^k 


nmf. 


the  self-jnductance  is 

L,  -  2  X  10' 


K  ^^i  if*  "'h. 


(24) 
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The  fundamental  frequency  of  oscillation,  by  substituting  (24) 
in  (10),  is 

f_^ 7-5  X  10*. 

that  is,  the  frequency  of  oscillation  of  a  line  discharging  to  ground 
is  independent  of  the  size  of  line  wire  and  its  distance  from  the 
ground,  and  merely  depends  upon  the  length,  l^  of  the  line,  bring 
inversely  proportional  thereto. 

We  thus  get  the  numerical  values, 
Length  of  line 

10      20      30      40    50    60       80      100  miles 
1.6    3.2    4.8    6.4    8    9.6    12.8    16X10* cm. 

hence  frequency, 

f,  =     4700  2350  1570  1175  940  783    587    470  cycles  per  sec. 

As  seen,  these  frequencies  are  comparatively  low,  and  especiaDy 
with  very  long  lines  almost  approach  alternator  frequencies. 

The  higher  harmonics  of  the  oscillation  are  the  odd  multiples 
of  these  frequencies. 

Obviously  all  these  waves  of  different  frequencies  represented 
in  equation  (20)  can  occur  simultaneously  in  the  oscillating  dis- 
charge of  a  transmission  line,  and,  in  general,  the  oscillating 
discharge  of  a  transmission  line  is  thus  of  the  form 


t  =   ^n Cn  COS  (2  n  -  1)  (0  —  Yn)  COS  (2  n  —  1)  r, 
1 

=  -  V^  2nc,,sin  (2n  -  1)  (^  -  rJ  sin  (2n  -  1)  r. 


(26) 


A  simple  harmonic  oscillation  as  a  line  discharge  would  require 
a  sinoidal  distribution  of  potential  on  the  transmission  line  at  th? 
instant  of  discharge,  which  is  not  probable,  so  that  probably  all 
lightning  discharges  of  transmission  lines  or  oscillations  produced 
by  sudden  changes  of  circuit  conditions  are  complex  waves  of 
many  harmonics,  which  in  their  relative  magnitude  depend  upoD 
the  initial  charge  and  its  distribution  —  that  is,  in  the  case  of  the 
lightning  discharge,  upon  the  atmospheric  electrostatic  field  of 
force. 
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The  fundamental  frequency  of  the  oscillating  discharge  of  a 
transmission  line  is  relatively  low,  and  of  not  much  higher  mag- 
nitude than  frequencies  in  commercial  use  in  alternating-current 
circuits.  Obviously,  the  more  nearly  sinoidal  the  distribution 
of  potential  before  the  discharge,  the  more  the  low  harmonics 
pr^ominate,  while  a  very  imequal  distribution  of  potential, 
that  is  a  very  rapid  change  along  the  line,  causes  the  higher  har- 
monics to  predominate. 

32.  As  an  example  the  discharge  of  a  transmission  line  may  be 
investigated,  the  line  having  the  following  constants  per  mile : 
r  =  0.21  ohm;  L  =  1.2  X  10"'  henry;  C  =  0.03  X  lO"*  farad, 
and  of  the  length  l^  =  200;  hence,  by  equations  (10),  (19), 
fi  =  208  cycles  per  sec. ;  d  =  1315  t,  and  t  =  0.00785  Z,  when 
charged  to  a  uniform  voltage  of  e^  =  60,000  volts  but  with  no 
current  in  the  line  before  the  discharge,  and  the  line  then 
grounded  at  one  end,  /  =  0,  while  open  at  the  other  end,  I  =  l^. 

Then,  for  /  =  0  or  ^  =  0,  i  =  0  for  all  values  of  r  except  r  =  0; 
hence,  by  (26), 

cos  (2  n  —  1)  Yn  =  0, 


and  thus 


and 


(271-1)7,=^  (27) 


cos  (2  n  -  1)  (e  -  rn)  =  sin  (2  n  -  1)  0, 
sin  (2  n  -  1)  {d  -  u) cos  (2  n  -  1)  0] 


hence. 


and 


i  =  >^»  Cn  sin  (2  n  —  1)  ^  cos  (2  n  —  1)  r 
T 

/z  ^ 

e  =  y  -  ^»c,j  COS  (2  n  —  1)  ^  sin  (2  n  —  1)  t. 
C  1 


(28) 


Also  for  <  =  0,  or  ^  =  0,  6  =  e^  for  all  values  of  t  except  r  =  0; 
hence,  by  (28), 

«o  =  V  i  £»  ^n  sin  (2  n  -1)  r.  (29) 

^    1 
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From  equation  (29) ,  the  coefficients  Cn  are  determined  in  the 
usual  manner  of  evaluating  a  Fourier  series,  that  is,  by  multiply- 
ing with  sin  (2  m  —  1)  t  (or  cos  (2  m  —  1)  r)  and  integrating: 

/    e^  sin  (2  m  —  1)  T  dr  = 
\7,  S^^n      r'sin(2n-  l)Tsin(2m-  l)rdr. 

C     1  «/o 


Since 


I   sin  (2  n  —  1)  T  sin  (2  m  —  1)  r  dr 

J"**  cos  2  (n  —  m)  r  —  cos  2  (n  +  m  —  1)  r 
. 2 ^'' 

which  is  zero  for  n  9^    m,  while  for  m  =  n  the  term 

Jr*  cos  2  (n  -  m)  r  T'  dr      n 

0   2 ^'^l    Y  =  2 

and 

I  «o  sin  (2  »  -  1)  r  dr  =  -  4      .^^_^        I  =  +  2^— i' 


we  have 


2«,  _,  ^_./y. 

2n-l~  "2Vc 


and 


"       (2n-l);rVL' 


(30) 


(2  n  -  1) 
hence, 

.      4     .  /^^    sin  (2  n  -  1)  tf  cos  (2  n  -  1)  T 

'  =  ;*•  Vz?"  — — 2^31 

4     ,  /C{  ,    ^               sin  3  ^  cos  3  r     sin  5  ^  cos  5  r  . 
=  -e,V/^Jsm^cosr  + + +• 

(31) 

^^^  (  .    ^               sin  3  ^  cos  3  T     sin  5  (?  cos  5  r   .         ) 
=  382  I  sm  (?  cos  T  + ^ + +  •  •  •  |» 

in  amperes, 
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4     A    COS  (2  n  -  1)  0  sin  (2  n  -  1)  r 
Z^^  -i* o^ 1 

4      (       ^  .           cos  3  ^  sin  3  T      cos  5  ^  sin  5  r  ) 

-e^  { cos  ^  sin  T  + + z +  •  •  •  ^ 


(32) 


*»^  ^/^/^  1        /.  .  cos  3  tf  Sin  3  T     cos  5  ^  sm  5  r 

76,400  J  cos  5  sin  T  + + + 

(  3  5 

in  volts. 


L  As  further  example,  assume  now  that  this  line  is  short- 
lited  at  one  end,  /  =  0,  while  supplied  with  25-cycle  alter- 
ag  power  at  the  other  end,  I  =  l^,  and  that  the  generator 
ige  drops,  by  the  short  circuit,  to  30,000,  and  then  the  line 
off  from  the  generating  system  at  about  the  maximum  value 
le  short-circuit  current,  that  is,  at  the  moment  of  zero  value 
le  impressed  e.m.f. 

b  a  frequency  of/,  =  25  cycles,  the  reactance  per  unit  length 
rie  or  per  mile  is 

X  =  2  Trfjj  =  0.188  ohm 

the  impedance  is 

z  =  Vr"  +  x"  =  0.283  ohm, 

or  the  total  line, 

Zq  =  If/S  =  56.6  ohms; 

le,  the  approximate  short-circuit  current 

.      e      30,000      „^ 
z^       56.0 

its  maximum  value  is 

%  =  530  X  \/2  =  750  amp. 

herefore,  in  equations  (26),  at  time  ^  =  0,  or  (?  =  0, 6=»  0 
ill  values  of  t  except  r  =  -  ;  hence, 

sin  (2  n  -  1)  y„  =  0, 
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and  thus 


and 


(33) 


00 

i  =  y^n  Cn  COS  (2  n  —  1)  ^  COS  (2  n  —  1)  T 

/L  • 
6  =  -  Y  "  2)n  c„  sin  (2  n  -  1)  tf  sin  (2  n  —  1)  t. 

However,  at  ^  =  0,  or  ^  =  0,  for  all  values  of  r  except  r  =  ^, 


hence,  substituting  in  (33), 


%   =  2^n  Cn  COS  (2  n  —   1)  T. 


(34) 


From  equation  (34),  the  coefficients  c„  are  determined  in  the 
same  manner  as  in  the  preceding  example,  by  multiplying  with 
cos  (2  n  —  1)  T  and  integrating,  as 

4L 


Cn  =  -  (-  1)- 


(2  n  -  1)  t:' 


(35) 


hence, 

i%^    .     ^ .    cos  (2n  -  l)d cos  (2 n  -  1)  T 
I  = Xn  ( —  l)'» 


K 


cos  ^  COS  T  — 


2n  -1 
cos  3  ^  cos  3  r      cos  5  0  cos  5  r 


-  + 


(36) 


^^^^        ^               cas3^cos3r      cos  5  ^  cos  5  r 
=  956 <  cos ^  cos  T 1 +•••}' 


m  amperes, 


and 


=  ^ii«t/5x^    (     ix.sin(2n^l)gsin(2n~l)T 
^  VCY   ^       ^  "  2n  -  1 

=  — ^y  —  ]sm^sm  r— 


sin  3  ^  sin  3  r     sin  5  tf  sin  5  r 

1 [. 


•  I  • 


1/.^  r»/^  (  •    n  •         sin  3  tf  sin  3  T    sin  5  tf  sin  5  T 
=  191,200  jsm  ^sm  t 1 


(37) 


-+•••' 


in  volts. 


NATURAL  PERIOD  OF  TRANSMISSION  LINE 


339 


The  maximum  voltage  is  reached  at  time  0  =  -,  and  is 

4  ^0  ^  /I/  (  .  sin  3  T      sin  5  r  ) 

e  =  — ^Vt;  ?smT  +  — - — +  — - — +  •••{, 
n    ^  {j  (  3  6  ) 

Eind  since  the  series 


sin  3  r      sin  5  t 

sm  T  H 1 h 


=  2' 


the  maximum  voltage  is 


=  ioy^  =  300,000  volts. 


As  seen,  very  high  voltages  may  be  produced  by  the  interrup- 
tion of  the  short-circuit  current. 

(2o)  Circuit  grounded  at  both  ends. 

34.  The  method  of  investigation  is  the  same  as  in  paragraph 
29;  the  terminal  conditions  are,  for  Z  =»  0, 


and  for  Z  =»  i 


o> 


E=0, 


J?  =  0. 


Substituting  Z  =  0  into  equations  (3)  ^ves 


hence, 


Substituting  Z 


C,  =  0; 
/  =  Cj  cos  /JZ, 
i?-  AV^sin^Z. 

l^  in  (38)  ^ves 

^1  =  0-  Ay/^sin/?/,; 


(38) 


hence, 


sin  fl^  -»  0,  or  fil  -=  twr, 


(39) 
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and,  in  the  same  maimer  as  in  (1), 


;r 


fil  =  n^l  =  wt; 


(40) 


that  is,  the  length  of  the  line,  l^,  represents  one  half  wave,  or 
T  =  ;r,  or  a  multiple  thereof. 


/  = 


n 


n 


2  lyw     2  y/LjC, 


(41) 


and  the  fundamental  frequency  of  oscillation  is 

1 


A 


2iyLC 


and 


/  -  w/i; 


(42) 


(43) 


that  is,  the  line  can  oscillate  at  a  fundamental  frequency  /^  for 
which  the  length,  l^y  of  the  line  is  a  half  wave,  and  at  all  multiples 
or  higher  harmonics  thereof,  the  even  ones  as  well  as  the  odd  ones. 

This  kind  of  oscillation  may  be  called  a  half-wave  oscUUUm. 

36.  Unlike  the  quarter-wave  oscillation,  which  contains  only 
the  odd  higher  harmonics  of  the  fundamental  wave,  the  half- 
wave  oscillation  also  contains  the  even  harmonics  of  the  funda- 
mental frequency  of  oscillation. 

Substituting  0^  =  0^  +  jc^  into  (38)  ^ves 


and 


/  =  (Cj  +  jc,)  cos  fil 


(44) 


and  replacing  the  complex  ima^nary  by  the  analytic  expression, 
that  is,  the  real  term  by  cos  2  nft,  the  imaginary  term  by  sin  2  jr/l, 
gives 

i  =  {Cj  cos  2  Tift  +  c,  sin  2  nft]  cos  fil 
and 


€ 


Y  ~  {Cj  cos  2  Kft  —  Cj  sin  2  Trft]  sinfl, 
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ind  substituting 
NQ  have 

:hen  (44)  gives,  by  (40) : 

i  =»  (Cj  cos  n5  +  c,  sin  riJB)  cos  nx 
^nd 


(45) 


-Vs('. 


COS  nO  — Cj  sin  n5)  sin  nr; 


(46) 


DF  writing 
and 

gives 
and 


c^  =  c  cos  n/'   ' 


c^  =  c  sin  n/' 


(47) 


i  =  c  COS  n  (0  —  y)  cos  nr 
5  =  —  c  y  —  sin  n  {0  -  y)  si 


sin  nr, 


(48) 


and  herefrom  the  genercu  equations  of  this  hMf-wave  osdUcUion  are 
i  =»  X^^n  cos  n  (/?  —  Yn)  cos  nr 


and 


=  -  yp^^'^n sin n  (fl  -  T-n)  si 


C^ 


sin  nr 


(49) 


(26)  Circuit  open  at  both  ends. 
36.  For  Z  =  0  we  have 

hence, 

and 

/  =  jC,  sin  ^Z 
wd 

^  =  V^C,cos/?Z. 
vrhile  for  2  —  Z„  /  -  0; 


(50) 
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hence, 


sin  fil^  =  0,  or  fil^  =  nn; 


(51) 


that  is,  the  circuit  performs  a  half-wave  oscillation  of  fundor 
menial  frequency^ 

^'      2l,VW  ^^^^ 

and  all  its  higher  harmonics,  the  even  ones  as  weU  as  the  odd  ones 
have  a  frequency 

/  =  n/„  (53) 

and  the  final  equations  are 


i  =  —  2»Cn  sin n  {0  —  y)  sin  nx 


and 


=  \n  X*^'»  cos  n  (»  -  r) 


cosnr. 


(54) 


where 


n 


e  =  2nfJ,   and    r  =  -?. 

^0 


(55) 


(3)  Circuit  closed  upon  itself. 

37.  If  a  circuit  of  length  l^  is  closed  upon  itself,  then  the  free 
oscillation  of  such  a  circuit  is  characterized  by  the  condition  that 
current  and  voltage  at  /  =  Z^  ^re  the  same  as  at  /  =  0,  since  Z  =  i. 
and  1  =  0  are  the  same  point  of  the  circuit. 

Substituting  this  condition  in  equations  (3)  gives 


and 


I  =C,  =  C,  cosfil^  +  yCjSin^/, 


v/? 


7  ^  =  C,  =  C,  cos  pl^  +  jC^  sin  ^8/,; 


(56) 


herefrom  follows 


hence, 


(1 


cos  ^Zo) 

cos  /?/o) 

cos  pi^y 


+  /(7j  sin  fil^, 

+  yCj  sin  pi^, 

sin*  fil^ 


(STj 


or 


cos^Z.  ^  1; 


(58) 
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ce, 


Ph  =  2  ut:; 


(59) 


As,  the  circuit  must  be  a  complete  wave  or   a   multiple 

■eof. 

he  free  oscillation  of  a  circuit  which  is  closed  upon  itself  is  a 

•toave  oscillation,  containing  a  fundamental  wave  of  frequency 


A  = 


iVlc 


(60) 


all  the  higher  harmonics  thereof,  the  even  ones  as  well  as  the 
ones, 

/  =  nU  (61) 

ubstituting  in  (3), 


// 


JS 


/  =  (c/  +  jc/0  cos  pi  +  (c/'  -  /c/)sin  pi 

^  =  V^^  {(c/  +  jcn  cos  ^/  +  (c/'  ~  jc/)  sin  /?/}. 

ubstituting  the  analytic  expression, 

c/  +  jc/'  =  c/  cos  2  nfi  +  c/'  sin  2  nftj  etc., 


(62) 


re 


2  rr/,<  = 

0, 

) 

2  7r/<  = 

nO, 

) 

3Z 

2«i 

1  = 

nr, 

T 

(63) 


(64) 


,  is,  the  length  of  the  circuit,  I  =•  l„,  ia  represented  by  the 
e  T  =  2  ff,  or  a  complete  cycle,  this  ^ves 


344 


TRANSIENT  PHENOMENA 


and 


£  = 


or  writing 


■'  (c/  cos  n^  +  c/'  sin  nO)  cos  nr 
+  (c/'  cos  n^  -  c/  sin  nO)  sin  nr 

V  P  { (^a'  cos  n^  +  c/'  sin  nd)  cos  n/? 
+  (c/'  cos  n/?  -  c/  sin  nd)  sin  nr } , 

c/  =  a  cos  n/' 
c/'  =  a  sin  n/' 
c/  =  &  cos  nx 
c^'  =  6  sin  nx 


(65) 


gives 


and 


i  =  a  cos  n{0  —  x)  cos  nr  —  &  sin  n{0  —  x)  sin  nr 


=  y  -  {6cosn  (/?  —  /)  cos  nx  —  a  sinn  (0  —  7')sinnT}. 


(66) 


Thus  in  its  most  general  form  the  full-wave  oscillation  pves 
the  equations 


i  =  2^n  {ttnCosn  (§  —  Yn)  COS  TIT  —  ftnsinn  {0  —Xn)  sinnr} 
1 

e  =  V/^X'*  {^nCosn(d— /„)cosnT  -  an  sin  n  (d— /-»)  sin  nr}, 


CI 


(67) 


where 


1 


T   = 


'0 

2jr 


i, 


(68) 


and  an,  Tn  and  6n,  Xn  are  groups  of  four  integration  constants. 

38.  With  a  short  circuit  at  the  end  of  a  transmission  line,  the 
drop  of  potential  along  the  line  varies  fairly  gradually  and 
uniformly,  and  the  instantaneous  rupture  of  a  short  circuit  — 
as  by  a  short-circuiting  arc  blowing  itself  out  explosively  — 
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^uses  an  oscillation  in  which  the  lower  frequencies  predominate, 
ihat  is,  a  low-frequency  high-power  surge.  A  spark  discharge 
'rom  the  line,  a  sudden  high  voltage  charge  entering  the  line 
ocally,  as  directly  by  a  lightning  stroke,  or  indirectly  by  induc- 
tion during  a  lightning  discharge  elsewhere,  gives  a  distribution 
)f  potential  which  momentarily  is  very  non-uniform,  changes 
irery  abruptly  along  the  line,  and  thus  gives  rise  mainly  to  very 
ligh  harmonics,  but  as  a  rule  does  not  contain  to  any  appre- 
ciable extent  the  lower  frequencies;  that  is,  it  causes  a  high- 
'requency  oscillation,  more  or  less  local  in  extent,  and  while  of 
[ligh  voltage,  of  rather  Umited  power,  and  therefore  less  destruc- 
tive than  a  low-frequency  surge. 

At  the  frequencies  of  the  high-frequency  oscillation  neither 
capacity  nor  inductance  of  the  transmission  line  is  perfectly 
constant:  the  inductance  varies  with  the  frequency,  by  the 
ncreasing  screening  effect  or  unequal  current  distribution  in 
the  conductor;  the  capacity  increases  by  brush  discharge  over  the 
nsulator  surface,  by  the  increase  of  the  effective  conductor 
iiameter  due  to  corona  effect,  etc.  The  frequencies  of  the  very 
ligh  harmonics  are  therefore  not  definite  but  to  some  extent 
variable,  and  since  they  are  close  to  each  other  they  overlap; 
ihat  is,  at  very  high  frequencies  the  transmission  Une  has  no 
iefinite  frequency  of  oscillation,  but  can  oscillate  with  any 
requency. 

A  long-distance  transmission  Une  has  a  definite  natural  period 
)f  oscillation,  of  a  relatively  low  fundamental  frequency  and  its 
)vertones,  but  can  also  oscillate  with  any  frequency  whatever, 
)rovided  that  this  frequency  is  very  high. 

This  is  analogous  to  waves  formed  in  a  body  of  water  of 
legular  shape :  large  standing  waves  have  a  definite  wave  length, 
iepending  upon  the  dimensions  of  the  body  of  water,  but  very 
ihort  waves,  ripples  in  the  water,  can  have  any  wave  length,  and 
lo  not  depend  on  the  size  of  the  body  of  water. 

A  further  investigation  of  oscillations  in  conductors  with 
listributed  capacity,  inductance,  and  resistance  requires,  how- 
iver,  the  consideration  of  the  resistance,  and  so  leads  to  the 
nvestigation  of  phenomena  transient  in  space  as  well  as  in  time, 
^hich  are  discussed  in  Section  IV. 

39.  In  the  equations  discussed  in  the  preceding,  of  the  free 
iscillations  of  a  circuit  containing  uniformly  distributed  resist- 
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ance,  inductance,  capacity,  and  conductance,  the  energy  losses 
in  the  circuit  have  been  neglected,  and  voltage  and  current 
therefore  appear  alternating  instead  of  oscillating.  That  is, 
these  equations  represent  only  the  initial  or  maximum  values  of 
the  phenomenon,  but  to  represent  it  completely  an  exponential 
function  of  time  enters  as  factor,  which,  as  will  be  seen  in  Section 
IV,  is  of  the  form 

e-^,  (69) 

where  u  =  5  (7  +  ^)  ^^Y  ^  called  the  "time  constant"  of  the 

circuit. 

While  quarter-wave  oscillations  occasionally  occur,  and  are  of 
serious  importance,  the  occurrence  of  half-wave  oscillations  and 
especially  of  full-wave  oscillations  of  the  character  discussed 
before,  that  is,  of  a  uniform  circuit,  is  less  frequent. 

When  in  a  circuit,  as  a  transmission  Une,  a  disturbance  or 
oscillation  occurs  while  this  circuit  is  connected  to  other  cir- 
cuits —  as  the  generating  system  and  the  receiving  apparatus  — 
as  is  usually  the  case,  the  disturbance  generally  penetrates  into 
the  circuits  connected  to  the  circuit  in  which  the  disturbance 
originated,  that  is,  the  entire  system  oscillates,  and  this  oscilla- 
tion usually  is  a  full- wave  oscillation;  that  is,  the  oscillation  of 
a  circuit  closed  upon  itself;  occasionally  a  half-wave  oscillation. 
For  instance,  if  in  a  transmission  system  comprising  generators, 
step-up   transformers,    high-potential   lines,   step-down   trans- 
formers, and  load,  a  short  circuit  occurs  in  the  Une,  the  circuit 
comprising  the  load,  the  step-down  transformers,  and  the  lines 
from  the  step-down  transformers  to  the  short  circuit  is  left 
closed  upon  itself  without  power  supply,  and  its  stored  energy  is, 
therefore,  dissipated  as  a  full-wave  oscillation.    Or,  if  in  this 
system  an  excessive  load,  as  the  dropping  out  of  step  of  a  syn- 
chronous converter,  causes  the  circuit  to  open  at  the  generating 
station,  the  dissipation  of  the  stored  energy  —  in  this  case  that 
of  the  excessive  current  in  the  system  —  occurs  as  a  full-wave 
oscillation,  if  the  line  cuts  ofif  from  the  generating  station  on  the 
low-tension  side  of  the  step-up  transformers,  and  the  oscillating 
circuit  comprises  the  high-tension  coils  of  the  stei>-up  trans- 
formers, the  transmission  line,  step-down  transformers,  and  load. 
If  the  line  disconnects  from  the  generating  system  on  the  high- 
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potential  side  of  the  step-up  transformers,  the  oscillation  is  a 
half-wave  oscillation,  with  the  two  ends  of  the  oscillating  circuit 
open. 

Such  oscillating  circuits,  however, —  representing  the  most 
frequent  and  most  important  case  of  high-potential  disturbances 
in  transmission  systems, — cannot  be  represented  by  the  preced- 
ing equations  since  they  are  not  circuits  of  uniformly  distributed 
constants  but  compound  circuits  comprising  several  sections  of 
different  constants,  and  therefore  of  different  ratios  of  energy 

consumption  and  energy  storage,  y  and  ^'    During  the  free 

oscillation  of  such  circuits  an  energy  transfer  takes  place  be- 
tween the  different  sections  of  the  circuit,  and  energy  flows  from 
those  sections  in  which  the  energy  consumption  is  small  com- 
pared with  the  energy  storage,  as  transformer  coils  and  highly 
inductive  loads,  to  those  sections  in  which  the  energy  consump- 
tion is  large  compared  with  the  energy  storage,  as  the  more 
non-inductive  parts  of  the  system.  This  introduces  into  the  equa- 
tions exponential  functions  of  the  distance  as  well  as  the  time, 
and  requires  a  study  of  the  phenomenon  as  one  transient  in 
distance  as  well  as  in  time.  The  investigation  of  the  oscillation 
of  a  compound  circuit,  comprising  sections  of  different  constants, 
is  treated  in  Section  IV. 


CHAPTER  IV. 

DISTRIBUTED   CAPACITY  OP   HIGH-POTENTIAL 

TRANSFORMERS. 

40.  In  the  high-potential  coils  of  transformers  designed  for 
very  high  voltages  phenomena  resulting  from  distributed 
capacity  occur. 

In  transformers  for  very  high  voltages  —  100,000  volts  and 
more,  or  even  considerably  less  in  small  transformers  —  the  high- 
potential  coil  contains  a  large  number  of  turns,  a  great  length  of 
conductor,  and  therefore  its  electrostatic  capacity  is  appreciable, 
and  such  a  coil  thus  represents  a  circuit  of  distributed  resistance, 
inductance,  and  capacity  somewhat  similar  to  a  transmission 
line. 

The  same  applies  to  reactive  coils,  etc.,  wound  for  very  M^ 
voltages,  and  even  in  smaller  reactive  coils  at  very  high  frequency. 

This  capacity  effect  is  more  marked  in  smaller  transfonnera, 
where  the  size  of  the  iron  core  and  therewith  the  voltage  per 
turn  is  less,  and  therefore  the  number  of  turns  greater  than  in 
very  large  transformers,  and  at  the  same  time  the  exciting  cur- 
rent and  the  full-load  current  are  less;  that  is,  the  charging 
current  of  the  conductor  more  comparable  with  the  load  current 
of  the  transformer  or  reactive  coil. 

It  is,  however,  much  more  serious  in  large  transformers,  since 
in  such  the  resistance  is  smaller  compared  to  the  inductance  and 
capacity,  and  therefore  the  damping  of  any  high  frequency  oscil- 
lation less,  the  possibility  of  the  formation  of  sustained  and  cum- 
ulative oscillations  greater. 

However,  even  in  large  transformers  and  at  moderately  high 
voltages,  capacity  effects  occur  in  transformers,  if  the  frequency 
is  sufficiently  high,  as  is  the  case  with  the  currents  produced  in 
overhead  lines  by  lightning  discharges,  or  by  arcing  grounds 
resulting  from  spark  discharges  between  conductor  and  ground, 
or  in  starting  or  disconnecting  the  transformer.  With  such 
frequencies,  of  many  thousand  cycles,  the  internal  capacity  of 
the  transformer  becomes  very  marked  in  its  effect  on  the  dis- 
tribution of  voltage  and  current,  and  may  produce  dangerous 
high-voltage  points  in  the  transformer. 

The  distributed  capacity  of  the  transformer,  however,  is  differ- 
ent from  that  of  a  transmission  line. 
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In  a  transmission  line  the  diBtributed  capacity  is  shunted 
capacity,  that  is,  can  be  represented  diagrammatically  by  con- 
densers shunted  across  the  circuit  from  line  to  line,  or,  what 
amounts  to  the  same  thing,  from  line  to  ground  and  from  ground 
to  return  line,  as  shown  diagrammatically  in  Fig.  88. 


liiiiiiiiiiiiiiiiiiiiiiii 
ItttttttttttttttttttttttI 


Fig.  66.  rHsUibuted  capacity  of  a  traDemiwion  line. 

The  high-potential  coil  of  the  transformer  also  contiuns  shunted 
capacity,  or  capadty  from  the  conductor  to  ground,  and  so  each 
coil  element  consumes  a  charging  current  proportional  to  its 
potential  difference  against  ground.  Assuming  the  circuit  as  insu- 
lated, and  the  middle  of  the  transformer  coil  at  ground  potential, 
the  charge  consumed  by  unit  length  of  the  coil  increases  from 
zero  at  the  center  to  a  maximum  at  the  ends.  If  one  terminal 
of  the  circuit  is  grounded,  the  chai^  consumed  by  the  coil 
increases  from  zero  at  the  grounded  terminal  to  a  maximum  at 
the  ungrounded  terminal. 

In  addition  thereto,  however,  the  transformer  coil  also  con- 
t^ns  a  capacity  between  successive  turns  and  between  successive 
layers.    Starting  from  one  point  of  the  conductor,  after  a  certain 


^l--ih^F^nl-^h^l-^l-^l-^i 


l-^nnl-^ni-^l 


^h 


"v 
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Tig.  80.    DiEtrlbuled  cupocit;  at  a  high-poLentiaJ  transforniBr  coil. 


length,  the  length  of  one  turn,  the  conductor  reapproaches  the 
first  point  in  the  next  adjacent  turn.  It  ag^n  approaches  the 
first  point  at  a  different  and  greater  distance  in  the  next  adjacent 
layer. 
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first  point  at  a  different  and  greater  distance  in  the  next  adjacent 
layer. 

A  transformer  high-potential  coil  can  be  represented  dia- 
grammatically  as  a  conductor,  Fig.  89.  Cj  represents  the  capacity 
against  ground,  C,  represents  the  capacity  between  adjacent 
turns,  and  C,  the  capacity  between  adjacent  layers  of  the  coil. 

The  capacities  C,  and  C,  are  not  uniformly  distributed  but 
more  or  less  irregularly,  depending  upon  the  number  and  arrange- 
ment of  the  transformer  coils  and  the  number  and  arrangement 
of  turns  in  the  coil.  As  approximation,  however,  the  capacities 
Cj  and  C,  can  be  assumed  as  uniformly  distributed  capacity 
between  successive  conductor  elements.  If  /  =  length  of  con- 
ductor, they  may  be  assumed  as  a  capacity  between  /  and  /  +  (fi, 
or  as  a  capacity  across  the  conductor  element  dL, 

This  approximation  is  permissible  in  investigating  the  general 
effect  of  the  distributed  capacity,  but  omits  the  effect  of  the 
irregular  distribution  of  Cj  and  C„  which  leads  to  local  oscilla- 
tions of  higher  frequencies,  extending  over  sections  of  the  drcuit, 
such  as  individual  transformer  coils,  and  may  cause  destructive 
voltage  across  individual  transformer  coils,  without  the  appear- 
ance of  excessive  voltages  across  the  main  terminals  of  the  trans- 
former. 

41.  Let  then,  in  the  high-potential  coil  of  a  high-voltage  trans- 
former, e  =  the  e.m.f.  generated  per  unit  length  of  conductor, 
as,  for  instance,  per  turn;  Z  =  r  +  jx  =  the  impedance  per  unit 
length;  Y  =  g  -\-  jb  =  the  capacity  admittance  against  ground 
per  unit  length  of  conductor,  and  Y'  =  pY  =  the  capacity 
effective  admittance  representing  the  capacity  between  successive 
turns,  successive  layers,  and  successive  coils,  as  represented  by 
the  condensers  C^  and  C,  in  Fig.  89. 

The  charging  current  of  a  conductor  element  dZ,  due  to  the 
admittance  Y',  is  made  up  of  the  charging  currents  against  the 
next  following  and  that  against  the  preceding  conductor  element. 

Let  Zq  =  length  of  conductor;  I  =  distance  along  conductor; 
E  =  potential  at  point  Z,  or  conductor  element  dZ,  and  /  =  cur- 
rent in  conductor  element  dZ;  then 

dE 
dE  =  —rr  dl  =^  the    potential    difference    between    successive 
dl 

conductor  elements  or  turns. 
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dE 

Y'  -jr  dl  =  the  charging  current  between  one  conductor  ele- 
dl 

ment  and  the  next  conductor  element  or  turn. 

—  Y' — dl  =  the  charging  current  between  one  con- 

oL 

ductor  element  and  the  preceding  conductor  element  or  turn, 

hence, 

dPE 
Y'—^^  dl  =  the  charging  current  of  one  conductor  element  due 
or 

to  capacity  between  adjacent  conductors  or  turns. 

If  now  the  distance  /  is  counted  from  the  point  of  the  con- 
ductor, which  is  at  ground  potential,  YEdl  =  the  charging  cur- 
rent of  one  conductor  element  against  ground,  and 

is  the  total  current  consumed  by  a  conductor  element. 

However,  the  e.m.f.  consumed  by  impedance  equals  the  e.m.f. 
consumed  per  conductor  element;  thus 

dE,  =  Zldl 

This  ^ves  the  two  dififerential  equations: 

di     ,^(  d^E) 

-»  dE       „, 

and  C-  — =  Z/.  (2) 

Differentiating  (2)  and  substituting  in  (1)  gives 

d?E 


transposing, 


dP 

ZY 

\E-\ 

d'E 

_ 

E 

dP 

P- 

1  ' 
ZY 

d^E 

J]2 

=     — 

a% 

dP 


(3) 


or  -3S-  =  -  «'4^.  (4) 


352 


TRANSIENT  PHENOMENA 


where 


c'  = 


(5) 


P- 


ZY 


If  ^^  is  small  compared  with  p,  we  have,  approximately, 


ZY 


P 


(6) 


and  j&  =  A  cos  oZ  +  B  sin  oZ,  (!) 

and  since,  for  Z  =  0,  J?  =  0,  if  the  distance  I  is  counted  from  the 
point  of  zero  potential,  we  have 

^  =  B  sin  al,  (8) 

and  the  current  is  given  by  equation  (2)  as 


1  (         dE 


(9) 


substituting  (8)  in  (9)  gives 

/  =  -  I  6  -  aB  cos  oZ  I  .  (10) 

If  now  /i  =  the  current  at  the  transformer  tenninals,  /  =  U, 
we  have,  from  (10), 

Z/  J  =  6  —  aB  cos  oZ^ 
e  -  ZI, . 


and 


B  = 


a  cos  oZ, 


(11) 


substituting  in  (8)  and  (10), 


E={e-ZI,) 


sin  oL 
a  cos  aL 


and 


/  =i|(e-Z/,) 


COS  oZ 
cos  aZ« 


—  6 


(12) 


for  /j  =  0,  or  open  circuit  of  the  transformer,  this  gives 

sin  al 


E  =  e 


a  cos  aL 


and 


J  _  €  /cos  al 
Z  Vcos  al^ 


->)• 


(13) 
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The  e.m.f.,  E,  thus  is  a  maximum  at  the  terminals, 

E.  =-  tan  al^, 

the  current  a  maximum  at  the  zero  point  of  potential,  Z  =  0, 
where 

'•-i(js.-')       <"> 

42.  Of  all  industrial  circuits  containing  distributed  capacity 
and  inductance,  the  high  potential  coils  of  large  high  voltage 
power  transformers  probably  have  the  lowest  attenuation  con- 
astant  of  oscillations,  that  is  the  lowest  ratio  of  r  to  VXC,  and 
liigh  frequency  oscillations  occurring  in  such  circuits  thus  die  out 
at  a  slower  rate,  hence  are  more  dangerous  than  in  most  other 
industrial  circuits.  Nearest  to  them  in  this  respect  are  the 
armature  circuits  of  large  high  voltage  generators,  and  similar 
considerations  apply  to  them. 

As  the  result  hereof,  the  possibility  of  the  formation  of  con- 
tinual and  cumulative  oscillations,  in  case  of  the  presence  of  a 
source  of  high  frequency  power,  as  an  arc  or  a  spark  discharge 
in  the  system,  is  greater  in  high  potential  transformer  coils  than 
in  most  other  circuits.  Regarding  such  cumulative  oscillations 
and  their  cause  and  origin,  see  the  chapters  on  ''Instability  of 
Hectric  Circuits,"  in  "Theory  and  Calculation  of  Mectric 
Circuits." 

The  frequency  of  oscillation  of  the  high  potential  circuit  of 
large  high  voltage  power  transformers  usually  is  of  the  magnitude 
of  10,000  to  30,000  cycles;  the  frequency  of  oscillation  of  indi- 
vidual transformer  coils  of  this  circuit  is  usually  of  the  magnitude 
of  30,000  to  100,000  cycles.  There  then  are  the  danger  fre- 
quencies of  large  high  voltage  transformers. 


CHAPTER  V. 

DISTRIBUTED   SERIES  CAPACITY. 

43.  The  capacity  of  a  transmission  line,  cable,  or  high-poten- 
tial transformer  coil  is  shunted  capacity,  that  is,  capacity  from 
conductor  to  ground,  or  from  conductor  to  return  conductor,  or 
shunting  across  a  section  of  the  conductor,  as  from  turn  to  turn 
or  layer  to  layer  of  a  transformer  coil. 

In  some  circuits,  in  addition  to  this  shunted  capacity,  dis- 
tributed series  capacity  also  exists,  that  is,  the  circuit  is  broken 
at  frequent  and  regular  intervals  by  gaps  filled  with  a  dielectric 
or  insulator,  as  air,  and  the  two  faces  of  the  conductor  ends  thus 
constitute  a  condenser  in  series  with  the  circuit.  Where  the 
elements  of  the  circuit  are  short  enough  so  as  to  be  represented, 
approximately,  as  conductor  diflferentials,  the  circuit  constitutes 
a  circuit  with  distributed  series  capacity. 

An  illustration  of  such  a  circuit  is  afforded  by  the  so-called 
"multi-gap  Ughtning  arrester,"  as  shown  diagrammatically  in 
Fig.  90,  which  consists  of  a  large  number  of  metal  cylinders  p,  q 
. . . ,  with  small  spark  gaps  between  the  cylinders,  connected 
between  line  L  and  ground  G.  This  arrangement.  Fig.  90,  can 
be  represented  diagrammatically  by  Fig.  91.  Each  cylinder  has 
a  capacity  C^  against  ground,  a  capacity  C  against  the  adja- 
cent cylinder,  a  resistance  r, —  usually  very  small, —  and  an 
inductance  L. 

The  series  of  insulator  discs  of  a  high  voltage  suspenfiion-of 
strain— insulator  also  forms  such  a  circuit. 

If  such  a  series  of  n  equal  capacities  or  spark  gaps  is  connected 

across  a  constant  supply  voltage  eo,  each  gap  has  a  voltage  «  =  ~* 

If,  however,  the  supply  voltage  is  alternating,  the  voltage  does 
not  divide  uniformly  between  the  gaps,  but  the  potential  differ- 
ence is  the  greater,  that  is,  the  potential  gradient  steeper  the 
nearer  the  gap  is  to  the  line  L,  and  this  distribution  of  potential 
becomes  the  more  non-uniform  the  higher  the  frequency;  that  is, 
the  greater  the  charging  current  of  the  capacity  of  the  cylinder 
against  the  ground.     The  charging  currents  against  groimd,  of  aD 
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le  cylinders  from  q  to  the  ground  G,  Figs.  90  and  91,  must  pass 
le  gap  between  the  adjacent  cylinders  p  and  q;  that  is,  the 
larging  current  of  the  condenser  represented  by  two  adjacent 


k)oooooo©©oooooi 


G 


Fig.  90.    Multi-gap  lightning  arrester. 

(blinders  p  and  q  is  the  sum  of  all  the  charing  currents  from 
to  G;  and  as  the  potential  difference  between  the  two  cylinders 
and  q  is  proportional  to  the  charing  current  of  the  condenser 


L 

0 

1— ^Bjkflfl^^                                          

Co 

G 

Fig.  91.    Equivalent  circuit  of  a  multi-gap  lightning  arrester. 

)nned  by  these  two  cylinders,  C,  this  potential  difference 
icreases  towards  L,  being,  at  each  point  proportional  to  the 
ector  sum  of  all  the  charging  currents,  against  ground,  of  all 
le  cylinders  between  this  point  and  ground. 
The  higher  the  frequency,  the  more  non-uniform  is  the  poten- 
al  gradient  along  the  circuit  and  the  lower  is  the  total  supply 
oltage  required  to  bring  the  maximum  potential  gradient,  near 
le  line  L,  above  the  disruptive  voltage,  that  is,  to  initiate  the 
ischarge.  Thus  such  a  multigap  structure  is  discriminating 
^garding  frequency;  that  is,  the  discharge  voltage  with  increas- 


356  TRANSIENT  PHENOMENA 

ing  frequency^  does  not  remain  constant,  but  decreases  with 
increase  of  frequency,  when  the  frequency  becomes  sufficiently 
high  to  give  appreciable  charging  currents.  Hence  high  fre- 
quency oscillations  discharge  over  such  a  structure  at  lower 
voltage  than  machine  frequencies. 

For  a  further  discussion  of  the  feature  which  makes  such  a 
multigap  structure  useful  for  Ughtning  protection,  see  A.  I.  E.  E. 
Transactions,  1906,  pp.  431,  448,  1907,  p.  425,  etc. 

44.  Such  circuits  with  distributed  series  capacity  are  of  great 
interest  in  that  it  is  probable  that  Ughtning  flashes  in  the  clouds 
are  discharges  in  such  circuits.  From  the  distance  traversed  by 
lightning  flashes  in  the  clouds,  their  character,  and  the  disruptive 
strength  of  air,  it  appears  certain  that  no  potential  difference 
can  exist  in  the  clouds  of  such  magnitude  as  to  cause  a  disruptive 
discharge  across  a  mile  or  more  of  space.  It  is  probable  that 
as  the  result  of  condensation  of  moisture,  and  the  lack  of  uni- 
formity of  such  condensation,  due  to  the  gusty  nature  of  air 
currents,  a  non-uniform  distribution  of  potential  is  produced 
between  the  rain  drops  in  the  cloud;  and  when  the  potential 
gradient  somewhere  in  space  exceeds  the  disruptive  value,  an 
oscillatory  discharge  starts  between  the  rain  drops,  and  grad- 
ually, in  a  number  of  successive  discharges,  traverses  the  cloud 
and  equalizes  the  potential  gradient.  A  study  of  circuits 
containing  distributed  series  capacity  thus  leads  to  an  under- 
standing of  the  phenomena  occurring  in  the  thunder  cloud  during 
the  lightning  discharge.* 

Only  a  general  outline  can  be  given  in  the  following. 

46.  In  a  circuit  containing  distributed  resistance,  conductance, 
inductance,  shunt,  and  series  capacity,  as  the  multigap  lightning 
arrester,  Fig.  90,  represented  electrically  as  a  circuit  in  Rg.  91, 
let  r  =  the  effective  resistance  per  unit  length  of  circuit,  or  per 
circuit  element,  that  is,  per  arrester  cylinder;  g  =  the  shunt 
conductance  per  unit  length,  representing  leakage,  brush  dis- 
charge, electrical  radiation,  etc.;  L  =  the  inductance  per  unit 
length  of  circuit;  C  =  the  series  capacity  per  unit  length  of  cir- 
cuit, or  circuit  element,  that  is,  capacity  between  adjacent  arrester 
cylinders,  and  C^  =  the  shunt  capacity  per  unit  length  of  circuit, 
or  circuit  element,  that  is,  capacity  between  arrester  cylinder  and 

*  See  paper,  "Lightning  and  Lightning  Protection,"  N.E.L.A.,  1907. 
Reprinted  and  enlarged  in  "  General  Lectures  on  Electrical  Enghieering,**  ^ 
Author. 
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ground.    If  then  /  =  the  frequency  of  impressed  e.m.f.,  the 
aeries  impedance  per  unit  length  of  circuit  is 

Z^r+jix-x,);  (1) 

the  shunt  admittance  per  unit  length  of  circuit  is 

Y  =  9+  jb,  (2) 

where 

«  =  2  7:fL,  1 

1 


«e  = 


2;r/U 


b  =  2  nfC,; 
or  the  absolute  values  are 


(3) 


and 


2  =  Vr*  +  (x  —  xj' 


y  =  Vg'  +  6'. 


(4) 


If  the  distance  along  the  circuit  from  line  L  towards  ground 
G  is  denoted  by  Z,  the  potential  difference  between  point  I  and 
ground  by  E,  and  the  current  at  point  I  by  I,  the  differential 
equations  of  the  circuit  are  * 


and 


cU 


dl 


(5) 


(6) 


Differentiating  (5)  and  substituting  (6)  therein  ^ves 


dP 


=  YZE. 


(7) 


Equation  (7)  is  integrated  by 

E  =  A.e-"'  +  i4^+*', 


where 


a  =  VYZ  =  a  +  jp, 


and 


a  =  y/i{yz  +  gr  -b{x  -  X,)} 

P  =  ^h{yz  -  ffr  +  b{x-  X,)}., 
*  Section  III,  Chapter  II,  paragraph  7. 


(8) 
(9) 


(10) 
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Substituting  (10)  in  (8)  and  eliminating  the  ima^nary  expo- 
nents by  the  substitution  of  trigonometric  functions, 

E  =  A^£-'  (cas  pi  -  /  sin  fil)  +  A^-^^  (cos  pi  +  j  sin  pi),  (11) 

46,  However,  if  n  =  the  total  length  of  circuit  from  Hne  L  to 
ground  G,  or  total  number  of  arrester  cylinders  between  Hne  and 
ground,  for  I  =  n, 

E  =  0,  (12) 

and  for  1  =  0, 

E  —  e^  =  the  impressed  e.m.f,  (13) 

Substituting  (12)  and  (13)  into  (11)  gives 

0  =  A^e-"""  {o^ospn  -  /sin^n)  +  A^"^'*  (cosPn  +  jsinpn) 

and 

Cq  =  Aj  +  A^, 

hence, 


A.  = 


'0 


(14) 


1      I  _  ^-2an  ^^^  2  /8n  -  y  sin  2  pn) ' 
Aj  =-  .4 ,£-2"'*  (cos  2^  -/sin2^n), 
and  the  potential  difference  against  ground  is 

E  =  e, 

e— '(cos  pl+j  8in  ^/)  -e -'(••"'-<)  [cos  y?  (2  n-Q  -/ sin  ^(2  n-T)] 

1  -  «-*••"  (cos  2  /9n  -  y  sin  2  fin) 

(15) 

From  equation  (5),  substituting  (15)  and  (9),  we  have 

t— '(cos  1)1- j  sin  j90 +£—'-"-"  [cos  j9  (2  n-Q  -/sin  fi  (2  n-0] 

1  -  e-'^""(cos  2  ,en  -  j  sin  2  (8») 

(16) 

Reduced  to  absolute  terms  this  gives  the  potential  difference 
against  ground  &s 

/£-•-"'  +  e-'"t^»-'K-  2e   ■'■»cos2;3(n  -1)  ,, 


1  +  e-*"*-2«-="»C06  2/9» 
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the  current  as 

.  /y  .  /e-=-+  «-"^'"»-'^+  2  e-""*  COS  2  li{n  -  l)      ,,„, 


'P 


2   T  1 +€-♦'*- 2€-''**cos2;9n 


and  the  potential  gradient,  or  potential  difference  between  adja- 
cent cylinders,  is 

For  an  infinite  length  of  line,  n  =»  »,  that  is,  for  a  very  large 
number  of  lightning  arrester  cylinders,  where  e~'"*  is  negligible, 
as  in  the  case  where  the  discharge  passes  from  the  line  into  the 
arrester  without  reaching  the  ground,  equations  (17),  (18),  (19) 
simplify  to 

e  =  e.e-' ,  (20) 


i  -  e.\/l  -•*, 


(21) 


and 


«'-  e^c  Vf  '"'i  (22) 


that  is,  are  simple  exponential  curves. 
Substituting  (4)  and  (3)  in  (21)  and  (22)  pves 


2 


'        ^'    Clil  -  {2  Tz/yCL]^  +  C2nf Cry  I       ^    ' 

and 

i-2;r/Ce';  (24) 

or,  approximately,  if  r  and  g  are  negligible,  we  have 


*'  ~  *•'"''  Veil-  (2  rn^CL{  ^^ 


jl  -(2nfrCLl 
and 


'-'^f^^-"\fr^f 


(2  nfy  CL 


(26) 


47.  Assume,  as  example,  a  lightning  arrester  having  the  fol- 
lowing   constants:    L  =  2  X  lO"*    henry;    C^  =  10""    farads; 
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C  =  4  X  10""  farads;  r  =  lohm;sf  =  4  X  10-«  mho;/=  10»  = 
100  million  cycles  per  second ;  n  =  300  cylinders,  and  e^  =  30,000 
volts;  then  from  equation  (3),  a;  =  12.6  ohms,  x^=  39.7  ohms,  and 
b  =  62.8  X  10  •  mhos; 

from  equation  (1), 

Z  =  1  -  27.1 /ohms; 

from  equation  (2), 

y  =  (4  +  62.8  j)  10-«  mho; 
from  equation  (4), 

z  =  27.1  ohms  and  y  =  62.9  X  10-«  mho; 

from  equation  (10), 

a  =  0.0021  and  p  =  0.0412; 
from  equation  (17), 
e  =  35,500  v/e-o.«>«'  +  o.08  fi+'-~"'  -  0.568  cos  (24.72  -0.0824/); 

from  equation  (18), 

i  =  54  Ve-'-"^ '  +  0.08  e-^'"^ '  +  0.568  cos  (24.72  -  0.0824  /), 

and  from  equation  (19), 

e"  =  2140  y/r^^' '  +  0.08  £"^-^'  +  0.568  cos  (24.72  -  0.0824/). 

Hence,  at  Z  =  0,  6  =  30,000  volts,  t  =  64.6  amperes,  and 
e'  =  2560  volts;  and  at  /  =  300,  6  =  0,  t  =  57.5  amperes,  and 
ef  =  2280  volts. 

With  voltages  per  gap  varying  from  2280  to  2560,  300  gaps 
would,  by  addition,  give  a  total  voltage  of  about  730,000,  while 
the  actual  voltage  is  only  about  one-twenty-fourth  thereof;  that 
is,  the  sum  of  the  voltages  of  many  spark-gaps  in  series  may  be 
many  times  the  resultant  voltage,  and  a  lightning  flash  may  pass 
possibly  for  miles  through  clouds  with  a  total  potential  of  only 
a  few  hundred  million  volts.  In  the  above  example  the  300 
cylinders  include  7.86  complete  wave-lengths  of  the  discharge. 


CHAPTER  VI. 

ALTERNATING   MAGNETIC  FLUX  DISTRIBUTION. 

48,  As  carrier  of  magnetic  flux  iron  is  used,  as  far  as  possible, 
since  it  has  the  highest  permeability  or  magnetic  conductivity. 
If  the  magnetic  flux  is  alternating  or  otherwise  changing  rapidly, 
an  e.m.f.  is  generated  by  the  change  of  magnetic  flux  in  the  iron, 
and  to  avoid  energy  losses  and  demagnetization  by  the  currents 
produced  by  these  e.m.fs.  the  iron  has  to  be  subdivided  in  the 
direction  in  which  the  currents  would  exist,  that  is,  at  right 
angles  to  the  lines  of  magnetic  force.  Hence,  alternating 
magnetic  fields  and  magnetic  structures  desired  to  respond  very 
quickly  to  changes  of  m.m.f.  are  built  of  thin  wires  or  thin  iron 
sheets,  that  is,  are  laminated. 

Since  the  generated  e.m.fs.  are  proportional  to  the  frequency 
of  the  alternating  magnetism,  the  laminations  must  be  finer 
the  higher  the  frequency. 

To  fully  utilize  the  magnetic  permeability  of  the  iron,  it  there- 
fore has  to  be  laminated  so  as  to  give,  at  the  impressed  frequency, 
practically  uniform  magnetic  induction  throughout  its  section, 
that  is,  negligible  secondary  currents.  This,  however,  is  no 
longer  the  case,  even  with  the  thinnest  possible  laminations, 
at  extremely  high  frequencies,  as  oscillating  currents,  lightning 
discharges,  etc.,  and  under  these  conditions  the  magnetic  flux 
distribution  in  the  iron  is  not  uniform,  but  the  magnetic  flux 
density,  (B,  decreases  rapidly,  and  lags  in  phase,  with  increasing 
depth  below  the  surface  of  the  lamination,  so  that  ultimately 
hardly  any  magnetic  flux  exists  in  the  inside  of  the  laminations, 
but  practically  only  a  surface  layer  carries  magnetic  flux.  The 
apparent  permeability  of  the  iron  thus  decreases  at  very  high 
frequency,  and  this  has  led  to  the  opinion  that  at  very  high  fre- 
quencies iron  cannot  follow  a  magnetic  cycle.  There  is,  however, 
no  evidence  of  such  a  "viscous  hysteresis."  Magnetic  investi- 
gations at  100,000  to  200,000  cycles  per  second  have  given  the 
same  magnetic  cycles  as  at  low  frequencies.  It  therefore  is  prob- 
able that  iron  follows  magnetically  even  at  the  highest  frequen- 
cies, traversing  practically  the  same  hysteresis  cycle  irrespective  of 
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the  frequency,  if  the  true  m.m.f.,  that  is,  the  resultant  of  the 
impressed  m.m.f.  and  the  m.m.f.  of  the  secondary  currents  in 
the  iron,  is  considered.  Since  with  increasing  frequency,  at 
constant  impressed  m.m.f.,  the  resultant  m.m.f.  decreases,  due 
to  the  increase  of  the  demagnetizing  secondary  currents,  this 
simulates  the  effect  of  a  viscous  hysteresis. 

Frequently  also,  for  mechanical  reasons,  iron  sheets  of  greater 
thickness  than  would  give  uniform  flux  density  have  to  be  used 
in  an  alternating  field. 

Since  rapidly  varying  magnetic  fields  usually  are  alternating, 
and  the  subdivision  of  the  iron  is  usually  by  lamination,  it  will 
be  sufficient  to  consider  as  illustration  of  the  method  the  dis- 
tribution of  alternating  magnetic  flux  in  iron  laminations. 

49.  Let  Fig.  92  represent  the  section  of  a  lamination.  The 
alternating  magnetic  flux  is  assumed  to  pass  in  a  direction 
perpendicular  to  the  plane  of  the  paper. 

Let  fi  =  the  magnetic  permeability,  >l  =  the 
electric  conductivity,  I  =  the  distance  of  a  layer 
(U  from  the  center  line  of  the  lamination,  and 
2  Zq  =  the  total  thickness  of  the  lamination.  If 
then  /  =  the  current  density  in  the  layer  (fl, 
and  E  =  the  e.m.f.  per  unit  length  generated  in 
the  zone  dl  by  the  alternating  magnetic  flux,  we 
have 


-H 


dl 


KVH 


I  =  XE. 


(1) 


The  magnetic  flux  density  (Bj  at  the  surface 

I  =  Iq  of   the  lamination   corresponds   to   the 

Fig.  92.     Alter-  impressed  or  external  m.m.f.      The  density  (E 


nating  magnetic 
flux  distribution 
in  solid  iron. 


in  the  zone  dl  corresponds  to  the  impressed 
m.m.f.   plus  the  sum  of  all  the  m.m.fs.  in  the 
zones  outside  of  dl,  or  from  I  to  l^. 
The  current  in  the  zone  dl  is 


Idl  =  XEdl 

and  prcxluces  the  m.m.f. 

3C  =  0.4  TtXE  dl, 

which  in  turn  would  produce  the  magnetic  flux  density 

d(&  =  0.4  nXfiE  dl; 


(2) 


(3) 


(4) 
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that  is,  the  magnetic  flux  density  (B  at  the  two  sides  of  the  zone 
dl  differs  by  the  magnetic  flux  density  cte  (equation  (4))  pro- 
duced by  the  m.m.f.  in  zone  dZ,  and  this  gives  the  diflferential 
equation  between  (A,  E,  and  ly 

-^  =  0.4  KifiE.  (5) 

The  e.m.f.  generated  at  distance  I  from  the  center  of  the 
lamination  is  due  to  the  magnetic  flux  in  the  space  from  I  to  l^^. 
Thus  the  e.m.fs.  at  the  two  sides  of  the  zone  dl  differ  from  each 
other  by  the  e.m.f.  generated  by  the  magnetic  flux  (Bdi  in  this 
zone. 

Considering  now  (&,  E,  and  /  as  complex  quantities,  the  e.m.f. 
dE,  that  is,  the  difference  between  the  e.m.fs.  at  the  two  sides  of 
the  zone  dl,  is  in  quadrature  ahead  of  (BdZ,  and  thus  denoted  by 

d^  =  j  2  ir/(B  10-8  dl,  (6) 

where  /  =  the  frequency  of  alternating  magnetism. 
This  gives  the  second  diflferential  equation 

-g^  2  t/(B  10-».  (7) 

60.  Differentiating  (5)  in  respect  to  I,  and  substituting  (7) 
therein,  gives 

=  0.8  jV»/Xm  10-»  (B,  (8) 


dP 


or,  writing 


c»  =  /a'  =  0.4  i^fXn  10-»,  (9) 

o»  =  0.4  T^kn  10-»,  (10) 


we  have 


-^  =  2  jcMA.  (11) 

This  differential  equation  is  integrated  bv 

(^  =  Ac"';  (12) 

this  equation  substituted  in  (11)  gives 

V*  =  2  jc*;  (13) 
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hence, 

v=  ±{l+j)c      p,  (14) 

and  ^ 

Since  ®  must  have  the  same  value  for  —  Z  as  for  +  Z,  being 
symmetrical  at  both  sides  of  the  center  line  of  the  lamination, 

hence 

(B  =  A{£+(^+-^^^'  +  e-(W)c<j.  (15) 

or,  substituting 

^±jcx  =  cos  cZ  ±  J  sin  d  (16) 

gives 

(B  =  ^{(£+^'+  e-^O  coscZ  +  y  (e+^'-  e-^^sincZ}.      (17) 

61.   Denoting  the  flux  density  in  the  center  of  the  lamination, 
^or  Z  =  0,  by  CB,,  from  (17)  we  have 

©0  =  2  4; 
hence, 

A  =  J  (Bo  (18) 

and 

®  =  ®o  ] 7i c^s  cl  +  ] sin  cl  [ .       (19) 


Denoting  the  flux  density  at  the  outside  of  the  lamination, 
for  Z  =  Zo,  that  is,  the  density  produced  by  the  external  m.m.f., 
by  (Bi,  substituted  in  (19),  we  have 

(Bi=(»oj 2 coscZ^+y 2 sincZ^j,    (20) 


and  substituting  (20)  in  (19), 

(B  =  (B  (g^"'  +  g~"0  cos  cl  +  j  (g^^^  -  e-'^)  sin  d 
i  (£^-^^0  +  f -c/o)  cos  d^+  j  {e'^''^-  e-*^'*)  sin  d^ 


The  mean  or  apparent  value  of  the  flux  density,  i.e.,  the  average 
throughout  the  lamination,  is 

1  r^ 
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Using  equation  (15)  as  the  more  convenient  for  integration 
gives 


(1  +  J)< 


-(n-y)c 


s 


(1 + J")  < 

and  substituting  herein  (16),  (18)  and  (20),  gives 


(23) 


(Bm  = 


(S. 


a+i)ci, 


2 


cos  cl^+j 


.e 


+cL 


+  €-'>*    . 


sin 


ch\ 


<B,       (e^"'' -e""'') COS  c?,4-y (e+'^'  +  t-"'')  sin  cZ, 

)  sin  cl. 


(1+y)  <  (e+<"«+e-''')cos  <+y  (e 


+cio_-.-c/j 


(24) 


The  absolute  values  of  the  flux  densities  are  derived  as  square 
root  of  the  sum  of  the  squares  of  real  and  imaginary  terms  in 
equations  (19),  (20),  (21),  and  (24),  as 


(B    =  ^  ^e+^"  +  e-^"  +  2  cos  2  d, 


(Bj  =  ^  V^e+sc.  +  g-acJ.  +  2  cos  2  cZ, 

J  £+"'  +  £-'"'  +  2  cos  2cr 
«    -«.Vj+2c/.  +  ^-iic/.  +  2cos2< 


(25) 


(26) 


(27) 


and 


2cLy/2 


Ve+!»<".+  e-2<".-2cos2c^ 


-7    a/o   ▼ 


g-H2c(o  ^  g-2^^-2cOS2c/o 


(28) 


62.  Where  the  thickness  of  lamination,  2  Z^,  or  the  frequency/, 
is  so  great  as  to  give  d^  a  value  suflSciently  high  to  make  e"*^'*, 
or  the  reflected  wave,  negligible  compared  with  the  main  wave 
«'*■*'•,  the  equations  can  be  simplified  by  dropping  e"*"'.  In  this 
case  the  flux  density,  (B,  is  very  small  or  practically  nothing  in 
the  interior,  and  reaches  appreciable  values  only  near  the  surface. 
It  then  is  preferable  to  count  the  distance  from  the  surface  of  the 
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lamination  into  the  interior,  that  is,  substitute  the  independent 
variable 

s^l^-l.  (29) 

Dropping  c"*'*  and  e"""'*  in  equation  (21)  gives 

_        e^^  (cos  d  -jr]  sin  cl) 
•  ^  €*''•  (cos  d^  +  y  sin  cl^j 

.^^,-c(Zo-0{cosc(Zo-0-ysinc(Z,-Z)}; 

hence, 

CB  =  (Bi  e~^'  (cos  C8  —  ]  sin  cs);  (30) 

and  the  absolute  value  is 

(E    =(Bi£-"',  (31) 

and  at  the  center  of  the  lamination, 

(Bo  =  (Et€"*''*(cos  cZo  +  y  sin  cZo); 


(32) 


From  equation  (24)  the  mean  value  of  flux  density  foUows 
when  dropping  £""**•  as  negligible,  thus: 

®-  ^  0+j)ck  ^  ~2iu^  ^^^ 

or  the  absolute  value  is 

(B 

(Bm  =  ---7=-  (34) 

<\/2 

63,  As  seen,  the  preceding  equations  of  the  distribution  of 
alternating  magnetic  flux  in  a  laminated  conductor  are  of  the 
same  form  as  the  equations  of  distribution  of  current  and  voltage 
in  a  transmission  Une,  but  more  special  in  form,  that  is,  the 
attenuation  coastant  a  and  the  wave  length  constant  ^  have 
the  same  value,  c.  As  result,  the  distribution  of  the  alternating 
magnetic  flux  in  the  lamina  depends  upon  one  constant  only,  d^ 

The  wave  length  is  given  by 

d^^2n\ 
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hence 

I    =2'^ 

and  by  (9) 

aVf 

10,000 

and  the  attenuation  during  one  wave  length,  or  decrease  of 
intensity  of  magnetism,  per  wave  length,  is 

e- 2' =0.0019, 
per  half-wave  length  it  is 

€-'  =  0.043. 

and  per  quarter-wave  length 

€"^  =  0.207. 

lie 

At  the  depth  -^  below  the  surface,  the  magnetic  flux  lags  90  de- 
grees and  has  decreased  to  about  20  per  cent;  at  the  depth  -^  it  lags 

180  degrees,  that  is,  is  opposite  in  direction  to  the  flux  at  the 
surface  of  the  lamination,  but  is  very  small,  the  intensity  being 
less  than  5  per  cent  of  that  at  the  surface,  and  at  the  depth  ^ 
the  flux  is  again  in  phase  with  the  surface  flux,  but  its  intensity 
is  practically  nil,  less  than  0.2  per  cent  of  the  surface  intensity; 
that  is,  the  penetration  of  alternating  flux  into  the  laminated 
iron  is  inappreciable  at  the  depth  of  one  wave  length. 

By  equations  (33)  and  (34),  the  total  magnetic  flux  per  unit 
width  of  lamination  is 

2(Bi  (]-j)(Bi 


2Zo(Bm  = 


(l+i)c 
the  absolute  value  is   2  iJ&m  = 


^  2(Et 


that  is,  the  same  as  would  be  produced  at  uniform  density  in  a 
thickness  of  lamination 

^■'      (.l+j)c  c 

or  absolute  value, 
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which  means  that  the  resultant  alternating  magnetism  in  the 
lamination  lags  45  degrees,  or  one-eighth  wave  behind  the  im- 
pressed m.m.f.y  and  is  equal  to  a  miiform  magnetic  density 
penetrating  to  a  depth 

Zp=4^.  (36) 

Ip,  therefore,  can  be  called  the  depth  of  penetration  of  the 
alternating  magnetism  into  the  solid  iron. 

Since  the  only  constant  entering  into  the  equation  is  d^y  the 
distribution  of  alternating  magnetism  for  all  cases  can  be  repre- 
sented as  function  of  cl^. 

If  cIq  is  small,  and  therefore  the  density  in  the  center  of  the 
lamination  (B^,  comparable  with  the  density  (B^  at  the  outside, 
the  equations  (19),  (20),  and  (24)  respectively  (25),  (26),  and  (28) 
have  to  be  used;  if  cZo  is  large,  and  the  flux  density  (Bo  in  the 
center  of  the  lamination  is  negligible,  the  simpler  equations  (30) 
to  (34)  can  be  used. 

64.  As  an  example,  let  fi  =  1000  and  ^  =  10*;  then  a  =  1.98, 

and  for  /  =  60  cycles  per  second,  c  =  a\/f=  15.3;  hence,  the 
thickness  of  eflfective  layer  of  penetration  is 

L  =  —711  =  0.046  cfn  =  0.018  inches. 
cV2 

In  Fig.  93  is  shown,  with  cl  as  abscissas,  the  effective  value  of 
the  magnetic  flux,  which  from  equation  (25)  is 

(B  =  -?  \/£-^'^^  +  £-''*^'  +  2cos2cZ, 

and  also  the  space-phase  angle  between  (B  and  (B^^,  which  from 
equation  (19)  is 

^^  ^0    =     cl     ,        -cl  ^^  ^^'  (37) 

In  Fig.  94  is  shown,  with  cs  as  abscissas,  the  effective  value 
of  the  magnetic  flux,  which  from  equation  (31)  is 

(B  =  (B^e"**, 
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I  also  the  space-phase  angle  between  &  and  CB„  which  from 
lation  (30)  is 

tan  r,  =  tan  cs.  (38) 

J  thicknesa  of  the  equivalent  layer  is  marked  in  Fig.  94. 
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Hg.  98.     AlteraatiDs  nugneUo  flux  dMribotfon  In  solid  iron. 

is  further  illustrations  are   shown  in  Fig.  95  the  absolute 
ues  of  magnetic  ilux  density  A  throughout  a  layer  of  14  mils 
ikness,  that  is,  of  /,  =  0.007  inches  =  0,018  cm,  thickness. 
For  60  cycles,  by  Curve  I,  c  -    15.3    ci,  =  0,275 

For  1000  cycles,  by  Curve  11,       c-    62,5    c/,  =  1.125 
For  10,000  cycles,  by  Curve  III,  c  -  198       cl^  =  3.55 
t  is  seen  that  the  density  in  Curve  I  is  perfectly  uniform, 
ile  in  Curve  III  practically  no  flux  penetrates  to  the  center. 
iS.  The  effective  penetration  of  the  alternating  magnetism 
1  the  iron,  or  the  thickness  l^  of  surface  layer  which  at  con- 
at  induction  (B,  would  give  the  same  total  magnetic  Sux  as 
its  in  the  lamination,  is 

(39) 


the  absolute  value  is 


"  U  +j)c         2c 


eV2' 
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hence,  substituting  for  c  from  equation  (9), 

10*  3570 


^  \/0.8  X/if       VXnf 


(40) 


that  is,  the  penetration  of  an  alternating  magnetic  flux  into  a 
sohd  conductor  is  inversely  proportional  to  the  square  root  of 
the  electric  conductivity,  the  magnetic  permeability,  and  the 
frequency. 

The  values  of  penetration,  Zp,  in  centimeters  for  various 
materials  and  frequencies  are  given  below. 


Frequency. 

25 

60 

1000 

10.000 

10» 

10« 

Soft  iron,  m  -  1000,  X  -  10» 

Cast  iron,  M  -    200,  X  -  10« 

Copper,  M  -  1.  X  -  6  X  10» 

Reeiatanee  alloye,  m  -  1.  X  -  10« 

0.0714 
0.504 
0.922 
7.14 

0.0460 
0.325 
0.595 
4.60 

0.0113 
0.080 
0.144 
1.13 

1 

0.0036  0.00113 
0.0252  0.0080 
0.04610.0144 
0.357    0.113 

0.00036 
0.0025 
0.0046 
0.036 

As  seen,  even  at  frequencies  as  low  as  25  cycles  alternating 

magnetism  does  not  penetrate  far  into  solid  wrought  iron,  but 

penetrates  to  considerable  depth  into  cast  iron.    It  also  is 

interesting  to  note  that  little  difference  exists  in  the  penetration 

into  copper  and  into  cast  iron,  the  high  conductivity  of  the 

former  compensating  for  the  higher  permeability  of  the  latter. 

27r 
66.  The  wave  length,  Z„,  =  —  ,  substituting  for  c,  from  equa- 


tion (9),  is 


lu>^ 


31,600^ 


(41) 


that  is,  the  wave  length  of  the  oscillatory  transmission  of  alter- 
nating magnetism  in  solid  iron  is  inversely  proportional  to  the 
square  root  of  the  electric  conductivity,  the  magnetic  permea- 
bility, and  the  frequency. 

Comparing  this  equation  (41)  of  the  wave  length  l^  with  equa- 
tion (40)  of  the  depth  of  penetration  Ip,  it  follows  that  the  depth 
of  penetration  is  about  one-ninth  of  the  wave  length,  or  40  degrees, 
or,  more  accurately,  since 


cs/2 


and  lu,  = 


2k 
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we  have 


I 


1 


(42) 


Iw      2\/2n      8.9 
or  40.5  degrees. 
The  speed  of  propagation  is 

^  31,600  Vj  . 

that  is,  the  speed  of  propagation  is  inversely  proportional  to  the 
square  root  of  the  electric  conductivity  and  of  the  magnetic  per- 
meability, but  directly  proportional  to  the  square  root  of  the 
frequency.  This  gives  a  curious  instance  of  a  speed  which 
increases  with  the  frequency.    Numerical  values  are  given  below. 


(43) 


Frequency. 

25  Cycles. 

10.000 
Cycles. 

Soft  iron,  M  =  1000.  ;i=  10* 

5-=  15.8  cm. 
Ill      cm. 
204     cm. 

316  cm. 
2230  cm. 
4080  cm. 

Cast  iron,  M=   200,  X=  10* 

Copper,      M=       1.^1=6X10* 

It  is  seen  that  these  speeds  are  extremely  low  compared  ^th 
the  usual  speeds  of  electromagnetic  waves. 

67.  Since  instead  of  (Bj,  corresponding  to  the  impressed  m.m.f. 
and  permeability  /i,  the  mean  flux  density  in  the  lamina  is  (Bmf 
the  effect  is  the  same  as  if  the  permeability  of  the  material  were 
changed  from  //  to 


(44) 


and  //  can  be  called  the  effective  permeability,  which  is  a  function 
of  the  thickness  of  the  lamination  and  of  the  frequency,  that  is,  a 
function  of  cl^;  y!  appears  in  complex  form  thus, 

that  is,  the  permeability  is  reduced  and  also  made  lagging. 

For  high  values  of  cZ^,  that  is,  thin  laminations  or  high  fre- 
quencies, from  (33),  we  have 


/  = 


(1  +  i)  ch 


or,  absolute 


2cL 


m'  = 


-J 


2cL 


(45) 


cIq\/2 
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68.  As  illustration,  for  iron  of  14  mils  thickness,  or  l^  =  0.018 
centimeters,  and  the  constants  //  =  1000  and  X  =  10*,  that  is 
a  =  1.98,  the  absolute  value  of  the  effective  permeability  is 


and  '  °<^ 

c  =  a  Vf; 
hence. 


/  = 


ft 


19,800 


/-=•        f 


that  is,  the  effective  or  apparent  permeability  at  very  high 
frequencies  decreases  inversely  proportional  to  the  square  root 
of  the  frequency.  In  the  above  instance  the  apparent  per- 
meability is : 

At  low  frequency,       /i   =  1000; 
at  10,000  cycles,  /  =  198; 

at  1,000,000  cycles,     //  =  19.8; 
at  100  million  cycles,  //  =  1.98,  and 
at  392  million  cycles,  /  =  1, 

or  the  same  as  air,  and  at  still  higher  frequencies  the  presence 
of  iron  reduces  the  magnetic  flux. 

It  is  interesting  to  note  that  with  such  a  coarse  lamination 
as  a  14-mil  sheet,  even  at  the  highest  frequencies  of  millions  of 
cycles,  an  appreciable  apparent  permeability  is  still  left;  that  is, 
the  magnetic  flux  is  increased  by  the  presence  of  iron;  and  the 
effect  of  iron  in  increasing  the  magnetic  flux  disappears  only  at 
400  million  cycles,  and  beyond  this  frequency  iron  lowers  the 
magnetic  flux.  However,  even  at  these  frequencies,  the  presence 
of  iron  still  exerts  a  great  effect  in  the  rapid  damping  of  the 
oscillations  by  the  lag  of  the  mean  magnetic  flux  by  45  degrees. 

Obviously,  in  large  solid  pieces  of  iron,  the  permeability  // 
faUs  below  that  of  air  even  at  far  lower  frequencies. 

Where  the  penetration  of  the  magnetic  flux  Ip  is  small  com- 
pared with  the  dimensions  of  the  iron,  its  shape  becomes  im- 
material, since  only  the  surface  requires  consideration,  and  so 
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in  this  case  any  solid  structure,  no  matter  what  shape,  can  be 
considered  magnetically  as  its  outer  shell  of  thickness  Ip  when 
dealing  with  rapidly  alternating  magnetic  fluxes. 

At  very  high  frequencies,  when  dealing  with  alternating 
magnetic  circuits,  the  outer  surface  and  not  the  section  is,  there- 
fore, the  dominating  feature. 

The  lag  of  the  apparent  permeability  represents  an  enei^ 
component  of  the  e.m.f.  of  self-induction  due  to  the  magnetic 
flux,  which  increases  with  increasing  frequency,  and  ultimately 
becomes  equal  to  the  reactive  component. 


CHAPTER  VII. 

DISTRIBUTION  OF  ALTERNATING-CURRENT  DENSITY  IN 

CONDUCTOR. 

69.  If  the  frequency  of  an  alternating  or  oscillating  current 
is  high,  or  the  section  of  the  conductor  which  carries  the  current 
is  very  large,  or  its  electric  conductivity  or  its  magnetic  per- 
meability high,  the  current  density  is  not  imiform  throughout 
the  conductor  section,  but  decreases  towards  the  interior  of  the 
conductor,  due  to  the  higher  e.m.f.  of  self-inductance  in  the 
interior  of  the  conductor,  caused  by  the  magnetic  flux  inside  of 
the  conductor.  The  phase  of  the  current  inside  of  the  conductor 
also  differs  from  that  on  the  surface  and  lags  beliind  it. 

In  consequence  of  this  unequal  current  distribution  in  a  large 
conductor  traversed  by  alternating  currents,  the  effective  resist- 
ance of  the  conductor  may  be  far  higher  than  the  ohmic  resist- 
ance, and  the  conductor  also  contains  internal  inductance. 

In  the  extreme  case,  where  the  current  density  in  the  interior 
of  the  conductor  is  very  much  lower  than  on  the  surface,  or  even 
negli^ble,  due  to  this  "screening  effect,"  as  it  has  been  called, 
the  current  can  be  assumed  to  exist  only  in  a  thin  surface  layer 
of  the  conductor,  of  thickness  Ip]  that  is,  in  this  case  the  effective 
resistance  of  the  conductor  for  alternating  currents  equals  the 
ohmic  resistance  of  a  conductor  section  equal  to  the  periphery 
of  the  conductor  times  the  "depth  of  penetration." 

Where  this  unequal  current  distribution  throughout  the  con- 
ductor section  is  considerable,  the  conductor  section  is  not  fully 
utilized,  but  the  material  in  the  interior  of  the  conductor  is  more 
or  less  wasted.  It  is  of  importance,  therefore,  in  alternating- 
current  circuits,  especially  in  dealing  with  very  large  currents,  or 
with  high  frequency,  or  materials  of  very  high  permeability,  as 
iron,  to  investigate  this  phenomenon. 

An  approximate  determination  of  this  effect  for  the  purpose 

of  deciding  whether  the  unequal  current  distribution  is  so  small 

as  to  be  negligible  in  its  effect  on  the  resistance  of  the  conductor, 

376 


376  TRANSIENT  PHENOMENA 

or  whether  it  is  sufficiently  large  to  require  calculation  and 
methods  of  avoiding  it,  is  given  in  "Alternating-Current  Phe- 
nomena," Chapter  XIII,  paragraph  113. 

An  appreciable  increase  of  the  effective  resistance  over  the 
ohmic  resistance  may  be  expected  in  the  following  cases: 

(1)  In  the  low-tension  distribution  of  heavy  alternating  cur- 
rents by  large  conductors. 

(2)  When  using  iron  as  conductor,  as  for  instance  iron  wires 
in  high  potential  transmissions  for  branch  Unes  of  smaller  power, 
or  steel  cables  for  long  spans  in  transmission  lines. 

(3)  In  the  rail  return  of  single-phase  railways. 

(4)  When  carrying  very  high  frequencies,  such  as  lightning 
'discharges,  high  frequency  oscillations,  wireless  telegraph  cur- 
rents, etc. 

In  the  last  two  cases,  which  probably  are  of  the  greatest  impor- 
tance, the  unequal  current  distribution  usually  is  such  that 
practically  no  current  exists  at  the  conductor  center,  and  the 
effective  resistance  of  the  track  rail  even  for  25-cycle  alternating 
current  thus  is  several  times  greater  than  the  ohmic  resistance, 
and  conductors  of  low  ohmic  resistance  may  offer  a  very  high 
effective  resistance  to  a  lightning  stroke. 

By  subdividing  the  conductor  into  a  number  of  smaller 
conductors,  separated  by  some  distance  from  each  other,  or  by 
the  use  of  a  hollow  conductor,  or  a  flat  conductor,  as  a  bar  or 
ribbon,  the  effect  is  reduced,  and  for  high-frequency  discharges, 
as  Ughtning  arrester  connections,  flat  copper  ribbon  offers  a  very 
much  smaller  effective  resistance  than  a  round  wire.  Strand- 
ing the  conductor,  however,  has  no  direct  effect  on  this  phenom- 
enon, since  it  is  due  to  the  magnetic  action  of  the  current,  and 
the  magnetic  field  in  the  stranded  conductor  is  the  same  as  in 
a  solid  conductor,  other  things  being  equal.  That  is,  while  eddy 
currents  in  the  conductor,  due  to  external  magnetic  fields,  are 
eliminated  by  stranding  the  conductor,  this  is  not  the  case  with 
the  increase  of  the  effective  resistance  by  unequal  current  dis- 
tribution. Stranding  the  conductor,  however,  may  reduce 
unequal  current  distribution  indirectly,  especially  with  iron  as 
conductor  material,  by  reducing  the  effective  or  mean  per- 
meability of  the  conductor,  due  to  the  break  in  the  magnetic 
circuit  between  the  iron  strands,  and  also  by  the  reduction  of 
the  mean  conductivity  of  the  conductor  section.  For  instance, 
if  in  a  stranded  conductor  60  per  cent  of  the  conductor  section 
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is  copper,  40  per  cent  space  between  the  strands,  the  mean 
conductivity  is  60  per  cent  of  that  of  copper.  If  by  the  sub- 
division of  an  iron  conductor  into  strands  the  reluctance  of  the 
magnetic  circuit  is  increased  tenfold,  this  represents  a  reduction 
of  the  mean  permeability  to  one-tenth.  Hence,  if  for  the  con- 
ductor material  proper  //  =  1000,  X  =  10*,  and  the  conductor 
section  is  reduced  by  stranding  to  60  per  cent,  the  permeability 
to  one-tenth,  the  mean  values  would  be 

/£o  =  100    and    X^  =  0.6  X  10*, 

and  the  factor  VT/T,  in  the  equation  of  current  distribution,  is 

reduced  from  VT/T  =  10,000  to  V^/^  =  2450,  or  to  24.5  per 
cent  of  its  previous  value.  In  this  case,  however,  with  iron  as 
conductor  material,  an  investigation  must  be  made  on  the  cur- 
rent distribution  in  each  individual  conductor  strand. 

Since  the  simplest  way  of  reducing  the  effect  of  unequal  current 
distribution  is  the  use  of  flat  conductors,  the  most  important  case 
is  the  investigation  of  the  alternating-current  distribution 
throughout  the  section  of  the  flat  conductor.  This  also  gives 
the  solution  for  conductors  of  any  shape  when  the  conductor 
section  is  so  large  that  the  current  penetrates  only  the  surface 
layer,  as  is  the  case  with  a  steel  rail  of  a  single-phase  railway. 
Where  the  alternating  current  penetrates  a  short  distance  only 
into  the  conductor,  compared  with  the  depth  of  penetration  the 
curvature  of  the  conductor  surface  can  be  neglected,  that  is,  the 
conductor  surface  considered  as  a  flat  surface  penetrated  to 
the  same  depth  all  over.  Actually  on  sharp  convex  surfaces  the 
current  penetrates  somewhat  deeper,  somewhat  less  on  sharp 
concave  surfaces,  so  that  the  error  is  more  or  less  compensated. 

60.  In  a  section  of  a  flat  conductor,  as  shown  diagrammatically 
in  Fig.  92,  page  ^^i^let  X  =  the  electric  conductivity  of  conductor 
material;  fi  =  the  magnetic  permeability  of  conductor  material; 
I  =  the  distance  counted  from  the  center  line  of  the  conductor, 
and  2  Z^  =  the  thickness  of  conductor. 

Furthermore,  let  E^  =  the  impressed  e.m.f.  per  unit  length  of 
conductor,  that  is,  the  voltage  consumed  per  unit  length  in  the 
conductor  after  subtracting  the  e.m.f.  consumed  by  the  self- 
inductance  of  the  external  magnetic  field  of  the  conductor;  thus, 
if  ^j  ==  the  total  supply  voltage  per  unit  length  of  conductor 
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and  J?3  =  the  external  reactance  voltage,  or  voltage  consumed 
by  the  magnetic  field  outside  of  the  conductor,  between  the  con- 
ductors, we  have 

Let 

/  =  i\  —  ji,  =  current  density  in  conductor  element  (fl, 
(B  =  6j  —  yftj  =  magnetic  density  in  conductor  element  dl, 
E  =  e.m.f .  consumed  in  the  conductor  element  dl  by  the  self- 
inductance  due  to  the  magnetic  field  inside  of  the  conductor; 
then  the  current  Idlm  the  conductor  element  represents  the 
m.m.f.  or  field  intensity, 

doc  =0.4  7r/dZ,  (1) 

which  causes  an  increase  of  the  magnetic  density  (B  between  the 
two  sides  of  the  conductor  element  dl  by 

=  0.4  nfildl.  (2) 

The  e.m.f.  consumed  by  self-inductance  is  proportional  to  the 
magnetic  flux  and  to  the  frequency,  and  is  90  time-degrees  ahead 
of  the  magnetic  flux. 

The  increase  of  magnetic  flux  CB  df,  in  the  conductor  element  dl, 
therefore,  causes  an  increase  in  the  e.m.f.  consumed  by  self- 
inductance  between  the  two  sides  of  the  conductor  element  by 

dE  =  -2  jnf(&  10-»  dl,  (3) 

where  /  =  the  frequency  of  the  impressed  e.m.f. 

Since  the  impressed  e.m.f.  E^  equals  the  sum  of  the  e.m.f.  con- 
sumed by  self-inductance  E  and  the  e.m.f.  consumed  by  the 
resistance  of  the  conductor  element, 

^o  =  ^  +  T-  (*) 

.0  ^ 

Differentiating  (4)  gives 

dE^-\dI,  (5) 
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and  substituting  (5)  in  (3)  gives 

d/  =  2jirfX(B10-«(«.  (6) 

The  two  difiFerential  equations  (6)  and  (2)  contain  (B,  /,  and  I, 
and  by  eliminating  CB,  give  the  differential  equation  between 
/  and  I:  differentiating  (6)  and  substituting  (2)  therein  gives 

^  =  0.8iiryiO-«XM/;  (7) 


or  writing 


where 


gives 


c"  =  aY^  0.4  Ti'  10-»  X/if,  .  (8) 


a»  =  0.4  7^  10-»  Xfi,  (9) 


§=2,W.*  (10) 

This  differential  equation  (10)  is  integrated  by 

/  =  A€-'\  (11) 

and  substituting  (11)  in  (10)  ^ves 

»*  =  2  j<^, 

V  =±c(l+j);  (12) 

hence, 

/  =  4e+''"+^'  +  A^-'^'+^'.  (13) 

Since  /  gives  the  same  value  for  +1  and  for  -I, 

4.  =  4,  =  4;  '14) 

hence, 

/  =4|£^^<^+^>'+  e-'^'-^^'\.  (15) 

Substituting 

£=t>^'  =  cos  cZ  ±ysincZ  (IG) 

gives 

/  =  Aiie-^'^  +  e-'^)  C08  d  +  j  (s^^'  -  e-'^)  sin  c/j,     (17) 

and  for  I  =  l^,  or  at  the  conductor  surface, 

/^  =  4{(e+^^  +  £-^'o)  cos  cl,  +  j  (£+^^«  -  e-'^)  sin  cZJ.  (18) 

^  (10)  is  the  same  differential  equation,  and  c  has  the  same  value  as  in 
the  equation  of  alternating  magnetic  fiux  distribution  (11)  on  page  363,  and 
the  alternating  current  distribution  in  a  solid  conductor  thus  is  the  same  as 
the  alternating  magnetic  flux  distribution  in  the  same  conductor. 
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At  the  conductor  surface,  however,  no  e.m.f.  of  self-inductance 
due  to  the  internal  field  exists,  and 

/i  =  ^0-  (19) 

Substituting  (19)  in  (18)  gives  the  integration  constant  A,  and 
this  substituted  in  (17)  gives  the  distribution  of  current  density 
throughout  the  conductor  section  as 

I  =  XE  C^"""  +  «""  )  cos  cl  +  j  (e^"'  -  e-'' )  sin  d 

••(«+"•  + e-"«)co8rf,+j  («+'"•- e-''«)  sine//     ^ 

The  absolute  value  is  given  as  the  square  root  of  the  sum  of 
squares  of  real  and  imaginary  terms, 


Je+^''  +  e-""  +  2  COS  2  cl 


/  =  ^o\  .,.,.:  -../.:  ^  ^y       (21) 

0 


The  current  density  in  the  conductor  center,  Z  =  0,  is 

J    ^ 2A^o 

• '      (€+^^  +  £-^S  COS  cZ,  +  j  (e-^**'-  -  e-^'«)  sin  c// 

or  the  absolute  value  is 

2_kE, 

^'  ^  v/£-'^^'o^e-'^oio^2cos2c//  ^^^ 

61.  It  is  seen  that  the  distribution  of  alternating-current 
density  throughout  a  solid  flat  conductor  gives  the  same  equa- 
tion as  the  distribution  of  alternating  magnetic  density  through 
an  iron  rail,  equations  of  the  same  character  as  the  equation  of 
the  long  distance  transmission  line,  but  more  special  in  form. 

The  mean  value  of  current  density  throughout  the  conductor 
section, 

1   r^ 

I.=yJ     Idl,  (24) 

''0       0 

which  is  derived  in  the  same  manner  as  in  Chapter  V,  §  51,  is 

^       XE„  { (e-^"'"  -e-''")  cos  d^  +  j  (s*''"  +  s-''')  sin  cZj 
•"  "  (1  +  i)d,  {{€*'''+  «-"'•)  cos c/,+  J  («+"'•-  s-"')sinc/,(' 

(25) 
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md  the  absolute  value  is 


'»   °-j-;7^V,+2c<.    ,     .-2cL    ,     o-,..o-,  •  (26) 


cl  V2  '^  «+'""•  +  «"'""•  + 2  COS  2  cZ, 


rherefore,  the  increase  of  the  effective  resistance  R  of  the 
conductor  over  the  ohmic  resistance  R^  is 

—  =  ^.  (27) 

Ro         Im, 

and  by  (19): 

R_  _  (■,    ,    -s.  ]  («+''»  +  «~^»)  COS  do  +  j  (f^o  -  «~^')  sin  dp 
Ro      ^1  +  •'^  "•  (t+rfo  -  (-".)  cos  do  +  j  («+"•  +  «-^»)  sin  do' 

(28) 

or  the  absolute  value  is 


B    _    ,  ^/^    /«+'".  +  «-'«'.  +  2  cos  2  do  ,--. 

«o  =  '^^  ^2  V«^^.^^-^._2cos2do-  ^^^ 


62.  If  cZo  is  so  large  that  €""^0  can  be  neglected  compared  with 
dHo,  then  in  the  center  of  the  conductor  /  is  negligible,  and  for 
values  of  I  near  to  Zo,  or  near  the  surface  of  the  condiTctor,  from 
equation  (20)  we  have 

I  =  \E     ^^""^  ^^^  d  +  j  sin  d) 
€"*^'o  (cos  do  +  j  sin  do) 

=  \^o€^<'+'«>  { cos  c  {I  -  lo)  +  j  sin  c  (Z  -  Zo) } . 

Substituting 

s  =  lo  -  I,  (30) 

where  «  is  the  depth  below  the  conductor  surface,  we  have 

/  =  XjFo€~**  (cos  cs  —  j  sin  c«),  (31) 

and  the  absolute  value  is 

/  =  X^o€-**;  (32) 

the  mean  value  of  current  density  is,  from  (25) 

^        \Eo        _  (1  -  j)X£o 
'"•  "  (l+i)cZo""        2  do  ^-     ^ 
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and  the  absolute  value  is 

hence,  the  resistance  ratio — or  rather  impedance  ratio,  as  /» lags 
behind  jFo — is,  since  the  current  density  at  the  surface,  or  density 
in  the  absence  of  a  screening  efiFect,  is  /i  =  X^o: 

^  =  f-'-   =  (1  +  j)  do 

=  cZo  +  jdo,  (35) 

where  ro  =  ohmic  resistance,  Z  =  effective  impedance  of  the  con- 
ductor, and  the  absolute  value  is 

7  =  cZo  V2;  (36) 

that  is,  the  effective  impedance  Z  of  the  conductor,  as  given  by 
equation  (28),  and,  for  very  thick  conductors,  from  equation  (35), 
appears  in  the  form 

Z  =  ro(mi  +  jmi)y  (37) 

which  for  very  thick  conductors  gives  for  Wi  and  wj  the  values 

Z  =  ro(do+jclo).  (38) 

63.  As  the  result  of  the  unequal  current  distribution  in  the 
conductor,  the  effective  resistance  is  increased  from  the  ohmic 
resistance  ro  to  the  value 

r  =  rotni, 

r  =  cZoro, 

and  in  addition  thereto  an  effective  reactance 

X  =  roW2, 
or 

X  =  cioro, 

is  produced  in  the  conductor. 

In  the  extreme  case,  where  the  current  does  not  penetrate 
much  below  the  surface  of  the  conductor,  the  effective  resistance 
and  the  effective  reactance  of  the  conductor  are  equal  and  are 

r  =  x  =  cioTo 

where  ro  is  the  ohmic  resistance  of  the  conductor. 
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It  follows  herefrom  that  only  -^  of  the  conductor  section  is 
eflFecti ve ;  that  is,  the  depth  of  the  effective  layer  is 

I  _  ^  _  1 . 

or,  in  other  words,  the  effective  resistance  of  a  large  conductor 
carrying  an  alternating  current  is  the  resistance  of  a  surface 
layer  of  the  depth 

h  =  \>  (39) 

and  in  addition  thereto  an  effective  reactance  equal  to  the 
effective  resistance  results  from  the  internal  magnetic  field  of 
the  conductor. 

Substituting  (8)  in  (39)  gives 

10^ 


Ip  -  - 


;:  V0.4  kfif 

or 

_  5030 


VX^if 


(40) 


It  follows  from  the  above  equations  that  in  such  a  conductor 
carrying  an  alternating  current  the  thickness  of  the  conducting 
layer,  or  the  depth  of  penetration  of  the  current  into  the  con- 
ductor, is  directly  proportional,  and  the  effective  resistance  and 
effective  internal  inductance  inversely  proportional,  to  the  square 
root  of  the  electric  conductivity,  of  the  magnetic  permeability, 
and  of  the  frequency. 

From  equation  (40)  it  follows  that  with  a  change  of  conduc- 
tivity X  of  the  material  the  apparent  conductance,  and  therewith 
the  apparent  resistance  of  the  conductor,  varies  proportionally 
to  the  square  root  of  the  true  conductivity  or  resistivity. 

Curves  of  distribution  of  current  density  throughout  the  sec- 
tion of  the  conductor  are  identical  with  the  curves  of  distribution 
of  magnetic  flux,  as  shown  by  Figs.  93,  94,  95  of  Chapter  VI. 

64.  From  the  *' depth  of  penetration,'*  the  actual  or  effective 
resistance  of  the  conductor  then  is  given  by  circumference  of  the 
conductor  times  depth  of  penetration.  This  method,  of  calcu- 
lating the  depth  of  penetration,  has  the  advantage  that  it  applies 
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to  all  sizes  and  shapes  of  conductors,  solid  round  conductorB  or 
hollow  tubes,  flat  ribbon  and  even  such  complex  shapes  as  the 
railway  rail,  provided  only  that  the  depth  of  penetration  is 
materially  less  than  the  depth  of  the  conductor  material. 

The  effective  resistance  of  the  conductor  then  is,  per  unit 
length : 

Thus,  substituting  (40) : 


X 
ohms  per  cm. 


(42) 


"  5030  Zi 
where: 

1 1  =  circumference  of  conductor  (actual,  that  is,  following  aD 
indentations,  etc.). 

As  the  true  ohmic  resistance  of  the  conductor  is: 

ro  =  -^^  ohms  per  cm.  (43) 

where: 

S  =  conductor  section, 

the  **  resistance  ratio,"  or  ratio  of  the  effective  resistance  of  un- 
equal current  distribution,  to  the  true  ohmic  resistance,  is: 

-=  7- V0.4  XM/i'O 

ro       li  \  (44) 

=  50307;^^' 

The  internal  reactance  of  unequal  current  distribution  equab 
the  resistance,  in  the  range  considered : 

xi  =  r  (45) 

while  at  low  frequency,  where  the  current  distribution  is  stiD 
uniform,  the  internal  reactance  is,  per  unit  length  of  conductor: 

aJio  =  ^/m  lO""*  henry  per  cm.  1  /.-% 

=  wf  10-«  for  air  (jti  =  7)    J  ^   ^ 

66.  It  is  interesting  to  calculate  the  depth  of  penetration  of 
alternating  current,  for  different  frequencies,  in  different  matemby 
to  indicate  what  thickness  of  conductor  may  be  employed. 
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Such  values  may  be  given  for  25  cycles  and  60  cycles  as  the 
ichine  frequencies,  and  for  10,000  cycles  and  1,000,000  cycles 
the  limits  of  frequency,  between  which  most  high  frequency 
^illations,  lightning  discharges,  etc.,  are  found,  and  also  for 
KX),000,000  cycles  as  about  the  highest  frequencies  which 
n  be  produced.  The  depth  of  penetration  of  alternating 
rrent  in  centimeters  is  given  below. 


Material 


3  soft  Iron. . . 
ndl 

t  Iron 

»p©r 

imlnam   

inan  silver  . . 

iphlte 

oon 

t  aolu.,  oonc. 
re  rirer  water 


M 

K 

Penetration  in  om.  at 

25 

60 

10.000 

10» 

10* 

3000 

Cyoloi. 

Cydoi. 

Cydfli. 

Cyoiet. 

Cydea. 

l.lXlOB 

0.068 

0.044 

3.4  X  10-» 

0.34xl0-» 

0.011  X  10 -< 

imw 

10» 

0.101 

0.066 

6.0  X  10-« 

OA   XlO-» 

0.016  xlO-» 

200 

10» 

0.71 

0.46 

0.0365 

3.65X10-* 

0.113  XlO-» 

e^xioB 

1.28 

0.82 

0.064 

6.4   XlO-» 

0.208  XlO-» 

3.7X10* 

1.66 

1.07 

0.082 

8.2    XlO-» 

0.283  XlO-» 

O^XlOB 

5.63 

3.67 

0.276 

27.6   XlO-» 

0.88   XlO-» 

900 

33  JS 

21.7 

1.67 

0.167 

6J>     XlO-» 

80 

112.6 

72.7 

6.63 

QMS 

17.9     XlO-» 

0.2 

2.25X10* 

1.45  X10» 

112 

11.2 

0.36 

10- • 

100.6   XlO* 

66X10» 

6030 

603 

16 

It  is  interesting  to  note  from  this  table  that  even  at  low 
ichine  frequencies  the  depth  of  penetration  in  iron  is  so  little 
to  give  a  considerable  increase  of  effective  resistance,  except 
len  using  thin  iron  sheets,  while  at  lightning  frequencies  the 
pth  of  penetration  into  iron  is  far  less  than  the  thickness 
sheets  which  can  be  mechanically  produced.  With  copper 
d  aluminum  at  machine  frequencies  this  screening  effect  he- 
mes noticeable  only  with  larger  conductors,  approaching  one 
5h  in  thickness,  but  with  lightning  frequencies  the  effect  is 
:;h  as  to  require  the  use  of  copper  ribbons  as  conductor,  and 
B  thickness  of  the  ribbon  is  immaterial ;  that  is,  increasing  its 
ickness  beyond  that  required  for  mechanical  strength  does  not 
crease  the  resistance,  but  merely  wastes  material.     In  general, 

metallic  conductors,  at  lightning  frequencies  give  such  small 
netration  as  to  give  more  or  less  increase  of  effective  resistance, 
d  their  use  for  lightning  protection  therefore  is  less  desirable, 
ice  they  offer  a  greater  resistance  for  higher  frequencies,  while 
e  reverse  is  desirable. 
Only  pure  river  water  does  not  show  an  appreciable  increase 

resistance  even  at  the  highest  obtainable  frequencies,  and 
jctroljrtic  conductors,  as  salt  solution,  give  no  screening  effect 
thin  the  range  of  lightning  frequencies,  while  cast  silicon  can 
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even  at  one  million  cycles  be  used  in  a  thickness  up  to  one-balf 
inch  without  increase  of  effective  resistance. 

The  maximum  diameter  of  conductor  which  can  be  used  with 
alternating  currents  without  giving  a  serious  increase  of  the 
effective  resistance  by  unequal  current  distribution  is  given 
below. 

At  25  cycles: 

Steel  wire 0.30    cm.  or  0.12  inch 

Copper 2.6      cm.  or  1  inch 

Aluminum 3.3      cm.  or  1.3  inches 

At  60  cycles: 

Steel  wire 0.20  cm.  or  0.08  inch 

Copper 1.6     cm.  or  0.63  inch 

Aluminum 2.1      cm.  or  0.83  inch 

At  lightning  frequencies,  up  to  one  million  cycles : 

Copper 0.013  cm.  or  0.005  inch 

Aluminum 0.016  cm.  or  0.0065  inch 

German  silver 0.055  cm.  or  0.022  inch 

Cast  silicon 1.1      cm.  or  0.44  inch 

Salt  solution 22        cm.  or  8.7  inches 

Riverwater All  sizes. 


APPENDIX 
Transient  Unequal  Current  DistribiUion. 

66.  The  distribution  of  a  continuous  current  in  a  large  con- 
ductor is  uniform,  as  the  magnetic  field  of  the  current  inside 
of  the  conductor  has  no  effect  on  the  current  distribution,  bring 
constant.  In  the  moment  of  starting,  stopping,  or  in  any  way 
changing  a  direct  current  in  a  solid  conductor,  the  correspond- 
ing change  of  its  internal  magnetic  field  produces  an  unequal 
current  distribution,  which,  however,  is  transient. 

As  in  this  case  the  distribution  of  current  is  transient  in  time 
as  well  as  in  space,  the  problem  properly  belongs  in  Section  IV| 
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be  discussed  here,  due  to  its  close  relation  to  the 
it  alternating-current  distribution  in  a  solid  conductor, 
fig  the  same  denotation  as  in  the  preceding  paragraphs, 
ting  current  and  e.m.f.  by  small  letters  as  instantaneous 
quations  (1),  (2),  and  (4)  of  paragraph  61  remain  the 

d3C  =0.4  7ri(«,  (1) 

d(B  =0.4  7i/ii(«,  (2) 

eo=e+j,  (4) 

=  voltage  impressed  upon  the  conductor  (exclusive 
«mal  magnetic  field)  per  unit  length,  e  =  voltage  con- 
y  the  change  of  internal  magnetic  field,  i  =  current 
n  conductor  element  (U  at  distance  /  from  center  line 
Dnductor,  a*  =  the  magnetic  permeability  of  the  con- 
nd  >l  =  the  electric  conductivity  of  the  conductor, 
on  (3),  however, 

dE  =  - 2  jnfB  10-'' (U, 

(fe  =  -?10-»(fl  (3) 

at 

roducing  the  instantaneous  values ;  that  is,  the  integral 
ve  value  of  the  e.m.f.  E  consumed  by  the  magnetic 
;ity  (B  is  proportional  and  lags  90  time-degrees  behind 
the  instantaneous  value  i  is  proportional  to  the  rate  of 
f  (B,  that  is,  to  its  differential  quotient, 
ntiating  (3)  with  respect  to  dl  gives 

tituting  herein  equation  (2)  gives 

g.-0.4./ilO-.  (6) 

ntiating  (4)  twice  with  respect  to  dl  gives 
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and  substituting  (7)  into  (6)  gives 

fPi,  di. 

^=.+0.4.MnO-^  (8) 

as  the  differential  equation  of  the  current  density  i  in  the  con- 
ductor. 
Substituting 

c"  =0.4;rM>llO-»  (9) 

gives 

This  equation  (10)  is  integrated  by 

i  =A  +5£- «"«-",  (11) 

and  substituting  (11)  in  (10)  gives  the  relation 

6'  =  -  c'a^; 

hence, 

6  =  ±  jca,  (12) 

and  substituting  (12)  in  (11),  and  introducing  the  trigonometric 
expressions  for  the  exponential  functions  with  complex  imagi- 
nary exponents, 

i  =A  +  £-""'  {C,  cos  cal  +  C,  sin  col),  (13) 

where 

C,=B,-\-  B,  and  C,  =  /  (B,  -  5,). 

Assuming  the  current  distribution  as  symmetrical  with  the 
axis  of  the  conductor,  that  is,  i  the  same  for  +  /  and  for  - 1, 
gives 

C,  =0; 

hence, 

1  =A  +Ce-«"' cos  coZ  (13) 

as  the  equation  of  the  current  distribution  in  the  conductor. 
It  is,  however,  for  ^  =  oo,  or  for  uniform  current  distribution, 
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lence,  substituting  in  (13), 

A  =e^X 
Bknd 

i  =e,>l  +  C«-""' cos  coZ.  (14) 

At  the  surface  of  the  conductor,  or  for  I  =  Z^,  no  induction  by 
the  internal  magnetic  field  exists,  but  the  current  has  from  the 
be^nning  the  final  value  corresponding  to  the  impressed  e.m.f. 
3^,  that  is,  for  /  =  l^, 

i  =  e^X, 

and  substituting  this  value  in  (14)  gives 

e^X  =  e^X  +  Cs~''^  cos  cal^; 
ience. 


cos  cal^  =  0 


0 


ind 


(2^-l);r 
colo  =  2 '  ^^^ 


3r 


{2k -Dt: 
a  =        2<      '  (1^^ 

wrhere  « is  any  integer. 

There  exists  thus  an  infinite  series  of  transient  terms,  exponen- 
tial in  the  time,  t,  and  trigonometric  in  the  distance,  /,  one  of 
fundamental  frequency,  and  with  it  all  the  odd  harmonics,  and 
the  equation  of  current  density,  from  (14),  thus  is 

i  =M  +  5«C,e-^'«-^^'-»'»cos  {2ie-l)  caj 

^here 

a. -4-  (18) 

The  values  of  the  integration  constants  C^  are  determined 
by  the  terminal  conditions,  that  is,  by  the  distribution  of  current 


(17) 
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density  at  the  moment  of  start  of  the  transient  phenomenon, 
or  ^  =  0. 

For  t  =  0, 

io-e.X  +  X.C^cos^^'''^^''^.  (19) 

I  ^^0 

Assuming  that  the  current  density  \  was  uniform  throu^out 
the  conductor  section  before  the  change  of  the  circuit  con- 
ditions which  led  to  the  transient  phenomena  —  as  would  be 
expected  in  a  direct-current  circuit,  —  from  (19)  we  have 

2)«  C^  cos  -^ — — — —  =  —  (e^X  —  Iq)  ==  constant,        (20) 

and  the  coefficients  C^  of  this  Fourier  series  are  derived  in  the 
usual  manner  of  such  series,  thus: 

=  (-l)''-(cJ-0,  (21) 


where  avg  [F(x)y~'"  denotes  the  average  value  of  the  function 
F{x)  between  the  limits  x=x^  and  a;=x, 

and  equation  (17)  then  assumes  the  form 

i=e.i  +  -M  -  gy.Lli):.-(««-^)••.''cos^^^^y^^    (22) 

This  then  is  the  final  equation  of  the  distribution  of  the 
current  density  in  the  conductor. 

If  now  /j  =  width  of  the  conductor,  then  the  total  current  in 
the  conductor,  of  thickness  2  /^,  is 


dl 


or 


7.2y.e..|l-|(l  -  i)|.,^^.-»— ^^.     « 
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For  the  starting  of  current,  that  is,  if  the  current  is  zero, 
If,  =  0,  in  the  conductor  before  the  transient  phenomenon,  this 
gives 


/  =  2V.e..|l4i.(^^.-— } 


(24) 


While  the  true  ohmic  resistance,  r„  per  unit  length  of  the 
conductor  is 

the  apparent  or  effective  resistance  per  luiit  length  of  the  con- 
ductor during  the  transient  phenomenon  is 


r=?2=  ''o 


-(3«-I)>ar« 


(26) 


Etnd  in  the  first  moment,  for  ^  ^^^  0,  is 

r  ==  00, 
since  the  sum  is 

The  effective  resistance  of  the  conductor  thus  decreases  from 
00  at  the  first  moment,  with  very  great  rapidity  —  due  to  the 
rapid  convergence  of  the  series  —  to  its  normal  value. 

67.  As  an  example  may  be  considered  the  apparent  resist- 
ance of  the  rail  ret  im  of  a  direct-current  railway  during  the 
passage  of  a  car  over  the  track. 

Assimie  the  car  moving  in  the  direction  away  from  the 
station,  and  the  current  returning  through  the  rail,  then  the 
part  of  the  rail  behind  the  car  carries  the  full  current,  that  ahead 
of  the  car  carries  no  current,  and  at  the  moment  where  the  car 
wheel  touches  the  rail  the  transient  phenomenon  starts  in  this 
part  of  the  rail.  The  successive  rail  sections  from  the  wheel 
contact  backwards  thus  represent  all  the  successive  stages  of 
the  transient  phenomenon  from  its  start  at  the  wheel  contact 
to  permanent  conditions  some  distance  back  from  the  car. 


392  TRANSIENT  PHENOMENA 

Assume  the  rail  section  as  equivalent  to  a  conductor  of 
8  cm.  width  and  8  cm.  height,  or  Zj  =  8,  Zo  ~  ^f  *^^  ^'^  ^ 
speed  as  40  miles  per  hour,  or  1800  cm.  per  second. 

Assume  a  steel  rail  and  let  the  permeability  pi  ==  1000  and 
the  electric  conductivity  X  =  10*. 


^0=  c  1 1  ,  =0.156  X  10  •ohms  per  cm. 


Then  c  =  VO.4  KfiX  lO"*  =  Vl.2566  =  1.121, 

a^'  =  0.122. 

Since  \  =  0,  the  current  distribution  in  the  conductor,  by 
(22),  is 

i  =  eo>l  i  1  +  -  X«  i^'  ,-o.i22(a«-i)a<  ^  0.393  (2  it  -  1)  / 
"     (  ;r  Y    2#c—  1 

=  e,X  {1-  1.27 [£-^-^' cos 0.393Z-ie-^*«'cos  1.18Z  +ie-^^ 

cos  1.96/  — h    ...]}, 

the  ohmic  resistance  per  unit  length  of  rail  is 
1 

2  Q,X 
and  the  effective  resistance  per  unit  length  of  rail,  by  (26),  is 

^  0.156  X  10"' 

"^  ■"  1-0.81  [£-«-'^'  +i£-^-^^*  +  ^z  €-^-«*  +  t^l>  e-«^'+  .  .  .]* 

At  a  velocity  of  1800  cm.  per  second,  the  distance  from  the 
wheel  contact  to  any  point  p  of  the  rail,  V,  is  given  as  function 
of  the  time  t  elapsed  since  the  starting  of  the  transient  phenom- 
enon at  point  p  by  the  passage  of  the  car  wheel  over  it,  by  the 
expression  /'  =  1800 1,  and  substituting  this  in  the  equation  of 
the  effective  resistance  r  gives  this  resistance  as  function  of  the 
distance  from  the  car,  after  passage, 

0.156  X  10-' 

^       1  -  0.81  [e-««-^o-''  +  ^,-^2>,io-*t  ^  ^^^-i7ooxio-f  ^.  ^  ^  /j 

ohms  per  cm. 
As  illustration  is  plotted  in  Fig.  96  the  ratio  of  the  effective 

resistance  of  the  rail  to  the  true  ohmic  resistance,  — ,  and  with 
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e  distance  from  the  car  wheel,  in  meters,  as  abecissas,  from  the 
[uation 


1-0.81  [«"*'■' 


''  +  ii-'" 


■] 


As  seen  from  the  curve,  ^g.  96,  the  effective  re^stance  of  the 
11  appreciably  exceeds  the  true  resistance  even  at  a  consider- 
)le  distance  behind  the  car  wheel.  Integrating  the  excess  of 
le  effective  re^tance  over  the  ohmic  resistance  shows  that 


LI 

I.    I 

..,              ^^ 

- 

a  <ii  •!> « 

J^ ,.-^__ 

DlMWHa  tnoi  Ou.  McMn 

Fig.  96.    TnurieDt  TeahUnce  of  k  direct-ourrent  ntilwny  rail  return. 
Ctz  ■poed  18  meWra  per  aecond. 


le  excess  of  the  effective  or  transient  resistance  over  the  ohmic 
sistance  is  equal  to  the  resistance  of  a  length  of  r^l  of  about 
X)  meters,  under  the  assumption  made  in  this  instance,  and  at 
car  speed  of  40  mites  per  hour.  This  excess  of  the  tran^ent 
til  renstance  is  proportional  to  the  car  speed,  thus  less  at  lower 
leeds. 


CHAPTER  VIII. 

VELOCITY  OP  PROPAGATION  OP  ELECTRIC  PIBLD. 

68.  In  the  theoretical  investigation  of  electric  circuits  the 
velocity  of  propagation  of  the  electric  field  through  space  is 
usually  not  considered,  but  the  electric  field  assumed  as  instan- 
taneous throughout  space;  that  is,  the  electromagnetic  com- 
ponent of  the  field  is  considered  as  in  phase  with  the  current,  the 
electrostatic  component  as  in  phase  with  the  voltage.  In  reality, 
however,  the  electric  field  starts  at  the  conductor  and  propa- 
gates from  there  through  space  with  a  finite  though  very  high 
velocity,  the  velocity  of  light;  that  is,  at  any  point  in  space 
the  electric  field  at  any  moment  corresponds  not  to  the  condi- 
tion of  the  electric  energy  flow  at  that  moment  but  to  that  at  a 
moment  earlier  by  the  time  of  propagation  from  the  conductor 
to  the  point  under  consideration,  or,  in  other  words,  the  electric 
field  lags  the  more,  the  greater  the  distance  from  the  conductor. 

Since  the  velocity  of  propagation  is  very  high  —  about  3  X  10" 
centimeters  per  second  —  the  wave  of  an  alternating  or  oscillating 
current  even  of  high  frequency  is  of  considerable  length;  at  60 
cycles  the  wave  length  is  0.5  X  10*  centimeters,  and  even  at  a 
hundred  thousand  cycles  the  wave  length  is  3  kilometers,  that 
is,  very  great  compared  with  the  distance  to  which  electric  fields 
usually  extend. 

The  important  part  of  the  electric  field  of  a  conductor  extends 
to  the  return  conductor,  which  usually  is  only  a  few  feet  distant; 
beyond  this,  the  field  is  the  differential  field  of  conductor  and 
return  conductor.  Hence,  the  intensity  of  the  electric  field  has 
usually  already  become  inappreciable  at  a  distance  very  small 
compared  with  the  wave  length,  so  that  within  the  range  in 
which  an  appreciable  field  exists  this  field  is  practically  in  phase 
with  the  flow  of  energy  in  the  conductor,  that  is,  the  velocity  of 
propagation  has  no  appreciable  effect,  unless  the  retium  conductor 
is  very  far  distant  or  entirely  absent,  or  the  frequency  is  so  hig^, 
that  the  distance  of  the  return  conductor  is  an  appreciable  part 
of  the  wave  length. 

394 
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69.  Consider,  for  instance,  a  circuit  representing  average  trans- 
mission line  conditions  with  6  ft.  =  182  cm.,  between  conductors, 
traversed  by  a  current  of  /  =  10*,  or  one  million  cycles,  such  as 
may  be  produced  by  a  nearby  lightning  discharge.  The  wave 
length  of  this  current  and  thus  of  its  magnetic  field  then  would 

be  y  =  — y^ —  =  30,000  cm.  and  the  distance  of  182  cm.  be- 

182  1 

tween  the  line  conductors  would  be  ^^  ^^^  or  t^^  of  a  wave 

•  oU,UOU         J  DO 

360 
length  or  y^  =  2.2°.     That  is,  the  magnetic  field  of  the  current, 

9vhen  it  reaches  the  return  conductor,  would  not  be  in  phase 

i¥ith  the  current,  but  t^  of  a  wave  length  or  2.2°  behind  the 

current.     The  voltage  induced  by  the  magnetic  field  would  not 

be  in  quadrature  with  the  current,  or  wattless,  but  lag  90  +  2.2  = 

92.2°  behind  the  current,  thus  have  an  energy  component  equal 

bo  cos  92.2°  =  3.8  per  cent,  giving  rise  to  an  effective  resistance 

'•»,  equal  to  3.8  per  cent  of  the  reactance  x.     Even  if  at  normal 

Frequencies  of  60  cycles  the  reactance  is  only  equal  to  the  ohmic 

resistance  ro — usually  it  is  larger — the  reactance  a:  to  10*  cycles 

10* 
virould  be  -wk^  =  16,700  times  the  ohmic  resistance,  and  the  effec- 

00 

tive  resistance  of  magnetic  radiation,  r,  being  3.8  per  cent  of 
this  reactance,  thus  would  be  630  times  the  ohmic  resistance; 
ft  =  630  To.  Thus,  the  ohmic  resistance  would  be  entirely 
negligible  compared  with  the  effective  resistance  resulting  from 
the  finite  velocity  of  the  magnetic  field. 

Considering,  however,  a  high  frequency  oscillation  of  10*  cycles, 
not  between  the  line  conductors,  but  between  line  conductor  and 
ground,  and  assume,  under  average  transmission  line  conditions, 
30  ft.  as  the  average  height  of  the  conductor  above  ground.  The 
magnetic  field  of  the  conductor  then  can  be  represented  as  that 
between  the  conductor  and  its  image  conductor,  30  ft.  below 
ground,  and  the  distance  between  conductor  and  return  conduc- 
tor would  be  2  X  30  ft.  =  1820  cm.  The  lag  of  the  magnetic 
field,  due  to  the  finite  velocity  of  propagation,  then  becomes  22°, 
thus  quite  appreciable,  and  the  energy  component  of  the  voltage 
induced  by  the  magnetic  field  is  cos  (90  +  22°)  =  37  per  cent. 
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This  would  give  rise  to  an  effective  or  radiation  resistanoe  ft  = 
0.37  X.  As  in  this  case,  the  60-cycle  reactance  usually  is  much 
larger  than  the  ohmic  resistance,  assuming  it  as  twice  would 
make  the  radiation  resistance  r«  =  12,600  ro,  or  more  than  ten 
thousand  times  the  true  ohmic  resistance.  It  is  true,  that  at 
these  high  frequencies,  the  ohmic  resistance  would  be  very  greatly 
increased  by  unequal  current  distribution  in  the  conductor.  But 
the  effective  resistance  of  unequal  current  distribution  increases 
only  proportional  to  the  square  foot  of  the  frequency,  and,  as- 
suming as  instance  conductor  No.  00  B.  db  S.  G.,  the  effective 
resistance  of  unequal  current  distribution,  ri,  would  at  10*  cycles 
be  about  36  times  the  low  frequency  ohmic  resistance  ro.    Thus 

the  effective  resistance  of  magnetic  radiation  would  still  be     L. 

=  350  times  the  effective  resistance  of  unequal  current  distribu- 
tion; Tz  =  350  ri,  and  the  latter,  therefore,  be  negligible  compared 
with  the  former. 

It  is  interesting  to  note,  that  the  effective  resistance  of  radia- 
tion, rs,  does  not  represent  energy  dissipation  in  the  conductor 
by  conversion  into  heat,  but  energy  dissipation  by  radiation  into 
space,  and  in  distinction  from  the  ''radiation  resistance,"  which 
dissipates  energy  into  space,  the  effective  resistance  of  unequal 
current  distribution  may  be  called  a  "thermal  resistance,"  as  it 
converts  electric  energy  into  heat. 

Thus  in  this  instance  of  a  10*  cycle  high  frequency  discharge 
between  transmission  line  conductor  and  ground,  the  heating  of 
the  conductor  would  be  increased  36  fold  over  that  produced  by 
a  low  frequency  current  of  the  same  amperage,  by  the  increase 
of  resistance  by  unequal  current  distribution  in  the  conductor; 
but  the  total  energy  dissipation  by  the  conductor  would  be  in- 
creased by  magnetic  radiation  still  350  times  more,  so  that  the 
total  energy  dissipation  by  the  10*  cycle  current  would  be  12,600 
times  greater  than  it  would  be  with  a  low  frequency  ciurent  of 
the  same  value,  and  the  attenuation  or  rate  of  decay  of  the  cu> 
rent  thus  would  be  increased  many  thousand  times,  over  that 
calculated  on  the  assumption  of  constant  resistance  at  all  fre- 
quencies. 

70.  The  finite  velocity  of  the  electric  field  thus  requires  con- 
sideration, and  may  even  become  the  dominating  factor  in  the 
electrical  phenomena: 


VELOCITY  OF  PROPAGATION  OF  ELECTRIC  FIELD       397 

(a)  In  the  conduction  of  very  high  frequency  currents,  of 
undred  thousands  of  cycles. 

(6)  In  the  action,  propagation  and  dissipation  of  high  fre- 
uency  disturbances  in  electric  circuits. 

(c)  In  flattening  steep  wave  fronts  and  rounding  the  wave 
lape  of  complex  waves  and  sudden  impulses. 

(d)  In  circuits  having  no  return  circuit  or  no  well-defined 
^tum  circuit,  such  as  the  lightning  stroke,  the  discharge  path 
ad  ground  circuit  of  the  lightning  arrester,  the  wireless  antenna, 
l;c. 

(e)  Where  the  electric  field  at  considerable  distance  from  the 
3nductor  is  of  importance,  as  in  radio-telegraphy  and  telephony. 

Ajb  illustrations  of  the  effect  of  the  finite  velocity  of  the  electric 
eld  may  be  considered  in  the  foUowing: 

{A)  The  inductance  of  a  finite  length  of  an  infinitely  long  con- 
uctor  without  return  conductor,  self-inductance  as  well  as 
Lutual  inductance. 

Such  circuit  is  more  or  less  approximately  represented  by  the 
ghtning  rod,  by  the  ground  circuit  of  the  lightning  arrester,  a 
Motion  of  wireless  antenna,  etc. 

{B)  The  inductance  of  a  finite  length  of  an  infinitely  long  con- 
uctor  with  retiun  conductor,  self -inductance,  as  well  as  mutual 
iductance. 

Such  for  instance  is  the  circuit  of  a  transmission  line,  or  the 
ircuit  between  transmission  line  and  ground. 

(C)  The  capacity  of  a  finite  section  of  an  infinitely  long 
onductor,  without  return  conductor  as  weU  as  with  return 
3nductor. 

(D)  The  mutual  inductance  between  two  finite  conductors  at 
Dnsiderable  distance  from  each  other. 

Sending  and  receiving  antennse  of  radio-communication  repre- 
snt  such  pair  of  conductors. 
{E)  The  capacity  of  a  sphere  in  space. 
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A.  INDUCTANCE  OF  A  LENGTH  k  OF  AN  INFINITELY  LONG 
CONDUCTOR  WITHOUT  RETURN  CONDUCTOR. 

71.  Such  for  instance  is  represented  by  a  section  of  a  lightning 
stroke. 

The  inductance  of  the  length  U  of  a  straight  conductor  is 
usually  given  by  the  equation 

L  =  2Zo  log  j^  X  lQr\  (1) 

where  V  =  the  distance  of  return  conductor  ,Ir  =  the  radius  rf 
the  conductor,  and  the  total  length  of  the  conductor  is  assumed 
as  infinitely  great  compared  with  U  and  V.  This  is  approxi- 
mately the  case  with  the  conductors  of  a  long  distance  transmis- 
sion line. 

For  infinite  distance  V  of  the  retiun  conductor,  that  is,  a  con- 
ductor without  return  conductor,  equation  (1)  gives  L  =  «; 
that  is,  a  finite  length  of  an  infinitely  long  conductor  without 
return  conductor  would  have  an  infinite  inductance  L  and  in- 
versely, zero  capacity  C. 

In  equation  (1)  the  magnetic  field  is  assumed  as  instantaneous, 
that  is,  the  velocity  of  propagation  of  the  magnetic  field  is 
neglected.  Considering,  however,  the  finite  velocity  of  the  mag- 
netic field,  the  magnetic  field  at  a  distance  I  from  the  conductor 
and  at  time  t  corresponds  to  the  current  in  the  conductor  at  the 
time  t  —  t'f  where  t'  is  the  time  required  for  the  electric  field  to 

travel  the  distance  Z,  that  is,  V  =  -^,  where  S  =  3  X  10^®  =  the 
speed  of  light;  or,  the  magnetic  field  at  distance  I  and  time  i  cor- 
responds to  the  current  in  the  conductor  at  the  time  ^  ""  o* 

71.  Representing  the  time  t  by  angle  tf  =  2  7:ft,  where  /= 
the  frequency  of  the  alternating  current  in  the  conductor,  and 
denoting 

2nf_2n 


where 


-  =  the  wave  length  of  electric  field, 
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.he  field  at  distance  I  and  time  angle  d  corresponds  to  time 
ingle  $  —  al,  that  is,  lags  in  time  behind  the  current  in  the 
jonductor  by  the  phase  angle  al. 
Let 

i  =  I  cos  6  =  current,  absolute  units.  (3) 

The  magnetic  induction  at  distance  I  then  is 

2  / 

(B  =  -y  cos  (^  -  oZ);  (4) 

hence,  the  total  magnetic  flux  surrounding  the  conductor  of 
length  lof  from  distance  I  to  infinity  is 


(5) 


r2/ 
—  cos  {0  -  ai)  dl 

=  2/^0  ] cos  »J^    — T— cK  +  sm^J,     — — dli. 

J  — —  cU  cannot  be  integrated  in  finite  form,  but  represents 

a  new  function  which  in  its  properties  is  intermediate  between 
the  sine  function 

/cos  aldl  ^  "  sin  al 
a 

and  the  logarithmic  function 


n 


dZ  =»  log  I 


and  thus  may  be  represented  by  a  new  symbol, 

sine  —  logarithm  =  sil. 

1 

I  ""a 

to  log  L 

Introducing  therefore  for  these  two  new  functions  the  sjnnbols 


In  the  same  manner,  J  — - —  dl  is  related  to  -  cos  al  and 


.1    »  r*  cos  al  „ 

8iloi=  J^    -J—^^^                              (6) 

-    ,  r^sin  aZ  „ 

col aZ=  J^    -7—^                                (7) 
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gives 

*  =  2  /Za  {cos  d  sil  al  +  sin  0  col  al}.  (8) 

The  e.m.f.  consumed  by  this  magnetic  flux,  or  e.m.f.  of  induc- 
tance, then  is 

hence, 

6=4  Tifll^  {cos  ff  col  al  —  sinO  sil  aZ} ;  (9) 

and  since  the  current  is 

t  =  /  cos  d, 

the  e.m.f.  consumed  by  the  magnetic  field  beyond  distance  /,  or 
e.m.f.  of  inductance,  contains  a  component  in  phase  with  the 
current,  or  power  component, 

6i  =  4  tt/IIq  col  al  cos  0,  (10) 

and  a  component  in  quadrature  with  the  current,  or  reactive  com- 
ponent, 

62  =  -  4  nfllQ  sil  al  sin  0,  (111 

which  latter  leads  the  current  by  a  quarter  period. 

The  reactive  component  e,  is  a  true  self4riductwn,  that  is,  rep- 
resents a  surging  of  energy  between  the  conductor  and  its  electric 
field,  but  no  power  consumption.  The  effective  component  e^, 
however,  represents  a  power  consumption 

p  =  e,i 

=  4  nfPk  col  al  cos'<?  (12) 

by  the  magnetic  field  of  the  conductor,  due  to  its  finite  velocity; 

that  is,  it  represents  the  power  radiated  into  space  by  the  condudor. 

The  energy  component  e^  gives  rise  to  an  effective  resistance^ 

r  =  ^  =  4  ;r//o  col  al,  (13) 

I 

and  the  reactive  component  gives  rise  to  a  reactance, 

X  =  [y=  4  7r//o  sil  oZ,  (14) 
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When  considering  the  finite  velocity  of  propagation  of  the 
electric  field,  self-inductance  thus  is  not  wattless,  but  contains 
an  energy  component,  and  so  can  be  represented  by  an  tmpe- 
dancCj 

Z  =  r  +jx 

=  4  t/Io  (col  al  +  j  sil  dl)  10~*  ohms.  (15) 

The  tndiictance  would  be  given  by 

^  -       2"t7 

=  2  lo  [a[  al  -  j  col  al}  10-»  henrys,  (16) 

and  the  power  radiated  by  the  conductor  is 

p  =  i*r. 
72.  The  functions 

and 

colaZ=r?i^(a  (7) 

can  in  general  not  be  expressed  in  finite  form,  and  so  have  to  be 
recorded  in  tables.*  Close  approximations  can,  however,  be 
derived  for  the  two  cases  where  I  is  very  small  and  where  I  is 
very  large  compared  with  the  wave  length  {»  of  the  electric  field, 
and  these  two  cases  are  of  special  interest,  since  the  former  rep- 
resents the  total  magnetic  field  of  the  conductor,  that  is,  its  self- 
inductance  for:  {  =:  Ir,  and  the  latter  the  magnetic  field  inter- 
linked with  a  distant  conductor,  such  as  the  mutual  inductance 
between  sending  and  receiving  conductor  of  radio  telegraphy,  or 
the  induction  of  a  lightning  stroke  on  a  transmission  line. 
It  is 


(6) 


silO  =  00, 

col  0  =  rt' 

sil  00   =  0, 
col  00   =  0. 

*  Tables  of  these  and  related  functions  are  given  in  the  appendix. 


(17) 
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And  it  can  be  shown  that  for  small  values  of  al,  that  is,  when 
{  is  only  a  small  fraction  of  a  wave  length,  the  approximations 
hold: 


sil  al  =  log  ^j  -  0.5772 


=  log 


0.5615 
al 


(18) 


col  al  =^  ^  —  al 

while  for  large  values  of  al^  the  approximations  hold: 

.,    .  sin  al 

sil  ai  =  — 


col  oZ  = 


al 
cos  oZ 


(19) 


As  seen,  for  larger  values  of  al,  col  al  has  the  same  sign  as  cos 
oZ;  sil  at  has  the  opposite  sign  of  sin  al. 

73.  As  Z  in  (15)  is  the  impedance  and  L  in  (16)  the  inductance 
resulting  from  the  magnetic  field  of  the  conductor  to,  beyond  the 
distance  Z,  Z  in  (15)  represents  the  mutually  inductive  impedance 
and  L  in  (16)  the  mutual  inductance  of  a  conductor  U  without 
return  conductor,  upon  a  second  conductor  at  distance  Z. 

In  this  case,  if  Z  is  large  compared  with  the  wave  length,  we 
get,  by  substituting  (19)  into  (15)  and  (16): 
the  mutually  inductive  impedance: 


al 

2Slo 

I 


cos 


or,  absolute 


al  —  j  sin  al  > 


10~'  ohms 


Z  = 


2SZo 
Z     ^" 

60  Zo 


ohms 


Z 


ohms 


(20) 


and,  the  mutual  inductance: 

2Zo 


M  = 


al 
SI 


sin  al  —  j  cos  al  \  10~* 


=  -jj  I  sin  al  —  j  cos  al  I  lO"'  henrys 
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or,  absolute: 


m  =  -yy  10~®  henrys 


30  io 


henrys 


(21) 


Making,  in  (15)  and  (16): 

Z  =  Ir  =  radius  of  the  conductor, 

L  becomes  the  self-inductance,  and  Z  the  self -inductive  imped- 
ance of  the  conductor. 

Since  air  always  is  a  small  quantity,  equations  (18)  apply,  and 
it  is,  substituting  (2) 


col  air  = 


sil  cUt  =  log 


=  log 
=  log 


0.56 

air 
0.56  5 

2ir/I, 

0.56  iS 

A 


(21) 


where  U  is  the  circumference  of  the  conductor. 

Substituting  (21)  into  (15),  gives  the  self^nduclive  radiation 
impedance  of  the  conductor  without  return  conductor: 

Z  —  r  +  jx 


=  4 irflo  (I  +  i log -^, —  1 10-^  ohms 

comprising  the  effective  radiation  resistance: 

r  =  2  T^flo  10-»  ohms 
and  the  effective  radiation  reactance: 

0.56  S 


(22) 


(23) 


X  =  4  ir/Io  log 


A 


10~*  ohms 


(24) 


corresponding  to  the  true  self-inductance  of  the  conductor  without 
return  conductor: 


L  = 


2ir/ 


=  2  /o  log  -^j —  lO""'  henrys 


(25) 
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As  seen,  the  effective  radiation  resistance  of  a  conductor  with- 
out return  conductor  is  proportional  to  the  frequency  /;  the  in- 
ductance L  decreases  with  increasing  frequency,  but  logarithmic- 
ally, that  is,  much  slower  than  the  frequency,  and  the  reactance 
X  thus  increases  somewhat  slower  than  the  frequency. 

Thus  per  meter  of  conductor,  or  U  =  100  cm.,  with  a  conductor 
of  No.  00  B.  A  S.  G.,  of  h  =  2.93  cm.,  it  is,  at 

/  =     100,000  cycles  /  =  1,000,000  cycles 

r  =  0.195  ohms  r  =  1.95    ohms 

L  =  2.19  X  10-«  henry  L  =  1.73  X  10-«  henry 

X  =  1.38  ohms  x  =  10.9  ohms 

For  comparison,  the  true  ohmic  resistance  of  the  conductor  is 
To  =  0.00026  ohms,  thus  thousands  of  times  less  than  the  radia- 
tion resistance  at  these  frequencies. 

The  power  radiated  by  the  conductor  then  is: 

=  2  T^floi^  10-«  watts  (26) 

hence,  at  100  amperes,  per  meter  length  of  conductor,  at 

/  =      100,000  cycles  :  p  =  1.95  kilowatts 
/  =  1,000,000  cycles  :  p  =  19.5  kilowatts 

B.  INDUCTANCE  OF  A  LENGTH  k  OF  AN  INFINITELY  LONG 
CONDUCTOR,  WITH  RETURN  CONDUCTOR  AT  DISTANCE  I'. 

74.  Such  for  instance  is  represented  by  a  section  of  a  trans- 
mission line,  etc.    Let  again 

i  =  I  cos  $  =  current,  absolute  units.  (27) 

The  magnetic  induction,  at  distance  I  then  is 

(B  =  y  cos  {$  -  cd)  (28) 

hence,  the  total  magnetic  flux  surrounding  the  conductor  of 
length  loy  from  its  surface  at  distance  Ir  (the  radius  of  the  con- 
ductor) up  to  the  return  conductor  at  distance  V,  is 


-£¥ 


*  =  Zo  I     -,    cos  {6  -  al)dl 


o  ri  I        n  r  COS  al  ,,   ,     .    ^  f '  sin  al  „ 
=  2  /(o  ]  cos  B  I     — -, —  al  +  sm  ^  I    — ^ —  al 


(29) 
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It  is,  however, 

A 

(30) 


rcoBoi^^    rco8ai^_  J-cosoZ^j  =  siloZ,  -  silaJ' 
— = —  dZ  =  col  oZr  —  col  cd' 

Ir  ^ 

Hence: 
*  =  2  ZIolcos  ^(sil  aZ,  -  sU  al')  +  sin  ^(col  oZr  -  col  dl')  \     (31) 

The  voltage  induced  by  this  magnetic  flux  in  the  conductor  is 

d^  d^ 

e  =  ^  10-»  =  2ir/5^  10-»  volts 
at  au 

=  4  x//io  {cos  ^  (col  air  —  col  ai')  —  sin  0  (sin  air  —  sin  aV)  ]  10~* 

(32) 

and  the  effective  self-inductive  radiation  impedance  of  the  con- 
ductor is 

w  =  4  x/Zo  { cos  0  (col  oZr  —  col  al')  "  sin  ^  (sil  air  —  sil  oZ') }  10~'  ohms 

or,  in  symbolic  expression, 

Z  —  r  +  jx 

=  4  ir/Zo{  (col  air  -  col  al')  +  jXsil  air  -  sU  aZ') )  10"-«  ohms     (33) 

and,  the  effective  radiation  resistance: 

r  =  4  vflo  (col  aZr  -  col  oZ')  lO"'  ohms  (34) 

effective  radiation  self -inductance: 

L  =  2  Zo  (sil  air  —  sil  aV)  henrys  (35) 

Since  even  at  a  billion  cycles,  the  wave  length  Z„  =  30  cm.  is 
large  compared  with  the  conductor  radius  Zr  of  a  transmission 
line,  air  is  very  small,  and  we  can  therefore  substitute  (18),  and 
get: 

r  =  4  t/Zo  j  ^  -  col  aV  \  lO"®  ohms  (36) 

L  =  2  Zo  {  log  -^j-  -  sil  aV  I  10-«  henrys  (37) 

76.  Under  transmission  line  conditions,  for  all  except  the  high- 
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est  frequencies  aV  is  so  small  as  to  permit  the  approximations  (18). 
This  gives 

r  =  4  irfloaV  lO"'  ohms  (38) 

L  =  2  Zo  j  log  ^  -  log^,  1 10-«  henrys 

=  2lo  log  J  10-»  henrys  (39) 

Equation  (39)  is  the  usual  inductance  formula,  derived  without 
considering  the  finite  velocity  of  the  elcetric  field. 
Substituting  (2)  into  (38)  gives 

r  =  ^^10-  ohms 
=  2.63/2riolO-"ohms  (40) 

The  effective  radiation  resistance  r  thus  is  proportional  to  the 
square  of  the  frequency,  and  proportional  to  the  distance  from 
the  return  conductor,  for  all  frequencies  of  a  wave  length  large 
compared  with  the  distance  from  the  return  conductor.  For 
such  frequencies,  the  finite  velocity  of  the  field  has  no  appreciable 
effect  yet  on  the  inductance  of  the  conductor. 

At  a{  =  0.1  the  error  of  approximations  (18)  is  still  less  than 
0.01  per  cent. 


and 


gives,  by  (2) : 


aV  <  0.1 


/<^ 


2irJ' 


hence : 


^  4770  X  10« 


V 

At  r  =  6  ft.  =  182  cm.,  or  6  ft.  distance  between  transmission 
line  conductors,  equations  (39)  and  (40)  thus  are  applicable  up 
to  frequencies  of 

/  =  —.7  -  =  26.2  million  cycles, 

thus  for  all  frequencies  which  come  into  engineering  consideration. 
In  a  high-frequency  oscillation  between  line  and  ground,  as 
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due  for  instance  to  lightning,  assuming  the  average  height  of  the 
line  as  30  ft.,  it  is:  T  =  2  X  30  ft.  =  1820  cm.,  hence, 

/  =  2.62  million  cycles. 

However,  even  far  beyond  these  frequencies,  equations  (39) 
and  (40)  are  still  approximately  applicable. 

76.  As  an  instance  may  be  calculated  the  effective  radiation 
resistance  per  kilometer  of  long  distance  transmission  conductor 
of  No.  00  B.  A  S.  G., 

(a)  Against  the  return  conductor,  at  6  ft.  =  182  cm.  distance; 

(5)  Against  the  ground,  at  elevation  of  30  ft.  =  910  cm. 

The  true  ohmic  resistance  is 

ro  =  0.257 

The  radiation  resistance  is,  by  (40), 

r  =  2.63  PV  10-1*  ohms  per  cm. 
=  0.263  PV  10-"  ohms  per  km. 
hence  for 

/=  25  60  10» 

(a)  I'  =  182;  r  =  3.0  X  lO"*         17.3  X  lO"*  48  X  10-« 

(5)  V  =  1820;  r  =  30  X  10-«         173  X  10-«         480  X  10-« 
10*  10*  10«  10^  10«     cycles 

0.0048  0.48  48  4800  225,000  ohms* 

0.048  4.8  480      22,500*      194,000*  ohms. 

By  (40),  the  radiation  resistance  r  is  proportional  to  the 
square  of  the  frequency,  that  is,  ^  is  constant,  up  to  those  fre- 
quencies, where  al'  =  — «—  becomes  appreciable  compared  with 

the  quarter  wave  length  ^,  that  is,  as  long  as  /  is  well  below  the 
value 

f  -  ^ 

or,  as  long  as  the  distance  of  the  return  conductor,  V,  is  well 
below 

1'  =  ^ 

^^ 
that  is,  a  quarter  wave  length. 

*  In  these  values,  the  more  complete  equation  (36)  had  to  be  used. 
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If  the  return  conductor  is  at  a  distance  equal  to  a  quarter 
wave  length, 

then  in  equation  (36),  col  cd'  ^  0,  and  this  equation  becomes 

r  =  2iryiolO-* 

=  19.7  flo  10-*  ohms 

which  is  the  equation  of  the  radiation  resistance  of  a  conductor 
without  return  conductor  (23).    That  is, 

The  radiation  resistance  of  a  conductor  with  return  conductor 
at  quarter  wave  length  distance,  is  the  same  as  that  of  a  conductor 
without  return  conductor. 

The  radiation  resistance  of  a  conductor  is  a  maximum  with 
the  return  conductor  at  such  distance  {',  which  makes  col  d'  in 
(36)  a  negative  maximum.    This  is  for  a!'  =  t,  hence, 

2t 
r  =  23.2 /lo  10-*  ohms 
That  is, 

The  radiation  resistance  of  a  conductor  is  a  maximum  with 
the  return  conductor  at  half  a  wave  length  distance. 

C.  CAPACITY  OF  A  LENGTH  /©  OF  AN  INFINITELY  LONG 

CONDUCTOR. 

77.  Such  for  instance  is  represented  by  a  section  of  a  transmis- 
sion line,  etc. 

Let 

e  =^  E  cosd 
=  voltage  impressed  upon  conductor  of  radius  It-    (41) 
Then 

=  dielectric  gradient  at  distance  { from  conductor    (42) 
K-    ^ 

=  A_  ^  (43) 

4irS*  dl  ^    ' 
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^  dielectric  field  intensity,  and 
k    de 


Thus, 


* 

4x5*  dl 
=  dielectric  density 

=;2tH»d 

^lo  de 
"  2S*  dl 

2tUo 

=  dielectric  flux,  where 
=  section  traversed  by  flux. 

de 

_25« 

(44) 


(45) 


dl      kUo 

=  dielectric  gradient,  and 


(46) 


dJ  (47) 


=  voltage  impressed  upon  conductor,  where: 
V  =  distance  of  return  conductor. 

It  is,  however,  by  definition  (see  "  Electric  Discharges,  Waves 
and  Impulses,"  Chapter  X), 

^  =  Ce  (48) 

where 

C  =  capacity 

The  dielectric  flux  ^,  at  distance  I,  lags  behind  the  voltage 
impressed  upon  the  conductor  (41),  by  the  phase  angle  a2,  thus  is: 

^  =  CE  cos  (e  -  al)  (49) 

Substituting  (41)  and  (49)  into  (47),  and  cancelling  by  £,  give 


'  r  cos  {e 

Jlr  I 


^     2Sk;  r  cos  {e  -  ai) ,, 

cos  ^  =  -iTj—  I    ^H dl 


2S^C  f  ) '' 

=    ,,    I  cos  ^  sil  oZ  +  sin  ^  col  al  (50) 

thus, 

:A  =  IT-   (sil  «ir  -  sil  al')  +  tan  6  (col  air  -  col  al')   lO"'     (51) 
C         lUo  [  J 

where  the  tan  0  represents  the  quadrature  component  of  capacity. 
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or  effective  dielectric  radiation  resistance,  and  the  10~*  reduces 
from  absolute  units  to  farads. 


It  then  is,  in  complex  expression: 

C  kin 


(sil  air  —  sil  aV)  +  j(col  air  —  col  al') 


10-«      (52) 


78.  The  dielectric  radiation  impedance  then  is 


Z  = 


-  K-^  =  ~f^\  (c^^  ^^r  -  col  al')  —  j(sil  air  —  sil  al')  > 


10-»ohm8    (53) 


Since  by  (33)  the  magnetic  radiation  impedance  is 

Z'  =  2  wfLj  =  4  wflo  { (col  air  -  col  aP)  +  i(sil  air  -  sil  al')  ] 

10-»ohms    (33) 
it  is,  for  the  absolute  values. 


z 
z 


\  =  At^PLC  =  l!!:^'' 


(54) 


or,  in  air,  for  fc  =  1, 


LC  -  '«' 


(55) 


and,  per  unit  length,  or  io  =  1, 


LC  = 


S« 


(56) 


where  L  and  C  are  the  radiation  inductance  and  radiation  capac- 
ity, including  the  wattless  or  reactive  components,  the  true  in- 
ductance and  capacity,  as  well  as  the  energy  components,  the 
effective  magnetic  and  dielectric  radiation  resistances. 

Equations  (55)  and  (56)  are  the  same  equations  which  apply 
to  the  values  of  L  and  C  calculated  without  considering  the  finite 
velocity  of  the  field.  Thus  the  capacity  can  be  calculated  from 
the  inductance,  and  inversely,  even  in  the  general  case. 

It  is,  by  (18), 

.,    ,        ,      0.56 

sil  air  —  log 


air 


col  ^r  =   Q 


(57) 


since  olr  is  very  small. 
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Substituting  (57)  into  (53)  gives,  as  the  dielectric  radiation 
itnpedancey 


Z  = 


t/Wo  I  V2  /      -"X    ^  air 

79.  If  r  is  small  compared  with  a  quarter  wave  length,  it  is, 

by  (18), 

0.56 


sil  aV  =  log 


aV 


hence 


1 
C 


col  al'  =  ^  —  aV 


-jMT  log  Y  +  3^^ 

KlfQ  {  Ir 


(59) 


io-< 


and,  subetituting  (2), 


.""^c+^^-l'"- 


10-' 


(60) 
(61) 


If 


r  =  00, 

that  is,  in  a  conductor  without  return  coruittctor,  such  as  the  vertical 

discharge  path  of  a  lightning  arrester,  it  is,  substituting  (57) 

and  (2)  into  (52) : 

0.56    ,    .T 


1      2iS*(, 


io-» 


(62) 


*o  I        2ir/Z,   ■  '  2 

The  capacity  reactance,  or  dielectric  radiation  impedance  of  the 
conductor  toithout  return  conductor,  then  is. 


7  -  —^ 

S* 
~  rfkla 


IT       . ,      0.56 


10-' 


(63) 


while  the  dielectric  radiation  impedance  of  the  conductor  with 
return  conductor  at  distance  V,  is,  by  (60) : 


z  = 


ir/fclo 
{2SV 
[klr 


'^-f^-iiog^)io-» 


.52         I' 

3-rLT^^g 


\10-' 


Wfklo  *"*  Ir 

Thus  comprising  an  effective  dielectric  radiation  resistance: 


(64) 
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Conductor  with  return  conductor, 


r  =  ^  10-»  ohms  (65) 

Conductor  without  return  conductor, 

r  =  ^'  10-»  ohms  (66) 

and  an  effective  dielectric  radiation  {capacity-)  reactance: 
Conductor  with  return  conductor, 

^  =  -£-  log  r  10"*  ohms  (67) 

TrJkU       ^  Ir 

Conductor  without  return  conductor, 


An  eflfective  capacity: 


^  =  ^.  («^) 


Conductor  with  return  conductor: 


C  =    ^  ^"*   farads  (70) 

2SMog^ 

Conductor  without  return  conductor: 

It  is  interesting  to  note  that  the  values  (70)  and  (67)  of  the 
capacity  and  the  capacity  reactance  of  a  conductor  with  return 
conductor  at  distance  V,  is  the  same  as  derived  without  consider- 
ing the  velocity  of  propagation  of  the  electric  field.  That  is, 
the  finite  velocity  of  the  electric  field  does  not  change  the  equa- 
tion of  the  capacity  (nor  that  of  the  inductance),  as  long  as  the 
return  conductor  is  well  within  a  quarter-wave  distance. 

As  value  of  the  attenuation  constant  of  dielectric  radiation  then 
follows: 
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and  by  (65)  to  (68)  conductor  with  return  conductor: 


^K^fVk  ^^2) 


Conductor  without  return  conductor: 

While  the  aUenuaiion  constant  of  magnetic  radiation  is,  from 
(38)  and  (39),  conductor  with  return  conductor: 

_  r  _  4  tTV 

'r 

and,  from  (23)  and  (25),  conductor  without  return  conductor: 

^'      L      ,      0.56  ^f  (76) 

^^  2ir/t 

that  is,  the  same  values  as  the  attenuation  constant  of  dielectric 
radiation,  as  was  to  be  expected. 

It  is  interesting  to  note,  that  the  effective  dielectric  capacity 
resistance,  of  the  conductor  with  return  conductor  (65)  is  again 
proportional  to  the  distance  of  the  return  conductor,  I',  like  the 
effective  resistance  of  magnetic  radiation.  As  the  dielectric 
capacity  reactance  (68)  is  inverse  proportional  to  the  frequency, 
the  capacity  current  is  (approximately)  proportional  to  the  fre- 
quency, and  the  power  consumption  by  dielectric  radiation,  tV, 
thus  (approximately)  proportional  to  the  square  of  the  frequency, 
just  like  the  power  consumption  by  magnetic  radiation,  in  B. 

Numerical  values  are  given  in  the  next  chapter,  and  in  section 
IV. 

It  is  interesting  to  note,  that  the  expressions  of  inductance  L 
and  capacity  C,  (39)  and  (70),  are  the  same  as  the  values  of  L 
and  C,  calculated  without  considering  the  finite  velocity  of  the 
electric  field,  that  is,  are  the  "low  frequency  values''  of  external 
inductance  and  capacity.    Thus, 

As  long  as  the  distance  of  the  return  conductor  is  small  com- 
pared with  a  quarter  wave  length,  electric  radiation  due  to  the 
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finite  velocity  of  the  electric  field,  does  not  affect  or  change  the 
values  of  external  inductance  L  and  of  capacity  C,  but  causes 
energy  dissipation  by  electromagnetic  and  by  dielectric  or  electio- 
static  radiation,  which  is  represented  by  effective  resistances. 
The  electromagnetic  radiation  resistance  is  represented  by  a  series 
resistance,  proportional  to  the  square  of  the  frequency;  the  elec- 
trostatic resistance  by  a  shunted  resistance  in  series  with  the 
capacity.  It  is  independent  of  the  frequency  and  the  power 
consumed  by  either  resistance  thus  is  proportional  to  the  square 
of  the  frequency. 

D.  MUTUAL  INDUCTANCE  OF  TWO  CONDUCTORS  OF  FINITE 
LENGTH    AT    CONSIDERABLE    DISTANCE    FROM 

EACH  OTHER. 

80.  Such  for  instance  are  sending  and  receiving  antennse  of 
radio-communication.     Or  lightning  stroke  and  transmission  line. 

The  electric  field  of  an  infinitely  long  conductor  without  re- 
turn conductor  decreases  inversely  proportional  to  the  distance 
Ij  and  therefore  is  represented  by 

^  =  f  (76) 

where  ^  is  the  intensity  of  the  field  at  unit  distance  from  the 
conductor. 

The  electric  field  of  a  conductor  of  finite  length  lo  decreases 
inversely  proportional  to  the  distance  I  and  also  proportionally 
to  the  angle  ^  subtended  by  the  conductor  {q  from  the  distance  I, 

^  =  !  ?•  (77) 


T 


I 


Since  this  angle  ^,  for  great  distances  Z,  is  given  by 

<P  =  J-  (78) 

the  electric  field  of  a  conductor  without  return  conductor,  of 
finite  length  loy  at  great  distances  /,  is  represented  by 

^  =  ^4-  (79) 


■I 

Since  the  electric  field  of  the  return  conductor  is  opposite  to 
that  of  the  conductor,  it  follows  that  the  electric  field  of  an  in- 
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finitely  long  conductor,  with  the  return  conductor  at  distance  {], 
is,  by  (76), 

where  Z'  =  Ii  cos  t  is  the  projection  of  the  distance  U  between 
the  conductors  upon  the  direction  Z,  that  is,  V  is  the  difference 
in  the  distance  of  the  two  conductors  from  the  point  Z. 
For  large  distances  Z,  equation  (80),  becomes 

Z'^ 
^  =  IT-  (81) 

In  the  same  manner,  from  equation  (79)  it  follows  that  the 
decrease  of  the  electric  field  of  the  conductor  of  finite  length  U 
with  its  return  conductor  at  the  distance  h,  that  is,  of  a  rectangu- 
lar circuit  of  the  dimensions  of  U  and  Zi,  is: 

Zo^  Zo^ 


^  = 


V\ '         /,      V\  *' 


hence. 


^  =  -^  (82) 

81.  Let  Zi  and  U  be  the  lengths  of  two  conductors  without  re- 
turn conductors,  at  distance  U  from  each  other. 

By  equation  (79),  the  electric  field  of  a  conductor  of  length  Zi, 
without  return  conductor,  at  distance  Z,  is  given  by: 

^  =  %  (79) 

With  the  current 

t  =  /  cos  ^  (83) 

in  the  conductor  Zi,  the  magnetic  field  at  unit  distance  is 

^  =  2  i  (84) 

and  the  electromagnetic  component  of  the  field  at  distance  Z 

thus  is 

2Zit 


(B  = 


tZ* 


2  hi  cos  {6  -  al)  ,Q_, 

where  the  al  represents  the  finite  velocity  of  propagation  from 
the  conductor  U  to  the  distance  Z. 
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The  magnetic  flux  intercepted  by  the  receiving  conductor  of 
length  Ut  at  distance  Zo,  then  is: 


r-  2  hltl  cos  {$  -  al) 


2liltl 

cos 


/*"  COS  oZ  /'•sinoZ.. 


•   (86) 


These  integrals  can  not  be  integrated  in  finite  form,  but  repre- 
sent new  functions,  and  as  such  may  be  denoted  by 


a  coll  aZ  =   I     — - —  dl 
Ji       * 

a  sill  aZ  —  I     -— —  dl 


(87) 


(88) 


These  functions  are  further  discussed  in  the  appendix. 
82.  Substituting  (87)  and  (88)  into  (86),  gives: 

*  =  ?-5^  {cos  e  coll  oZo  +  sin  ^  sill  oZo}  (89) 


and  the  mvJtual  inducUincey 


M^j  (90) 


thus  is  given,  in  symbolic  representation : 

9/1 

Af  =  —  ZiZjIcoU  aZo  -  i  sill  oZo}  10-»  henry.  (91) 

IT 

By  partial  integration,  coll  and  sill  can  be  reduced  to  sil  and 
col,  thusly: 

(92) 


(93) 


„    ,       r*  cos  al   „           r-        ,  ,/l\      COS  oZ  ,   , 

a  coll  al  =   I     — - —  aZ  =  —  I  cos  aZ  a(  - )  =  — ; a  col  oZ 

a  sill  al  =   I      -,— dZ  =  —   I   sin aZd/-j=  — ha  sil oZ. 

For  large  values  of  Z,  by  equations  (20),  col  al  approximates 

— j—t  and  sil  al  approximates y-,  that  is,  coll  al  and  sill  al 

approximate  zero,  with  increasing  Z,  at  a  higher  rate  than  do 
sil  al  and  col  aly  as  was  to  be  expected. 
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Substituting  (82)  and  (83)  into  (81)  gives 

henry     (94) 
From  the  mutual  inductance  M  follows  the  mutual  impedance 

Z  =  4JTfM 

=  4  afliU{B\\l  oZo  +  3  coll  oZo}  10-» 

=  4flrh  {/?^»  +  a8ilaZ.Ui/^'?i^«-acolaZ„)l  10- 

ohms     (95) 
or,  absolute, 


z  =  4  aflihVsilV  alo  +  colP  alo  10-» 


=  4/J.Z,^(?^«  +  a  sil  alo)  +  (^~a  col  alo)  'lO- 

ohms    (96) 
For  large  values  of  alo,  it  is : 

«» ■*  -  w  •  '^' 

thus,  substituted  into  (86) : 

ato* 

=  ^4x-*  10"'  ohms.  (99) 

Thus,  for  instance: 

Zi  =  Ij  =  50  ft.  =  1515  cm. 

lo  =  10  miles  =  1.61  X  10«  cm. 

/  =  500,000  cycles 

2  =  53  X  10-« 
and,  if  t'l  =  10  amps. 

62  =  2fi  =  0.53  millivolts. 
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E.  CAPACITY  OF  A  SPHERE  IN  SPACE. 
83.  Let 

Iq  =  radius  of  the  sphere, 
eo  =  J?  cos  6  =  voltage  of  the  sphere. 
e  =  voltage  at  distance  I  from  centre  of  sphere. 

The  voltage  gradient  at  distance  { then  is: 

(100) 


G 

de 

and  the  electrostatic  field, 

in  d 

ectromi 

^ 

K  = 

G 

'  4rS* 

1 

de 

4irS* 

dl 

thus  the  dielectric  flux: 

-9  = 

4rl*K 
I*  de 

~S*  dl 

(101) 


(102) 

Let  C  =  capacity  of  the  sphere.     The  dielectric  flux  then  is 

^  =  Ce  (103) 

and  lags  by  angle  al  behind  the  voltage,  due  to  the  finite  velocity 
of  the  field  (more  correctly,  by  a(/  —  Iq)i  but  h  may  be  neglected 
against  Q. 
Thus  the  flux  at  distance  { is 

^  =  CE  cos  (d  -  al)  (104) 

Substituting  (94)  into  (92),  and  resolving,  gives: 

de      CES^  cos  (6  -  al) 


dl  V 

and,  integrated  from  i©  to  «  : 


(105) 


(106) 
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lence, 


c 


I  cosaZ 


dl  +  tan  B 


al 


dl    10-» 


(107) 


^here  the  lO"*  reduces  the  farads. 

The  integrals  are  the  same  found  m  the  case  of  mutual  induc- 
bance,  Z>,  equations  (87),  (88),  and  reduce  to  sil  and  col  by  equa- 
bions  (92)  and  (93). 

Writing  them  symboUcally,(  107) becomes: 

1   =  5«  j  /^  _  a  col  aZ,)  -  j  (^^  +  a  sil  alo\  1 10-  (108) 

If,  as  usual,  lo  is  small  compared  with  the  wave  length,  it  is: 

cosoZo  =  1 


col  aZo  =  rt 
sin  alo  =  0 
sil  oZo  ==  log 


056 

alo 


(109) 


thus. 


i...{(i_|)-,.,,^}.,.. 


(110) 


and,  substituting  (2): 


For  a  =  0,  or  infinite  velocity  of  the  electric  field,  (110)  be- 
comes 


C  = 


S' 


(112) 


which  is  the  usual  expression  of  the  capacity  of  a  sphere  in  space. 


CHAPTER   rX. 

HIGH-FREQUENCY  CONDUCTORS. 

84.  As  the  result  of  the  phenomena  discussed  in  the  preceding 
chapters,  conductors  intended  to  convey  currents  of  very  hi^ 
frequency,  as  lightning  discharges,  high  frequency  oscillatioDS  of 
transmission  lines,  the  currents  used  in  wireless  telegraphy,  etc., 
cannot  be  calculated  by  the  use  of  the  constants  derived  at  low 
frequency,  but  effective  resistance  and  inductance,  and  therewith 
the  power  consumed  by  the  conductor,  and  the  voltage  drop, 
may  be  of  an  entirely  dififerent  magnitude  from  the  values  which 
would  be  found  by  using  the  usual  values  of  resistance  and  induc- 
tance. In  conductors  such  as  are  used  in  the  connectioDS  and 
the  discharge  path  of  lightning  arresters  and  surge  protectors,  the 
unequal  current  distribution  in  the  conductor  (Chapter  VII)  and 
the  power  and  voltage  consumed  by  electric  radiation,  due  to  the 
finite  velocity  of  the  electric  field  (Chapter  VIII),  require  con- 
sideration. 

The  true  ohmic  resistance  in  high  frequency  conductors  is 
usually  entirely  negligible  compared  with  the  efTective  resistance 
resulting  from  the  unequal  current  distribution,  and  still  greater 
may  be,  at  very  high  frequency,  the  efTective  resistance  repr^ 
senting  the  power  radiated  into  space  by  the  conductor.  The 
total  efTective  resistance,  or  resistance  representing  the  powtf 
consumed  by  the  current  in  the  conductor,  thus  comprises  the 
true  ohmic  resistance,  the  efTective  resistance  of  unequal  current 
distribution,  and  the  efTective  resistance  of  radiation. 

The  power  consumed  by  the  efTective  resistance  of  unequal 
current  distribution  in  the  conductor  is  converted  into  heat  in 
the  conduct<^r,  and  this  resistance  thus  may  be  called  the 
"theniial  resistance''  of  the  conductor,  to  distinguish  it  from  the 
radiation  resistance.  The  power  consumed  by  the  radiation 
resistance  is  not  converted  into  heat  in  the  conductor,  but  is 
dissipated  in  the  space  surrounding  the  conductor,  or  in  any 
other  conductor  on  which  the  electric  wave  impinges.    That  is, 

420 
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at  very  high  frequency,  the  total  power  consumed  by  the  effective 
resistance  of  the  conductor  does  not  appear  as  heating  of  the 
conductor,  but  a  large  part  of  it  may  be  sent  out  into  space  as 
electric  radiation,  which  accounts  for  the  power  exerted  upon 
bodies  near  the  path  of  a  lightning  stroke,  as  ''side  discharge." 

It  demonstrates  that  safety  from  lighting  is  not  given  by  merely 
affording  a  discharge  path,  but  while  discharging  through  such 
path,  most  of  the  energy  of  the  lightning  may  be  communicated 
by  radiation  to  other  bodies. 

The  inductance  is  reduced  by  the  unequal  current  distribution 
in  the  conductor,  which,  by  deflecting  most  of  the  current  into 
the  outer  layer  of  the  conductor,  reduces  or  practically  eliminates 
the  magnetic  field  inside  of  the  conductor.  The  lag  of  the  mag- 
netic field  in  space,  behind  the  current  in  the  conductor,  due  to 
the  finite  velocity  of  radiation,  also  reduces  the  inductance  to 
less  than  that  from  the  conductor  surface  to  a  distance  of  one- 
half  wave.  An  exact  determination  of  the  inductance  is,  how- 
ever, not  possible;  the  inductance  is  represented  by  the  electro- 
magnetic field  of  the  conductor,  and  this  depends  upon  the 
presence  and  location  of  other  conductors,  etc.,  in  space,  on  the 
length  of  the  conductor,  and  the  distance  from  the  return  con- 
ductor. Since  very  high  frequency  currents,  as  lightning  dis- 
charges, frequently  have  no  return  conductor,  but  the  capacity 
at  the  end  of  the  discharge  path  returns  the  current  as  "dis- 
placement cmrent,"  the  extent  and  distribution  of  the  magnetic 
field  is  indeterminate.  If,  however,  the  conductor  under  con- 
sideration is  a  small  part  of  the  total  discharge  —  as  the  ground 
connection  of  a  lightning  arrester,  a  small  part  of  the  discharge 
path  from  cloud  to  ground  —  and  the  frequency  very  high,  so 
that  the  wave  length  is  relatively  short,  and  the  space  covered  by 
the  first  half  wave  thus  is  known  to  be  free  of  effective  return 
conductors,  the  magnitude  of  the  inductance  can  be  calculated 
with  fair  approximation  by  assuming  the  conductor  as  a  finite 
section  of  a  conductor  without  return  conductor. 

86.  In  long  distance  transmission  hnes  and  other  electric  power 
circuits,  disturbances  leading  to  the  appearance  of  high  fre- 
quency currents  may  be  either  between  the  lines — such  as  caused 
by  switching,  sudden  changes  of  load,  spark  discharges  or  short 
circuits  between  conductors,  etc.  Or  they  may  be  between  line 
and  ground,  such  as  caused  by  hghtning,  by  arcing  grounds, 
short  circuits  to  ground,  with  grounded  neutral,  etc. 
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In  the  former  case,  high  frequency  currents  between  the  line 
conductors,  the  electric  field  is  essentially  contained  between  the 
line  conductors,  in  a  space  which  is  usually  practically  free  of 
other  conductors.  The  effect  of  the  finite  velocity  of  the  fidd 
on  the  inductance  or  rather  the  impedance  of  the  conductor,  the 
radiation  resistance,  etc.,  can  be  well  approximated  by  the  equa- 
tions of  a  finite  section  of  an  infinitely  long  conductor,  having 
its  return  conductor  at  a  distance  equal  to  the  distance  between 
the  transmission  conductors  (Chapter  VIII). 

In  the  case  of  a  high  frequency  disturbance  between  line  and 
ground,  all  the  line  conductors  may  share  in  the  conduction, 
that  is  carry  current  simultaneously  in  the  same  direction,  as  fre- 
quently the  case  with  lightning  discharges,  etc.  The  impedance 
then  is  the  joint  impedance  of  all  the  line  conductors  (about  one- 
third  that  of  one  conductor,  with  a  three-wire  line) ;  the  field  is 
between  the  line  and  the  ground,  and  usually  fairly  free  of  con- 
ducting bodies.  Thus  the  radiation  resistance,  etc.,  can  be  cal- 
culated under  the  assumption  of  the  image  conductor  as  return 
conductor,  that  is  a  return  conductor  at  a  distance  equal  to  twice 
the  height  of  the  line. 

If  the  high  frequency  disturbance  originates  between  one  line 
conductor  and  the  ground,  as  usual  with  arcing  groimds,  and 
occasionally  with  lightning  discharges,  etc.,  the  high  frequency 
field  is  between  this  conductor  and  the  groimd  as  return  conduc- 
tor, but  the  other  line  conductors  (and  other  parallel  circuits,  as 
telephone  lines,  etc.)  are  within  the  high  frequency  field,  and 
currents  are  induced  in  them  by  mutual  induction.  These  cur- 
rents, being  essentially  in  reverse  direction  to  the  inducing 
current,  act  as  partial  return  current,  and  the  constants,  as 
radiation  resistance,  etc.,  are  intermediate  between  those  of  the 
two  cases  previously  discussed. 

With  regards  to  unequal  current  distribution  in  the  conductor, 
obviously  the  existence  and  location  of  the  return"  conductor  is 
of  no  moment. 

In  many  cases  therefore,  for  the  two  extremes — ^low  frequency, 
where  unequal  current  distribution  and  radiation  are  negligible, 
and  very  high  frequency,  where  the  current  traverses  only  the 
outer  layer  and  the  total  effect,  contained  within  one  wave 
length,  is  within  a  moderate  distance  of  the  conductor — the  con- 
stants can  be  calculated;  but  for  the  intermediary  case,  of  mod- 
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rately  high  frequency,  the  conductor  constanl^  may  be  any- 
rhere  between  the  two  Umits,  i.e.,  the  low  frequency  values  and 
be  values  corresponding  to  an  infinic;ely  long  conductor  without 
stum  conductor. 

Since,  however,  the  magnitude  of  the  conductor  constants, 
s  derived  from  the  approximate  equations  of  unequal  current 
listribution  and  of  radiation,  are  usually  very  different  from  the 
3w  frequency  values,  their  determination  is  of  interest  even  in 
he  case  of  intermediate  frequency,  as  indicating  an  upper  limit 
>t  the  conductor  constants. 

86.   Using  the  following  symbols,  namely, 

I  =  the  length  of  conductor, 

A  =  the  sectional  area, 

li  =  the  circumference  at  conductor  surface,  that  is,  following 
all  the  indentations  of  the  conductor, 

U  =  the  shortest  circumference  of  the  conductor,  that  is,  cir- 
cumference without  following  its  indentations, 

l^  =  the  radius  of  the  conductor, 

V  =  the  distance  from  the  return  conductor, 

i  =  the  conductivity  of  conductor  material, 

fit  =  the  permeability  of  conductor  material, 

/  =  the  frequency, 

S  =  the  speed  of  light  =  3  X  10*®  cm.,  and 

a^-J-  =  2.09/  10-*®  =  the  wave  length  constant,  (1) 

At  low  frequency,  the  current  density  throughout  the  conduc- 
or  section  is  uniform,  and  its  resistance  is  the  true  ohmic  resist- 
jice: 

fo  =  r^  ohms.  (1) 

The  external  reactance,  that  is,  reactance  due  to  the  magnetic 
ield  outside  of  the  conductor,  is  at  low  frequency,  where  the  finite 
'elocity  of  the  magnetic  field  can  be  neglected,  given  by: 

xo  =  4  irfl  log  \- 10-»  ohms  (2) 


(5) 
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or,  reducing  to  common  logarithms,  by  multiplying  with  log  10  = 
2.3026: 

Xo  =  9.21  Tfl  Ig  [  10-«  ohms  (3) 

where  Ig  may  denote  the  common,  log  the  natural  logarithm. 

In  addition  to  the  external  reactance,  there  exists  an  internal 
reactance,  due  to  the  magnetic  flux  inside  of  the  conductor.  At 
low  frequency,  where  the  current  density  in  the  conductor  is 
uniform,  this  is: 

Xo   =  irful  10-»  ohms  (4) 

and  the  total  low  frequency  impedance  thus  is: 

Zo   =   To  +  j(Xo  +  XoO 

=z{^+,v/(4ig|;+.)io-.} 

=J  {  j^  +  ix/(  9.21  Ig  ^^  +  M  )  10-»  }  ohms 

and  the  low  frequency  inductance: 

f    _  Xo  +  Xo' 
^°  -  ~2",r/~" 

=  I  (2  log '-  +  I)  10-» 

I        2/  ^  (g) 

=  I  (4.6  Ig  J    +  ^)  10-*  henry 

The  magnetic  field  of  the  current  surrounds  this  current  and 
fills  all  the  space  outside  thereof,  up  to  the  return  current.  Some 
of  the  magnetic  field  due  to  the  current  in  the  interior  and  the 
center  of  a  conductor  carrying  current,  thus  is  inside  of  the  con- 
ductor, while  all  the  magnetic  field  of  the  current  in  the  outer 
layer  of  the  conductor  is  outside  of  it.  Therefore,  more  magnetic 
field  surrounds  the  current  in  the  interior  of  the  conductor  than 
the  current  in  its  outer  layer,  and  the  inductance  therefore  in- 
creases from  the  outer  layer  of  the  conductor  towards  its  interior, 
by  the  "internal  magnetic  field."  In  the  interior  of  the  conduc- 
tor, the  reactance  voltage  thus  is  higher  than  on  the  outside. 
At  low  frequency,  with  moderate  size  of  conductor,  this  differ^ 
ence  is  inappreciable  in  its  effect.  At  higher  frequencies,  how- 
ever, the  higher  reactance  in  the  interior  of  the  conductor,  due 
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to  this  internal  magnetic  field,  causes  the  current  density  to 
decrease  towards  the  interior  of  the  conductor,  and  the  current 
to  lag,  until  finally  the  current  flows  practically  only  through  a 
thin  layer  of  the  conductor  surface. 

As  the  result  hereof,  the  effective  resistance  of  the  conductor 
is  increased,  due  to  the  uneconomical  use  of  the  conductor  mate- 
rial caused  by  the  lower  current  density  in  the  interior,  and 
due  to  the  phase  displacement  between  the  currents  in  the  suc- 
cessive layers  of  the  conductor,  which  results  in  the  sum  of  the 
currents  in  the  successive  layers  of  the  conductor  being  larger 
than  the  resultant  current.  Due  to  this  unequal  current  dis- 
tribution, the  internal  reactance  of  the  conductor  is  decreased, 
as  less  current  penetrates  to  the  interior  of  the  conductor,  and 
thus  produces  less  magnetic  field  inside  of  the  conductor. 

The  equivalent  depth  of  penetration  of  the  current  into  the  con- 
ductor, from  Chapter  VII,  (40),  is 

10*  5030  ,^, 

hence,  the  effective  resistance  of  unequal  current  distribution,  or 
thermal  resistance  of  the  conductor,  is,  approximately, 


"'wAW  «^'  -  -M '"-'  °'-'' 


(8) 


The  effective  reactance  of  the  internal  flAix,  at  high  frequency, 
approaches  the  value: 

x,^rx  =  ^^yj^  10-*  ohms.  (9) 

87.  The  effective  resistance  resulting  from  the  finite  velocity 
of  the  electric  field,  or  radiation  resistance,  by  assuming  the  con- 
ductor as  a  section  of  an  infinitely  long  condu^ctor  without  return 
conductor,  from  Chapter  VIII,  (23),  is 

r,  =  2  h^f  10-»  =  1.97  If  10-8  ohms,  (10) 

and  the  effective  reactance  of  the  external  field  of  a  finite  section 
of  an  infinitely  long  round  conductor  without  return  conductor, 
from  Chapter  VIII,  (25),  is 

Xi  =  4irfl  Aog  ^  -  0.5772^  lO"'  ohms.  (11) 


(12) 
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and,  substituting  (7), 

X2  =  4^fl  (log  ^^  -  0.5772)  10-»  ohms 

=  4^fl  (21.72  -  log  Z/)  10-*  ohms 

or,  substituting  the  common  logarithm:  log  =  2.303  Ig,  gives: 

X2  =  2.89/Z(9.45  -  Ig  If)  lO-*  ohms  (13) 

Assuming  now  that  the  external  magnetic  field  of  a  conductor 
of  any  shape  is  equal  to  that  of  a  round  conductor  having  the 
same  minimum  circumference,  as  is  approximately  the  case,  that 
is,  substituting: 

(2^2  Tlr 

in  equations  (12)  and  (13),  gives 

xt  =  4irfl  (log  ^  -  0.5772)  10~»  ohms 

=  2Mfl  (10.25-  Ig  lif)  10-«  ohms 

While  the  case  of  a  conductor  without  return  conductor  may 
be  approximated  under  some  conditions,  such  as  hghtning  dis- 
charges, under  other  conditions,  such  as  high  frequency  disturb- 
ances in  transmission  lines,  the  case  of  a  conductor  with  return 
conductor  at  finite  distance  V  is  more  representative. 

The  effective  radiation  resistance  and  reactance  of  a  section  of 
an  infinitely  long  conductor  with  return  conductor  at  distance  /', 
are,  by  Chapter  VIII  (42),  and  by  (45)  (44): 

Radiation  resistancCy 

r,  =  4^fl  (^  -  col  aZ')  lO"*  ohms 
or,  substituting  (1), 

r,  =  4ir/Z  (^  -  col  ^)  10-»  ohms  (15) 

and,  if  the  distance  of  the  return  conductor,  l\  is  small  compared 
to  the  wave  length,  this  becomes 


(14) 


rj  =  — ^ —  10-»  ohms 

=  2.63/2/'/ 10-18  ohms 
Radiation  reactance^ 


(16) 


X,  =  4irfl  (log  ^  -  0.5772  -  sil  aZ')  10-»  ohms        (17) 
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or,  substituting  (7), 


X,  =  47r/7(log  ^  -  0.5772  -  sil  ^')  10-»  ohms 
=  4n/Z  (21.72  -  log  Irf  -  sil  -^\  10-«  ohms 


(18) 


and,  if  the  distance  of  the  return  conductor,  T,  is  small  compared 
to  the  wave  length,  (17)  becomes  the  ordinary  low  frequency 
reactance  formula: 

X3  =  Airfl  log  Y  10-«  ohms  =  Aficfl  log  ^  lO"*  ohms     (19) 

88.  The  total  impedance  of  a  conductor  for  high  frequencies  is 
therefore: 

Conductor  without  return  conductor: 

Z  ^  {ri  +  rj)  +  j  (xi  +  X2) 


4T/(log  ^  -  0.5772)  10-»      ohms 


+ 


2.89/  (10.25  -  Ig  ItS)  10-»      ohms     (20) 


Conductor  with  return  conductor  at  distance  I': 
Z  =  (ri  +  r,)  +  j  (xi  +  Xi) 


+ 


4ir/  log  j^  10-» 


=  l[  [^yl'(  10-^  +  2.63/'r  10-»]  +  j[--fyj^  10- 


+ 


2.89/ Ig  [' 10-»      ohms      (21) 
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oTy  if  I'  is  of  the  same  or  higher  magnitude  as  the  wave  length, 

2  =  (ri  +  ra)  +  j  {xi  +  Xz) 


-  'I  L'/t^  -'  +  Wg  -  eol  ?f  ).0^] 


+ 


'U 


M 10-4 


+  4T/(log 


S 


%rflr 


-  0.5772  - 


.,  2t/1' 


=^{[^V?^«-+<2--i^')H 


8il?f)lO- 


X 
J 


+ 


'[t^Vx"  ^^"*  +  '^/(21-72  -  log  Irf  - 


.u^/i 


•)lO-.])o 


ihms   (22) 


The  indicdance  L  =  s— i-is: 


Conductor  mthout  return  conductor^ 


r.\§'^°-^  +  2K&-«-^"2)io- 


L  =  1 

Conductor  with  return  conductor  at  distance  I', 

10 


henry 


(23) 


^-'Ik#'«-'+^'°«!;«'- 


L 
or 


henry 


(24) 


1^1ft-4 


10 


+  2  (log 


S 


2-Kflr 


-  0.5772  - 


sil 


2^' 

S 


)lO-»    henry 


=  i{^P^^  10-  +  2 (21.72  -  log  Wf  - 


sU 


:,2-/r 
s 


10-' 


henry 


(25) 


89.  As  an  instance  may  be  considered  the  high  frequency  im- 
pedance of  a  copper  wire  No.  00  B.  &  S.  G.,  that  is  of  the  radius, 

Ir  =  0.1825  in.  =  0.463  cm. 

under  the  three  conditions : 


HIGH-FREQUENCY  CONDUCTORS  429 

(a)  Return  conductor  at  i'  =  6  ft.  =  182  cm.  distance,  cor- 
responding to  transmission  line  conductors  oscillating  against 
each  other. 

(6)  With  the  ground  as  return  conductor,  at  30  ft.  distance, 
that  is,  Z'  =  2  X  30  ft.  =  1820  cm.,  corresponding  to  a  trans- 
mission line  conductor  oscillating  against  ground. 

(c)  No  return  conductor,  corresponding  to  the  vertical  dis- 
charge path  of  a  lightning  stroke. 

With  copper  as  conductor  material,  it  is: 

X  =  6.2  X  W 
M  =  1 

It  is  then,  by  the  preceding  equations,  per  meter  length  of 
conductor,  or 

lo  =  100  cm. 

Lfow  frequency  vcdiies: 
true  ohmic  resistance,  (1), 

100 
ro  =  ^^  =  0.24  X  10-»  ohms 

external  reactance ,  (2); 


Xq  =  0.4  ir/log  Y  10~*  ohms 

tr 


hence. 


(a)     V  =  182:  Xo  =    7.5/ 10"*  ohms 

(6)         =  1820:  Xo  =  10.4 / 10-«  ohms 

(c)         =  00 :  Xo  =  w 

internal  reactance,  (4) : 

Xo'  =  0.1  Tf  10~«  =  0.314/ 10"-«  ohms 

High  frequency  values: 
thermal  resistance,  (8) : 


,  =  ^^^-Y 10-*  =  T^Ar  *^"  =  ^-^  ^  ^^"  ""^"^ 


internal  reactance,  (9) : 

xi  =  n  =  8.65  V7 10-*  ohms 
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radiation  resistance, 
(o)  and  (6)  (16) : 

r,  =  ^:^JtK  io-«  =  263 /T  lO""  ohms 

(a)     V  =  182:  r,  =  0.048 /« 10-"  ohms 

(6)     r  =  1820:  n  =  0.48 /« 10^"  ohms 

(c)     r  =  00  (10) : 

ra  =  0.2x2/10-«  =  1.97/ lO"' ohms 

radiation  readancey 
(a)  and  (6)  (19) : 

7' 

x,  =  0.4  tt/  log  ^  10-«  =  5Co 

(a)     V  =  182:  Xa  =    7.5/ 10-«  ohms 

(6)     r  =  1820:  X3  =  10.4/10-«ohms 

(c)     I'  =  00  (14): 

xt  =  0.4  7r/(log  ~  -  0.5772)  lO"'  =  /(28.5  -  2.89  lg/)10-«  ohms 

For  r,  and  Xa,  for  /  =  10«,  V  =  182,  and  for  /  =  10^  and  10», 
V  =  1820,  the  more  complete  equations  (15)  and  (18)  must  be 
used,  as  V  exceeds  a  quarter  wave  length. 

Table  I  gives  numerical  values,  from  1  cycle  to  10*  cycles,  of 
r,  X,  Z,  cos  a  and  the  resistance  ratios.  These  values  are  plotted 
in  Fig.  97,  in  logarithmic  scale. 

90.  The  low  frequency  values  of  resistance  r©  and  external  and 
internal  reactance  Xo  +  Xo',  have  no  existence  at  the  higher  fre- 
quencies. But  as  they  are  the  values  calculated  by  the  usual 
formulas,  they  are  given  in  Table  I  for  comparison  with  the 
true  effective  high  frequency  values.  The  values  ri  and  Xj, 
though  given  for  all  frequencies,  have  a  meaning  only  for  the 
very  high  frequencies,  10*  and  higher,  since  at  lower  frequencies 
the  condition  of  a  conductor  without  return  conductor  can  hardly 
be  realized,  as  any  conductor  within  a  quarter  wave  length  would 
act  more  or  less  as  effective  return  conductor. 

As  seen  from  the  equations,  and  illustrated  in  Table  I,  the 
thermal  resistance  of  the  conductor,  that  is,  the  resistance  which 
converts  electric  energy  into  heat  in  the  conductor,  is  the  true 
ohmic  resistance  at  low  frequencies,  but  with  increasing  frequency 
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begins  to  rise  due  to  unequal  current  distribution  in  the  conducted 
at  about  1000  cycles  in  copper  wire  number  00  B.  ft  S.  G.,  and 
approaches  proportionality  with  the  square  root  of  the  frequency, 
hence  reaches  values  many  times  the  ohmic  resistance,  at  very 
high  frequencies. 

The  radiation  resistance  of  the  conductor  without  return  con- 
ductor, r2,  is  proportional  to  the  frequency,  but  the  radiation 
resistance  of  the  conductor  with  retiun  conductor,  rj,  is  pn)po> 
tional  to  the  square  of  the  frequency,  hence  very  small  until  hi^ 
frequencies  are  reached — 10,000  to  100,000  cycles.  The  radia- 
tion resistance  r^  of  the  conductor  with  return  conductor  then 
increases  very  rapidly  and  reaches  values  many  thousand  times 
the  ohmic  resistance.  At  the  very  highest  frequencies,  many 
millions  of  cycles,  its  rate  of  increase  becomes  less  again,  and  it 
approaches  proportionality  with  the  first  power  of  the  frequency, 
and  approaches  the  value  of  radiation  resistance  r  j,  of  the  oondu^ 
tor  without  return  conductor,  at  frequencies  of  a  wave  length 
comparable  with  the  distance  of  the  return  conductor.  The  radi- 
ation resistance  rz  of  the  conductor  with  return  conductor  is  the 
larger,  the  greater  the  distance  of  the  return  conductor,  and  is 
proportional  to  this  distance,  within  the  range  in  which  it  is  pro- 
portional to  the  square  of  the  frequency.  The  radiation  resist- 
ance of  the  conductor  without  return  conductor,  at  the  very 
highest  frequencies,  is  the  same  as  that  of  the  conductor  with 
return  conductor,  but,  being  proportional  to  the  frequency,  with 
decreasing  frequency,  it  decreases  at  a  lesser  rate,  and  would  even 
at  commercial  machine  frequencies  still  be  appreciable,  if  at  such 
frequencies  the  conditions  of  a  conductor  without  retiun  con- 
ductor could  be  realized. 

The  total  effective  resistance  of  a  conductor  under  transmission 
line  conditions,  that  is,  with  return  conductor  at  finite  distance, 
is  at  low  frequencies  constant  and  is  the  true  ohmic  resistance. 
With  increasing  frequency,  it  begins  to  increase  first  slowly — at 
about  1000  cycles  under  transmission  line  conditions — and  ap- 
proaches proportionality  to  the  square  root  of  the  frequency,  as 
the  result  of  the  screening  effect  of  the  unequal  current  distribu- 
tion in  the  conductor.  Then  the  increase  becomes  more  rapid, 
due  to  the  appearance  of  the  radiation  resistance — at  about 
100,000  cycles  under  transmission  line  conditions — ^and  reaches 
proportionality  with  the  square  of  the  frequency,  at  values  many 
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thousand  times  the  ohmic  resistance.  Finally,  at  the  very  high- 
est frequencies — 10  million  cycles — the  rate  of  increase  becomes 
less  again,  and  approaches  proportionaUty  with  the  frequency. 

91.  It  is  interesting  to  note  that  the  external  reactance  of  the 
conductor  with  return  conductor,  or  radiation  reactance  Xs,  has 
up  to  very  high  frequencies,  millions  of  cycles,  the  same  value  Xo 
as  calculated  by  the  low  frequency  formula,  that  is,  by  neglecting 
the  finite  velocity  of  the  field,  hence  is  proportional  to  the  fre- 
quency. The  internal  reactance  Xi  is  =  Xo',  and  proportional 
to  the  frequency  at  low  frequencies,  but  drops  behind  Xo'  due  to 
unequal  current  distribution  in  the  conductor,  and  approaches 
proportionality  with  the  square  root  of  the  frequency.  As,  how- 
ever, the  internal  reactance  is  a  small  part  of  the  total  reactance, 
it  follows,  that  the  total  reactance  of  the  conductor  and  thus  also 
the  absolute  value  of  the  impedance  (for  all  higher  frequencies, 
where  the  reactance  preponderates)  can  be  calculated  by  the 
usual  low  frequency  reactance  formula,  which  neglects  the  finite 
velocity  of  the  field.  Hence,  the  inductance  L  of  the  conductor 
can  be  assumed  as  constant  for  all  frequencies  up  to  millions  of 
cycles;  it  decreases  only  very  slowly  by  the  decreasing  internal 
reactance  of  unequal  current  distribution.  Only  at  the  very 
highest  frequencies,  where  the  wave  length  is  comparable  with 
the  distance  of  the  return  conductor,  the  inductance  L  decreases, 
and  the  reactance  xi  +  Xs  increases  less  then  proportional  to  the 
frequency. 

In  a  conductor  without  return  conductor,  the  reactance  at  the 
very  highest  frequencies  is  approximately  the  same  as  in  a  con- 
ductor with  return  conductor.  With  decreasing  frequency,  how- 
ever, xi  -h  X2  decreases  less  than  proportional  to  the  frequency, 
that  is,  the  inductance  L  increases — and  becomes  infinity  for 
zero  frequency,  if  such  were  possible. 

Without  considering  unequal  current  distribution  in  the  con- 
ductor and  the  finite  velocity  of  electric  field,  the  power  factor 
cos  0)  would  steadily  decrease,  from  unity  at  very  low  frequencies, 
to  zero  at  infinite  frequency.  Due  to  the  increase  of  the  effective 
resistance,  the  power  factor  cos  w  first  decreases,  from  unity  at 
low  frequency,  down  to  a  minimum  at  some  high  frequency,  and 
then  increases  again  to  high  values  at  very  high  frequencies. 
The  minimum  value  of  the  power  factor  is  the  lower  and  occurs 
at  the  higher  frequencies,  the  shorter  the  distance  of  the  return 
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conductor  is.  Thus  with  the  return  conductor  at  6  ft.  distance, 
the  power  factor  is  0.43  per  cent  at  100,000  cycles;  with  the  re- 
turn conductor  at  60  ft.  distance,  it  is  0.72  per  cent;  in  the  con- 
ductor without  return  conductor  the  power  factor  is  11.2  per 
cent  at  1000  cycles. 

92.  It  is  of  interest  to  determine  the  effect  of  size,  shape  and 
material  on  the  high-frequency  constants  of  a  conductor. 

These  high-frequency  constants  are,  per  unit  length  of  con- 
ductor: 

Internal  constants:  Thermal  resistance  and  internal  reactance: 


=  x^^l  yj^-j^  10-*  ohms  per  cm. 


(8)  (9) 


External  constants:  Radiation  resistance: 

ra  =  — ;^ — 10"'  ohms  per  cm.  (16) 

External  reactance: 

2jrZ' 
Xs  =  4  x/  log  -J—  10~'  ohms  per  cm.  (19) 

These  approximations  hold  for  all  but  the  very  highest,  and 
very  low  frequencies,  that  is,  are  correct  within  the  frequency 
range  with  lower  limit  of  about  1000  to  10,000  cycles,  and  upper 
limit  of  about  10  million  cycles.  Thus  they  apply  for  all  those 
high  frequencies  which  are  of  importance  in  the  disturbances  oc- 
curring in  industrial  circuits,  with  the  exception  of  the  lowest 
harmonics  of  low-frequency  surges. 

The  constants  of  the  conductor  material  enter  the  equations 

only  as  the  ratio  (  ^  j»  permeability  to  conductivity,  in  the  in- 
ternal constants  ri  and  xi.  Thus  higher  permeability  has  the 
same  effect  in  increasing  the  thermal  resistance  as  lower  conduc- 
tivity, and  for  instance,  a  cast  silicon  rod  of  permeability  /*  =  1, 
and  conductivity  X  =  55,  has  the  same  high-frequency  resistance 
and  reactance,  as  a  rod  of  the  same  size,  of  wrought  iron,  of  per- 
meability M  =  2000  and  conductivity  X  =  1.1  X  10*,  that  is,  of 

the  same  ~  =  0.0182,  though  the  latter  has  2000  times  the  con- 

A 

ductivity  of  the  former. 
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Provided,  however,  that  size  of  conductor  and  frequency  are 
such  as  to  fulfill  the  conditions  under  which  equations  (8)  and 
(9)  are  applicable,  which  is,  that  the  conductor  is  large  compared 
with  the  depth  of  penetration  of  the  current  into  the  conductor: 

I  =    ^^* 


Thus  an  iron  rod  of  2  inches  (5  cm.)  diameter  has  at  one  million 
cycles  the  same  thermal  resistance  as  a  silicon  rod  of  the  same 
size:  0.17  ohms  per  meter,  since  the  depth  of  penetration  is  Zp  = 
0.00034  cm.  for  iron,  0.68  cm.  for  silicon,  thus  in  either  case  small 
compared  with  the  radius  of  the  conductor  Ir  =  2.5  cm. 

At  10,000  cycles,  however,  the  iron  rod  has  the  thermal  resist- 
ance and  internal  reactance  ri  =  a?i  =  0.017  ohms  per  meter,  the 
penetration  being  Ip  =  0.0034  cm.,  thus  small.  For  the  silicon 
rod,  however,  at  10,000  cycles  the  penetration  is  Zp  =  6.8  cm., 
thus  at  the  radius  U  =  2.5  cm.  formulas  (8)  and  (9)  do  not  apply 
any  more,  but  it  is  approximately  (that  is  neglecting  unequal 
current  distribution) :  ri  =  0.093  ohms  per  meter,  or  5.5  times  the 
resistance  of  the  iron  rod,  while  the  internal  reactance  is  xi  = 
0.031  ohms  per  meter,  hence  80  per  cent,  higher  than  that  of  the 
iron  rod  of  the  same  size. 

93.  In  the  equations  of  the  external  constants,  the  radiation 
resistance  and  reactance,  the  material  constants  of  the  conductor 
do  not  enter,  and  the  radiation  resistance  and  the  external  react- 
ance thus  are  independent  of  the  conductor  material. 

The  dimensional  constants  of  the  conductor,  size  and  shape, 
enter  the  equation  only  as  the  circumference  of  the  conductor 
Ii,  Zi,  that  is,  only  the  circumference  of  the  conductor  counts  in 
high-frequency  conduction,  and  all  conductors  of  the  same  mate- 
rial, regardless  of  size  and  shape,  have  the  same  high-frequency 
resistances  and  reactances  as  long  as  they  have  the  same  con- 
ductor circumference.  Thus  a  solid  copper  rod  or  a  thin  copper 
cylinder  of  the  same  outer  diameter  as  the  rod,  or  a  flat  copper 
ribbon  of  a  circumference  equal  to  that  of  the  rod,  are  equally 
good  high-frequency  conductors,  though  the  hollow  cylinder  or 
the  ribbon  may  contain  only  a  small  part  of  the  material  con- 
tained in  the  solid  copper  rod.  Provided,  however,  that  the 
thickness  or  depth  of  the  conductor  (the  thickness  of  wall  of  the 
hollow  cylinder,  half  the  thickness  of  the  copper  ribbon)  is  larger 
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than  the  depth  of  penetration  of  current  into  the  conductor,  which 
is 

In  the  expression  of  the  radiation  resistance,  rs,  neither  the 
material  nor  the  dimensions  of  the  conductor  enter,  that  is,  the 
radiation  resistance  of  a  conductor  is  independent  of  size,  shape 
or  material  of  the  conductor  and  depends  only  on  frequency  and 
distance  of  the  retiun  conductor. 

Thus  a  thin  steel  wire  or  a  wet  string  have  the  same  radiation 
resistance  as  a  large  copper  bar.  Obviously,  the  thermal  resist- 
ance of  the  former  is  much  larger  and  the  total  effective  resist- 
ance thus  would  be  larger  except  at  those  very  high  frequencies, 
at  which  the  radiation  resistance  dominates. 

94,  As  illustration  may  be  calculated,  for  frequencies  from 
10  thousand  to  10  million  cycles  and  for  60  cycles,  the  resistance 
and  reactances  and  thus  the  total  impedance,  the  power  factor, 
the  voltage  drop  per  meter  at  100  amperes,  of  various  conductors, 
for  the  three  conditions: 

(a)  High  frequency  between  conductors  6  ft.  apart: 

r  =  182  cm. 

(fe)  High  frequency  between  conductor  and  ground  30  ft.  be- 
low conductor: 

r  =  1820  cm. 

(c)  High-frequency  discharge  through  vertical  conductor  with- 
out return  conductor: 

r    =     CO 

For  the  conductors: 

(1)  Copper  wire  No.  00  B.  &  S.  G. 

Ir  =  0.463  cm.     X  =  6.2  X  10* 

(2)  Iron  wire  of  the  same  size  as  (1):  a*  =  2000 

X  =  1.1  X  10^ 

(3)  Copper  ribbon  of  thickness  equal  to  twice  the  depth 
of  penetration  at  10,000  cycles,  and  the  same  amount 
of  material  as  (1) 
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(4)  Iron  ribbon  of  the  same  size  as  (3). 

(5)  Two  inch  iron  pipe,  J^  inch  thick. 

This  gives  the  depth  of  penetration  at  /  =  10*  cycles: 

64 
for  copper,  lp=  — -r-  =  0.064  cm. 

V/ 

034 
for  iron,  Zp=  —j^  =  0.0034  cm. 

vi 

It  thus  is: 

(1)  and  (2)  copper  wire:  Zi  =  Z2  =  27rt  =  2.91  cm. 

(3)  The  area  of  the  copper  wire  is  A  =  irlr^  =  0.672  cm.* 
Twice  the  depth  of  penetration  is:  2lp  =  0.128  cm.,  hence 
the  thickness  of  the  copper  ribbon  of  equal  weight  with 
the  wire  is  0.128  cm.  =  0.05  inches,  the  width  is  Is  =  5.25 
cm.  or  about  two  inches.     The  circumference  then  is: 

li  =  h  =  10.75  cm.  or  3.7  times  that  of  the  wire. 

(4)  The  same  dimensions  as  (3). 

(5)  Zr  =  1  inch  =  2.54  cm. 
Zi  =  I2  =  16  cm. 

A  =  4.6  cm.2  =  6.85  that  of  (1)  to  (4). 

Table  II  gives  the  values  of  r©,  ri,  rs,  rj,  Xo,  Xi,  Xj,  Xj,  n  +  u, 
Ti  +  rj,  Xi  +  xi,  xi  +  X2,  2,  cos  o),  e  and  Zp,  for/  =  10*  cycles. 

Table  III  gives  the  values  of  ri  +  rz  or  ri  +  r2,  z,  cos  w  and 
6,  for/  =  60,  10*,  10*,  10*,  10^  cycles  for  the  five  kinds  of  conduc- 
tors. 

96.  It  is  interesting  to  compare  in  Table  III,  the  constants 
of  the  first  four  conductors,  as  they  have  the  same  section,  repre- 
senting about  average  section  of  transmission  conductors,  but 
represent  two  shapes,  round  wire  and  thin  flat  ribbon,  and  two 
kinds  of  material,  copper — high  conductivity  and  non-magnetic 
— ^and  iron — magnetic  niaterial  of  medium  conductivity. 

As  seen,  the  effect  of  conductor  shape  and  conductor  material 
is  very  great  at  machine  frequencies,  60  cycles,  but  becomes 
small  and  almost  negligible  at  extremely  high  frequejicies.  This 
is  rather  against  the  usual  assumption. 
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The  reason  is,  at  machine  frequencies,  the  unequal  current 
distribution,  or  the  screening  effect  of  the  internal  magnetic  field, 
is  still  practically  absent  in  copper  conductors,  even  in  round 
wires  of  medium  size,  and  it  is  practically  complete  in  iron  con- 
ductors, even  in  ribbon  of  3^o  inch  thickness,  while  at  very  high 
frequencies  the  effect  of  radiation  preponderates,  which  is  inde- 
pendent of  the  material,  and  the  radiation  resistance  even  inde- 
pendent of  the  shape  of  the  conductor. 

Thus  under  transmission  line  conditions,  first  and  second  of 
Table  III,  at  60  cycles  the  impedance,  and  hence  the  voltage 
drop  in  the  iron  conductor  is  from  7  to  20  times  that  of  the  copper 
conductor;  at  10,000  cycles  the  voltage  drop  in  the  iron  conductor 
is  only  from  1.5  to  2.5  times  that  in  the  copper  conductor;  the 
difference  has  decreased  to  from  14  per  cent,  to  44  per  cent,  at 
100,000  cycles,  5  per  cent,  to  12.5  per  cent,  at  one  million  cycles, 
while  at  10  million  cycles  the  voltage  drop  in  the  iron  conductor 
is  only  3  to  5  per  cent,  higher,  thus  practically  the  same  and  the 
only  difference  is  that  due  to  the  conductor  shape. 

The  effective  resistance,  and  thus  the  power  consumption  in 
the  iron  conductor  at  60  cycles  is  from  8  to  30  times  that  of  the 
copper  conductor,  but  with  increasing  frequency  the  difference 
in  the  effective  resistance  increases  to  from  88  to  106  times  at 
10,000  cycles,  reaches  a  maximum  and  then  decreases  again,  and 
is  from  15  to  65  times  that  of  the  copper  conductor  at  100,000 
cycles,  only  1}^  to  17  times  at  a  million  cycles,  while  at  10  million 
cycles  and  above  all  the  differences  in  the  effective  resistance 
practically  disappear. 

As  the  result,  the  power  factor  of  the  conductor — being  the 
same,  100  per  cent.,  at  extremely  low  frequency  and  not  much 
different,  and  fairly  high  at  machine  frequency — decreases  with 
increasing  frequency,  reaches  a  minimum  and  then  increases 
again  to  considerable  values  at  extremely  high  frequency — where 
the  high  radiation  resistance  comes  into  play.  The  difference 
between  iron  and  copper,  however,  is  that  the  minimum  value 
of  the  power  factor,  at  medium  high  frequencies,  is  very  low  in 
copper,  a  fraction  of  1  per  cent.,  while  in  the  iron  conductor  the 
power  factor  always  retains  considerable  values,  the  minimum 
being  10  or  more  times  that  of  the  copper  conductor.  Thus  an 
oscillation  in  an  iron  conductor  must  die  out  at  a  much  faster 
rate  than  in  a  copper  conductor  and  the  liability  of  the  formation 
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of  a  continual  or  cumulative  oscillation  may  exist  in  copper 
conductors  but  hardly  in  iron  conductors. 

The  effect  of  the  shape  of  the  conductor  on  the  impedance  or 
voltage  drop  is  fairly  uniform  throughout  the  entire  frequency 
range,  the  voltage  drop  being  the  smaller,  the  larger  the  circum- 
ference. 

With  regard  to  the  effective  resistance,  however,  the  effect 
of  the  conductor  shape  is  considerable  already  at  very  low  fre- 
quencies in  iron  conductors,  but  still  absent  with  copper  con- 
ductors, due  to  the  absence  of  the  screening  effect  in  copper  at 
low  frequency.  With  increasing  frequency,  the  difference  afipears 
in  the  effective  resistance  of  the  copper  conductor  also,  with 
the  appearance  of  unequal  current  distribution,  and  the  ratio  of 
the  resistance  of  the  round  conductor  to  that  of  the  flat  con- 
ductor approaches  the  same  value  in  copper  as  in  iron.  With 
the  approach  of  very  high  frequency,  however,  the  difference 
decreases  again,  with  the  appearance  of  radiation  effect,  and 
finally  vanishes. 

96.  Thus  to  convey  currents  of  extremely  high  frequency,  an 
iron  conductor  is  almost  as  good  as  a  copper  conductor  of  the 
same  shape  and  cross  section.  As  iron  is  very  much  cheaper 
than  copper,  it  follows  that  in  high-frequency  conduction  an 
iron  conductor  under  the  conditions  of  Table  III,  should  be  better 
than  a  copper  conductor  of  the  same  cost  and  the  same  general 
shape,  due  to  the  larger  size  or  rather  circumference  of  the  iron 
conductor. 

There  is,  however,  a  material  advantage  at  extremely  high 
frequencies  as  well  as  at  moderately  high  frequencies,  in  lower 
voltage  drop  at  the  same  ciurent  resulting  from  such  a  shape 
conductor  as  gives  maximum  circiunference,  such  as  ribbon  or 
hollow  conductor.  This  advantage  of  ribbon  or  hollow  tube, 
over  the  solid  round  conductor,  exists  also  in  the  resistance  and 
thus  power  consumption  at  medium  high  frequencies,  but  not  at 
extremely  high  frequencies,  but  at  the  latter,  in  power  consump- 
tion all  conductors,  regardless  of  size,  shape  or  material,  are  prac- 
tically equal. 

With  the  thickness  of  ribbon  conductor  considered  in  Table 
III,  of  about  }io  inch,  which  is  about  the  smallest  mechanically 
permissible  under  usual  conditions,  the  screening  effect  even  in 
copper  conductors  is  practically  complete  already  at  10,000  cycles, 
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that  is,  the  depth  of  penetration  less  than  one-half  the  thickness 
of  the  conductor.  Herefrom  follows,  that  in  the  design  of  a  high 
frequency  conductor,  the  thickness  of  the  ribbon  or  hollow  cylin- 
der is  essentially  determined  by  mechanical  and  not  by  electrical 
considerations;  in  other  words,  the  thinnest  mechanically  per- 
missible conductor  usually  is  thicker  than  necessary  for  carrying 
the  current.  As  iron  usually  cannot  be  employed  in  as  thin  rib- 
bon as  copper,  due  to  its  rusting,  an  iron  conductor  would  have  a 
larger  section  than  a  copper  conductor  of  the  same  voltage  drop 
and  power  consumption.  Thereby  a  part  of  the  advantage 
gained  by  the  employment  of  the  cheaper  material  would  be  lost. 

97.  The  last  section  of  Table  III  gives  the  constants  of  the 
conductor  without  return  conductor,  such  as  would  be  repre- 
sented by  the  discharge  circuit  of  a  lightning  arrester,  by  a  wire- 
less telegraph  antenna,  etc.;  while  the  first  two  sections  corre- 
spond to  transmission  line  conditions,  high-frequency  currents 
between  line  conductors  and  between  line  and  groimd. 

In  the  third  section  of  Table  III,  the  60-cycle  values  are  not 
given,  and  the  values  given  for  the  lower  high  frequencies,  10^ 
and  even  10*  cycles,  usually  have  little  meaning,  are  rarely 
realizable;  they  would  correspond  to  a  vertical  conductor,  as 
lightning  arrester  ground  circuit,  under  conditions  where  no 
other  conductor  is  within  quarter-wave  distance.  Even  at  10* 
cycles,  however,  the  quarter-wave  length  is  still  750  m.  Thus 
there  will  practically  always  be  other  conductors  within  the  field 
of  the  discharge  conductor,  acting  as  partial  return  conductor, 
and  the  actual  values  of  impedance  and  resistance,  that  is,  of 
voltage  drop  and  power  consumption  in  the  conductor,  thus  will 
be  intermediate  between  those  given  in  the  third  section,  for  a 
conductor  without  return  conductor,  and  those  given  in  the  first 
sections,  for  conductors  with  return  conductors.  Except  at  ex- 
tremely high  frequencies,  at  which  the  wave  length  gets  so  short 
that  the  condition  of  a  conductor  without  return  conductor  be- 
comes realizable.  It  is  interesting  to  note,  therefore,  that  at 
extremely  high  frequencies,  the  constants  of  the  conductor  with- 
out return  conductor  approach  those  of  the  conductor  with  return 
conductor.  At  lower  high  frequencies,  impedance  and  resist- 
ance, and  thus  voltage  drop  and  power  consumption,  of  the  return 
less  conductor  are  much  higher  than  those  of  the  conductor  with 
return,  the  more  so,  the  lower  the  frequency.     This  is  due  to 
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the  considerable  effect  exerted  already  at  low  frequencies  by 
electrical  radiation. 

However,  while  the  case  of  the  conductor  without  return  con- 
ductor is  not  realizable  at  low  and  medium  high  frequencies  in 
industrial  circuits,  it  probably  is  more  or  less  realized  by  the 
lightning  discharge  between  ground  and  cloud,  and  the  constants 
given  in  the  third  section  of  Table  III  would  probably  approxi- 
mately represent  the  conditions  met  in  the  conductors  of  light- 
ning rods  such  as  used  for  the  protection  of  buildings  against 
lightning. 

It  is  interesting  to  note  that  with  such  a  conductor  without 
return  conductor,  the  power  factor  is  always  fairly  high,  even 
with  copper  as  conductor  material.  The  impedance  and  thus 
the  voltage  drop  does  not  diflfer  much  from  those  of  the  conductor 
with  return  conductor.  The  resistance,  however,  and  thus  the 
power  consumption  are  much  higher,  sometimes,  in  copper  con- 
ductors, more  than  a  hundred  times  as  large,  showing  the  large 
amount  of  energy  radiated  by  the  conductoi^-^which  reappears 
more  or  less  destructively  as  "induced  lightning  stroke"  in  ob- 
jects in  the  neighborhood  of  the  lightning  stroke. 


.  SECTION  IV 
TRANSIENTS  IN  TIME  AND   SPACE 
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CHAPTER  I. 

GENERAL  EQUATIONS. 

1.  Considering  the  flow  of  electric  power  in  a  circuit.  Elec- 
tric power  7>  can  be  resolved  in  two  components,  one  component, 
proportional  to  the  magnetic  effects,  called  the  current  t,  and 
one  component,  proportional  to  the  dielectric  effects,  called  the 
voltage  e: 

p  ==  ei 

There  may  be  energy  dissipation,  and  energy  storage  in  the 
electric  circuit,  and  either  may  depend  on  the  voltage,  or  on  the 
current,  giving  four  constants  r,  g,  L  and  C,  representing  respec- 
tively the  energy  dissipation  and  the  energy  storage  depending 
on  current  and  on  voltage  respectively. 

The  rate  of  energy  storage  can  not  be  proportional  to  the 

di 
current  i  or  voltage  c,  but  only  to  their  rate  of  change,  -j.  and 

-it:  if  the  rate  of  energy  storage  depended  on  the  current  i  itself, 

then  at  constant  current  t,  energy  storage  would  constantly  take 
place,  and  the  amount  of  stored  energy  continuously  increase, 
at  constant  condition  of  the  circuit,  which  obviously  is 
impossible. 

Energy  dissipation  however,  in  its  simplest  form,  would  be 
proportional  to  the  current  itself,  respectively  the  voltage. 
Thus  we  have: 

Energy  dissipation:        ri 

ge 

Energy  storage:  L  ^ 

de 

The  energy  relation  of  an  electric  circuit  thus  can  be  charac* 
terized  by  four  constants,  namely: 

449 
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r  =  effective  resistance,  representing  the  power  or  rate  of 
energy  consumption  depending  upon  the  current,  tV;  or  the 
power  component  of  the  e.m.f.  consumed  in  the  circuit,  that  is, 
with  an  alternating  ciuxent,  the  voltage,  ir,  in  phase  with  the 
current. 

L  =  effective  inductance,    representing  the   energy  storagp 

depending  upon  the  current,  — ,  as  electromagnetic  component 

of  the  electric  field;  or  the  voltage  generated  due  to  the  change 

di 
of  the  current,  L  -j ,  that  is,  with  an  alternating  current,  the 

reactive  voltage  consumed  in  the  circuit  jxt,  where  x  =  2  t/L 
and  /  =  frequency. 

g  =  effective  (shunted)  conductance,  representing  the  power 
or  rate  of  energy  consumption  depending  upon  the  voltage,  ^q\ 
or  the  power  component  of  the  current  consumed  in  the  circuit, 
that  is,  with  an  alternating  voltage,  the  current,  e^,  in  phase  with 
the  voltage. 

C  =  effective    capacity,    representing    the    energy    storage 

&C 
depending  upon  the  voltage,  — ,  as  electrostatic  component  of 

the  electric  field;  or  the  current  consumed  by  a  change  of  the 

de 
voltage,  C  — ,  that  is,  with  an  alternating  voltage,  the  (leading) 
at 

reactive  current  consumed  in  the  circuit,  j'fec,  where  ft  =  2t/C 
and/  =  frequency. 

In  the  investigation  of  electric  circuits,  these  four  constants, 
T^  Lj  g,  C,  usually  are  assumed  as  located  separately  from  each 
other,  or  localized.  Although  this  assumption  can  never  be  per- 
fectly correct,  —  for  instance,  every  resistor  has  some  inductance 
and  every  reactor  has  some  resistance,  —  nevertheless  in  naost 
cases  it  is  permissible  and  necessary,  and  only  in  some  classes  of 
phenomena,  and  in  some  kinds  of  circuits,  such  as  high-frequency 
phenomena,  voltage  and  current  distribution  in  long-<listanoe, 
high-potential  circuits,  cables,  telephone  circuits,  etc.,  this 
assumption  is  not  permissible,  but  r,  L,  gf,  C  must  be  treated  as 
distributed  throughout  the  circuit. 

In  the  case  of  a  circuit  with  distributed  resistance,  inductance, 
conductance,  and  capacity,  as  r,  L,  3,  C,  are  denoted  the  effec- 
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tive  resistance,  inductance,  conductance,  and  capacity,  respec- 
tively, per  unit  length  of  circuit.  The  unit  of  length  of  the  circuit 
may  be  chosen  as  is  convenient,  thus:  the  centimeter  in  the  high- 
frequency  oscillation  over  the  multigap  Ughtning  arrester  circuit, 
or  a  mile  or  kilometer  in  a  long-distance  transmission  circuit  or 
high-potential  cable,  or  the  distance  of  the  velocity  of  light, 
300,000  km.,  as  most  convenient  in  stud3ring  the  laws  of  electric 
waves,  etc. 

The  permanent  values  of  current  and  e.m.f.  in  such  circuits 
of  distributed  constants  have,  for  alternating-current  circuits, 
been  investigated  in  Section  III,  where  it  was  shown  that  they 
can  be  treated  as  transieht  phenomena  in  space,  of  the  complex 
variables,  current  /  and  e.m.f.  E. 

Transient  phenomena  in  circuits  with  distributed  constants, 
and,  therefore,  the  general  investigation  of  such  circuits,  leads  to 
transient  phenomena  of  two  independent  variables,  time  t  and 
space  or  distance  Z;  that  is,  these  phenomena  are  transient  in 
time  and  in  space. 

The  difficulty  met  in  studying  such  phenomena  is  that  they 
are  not  alternating  functions  of  time,  and  therefore  can  no  longer 
be  represented  by  the  complex  quantity. 

It  is  possible,  however,  to  derive  from  the  constants  of  the 
circuit,  r,  L,  g,  C,  and  without  any  assumption  whatever  regard- 
ing current,  voltage,  etc.,  general  equations  of  the  electric  cir- 
cuits, and  to  derive  some  results  and  conclusions  from  such 
equations. 

These  general  equations  of  the  electric  circuit  are  based  on  the 
single  assumption  that  the  constants  r,  L,  3,  C  remain  constant 
with  the  time  t  and  distance  Z,  that  is,  are  the  same  for  every  unit 
length  of  the  circuit  or  of  the  section  of  the  circuit  to  which  the 
equations  apply;  Where  the  circuit  constants  change,  as  where 
another  circuit  joins  the  circuit  in  question,  the  integration  con- 
stants in  the  equations  also  change  correspondingly. 

Special  cases  of  these  general  equations  then  are  all  the  phe- 
nomena of  direct  currents,  alternating  currents,  discharges  of 
reactive  coils,  high-frequency  oscillations,  etc.,  and  the  difference 
between  these  different  circuits  is  due  merely  to  different  values 
of  the  integration  constants. 

2.  In  a  circuit  or  a  section  of  a  circuit  containing  distributed 
resistance,  inductance,  conductance,  and  capacity,  as  a  trans- 
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mission  line, cable,  high-potential  coil  of  a  transformer,  telephone 
or  telegraph  circuit,  etc.,  let  r  =  the  effective  resistance  per  unit 
length  of  circuit;  L  =  the  effective  inductance  per  unit  length 
of  circuit;  g  =  the  effective  shunted  conductance  per  unit 
length  of  circuit;  C  =  the  effective  capacity  per  imit  length  of 
circuit;  t  =  the  time,  /  =  the  distance,  from  some  starting 
point;  e  =  the  voltage,  and  i  =  the  current  at  any  point  /  and 
at  any  time  t]  then  e  and  i  are  functions  of  the  time  t  and  the  dis- 
tance Z. 

In  an  element  dl  of  the  circuit,  the  voltage  e  changes,  by  de, 
by  the  voltage  consumed  by  the  resistance  of  the  circuit  element, 
ri  dl,  and  by  the  voltage  consumed  by  the  inductance  of  the  dr- 

di 
cuit  element,  L  -j-dl.    Hence, 

at 

de  ^  di  .,. 

^  =  "  +  ^^-  ^« 

In  this  circuit  element  dl  the  current  i  changes,  by  di,  by  the 

current  consumed  by  the  conductance  of  the  circuit  element, 

gedl,  and  by  the  current  consumed  by  the  capacity  of  the  circuit 

de 

element,  C  T.dl.    Hence, 

dt 

di  ^  de  ,rt. 

Differentiating  (1)  with  respect  to  t  and  (2)  with  respect  to  /, 
and  substituting  then  (1)  into  (2),  gives 

and  in  the  same  manner, 

g  =  -Ve+(rC  +  i,L)§  +  Lcg.  (4) 

These  differential  equations,  of  the  second  order,  of  cuirmt  i 
and  voltage  e  are  identical;  that  is,  in  an  electric  circuit  current 
and  e.m.f.  are  represented  by  the  same  equations,  which  differ 
by  the  integration  constants  only,  which  are  derived  from  the 
terminal  conditions  of  the  problem. 

These  differential  equations  are  linear  functions  in  the  depend- 
ent variable  and  its  derivates,  and  as  the  general  exponential 
function  is  the  only  integral  of  such  a  differential  equation,  that 
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is,  is  the  only  function  linearly  related  to  its  derivates,  these 
equations  are  integrated  by  the  exponential  function.     That  is: 
Equation  (3)  is  integrated  by  terms  of  the  form 

i  =  Ae-^-^.  (5) 

Substituting  (5)  in  (3)  gives  the  identity 

a'  =  rgf  -  (rC  +  gL)  b  +  LCV 

=  {bL  -  r)  (6C  -  g).  (6) 

In  the  terms  of  the  form  (5)  the  relation  (6)  thus  must  exist 
between  che  coeflBicients  of  I  and  t. 
Substituting  (5)  into  (1)  gives 

I  =  (r  -  bL)  Ac-"-'*,  (7) 


and,  integrated, 


^^  "  ^A.--'-".  (8) 


a 
Or,  substituting  (5)  in  (8),  and  then  substituting: 

a  =  V{bL  -  r){bC  -  g) 


(9) 


gives:  _  bL  —  r  _     IbL  -  r 

^  "  ~i  \bC~^ 

as  what  may  be  called  the  "surge  impedance,"  or  "natural  im- 
pedance" of  the  circuit,  and 


IbL- 


-  Ae'^-^'  (10) 

9 

or:  e  =  zi  (11) 

The  integration  constant  of  (8)  would  be  a  function  of  t,  and 

since  it  must  fulfill  equation  (4),  must  also  have  the  form  (5) 

r  0 

for  the  special  value  a  =  0,  hence,  by  (6),  b  =  -  or  b  =  ^and 

L  C 

therefore  can  be  dropped. 
In  their  most  general  form  the  equations  of  the  electric  circuit  are 

e  =  2;-j52^1^A,*-'-'-^!.  (13) 

On*  -  (bnL  -  r)  {bnC  "  ff)  -  0,  (14) 
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where  An  and  On  and  &n  are  integration  constants,  the  last  two 
being  related  to  each  other  by  the  equation  (14). 

3.  These  pairs  of  integration  constants,  An  and  (a,»,  b«),  are 
determinated  by  the  terminal  conditions  of  the  problem. 

Some  such  terminal  conditions,  for  instance,  are : 

Current  i  and  voltage  e  given  as  a  fimction  of  time  at  one 
point  Zo  of  th^  circuit  —  at  the  generating  station  feeding  into 
the  circuit  or  at  the  receiving  end  of  the  transmission  line. 

Current  i  given  at  one  point,  voltage  e  at  another  point— 
as  voltage  at  the  generator  end,  current  at  the  receiving  end  of 
the  line. 

Voltage  given  at  one  point  and  the  impedance,  that  is,  the 

,         ^.      volts       ,         ,  . 

complex  ratio  >  at  another  pomt,  as  voltage  at  the  gen- 

erator end,  load  at  the  receiving  end  of  the  circuit. 

Current  and  voltage  given  at  one  time  U  as  function  of  the 
distance  !,  as  distribution  of  voltage  and  current  in  the  circuit 
at  the  starting  moment  of  an  oscillation,  etc. 

Other  frequent  terminal  conditions  are: 

Current  zero  at  all  times  at  one  point  Uy  as  the  open  end  of  the 
circuit. 

Voltage  zero  at  all  times  at  one  point  U,  as  the  grounded  or 
the  short-circuited  end  of  the  circuit. 

Current  and  voltage  at  all  times  at  one  point  2o  of  the  circuiti 
equal  to  current  and  voltage  at  one  point  of  another  circuit,  as 
the  connecting  point  of  one  circuit  with  another  one. 

As  illustration,  some  of  these  cases  will  be  discussed  below. 

The  quantities  i  and  e  must  alwajrs  be  real ;  but  since  o^  and 
&n  appear  in  the  exponent  of  the  exponential  function,  o^  and 
&n  niay  be  complex  quantities,  in  which  case  the  integration 
constants  An  must  be  such  complex  quantities  that  by  com- 
bining the  different  exponential  terms  of  the  same  index  n,  that 
is,  corresponding  to  the  different  pairs  of  a  and  6  derived  from 
the   same   equation    (13),   the   imaginary  terms   in  il»  and 

bnL  -  r  .  , 

An  cancel. 

a„ 

In  the  exponential  function 

*  » 


smting 


jve  have 
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a^h  +  jk    and    6  =  p  +  jq,  (15) 


ind  the  latter  term  resolves  into  trigonometric  fimctions  of  the 
ingle 

Id  +  qt. 

kl  +  qt  ==  constant  (16) 

therefore  gives  the  relation  between  I  and  t  for  constant  phase 
jf  the  oscillation  or  alternation  of  the  current  or  voltage. 

h  and  p  thus  are  the  coefficients  of  the  transient,  k  and  q  the 
coefficients  of  the  periodic  term. 

With  change  of  time  t  the  phase  thus  changes  in  position  I 
in  the  circuit,  that  is,  moves  along  the  circuit. 

Differentiating  (16)  with  respect  to  t  gives 

or 

dl         q 

that  is,  the  phase  of  the  oscillation  or  alternation  moves  along 

the  circuit  with  the  speed  -  f ,  or,  in  other  words, 

k 

S  =  -|  (18) 

is  the  speed  of  propagation  of  the  electric  phenomenon  in  the  cir- 
cuit, and  the  phenomenon  may  be  considered  a  wave  motion. 

(If  no  energy  losses  occur,  r  =  0,  gr  =  0,  in  a  straight  con- 
ductor in  a  medium  of  unit  magnetic  and  dielectric  constant, 
that  is,  unit  permeability  and  unit  inductive  capacity,  S  is  the 
velocity  of  light.) 

4.  Since  (14)  is  a  quadratic  equation,  several  pairs  or  corre- 
sponding values  of  a  and  b  exist,  which,  in  the  most  general  case, 
are  complex  imaginary.  The  terms  with  conjugate  complex 
imaginary  values  of  a  and  b  then  have  to  be  combined  for  the 
elimination  of  their  imaginary  form,  and  thereby  trigonometric 
functions  appear;  that  is,  several  terms  in  the  equations  (12)  and 
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(13),  which  correspond  to  the  same  equation  (14),  and  thus  can 
be  said  to  form  a  group,  can  be  combined  with  each  other. 

Such  a  group  of  terms,  of  the  same  index  n,  is  defined  by  the 
equation  (14), 

On'  =  (6nL  -  r)  (6«C  -  g). 

For  convenience  the  index  n  may  be  dropped  in  the  investiga- 
tion of  a  group  of  terms  of  cmxent  and  voltage,  thus : 


a'  =  (6L  -  r)  (6C  -  g), 
and  the  following  substitutions  may  be  made : 


(19) 


(20) 


a  = 


a.  = 


'1 
h 


h  +  jk, 


(21) 


from  which 


h  =  h,  y/W  and 
jfc  =  A;,  VW. 


(22) 


Substituting  (18)  in  (19), 


(K  +  AY  =  [(p  +  jq)  -  ^  [(p  +  jq)  -  §]. 


(23) 


Carrying  out  and  separating  the  real  and  the  imaginary  tenns, 
equation  (23)  resolves  into  the  two  equations  thus : 


and 


Substituting 


/.A=3(2P-^-^). 


(24) 


(25) 


(26) 
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i 

0  (24)  ^ves 


1 


p  =  «  +  « 

A,*  —  A,'  =  s"  —  g*  —  ni 
A,A,  =  sq, 

«»  -  g*  =  A,'  -  A,'  +  m', 
sq  =  h^k^. 


(27) 


(28) 


(29) 


ding  four  times  the  square  of  the  second  equation  to  the  square 
the  first  equation  of  (28)  and  (29)  respectively,  gives 


i 


A,»  +  k*  =  V(s'  -^  -m^y  +  is'^ 
=  V(s'  +q'  -m*y  +  i  (fm^ 
=  «»' 

s"  +  g'   =  V(A,'  -  A,'  +  m^y  +  4  A,'A,' 
=  V(;ij'  +  Jfc,'  f  m')'  -  4  Jfc.'m' 

i  substituting  (22),  gives,  by  (28),  (29)  and  (30),  (31) 

k  =  \/W\/l{R>-s>  +  ^  +  m'l 
R*  =  \/(s»  +  q'  -m^y  +  4:  <fm\ 


(30) 


(31) 


(32) 


B,*  =  V(/i'  +  jfc»  +  LCm')'  -  4  LCft»m». 


(33) 
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If,  however  (+  A  +  jk)  and  (u  +  8  +  jq)  satisfy  equation  (19), 
then  any  other  one  of  the  expressions 

(±  A  ±  jk)  and  {u  ±  s  ±  jq) 

also  satisfies  equation  (19),  providing  also  the  second  equation 
of  (28)  or  (29)  is  satisfied, 

hk  =  LC  sq;  (34) 

that  is,  if  8  and  q  have  the  same  sign,  h  and  k  must  have  the  same 
sign,  and  inversely,  if  s  and  q  have  opposite  signs,  h  and  k  must 
have  opposite  signs. 
This  then  ^ves  the  corresponding  values  of  a  and  b : 


(1)  a  =  +  A  +  jk 

+  h-]k 

(2)  a  =  -  A  -  jk 

-  h  +  jk 

(3)  a  =  -  A  +  jk 

—  h  —  jk 

(4)  a  =  +  A  -  jk 

+  h  +  jk 


b  ^  u  —  s  —  jq 

u  —  8  +  jq 
b  =^  u  —  8  —  jq 

u  -  8  +.jq 
b  ^  u  +  8  —  jq 

u  -\-  8  +  jq 
b  ^  u  +  s  —  jq 

u  +  8  +  jq 


(35) 


or  eight  pairs  of  corresponding  values  of  a  and  b. 

p  is  called  the  aUeniuitian  constant,  since  it  represents  the  de- 
crease of  the  electrical  effect  with  the  time. 

u  is  called  the  dissipation  constant,  since  it  represents  the  dissi- 
pation of  electrical  energy  in  resistance  and  conductance. 

m  is  called  the  distortion  constant,  since  on  it  depends  the  dis- 
tortion of  the  electric  circuit,  that  is,  the  displacement  between 
current  and  voltage,  as  will  be  seen  hereafter. 

8  is  called  the  energy  transfer  constant,  since  it  represents  the 
energy  transfer,  as  will  be  seen  hereafter. 

6.  Substituting  the  values  (1)  of  (35)  into  one  group  of  terms 
of  equations  (12)  and  (13), 

i  =  Ae'^'"^ 
and 

bL  -r 


e  = 


Ae"^'-^. 


a 


(36) 
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(res 


id  substituting  for  the  exponential  functions  with  ima^nary 
:ponents  their  trigonometric  expressions  by  the  equation 


g±iz  «  cos  X  ±  J  sin  X 


ves 


=  e-*'-<«*-'>*{AJcos  {qt-k[)+  jsin  (qt  -  Id)] 
+  A/  [cos  {qt  —  kl)  —  ]  sin  (qt  —  Id)]] 


-«-(u-«)r 


{(Aj+A/)  cos  (g^-AO+j  (A, -A/) sin  (qt-kl)]; 


{37) 


jnce,  A  J  and  A/  must  be  conjugate  complex  imaginary  quan- 
bies,  and  writing 

C,^A,  +  A/ 
id 

C/  =  J  (A,  -  A/) 

ves 

1,  =  e-«-(»-)'{C,  COS  (qt-Jd)  +  C,'  sin  (g<  -  AO }.     (38) 

Substituting  in  the  same  manner  in  the  equation  of  e,  in  (36), 
ves 

(u  —  s  —  jq)  L  —  r 


«i  = 


h  +  jk 


Jl  g-(*+>t)J-(«-»-M)< 


(U-S  +  jq)  L  -  r     ,     (^ _,•«,_ („..+^), 
^  h-jk  ' 

^  ,-M-(u-.),  ([(«  -s-jq)L-  r]  (A  -  jfe)       +,.(^_«j 

(  A'  +  *»  • 

[(«-«  +  jq)  L-r](h  +  jk)      ,  _,(^_«,). 
^  h^  +  lc'  ^''  1' 

nee  expanding,  and  substituting  the  trigonometric  expressions 
_«_(»_,)<  U[(m-8)  L-r]h-qkL     .[(u-s)  L-r]k+qhL\ 

.[cos(g<-Ao+ysin(gt-ifcO]+(^("-^)^,;'^J,^-g^^ 

■  ^    ~Y+i ^—]A,'[cos  {qt-kl)-J8in  (ql-kl)i,    (39) 


460  TRANSIENT  PHENOMENA 

and  introducing  the  denotations 

_  qkL  +  A  [r  -  (u  -  s)  L]  _  gft  +  A  (m  +  «)  , 

^     k[r  —  {u  —  s)  L]  —  qhL  _k  {m  +  s)  —  qh  j. 


(40) 


and  substituting  (40)  in  (39),  gives 
ej=«-«-(»-)«{(-c,  +  jc/)  AJcos  (qt  -iW)+  jsin  (qt  -  M)] 
+  (-  Ci  -  jV)  ^/[cos  (5«  -  AO  -  j  sin  (g<  -  A^]} 
=«-«-(»->'{[-  c,  (Aj+  4,0+  jV(4,  -  A/)]co8  (9t  - iU) 
+[-  jc,(A,  -  A/)-  c/(A,+  A/)]sin(g<  -  *0}-  (41) 

Substituting  the  denotations  (37)  into  (41)  gives 
g^  =  «-«-(»-)«{ (c/C/  -  cfi,)  cos  (g<-  iU) 

-  {cfi/  +  c,'C,)  sin  (g<  -  A:0 } .  (42) 

The  second  group  of  values  of  a  and  h  in  equation  (35)  diSets 
from  the  first  one  merely  by  the  reversal  of  the  signs  of  h  and  i, 
and  the  values  t,  and  e,  thus  are  derived  from  those  of  t,  and  t^ 
by  reversing  the  signs  of  h  and  k. 

Leaving  then  the  same  denotations  c,  and  c^  would  revene 
the  sign  of  e„  or,  by  reversing  the  sign  of  the  integration  con- 
stants C,  that  is,  substituting 

C,  =-(A,  +  A/)     ^ 
and  \  (43) 

C,'  =  -  j  (A,  -  A/),  J 

the  sign  of  i^  reverses;  that  is, 

1,  =  -  €+«-(^-'^'{C,cos  {qt  +  kl)  +C,'sin  {gt  +kl)]      (44) 

and 

e^  =  £+«-(— )'{(c/C,'  -  c,C,)  cos  (ge  +  JW) 

-  {cfi^  -^  c/C;)  sin  (qt  +  Id)}.  (45) 

The  third  group  in  equation  (35)  dififere  from  the  first  one  by 
the  reversal  of  the  signs  of  h  and  8,  and  its  values  t,  and  e^  there- 
fore are  derived  from  t\  and  e^  by  reversing  the  signs  of  h  and  $• 
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Introducing  the  denotations 


and 


k{m  -  s)  +  qh 
'^ A'  +  Jfc'        ^ 


(?.  =  A.  +  A/,      1 
C.'=j(A.-A/)J 


(46) 


(47) 


gives 


t;  =  e+«-(u+.)«  {C,  COS  (9«  -  AO  +  C/  sin  (g<  -  W) }     (48) 


and 


^^  =  J +«-(«+.)«  {(c^/c^/  _  c^(7^)  cos  (5<  -  «) 

-  (c,C7.'  +  c/C^  sin  (gt  -  U)\.  (49) 

The  fourth  group  in  (35)  follows  from  the  third  group  by  the 
reversal  of  the  signs  h  and  k,  and  retaining  the  denotations  c, 
and  c/,  but  introducing  the  integration  constants, 

C. {A,  +  A/)    1 

and  \  (50) 

C:  =  -  i  (A,  -  A/),J 
gives 

1,  =  -  «-«-(»+•>'  {C«  cos  (g<  +  JW)  +  C/  sin  (5<  +  iW)}   (51) 

and 

e^  =  £-«-(»+.)<  {(c/c/  -  c,C«)  cos  (g<  +  iW) 

-  {cf^  +  c/C«)  sin  (3<  +  iW)  I .  (52) 

6.  This  then  gives  as  the  general  expression  of  the  equations  of 
the  electric  circuit: 


i  = 


2[«-«-<»-'>«{C,  COS  (qt  -  kl)  +  C/  sin  {qt  -  M)]  (i,) 

-  e+*'-(»-*>'{C,cos  (qt  +  M)  +  C/sin  {ql  +  M)}  (g 
+  e+«-(»+»)'{C, cos  (g<  -  ;kQ  +  C/  sin  {qt  -  M)]  (i.) 

-  e-«-(«+»)«|C,  C03  (qt  +  M)  +  C/  sin  (ji  +  M) }]  (ij 


(53) 
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(54) 


and 

-  {c/C,  +  CjCjO  an(qt-kl)]  («,) 

^  c+*'-("-^'{(c/C/  -  c,C,)  cos  (g<  +  iW) 

-  (c/C,  +  cfi/)  emiqt  +  kC)]  (e,) 

^.  j+W-(«+.)«|  (g^/c^/  _  cj^^  cog  (^  _  ;t7) 

-  (c,'C,  +  c,C/)  an(qt-m]  (e.) 

+  «-«-<"+•>«{  (c/C/  -  c,C«)  cce  (5<  +  AO 

-  (c/C«  +  cfi/)  einiqt  +  kl)]]  (O, 

where  Cy  C/,  C„  C,',  C„  C/,  C^,  C/  and  two  of  the  four  values 
8,  q,  h,  k  are  integration  constants,  depending  on  the  terminal 
conditions,  and 

qk  +  h(m  +  s) 


h'  +  k' 


L, 


and 


,      k(m  +  s)  -  qh  j^ 
■'   '        V  +  h'  ' 


qk  —  h{m  —  s) 
"' A'  +  Jf       ^' 

A;  (to  -  a)  +  gfe  , 
*» A»  +  A»        ^' 


"  =  ^(z;+c)' 


(55) 


m 


2U    C/' 


(56) 


and  h,  k  and  s,  q  are  related  by  the  equations 

h  =  Vie  Vj    {«,'  +  s"  -  g»  _  TO*},    ' 

A  =  Vie  Vi{iej»  -s»  +  g»  +  m»},     t 


and 


hence. 


A'  +  A»  =  LCfl,», 


(57) 


(58) 
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ice, 


8 


:^  vi  {/e,»  +  /i*  _  p  +  icm^i 


1 


5  =  V^^i  {«.'  -  A'  +  A"  -  LCm»}, 


i?,'  =  V  (A'  +  A*  +  LC'm')*  -  4  LCk^; 


«»  +  S»  = 


iting 


D(^±kl)  =■  Ccos  (g«  ±  AO  +  C"  sin  (g«  ±  ftQ 


(59) 


(60) 


(61) 


ff  (5<  ±  AO  =  (c'C  -  cO  cos  (9<  ±  AO 

-  (cfC  +  dC')  sin  (5<  ±  AO, 

lations  (50)  and  (51)  can  be  written  thus: 

=  2)[e-"-<»->'D,  (g<-AO -«+«-<•->' D,(9<+A0     (t') 


(62) 


(63) 


2[e-«-(— )'tfi  («<-AZ)+«''*'"^""'''^2(9<+A0     («*) 
+  «+«-(«+•)« H,  (g<-AZ) +«-«-<•+•>' /f«(5«+Ai)]  (e") 


(64) 


CHAPTER  II 

DISCUSSION  OF  SPECIAL  CASES 

7.  The  general  equations  of  the  electric  circuit,  (12)  and  (13) 
of  Chapter  I,  consist  of  groups  of  terms  of  the  form: 

i  =  Ac--'  -*'  (1) 


hL  —  r  ,      ,  . , 
a 


bL  -r.     ^,_,, 


where 


_ 

ybC  -  g 


At- 


(2) 


"  '9  ^'^ 

is  the  "surge  impedance,"  or  "natural  impedance"  of  the  circuit 
and  a  and  b  are  related  by  the  equation  (14)  of  Chapter  I: 

o«  =  b*LC  -b(jgL  +  rC)  +  rg   ] 
=  {bL  -  r)(bC  -  g) 


(4) 


These  equations  must  represent  every  existing  electric  circuit 
and  every  circuit  which  can  be  imagined,  from  the  HghtTimg 
stroke  to  the  house  bell  and  from  the  imderground  cable  or 
transmission  line  to  the  incandescent  lamp,  imder  the  only  con- 
dition, that  r,  L,  g  and  C  are  constant,  or  can  be  assumed  as 
such  with  sufficient  approximation. 

The  difference  between  all  existing  circuits  thus  consists 
merely  in  the  difference  in  value  of  the  constants  A,  and  the  con- 
stants a  and  b,  the  latter  being  related  to  each  other  by  the  equa- 
tion (4). 

To  illustrate  this,  some  special  cases  may  be  considered. 

In  general.  A,  a  and  b  are  general  numbers,  that  is,  complex 
imaginary  quantities,  but  as  such  must  be  of  such  form  that  in 
the  final  form  of  i  and  e  the  imaginary  terms  eliminate.  Thus, 
whenever  a  term  of  the  form  X  +  jY  exists,  another  term  must 
exist  of  the  form  X  —  jY. 
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I.  Special  Case  6  =  0:  Permanents 

8.  6  =  0  means,  that  the  electrical  phenomenon  is  not  a  func- 
tion of  time,  that  is,  is  not  transient,  periodic  or  varying,  but  is 
constant  or  permanent. 

By  (4)  it  is: 

a  =  ±  \/rg  (5) 

That  is,  two  values  of  a  exist,  either  of  which  gives  a  term 
equation  (1),  (2),  and  any  combination  of  these  terms  thus  also 
satisfies  the  differential  equations. 

In  this  case,  by  (3) : 


-^4 


TO 


hence,  the  general  equation  of  a  permanent  is: 


=  ^  U« -'^  -  A^ +'■ 


(7) 


These  equations  do  not  contain  L  and  C,  that  is,  inductance 
and  capacity  have  no  eflfect  in  a  permanent,  that  is,  on  an  elec- 
trical phenomenon,  which  does  not  vary  in  time. 

Equations  (7)  are  the  equations  of  a  direct  current  circuit 
having  distributed  leakage,  such  as  a  metallic  conductor  sub- 
merged in  water,  or  the  current  flow  in  the  armor  of  a  cable  laid 
in  the  ground,  or  the  current  flow  in  the  rail  return  of  a  direct 
current  railway,  etc. 

r  is  the  series  resistance  per  imit  length,  g  the  shunted  or  leak- 
age conductance  per  unit  length  of  circuit. 

Where  the  leakage  conductance  is  not  uniformly  distributed, 
but  varies,  the  numerical  values  in  (7)  change  wherever  the  cir- 
cuit constants  change,  just  as  would  be  the  case  if  the  resistance 
r  of  the  conductor  changed.  If  the  leakage  conductance  g  is  not 
uniformly  distributed,  but  localized  periodically  in  space — as  at 
the  ties  of  the  railroad  track — when  dealing  with  a  sufficient  cir- 
cuit length,  the  assumption  of  uniformity  would  be  justified  as 
approximation. 

9.  (a)  If  the  conductor  is  of  infinite  length — that  is,  of  such 
great  length,  that  the  current  which  reaches  the  end  of  the  con- 
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ductor,  is  negligible  compared  with  the  current  entering  the  con- 
ductor— it  is: 

.1,  =  0 

since  otherwise  the  second  term  of  equation  (18)  would  become 
infinite  f  or  i  =  <» . 


This  gives: 


i  =  At  -'v^^ 


or, 


-4^ 


-ly/Vg 


(8) 


(9) 


that  is,  a  conductor  of  infinite  length  (or  very  great  length)  of 
series  resistance  r  and  shunted  conductance  g,  has  the  effective 


resistance 


^«    =    4g 


It  is  interesting  to  note,  that  at  a  change  of  r  or  of  ^  the  effec- 
tive resistance  ro,  and  thus  the  current  flowing  into  the  conductor 
at  constant  impressed  voltage,  or  the  voltage  consumed  at  con- 
stant current,  changes  much  less  than  r  or  g. 

(6)  If  the  circuit  is  open  dXl  =  U,  it  is: 

t  =  ill 6  -'•v^  +  Att  +'*v^  =  0 
hence,  if 

A  =  Alt  -^•v^  =  - Aj 6  +'»V;v 
it  is 


(c)  If  the  circuit  is  closed  upon  itself  at  Z  =  Zo,  it  is, 
hence,  if 


(10) 


it  is 


t  =  il{c+  ('•-OV^  ^  g-  («.-0V^| 


(11) 
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If,  in  (11),  Zo  =  Oy  that  is,  the  circuit  is  closed  at  the  starting 
point,  it  is 

or,  counting  the  distance  in  opposite  direction,  that  is,  changing 
the  sign  of  I: 


Assuming  now  { to  be  infinitely  small, 

l^  0 
we  get,  by 


(12) 


±  • 


=  1  ±«+  ± 


i  =  2  A 
e 


=  2A  J^  iVrg  =  2Arl  =  rli 


g 

rl  =  ro  is,  however,  the  total  resistance  of  the  circuit,  and  the 
equations  (23),  for  infinitely  small  I,  thus  assume  the  form: 


e  =  rot 


(13) 


that  is,  the  equation  of  the  direct  current  circuit  with  massed 
constants,  which  so  appears  as  special  case  of  the  general  direct 
current  circuit. 

10.  (d)  If  the  circuit,  at  Z  =  Zo,  is  closed  by  a  resistance  ro,  it 
is: 

e 

=  ro 


hence. 


ro 


4 
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or. 


i  =  A 


-iV^  _ 


£g-  (2io  -OVJv 


-^>^ 


r.  +  J 


r 


(14) 


These  equations  (12)  and  (14)  can  be  written  in  various  differ- 
ent forms.  They  are  interesting  in  showing  in  a  direct  current 
circuit  features  which  usually  are  considered  as  characteristic  of 
alternating  currents,  that  is,  of  wave  motion. 

The  first  term  of  (12)  or  (14)  is  the  outflowing  or  main  current 
respectively  voltage,  the  second  term  is  the  reflected  one. 

At  the  end  of  the  circuit  with  <listributed  constants,  reflection 
occurs  at  the  resistance  ro. 

If  ro  >  -v/-,  the  coefficient  of  the  second  term  is  positive,  and 
'  «f 

partial  reflection  of  current  occurs,  while  the  return  voltages  add 

itself  to  the  incoming  voltage. 

If  r©  <  \j-f  reflection  of  voltage  occurs,  while  the  return  cur- 
rent adds  itself  to  the  incoming  current. 

If  ro  =  -v/-,  the  second  term  vanishes,  and  the  equations  (14) 
'  If 

become  those  of  (8),  of  an  infinitely  long  conductor.     That  is: 
A  resistance  ro,  equal  to  the  effective  resistance  (surge  imped- 
ance) '^-  of  a  direct  current  circuit  of  distributed  constants, 

passes  current  and  voltage  without  reflection.    A  higher  resisi- 
ance  ro  partially  reflects  the  voltage — completely  so  for  ro  =  «>, 
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or  open  circuit.    A  lower  resistance  ro  partially  reflects  the  cur- 
rent— completely  so  for  ro  =  0,  or  short  circuit. 

-W-  thus  takes  in  direct  current  circuits  the  same  position  as 
the  surge  impedance  in  alternating  current  or  transient  circuits. 


II.  Special  Case:  a  =  0 
11.  By  equation  (4),  this  gives  two  solutions: 


(a) 


r  (7 

b  =  J  and  &  =  ^ 


substituted  in  (1)  and  (2)  gives: 

i  =  Ae  ^ 
e  =  0 


(15) 


that  is,  the  inductive  discharge  of  a  circuit  closed  upon  itself. 
(&)  Substituting  in  equations  (1)  and  (2) : 


hence. 


and  then  substituting, 


gives 


B 

bL 

—  T 

a 

1 

• 

I 

=  B 

a 
bL- 

-  r 

e 

=  Bt 

-at-il 

a 

=  0; 

b  = 

0      \ 
C 

m 

t 

=  0 

e  ■■ 

=  B€~ 

■i' 

-al-bt 


(16) 


that  is,  if  the  condenser  C  is  shunted  by  the  conductance  ^,  at 
voltage  e  on  the  condenser  and  thus  also  on  the  conductance  g, 
the  current  in  the  external  or  supply  circuit  is  zero,  that  is, 
the  current  in  the  conductance  g  is  equal  and  opposite  to  that  in 
the  condenser: 


it  -  ge  =  gBt 


(17) 
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(16)  and  (17)  thus  are  the  equations  of  the  condenser  discharge 
through  the  conductance  g. 

III.  Special  Case:  Z  ^  0:  Massed  Constants 

12.  In  most  electrical  circuits,  the  length  of  the  circuit  is  so 
shorty  that  at  the  rate  of  change  of  the  electrical  phenomena, 
no  appreciable  difference  exists  between  the  different  parts  of 
the  circuit  as  the  result  of  the  finite  velocity  of  propagation.  Or 
in  other  words,  the  current  is  the  same  throughout  the  entire 
circuit  or  circuit  section. 

In  general,  therefore,  the  electrical  constants,  resistance,  in- 
ductance, capacity,  conductance,  can  be  assiuned  as  massed 
together  locally,  and  not  as  distributed  along  the  circuit. 

The  case  of  distributed  constants  mainly  requires  consideration 
only  in  case  of  circuits  of  such  length,  that  the  length  of  the  cir- 
cuit is  an  appreciable  part  of  the  wave  length  of  the  current,  or 
the  length  of  the  impulse,  etc.     This  is  the  case: 

1.  In  circuits  of  great  length,  such  as  transmission  lines. 

2.  When  dealing  with  transients  of  very  short  duration,  or 
very  high  frequency,  such  as  high  frequency  oscillations,  switch- 
ing impulses,  etc. 

The  equations  of  the  circuit  of  massed  constants — the  usual 
alternating  or  direct  current  circuit — should  thus  be  derived 
from  the  equations  (1)  and  (2)  by  the  condition. 

I  =  0 

In  any  electric  circuit,  there  must  be  a  point  of  zero  potential 
difference.  Before  substituting  I  =  0,  into  equations  (12)  and 
(13),  that  is,  considering  only  an  infinitely  short  i>art  of  the  cir- 
cuit at  J  =  0,  these  equations  must  be  so  modified  as  to  bring 
the  zero  point  of  potential  difference  within  this  part  of  the  circuit. 

Thus,  we  first  have  to  substitute  in  (1)  and  (2): 

e  =  0  at  i  =  0 
by  equations  (4)  it  is: 

a  =  ±  VibL  -  r)  (bC  -  g)  (18) 

that  is,  to  every  value  of  b  correspond  two  values  of  a,  equal 
numerically,  but  of  opposite  signs. 
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Substituting  these  in  equations  (1)  and  (2),  gives 

6L  —  r 


s  = 


{Ai6— '-*'  -  A  ,€+•'-*'} 


(19) 


and  for  e  =  0  at  Z  =  0: 


A,  =  Ai  =  A 


thus, 


6L  -  r 


«  = 


a 


A6-*'(e— '  -  €+•') 


(20) 


(21) 


substituting  now,  for  infinitely  small  {, 

€^^  =  1  ±al 
gives,  as  the  general  equcUion  of  the  circuit  with  massed  constants: 

e  =  (ro  -  feLo)5€-"/ 
where 

J?  =  2A 

To  =  Ir  =  total  resistance  of  circuit 
Lo  =  6L  =  total  inductance  of  circuit. 
The  equations  of  voltage,  in  (21),  may  also  be  written: 


J  di 


(22) 


which  is  the  equation  of  the  inductive  circuit  with  massed  con- 
stants. 
Or 

e  =  (ro  -  hU)i  (23) 

(a)  D.  C. :  Direct  Currents. 

13.  6  =  0,  that  is,  the  electric  effect  is  a  permanent,  does  not 
vary  with  the  time.    Substituted  in  equations  (21)  gives: 


i  =  B 
e  =  roB 

the  equations  of  the  direct  current  circuit. 


(24) 
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(6)  /.  C. :  Impuhe  Currents. 

b  =  real 

that  is,  as  function  of  time,  the  electrical  efiPect  is  not  periodic, 
but  is  transient,  or  is  an  impulse. 
Solving  equation  (4)  for  6,  gives: 

6  =  w  T  «  (25)   • 

where 


s 
and 


-  -^+  -■         <»i 


) 


(27) 


Substituting  these  values  into  the  general  equation  of  massed 
constants,  (21),  gives: 

or: 

i  =  e-"MJ?i6+*'  +  52€-'}  (28) 

e  =  Bi[r  -  (ti  -  5)  L]6-(-->'  +  J?j[r  -  (w  +  a)  L]e-(»+*>' 
or: 
e  =  e-'{(r  -  uL)(5ic+"  +  5,€-0  +  «L  (Bic+*'  -  Btc-')}  (29) 

Assuming  t  =  0  f or  <  =  0,  that  is,  counting  the  time  from  the 
zero  value  of  current,  gives: 

hence, 

i  =  Bc-««(c+*'  -  €-') 

6   =   56-"' I  (r  -  UL){€^**  -  €-0   +  5L(6+"  +  6-*0} 

In  this  case,  by  (25)  and  (26),  it  must  be: 

u«  ^  ««  ^  m«  (31) 

14.  (ba)  In  the  Special  Case,  that 

a  =  w 
it  is,  by  (28)  and  (29), 

6  =  rfii  +  Bj  (r  -  2  iiL)e-*-' 


(30) 


}  (32) 
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or,  substituting  for  u,  gives: 


gL 


-4t 


e  =  rBi  +  ^Bif   ^« 


(33) 


This  is  the  general  equation  of  a  direct  current  circuit  having 
inductance,  resistance,  capacity  and  conductance,  including  per- 
manent as  well  as  transient  term. 

If  z  =  0  at  <  =  0,  it  is 


hence, 


Bi=  -  Bt  =  B 

t  =  BJ  1  -«-£'* -c' 


(34) 


These  are  the  general  equations  of  a  direct  current  with  starting 
transient. 


For 


ff  =  0 


that  is,  no  losses  in  the  condenser  circuit,  equations  (34)  assume 
the  usual  form  of  the  direct  current  starting  transient: 


i  =  5(1  -  e"I') 
e  =  rB 


(35) 


(c)  A.  C:  AUemcUing  Currents. 

b  =  ±jq 

16.  That  is,  as  function  of  time,  the  electrical  effect  is  periodic 
(since  the  exponential  function  with  imaginary  exponent  is  the 
trigonometric  function),  or  alternating. 

Substituted  in  equations  (21),  this  gives: 

e  =  (r  +  jqL)  5ie+>«'  +  (r  -  jqL)  B^-^^' 

and,  substituting, 

€*^«'  =  cos  qt  ±  j  sin  qt 


(36) 
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(37) 


(38) 


(39) 


(40) 


into  (36),  gives 

i  =  Ai  cos qt  +  Atmnqt 

e  =  (rAi  +  qLAt)  coBqt  +  {rAt  —  qLAi)  sin  qt 
where 

Ai  =  Bi  +  Bt 

At  =  i  (J?i  -  BO 
substituting, 

2t/L  =  X 
gives 

i  =  Ai  cos  0  +  Ai  sin  0 
e  =  (rAi  +  xAi)  cos  0  +  (rAj  —  xAi)  sin  0 
=  r  (Ai  cos  0  +  Aj  sin  4)  +  x  (Aj  cos  0  —  Ai  sin  0) 

(d)  0.  C:  Oscillating  Currents. 
16.  6  =  p  ±  ig 

In  the  general  case  of  the  circuit  of  massed  constants,  where  6 
is  a  general  number  or  complex  quantity,  it  is,  substituting  in  (21) 

e  =  6-p'{r  -  pL  +jqL)Bi€-^^'  +  (r  -  pL  ^  jqL)B^-i^'\ 

and,  substituting  again  the  trigonometric  function  for  the  imag- 
inary exponential  function  in  (41),  gives,  in  the  same  manner  as 

in  (c) 

i  =  c'^^lAi  cos  qi  +  At  sin  qt\ 

e  =  €-^'{[{r  -  pL)Ai  +  gLAj]  cos  ^  +  [(r  -  pL)At 

—  qLAi]  sin  qt] 

=  €"*"{  (^  —  pL)(Ai  COS  qt  +  AiAnqt)  + 

qL  (Aj  cos  qt  —  Ai  sin  g^) } 

These  are  the  equations  of  the  oscillating  currents  and  voltageS) 
in  a  circuit  of  massed  constants,  consisting  of  the  transient  term 
€""',  and  the  alternating  or  periodic  term.  The  latter  is  the  same 
as  with  the  alternating  currents,  equations  (37)  or  (40),  except 
that  in  (42),  in  the  equations  of  voltage  (r  —  pL)  takes  the  place 


(41) 


(42) 
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of  the  resistance  r  in  (37).  That  is,  the  effective  resistance,  with 
oscillating  currents,  is  lowered  by  the  negative  resistance  of 
energy  return,  pL, 

Substituting  p  =  0  in  (42)  gives  (37). 

IV.  Special  Case:  Impulse  Cxtbrektb. 

6  =  real. 
17.  By  the  equation  (4) 

a«  =  b^LC  -  6  (rC  +  fifL)  +  rg, 

to  every  value  of  b,  correspond  two  values  of  a,  equal  numerically 
but  opposite  in  sign: 

±  a 

To  every  value  of  a  correspond  two  values  of  b: 

b^u±s  (43) 

where 


»-|(l+-S) 

^  =  2(1  "  c) 


(44) 


As  b  is  assumed  to  be  real,  it  must  be  positive,  as  otherwise  the 
time  exponential  ^  would  be  increasing  indefinitely.  Thus  it  is, 
from  (43) : 

Since  u  and  b  are  real,  8  must  be  real.     That  is,  by  (44) 


m«  + 


a« 


LC 
must  be  real  and  positive. 

As  m^  is  real,  a^  must  be  real,  and  must  either  be  positive,  or. 


a« 


if  negative,  —  yc  °^^^  ^  ^^^  iiiBH  m*. 

However,  a  can  never  be  complex  imaginary,  without  also 
making  b  complex  imaginary,  and  impulse  currents  thus  are 
characterized  by  the  condition,  that  a  is  either  real,  or  purely 
imaginary. 


476 


TRANSIENT  PHENOMENA 


We  thus  get  two  cases  of  impulse  currents: 


(1)  a*  positive 
a  =  ±  /i 


8 


'4 


W«  + 


A« 


LC 

h  =  VLC{8^  -  m«) 
ti*  ^  «*  ^  m* 

non-periodic  in  space. 

a.  b: 

+  h  u  —  8 

—  h  u  —  8 

—  h  u  +  8 
+  h  u  +  8 


6  =  ti  T  « 

(2)  a*  negative 


(45) 


8 


=  V^'  -  li 


(47) 


Aj  =  \/LC(m«  -  ««) 

fc«  <  m^LC 

periodic  in  space. 

a:  b: 

+  jk  M  —  « 

—  jk  M  —  « 

+  jk  u  +  8 

—  jk  u  +  8 


(46) 


(48) 


(1)  Non-periodic  Impulse  Currents, 
18.  Substituting  (47)  into  (1)  and  (2)  gives 


e  =  c-"' 


i., 


(t4  —  «)  L  —  r  _ 


^-«+*i  -.  4, 


(ti  —  »)  L  —  r 


+«+•«  — 


A,  i^+JlL-  VM-..+  ^/«  +  «)  ^  -  %-*.^[     (50) 

/I  /I  J 


It  is,  however, 


(ii  +  8)L  —  r      tiL  —  rTsi/ 


and,  substituting  for  h  from  (45),  and  substituting  for  u 


{u  -^  s)  L  —  r      2 


\/r(r(««  -'^«)     "  VLc  (»« -  m«)' 


-N/i>/rf 
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or,  substituting, 


i 


it  is 


8  —  m 

{u  —  a)  L  —  r 
h 

{u  +  s)  L  —  r 


*  +  "»  =  c  (51) 


--14 


h 
and,  substituting  these  values  into  (50),  gives 


-  -  J'-i 


f  1 

c  A r €-«+•'  -cAt €+*'+•'  +  -Az €+*'-' 


1  1 


(52) 


The  equations  (49)  and  (52),  of  current  and  voltage  respec- 
tively, of  the  non-periodic  impulse,  are  the  same  as  derived  as 
equation  (9)  in  Chapter  III,  as  special  case  of  the  general  circuit 
equation. 

The  constants  Ai,  A^,  A3,  Ai  of  (60)  are  denoted  by  Ci,  —  Ci, 
Ca,  —  C4  in  (9)  of  Chapter  III,  and  the  further  discussion  of  the 
equations  given  there. 

(2)  Periodic  Impulse  Currents. 
19.  Substituting  (48)  into  (1)  gives: 

and,  substituting  the  trigonometric  expressions,  this  gives 

t  =  6-«'{€'^"(^i  cos  kl  -  D2  sin  kl)  +  €-•'(/),  cos  kl  -  Disin  «)} 

(53) 

« 

where  Di  =  Ai  +  At 

Dt  =  j  {A,  -  At) 

D,  =  A,  +  A4 

Z)«  =  j  (4,  -  At) 

The  expression 

bL-r 

a 


(54) 
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in  equation  (2)  assumes  the  form,  by  substituting  (46)  and  (48): 

hL  —  r  _  (uT  9)L  —  r  _        —  {m  ±  8)L 
a       ~  ±jk         "  ±  jVLC  (m«  -  ««) 


=  ±^>l>f 


m  ±  8 


and,  substituting, 


s 
gives 

6L  -  r 


(55) 


-^  =  ±  jcyj-^  respectively  ±  lyj^ 


(56) 


Substituting  now  (48)  and  (56)  into  (2)  gives 

and,  substituting  the  trigonometric  expression: 
e  '^  Jr  «""'  C€+*'(D,  cos  W  +  Di  sin  Jbl)  + 

-  €-'  (Da  cos  «  +  Z>.  sin  W)  j     (57) 

The  equations  (53)  and  (57),  of  ciurent  and  voltage  repec- 
tively,  of  the  periodic  impulse,  are  the  equations  (24)  of  Chaptw 
III,  derived  by  specialization  from  the  general  circuit  equations, 
and  their  further  discussion  is  given  there. 

V.  Special  Case:  Alternating  Currents 

b=  imaginary. 
20.  If 

b  =  ±jq 
by  equation  (4),  it  is 

a  =  ±V(rTJqL)(gTJqC)  (58) 

=  ±  (A  ±  jk) 

That  is,  a,  as  square  root  of  a  complex  quantity,  also  becomes 
complex  imaginary. 

For  b-  +  jq 
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it  is 

at  ^  (r-  jqVjig  -  jqC) 

^{rg^q^D-'jqirC  +  gL) 

that  is,  the  sign  of  the  imaginary  term  of  a*  is  negative,  and  the 
sign  of  the  imaginary  term  of  a  must  be  negative,  that  is,  a  » 
±  (A—  jk),  and  inversely. 
The  corresponding  values  of  b  and  a  thus  are: 

b:  a: 

+  jq  +  h  -  jk 

-  jq  +  h+  jk 

—  jq  —A  —  jk 
+  jq  -  h+  jk 

Substituting  these  values  into  (1)  gives: 

Thus,  m  trigonometric  expression: 

i  =  e-«{ J8i  cos  {kl  -  qt)  +  Bt  sin  (kl  -  qt) \ 

+  6+«J8,  cos  {kl  +  qt)  +  Ba  sin  (kl  +  qt)  j     (59) 
where 

Bi  =  Ai  +  At  Bz  =  Az  +  Aa 

Bt  =  j{Ai  -  At)  B,  =  i(A,  -  AO 

Resolving  in  equation  (59)  the  trigonometric  function,  and 
re-arranging,  gives: 

i  =  e~*'{ (^1  cos  ^  —  Bi  sin  qt)  cos  kl  +  (Bt  cos  qt  + 

Bi  sin  qt)  sin  A;I) 

+  €+**{  (Bj  cos  qt  +  Bi  sin  ^0  cos  kl  +  (Ba  cos  qt  — 

Bssin^Osin't;}     (60) 

21.  The  equations  (60)  can  be  written  in  symbolic  expression, 
by  representing  the  terms  with  cos  qt  by  the  real,  the  terms  with 
sin  qt  by  the  imaginary  vector,  that  is,  substituting, 

Bi  cos  ^  —  Bt  sin  qt  =  Bi  +  jBt  =  4i 
hence 

Bt  coa  qt  +  B\  sin  qt  ^  Bt  —  jB\  =  —  j4i 
Bz  cos  qt'\-BA  sin  qt  =  Bi  —  jBa  =  —  42 
Ba  cos  5^  —  JSj  sin  ^i  =  JS4  +  ii5j  =  —  j4« 
hence 

/  =  4i€"*'  (cos  «  -  j  sin  W)  -  4i€-^*'  (cos  kl  +  j  sin  kl)     (61) 
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This  is  the  equation  (23)  on  page  295  in  Section  III,  derived 
there  as  the  current  in  a  general  alternating-current  circuit  of 
distributed  constants. 

Analogous,  by  substituting  into  equation  (2),  the  equation  of 
the  voltage  is  derived: 

^  =  Ypl4i€~''(cosfci  -  isin  W)  +  4,€+*'(cos  W  +  jsinK)}    (62) 

Where 

Z  =-r+  jqL 

Y  ^g  +  jqC 
and 

q  =  2Tf 

Alternating  currents,  representing  the  special  case,  where  ( is 
purely  imaginary,  and  impulse  currents,  representing  the  case, 
where  b  is  real,  thus  represent  two  analogous  special  cases  of  the 
general  circuit  equations. 

These  two  classes  are  industrially  the  most  important  types 
of  current,  though  their  relation  to  the  operation  of  electric  sys- 
tems is  materially  different: 

The  alternating  currents  are  the  useful  currents  in  our  Iai^ 
electric  power  systems. 

The  impulse  currents  are  the  harmful  currents  in  our  large 
electric  power  systems. 

The  alternating  currents  have  been  extensively  studied,  and 
the  most  of  the  preceding  Section  III  is  devoted  to  the  general 
alternating-current  circuit. 

Very  little  work  has  been  done  in  the  study  of  impulse  current, 
and  the  next  Chapter  thus  shall  be  devoted  to  an  outline  of  their 
theory. 


CHAPTER  III 

IMPTTLSB   CURRENTS 

22.  The  terms  of  the  general  equations  of  the  electric  circuit 
(53)  and  (54)  contain  the  constants : 

The  eight  values,  C  and  C\ 

The  four  values,  c  and  cf. 

And  the  exponential  constants  u,  m,  A,  i,  »,  q. 

Of  these,  the  values  c  and  (/  are  expressions  of  L  and  of  the 
exponential  constants,  by  equation  (55),  thus  are  not  independent 
constants. 

u  and  m  are  circuit  constants,  and  as  such  are  the  same  for  all 
terms  of  the  general  eqilation. 

Of  the  four  terms  A,  i,  «,  g,  two  are  dependent  upon  the  other 
two  by  the  equations  (57)  and  (59). 

Thus  there  remains  ten  independent  constants,  which  are  to 
be  determined  by  the  terminal  conditions: 

Two  of  the  four  exponential  terms  A,  A;,  s,  g,  and  the  eight 
coefficients  C  and  C. 

h  and  s  are  attenuation  constants,  in  length  or  space  and  in 
time  respectively,  and  k  and  q  are  wave  constants,  in  space  and 
in  time  respectively. 

In  a  non-periodic  electrical  efifect,  k  and  q  thus  would  be  zero, 
while  A;  =  0  but  q  ^  0  gives  a  phenomenon  periodic  in  time,  but 
non-periodic  in  space,  and  inversely,  g  =  0,  but  k  ^  0  give  a 
phenomenon,  periodic  in  space,  but  non-periodic  in  time. 

If  of  the  four  constants:  8^  q,  h,  k,  one  equals  zero,  another  one 
also  must  be  zero;  if 

8  =  0 

it  is,  by  equations  (58)  and  (57) : 

«i*  =  g»  +  m« 

A  =  0 

k  =  y/LC  {q^  +  m«) 
if 
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it  is,  either 

Ri*  =  «»-»»* 

A  =  VLC  («*  -  TO*) 
jfc=  0 


or. 


if, 

it  is,  either 


or 


if 


it  is 


R^t  =,  m*  -  8* 
A  =  0 
k  =  VLCjm*^^ 

A  =  0 
R,*  =  ifc»  -  LCm* 

8  =  0 


-     P^ 
-\LC 


•TO* 


Ri*  =  LCto*  -  Jfe* 


g  =  0 
A;  =  0 


i?,»  =  A*  +  LCm* 

-     F 


«  =  \li;-(j  +  m* 


and  this  gives  the  three  sets  of  values: 

s  q  h 

0 


yj^'^  -   TO*  0  \/LC7^'  + 


4 
4 


m"  -  ^^  0  0  y/LC  (TO*  - 

A* 


+  m*  0  V^C  (s»  -  TO*)  0 
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8  =  0  and  A  =  0  gives  an  electrical  effect  which  is  periodic  in 
time  and  in  space,  and  is  transient  in  time.  This  case  leads  to 
the  equation  of  the  stationary  oscillation  of  the  circuit  of  dis- 
tributed resistance,  inductance,  capacity  and  conductance,  such 
as  the  transmission  line,  more  fully  discussed  in  Section  III,  and 
in  Chapters  V  and  VII  of  Section  IV. 

q  =  0  gives  a  non-periodic  transient. 

Such  a  non-periodic  transient  is  called  an  impidsef  and  cur- 
rents, voltages  and  power  of  this  character  then  are  denoted  as 
imptdse  currents,  impulse  voltages,  and  impulse  power. 

Impulse  currents  thus  are  non-periodic  transients,  while  alter- 
nating currents  are  periodic  non-transients  or  permanents. 

23.  An  impulse  thus  is  characterized  by  the  condition: 

q  =  0. 
Substituting  this  in  equation  (57)  gives: 

Ri  =  s^  —  m*  or  Ri  =  m^  —  s^ 

h  =  y/LC  {s^  -  m«)    or       A  =  0  I        (2) 

A;  =  0  or      A;  =  \/LClm^^~8^) 

and  inversely,  by  equation  (59) : 


s  =  xlj-fi  +  ^i*  or       5  =  \/^^  "~ 

g  =  0  or      g  =  0 


LC 


(3) 


and 

m«  -  s*  +  ^  =  0  ^'  "  ^'  ~  LC  =  ^  (4) 

That  is,  either  A:  =  0,  that  is,  the  impulse  is  non-periodic  in 
space  also,  or  A  =  0,  that  is,  the  impulse  is  periodic  in  space,  has 
no  attenuation  with  the  distance. 

By  the  character  of  the  space  distribution,  we  thus  distinguish 
non-periodic  and  periodic  impulses.  One  of  the  two  constants, 
A  or  k,  must  always  be  zero,  if  g  =  0,  that  is,  the  space  distribu- 
tion of  an  impulse  can  not  be  oscillatory,  but  is  either  exponential 
or  trigonometric. 

If 

«*  >  w*,  the  impulse  is  non-periodic;  and  A'  >  LCs^ 
if 

«*  <  m',  the  impulse  is  periodic,  and  k^  <  LCm^ 
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We  thus  distinguish  two  classes  of  impulses: 

Non-periodic  impulses  and  periodic  impulses.  The  "periodic'' 
here  refers  to  the  distribution  in  space,  as  in  time  the  impulse 
always  must  be  exponential  or  transient. 

A.  Non-periodic  Impulses. 

24.  A  non-periodic  impulse  is  an  electrical  effect,  in  which  the 
electrical  distribution  is  non-periodic,  or  exponential,  in  time  as 
well  as  in  space.    Its  condition  is: 

s*  >  m« 
hence: 

*  =  «^ .  (5) 


or  «  =    y\j^^  +  TO* 

Substituting  these  values  in  equations  (55)  gives 

-  «  +  TO  \L      /«  +  TO  IL 


ct  =  L 

ci'  =  0 
cj'  =  0 


8  —  TO  JL       JS 


—  m 


+  fn 


"c-Sc 


(6) 


where 


=  ^l? 


m 
m 


(7) 


Substituting  (5),  (6)  and  (7)  into  equations  (53)  and  (54),  tiie 
sin  terms  vanish,  and  with  them  the  integration  constants  C, 
and  only  the  integration  constants  C  remain;  the  cos  terms  be- 
come unity,  and  these  equations  assume  the  form: 


c  J  J 


(8) 
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or,  considering  only  one  group  of  the  aeries,  and  separating  t 


—ut 


=  ->!*■" 


< 


c 


1 


C46-«- 


«l 


(9) 


26.  The  equations  (9)  can  be  simplified  by  shifting  the  zero 
points  of  time  and  distance,  by  the  substitution : 


hence, 


C4    =    ±   i)2€+*'»+"» 
Z>2   =    \/±C,C4 


€+4*£l    =     ± 


or 


where  the  ±  denotes  the  positive  value  of  the  C  product. 
Making  also  the  further  substitution : 

hence, 

logc        1  ,     «  + 


=   6-»'o 


8 


m 
8  —  m 


(10)  and  (14)  substituted  in  (9)  gives: 

±   ^-W'-.(l'-£o))  ) 

e  =  -  ^6-MDi(6-*"+*"±  €+*''-'0  +  ^2(6+*"+*''  ± 


i-M'-*t' 


)IJ 


(10) 


(11) 


(12) 


(13) 


(14) 


(15) 


(16) 
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wliere 

By  the  substitution: 

€+  '+  €"■'  =  2  cosh  X 
€+'  —  €"*  =  2  sinh  X 


Equations  (16)  can  be  written  in  hyperbolic  form  thus: 
t  =  €-*'{^/cosh[«'  -  8(i'-Ml-i>2'cosh  [U'+8{i'-U)\\ 
e=  -  J^  €-»*'{ D/  cosh  [hV  -  St']  +  Z)/  cosh  [hi'  +  s<']) 


(175) 


Or  the  corresponding  sinh  function,  in  case  of  the  minus  sign 
in  equations  (16). 

26.  The  impulse  thus  is  the  combination  of  two  single  impulses 
of  the  form 

which  move  in  opposite  direction,  the  Di  impulse  toward  rising  I: 
,-  >  0,  and  the  Z>2  impulse  toward  decreasing  I:  j"/<  0 

The  voltage  impulse  differs  from  the  current  impulse  by  the 
factor  ^     (the  "surge  impedance")?  and  by  a  time  displacement 

to.  That  is,  in  the  general  impulse,  voltage  e  and  current  t  are 
displaced  in  time. 

^0  thus  may  be  called  the  time  displacement,  or  time  lag  of 
the  current  impulse  behind  the  voltage  impulse. 

to  is  positive,  that  is,  the  current  lags  behind  the  voltage  im- 
pulse, if  in  equation  (15)  the  log  is  positive,  that  is,  m  is  positive, 

r        g 
or:  V-  >  Y^y  that  is,  the  resistance-inductance  term  preponderates. 

Inversely,  ^o  is  negative,  and  the  current  leads,  or  the  voltage 

impulse  lags  behind  the  current  impulse,  if  m  is  negative,  that  is, 

r  g 

J    <  ^'  or  the  capacity  term  preponderates. 

If  gf  =0,  that  is,  no  shunted  conductance,  the  current  impulse 
always  lags  behind  the  voltage  impulse. 
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K  m  =  0,  that  is,  ir  =  ^,  or  -  =  tv>  <o  =  0,  that  is,  the  voltage 

impulse  and  the  current  impulse  are  in  phase  with  each  other, 
that  is,  there  is  no  time  displacement,  and  current  and  voltage 
impulses  have  at  any  time  or  at  any  space  the  same  shape:  di«- 
tortianless  circuit,  m  therefore  is  called  the  distortion  constant 
of  the  circuit. 
27.  If 

8  =  m 
it  is 

A  =  0 


(18) 


(19) 


hence,  substituting  into  equations  (16) 


(20) 


where 


A  =  Di-  Di 

B  ==  Di  +  D2 

> 

at  is,  a  simple  impulse. 

Or,  substituting  for  u  and  m  their  values 

t  =  ill€    c*  ±  ^26    l' 

e  =    yj^     Bl€-^    ±B2€-l 

t 

r 

1 

1 

(21) 


Thus,  the  capacity  effect,  as  first  term,  and  the  inductance 
effect,  as  second  term,  appear  separate. 
28.  In  the  individual  impulse: 


^-UlU-M+Ml     ^     ^+hl-Mt\     --     ^-M^-{u-9)t     ^     ^+hl^-(^u+9)t 


(18) 


the  term  €~**'  is  the  attenuation  of  the  impulse  by  the  energy  dis- 
sipation in  the  circuit,  that  is,  represents  the  rate  at  which  the 
impulse  would  die  out  by  its  energy  dissipation. 

The  first  term,  e"^'*"*^',  dies  out  at  a  slower  rate  than  given  by 
the  energy  dissipation,  that  is,  in  this  term,  at  any  point  Z,  energy 
is  supplied,  is  left  behind  by  the  passing  impulse,  and  as  the  result, 
this  term  decreases  with  increasing  distance  Z,  by  the  factor  €~^; 
inversely,  the  second  term,  c-^^+'^'j  dies  out  more  rapidly  with  the 


M 
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time,  than  corresponds  to  the  energy  losses,  that  is,  at  any  point 
{,  this  term  abstracts  energy  and  shifts  it  along  the  circuit,  and 
thereby  gives  an  increase  of  energy  in  the  direction  of  propaga- 
tion, by  €"*^'.  In  other  words,  of  the  two  terms  of  the  impulse, 
the  one  drops  energy  while  moving  along  the  line,  and  the  other 
picks  it  up  and  carries  it  along. 

The  terms  €^''  thus  represent  the  dropping  and  picking  upcrf 
energy  with  the  time,  the  terms  €**'  the  dropping  and  picking 
up  of  energy  in  space  along  the  line.  In  distinction  to  u,  which 
may  be  called  the  energy  dissipation  constant^  s  (and  its  corre- 
sponding h)  thus  may  be  called  the  energy  transfer  constant  df  the 
impulse.  The  higher  s  is,  the  greater  then  is  the  rate  of  energy 
transfer,  that  is,  the  steeper  the  wave  front,  and  s  thus  may  also 
be  called  the  wave  front  constant  of  the  impulse. 

The  transformation  from  the  four  constants  C  to  the  two  con- 
stants D  obviously  merely  represents  the  shifting  of  the  zero 
value  of  time  and  distance  to  the  center  of  the  impulse. 

Also,  in  equations  (16),  in  the  energy  dissipation  term  €"**,  ob- 
viously also  the  new  time  t'  may  be  used:  6~**''  =  €"^^'~'*^,  and 
this  would  merely  mean  a  change  of  the  constants  Z>i  and  Di 
by  the  constant  factor  c"****. 

Substituting  in  equations  (16) :  I  =  0,  gives  the  equation  of  the 
impulse  in  a  circuit  with  massed  constants 

i  =  A€-"'(€+''  ±  €-*0 

e  =  5J^€-«'(€+*)'-'o)  ±  «-(«-'o)) 


where 


B  =  Di  +  Dt 


29.  The  equations  (9)  can  be  brought  into  a  different  form  by 
the  substitution, 

Ci  =  J86+«»6-'» 


(22) 


where  the  +  sign  applies,  if  C2,  etc.,  is  of  the  same  sign  with  Ci, 
the  —  sign,  if  it  is  of  opposite  sign. 
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=    -    ^J;B€-«'{(€-«'+*''   ±   €-«'-•*')   +   (€-*('-'')+•*' 


(23) 


Substituting  also  equations  (14),  this  transforms  equations  (9) 
into  the  form 
%  =  J8€"»^{ (€-*''+•(''-'•>  'F  €-*''-•<*'-*•>)  —  (€-*('«-n+t«'-<«) 

where 

t'  ^  i  -  t^  +  to 
or,  re-arranging  equations  (23) 


(24) 


-->! 


B  «-"'{«"*''  +  «-*^'«-''>}  {€+"'   ±€-"'1 


(25) 


Or  substituting 


B  =  A€+ 


All 


and 


gives 


1  =  1'  - 


h 


(26) 


i  =  ilt-"«{«~*'  -«+*'}  {t+"('-'o(  +  «—(''-'«>} 


-v; 


^A«-"'U-*'  +  t+''']{(+"'  ±  f-"'\ 


(27) 


30.  These  equations  show  the  non-periodic  impulse  as  con- 
sisting of  the  product  of  a  time  impulse 

and  a  space  impulse 


."hi 


±   € 


+*' 


Or,  the  impulse  of  current  and  of  voltage  consists  of  a  main 
impulse,  decaying  along  the  line  by  the  factor 


.-M' 


and  a  reflected  impulse,  or  impulse  traveling  in  the  opposite 
direction,  from  the  reflection  point  ^i  and  dying  out  at  the  rate 

and,  by  shifting  the  starting  point  of  distance  I  to  the  reflection 

h 
point  2,  the  simplest  form  of  impulse  equations  (27)  are  derived. 
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As  seen  from  equations  (27),  and  also  from  (25): 
In  the  voltage  impulse,  the  main  and  the  reflected  impulse 
add,  in  the  current  impulse  they  subtract. 
The  current  impulse  lags  behind  the  voltage  impulse  by  time 

to* 

to  may  be  positive,  or  negative,  that  is,  the  current  lag  or  lead, 
depending  whether  the  resistance — ^inductance  term,  or  the  capac- 
ity term  preponderates  in  the  line  constants,  as  discussed  before. 

Equations  (27)  may  also  be  written  in  the  form  of  hyperbolic 
function,  as 


i  =  Aoc""'  sinh  hi  sinh  s(i'  —  to) 
e  =  ^/^  Aqc"'*'  cosh  hi  cosh  at' 

i—  Aoc""'  sinh  hi  cosh  8{t'  —  to) 
e  =  ^/-  Aoe""*^  cosh  hi  sinh  st' 


or 


1 


(28) 


31.  Still  another  form  of  equations  (9)  is  given  by  the  substitu- 
tion. 


C   =   €+«'o 


(29) 


this  gives 


i  =  B€-u<je+«C"-<o)(^+«'  q:  ^-W)  —  ^-•(t'-io)(€+*a'-«o)  -j- 


-4 


^(Z'-2o))j 


€-*(''-'0))} 


(30) 


where 


V  =  1-11 

t'  =  t-  ti  +  to 


} 


(31) 
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(32) 


Equations  (30)  can  be  written  in  hyperbolic  functions  in  the 
form 

i  =  B€-i*<{€+-(«'-<o  cosh  W  -  €-'(''-'0  cosh  h  {V  -  h)] 

e  =  -  bJ^-^'{€+'''  sinh  hV  +  €-''  sinh  h  (V  -  Jo)} 

or 

i  =  B€-^'{€-^'  ''-'o)  sinh  hV  -  €-(''-'o)  sinh  A  (i'  -  lo)}     1 

c  =  -  B  J^  €-^'{€+"'  cosh  Ar  +  €-"'  cosh  h  (Jf  -  Zo)) 

B.  Periodic  Impulses 

32.  A  periodic  impulse  is  an  electrical  effect,  in  which  the  elec- 
trical distribution  is  periodic  in  space,  or  can  be  represented  by 
a  periodic  function,  such  as  a  trigonometric  series.  In  time, 
however,  it  is  non-periodic. 

As  any  function  can  be  represented  within  limits  by  a  trigo- 
nometric series,  it  follows,  that  any  electrical  distribution  can 
be  represented  by  a  trigonometric  series  with  the  complete  cir- 
cuit as  one  fundamental  wave,  or  a  fraction  thereof,  and  thus 
every  electrical  impulse  can  be  considered  as  periodic  within 
the  limits  of  its  circuit. 

As  seen  in  the  preceding  (page  483),  the  periodic  impulse  is 
characterized  by 

«2  <  m« 


(7=0 
A  =  0 

h  =  y/lC  {w}  -  8^) 


or 


8 


■4 


"""-LC 


(33) 


Substituting  these  values  in  equations  (55)  gives 

Ci  =  0 
Ci  =  0 

m  +  5  IL     \m  -f-  8  IL 

_      (L     fm-~8  _  1    /i' 


Ci'  =  L 


k 


cj  =  L 


m  —  8 


k 


(34) 
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where 


8 
8 


(35) 


(36) 


Substituting  (33),  (34)  and  (35)  into  equations  (53)  and  (54), 
and  substituting, 

Ci-  Ci  =  Di 

Ci'  +  C  =  D, 

C  +  C:  =  2)4 
gives 

%  =  S {€-("-•) HDi  cosfcZ  -  DjsinfcZ)  + 

e-(-+-)«(2)3  cos  «  -  D4  sin  H) } 

e  =  -lJ^  |c€-("-)'(D2  cos  fcZ  +  Di  sin  kl)  + 

-€-(«+•)  *(D4  COS  fc/  +  Da  sin  kl) } 


(37) 


or,  considering  only  one  group  of  the  series,  separating  €""',  and 
substituting, 

c  =  €+•'0  (38) 

hence, 

_       log  c  __   1 

to  —  i —  — 


8 


2s  ^^  m  -  « 


(39) 


gives 

t  =  €-«M€+'KDi  cos  kl  -  D2  sin  W)  +  €-''{Di  cos  W  - 

D4  sin  M) } 

e  =  J^€'^'l€-^'^'+'f^{Di  cos  «  +  Di  sin  U)  + 

€-('+<o)(D4  COS  kl  +  D,  sin  kl) } 

33.  Substituting, 

Z>i  =  Ai  cos  Wi  D»  =  A2  COS  fc  (Zi  —  lo) 

Z>2  =  -Ai  sin  kh  Da  =  -^2  sin  fc  (Zi  —  la) 

and 

A I  =  il€-**l 


(40) 


ila  =  ±  il€+*'i 


(41) 


(42) 


gives 


i  =  A€-«'{«"*^*^*"'*^cosfc(Z  +  Zi)  ±€-<'-'i>cos*(Z  +  Zi-Zo)} 

e  =  A  J^€— '{e+'^^'x+'o^  sin  kl  (I  +  h)  ±  €-<'-'i+'o) 

sin*(Z  +  Zi-Zo)}      1 


(43) 
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substituting  the  new  coordinates  of  time  and  distance,  that  is, 
changing  the  zero  point  of  time  and  of  distance,  by  the  expression: 


(44) 


gives 


t   =  A€-^'{€^'<<''-'f^  COS  JfcZ'  ±  €-(''-'o)  COS  k  {V  -  Jo)} 

e=^  aJ^  €-"M€-^"'  sin  kV  ±  €-''  sin  k  {V  -  lo)] 


(45) 


or,  substituting, 


gives 


A  =  B  €+-^' i-'o) 


(46) 


1    =   B€-''{€+'(''-'a)  COS  kV  ±  €-^''-'o')  COS  jfe  (V  -  lo)] 

€  =  bJ^€-^'' [€+'''  sin  W  ±  €-''  sin  *  (r  -  h)] 


(47) 


where  the  +  sign  applies,  if  Ai  and  At  are  of  the  same,  the  — 
sign,  if  A I  and  Ai  are  of  different  sign. 
Substituting,  instead  of  the  equations  (41),  the  equations 

Di  =  ill  sin  kh  Ds  =  -4.2  sin  A  (Zi  —  lo) 

Da  =  Ai  cos  Ml  D*  =  Aj  cos  fc  (Zi  —  h) 


(48) 


gives 

t  =  B€-«^{€+'<''-'«>  sin  JkZ'  ±  c-^''-'-^  sin  *  (V  -  h)] 

e  =  -  B  J^  €-«''(€+•''  cos  W  ±  €-''  cos  k  {V  -  Zo)| 


(49) 


The  equations  (47)  and  (49)  of  the  periodic  impulse,  are  of  the 
same  form  as  the  equations  (32)  of  the  non-periodic  impulse,  ex- 
cept that  in  the  latter  the  hyperbolic  fimctions  take  the  place  of 
the  trigonometric  functions  in  (47)  and  (49). 

34.  From  these  equations  (37),  (40),  (43),  (45),  (47)  and  (49) 
it  follows: 

In  the  periodic  impulse,  (37),  current  and  voltage  each  consist 
of  two  components,  which  are  periodic  fimctions  of  distance,  but 
exponential  functions  of  time.  The  second  component  dies  out 
at  a  faster  rate  than  the  first  component.  Since  the  attenuation 
due  to  the  energy  dissipation  by  resistance  and  by  conductance 
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follows  the  exponential  term  €~**',  it  follows,  that  the  first  com- 
ponent of  current  and  voltage  respectively  dies  out  with  the 
time  at  a  slower  rate,  the  second  component  at  a  faster  rate  than 
corresponds  to  the  energy  dissipation  in  the  circuit.  That  is, 
the  first  component  receives  energy,  the  second  gives  ofiF  energy, 
and  the  second  component  thus  continuously  transfers  energy  to 
the  first  component. 

The  coefficient  u  thus  may  be  called  the  energy  dissipation 
constant,  the  coefficient  s  the  energy  transfer  constant,  while  u  —  s 
and  u  +  s  respectively  are  the  attenuation  constants  of  the  two 
respective  components. 

By  energy  transfer,  the  first  component  thus  increases  in 
energy  by  €"•"•',  the  second  decreases  by  €""*S  while  both  simulta- 
neously decrease  by  €~**',  by  energy  dissipation,  as  seen  from  (40). 

From  (43),  (45)  and  (47)  it  follows,  that  current  and  voltage 
are  in  quadratiu'e  with  each  other  in  their  distribution  in  space, 
in  either  of  the  two  components  of  the  periodic  impulse.  That 
is,  in  each  of  the  two  components  maximum  current  coincides 
with  zero  voltage,  and  inversely. 

From  (45)  and  (47)  it  follows,  that  the  two  components  of  the 
periodic  impulse  differ  in  the  phase  of  their  space  distribution  by 
the  distance  lo,  the  second  component  lagging  behind  the  first 
component  by  the  distance  Z©. 

In  each  of  the  two  components  of  the  periodic  impulse,  the 
current  lags  behind  the  voltage  by  the  time  to. 

Current  and  voltage  thus  are  in  quadratiu^  with  each  other 
in  space,  and  displaced  from  each  other  in  time,  by  the  "time 
displacement"  to. 

From  equations  (39)  it  follows,  that  to  is  positive,  that  is,  the 
current  lags  behind  the  voltage  by  time  ^,  if  m  is  positive,  and 
to  is  negative,  that  is,  the  current  leads  the  voltage,  if  m  is  nega- 
tive. 


Since  m  =  j/^ly  —  zyj)  it  follows: 


r       g 
The  current  lags  behind  the  voltage,  if  v  >  ^i  that  is,  if  the 

inductance  effect  preponderates,  and 

g        r 
The  current  leads  the  voltage,  if  .^  >  jy  that  is,  if  the  capacity 

effect  preponderates. 


4 
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35.  From  (47)  it  follows: 

The  voltage  equals  the  current  times  the  surge  impedance  z  = 

pf  but  is  in  quadratiu*e  with  it  in  space,  and  the  current  is  lag- 
ging by  to  in  time. 

By  the  conditions  of  existence  of  the  periodic  impulse,  8  must 
numerically  be  smaller  than  m. 

5  =  0  gives 
By  (39)  sto  =  0 

By  (33)  k  =  my/LC 

and  by  (49) 

i  =  B€-^'[  cos  kV  ±  cos  k  {V  -  U)\ 

e  =  B  J|  €-«''  {sin  W  ±  sin  k  (V  -  Zo)  I 


(50) 


hence,  current  and  voltage  are  in  phase  in  time,  but  in  quadrature 
in  space. 

8  =  m  gives 

A  =  0 
Hence,  from  (40) 

i  =  «--'(Z)i€+"''  +  Dsc-'"') 
hence,  substituting  for  u  and  m. 


where 


(51) 


(62) 


In  this  impulse,  the  capacity  terms  and  the  inductance  terms 
are  separate,  and  current  and  voltage  are  imiform  throughout 
the  entire  circuit. 

36.  The  constants  D  or  A  or  B  are  determined,  as  integration 
constants,  by  the  terminal  conditions  of  the  problem. 
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For  instance,  if  at  the  starting  moment  of  the  impulse,  that  is, 
at  time  t  =  0,  the  distribution  of  current  and  of  voltage  through- 
out the  circuit  are  given,  it  is,  by  (37),  for  t  =  0, 

t  =  S{  (Di  +  Dz)  cos  kl  -  (D,  +  Di)  sin  Id] 


e 


=  -V^  2  j(^^^  +  ^)cosW  +  (cDi  +  ^)si 


sinfel 


(53) 


The  development  of  the  given  distribution  of  current  and  vol- 
tage into  a  Fourier  series  thus  gives  in  the  coefficients  of  this 
series  the  equations  determining  the  constants  Z>i,  Dt,  Dz,  Da. 


CHAPTER  IV. 

DISCUSSION  OF  GENERAL  EQUATIONS. 

17.  In  Chapter  I  the  general  equations  of  current  and  voltage 
•e  derived  for  a  circuit  or  section  of  a  circuit  having  uniformly 
tributed  and  constant  values  of  r,  L,  gr,  C.  These  equations 
)ear  as  a  siun  of  groups  of  four  terms  each,  characterized  by 

featiu^  that  the  four  terms  of  each  group  have  the  same  values 
J,  q,  h,  k. 

)f  the  four  terms  of  each  group,  t'l,  t2,  Uf  u  or  ei,  62,  es,  64 
pectively  (equations  (53)  and  (54)  of  Chapter  I),  two  contain 

angles  (qt  —  kl):  t'l,  d  and  U,  ej;  and  two  contain  the  angles 
+  kl) ;  t2,  62  and  ii,  64. 

n  the  terms  t\,  e^  and  tj,  Cj,  the  speed  of  propagation  of  the 
inomena  follows  from  the  equation 

qt  —  kl  ^  constant, 
s: 

dt^  ^  k' 

ce  is  positive,  that  is,  the  propagation  is  from  lower  to  higher 

Lies  of  /,  or  towards  increasing  /. 

n  the  terms  t„  c,  and  1*4,  c^,  the  speed  of  propagation  from 

qt  -\-  kL  =  constant 

dt~      k 

ce  is  negative,  that  is,  the  propagation  is  from  higher  to 
er  values  of  Z,  or  towards  decreasing  /. 
ionsidering  therefore  t\,  e^  and   t,,  e^  as    direct    or    main 
ires,  ij,  c,  and  i\,  e^  are  their  return  waves,  or  reflected  waves, 
[  i„  e,  is  the  reflected  wave  of  t j,  e^ ;  t^,  e^  is  the  reflected  wave 
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Obviously,  ts,  d  and  u,  64  may  be  considered  as  main  waves, 
and  then  ti,  ei  and  t's,  es  are  reflected  waves.  Substituting  (  —  I) 
for  {+  I)  in  equations  (53)  and  (54)  of  Chapter  I,  that  is,  looking 
at  the  circuit  in  the  opposite  direction,  terms  u,  et  and  ti,  ei  and 
terms  t4,  64  and  fa,  63  merely  change  places,  but  otherwise  the 
equations  remain  the  same,  except  that  the  sign  of  t  is  reversed, 
that  is,  the  current  is  now  considered  in  the  opposite  direction. 

Each  group  thus  consists  of  two  waves  and  their  reflected 
waves:  i^  —  t,  and  e^  +  e^  is  the  first  wave  and  its  reflected 
wave,  and  i,  —  i^  and  c,  +  c^  is  the  second  wave  and  its 
reflected  wave. 

In  general,  each  wave  and  its  reflected  wave  may  be  con- 
sidered as  one  unit,  that  is,  we  can  say:  t'  =»  t\  —  t,  and  ef  = 
61  +  c,  is  the  first  wave,  and  i'^  =  t,  —  i^  and  e"  =  c,  4-  ^4  i^s 
the  second  wave. 

In  the  first  wave,  i',  e',  the  amplitude  decreases  in  the  direction 
of  propagation,  c^^'for  rising,  e"*"^  for  decreasing  I,  and  the 
wave  dies  out  with  increasing  time  t  by  €-^**~«>'  =  e~"*  e"*"**. 

In  the  second  wave,  t'',  e",  the  amplitude  increases  in  the 
direction  of  propagation,  e"^^  for  rising,  €""*'  for  decreasing  /, 
but  the  wave  dies  out  with  the  increasing  time  t  by  e-^«+"* 
=  €""^  €"**,  that  is,  faster  than  the  first  wave. 

If  the  amplitude  of  the  wave  remained  constant  throughout 
the  circuit  —  as  would  be  the  case  in  a  free  oscillation  of  the 
circuit,  in  which  the  stored  energy  of  the  circuit  is  dissipated, 
but  no  power  supplied  one  way  or  the  other  —  that  is,  if  A  =  0, 
from  equation  (59)  of  Chapter  I,  «  =  0;  that  is,  both  waves  coin- 
cide and  form  one,  which  dies  out  with  the  time  by  the  decrement 

It  thus  follows:  In  general,  two  waves,  with  their  reflected 
waves,  traverse  the  circuit,  of  which  the  one,  i",  e",  increases  in 
amplitude  in  the  direction  of  propagation,  but  dies  out  corre- 
spondingly more  rapidly  in  time,  that  is,  faster  than  a  wave  of 
constant  amplitude,  while  the  other,  i',  e',  decreases  in  amplitude 
but  lasts  a  longer  time,  that  is,  dies  out  slower  than  a  wave  of 
constant  amplitude.  In  the  one  wave,  t",  ef\  an  increase  of 
amplitude  takes  place  at  a  sacrifice  of  duration  in  time,  while  in 
the  other  wave,  i',  e',  a  slower  dying  out  of  the  wave  with  the 
time  is  produced  at  the  expense  of  a  decrease  of  amplitude  during 
its  propagation,  or,  in  i",  e"  duration  in  time  is  sacrificed  to 
duration  in  distance,  and  inversely  in  i',  c'. 
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It  is  interesting  to  note  that  in  a  circuit  having  resistance, 
inductance,  and  capacity,  the  mathematical  expressions  of  the 
two  cases  of  energy  flow;  that  is,  the  gradual  or  exponential 
and  the  oscillatory  or  trigonometric,  are  both  special  cases  of 
the  equations  (63)  and  (64)  of  Chapter  I,  corresponding  respec- 
tively to  g  =  0,  t  =  0  and  to  A  =  0,  «  =  0. 

38.  In  the  equations  (53)  and  (54)  of  Chapter  I 

qt  =  2  7: 

gives  the  time  of  a  complete  cycle,  that  is,  the  period  of  the  wave, 

2n 
K f 

and  the  frequency  of  the  wave  is 

H  =  27t 
gives  the  distance  of  a  complete  cycle,  that  is,  the  wave  length, 

^"  k     ' 

{u  —  «)  i  =  1    and     (w  +  .s)  i  =«  1 
give  the  time, 

//=-^     and     V'=-4-' 

during  which  the  wave  decreases  to  -  =  0.3679  of  its  value,  and 

W  =  1 
gives  the  distance, 

'.  -  -:■ 

over  which  the  wave  decreases  to  -  =  0.3679  of  its  value; 
that  is,  q  is  the  frequency  constant  of  the  wave, 

Q  2  TT 


500 


TRANSIENT  PHENOMENA 


k  is  the  vxive  length  constant j 


I.' 


lit 

T' 


(2) 


(u  —  s)  and  (u  +  s)  are  the  tima  aUeniuUion  constants  ot  the  wav^ 

1 


</  = 


t^ 


//_ 


u  —  s 

1 


(3) 


and  h  is  the  distance  aUenuaJtion  constant  of  the  wave, 


(4) 


39.  If  the  frequency  of  the  current  and  ejni.  is  very  hi^, 
thousands  of  cycles  and  more,  as  with  traveling  waves,  lightning 
disturbances,  high-frequency  oscillations,  etc.,  g  is  a  very  laige 
quantity  compared  with  8,  u,  m.  A,  k,  and  A;  is  a  large  quantity 
compared  with  A,  then  by  dropping  in  equations  (53)  to  (64)  of 
Chapter  I  the  terms  of  secondary  order  the  equations  can  be 
simplified. 

From  (57)  of  Chapter  I, 


=  g*  +  m'  +  s' 


(^  +  my 
<f  —  m* 


=  g"  +  w'  +  s» 
/i  =  \/IC\/§  {ft^»  +  s»  _  (^  _  m'}  =sy/W, 

A»  +  A»  =  (s»  +  g»)  LC  =  g'LC, 
and 


(5) 


c.  = 


gA;  +  ft  (w  +  s) 
A»  + A» 
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c.  = 


c/  = 


qk  —  h(m  —  s) 
h'  +  Ic' 


"  k  "Vc' 


c/  = 


h'  +  k' 
k  (m  —  s)  +  qh 


L  = 


k{tn  +  s)-  qh  J      q  VLC  {m  +  s)  -  qs  VW 

5  VW  (m  -  s)  +  qs  VXC 


h'  +  k" 


L  = 


^LC 


that  is, 


and 


=  '^'  =  V| 

*      3  V  c 


(9) 


Writing 


o  = 


vZc, 


=/^ 


(7) 


where  <r  is  the  reciprocal  of  the  speed  of  propagation  (velocity 
of  light),  we  have 

(8) 


k 


and 


c^  =  Cj  =  c 


m 
c/=  c,'  =— c 


(9) 


and  introducing  the  new  independent  variable,  as  distance, 

X  =  <rl,  (10) 

we  have 

U  =  qX   ' 
and  [  (11) 
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hence, 

the 

wave  length  is 

given 

I  by 

qX- 

=  2;r 

as 

K- 

2ff 
3' 

and  since 

the 

period  is 

m 

2it 

h  = 

q' 

(12) 


it  follows  that  by  the  introduction  of  the  denotation  (10)  disUinet^ 
are  measured  with  the  velocity  of  propagation  as  unit  length,  and 
wave  length  l^  and  period  ^o  thus  have  the  same  numerical 
values. 

The  use  of  the  velocity  of  propagation  as  unit  of  length  of 
electric  circuits  such  as  transmission  Unes  offers  many  ad- 
vantages in  dealing  with  transients,  and  therefore  is  generally 
advisable. 

Substituting  now  in  equations  (63)  and  (64)  of  Chapter  I 
gives 

i  =  e-^5;{£^-('-^^  D,  [q  (^~,l)]-e+'('+^>  D,[q  (t+X)]  (i') 

+  £-('-^)i)3[g(«-^)]-£-(*+^)i),[?(i+^)]}(i-^(13) 
and 
e  =  e-^X{e^'^'-^^H,  [q  (t-i)]+e-^'^'^^^  H.^  +  X)]  (e') 

+  e-"^^-''  H,[q{t-X)]+i-'^^^'^  H,[q{t  +  X)]],{er){U) 
where 

D[q{t±  X)]  ==Ccosq{t  ±  X)  +  C sin q{t±X) 

H[q  {t  ±  X)]  =  V^jpC-  C)cosg  (<  ±  X) 

-{^C  +  C'yinq{t±X)l.  (15) 

40.  As  seen  from   equations  (13)   and   (14),  the  waves  are 
products  of  €~**'  and  a  function  of  {t  —  X)  for  the  main  wave, 


and 
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I)  for  the  reflected  wave,  thus : 

[  (16) 

,  for  constant  {t  —  X)  on  the  main  waves,  and  for  constant 
I)  on  the  reflected  waves,  we  have 

t\  +  t,  =  Be-"^    ] 

[  (17) 

a,  during  its  passage  along  the  circuit  the  wave  decreases 
e  decrement  €~"^,  or  at  a  constant  rate,  independent  of 
3ncy,  wave  length,  etc.,  and  depending  merely  on  the 
t  constants  r,  L,  g,  C.  The  decrement  of  the  traveling 
in  the  direction  of  its  motion  is 

herefore  is  independent  of  the  character  of  the  wave,  for 
ice  its  frequency,  etc. 

The  physical  meaning  of  the  two  waves  t'  and  ef  can  best 
predated  by  observing  the  effect  of  the  wave  when  travers- 
fixed  point  X  of  the  circuit. 

isider  as  example  the  main  wave  only,  i'  =  i^  +  i,,  and 
3t  the  reflected  waves,  for  which  the  same  applies. 
>m  equation  (74), 

e-'^-(*'--^'Dj9(^  -  >l)]  +  e+'^-('*+'>'D3[g(<  -  X)]]  (18) 
*  absolute  value  is 

J  Dj  and  D,  have  to  be  combined  vectorially. 

luming  then  that  at  the  time  i  =  0,  /  —  0,  for  constant  X 

tve 

/  =  D{e-^^-'^'  -e-(^+'>0,  (20) 

uplitude  of  /  at  point  X. 

ce  (81)  is  the  difference  of  two  exponential  functions  of 

3nt  decrement,  it  follows  that  as  function  of  the^^^'Tie  <,  / 
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rises  from  0  to  a  maximum  and  then  decreases  again  to  sero,  u 
shown  in  Fig.  98,  where 

/,  =  /)<-<"+•", 

and  the  actual  current  t  is  the  oscillatory  wave  with  /  as  envelope. 
The  combination  of  two  waves  thus  represents  the  passage  of 
a  wave  across  a  given  point,  the  amplitude  rising  during  the 
arrival  and  decreamng  again  after  the  passage  of  the  wave. 


Fig.  98.    Ampliiode  of  electric  traveling  wave. 

42.  If  A  and  so  also  s  equal  zero,  i',  e*  and  i',  e"  c«ndde  in 
equations  (13)  and  (14),  and  C,  and  C,  thus  can  be  combined 
into  one  constant  £„  C,  and  C4  into  one  constant  B^,  thus: 


c/  +  c;  =  B/, 

C/  +  C/  =  B,', 


(21) 


and  (13),  (14)  then  assume  the  form 

i  =  (-'"'^{[B,  cos q{t  -  X)  +B,'sin?((  -  ;)] 

~[B^cosq{t  +  X)  +  Bj'anqit  +  i.)]],         (22) 

-\^'-"S{[(^s/-i',)-,(,-;,-(^B,+«/) 

sin} (( -  «1  +  rpS/  -B,)cos} (I  +  i)  - pB, +B/)siii ? (1  +  «1  J ■ 
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These  equations  contain  the  distance  X  only  in  the  trigono- 
metric but  not  in  the  exponential  function;  that  is,  i  and  e 
vary  in  phase  throughout  the  circuit,  but  not  in  amplitude;  or, 
in  other  words,  the  oscillation  is  of  uniform  intensity  throughout 
the  circuit,  dying  out  uniformly  with  the  time  from  an  initial 
maximum  value;  however,  the  wave  does  not  travel  along  the 
circuit,  but  is  a  stationary  or  standing  wave.  It  is  an  oscillatory 
discharge  of  a  circuit  containing  a  distributed  r,  L,  gf,  C,  and 
therefore  is  analogous  to  the  oscillating  condenser  discharge 
through  an  inductive  circuit,  except  that,  due  to  the  distributed 
capacity,  the  phase  changes  along  the  circuit.  The  free  oscilla- 
tions of  a  circuit  such  as  a  transmission  line  are  of  this  character. 

For  ^  =  0,  that  is,  assuming  the  wave  length  of  the  oscillation 
as  so  great,  hence  the  circuit  as  such  a  small  fraction  of  the  wave 
length,  that  the  phase  of  i  and  e  can  be  assumed  as  uniform 
throughout  the  circuit,  the  equations  (22)  and  (23)  assume  the 
form 

i  =  ^-"'{B,  cos  qt  +  B/  sin  qt} 
and  (24) 

e  =  y/^.-^'IpB'-B^coss^  -  (^B  +  B^ynqtl; 

these  are  the  usual  equations  of  the  condenser  discharge  through 
an  inductive  circuit,  which  here  appear  as  a  special  case  of  a 
special  case  of  the  general  circuit  equations. 

If  q  equals  zero,  the  functions  D  and  H  in  equations  (13)  and 
(14)  become  constant,  and  these  equations  so  assume  the  form 


and 


(25) 
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where 

B  =  '^C'-C.  (26) 

This  gives  expressions  of  current  and  e.m.f.  which  are  no 
longer  oscillatory  but  exponential,  thus  representing  a  gradual 
change  of  i  and  e  as  functions  of  time  and  distance,  corresponding 
to  the  gradual  or  logarithmic  condenser  discharge.  For  i  =  0, 
these  equations  change  to  the  equations  of  the  logarithmic  con- 
denser discharge. 

These  equations  (25)  are  only  approximate,  however,  since  in 
them  the  quantities  s,  w,  h  have  been  neglected  compared  with 
5,  assuming  the  latter  as  very  large,  while  now  it  is  assumed  as 
zero. 

43.  If,  however, 

that  is, 

1. 1.  » 

or 

r  -5-  gf  =  L  ^  C, 

or,  in  words,  the  power  coefficients  of  the  circuit  are  proportional 
to  the  energy  storage  coefficients,  or  the  time  constant  of  the 

electromagnetic  field  of  the  circuit,  y ,  equals  the  time  constant 
of  the  electrostatic  field  of  the  circuit,  -^ ,  then 

T  Q 

u  =  Y  =  ^  =  time  constant  of  the  circuit,  (29) 

Ij      C 

and  from  equation  (57)  of  Chapter  I 

Ri'  =  8^  +  q\ 
h  =  sy/LC  =  <r«,  (30) 

A:  =  gVTC  =  (rq, 
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and  from  equation  (55)  of  Chapter  I 

L      ./L 

c/  =  0, 

c/  =  0; 
hence,  substituting  in  equations  (53)  and  (54)  of  Chapter  I, 


(31) 


-^t 


+  e-  «-*)  £>.  [q  {t  -  i)]  -  £-«+*)  D,  [q  {t  +  X)]]     (32) 
and 

+  «-«-*)  D.  [5  (<->l)]  +  e-«+*)Z)J5(<  +  ;)]}. 

(33) 

These  equations  ate  similar  to  (13)  and  (14),  but  are  derived 
here  for  the  case  m  =  0,  without  assumptions  regarding  the 
relative  magnitude  of  9  and  the  other  quantities:  "distortionless 
circuit." 

These  equations  (32)  and  (33)  therefore  also  apply  for  q  =  0. 
and  then  assume  the  form 

t=r^'{[Cje+*<'-*>+C/-<'-*>]-[C^+*<'+*>+C^-»+*>]},(34) 


e 


=  _  y/^e-x'  {[C,£ +•«-*)  +  C^-<'-*)] 


+  [C^ 


+9{t+X) 


+  C^ 


-««+A) 


]}. 


(35) 


These  equations  (34)  and  (35)  are  the  same  as  (25),  but  in  the 
present  case,  where  m  =  0,  apply  irrespective  of  the  relative 
values  of  the  quantities  s,  etc. 

Therefore  in  a  circuit  in  which  m  =  0  a  transient  term  may 
appear  which  is  not  oscillatory  in  time  nor  in  space,  but 
changing  gradually. 
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If  the  constant  h  in  equations  (53)  and  (54)  differs  from  zero, 
the  oscillation  (using  the  term  osciUaiion  here  in  the  most  general 
sense,  that  is,  including  also  altemationy  as  an  oscillation  of  zero 
attenuation)  travels  along  the  circuit,  but  it  becomes  stationary, 
as  a  standing  wave,  for  A  =  0 ;  that  is,  the  distance  attenuation 
constant  h  may  also  be  called  the  propagation  constant  of  the 
wave. 

h  =  0  thus  represents  a  wave  which  does  not  propagate  or 
move  along  the  circuit,  but  stands  still,  that  is,  a  stationary  or 
standing  wave. 

If  the  constant  h  in  equations  (53)  and  (54)  of  Chapter  I  diffen 
from  zero,  the  oscillation  (using  the  term  oaciUcUion  here  in  the  most 
general  sense,  that  is,  including  also  aUemaiionj  as  an  oscillation 
of  zero  attenuation)  travels  along  the  circuit,  but  it  becomes 
stationary,  as  a  standing  wave,  for  A  =  0;  that  is,  the  distance 
attenuation  constant  h  may  also  be  called  the  propagation  con- 
slant  of  the  wave. 

A  =  0  thus  represents  a  wave  which  does  not  propagate  or 
move  along  the  circuit,  but  stands  still,  that  is,  a  stationary 
or  standing  wave. 
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44.  If  the  propagation  constant  of  the  wave  vanishes, 

A  =  0, 

the  wave  becomes  a  stationary  or  standing  wave.,  and  the  equa- 
tions of  the  standing  wave  are  thus  derived  from  the  general 
equations  (53)  to  (64)  of  Chapter  I,  by  substituting  therein  A  =  0, 
which  gives 

R^  =  ^Oe  -  Wmy)  (1) 

hence,  if  A;*  >  IXlw?, 

and  if  le  <  LCm\ 

Therefore,  two  different  cases  exist,  depending  upon  the  rela- 
tive values  of  1^  and  IXIrr?,  and  in  addition  thereto  the  inter- 
mediary or  critical  case,  in  which  1^  =  UJw?. 

These  three  cases  require  separate  consideration. 

is  a  circuit  constant,  while  k  is  the  wave  length  constant,  that  is, 
the  higher  k  the  shorter  the  wave  length. 
A.  Short  waves, 

le  >  LCm\  (3) 

hen6e, 

R^  =  1f  -  LCm^  (4) 

and 


5  =  0, 

9  =  >/^^'^ 


LC 

509 


(5) 
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or  approximately,  for  very  large  A, 


?  = 


VLC 


(6) 


Herefrom  then  follows 


and 


qL 
qL 


(7) 


Substituting  now  A  =  0  and  (5),  (6)  in  equations  (53),  (54),  of 
Chapter  I,  the  two  waves  t',  e'  and  i",  e"  coincide,  and  all  the 
exponential  terms  reduce  to  €~**';  hence,  substituting 


and 
gives 


(8) 


i  =  e-"*  {[5,  cos  (5«  -H)  +  B,'  sin  («/f  -  Id)] 

-  [B,  cos  (3<  +  kl)  +  5,'  sin  (5/  +  &Z)]}        (9) 


and 


e  ^je-'^  {[(mB/-qB,)  cos  (?<-W) - (m5,+gB/)  sin  (^f-AO) 
a; 

+  [(mBZ-gS.)  cos  {qt-^kl)-(mB^+qB^')  sin  (g«  +  A-i)]}.    (10) 

Equations  (9)  and  (10)  represent  a  stationary  electrical  osdl' 
lation  or  standing  wave  on  the  circuit. 


B.  Long  waves, 


A*  <  LCm}\ 


(11) 
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hence. 


and 


R^  «  LCrn^  -  k 


(12) 


s 


-^-'-U" 


(13) 


9  =  0, 


or  approxunately,  for  very  small  values  of  k, 


s 


m 


2\L   cr 


(14) 


herefrom  then  follows 


c'  = 


c,  =  0, 

{m  +  s)  L 
k 


and 


^2 


(m  —  s)  L 
k 


(15) 


Substituting  now  A  =  0  and  (13),  (15)  into  (53)  and  (54)  of 
Chapter  I,  the  two  waves  t',  e'  and  i",  e"  remain  separate,  having 
different  exponential  terms,  e"^**""'^'  and  e"^"^*^',  but  in  each  of 
the  two  waves  the  main  wave  and  the  reflected  wave  coincide, 
due  to  the  vanishing  of  9. 

Substituting  then 


•Sj  =  Cj  -  c„ 

5/  =  c/  +  c/, 

^1  A\ 

5,  =  C,  —  C4, 

Uo; 

and                              B(  =  C/  +  CI, 

gives 

i  =  £-"*{ (B,  6+"  +  B^-')  COS  H-  (B/e+''  +  B/  e"")  sin  W} 

(17) 

512 
and 
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e  =  r  e-"*!  [(m  +  s)  5/e+'' +  (m  -  s)  B,'«-Q  cos« 


k 


+  [im  +  s)  Bit^"  +  {m-s) B,«— '] sin kl} 


=  t  «""*{»»[  W*^"  +  Bt'e-")  coskl 


(18) 


+  (B,£+•'^-JS,£-"')sin^-q 

+  (B,«-^''-5,e-')8inA/]} 

Equations  (17)  and  (18)  represent  a  gradual  or  exponential 
circuit  discharge,  and  the  distribution  still  is  a  trigonometric 
function  of  the  distance,  that  is,  a  wave  distribution,  but  dies  out 
gradually  with  the  time,  without  oscillation. 

C.  Critical  case, 

jfc»  =  LCm*; 


(19) 


hence, 


«,'  -  0, 
«  -  0, 
3  =  0, 


(20) 


and 


Cj  =  c,  =  0, 


c'  =  c'  = 


mL 


'Sfl-^, 


(21) 


and  all  the  main  waves  and  their  reflected  waves  coincide  when 
substituting  A  =  0,  (20),  (21)  in  (53)  and  (64)  of  Chapter  I 
Hence,  writing 


and 


B'  =  C/  +  C/  +  C/  +  C/ 


(22) 


gives 


»  =  «-«*  {BcosH-B'sinW} 


(231 
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and 

e  =  J5*"*'  {B'  cos  kl  +  B  mikl).  (24) 

In  the  critical  case  (23)  and  (24),  the  wave  is  distributed  as 
a  trigonometric  function  of  the  distance,  but  dies  out  as  a 
simple  exponential  fimction  of  the  time. 

46.  An  electrical  standing  wave  thus  can  have  two  different 
forms:  it  can  be  either  oscillatory  in  time  or  exponential  in  time, 
that  is,  gradually  changing.  It  is  interesting  to  investigate  the 
conditions  under  which  these  two  different  cases  occur. 

The  transition  from  gradual  to  oscillatory  takes  place  at 

Ao'  =  rn^LC;  (25) 

for  larger  values  of  k  the  phenomenon  is  oscillatory ;  for  smaller, 
exponential  or  gradual. 

Since  k  is  the  wave  length  constant,  the  wave  length,  at  which 
the  phenomenon  ceases  to  be  oscillatory  in  time  and  becomes  a 
gradual  dying  out,  is  given  by  (2)  of  Chapter  IV  as 


I  =?-" 


2z 


m 


VW 


(26) 


In  an  undamped  wave,  that  is,  in  a  circuit  of  zero  r  and  zero  g, 
in  which  no  energy  losses  occur,  the  speed  of  propagation  is 

and  if  the  medium  has  unit  permeability  and  unit  inductivity,  it 
is  the  speed  of  light, 

So  =  3  X  10^«.  (28) 

In  an  undamped  circuit,  this  wave  length  l^^  would  correspond 
to  the  frequency, 

^'      VLC 
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hence,  from  (1)  of  Chapter  IV, 

The  frequency  at  the  wave  length  l^  is  zero,  since  at 
this  wave  length  the  phenomenon  ceases  to  be  oscillatory;  that  is, 
due  to  the  energy  losses  in  the  circuit,  by  the  effective  resistance  r 
and  effective  conductance  gf,  the  frequency  /  of  the  wave  is 
reduced  below  the  value  corresponding  to  the  wave  length  /^, 
the  more,  the  greater  the  wave  length,  until  at  the  wave  length 
lyt^  the  frequency  becomes  zero  and  the  phenomenon  thereby 
non-oscillatory.  This  means  that  with  increasing  wave  length 
the  velocity  of  propagation  of  the  phenomenon  decreases,  and 
becomes  zero  at  wave  length  l^^. 

If  rn^UJ  =  0, 

Ao  =  0  and  l^^  =»  00  ; 

that  is,  the  standing  wave  is  always  oscillatory. 

If  rr^LC  =  00, 

Ao  =  00  and  l^^  =  0; 

that  is,  the  standing  wave  is  always  non-oscillatory,  or  gradually 
dying  out. 

In  the  former  case,  w?IX!  =  0,  or  oscillatory  phenomenon, 
substituting  for  ?n',  we  have 


and 


or 


,y£-,y/^.0. 


r      L 
rC  —  gL  ^  0    (distortionless  circuit). 


In  the  latter  case,  w?IXl  =  oo ,  or  non-oscillatory  or  exponen- 
tial standing  wave,  we  have 


fT.-^4- 


00 
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and  since  neither  r,  g,  L,  nor  C  can  be  equal  infinity  it  fol- 
lows that  either  L  =  0  or  C  «=  0. 

Therefore^  the  standing  wave  in  a  circuit  is  always  oscillatory^ 
regardless  of  its  wave  lengthy  if 

rC  -  ffL  =  0,  (30) 

or 

9     ^ 

that  is,  the  ratio  of  the  energy  coefficients  is  equal  to  the  ratio 
of  the  reactive  coefficients  of  the  circuit. 

The  standing  wave  can  never  be  oscillatory,  but  is  always 
exponential,  or  gradually  d)dng  out,  if  either  the  inductance  L  or 
the  capacity  0  vanishes;  that  is,  the  circuit  contains  no  capacity 
or  contains  no  inductance. 

In  all  other  cases  the  standing  wave  is  oscillatory  for  waves 

shorter  than  the  critical  value  L  =  -7— ,  where 

k^^^m^LC^\{r^^g^ys  (32) 

and  is  exponential  or  gradual  for  standing  waves  longer  than  the 
critical  wave  length  Z^^;  or  for  k  <  k^  the  standing  wave  is 
exponential,  for  A:  >  A^,  it  is  oscillatory. 

The  value  k^^  m  Vl/J  thus  takes  a  similar  part  in  the  theory 
of  standing  waves  as  the  value  r^  —  4  LjC^  in  the  condenser 
discharge  through  an  inductive  circuit;  that  is,  it  separates 
the  exponential  or  gradual  from  trigonometric  or  oscillatory 
conditions. 

The  difference  is  that  the  condenser  discharge  through  an 
inductive  circuit  is  gradual,  or  oscillatory,  depending  on  the 
circuit  constants,  while  in  a  general  circuit,  with  the  same  circuit 
constants,  usually  gradual  as  well  as  oscillatory  standing  waves 
exist,  the  former  with  greater  wave  length,  or 

m  VLC  >  k,  (33) 

the  latter  with  shorter  wave  length,  or 

•  

m  VW  <  k.  (34) 
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An  idea  of  the  quantity  A^,  and  therewith  the  wave  lengUi  l^^ 
at  which  the  frequency  of  the  standing  wave  becomes  aero,  or 
the  wave  non-oscillatory,  and  of  the  frequency  /^,  which,  in  an 
undamped  circuit,  will  correspond  to  this  critical  wave  length  l^ 
can  best  be  derived  by  considering  some  representative  numeric^ 
examples. 

As  such  may  be  considered: 

(1)  A  high-power  high-potential  overhead  transmission  line. 

(2)  A  high-potential  underground  power  cable. 

(3)  A  submarine  telegraph  cable. 

(4)  A  long-distance  overhead  telephone  circuit. 

(1)  High-power  hrgh-poterUial  overhead  transmission  line. 

46.  Assume  energy  to  be  transmitted  120  miles,  at  40,000 
volts  between  line  and  ground,  by  a  three-phase  system  with 
grounded  neutral.  The  line  consists  of  copper  conductors,  wire 
No.  00  B.  and  S.  gage,  with  5  feet  between  conductors. 

Choosing  the  mile  as  unit  length, 

r  =  0.41  ohm  per  mile. 
The  inductance  of  a  conductor  is  pven  by 


L  =  Z  (2  toff.|-^  +  0  lO-*,  in  heniys, 


(35) 


where  I  =  the  length  of  conductor,  in  cm. ;  l^  =  the  radius  of 
conductor;  l^  =  the  distance  from  return  conductor,  and  /£  = 
the  permeability  of  conductor  material.    For  copper,  /£  =  1. 

As  one  mile  equals  1.61  X  10*  cm.,  substituting  this,  and 
reducing  the  natural  logarithm  to  the  common  logarithm,  by  the 
factor  2.3026,  gives 

L  =  (0.7415  log  Y  +  O.O8O5Y  in  mh.  per  mile.  (36) 

For  Z,  =  0.1825  inch  and  l^  =  60  inches, 

L  =  1.95  mh.  per  mile. 

The  capacity  of  a  conductor  is  given  by 

C  =  /  /     ^  "^  ^     \  10*,  in  farads.  (37) 
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where  So  =  3  X  10*®  =  the  speed  of  light,  and  d  =  the  allow- 
ance for  capacity  of  insulation,  tie  wires,  supports,  etc.,  assumed 
as  5  per  cent. 

Substituting  S^,  and  reducing  to  one  mile  and  common  loga- 
rithm, gives 

^       0.0408  .       , 

C  =  7-,m  mf.;  (38) 

logf 

hence,  in  this  instance, 

C  =  0.0162  mf. 

Estimating  the  loss  in  the  static  field  of  the  line  as  400  watts 
per  mile  of  conductor  gives  an  effective  conductance, 

which  ^ves  the  line  constants  per  mile  as  r  =  0.41  ohm;  L  = 
1.95X10-'  henry;  gf  =  0.25  X  10"^  mho,  and  C  =  0.0162  X  10"^ 
farad. 
Herefrom  then  follows 

a  =  VTC  =  V31.6  X  10"^  =  5.62  X  10"^, 
Ao  =  m  \/IC  =  545  X  10"^; 

hence,  the  critical  wave  length  is 

2;r 
Z«,^  =  —  =  11,500  miles, 

and  in  an  undamped  circuit  this  wave  length  would  correspond 
to  the  frequency  of  oscillation, 

/o  =  77—  =  15.7  cycles  per  sec. 
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Since  the  shortest  wave  at  which  the  phenomenon  ceases  to  be 
oscillatory  is  11,500  miles  in  length,  and  the  longest  wave  which 
can  ori^nate  in  the  circuit  is  fom*  times  the  length  of  the  circuit, 
or  480  miles,  it  follows  that  whatever  waves  may  originate  in  this 
circuit  are  by  necessity  oscillatory,  and  non-oscillatory  currents 
or  voltages  can  exist  in  this  circuit  only  when  impressed  upon  it 
by  some  outside  source,  and  then  are  of  such  great  wave  length 
that  the  circuit  is  only  an  insignificant  fraction  of  the  wave,  and 
great  differences  of  voltage  and  current  of  non-oscillatory  nature 
cannot  exist,  as  standing  waves. 

Since  the  difference  in  length  between  the  shortest  non- 
oscillatory  wave  and  the  longest  wave  which  can  originate  in  the 
circuit  is  so  very  great,  it  follows  that  in  high-potential  long- 
distance transmission  circuits  all  phenomena  which  may  result 
in  considerable  potential  differences  and  differences  of  current 
throughout  the  circuit  are  oscillatory  in  nature,  and  the  solution 
case  (A)  is  the  one  the  study  of  which  is  of  the  greatest 
importance  in  long-distance  transmissions. 

With  a  length  of  circuit  of  120  miles,  the  longest  standing  wave 
which  can  originate  in  the  circuit  has  the  wave  length 

l^  =  480  miles, 


and  herefrom  follows 


k^~  =  0.0134 


'W 


and 

A?  0.0134' 


LC     31.6X10^"^-^^^°*' 
hence,  in  the  expression  of  q  in  equation  (101), 


^  LC 


m^ 


=  V  5.7  X  10*  -  0.00941  X  10*, 

A? 
m'  is  negligible  compared  with  — ;  that  is, 

k  0.0134  ^^^^ 

«=  V^  =  5:62100--.  =  ^'  ^""^ 
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or 

/=—-=»  380  cycles  per  sec. 

Hence,  even  for  the  longest  standing  wave  which  may  origi- 
nate in  this  transmission  line,  q  =>  2380  is  such  a  large  quantity 
compared  with  m  »-  97  that  m  can  be  neglected  compared  with 
q,  and  for  shorter  waves,  the  overtones  of  the  fundamental  wave, 
this  is  still  more  the  case;  that  is,  in  equation  (9)  and  (10)  the 

terms  with  m  may  be  dropped.    In  equation  (10)  -^  thus  be- 
come common  factors,  and  since  from  equation  (39) 


^=4 


(40) 


by  substituting  m  =  0  and  (40)  in  (9)  and  (10)  we  get  the 
general  equations  <tf  standing  waves  in  long-distance  transmission 
lines,  thus: 

i  =  c-"*  {[B,  cos  (qt  -M)  +  B(  sin  (g«  -  W)] 

-  [B,  cos  (g<  +  AO  +  5/  sin  (?<  +  *0]},  (41) 

e  =  -  V^e-"'{  [B,  cos  (gt  -  W)  +  5/  sin  (g<  -  ]d)\ 

+  [5,  cos  (g/  +  «)  +  B,'  sin  (g<+W)]},     (42) 
or 

e  =  c-"*!  [A,  cos  (g<  +  A/)  +  A/  sin  {ql  +  W)] 

+  [A,  cos  (g<  -  A^)  +  A/  sin  (g<  -  W)]},  (43) 

i  =  y  jr  e-"'{[A,  cos  (5^  +  AO  +  A/  sin  (?<  +  A/)] 

-  [A,  cos  (5<  -  W)  +  A/  sin  (g<  -  A;/)]},      (44) 
where 

A.  =-\/^5„       A/=-y/^5,',  etc. 

(2)  Highrpotential  underground  power  cable, 
47.  Choose  as  example  an  underground  power  cable  of  20 
miles  length,  transmitting  energy  at  7000  volts  between  con- 
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ductor  and  ground  or  cable  armor,  that  is,  a  three-phase  three- 
conductor  12,000-volt  cable. 

Assume  the  conductor  as  stranded  and  of  a  section  equiva- 
lent to  No.  00  B.  and  S.  G. 

the  expression  for  the  capacity,  equation  (23),  multiplies  with 
the  expression  for  the  capacity,  equation  (119),  multiplies  with 
the  dielectric  constant  or  specific  capacity  of  the  cable  insula- 
tion, and  that  f  ^s  very  small,  about  three  or  less;  or  taking  the 

values  of  the  circuit  constants  from  tests  of  the  cable,  we  get 
values  of  the  magnitude,  per  mile  of  single  conductor,  r  =  0.41 
ohm;  L  =  0.4  X  lO"'  henry;  g  =  10"*  mho,  corresponding  to  a 
power  factor  of  the  cable-chargmg  current,  at  25  cycles,  of 
1  per  cent;  C  =  .6  X  10"*  farad. 
Herefrom  the  following  values  are  obtained :  u  =  513,  m  =  512, 

a  =  VXC  =  15.5  X  lO"*,  Ao  =  m  VZC  =  7.95  X  10-»,  and  the 
critical  wave  length  is  l^^  =  790  miles,  and  the  frequency  of  an 
undamped  oscillation,  corresponding  to  l^^  is  f^  =  81.5  cycles 
per  second. 

As  seen,  in  an  underground  high-potential  cable  the  critical 
wave  length  is  very  much  shorter  than  in  the  overhead  long- 
distance transmission  line.  At  the  same  time,  however,  tiie 
length  of  an  underground  cable  circuit  is  very  much  shorter  than 
that  of  a  long-distance  transmission  line,  so  that  the  critical  wave 
length  still  is  very  large  compared  with  the  greatest  wave  length 
of  an  oscillation  originating  in  the  cable,  at  least  ten  times  as 
great.  Which  means  that  the  discussion  of  the  possible  phe- 
nomena in  any  overhead  line,  under  (1),  applies  also  to  the  under- 
ground high-potential  cable  circuit. 

In  the  present  example  the  longest  standing  wave  which  may 
originate  in  the  cable  has  the  wave  length 


which  gives 


and 


Zu,  =  80  miles, 


k  =  0.0785 


*      =  5070, 


s/LC 
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or  about  ten  times  as  large  as  m,  so  that  m  can  still  be  neglected 
in  equation  (26)  of  Chapter  IV,  and  we  have 

q  =  -4=  =  5070, 
VLC 

or  /  =  810  cycles  per  second, 

and  the  general  equations  of  the  phenomenon  in  long-distance 
transmission  lines,  (27)  to  (29),  also  apply  as  the  general  equa- 
tions of  standing  waves  in  high-potential  underground  cable 
circuits. 

(3)  Submarine  telegraph  cable. 

48.  Choosing  the  following  values:  length  of  cable,  single 
stranded-conductor,  ground  return,  =  4000  miles;  constants  per 
mile  of  conductor:  r  =  3  ohms,  L  =  10"'  henry,  g  =  10""*mho, 

andC  =  0.1  X  lO'^farad,  we^Ti  =  1500;m  =  1500;  tr  =  VLC 

=  10  X  10"«,  and  k^  ^  m  VLC  =  15  X  10"',  from  which  the 
critical  wave  length  is  l^^  =  418  miles,  and  the  corresponding 
frequency  fo  =  239  cycles  per  second. 

From  the  above  it  is  seen  that  in  a  submarine  cable  the  critical 
wave  length  l^  is  relatively  short,  so  that  in  long  submarine 
cables  standing  waves  may  appear  which  are  not  oscillatory  in 
time  but  die  out  gradually,  that  is,  are  shown  by  the  equation 
of  case  B,  In  such  cables,  due  to  their  relatively  high  resist- 
ance, the  damping  effect  is  very  great;  u  =  1500,  and  standing 
waves,  therefore,  rapidly  die  out. 

In  the  investigation  of  the  submarine  cable,  the  complete 
equations  must  therefore  be  used,  and  q  cannot  always  be 
assumed  as  large  compared  with  m  and  u,  except  when  dealing 
with  local  oscillations. 

(4)  Long-distance  overhead  telephone  circuit, 

49.  Consider  a  telephone  circuit  of  1000  miles  length,  metallic 
return,  consisting  of  two  wires  No.  4  B.  and  S.  G.,  24  inches 
distant  from  each  other. 

Calculating  in  the  same  way  as  discussed  under  (1),  the  follow- 
ing constants  per  mile  of  conductor  are  obtained:  r  =»  1.31  ohms, 
L  -  1.84  X  10"'  henry,  and  C  -  .0172  X  10"«  farad. 

As  conductance,  g,  we  may  assume 

(a)  fif  -»  0;  that  is,  very  perfect  insulation,  as  in  dry  weather. 

(6)  gf  «  2.5  X  10"«;  that  is,  slightly  leaky  line. 
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(c)  gf  =  12  X  10"*;  that  is,  poor  insulation;  or  a  leaky  line. 

(d)  g  =  40  X  10"*;  that  is,  extremely  poor  insulation,  as 
during  heavy  rain. 

The  condition  may  also  be  investigated  where  the  line  is 
loaded  with  inductance  coils  spaced  so  close  together  that  in 
their  effect  we  can  consider  this  additional  inductance  as  uni- 
formly distributed.  Let  the  total  inductance  per  luiit  length 
be  increased  by  the  loading  coils  to 

Lj  =  9  X  10-*  h, 

or  about  five  times  the  normal  value. 

Denoting  then  the  constants  of  the  loaded  line  by  the  index  1, 
we  have: 


Quantity 

(a) 

(6) 

(c) 

(d) 

u  — 

366 

429 

706 

1,618 

••i  - 

73 

146 

423 

1,236 

in  — 

366 

283 

6 

-    806 

mj- 

73 

0 

-277 

-1,090 

ff  -  y/Jc     - 

6.63X10-* 

^j  -  y/L^C    - 

12.46  XlO-« 

k^  .  m  \/LC  - 

2XlO-» 

1.6X10-* 

33.7   Xl0-« 

4.66 X 10-* 

Ki'^y^i^'" 

910XlO-» 

0 

3.46X10-* 

13.6   XlO-« 

3,140 

3,920 

187,000 

1,380 

6,900 

00 

1,820 

464 

66.6 

46 

0.96 

128 

/oi-2» 

11.6 

0 

44 

173 

In  a  long-distance  telephone  line,  distributed  leakage  up  to  a 
certain  amount  increases  the  critical  wave  length  and  thus 
makes  even  the  long  wave  oscillatory.  Beyond  this  amount 
leakage  again  decreases  the  wave  length.  Distributed  induc- 
tance, as  by  loading  the  line,  increases  the  critical  wave  length 
if  the  leakage  is  small,  but  in  a  very  leaky  line  it  decreases  the 
critical  wave  length,  and  the  amount  of  leakage  up  to  which  an 
increase  of  the  critical  wave  length  occurs  is  less  in  a  loaded  line, 
that  is,  in  a  line  of  higher  inductance. 
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In  other  words,  a  moderate  amount  of  distributed  leakage 
improves  a  long-distance  telephone  line,  an  excessive  amount  of 
leakage  spoils  it.  An  increase  of  inductance,  by  loading  the  line, 
improves  the  line  if  the  leakage  is  small,  but  may  spoil  the  line 
if  the  leakage  is  considerable.  The  amoimt  of  leakage  up  to 
which  improvement  in  the  telephone  line  occurs  is  less  in  a 
loaded  than  in  an  unloaded  line;  that  is,  a  loaded  telephone  line 
requires  a  far  better  insulation  than  an  unloaded  line. 


CHAPTER  VI. 

TRAVBLIHG  WAVES. 

60.  As  seen  in  Chapter  V,  especially  in  electric  power  cir- 
cuits, overhead  or  underground,  the  longest  existing  standing 
wave  has  a  wave  length  which  is  so  small  compared  with  the 
critical  wave  length  —  where  the  frequency  becomes  zero  —  that 
the  effect  of  the  damping  constant  on  the  frequency  and  the 
wave  length  is  negligible.  The  same  obviously  applies  also  to 
traveling  waves,  generally  to  a  still  greater  extent,  since  the 
lengths  of  traveling  waves  are  commonly  only  a  small  part  of  the 
length  of  the  circuit.  Usually,  therefore,  in  the  discussion  of 
traveling  waves,  the  effect  of  the  damping  constants  on  the  fre- 
quency constant  q  and  the  wave  length  constant  k  can  be 
neglected,  that  is,  frequency  and  wave  length  assumed  as  inde- 
pendent of  the  energy  loss  in  the  circuit. 

Usually,  therefore,  the  equations  (13)  and  (14)  of  Chapter  IV 
can  be  appUed  in  dealing  with  the  traveling  wave. 

In  these  equations  the  distance  traveled  by  the  wave  per 
second  is  used  as  unit  length  by  the  substitution 

where  c  =  y/hCj 

as  this  brings  i  and  X  into  direct  comparison  and  eliminates  h  and 
k  from  the  equations  by  the  equation  (11)  of  Chapter  IV. 

With  this  unit  length  the  critical  value  of  k,  ko  =  in\^LC,  by 
substituting  (8)  and  (7)  of  Chapter  IV,  gives  g©  =  ^,  and  the 
condition  of  the  applicability  of  equations  (13)  and  (14)  of 
Chapter  IV,  therefore,  is  that  g  be  a  large  quantity  compared 
with  qo  =  m. 

In  this  case  —  is  a  small  quantity,  and  thus  can  usually  be 

neglected  in  equations  (15)  and  (14)  of  Chapter  IV,  except  when 
C  and  C  are  very  different  in  magnitude. 
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This  gives,  under  the  Umiting  conditions  discussed  above,  the 
general  equalions  of  the  traveling  wave,  thus : 


I  = 


«-"*  {«+•('-*)  [C,  cosq{t-  X)+  C(  sin  g{t  -  X)\ 

-  «+•('+*)  [C,  co&q{t  +  X)+  C;  sin  g  (<  +  l)\ 
+  «-«-*)  [C,  COS  9  (<  -  >l)  +  C/  sin  q{t  -  i)\ 

-  e-»('+*)  [C^  cos  3  (<  +  .1)  +  C/  sin  5  (<  +  >l)]} 


(1) 


and 
e  = 


y  ^  e-"*  («+•<'-*)  [C,  COS  3  (/  -  >l)+  C/  sin  j  (<  -  X)\ 
+  «+•<«+*)  [C,  COS  9  (<  +  ^)  +  C/  sin  g  (<  +  >l)] 
+  «-•(«-*)  [C,  COS  ?  (<  -  >l)  +  C,'  sin  q{t-  X)\ 
+  e-('+*)  [C^cosg  (<  +  ^)+  C/sing  (<  +  >l)]}, 


(2) 


or 


e  =  e-««)  {e+«(«+*)[^,  cos  5  (<  +  >l)  +  A/  sin  ?  (/  +  >l)] 
+  e+*('-*>  [4,  cos  5  (<  -  .1)  +  4,'  sin  9  (<  -  >l)] 
+  «-•(«+*)  [^,  cos  g  (<  +  4+  il,'  sin  3  (<  +  >l)] 
+  «-•«-*> [A« cos 5  (<  -  >l)+  A/singO  -  >l)]} 

and 

t  =  y  ^  e-"*  {e+»«+*)  [A,  cos  g  (<  +  >l)  +  4/  sin  5  (<  +  >l)] 

-  «+•(«-*)  [4,  cos  3  (<  -  .1)  +  4,'  sin  g  (<  -  >l)] 
+  e-*('+*>  [4,  cos  g  (<  +  ^)  +  A/  sin  g  (<  +  >l)] 

-  e-('-*'[4«cosg(<  -  >l)+  A«'8ing(<  -  >l)]}, 


(3) 


(4) 


where 


and 


X  —  «rl, 
a  =  VLC. 


(5) 


In  these  equations  (1)  to  (4)  the  sign  of  X  may  be  reversed, 
which  merely  means  counting  the  distance  in  opposite  direction. 


or 
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This  gives  the  foUowing  equations: 

i  =  e-»«{e+.(«-A)  [B^  cosqit-  X)+  B/  sin  q(t-  X)] 

-  «+•(«+*)  [B, coaq{t  +  X)+  B/  sin 5  (/  +  X)] 
+  «-(«-*)  [B^  cos  q{t  -  i)+  B,'  sin  q  {t  -  X)] 

-  «-•(«+*)  [JS^  cosq{t  +  X)+  B: sin <?  (<  +  >l)]},        (6) 

and 

c  -  y  ^e""*!*""*^'"*^  [fi,  cos  g  (/  -  ;)  +  B(  sin  g  (/  -  i)] 
+  «+•(«+*>  [JS,  cos  3  (<  +  >l)  +  B,'  sin  g  (<  +  i)] 
+  e-*»-*>  [B,  cos  g  (<  -  >l)  +  B/  sin  g  (f  -  >l)] 
+  «-•(«+*) [B^ cos g  (<  +  >l)+  B/ sin g  (/  +  i)]}, 

(7) 

e  =  e-««|e+.(«-*)  [^^  cos  g  (/  -  >l)+  A/  sin  g  (<  -  >l)] 
+  «+•»+*)  [A,  cos  g  (<  +  >l)+  il/  sin  g  (<  +  >l)] 
+  «-('-*)  [A,  cos  g  (<  -  >l)  +  A/  sin  g  (/  -  >l)] 
+  «-<'+*>  [A«  cos  g  {t  +  il)  +  A/  sin  g  (<  +  >l)] }         (8) 

and 

i  =  y^\-»'{e+*<'-*>  [A,  cos  g  (<  -  >l)+  A/  sin  g  (<  -  X)\ 

-  «+•('+*)  [A,  cos  g  (<  +  >l)  +  Ai  sin  g  (<  +  X)\ 
+  e— («-*)  \A^  cos  g  (<  -  >l)  +  A/  sin  g  (<  -  >l)] 

-  «+•(«+*)  [A«  cos  g  (/  +  >l)  +  A/ sin  g  (<  +  i)]}. 

(9) 

In  these  equations  (1)  to  (9)  the  values  A,  5,  C,  etc.,  are 
integration  constants,  which  are  determined  by  the  terminal 
conditions  of  the  problem. 

The  terms  with  (^  —  X)  may  be  considered  as  the  main  wave, 
the  terms  with  (<  -f-  ^)  as  the  reflected  wave,  or  inversely,  depend- 
ing on  the  direction  of  propagation  of  the  wave. 

61.  As  the  traveling  wave,  equations  (1)  to  (9),  consists 
of  a  main  wave  with  variable  (i  —  X)  and  a  reflected  wave  of  the 
same  character  but  moving  in  opposite  direction,  thus  with  the 
variable  (^  -f-  ^),  these  waves  may  be  studied  separately,  and 
afterwards  the  effect  of  their  combination  investigated. 
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Thus,  considering  at  first  one  of  the  waves  only,  that  with  the 
variable  (i  —  X),  from  equations  (8)  and  (9)  we  have 


_    e-«« 


e  =  € 


{ e+*<'-^>  [A^  cos  g  («  -  il)+  il/  sin  g  (^  -  >l)] 
+  e-('-^>  [A^  Qo&q{t-  X)  +  A/  sin  g  (^  -  >l)}} 
e-^  {(A,£+'<'-^>     +  il^-«-^>)  cosg  («  -  >l) 
+  (il/e+'^'-^>    +  A,'e-('-^>)  sin  g  (^  -  >l)  j 


(10) 


and 


i  =  V^e; 


(11) 


that  is,  in  a  single  traveling  wave  current  and  voltage  are  in 
phase  with  each  other,  and  proportional  to  each  other  with  an 
effective  impedance,  the  awge  impedance  or  natural  impedance  of 
the  circuit 


(12) 


This  proportionality  between  e  and  i  and  coincidence  of  phase 
obviously  no  longer  exist  in  the  combination  of  main  waves 
and  reflected  waves,  since  in  reflection  the  current  reverses  with 
the  reversal  of  the  direction  of  propagation,  while  the  voltage 
remains  in  the  same  direction,  as  seen  by  (8)  and  (9). 

In  equation  (10)  the  time  t  appears  only  in  the  term  {f  —  X) 
except  in  the  factor  €"^,  while  the  distance  X  appears  only  in  the 
term  (i  -  ^).    Substituting  therefore 

hence 

t^ti^  X) 

that  is,  counting  the  time  differently  at  any  point  X,  and  counting 
it  at  every  point  of  the  circuit  from  the  same  point  in  the  phase  of 
the  wave  from  which  the  time  t  is  counted  at  the  starting  point 
of  the  wave,  ^  =  0,  or,  in  other  words,  shifting  the  starting  point 
of  the  counting  of  time  with  the  distance  X,  and  substituting  in 
(150),  we  have 
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C  =  € 


ut 


[e^^'  (ilj  COS  qti-\'  A/  sin  qt{) 
+  €"•*'  (A,  cos  qti+  A/  sin  j^^) } 
==  e-^£-^{£^'''  (Aj  cos  qti+  A/  sin  g^,) 


__g-«4Ag      ^l 


(13) 


+  e   •**  (A3  cos  qti  +  A3  sin  qti) } 

{(Aj  £+"*  +  A3  e"'^)cosg/, 
+  (A/e+'^«  + A3'e-''0sin(/«i}. 

The  latter  form  of  the  equation  is  best  suited  to  represent  the 
variation  of  the  wave,  at  a  fixed  point  X  in  space,  as  function  of 
the  local  time  ti. 

Thus  the  wave  is  the  product  of  a  term  e"^  which  decreases 
with  increasing  distance  X,  and  a  term 

«o  =  «"***'  l^"^'*'  (^1  cos  qti  +  A/  sin  qti) 
+  €'•**  (A3  COS  qti  +  A/  sin  qti) } 
=  f-*^'  { (Aje+'*'  +  A3  e-^)  cos  qti 

+  (A/6^'*«  +  A3'£-^)sing^^}, 

(14) 

which  latter  term  is  independent  of  the  distance,  but  merely  a 
function  of  the  time  ti  when  counting  the  time  at  any  point  of  the 
line  from  the  moment  of  the  passage  of  the  same  phase  of  lie 
wave. 

Since  the  coefficient  in  the  exponent  of  the  distance  decrement 
e~^  contains  only  the  circuit  constant, 


«=Kz+§) 


but  does  not  contain  s  and  q  or  the  other  integration  constants, 
resubstituting  from  equations  (10)  to  (7)  of  Chapter  IV, 

we  have 

uX  =  u  Vlc  I 


-H's^-'V^}^ 


where  I  is  measured  in  any  desired  length. 
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Therefore  the  attenuation  constant  of  a  traveling  wave  is 


Uq  ^  u  VW  =  - 


-a-^-'V/?].         a« 


and  hence  the  distance  decrement  of  the  wave, 


depends  upon  the  circuit  constants  r,  L,  gf,  C  only,  but  does  not 
depend  upon  the  wave  length,  frequency,  voltage,  or  current; 
hence,  all  traveling  waves  in  the  same  circuit  die  out  at  the  same 
rate,  regardless  of  their  frequency  and  therefore  of  their  wave 
shape,  or,  in  other  words,  a  complex  traveling  wave  retains  its 
wave  shape  when  traversing  a  circuit,  and  merely  decreases  in 
amplitude  by  the  distance  decrement  e"**^.  The  wave  attenua- 
tion thus  is  a  constant  of  the  circuit. 

The  above  statement  obviously  applies  only  for  waves  of  con- 
stant velocity,  that  is,  such  waves  in  which  q  is  large  compared 
with  8,  Uj  and  m,  and  therefore  does  not  strictly  apply  to  ex- 
tremely long  waves,  as  discussed  in  13. 

62.  By  changing  the  line  constants,  as  by  inserting  inductance 
L  in  such  a  manner  as  to  give  the  effect  of  uniform  distribution 
(loading  the  line),  the  attenuation  of  the  wave  can  be  reduced, 
that  is,  the  wave  caused  to  travel  a  greater  distance  I  with  the 
same  decrease  of  amplitude. 

As  function  of  the  inductance  L,  the  attenuation  constant  (155) 
is  a  minimum  for 

dL     "' 

hence, 

rC  -  flrL  =  0, 
or 

L      r 

and  if  the  conductance  gf  =  0  we  have  L  =  oo ;  hence,  in  a  per- 
fectly insulated  circuit,  or  rather  a  circuit  having  no  energy  losses 
depending  on  the  voltage,  the  attenuation  decreases  with  increase 
of  the  inductance,  that  is,  by  "loading  the  line,"  and  the  more 
inductance  is  inserted  the  better  the  telephonic  transmission. 


(16) 
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In  a  leaky  telephone  line  increase  of  inductance  decreases  the 
attenuation,  and  thus  improves  the  telephonic  transmission^  up 
to  the  value  of  inductance, 

L^'^,  (17) 

9 

and  beyond  this  value  inductance  is  harmful  by  again  increasing 
the  attenuation. 

For  instance,  if  a  long^iistance  telephone  circuit  has  the 
following  constants  per  mile:  r  =  1.31  ohms,  L  =  1.84  X  10"* 
henry,  gf  =  1.0  X  lO"*  mho,  and  C  =  0.0172  X  lO"*  farad,  the 
attenuation  of  a  traveling  wave  or  impulse  is 

u^  =  0.00217; 

hence,  for  a  distance  or  length  of  line  of  l^  =  2000  miles, 

g-u^  =  £-*••*  =  0.0129; 

that  is,  the  wave  is  reduced  to  1.29  per  cent  of  its  ori^nal  value. 
The  best  value  of  inductance,  according  to  (17),  is 

L  =  -C  =  0.0225  henry, 

and  in  this  case  the  attenuation  constant  becomes 

u^  =  0.00114, 

and  thus 

e-«^  =  €-»•»*  =  0.1055, 

or  10.55  per  cent  of  the  ori^nal  value  of  the  wave;  which  means 
that  in  this  telephone  circuit,  by  adding  an  additional  inductance 
of  22.5  -  1.84  =  20.7  rah.  per  mile,  the  intensity  of  the  arriving 
wave  is  increased  from  1 .29  per  cent  to  10.55  per  cent,  or  more 
than  eight  times. 

If,  however,  in  wet  weather  the  leakage  increases  to  the  value 
gf  =  5  X  lO"*,  we  have  in  the  unloaded  line 

w,  =  0.00282  and  e-"^  =  0.0035, 

while  in  the  loaded  line  we  have 

w.  =  0.00341  and  e""^  =  0.0011, 
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ad  while  with  the  unloaded  line  the  arriving  wave  is  still  0.35 
er  cent  of  the  outgoing  wave,  in  the  loaded  line  it  is  only  0.11 
er  cent;  that  is,  in  this  case,  loading  the  line  with  inductance 
as  badly  spoiled  telephonic  communication,  increasing  the 
ecay  of  the  wave  more  than  threefold.  A  loaded  telephone  line, 
[lerefore,  is  much  more  sensitive  to  changes  of  leakage  g,  that  is, 
3  meteorological  conditions,  than  an  unloaded  line. 
63.  The  equation  of  the  traveling  wave  (13), 

e  =  fi-*^  «-'^  {«+•*  (ill  cos  qti  +  A/  sin  qti) 

+  e- '^i  (A  ^  COS  qti  +  A/^qti)], 

an  be  reduced  to  the  form 

+  E^-"^  (£+"^  -  £-S  COS  qti^},  (18) 

irhere 

«(,  =  ^z  -  Yi  =  «  -  ^  -  Yi   1 
ad  y  (19) 

^i,  =  ^z  -  y^  =  *  -  ^  -  Tr  J 

By  substituting  (19)  in  (18),  expanding,  and  equating  (IS) 
ath  (13),  we  get  the  identities 

E^r^^  cos  qy,  -  E^"^^  sin  gy,  =  A^, 
E,e~*^^  sin  qy,  +  E^"*^  cos  gy,  =  il/, 
E^e'^'^'^  cos  qy,  -  E^e"^*^  sin  gy,  =  -  4,, 
E^e"^*^^  sin  qy,  +  E^e^*^*  cos  qy^  =  -^a'^ 


(20) 


nd  these  four  equations  determine  the  four  constants  E,,  E^, 

Any  traveling  wave  can  be  resolved  into,  and  considered  as 
insisting  of,  a  combination  of  two  waves: 
le  traveling  sine  vxive, 

e,  =  E,e-"^  e-^h(e'^'*h  -  g-'^h)  sin  g<^,  (21) 

nd  the  traveling  cosine  wave, 

6,  =  E^-"^  e-*^**  (€+*''»  -  e-'S  cos  qtj^.  (221 
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Since  9  is  a  large  quantity  compared  with  u  and  s,  the  two 

compoQent  traveling  waves,  (21)  and  (22),  differ  appreciably 

from  each  other  in  appearance  only  for  very  small  values  of  ii^ 

that  is,  near  ^^^  =  0  and  ti^  =  0.    The  traveling  sine  wave  rises 

in  the  first  half  cycle  very  slightly,  while  the  traveling  cosine  wave 

rises  rapidly;  that  is,  the  tangent  of  the  angle  which  the  wave 

de 
makes  with  the  horizontal,  or— ,  equals  0  with  the  sine  wave  and 

at 

has  a  definite  value  with  the  cosine  wave. 

All  traveling  waves  in  an  electric  circuit  can  be  resolved  into 
constituent  elements,  traveling  sine  waves  and  traveling  cosine 
waves,  and  the  general  traveling  wave  consists  of  four  component 
waves,  a  sine  wave,  its  reflected  wave,  a  cosine  wave  and  its 
reflected  wave. 

The  elements  of  the  traveling  wave,  the  traveling  sine  wave  e^j 
and  the  traveling  cosine  wave  e^  contain  four  constants:  the 
intensity  constant,  E]  the  attenuation  constant,  u,  and  u^ 
respectively ;  the  frequency  constant,  g,  and  the  constant,  «. 

The  wave  starts  from  zero,  builds  up  to  a  maximum,  and  then 
gradually  dies  out  to  zero  at  infinite  time. 

The  absolute  term  of  the  wave,  that  is,  the  term  which  repre- 
sents the  values  between  which  the  wave  oscillates,  is 

e,  =  fie-'^e-**'  (£+''«  -  c"**')-  (23) 

The  term  e^  may  be  called  the  amplitude  of  the  wave.  It  is  a 
maximum  for  the  value  of  k,  given  by 

-1?  =  0 

which  gives 

-  (u  -  5)  £-(«-') '^  +  (u  +  5)  €-(*+•>'*  «  0; 

hence, 


»"fc 

u 
u 

+  s 
—  a 

1 

u 

+ 

s 

k 

2, 

-log 

u 

1' 

and 

I  11.   -t'    a 

(24) 
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and  substituting  this  value  into  the  equation  of  the  absolute 
term  of  the  wave,  (163),  gives 

E  -"^        28        /u  +  s\    2. 


'tn 


The  rate  of  building  up  of  the  wave,  or  the  steepness  of  the  wave 
front,  is  given  by 


G, 


as 

Go  =  Es-'^[-  (u  -  s)  £-(—)"  +  (u  +  «)  e-<«+')^, 

=  2  «£?£-«*;  ((26) 


lO 


that  is,  the  constant  s,  which  above  had    no   interpretation, 
represents  the  rapidity  of  the  rise  of  the  wave. 

Referring,  however,  the  rise  of  the  wave  to  the  maximum 
value  Bni  of  the  wave,  and  combining  (165)  with  (166),  we  have 


u  +  « 


{U  +  S)  2* 
^0   =  «m r3T  •  ((27) 


{u  -  s)  2» 

The  rapidity  of  the  rise  of  the  wave  is  a  maximum,  that  is, 
ti  a  minimum,  for  the  value  of  s,  in  equation  (164),  given  by 

— ^  =  0 

which  gives 

u  -¥  s        2us 


log 


U  —  8        U^  —  S^  ' 


hence,  s  =  0,  or  the  standing  wave,  which  rises  infinitely  fast, 
that  is,  appears  instantly. 

The  smaller  therefore  s  is,  the  more  rapidly  is  the  rise  of  the 
traveling  wave,  and  therefore  s  may  be  called  the  sjxderation 
constant  of  the  traveling  wave. 

64.  In  the  components  of  the  traveling  wave,  equations  (21) 
and  (22),  the  traveling  sine  wave, 

ei  =  ^e-*^*-"*'  (6+^'  -  «--')  sin  qti  (21), 


534  TRANSIENT  PHENOMENA 

and  the  traveling  cosine  wave  (22), 

6,  =  Ee-'^e-'^  (e+'^  -  «-•*)  cos  q^: 

with  the  amplitude, 

6o  =  Ee-'^s^'^'  (£+•*«  -  e-''0,  (28) 


we  have 

and 

6j  =  e^,  sin  5</ 

e,  =  6^,  cos  g^/. 

(29) 


If  </  =  0,  e^  ==  0;  that  is,  ^^  is  the  time  counted  from  the 
beginning  of  the  wave. 
It  is 

or,  if  we  change  the  zero  point  of  distance,  that  is,  count  the 
distance  X  from  that  point  of  the  line  at  which  the  wave  starts 
at  time  ^  =  0,  or,  in  other  words,  count  time  t  and  distance  i 
from  the  origin  of  the  wave, 

and  the  traveling  wave  thus  may  be  represented  by  the  amplitude, 

the  sine  wave, 

e,  =  Ee-"^  (e+'''  -  c-**')  sin  qti  =  e^  sin  qti;  \         (30) 

the  cosine  wave, 

6j  =  Ee~^  (f"^"'  -  e""0  cos  qti  =  e^  cos  qti; 

and  ti  =  t  —  i  can  be  considered  as  the  distance,  counting 
backwards  from  the  wave  front,  or  the  temporary  distance;  that 
is,  distance  counted  with  the  point  ^,  which  the  wave  has  just 
reached,  as  zero  point,  and  in  opposite  direction  to  X. 

Equation  (30)  represents  the  distribution  of  the  wave  along 
the  line  at  the  moment  t. 

As  seen,  the  wave  maintains  its  shape,  but  progresses  along 
the  line,  and  at  the  same  time  dies  out,  by  the  time  decrement 
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Resubstituting, 


U^i  -  X, 


the  equation  of  the  amplitude  of  the  wave  is 


(31) 


As  function  of  the  distance  >l,  the  amplitude  of  the  traveling 
wave,  (171),  is  a  maximum  for 


=  0, 


which  gives 


0; 


that  is,  the  amplitude  of  the  traveling  wave  is  a  maximum  at  all 
times  at  its  ori^n,  and  from  there  decreases  with  the  distance. 
This  obviously  applies  only  to  the  single  wave,  but  not  to  a 
combination  of  sevend  waves,  as  a  complex  traveling  wave. 


For 


;i  =  0, 


and  as  function  of  the  time  t  this  amplitude  is  a  maximum, 
according  to  equations  (23)  to  (25),  at 


1         u  +  s 
•       2s        u  —  8 


and  is 


(32) 


At  any  other  point  X  of  the  circuit,  the  amplitude  therefore 
is  a  maximum,  according  to  equation  (24),  at  the  time 


and  is 


tm=t,+  X, 


u 


em 


__  2  S£"*'^     /U  +  5\     «• 


(33) 
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66.  As  an  example  may  be  considered  a  travelii^  wave  havit^ 
the  constante  u  =  115,  s  =  i5,q  =  2620,  and  £  =>  100,  hence, 
«,  =  lOOe-""  (e+«'i-  e-"ft), 
=  100  «-"**  (s-""i  -  «"'•*'<), 
where  (,  =  t  —  .1. 

In  Fig.  99  is  shown  the  amphtude  e^  as  function  of  the  dis- 
tance i,  for  the  different  values  of  time, 

t  =  2,4,  8,  12,  16,  20,  24,  and  32  X  lO"*, 


Big.  Oft.    Spread  of  uuplltiids  of  «leotrio  tnvalliig  wave. 
with  the  maximum  amplitude  e„,  in  dotted  line,  as  envelope  of 
the  curve  of  e,. 

As  seen,  the  amphtude  of  the  wave  gradually  rises,  and  at  the 
same  time  spreads  over  the  line,  reaching  the  greatest  value  at  tbe 
starting  point  -l  =  0  at  the  time  t^  =  9.2  X  lO"*  sec.,  and  then 
decreases  again  while  continuing  to  spread  over  the  line,  until  it. 
gradually  dies  out. 

It  is  interesting  to  note  that  the  distribution  curves  of  the 
amphtude  are  nearly  straight  lines,  but  also  that  in  the  presen  t,.1 
instance  even  in  the  longest  power  transmission  line  the  wave  ha.'?  I 
reached  the  end  of  the  line,  and  reflection  occurs  before  th>  ■/ 
maximum  of  the  curve  is  reached.     The  unit  of  length  jI  is  tht 
distance  traveled  by  the  wave  per  second,  or  188,000  miles,  and 
during  the  rise  of  the  wave,  at  the  ori^n,  from  its  start  to  the 
maximum,  or  9.2  X  10"'  sec.,  the  wave  thus  has  traveled  1760 
miles,  and  the  reflected  wave  would  have  returned  to  the  ori^ 
before  the  maximum  of  the  wave  is  reached,  providing  the  ai- 
cuit  is  shorter  than  880  miles. 
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Fig.  101.     Beginning  of  electric  tnTellng  travto. 
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With  «  =  1  it  would  be  ^,,  «  8.7  X  10"*  sec.,  or  nearly  the 
same,  and  with  s  =  0.01  it  would  be  t^  =^  3.75  X  10"*  sec.,  or, 
in  other  words,  the  rapidity  of  the  rise  of  the  wave  increases  very 
little  with  a  very  great  decrease  of  s. 

Fig.  100  shows  the  passage  of  the  traveling  wave,  e^  =e^  an  g<|, 
across  a  point  X  of  the  line,  with  the  local  time  ti  as  abscissas 
and  the  instantaneous  values  of  e^  as  ordinates.  The  values  are 
given  for  ^  =  0,  where  ti  =  t;  for  any  other  point  of  the  line  i 
the  wave  shape  is  the  same,  but  all  the  ordinates  reduced  by  the 
factor  £-"*^  in  the  proportion  as  shown  in  the  dotted  curve  in 
Fig.  99. 

Fig.  101  shows  the  beginning  of  the  passage  of  the  traveling 
wave  across  a  point  ^  =  0  of  the  line,  that  is,  the  starting  of  a 
wave,  or  its  first  one  and  one-half  cycles,  for  the  trigonometric 
functions  diflfering  successively  by  45  degrees,  that  is, 

e,  =  e^  sin  qti, 
^'      ^'  =  e^  sin  [qti  +  ^, 


V2 


«2 


^2    -^t 

V2 


=  Co  cos  qti  =  e^  sin  fati  +  -j» 

=  ^0  cos  [qti  +  |)  =  «o  sin  [^i  +  -^)' 


The  first  curve  of  Fig.  101  therefore  is  the  beginning  of  Rg.  100. 

In  waves  traveling  over  a  water  surface  shapes  like  Rg.  101 
can  be  observed. 

For  the  purpose  of  illustration,  however,  in  Rgs.  100  and  101 
the  oscillations  are  shown  far  longer  than  they  usually  occur; 
the  value  q  =  2620  corresponds  to  a  frequency  /  =  418  cycles, 
while  traveling  waves  of  frequencies  of  100  to  10,000  times  as 
high  are  more  common. 

Fig.  102  shows  the  beginning  of  a  wave  having  ten  times  the 
attenuation  of  that  of  Fig.  101,  that  is,  a  wave  of  such  rapid 
decay  that  only  a  few  half  waves  are  appreciable,  for  values  of 
the  phase  differing  by  30  degrees. 

66.  A  specially  interesting  traveling  wave  is  the  wave  in 
which 

5  =  M,  (34) 
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ice  in  this  wave  the  time  decrement  of  the  first  main  wave  and 
)  reflected  wave  vanishes, 

at  is,  the  first  main  wave  and  its  reflected  wave  are  not  tran- 
mt  but  permanent  or  alternating  waves,  and  the  equations  of 
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Tig.  102.    FuBige  of  a  tnTellng  wave  at  a  j^Ten  point  ot  a  line. 


le  first  main  wave  give  the  equations  of  the  alternating-current 
rcuit  with  distributed  r,  L,  g,  C,  which  thus  appear  as  a  special 
tse  of  a  traveling  wave. 

Since  in  this  case  the  frequency,  and  therewith  the  value  of  q, 
■e  low  and  comparable  with  u  and  s,  the  approximations  made 


640  TRANSIENT  PHENOMENA 

in  the  previous  discussion  of  the  traveling  wave  are  not  per- 
missible, but  the  general  equations  (53)  and  (54)  of  Chapter  1 
have  to  be  used. 

Substituting  therefore  in  (53)  and  (54)  of  Chapter  I, 

s  =  u, 
gives 

1  =  [e-^  {e.cos  (qt-H)  +  C/sin  (qt  -  kT)} 

-  e+^  {e^cos  {qt  +  kl)  +  C/sin  {qi  +  A^}] 


—  € 


-2ui  r.-w 


[e-^  {C,  cos  igi  +  kl)  +  C/  sin  (qt  +  kl) } 


—  g+« 


{C,  cos  (qt-kl)+  C/ sin  (qt  -  kl)}]  (36) 


and 


e  =  [s-^  { {c/C,'"  c,C,)  cos  (qt  -  kD 

-  (c,'C,  +  c,C/)  sin  (qt-M)\ 

■\-€^^[  (c^C^'-  cfi,)  COS  (qt  +  kl) 

-  (c,'C, +  cfi,')  sin  (qt  +  H)}] 

+  €-'^'  [e-^  { (c/C,  -  cfi,)  COS  (g«  +  kl) 

-  (c/C,  +  cjC/)  sin  (g«  +  «) } 

+  £+^  { (c/C,'  -  c,C,)  cos  (g^  -  *0 

-  (c/e, +  c,C/)  sin  (?t- A:/)}].         (37) 

In  these  equations  of  current  i  and  e.m.f.  e  the  first  term 
represents  the  usual  equations  of  the  distribution  of  alternating 
current  and  voltage  in  a  long-distance  transmission  line,  and  can 
by  the  substitution  of  complex  quantities  be  reduced  to  a  form 
given  in  Section  III. 

The  second  term  is  a  transient  term  of  the  same  frequency; 
that  is,  in  a  long-distance  transmission  line  or  other  circuit  of 
distributed  r,  L,  9,  (7,  when  canying  alternating  current  imder  an 
alternating  impressed  e.m.f.,  at  a  change  of  circuit  conditions,  a 
transient  term  of  fundamental  frequency  may  appear  which  has 
the  time  decrement,  that  is,  dies  out  at  the  rate 

^'2ui  ^  g-(z  +  c^  *• 
In  this  decrement  the  factor 
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is  the  usual  decrement  of  a  circuit  of  resistance  r  and  inductance 
L,  while  the  other  factor, 

may  be  attributed  to  the  conductance  and  capacity  of  the  circuit, 
and  the  total  decrement  is  the  product, 

A  further  discussion  of  the  equations  (36)  and  (37)  and  the 
meaning  of  their  transient  term  requires  the  consideration  of  the 
terminal  conditions  of  the  circuit. 

67.  The  alternating  components  of  (36)  and  (37), 

i^  =  r^{C^  cos  {qt-m  +  CI  sin  {qi  -  hi) } 

-  £+^{C,cos  (?«  +  «)  +  C/sin  (g<  +  kl)\         (38) 

and 

=  £-'" 

+  i^*'  {(c/C/  -  cf^  cos  (g<  +  A;/)-(c/C2+c,C/)sin(g<+A:Z)|, 

(39) 

are  reduced  to  their  usual  form  in  complex  quantities  by  resolv- 
ing the  trigonometric  function  into  functions  of  single  angles, 
qt  and  Jd^  then  dropping  cos  g^,  and  replacing  sin  g^  by  the  imagi- 
nary unit  /.    This  gives 


e^=  f—  {(c/e/  -  c,e,)  cos  (g«-ifcZ)-(c/C,+c,C/)  sin  {qt-U)\ 


-  '-*'  { (Cj  cos  U  -  CI  sin  kX)  cos  c/t 


^o  =  « 


—  £ 


+W 


+  (C/  COS  Ai  +  Cj  sin  AZ)  sin  gf  | 
{ (C2  COS  fci  +  C/  sin  fcZ)  COS  gi 
+  ((7/  cos  A:Z  —  Cj   sin  A:/)  sin  g^} ; 

hence,  in  complex  expression, 
I  =  r^\  {C,  -  yC/)  cos  «  --  (C/  +  /C,)  sin  kl] 


—  e 


+  Ai 


{ (^2  -  yC'/)  cos  H  +  (C/  +  yC,)  sin  «| ,  (40) 

and  in  the  same  manner, 
E  =  £-«  {[c/  (C/  +  yC',)    -  c,  (C,  -  yC/)]  cos  AZ 

+  [0/  {c,  ~  yc/)  +  c,  (C/+  yc,)]  sin  az} 

+  *■*•*'  {[c/  (C/  +  iC,)   -  c,  {C,  -  yC/)]  cos  A:Z 

-  [c/  (C,  -  yC,0  +  c,  (C/  +  yC,)]  sin  W  | .  (41) 
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However,  from  equation  (55)  of  Chapter  I, 

qk  +  h{m  +  8)  .         .       ,       k(m  +  s)  -  qh^ 
c,  = — — —  L    and    Cj  «  ^,  ,   ^^ —  L, 


h'  +  k^ 


If  +  k? 


since 


q  =27r/; 


=-^a-i) 


and 


1/r 


s  +  m  =  y  > 


-B- 


we  have 


c,   = 


and 


2  nfLk+rh       xk  +  rh 


h^  +  1f 


cJ  = 


rk  -2  nfLh 
h^  +  1f 


rk  —  xh 

where  x  ==  2  ;r/L  =  reactance  per  unit  length.  . 
From  equation  (54), 

R;  =  V(s^  +  g»  -  m»)»  +  4g'm'; 

hence,  substituting  (42)  and  (44)  and  also 

6  =  2;r/U, 
we  have 


5/ 


where 


and 


2  =  vV+?  =  impedance  per  unit  length 


y  =  Vj/*  +  6*  =  admittance  per  unit  length. 


(42) 


(43) 


(44) 


(45) 


(46) 
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From  the  above  it  follows  that 

h  -  VW  Vi   {fl^^  +  5^  -  g»  -  m'\ 

=  \/J  {zy  +  rg  -  xb) 
and 

If  we  now  substitute 


((47) 


and 


or 


and 


((48) 


((49) 


where 
and 


((50) 


Z  =  r  +  jx 

Y  =  g  +  jb; 

in  (40)  and  (41)  we  have 

I=VY  {5,«+"  (COS  U+i  sin  *0 +5^""  (cos  U-j  sin  iW)  |  ((51) 

and 

S  =  (c,  -  jc/)  VF  {B,€+"  (cos  W  +  /sin  W) 

-  5^-"  (cos  kl- j sin M)},    ((62) 

and  substituting  (43)  gives 

.,     h(r-jx)-k(z-jr)      (r+jx)  (h-jk)      r+jx 
^.-J'^i-  h'  +  k?  "        A'  +  A;*        "/!+;&•     ^^^^ 

However, 
A+jJfc  =  V(A+j*P=  V(A'  -  ifc»)  +  2  jhk 

-  V^(rg  —  x6)  +  j^izyf  —  {rg  —  xbY 

-  V(rg-xb)+jV{r'+x')  (3»+6')-(r<,-x6)» 

-  \/(rjr  -  aA)  + ;  Vr*6»  +  x'ff'  +  2  ryj* 
=•  y/{rg  —  xb)  +  j  (rb  +  xg) 

"  ^{r+jx)  (g  +  jb); 
or  *  +  J*  -  VZF  (194) 
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substituted  in  (33)  gives 

Cl    -  jCl      =    -Jy»  (IS) 

and  (55)  substituted  in  (52)  gives 

E  =  y/z{  Bi€+*'  (cos  kl  +  j  sin  kl)  -  £,€-«  (cos  kl  -  j  sin  W)  ■ . 

(56) 

where  Bi  and  Bt  are  the  complex  imaginary  integration  constants. 
Writing 

h  =  a  and  A;  =  /3, 

Bi  =  Di  and  B,  =  -  Dj 

the  equations  (51)  and  (56)  become  identical  with  the  equa- 
tions of  the  long-distance  transmission  line  derived  in  Section  III, 
equations  (22)  of  paragraph  8. 

It  is  interesting  to  note  that  here  the  general  equations  of 
alternating-current  long-distance  transmission  appear  as  a  specul 
case  of  the  equations  of  the  traveling  wave,  and  indeed  can  be 
considered  as  a  section  of  a  traveling  wave,  in  which  the  accelera- 
tion constant  s  equals  the  exponential  decrement  u. 
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68.  The  general  equations  of  the  electric  circuit,  (53)  and  (54) 
of  Chapter  I,  contain  eight  terms:  four  waves:  two  main  waves 
and  their  reflected  waves,  and  each  wave  consists  of  a  sine  term 
and  a  cosine  term. 

The  equations  contain  five  constants,  namely:  the  frequency 
constant,  q;  the  wave  length  constant,  k;  the  time  attenuation 
constant,  u;  the  distance  attenuation  constant,  h,  and  the  time 
acceleration  constant,  s;  among  these,  the  time  attenuation,  u,  is 
a  constant  of  the  circuit,  independent  of  the  character  of  the  wave. 

By  the  value  of  the  acceleration  constant,  s,  waves  may  be  sub- 
divided into  three  classes,  namely:  s  =  0,  standing  waves,  as 
discussed  in  Chapter  V;  w  >  5  >  0,  traveling  waves,  as  dis- 
cussed in  Chapter  VI;  s  =  w,  alternating-current  and  e.m.f. 
waves,  as  discussed  in  Section  III. 

The  general  equations  contain  eight  integration  constants  C 
and  C,  which  have  to  be  determined  by  the  terminal  condi- 
tions of  the  problem. 

Upon  the  values  of  these  integration  constants  C  and  C 
largely  depends  the  difference  between  the  phenomena  occurring 
in  electric  circuits,  as  those  due  to  direct  currents  or  pulsating 
currents,  alternating  currents,  oscillating  currents,  inductive  dis- 
charges, etc.,  and  the  study  of  the  terminal  conditions  thus  is  of 
the  foremost  importance. 

69.  By  free  oscillations  are  understood  the  transient  phe- 
nomena occurring  in  an  electric  circuit  or  part  of  the  circuit  to 
which  neither  electric  energy  is  supplied  by  some  outside  source 
nor  from  which  electric  energy  is  abstracted. 

Free  oscillations  thus  are  the  transient  phenomena  resulting 
from  the  dissipation  of  the  energy  stored  in  the  electric  field  of 
the  circuit,  or  inversely,  the  accumulation  of  the  energy  of  the 
electric  field;  and  their  appearance  therefore  presupposes  the 
possibility  of  energy  storage  in  more  than  one  form  so  as  to  allow 
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an  interchange  or  surge  of  energy  between  its  different  forms, 
electromagnetic  and  electrostatic  energy.  Free  oscillations  occur 
only  in  circuits  containing  both  capacity  C  and  inductance,  L. 

The  absence  of  energy  supply  or  abstraction  defines  the  free 
oscillations  by  the  condition  that  the  power  p  =  ei  at  the  two 
ends  of  the  circuit  or  section  of  the  circuit  must  be  zero  at  all 
times,  or  the  circuit  must  be  closed  upon  itself. 

The  latter  condition,  of  a  circuit  closed  upon  itself,  leads  to  a 
full-wave  oscillation,  that  is,  an  oscillation  in  which  the  length  of 
the  circuit  is  a  complete  wave  or  a  multiple  thereof.  With  a  cir- 
cuit of  uniform  constants  as  discussed  here  such  a  full-wave 
oscillation  is  hardly  of  any  industrial  importance.  While  the 
most  important  and  serious  case  of  an  oscillation  is  that  of  a 
closed  circuit,  such  a  closed  circuit  never  consists  of  a  uniform 
conductor,  but  comprises  sections  of  different  constants ;  generat- 
ing system,  transmission  line  and  load,  thus  is  a  complex  circuit 
comprising  transition  points  between  the  sections,  at  which  par- 
tial reflection  occurs. 

The  full-wave  oscillation  thus  is  that  of  a  complex  circuit, 
which  will  be  discussed  in  the  following  chapters. 

Considering  then  the  free  oscillations  of  a  circuit  having  two 
ends  at  which  the  power  is  zero,  and  representing  the  two  ends 
of  the  electric  circuit  by  Z  =  0  and  I  =  l^,  that  is,  counting  the 
distance  from  one  end  of  the  circuit,  the  conditions  of  a  free 
oscillation  are 

Z  =  0,  p  =  0. 

^  =  ^o;  p  =  0. 

Since  p  =  ei,  this  means  that  at  Z  =  0  and  I  ^  Iq  either  e  or  t 
must  be  zero,  which  gives  four  sets  of  terminal  conditions: 


(1)  e  =  0  at  Z  =  0 

(2)  i  =  0  at  Z  =  0 

(3)  e  =  0  at  Z  =  0 

(4)  1  =  0  at  Z  -  0 


1  =  0  at  Z  =  L, 


0' 


e  =  0  at  Z  =  Z«. 


0* 


e  =  0  at  Z  ==  Z«. 


0* 


i  =  0  at  Z  =«  L. 


0* 


(1) 


Case  (2)  represents  the  same  conditions  as  (1),  merely  with  the 
distance  Z  counting  from  the  other  end  of  the  circuit  —  a  line 
open  at  one  end  and  grounded  at  the  other  end.    Case  (3)  repie* 
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Bents  a  circuit  grounded  at  both  ends,  and  case  (4)  a  circuit  open 
at  both  ends. 

60.  In  either  of  the  different  cases,  at  the  end  of  the  circuit 
Z  =  0,  either  c  =  0,  or  t  =  0. 

Substituting  {  =  0  into  the  equations  (53)  and  (54)  of  Chapter 
I  gives 

e,  =  £-^--'^'{[c/  (C/  +  C/)  -  c,  (C,  +  C,)]  cos  qt 

-  [<  (C,  +  C,)  +  c,  (C/  +  C/)]  sin  qt} 
+  £-(«+'>'{[c/  (e/+  e/) -  c,  (C,  +  C,)]cosg^ 

-  [c/  (C,  +  C,)  +  c,  (C/  +  C/)]  sin  qt]  (2) 
and 

i;  =  e-(u-a)<  |(Cr^_  (7^)  cosg«+  (C/  -  C/)  sing^l 

+  e-^"^'^'{(C3  -  e,)  cosg^+  (C3'  -  C/)  sing^j.        (3) 
If  neither  q  nor  s  equals  zero, 


for  e^  =  0, 


and 
hence, 


<  (c/  +  e/)  -  c,  (c,  +  e,)  =  0 

c/  (C,  +  C,)  +  c,  (C/  +  C/)  =  0; 


Cj   =— C^,        C4   =—63, 


and  for  L  =  0, 


C  '  =^  C  ' 


C4    —  ^3> 
C4    =  Ca  .     ^ 


Substituting  in  (53)  and  (54)  of  Chapter  I, 
£  ^  g-(u-,)<  jc^  [g-«  cos  (5<  -  ^-/)  ±  ^^^  cos  (g«  +  kl)\ 

+  C/  [£-^  sin  {qt  -  «)  ±  6^«  sin  {qt  +  A/)]} 
+  ^-(u+«)<  {C3[£-^'"  cos  (g/  -  kV)  ±  e-'^  cos  (g«  +  hV)\ 
+  C/  [e-^*' sin  (3^  -U)±  e-"" sin  (3^  +  «)]} 


(4) 


(5) 


(6) 
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and 

e  =  e-('*->'  { (c/C/-  cf!,)  [£-"  cos  {qt-ld) 

-  (c/C,  +  c,C/)  [f-*'  sin  {qt  -  «) 

T£+"  sin  ((?<  +  «)]} 

+  £-(-+•)'{  (Cj'C,'-  c,C,)  [e+*^  cos  {qt-kl) 

T  e-'^cosCg^+A/)] 

-(C,'C,  +  c,C/)[£"^'"sin(g^-A:/) 

Tf-^^sinCg^  +  W)]},  (7) 

where  the  upper  sign  refers  to  e  =  0,  the  lower  sign  to  i  =  0  for 
/  =  0. 

61.  In  a  free  oscillation,  either  e  or  i  must  be  zero  at  the  other 
end  of  the  oscillating  circuit,  or  at  {  =  U, 

Substituting,  therefore,  {  =  lo  in  equations  (6)  and  (7),  and 
resolving  and  arranging  the  terms  by  functions  of  t,  the  respec- 
tive coefficients  of 

£-(— •>'cos5^   e-^^'-'^'sing^,   £-(*+'^'co8gf, and  e-^^-^'^'sinji 

must  equal  zero,  either  in  equation  (6),  if  t  =  0  at  /  ==  U,  or  in 
equation  (7),  if  e  =  0  at  Z  «  U,  provided  that,  as  assumed 
above,  neither  s  nor  q  vanishes. 
This  gives,  for  t  =  0  at  /  =  l^j  from  equation  (202), 

C,  {b-^  ±  e+'^'o)  cos  ^0  -  C/(£-*'*  T  e^*^)  sin  U^  =  0, 
C,  (£-*'•  T  e+*S  sin  kl^  +  C/(£-*'«  ±  r^)  cos  ^o  =  0,  ^ 

and  analogously  for  C,  and  C^, 

In  equations  (8),  either  Ci,  C\\  Ca,  C/  vanish,  and  then  the 
whole  oscillation  vanishes,  or,  by  eliminating  Ci  and  d'  from 
equations  (8),  we  get 

(£-*'»  ±  £^*'«)^  cos'  kl^  +  (£-*'•  T  e^*'«)'  sin'  H^  =  0;        (9) 

hence, 

(£-*'o  ^  £+*^)  cos  Wo  = 

^^^  (£-*'•  T  £^*^)  sin  W,- 


(8) 
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hence,  for  the  upper  sign,  or  if  e  =  0  for  /  =  0, 


thus: 


h 

=  0  and  cos 

A^  = 

-0, 

M, 

(2  n  +  1)t. 
2 

J 

1 

(10) 


and  for  the  lower  sign,  or  if  i  =  0  for  /  =  0, 


thus: 


A  =  0    and    sin  kl^  =  0. 


In  the  same  manner  it  follows,  for  e  =  0  at  Z 
tion  (7),  if  e  =  0  for  i  =  0, 


thus: 


/i  =  0,    sin  kl^  =  0 
kL  =  nn, 


(11) 

l^,  from  equa- 

(6), 

(12) 


and  if  t  =  0  for  Z  =  0, 


thus: 


A  =  0   and   cos  W, 

=  0, 

„        (2n  +  l);r 

1 

(13) 


From  equations  (10)  to  (13)  it  thus  follows  that  A  =  0,  that 
is,  the  free  oscillation  of  a  uniform  circuit  is  a  standing  vxive. 
Also 

^^^^-J^>  (14) 


«o  = 


if  e  =  0  at  one,  i  =  0  at  the  other  end  of  the  circuit,  and 

kl.  =  nn  (15) 

if  either  e  =  0  at  both  ends  of  the  circuit  or  i  =-  0  at  both  ends  of 
the  circuit. 

62.  From  (14)  it  foUov/s  that 

or  an  odd  multiple  thereof;  that  is,  the  longest  wave  which  can 
exist  in  the  circuit  is  that  which  makes  the  circuit  a  quarter- 


650  TRANSIENT  PHENOMENA 

wave  length.  Besides  this  fundamental  wave,  all  its  odd  multi- 
ples can  exist.  Such  an  oscillation  may  be  cidled  a  qaarieT'Wan 
oscillation. 

The  oscillation  of  a  circuit  which  is  open  at  one  end,  grounded 
at  the  other  end,  is  a  quarter-wave  oscillation,  which  can  contain 
only  the  odd  harmonics  of  the  fundamental  wave  of  oscillation 

From  (15)  it  follows  that 

or  a  multiple  thereof;  that  is,  the  longest  wUve  which  can  exist 
in  such  a  circuit  is  that  wave  which  makes  the  circuit  a  half- 
wave  length.  Besides  this  fundamental  wave,  all  its  multiples, 
odd  as  well  as  even,  can  exist.  Such  an  oscillation  may  be  called 
a  hjcdf'Wave  oscillation. 

The  oscillation  of  a  circuit  which  is  open  at  both  ends,  or 
grounded  at  both  ends,  is  a  half-wave  oscillation,  and  a  half-wa\'e 
oscillation  can  also  contain  the  even  harmonics  of  the  funda- 
mental wave  of  oscillation,  and  therefore  also  a  constant  tenn 

forn  =  0  in  (15). 

It  is  interesting  to  note  that  in  the  half-wave  oscillation  of  a 
circuit  we  have  a  case  of  a  circuit  in  which  higher  even  harmonics 
exist,  and  the  e.m.f.  and  current  wave,  therefore,  are  not  sym- 
metrical. 

From  A  =  0  follows,  by  equation  (59)  of  Chapter  I, 


s  =  0,    if    A?  >  lJCm\ 
and 

5  =  0,    if    }e<LCm\ 


(16) 


The  smallest  value  of  k  which  can  exist  from  equation  (14)  is 

and,  as  discussed  in  paragraph  15,  this  value  in  high-potential 
high-power  circuits  usually  is  very  much  larger  than  ICvf,  so 
that  the  case  g  =  0  is  realized  only  in  extremely  long  circuits, 
as  long-distance  telephone  or  submarine  cable,  but  not  in  trans- 
mission lines,  and  the  first  case,  «  =  0,  therefore,  is  of  most 
importance. 
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Substituting,  therefore,  A 
55)  of  Chapter  I,  gives 


=s  0  and  «  »  0  into  the  equation 


c.   ^^^  c^   = 


1^ 


=  c 


nd 


c/  = 


1^ 


-cf, 


(17) 


lid  substituting  into  equations  (6)  and  (7)  of  the  free  oscilla- 
ion  gives 

i  =  ^"'''{Aj  [cos  (qt  -  kl)  ±  cos  (qt  +  Id)] 

+  A,  [sin  (qt  -  kl)  ±  sin  Iqt  +  kl)]}  (18) 

nd 

e  =  T'C"'^  {(mAj-  gAj)  [cos  (jqt-kl)  T  cos  (g<  +  kl)] 

-  (mAi+  5^,)  [sin  (gt-kl)  T  An  (qt  +  H)]}.    (19) 

rhere:  A,  =  C^  -f-  C,  and  A.  =»  C/  +  C/. 

Since  k  and  therefore  9  are  large  quantities,  m  can  be  neglected 
ompared  with  q,  and 

k^VWq; 


lence 


nd  the  equation  (19)  assumes,  with  sufficient  approximation, 
he  form 

e  =  -  V  ^^""^  {^1  [cos  (qt-k[)T  cos  (gf  +  kl)] 

+  Ailsin  (qt  -  kl)  =F  sin  (qt  +  kl)]),  (20) 

yhere  the  upper  sign  in  (18)  and  (20)  corresponds  to  c  =  0  at 
=  0,  the  lower  sign  to  i  =  0  at  Z  =  0,  as  is  obvious  from  the 
quations. 
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Substituting 


Ai  =  A  cos  7  and  it j  =  it  sin  7 


(21) 


into  (18)  and  (20)  gives  the  equations  of  the  free  oscillation, 
thus: 


i  =  Ae-'^lcos  (qt-kl-r)  T  cos  (5^  -f-  W  -  r)} 
=--  Ay -e-"^ {cos  (qt-Id-r)  T  cos  (qt  +  kl  -  r)}- 


and 
e 


(22) 


and 


With  the  upper  sign,  or  for  e  =  0  at  Z  =  0,  this  gives 
i  =  2  As'"^  cos  Id  cos  (qt  —  f) 


e  ^  -2A 


v/^e-si 


sin  W  sin  (qt  -  y). 


(23) 


With  the  lower  sign,  or  for  i  =  0  at  Z  =  0,  this  gives 

1=2  As'"^  sin  kl sin  (qt  -  y) 


and 


e 2A 


^- 


cos  Id  COS  {qt  —  y). 


(24) 


63.  While  the  free  oscillation  of  a  circuit  is  a  standing  wave, 
the  general  standing  wave,  as  represented  by  equations  (43)  and 
(44)  of  Chapter  V  with  four  integration  constants  Ai,  A/,ils,4i', 
is  not  necessarily  a  free  oscillation. 

To  be  a  free  oscillation,  the  power  ei,  that  is,  either  e  or  t,  must 
be  zero  at  two  points  of  the  circuit,  the  ends  of  the  circuit  or 
section  of  circuit  which  oscillates. 

At  a  point  U  of  the  circuit  at  which  c  =  0,  the  coefficients  of 
cos  qt  and  sin  qt  in  equation  (43)  of  Chapter  V  must  vanish.  This 
gives 

(.4,  +  a;)  cos  kl,  -f-  (il/  -  A/)  sin  «j  =  0| 
^^^      -  {A,  -  A,)  sin  Id,  +  (A/  +  A/)  cosW,  =  0.  J         ^^^ 
Eliminating  sin  kl,  and  cos  hd^  from  these  two  equations  ^ves 

{A,'  -  A,»)  +  {A,^  -  A,'')  =  0, 

or  (26) 

A,'  +  A,''  =  A/  +  il,'», 
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as  the  condition  which  must  be  fulfilled  between  the  integration 
constants. 

The  value  l^  then  follows  from  (25)  as 

At  a  point  /,  of  the  circuit  at  which  i  =  0  the  coefficients  of 
cos  qt  and  sin  qt  in  equation  (44)  of  Chapter  V  must  vanish. 
This  gives,  in  the  same  manner  as  above, 

(A*  -  A,')  +  a."  -  A,'')  =  0, 
that  is,  the  same  conditions  as  (221),  and  gives  for  l^  the  value 

tan  kl^  =    ;    ,    /  =  -   .      ,    /,  •  (28) 

From  (223)  and  (224)  it  follows  that 

tan  kl^  =  -  - — —  ;  (29) 

'  tan  kl/  ^    ^ 

That  is,  the  angles  kl^  and  kl^  differ  by  one  quarter-wave 
length  or  an  odd  multiple  thereof. 

Herefrom  it  then  follows  that  if  the  integration  constants  of  a 
standing  wave  fulfill  the  conditions 

A,'  +  A,""  =  A,'  +  A,''  =  5^  (30) 

the  circuit  of  this  wave  contains  points  Z^,  distant  from  each  other 
by  a  half-wave  length,  at  which  e  =  0,  and  points  Z^,  distant  from 
each  other  by  a  half-wave  length,  at  which  i  =  0,  and  the  points 
/,  are  intermediate  between  the  points  l^,  that  is,  distant  there- 
from by  one  quarter-wave  length.  Any  section  of  the  circuit, 
from  a  point  l^  or  Z,  to  any  other  point  Zj  or  Z^,  then  is  a  freely 
oscillating  circuit. 

In  the  free  oscillation  of  the  circuit  the  circuit  is  bounded  by 
one  point  Zj  and  one  point  Z,;  that  is,  the  e.m.f.  is  zero  at  one  end 
and  the  current  zero  at  the  other  end  of  the  circuit,  case  (1)  or  (2) 
of  equation  (1),  and  the  circuit  is  then  a  quarter-wave  or  an 
odd  multiple  thereof,  or  the  circuit  is  bounded  by  two  points  Zi 
or  by  two  points  Zj,  and  then  the  voltage  is  zero  at  both  ends  of 
the  circuit  in  the  former  case,  number  (3)  in  equation  (1),  or 
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the  current  is  zero  at  both  ends  of  the  circuit  in  the  latter  case, 
number  (4)  in  equation  (1),  and  in  either  case  the  circuit  is  one 
half-wave  or  a  multiple  thereof. 

Choosing  one  of  the  points  Ii  or  Ii  as  starting  point  of  the  dis- 
tance,  that  is,  substituting  I  —  h  or  I  —  It  respectively,  instead 
of  I,  in  the  equations  (43)  and  (44)  of  Chapter  V,  with  some  trans- 
formation these  equations  convert  into  the  equations  (23)  or  (24). 
In  other  words,  the  equation  (30),  as  relation  between  the  inte- 
gration constants  of  a  standing  wave,  is  the  necessary  and  suflB- 
cient  condition  that  this  standing  wave  be  a  free  oscillation. 

64,  A  single  term  of  a  free  oscillation  of  a  circuit,  with  the  dis- 
tance counted  from  one  end  of  the  circuit,  that  is,  one  point  of 
zero  power,  thus  is  represented  by  equations  (23)  or  (24),  re- 
spectively. 

Reversing  the  sign  of  Z,  that  is,  counting  the  distance  in  the 

opposite  direction,  and  substituting  B  =-  ±  2  A  y  - ,  these 
equations  assume  a  more  convenient  form,  thus: 


for 


and 


e  =  0  at  Z  =  0, 
e  =  Be"^  sin  Id  sin  (qt  —  y) 


i  =  B\/^e-^ 


cos  Id  cos  (qt  —  y), 


(31) 


and  for 


and 


t  =  0  at  Z  =  0, 
e  =  B€~^  cos  kl  cos  (qt  —  y) 

i  =  Byje'^^sinldsin  (qt  -  y). 


(32) 


(33) 


Introducing  again  the  velocity  of  propagation  as  unit  distance, 

from  equation  (5)  of  Chapter  IV  and  (33)  we  get: 

kl  =  X  Vq'  +  m' 


-,.vR^^ 


FREE  OSCILLATIONS 


555 


if  Y71  is  small  compared  with  q, 

kl  =  q\,  (34) 

istituting  (33)  in  (34)  gives 

k  =  aq  =-  qVLC,  (35) 

m  (14)  and  (15),  for  a  quarter-wave  oscillation,  we  have 


k  = 


(2  n  +  1)  ;r 

(2  W  -f-   1)  TT 


^       21,  VLC 


(36) 


ilf-wave  oscillation, 


riTT 

''0 


nw 


l^y/LC 


(37) 


iing  the  length  of  the  circuit  in  a  quarter-wave  oscillation 


''i  =  <. 


(38) 


length  of  the  circuit  in  a  lialf-wave  oscillation  by 


K  =  <^l 


Of 


(39) 


'e  length  of  the  fundamental  or  lowest  frequency  of 
>n  is 

-I,  =  4  A,  =  2  A,;  (40) 

ngth  of  the  fundamental  wave,  with  the  velocity  of  prop- 
as  distance  unit,  in  a  quarter-wave  oscillation  is 


I  half-wave  oscillation  is 

^  =  2  i,  VW. 


(41) 
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Substituting  (41)  into  (36)  and  (37)  for  a  quarter-wave  oscil- 
lation gives 

A;  =  (2  w  +  1) ^ 


and 


^0 


(42) 


and  for  a  half-wave  oscillation  ^vcs 

27:VLC 


k  =  n 


and 


q  =  n 


2n 


(43) 


Writing  now 


d  = 


r  = 


2n 
—  t, 


2n\/LC 


I. 


(44) 


that  is,  representing  a  complete  cycle  of  the  fundamental  fre- 
quency, or  complete  wave  in  time,  by  ^  =  2  ;r,  and  a  complete 
wave  in  space  by  t  =  2  ir,  from  (43)  and  (44)  we  have 

kL  =  nz  ^ 

and  ,         p     *  (^^) 

qt  =  no  J  J 

where  n  may  be  any  integer  number  with  a  half-wave  oscillation, 
but  only  an  odd  number  with  a  quarter-wave  oscillation. 

66.  Substituting  (45)  into  (31)  and  (32)  gives  as  the  complete 
expression  of  a  free  oscillation  the  following  equation 

A,  Quarter-wave  oscillation. 

(a)    e  =  0  at  Z  =  0  (or  T  =  0) 


00 


_   ^-ut 


e  =  e 


^nBnSm(2n  +  1)  Tsin[(2n+  1)  ^  -  rJ 


and 


1(1 

i  =  V?£-"'X-5nCos(2n+l)TCOs[(2w  +  l)«-r«]; 

^    ^  0 


m 
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(6)  t  =  Oat/  =  0(orr  =  0) 


00 


e  =  €-'^J^nBnC08(2n  +  1)  TC0s[(2n+  1)»- 

and        _ 

/C         * 
i  =  \YS-'^'^nBnSini2n  +  l)Tsin[(2n  +  l)e 


rJ 


-rJ- 


B.  Half-wave  oscillation. 
(a)  6  =  0  at  Z  =  0  (or  T  =  0) 


and 


WW 

e  =  s~^  ^^Bn  sin  nr  sin  (nd  —  ^-J 

0 

i  =  y  T«~"'  X**^**  cos  WT  cos  (nd  -  ^J; 


(6)  t  =  0  at  Z  =  0  (or  t  =  0) 


00 


and 


e  =  e   "<  VnB„  cos  nr  cos  (wtf  —  ^J 

0 

/C         * 
i  =  Vt^'^  2/"-SnSinnT8in  (w^  —  ^^J, 


where 


^  =  V^i, 


2kVLC 


X  = 


i, 


(44) 


(47) 


(48) 


(49) 


and 


^  =  4  Z,  VTXJ  in  a  quarter-wave 

=  2  Z,  VZ/C  in  a  half-wave  oscillation, 


(41) 


(50) 


X^  is  the  wave  length,  and  thus  y  the  frequency,  of  the  funda- 

mental  wave,  with  the  velocity  of  propagation  as  distance  unit. 

It  is  interesting  to  note  that  the  time  decrement  of  the  free 

oscillation,  c"*^,  is  the  same  for  all  frequencies  and  wave  lengths. 
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and  that  the  relative  intensity  of  the  different  harmonic  compo- 
nents of  the  oscillation,  and  thereby  the  wave  shape  of  the 
oscillation,  remains  unchanged  during  the  decay  of  the  oscillation. 
This  result,  analogous  to  that  found  in  the  chapter  on  traveling 
waves,  obviously  is  based  on  the  assumption  that  the  constants 
of  the  circuit  do  not  change  with  the  frequency.  This,  however, 
is  not  perfectly  true.  At  very  high  frequencies  r  increases,  due 
to  unequal  current  distribution  in  the  conductor  and  the  appear- 
ance of  the  radiation  resistance,  as  discussed  in  Section  III,  L 
slightly  decreases  hereby,  g  increases  by  the  energy  losses  result- 
ing from  brush  discharges  and  from  electrostatic  radiation,  etc., 

so  that,  in  general,  at  very  high  frequency  an  increase  of  j  and 

^>  and  therewith  of  w,  may  be  expected;  that  is,  very  high  hAT- 

monies  would  die  out  with  greater  rapidity,  which  would  result 
in  smoot  ing  out  the  wave  shape  with  increasing  decay,  making 
it  more  nearly  approach  the  fundamental  and  its  lower  har- 
monics, as  discussed  in  the  Chapters  on  "Variation  of  Contents." 

66.  The  equations  of  a  free  oscillation  of  a  circuit,  as  quarter- 
wave  or  half-wave,  (46)  to  (49),  still  contain  the  pairs  of  inte- 
gration constants  Bn  and  y-n,  representing,  respectively,  the 
intensity  and  the  phase  of  the  nth  harmonic. 

These  pairs  of  integration  constants  are  determined  by  the  ter- 
minal conditions  of  time;  that  is,  they  depend  upon  the  amount 
and  the  distribution  of  the  stored  energy  of  the  circuit  at  the 
starting  moment  of  the  oscillation,  or,  in  other  words,  on  ibe 
distribution  of  current  and  e.m.f.  at  ^  =  0. 

The  e.m.f.,  e^j  and  the  current,  i^,  at  time  <  =  0,  can  be  ex- 
pressed as  an  infinite  series  of  trigonometric  functions  of  the 
distance  /;  that  is,  the  distance  angle  t,  or  a  Fourier  series  of  such 
character  as  also  to  fulfill  the  terminal  conditions  in  space,  as  dis- 
cussed above,  that  is,  6  =  0,  and  i  =  0,  respectively,  at  the 
ends  of  the  circuit. 

The  voltage  and  current  distribution  in  the  circuit,  at  the 
starting  moment  of  the  oscillation,  <  «  0,  or,  d  «=  0,  can  be 
represented  by  the  Fourier  series,  thus: 


00 
Cr      = 


'0   -  Vn  (On  cos  TIT  -f  «/  siu  Ht) 

and 


00 


i^  =  ]^n  (hn  cos  nr  +  6/  sin  nr). 


(51) 


FREE  OSCILLATIONS 


559 


where 


1    r" 

%^^  I     «od7  =  avg [eJo", 
^  ==   -     /     Cf,  C08  nzdr  =  2  B,vg[e  J.  COS  nz]^^' J 
a»'  =»   -     /    e^  sin  nr  dr = 2  avg  [e^,  sin  nz]^  ', 


(52) 


and  analogously  for  b. 

The  expression  avg  [Fgj  denotes  the  average  value  of  the 
function  F  between  the  limits  Oj  and  a,. 

Since  these  integrals  extend  over  the  complete  wave  2  tt,  the 
wave  thus  has  to  be  extended  by  utilizing  the  terminal  conditions 
regarding  t,  but  the  wave  is  symmetrical  with  regard  to  Z  =  0 
and  with  regard  to  Z  =  Z^,,  and  this  "ature  in  the  case  of  a  quarter- 
wave  oscillation  excludes  the  existence  of  even  values  of  n  in 
equations  (51)  and  (52). 

67.  Substituting  in  equations  (46)  to  (49), 

^  =  0,        ^  =  0, 
and  then  equating  with  (51),  gives,  from  (46), 

e^  =  ^n  Bn  sin  (2  n  +  1)  T  sin  7-,,  =  2^  n  [a„  cos  (2  n  +  1)t 


+  a/  sin  (2  n  +  1)  r] 


and 


=  V  7  X**  ^n  cos  (2  n  +  1)  T  cos  Tn  =  X"  l^«  ^^^  (2  n  +  1)  t 


+  6/  sin  (2  n  +  1)  t]; 


hence, 


«n  -  0,     6/  =  0, 
Bn  sin  rn  =  «n'  and   y  F^n  cos  rn 
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Equation  (46)  gives  the  constants 

an  =  0;    6/  =  0, 


an\fL 


K  "^C 


(53) 


in  the  same  manner  equation  (243)  gives  the  constants 

an'  =  0;    6n  =  0, 


bn\/C 

an  ^  L 


(54) 


Equation  (48)  gives  the  same  values  as  (46),  and  (49)  the 
same  values  as  (47). 

Examples, 

68.  As  first  example  may  be  considered  the  discharge  of  a 
transmission  line:  A  circuit  of  length  l^  is  charged  to  a  uniform 
voltage  E,  while  there  is  no  current  in  the  circuit.  This  drciiit 
then  is  grounded  at  one  end,  while  the  other  end  remains 
insulated. 

Let  the  distance  be  counted  from  the  grounded  end,  and  the 
time  from  the  moment  of  grounding,  and  introducing  the  deno- 
tations (39). 

The  terminal  conditions  then  are: 

(a)  T  =  0    e  =  0, 

(6)  at  »  =  0 

e  =  0  for  T  =  0;  c  =  ^  for  T?^  0, 

t  =  0  for  T  7*^  0;  i  =  indefinite  for  t  =  0. 
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The  distribution  of  e.m.f.,  co,  and  current,  io,  in  the  circuit,  at 
the  starting  moment  ^  =  0,  can  be  expressed  by  the  Fourier 
series  (61),  and  from  (62), 

an'  =  2  avg  [E  sin  (2  7r+  1) r]  =  ,,,^^.^,,_  (65) 


and 


(2  n  +  1)  TT 


6n=0, 


and  from  (249), 

hence, 

Bn 

AE 

(2»+l)s 

and  tan  Xn  = 

«; 

Tn 

°2' 

and  substituting  (56)  into  (46), 


4^  _^^    sin(2n  + l)TC0s(2n  + 1)<? 

e  =  — €      2/'*  

1 


n 


2n  +  1 


and 


AE 


X  = 


n 


^  1 


cos(2n  +  1)  Tsin(2n  +  1)0 


2n  +  1 


From  (44)  it  follows  that 


t^^^^^e. 


n 


^  =  2  TT  gives  the  period, 


^  =  4  kVW, 


and  the  frequency, 


f  = i 


and  T  =  2  TT  gives  the  wave  length, 

L  =  4  ? 


0> 


(56) 


(57) 


of  the  fundamental  wave,  or  oscillation  of  lowest  frequency  and 
greatest  wave  length. 
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Choosing  the  same  line  constants  as  in  paragraph  16,  namely: 
l^  "  120  miles;  r  =»  0.41  ohm  per  mile;  L  =  1.95x10"*  henry 
per  mile;  y  =  .25  X  10"^  mho  per  mile,  and  C  =  0.0162  X  10"* 
farad  per  mile,  we  have 

u  =  113, 

and  the  fundamental  frequency  of  oscillation  is 

/i  =  371  cycles  per  second. 

If  now  the  e.m.f.  to  which  the  line  is  charged  is 

E  =  40,000  volts, 

substituting  these  values  in  equations  (57)  gives 

e  =  51,000€-'**''*{sinTCOstf  +  Jsin3TCOs3« 
+  ^  sin  5  T  cos  5  ^  +  ...},  in  volts 

i  =  147  €-'-^  •  {cost  sin  d  +  Jcos3Tsin3« 
+  I  cos  5  T  sin  5  ^  +  . .  • },  in  amp. 

The  maximum  value  of  e  is 

e  =  ^  =  40,000  volts, 

and  the  maximum  current  of  i  is 

1=1  =  115.5  amp. 
Since 


and 


(58) 


sin  (2n-l)  acos  (2n-l)  6     ^  ...     ^  , 

.    2^r31 =0.if6--<a<6, 


X- 


and 


or6+-<o<6+7r. 


+  ^,  if6<o<6+^ 


=  --,if6<o<6--, 


(59) 
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applying  (59)  to  (58)  we  have  at  any  point  r  of  the  line,  at  the 
time  0  given  by 


0  <  ^  <  r: 

e  =  Et-"^; 

i  =  0. 

T<  e  <  T+|: 

e  =  0; 

i  =  /«-«'. 

T  +  ^<  0  <  r  +  n: 

e  =  -Ei-"^; 

1  =  0. 

3  TT 

T  +  — <  tf  <T  +  2;r;      e  =  Et'"^;       i  =  0,  etc. 

At  any  moment  of  time  d  one  part  of  the  line  has  voltage 
e  =  Ee~^  and  zero  cmrent,  and  the  other  part  of  the  line  has 
current  i  =  Ie~^  and  zero  voltage,  and  the  dividing  line  between 

the  two  sections  of  the  line  is  at  t  =  ^  ±  —,  hence  moves 

along  the  line  at  the  rate  t  =  d. 

69.  As  second  example  may  be  considered  the  discharge  of  a 
live  line  into  a  dead  Une:  A  circuit  of  length  Z^,  charged  to 
a  uniform  voltage  Ey  but  carrying  no  current,  is  connected  to  a 
circuit  of  the  same  constants,  but  of  length  Z,,  and  having  neither 
voltage  nor  current,  otherwise  both  circuits  are  insulated. 

Let  the  total  length  of  the  circuit  be  denoted  by 

2  Z  =  Z,  +  Z„ 

and  let  the  time  be  counted  from  the  moment  where  the  circuits 
Zj  and  Zj  are  connected  together,  the  distance  from  the  beginning 
of  the  live  circuit  Zj,  whose  other  end  is  connected  to  the  dead 
circuit  Z,. 

Introduce  again  the  denotations  (44),  and  represent  the  total 
length  of  the  line  2  Z  =  Zj  -f  Z,  by  t  =  tt,  then  write 

As  the  voltage  is  E  from  t  =  0  to  t  =  Tj,  and  0  from  t  =  t^  to 
T  =  TT,  the  mean  value  of  voltage,  or  the  voltage  which  will  be  left 
on  the  line  after  the  transient  phenomenon  has  passed,  is 

e.  =  ^^, 

n 
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and  the  terminal  conditions  of  voltage  and  current  are 

tf  =  0 

e  ^  E  -  e^  for  0  <  T  <  Tj, 


e  =  —  e^ 
i  =0. 


for    Tj    <    T   <   TT, 


Proceeding  then  in  the  same  manner  as  in  paragraph  34,  in  the 
present  case  the  equations  (49)  and  (62)  apply,  and 

^n  =  -  5  /    {E  —  Cf)  cos  nOdO—  I   e^  cos  nO  dO 
2  E  sin  WT, 


n 


hence, 


and 


an'  =  fc„  =  fcn'  =  0; 


rn  =  0 


2£' 


\     (60) 


-^  ^  S  ^1  «i  ^  sm  nr.  ^ ) 

e  = {-:  H-  e""'  X** ^cos  nrcos  nO}, 

TT    (  2  1^        n  J 

.      2J5'    /C  _^  ^  sinnr^  .  . 

r.    ^  L         ^       n 

Choosing  the  same  line  constants  as  in  paragraph  35,  and 
assuming 

Zj  =  120  miles  and  /,  =  80  miles, 

we  have 

I  =  100  miles  and  t^  =  0.6  n. 

Let  E  =  40,000  volts,  ut  =  0.0404  6,  and  the  fundamental 
frequency  of  oscillation,  /j,  =  445  cycles  per  second ;  then 

e  =  24,000  H-25,,500  £-^-^^{sin  108°  cos  tcos  <?+ J  sin  216°' 
cos2  Tcos2<9H-Jsin348°cos3TCOs3e+-}  volts 
and  [  (61) 

1  =  73.5  e-^-^^'fsin  108°  sin  r  sin  »  +  i  sin  216°  sin  2  t 
sin  2  0+  ^  sin  348°  sin  3  t  sin  3  5  +•  •  }  amp. 


CHAPTER  VIII. 

TRANSITION  POINTS  AND  THE  COMPOUND  CIRCXnT. 

70.  The  discussions  of  standing  waves  and  free  oscillations  in 
Chapters  V  and  VII,  and  traveling  waves  in  Chapter  VI,  apply 
directly  only  to  simple  circuits,  that  is,  circuits  comprising  a  con- 
ductor of  uniformly  distributed  constants  r,  L,  g,  and  C.    Indus- 
trial electric  circuits,  however,  never  are  simple  circuits,  but  are 
always  complex  circuits  comprising  sections  of  different  con- 
stants, —  generator,  transformer,  transmission  lines,  and  load,  — 
and  a  simple  circuit  is  realized  only  by  a  section  of  a  circuit,  as 
a  transmission  hne  or  a  high-potential  transformer  coil,  which  is 
cut  off  at  both  ends  from  the  rest  of  the  circuit,  either  by  open- 
circuiting,  i  =  0,  or  by  short-circuiting,  6  =  0.    Approximately, 
the  simple  circuit  is  realized  by  a  section  of  a  complex  or  com- 
pound circuit,  connecting  to  other  sections  of  very  different  con- 
stants, so  that  the  ends  of  the  circuit  can,  approximately,  be  con- 
sidered as  reflection  points.    For  instance,  an  underground  cable 
of  low  L  and  high  C,  when  connected  to  a  large  reactive  coil  of 
high  L  and  low  C,  may  approximately,  at  its  ends  be  considered  as 
having  reflection  points  i  =  0.    A  high-potential  transformer 
coil  of  high  L  and  low  C,  when  connected  to  a  cable  of  low  L 
and  high  C,  may  at  its  ends  be  considered  as  having  reflection 
points  6  =  0.    In  other  words,  in  the  first  case  the  reactive  coil 
may  be  considered  as  stopping  the  current,  in  the  latter  case  the 
cable    considered    as    short-circuiting   the    transformer.    This 
approximation,  however,  while  frequently  relied  upon  in  engi- 
neering practice,  and  often  permissible  for  the  circuit  section  in 
which  the  transient  phenomenon  originates,  is  not  permissible  in 
considering  the  effect  of  the  phenomenon  on  the  adjacent  sections 
of  the  circuit.    For  instance,  in  the  first  case  above  mentioned, 
a  transient  phenomenon  in  an  underground  cable  connected  to 
a  high  reactance,  the  current  and  e.m.f.  in  the  cable  may  approx- 
imately be  represented  by  considering  the  reactive  coil  as  a 
reflection  point,  that  is,  an  open  circuit,  since  only  a  small  current 
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exists  in  the  reactive  coil.  Such  a  small  current  in  the  reactive 
coil  may,  however,  give  a  very  high  and  destructive  voltage  in  the 
reactive  coil,  due  to  its  high  L,  and  thus  in  the  circuit  beyond  the 
reactive  coil.  In  the  investigation  of  the  effect  of  a  transient 
phenomenon  originating  in  one  section  of  a  compound  circuit,  as 
an  oscillating  arc  on  an  underground  cable,  on  other  sections  of 
the  circuit,  as  the  generating  station,  even  a  very  great  change 
of  circuit  constants  cannot  be  considered  as  a  reflection  point 
Since  this  is  the  most  important  case  met  in  industrial  practice, 
as  disturbances  originating  in  one  section  of  a  compound  circuit 
usually  develop  their  destructive  effects  in  other  sections  of  the 
circuit,  the  investigation  of  the  general  problem  of  a  compound 
circuit  comprising  sections  of  different  constants  thus  becomes 
necessary.  This  requires  the  investigation  of  the  changes  occur- 
ring in  an  electric  wave,  and  its  equations,  when  passing  over  a 
transition  point  from  one  circuit  or  section  of  a  circuit  into  an- 
other section  of  different  constants. 

71.  The  equations  (53)  to  (60)  of  Chapter  I,  while  most  general, 
are  less  convenient  for  studying  the  transition  of  a  wave  from  one 
circuit  to  another  circuit  of  different  constants,  and  since  in  in- 
dustrial high-voltage  circuits,  at  least  for  waves  originating  in  the 
circuits,  q  and  k  are  very  large  compared  with  s  and  A,  as  dis- 
cussed in  paragraph  16,  s  and  h  may  be  neglected  compared  with 
q  and  k.    This  gives,  as  discussed  in  paragraph  9, 

h  =  aSf 
k  =  aq, 

'i  =  ^3  =  y  -  =  c, 


c. 


(1) 


where 


and  substituting 


that  is 


VLC,  (2) 


A  ■=  ff/,  (3) 


(4) 
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gives 


{,-.(i-o  [c^  cos  3  (;  -  0  +  C/  sin  3  (A  -  0] 

-  e+»(^+')  [C,  cos  3  (A  +  0  +  C,'  sin  g  (A  +  0] 
+  c+«(^-')  [C,  cos  3  (i  -  0  +  C/  sin  3  (>l  -  0] 

-  »-(-»+« [C,  cos  3  (A  +  0  +C/  sin  3  (>l  +  0]} 


(5) 


and 


=  y/^e-"'{e-<^-'>  [C,  cos  3  (A  -  0  +  C/  sin  3  (;  -  <)] 
+  *+•(•*+«  [C,  cos  3  (A  +  0  +  C/  sin  3  (;  +  0] 
+  c+*a-o  [C,  cos  3  (A  -  0  +  C/  sin  3  (>l  -  0] 
+  t-a+')  [C,  cos  3  (i  +  0  +  C'/  sin  3  (A  +  0]}- 


(6) 


Substituting  now 


(7)- 


C. 


=  tan  a, 


C ' 

-^  =  tan  ^, 


C.' 


<^. 


=  tan;-, 


C ' 

-^  =  tan  d, 


(8) 


gives 


t  -  e-"'{Ae-<^-'>cos[3(>l-0-«]-Be+*<'*-^"cos[3(>l+0-/?] 

+  Ce+''^-'>  cos  [3  (A  -0  -;.]-De-*(^+'>  cos  [3  (A+0-*]} 

(9) 
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and 

e  =  Y^£-«'{A£-'<^-'>cos[g(;-0-a]+5£+'<^+'^co8b(;-i-0-/S] 

+Ce+'<^-'>cos[g(>l-0-r]+^^"'^^'''^cos[g(;+0-*]}. 

(10) 

72.  In  these  equations  (9)  and  (10)  X  is  the  distance  coordinate, 
using  the  velocity  of  propagation  as  unit  distance,  and  at  a  tran- 
sition point  from  one  circuit  to  another,  where  the  circuit  con- 
stants change,  the  velocity  of  propagation  also  changes,  and  thus  t 
for  the  same  time  constants  s  and  q,  h  and  A;  also  change,  and 
therewith  kl,  but  transformed  to  the  distance  variable  X,  q\  re- 
mains the  same;  that  is,  by  introducing  the  distance  variable  X, 
the  distance  can  be  measured  throughout  the  entire  circuit,  and 
across  transition  points,  at  which  the  circuit  constants  change, 
and  the  same  equations  (9)  and  (10)  apply  throughout  the  en- 
tire circuit.     In  this  case,  however,  in  any  section  of  the  circuit, 


I VZP.  \  "" 


where  L^  and  C,  are  the  inductance  and  the  capacity,  respect- 
ively, of  the  section  i  of  the  circuit,  per  unit  length,  for  instance, 
per  mile,  in  a  line,  per  turn  in  a  transformer  coil,  etc. 

In  a  compound  circuit  the  time  variable  i  is  the  same  through- 
out the  entire  circuit,  or,  in  other  words,  the  frequency  of  oscilla- 
tion, as  represented  by  g,  and  the  rate  of  decay  of  the  oscillation, 
as  represented  by  the  exponential  function  of  time,  must  be  the 
same  throughout  the  entire  circuit.  Not  so,  however,  with  the 
distance  variable  Z;  the  wave  length  of  the  oscillation  and  its  rate 
of  building  up  or  down  along  the  circuit  need  not  be  the  same, 
and  usually  are  not,  but  in  some  sections  of  the  circuit  the  wave 
length  may  be  far  shorter,  as  in  coiled  circuits  as  transformers, 
due  to  the  higher  L,  or  in  cables  due  to  the  higher  C.  To  extend 
the  same  equations  over  the  entire  compound  circuit,  it  therefore 
becomes  necessary  to  substitute  for  the  distance  variable  I  another 
distance  variable  X  of  such  character  that  the  wave  length  has  the 
same  value  in  all  sections  of  the  compound  circuit.     As  the  wave, 

length  of  the  section  i  is  — >  this  is  done  by  changing  the 

\  LA 
unit  distance  by  the  factor  <r^  =  VLfii.    The  distance  unit  of 
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the  new  distance  variable  X  then  is  the  distance  traversed  by  the 
wave  in  unit  time,  hence  different  in  linear  measure  for  the 
different  sections  of  the  circuit,  but  offere  the  advantage  of 
carrying  the  distance  measurements  across  the  entire  circuit 
and  over  transition  points  by  the  same  distance  variable  X. 

This  means  that  the  length  U  of  any  section  i  of  the  compound, 
circuit  is  expressed  by  the  length  A^  =  <rj,^. 

The  introduction  of  the  distance  variable  i  also  has  the  advan- 
tage that  in  the  determination  of  the  constants  r,  L,  g,  C  of  the 
different  sections  of  the  circuit  different  linear  distance  measiu^ 
ments  I  may  be  used.  For  instance,  in  the  transmission  line, 
the  constants  may  be  given  per  mile,  that  is,  the  mile  used  as 
unit  length,  while  in  the  high-potential  coil  of  a  transformer  the 
turn,  or  the  coil,  or  the  total  transformer  may  be  used  as  unit  of 
length  ly  so  that  the  actual  linear  length  of  conductor  may  be 
unknown.  For  instance,  choosing  the  total  length  of  conductor 
in  the  high-potential  transformer  as  unit  length,  then  the  length 
of  the  transformer  winding  in  the  velocity  measure  >l  is  A^  = 

VLjCq,  where  L^  =  total  inductance,  C^  =  total  capacity  of 
transformer. 

The  introduction  of  the  distance  variable  X  thus  permits  the 
representation  in  the  circuit  of  apparatus  as  reactive  coils,  etc., 
in  which  one  of  the  constants  is  very  small  compared  with  the 
other  and  therefore  is  usually  neglected  and  the  apparatus 
considered  as  "massed  inductance,"  etc.,  and  allows  the  investi- 
gation of  the  effect  of  the  distributed  capacity  of  reactive  coils 
and  similar  matters,  by  representing  the  reactive  coil  as  a  finite 
(frequently  quite  long)  section  X^  of  the  circuit. 

73.  Let  Xq,  Aj,  ^2,  ...  An  be  a  number  of  transition  points  at 
which  the  circuit  constants  change  and  the  quantities  may  be 
denoted  by  index  1  in  the  section  from  X^  to  X^j  by  index  2  in  the 
section  from  X^  to  X^y  etc. 

At  A  =  Aj  it  then  must  be  i^  =  i^j  e^  =  e^;  thus  substituting 
A  ==  Aj  into  equations  (9)  and  (10)  gives 

e'(^-'^^^{A^€-''^'cos[q,(X,-t)'-a;]-B,€-^''^'cos[q^(X^  +  t)''-fi;\} 

4.^-(u,+^)«|(>^^+Ucos[g,(>l,-0-ri]  -^i€"'*^'cos[gj(>l,+0-*J} 
=e-<-— >'{A,fi— ^'cos[g,(A,-0-aJ  -B^^'^^  cos[q,{X,+t)^p,]] 
+^-r«.+^)« {C^+Ucos[g,(A,~0-r2]  -D^'''^^ cos [q,{X,+t)-d,]]. 


/io\ 
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Herefrom  it  follows  that 

that  is,  the  frequency  must  be  the  same  throughout  the  entire 
circuit  as  is  obvious,  and 

1^3  ±  5,  =  t^i  ±  Sj.  (14) 

Since  u^  ^  Uj,  only  one  of  the  two  waves  can  exist,  the  A  B, 
or  the  C  D,  and  since  these  two  waves  differ  from  each  other 
only  by  the  sign  of  s,  by  assuming  now  that  8  may  be  either 
positive  or  negative  we  can  select  one  of  the  two  waves,  for 
instance,  the  second  wave,  but  use  A,  B,  a,  fi  as  denotations  of 
the  integration  constants. 

74.  The  equations  (9)  and  (10)  now  assume  the  form 

i  =e-"'{A€+'^^-'>cos[5(>l  -0  -a] 
-fi£-(^+«cos[g(;  +  0  -/»]} 


and 


or 


and 


e  =  V^e-"*  {A€+'(^-«cos[g  (^  -  0  -  «] 

+  &-(^+'>cosb(;  +  o-i9]}, 

i  -  £-<«+•>'{  Ae+'^  cos  b  (X-t)  -  a] 
-Be-'^coslqiX  +  t)-  p]} 

e  =  y^ £-<«+•>'  {Ae+'^cos[g  (^  -  0"  «] 


(15) 


(16) 


or,  using  equations  (5)  and  (6)  instead  of  (9)  and  (10),  the  cor- 
responding equations  are  of  the  form 

i  =e''^{£+-(^-^)[Acos3(>l  -0  +  Bsing(>l  -0] 

-e-'^^^'^[C  cos  q{X  +  t)  +  D  sin  q{X  +  i)]] 

and 


=  V^£~*^  [e'-'^^-'^iA  cosqiX  -  t)+Bmiq{X'-t)] 
+  e-'(^+'>[Ccosgf>l  +  t)  +  DAnq{X+t)]}, 


(17) 
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or 

I  =  £-(«+«>'  {£  +'^  [AcoaqiX-  t)  +B  sin  q{i^  t)] 

-s^'^[Ccoaq{X  +  t)  +  D8mq{i  +  t)]\ 
and 


-v/^.-.. 


+  e-'^[Ccoaq(i  +  t)  +  Dsmq  {i+t)]}, 


(18) 


where  s  may  be  positive  or  negative. 
From  equation  (12)  it  then  follows  that 

li^  +  Sj  =  Uj  +  Sj  =  u,  +  s,  =  .  .  .  =  u»  +  Sn  =  t/„,  (19) 

where  u^y  w„  w,,  etc.,  w„  are  the  time  constants  of  the  individual 

sections  of  the  complex  circuit,  5  (7  +  ?;)>  wid  u^  may  be  called 

the  resultant  time  decrement  of  the  complex  circuit. 

76.  Equation  (12),  by  canceling  equal  terms  on  both  sides, 
then  assumes  the  form 

i4,e+'»^'  cos  [q  {X,-  t)  -  a  J  -  fije-»^«  COS  [q  {X^  +  i)  -  /?J  = 
A^^'^^'  cos  [q  {X-t)  -  aj  -  jB,£-»^'  cos  [q  {X^  +  t)  -  /?,], 
and,  resolved  for  cos  qi  and  sin  qij  this  gives  the  identities 
A^e+'^^'cos  {qX^  -  a^  -  B^e'"'^'  cos  {qXi  -  ^J  = 
A^+'»^»cos  {qX,  -  a,)  -  B,e-'»^«  cos  (g^,  -  /J^), 
Ai€+'»^»  sin  (g>li  -  a,)  +  fijf— »^»  sin  {qX^  -  /?,)  = 
Aj^+'»^«  sin  {qX^  -  a,)  +  B^e"'^'  sin  (?;,  -  /?,) 


(20) 


These  identities  resulted  by  equating  t\  =  i^  from  equation 
(15).  In  the  same  manner,  by  equating  ei  and  ej  from  equation 
(15)  there  result  the  two  further  identities 

y/p  {A,£+'»^»  cos  (qX,  -  tvj  +  B^,-«^.cos  (?;,  -  ^,)}  =^ 
y^'  {4^+'»^«  cos  (3;.,  -  a,)  +  B,e-»^'  cos  {qX,  -  ^,) }, 
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y^  {A,«+"^'  sin  (qX,  -  «,)  -  fi,e— ^'sin  {qX,  -  /?,)  = 

y/5  { A^  +••*•  sin  {qk,  -  «,)  -  B^-'^  sin  (qX,  -  ^,) } .      (21) 

Equations  (20)  and  (21)  determine  the  constants  of  tiny 
section  of  the  circuit,  A,,  jB,,  a,,  /?,,  from  the  constants  of  the 
next  section  of  the  circuit,  A^,  B^,  a^,  /?j. 


Let 


Ac  "'"'^*  cos  (jylj  —  a)  =  A^; 

Ae"^*^»sin  (qXi  -  a)  =  A'^; 

Be-'^^  cos  (9;,  -  /?)  =  B', 

Be-'^'  sin  (9^,  -  ji)  =  B"; 


c.  = 


=4 


Then 


2  c,A/ 

2  c^4,' 
2  c  A' 


(c,  +  C,)  A/  +  (Cj 

(c,  +  c,)  fi/  +  (c, 
(c,  +  c,)  A,"  -  (Cj 
(c,  +  c,)  fi,"  -  (c, 


and  since  by  (22) : 


(22) 


(23) 


(24) 


A"  +  A**  =  A'«+"^'  etc., 
substituting  herein  (24), 

4  c,'A/e +"»•*'  =(c,  +  c,y  A,'£+"'^>  +(c,-  c,)»  fi,»e-»-^. 

+  2(A/B/-A.'B,'')(c,«-c,») 


(25) 


(26) 
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and 


tan  (q^i-ot^  = 


c^  +  Cg  ^i sin  (q^i-ai) 

1  + 


tan  (qX,  -  /?,)  = 


c^+c^  Aj  cos  (g^j-aj 

c^+c^  B^  sin  (qX,-fi,, 

q+Cj  Bj  cos  (5^1  - /? J . 


tan  (g^i-ofj) 


T^V^  tan  (5;. -/?.). 


(27) 


In  the  same  manner,  equating,  for  X  =  Xi,  in  equations  (18) 
the  current  t'l,  corresponding  to  the  section  from  Xo  to  Xi,  with 
the  current  it,  corresponding  to  the  section  from  Xi  to  Xj,  and  also 
the  e.m.fs.,  e*  =  ei,  gives  the  constants  in  equations  (18)  and 
(17),  of  one  section,  Xi  to  X2,  expressed  by  those  of  the  next 
adjoining  section,  X^  to  X^,  as 


4,  =«-'»^'{a,«+'«^«  A^  +  b,e-"^  (C,  cos  2  qX,  +  D,  sin  2  qX^) } 
B,=s-"^'{ a,e  +"^'  B, + 6,e -'^'  (C,  sin  2  qX^  - Z),  cos  2  qX^) } 
C,=e+"''{a,e-«^>  C,+6,«+"^'  (A, cos 2 g>l,-5,  sin 2 5>l,) } 
i),=£+"^>{o,fi-"^'  D,+6je+"^'  (A,  sin  2  (/>lj-5,  cos  2  g>l.) } 


(28) 


where 


c,  +  c, 


''>°     2c.    ' 


b   =^1 ^ 

'         2c,    '   J 


(29) 


Vc,' 


(30) 
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76.  The  general  equation  of  current  and  e.m.f.  in  a  complex 
circuit  thus  also  consists  of  two  terms,  the  main  wave  A  in 
equations  (15),  (16),  and  its  reflected  wave  B. 

The  factor  €-<"+•>«  =  r"^  in  equations  (16)  and  (18)  repre- 
sents the  time  decrement,  or  the  decrease  of  the  intensity  of 
the  wave  with  the  time,  and  as  such  is  the  same  throughout  the 
entire  circuit.  In  an  isolated  section,  of  time  constant  u,  the 
time  decrement,  from  Chapters  V  and  VII,  is,  however,  €"**;  that 
is,  with  the  decrement  t~^  the  wave  dies  out  in  the  isolated  sec- 
tion at  the  rate  at  which  its  stored  energy  is  dissipated  by  the 
power  lost  in  resistance  and  conductance.  In  a  section  of  the 
circuit  connected  to  other  sections  the  time  decrement  e""^  does 
not  correspond  to  the  power  dissipation  in  the  section;  that  is, 
the  wave  does  not  die  out  in  each  section  at  the  rate  as  given  by 
the  power  consumed  in  this  section,  or,  in  other  words,  power 
transfer  occurs  from  section  to  section  during  the  oscillation  of 
a  compound  circuit 

If  8  is  negative,  Uo  is  less  than  u^  and  the  wave  dies  out  in  that 
particular  section  at  a  lesser  rate  than  corresponds  to  the  power 
consumed  in  the  section,  or,  in  other  words,  in  this  section  of  the 
compound  circuit  more  power  is  consumed  by  r  and  g  than  is  sup- 
plied by  the  decrease  of  the  stored  energy,  and  this  section, 
therefore,  must  receive  energy  from  adjoining  sections.  Inversely, 
if  8  is  positive,  u^  >  w,  the  wave  dies  out  more  rapidly  in  that 
section  than  its  stored  energy  is  consumed  by  r  and  g;  that  is, 
a  part  of  the  stored  energy  of  this  section  is  transferred  to  the 
adjoining  sections,  and  only  a  part  —  occasionaUy  a  very  small 
part  —  dissipated  in  the  section,  and  this  section  acts  as  a  store 
of  energy  for  supplying  the  other  sections  of  the  system. 

The  coastant  s  of  the  circuit,  therefore,  may  be  called  energy 
transfer  constant j  and  positive  s  means  transfer  of  energy  from  the 
section  to  the  rest  of  the  circuit,  and  negative  s  means  reception 
of  energy  from  other  sections.  This  explains  the  vanishing  of  s 
in  a  standing  wave  of  a  uniform  circuit,  due  to  the  absence  of 
energy  transfer,  and  the  presence  of  5  in  the  equations  of  the 
traveling  wave,  due  to  the  transfer  of  energy  along  the  circuit, 
and  in  the  general  equations  of  alternating-current  circuits. 

It  immediately  follows  herefrom  that  in  a  compound  circuit 
some  of  the  s  of  the  different  sections  must  always  be  positive, 
some  negative. 


TRANSITION  POINTS  AND  THE  COMPOUND  CIRCUIT     575 

In  addition  to  the  time  decrement  c"("+*^'  =  €-«*•*  the  waves  in 
equations  (16)  and  (18)  also  contain  the  distance  decrement 
e"*"*^  for  the  main  wave,  £"*^  for  the  reflected  wave.  Negative  8 
therefore  means  a  decrease  of  the  main  wave  for  increasing  i^  or 
in  the  direction  of  propagation,  and  a  decrease  of  the  reflected 
wave  for  decreasing  i,  that  is,  also  in  the  direction  of  propagation; 
while  positive  s  means  increase  of  main  wave  as  well  as  reflected 
wave  in  the  direction  of  propagation  along  the  circuit.  In 
other  words,  if  s  is  negative  and  the  section  consumes  more 
power  than  is  ^ven  by  its  stored  energy,  and  therefore  receives 
power  from  the  adjoining  sections,  the  electric  wave  decreases 
in  the  direction  of  its  propagation,  or  builds  down,  showing 
the  gradual  dissipation  of  the  power  received  from  adjoining 
sections.  Inversely,  if  s  is  positive  and  the  section  thus  supplies 
power  to  adjoining  sections,  the  electric  wave  increases  in  this 
section  in  the  direction  of  its  propagation,  or  builds  up. 

In  other  words,  in  a  compound  circuit,  in  sections  of  low 
power  dissipation,  the  wave  increases  and  transfers  power  to 
sections  of  high  power  dissipation,  in  which  the  wave  decreases. 

This  can  still  better  be  seen  from  equations  (15)  and  (17). 
Here  the  time  decrement  e"*^  represents  the  dissipation  of  stored 
energy  by  the  power  consumed  in  the  section  by  r  and  g.  The 
time  distance  decrement,  £+*(^-'^  for  the  main  wave,  e"*^^"*"'^  for 
the  reflected  wave,  represents  the  decrement  of  the  wave  for  con- 
stant (>l  —  0  or  (>l  +  t)  respectively;  that  is,  shows  the  change 
of  wave  intensity  during  its  propagation.  Thus  for  instance, 
following  a  wave  crest,  the  wave  decreases  for  negative  s  and 
increases  for  positive  s,  in  addition  to  the  uniform  decrease  by 
the  time  constant  e"***;  or,  in  other  words,  for  positive  s  the 
wave  gathers  intensity  during  its  progress,  for  negative  s  it  loses 
intensity  in  addition  to  the  loss  of  intensity  by  the  time  con- 
stant of  this  particular  section  of  the  circuit. 

77.  Introducing  the  resultant  time  decrement  Uo  of  the  com- 
pound circuit,  the  equations  of  any  section,  (16)  and  (18),  can 
also  h^  expressed  by  the  resultant  time  decrement  of  the  entire 
compound  circuit,  wo,  and  the  energy  transfer  constant  of  the 
individual  section;  thus 

5  =  Wo  —  ti,  (31) 
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i=e-^{il€+'^cos[g(>l-0-«]-5f"'^cos[gr(;i  +  0-^]} 
and 

e^y^€-'^[A£-^'^cos[qik-t)-'a]+Be-'^cos[q(X+i)-fi]l 


(32) 


or 


=    c-l^J<'+«^ 


1   =  £ 


{£+*^  [A  COS  gr  (;  -  0  +  5  sin  g  (;i  -  /)] 
-  e-'^  [C cos  q(X  +  t)  +  DsinqiX  +  /)]} 

c  =  y^£-«»'{£-^'^[Acosy(>l  -O+BsinqiX  -  t)] 
+  e"^  [C cos  q{X  +  t)+  Ds\nq{X  +  i)]\. 


(33) 


The  constants  A,  Bj  C,  D  are  the  integration  constants,  and 
are  such  as  given  by  the  terminal  conditions  of  the  problem,  as 
by  the  distribution  of  current  and  e.m.f.  in  the  circuit  at  the 
starting  moment,  for  ^  =  0,  or  at  one  particular  point,  as  A  =  0. 

78.  The  constants  u^  and  q  depend  upon  the  circuit  conditions. 
If  the  circuit  is  closed  upon  itself  —  as  usually  is  the  case  with  an 
electrical  transmission  or  distribution  circuit  —  and  A  is  the  total 
length  of  the  closed  circuit,  the  equations  must  give  for  A  =  A 
the  same  values  as  for  ^  =  0,  and  therefore  q  must  be  a  complete 
cycle  or  a  multiple  thereof,  2  uk]  that  is, 

2  nn 

9  =  -T-'  (34) 

A 

and  the  least  value  of  q,  or  the  fundamental  frequency  of  oscilla- 
tion, is 

27r 

3o  =  -T-  (35) 

A 

and 

q  =  wg,.  (36) 

If  the  compound  circuit  is  open  at  both  ends,  or  grounded  at 
both  ends,  and  thus  performs  a  half-wave  oscillation,  and  Ai  = 
total  length  of  the  circuit, 

IT 

go  =  T-  and  q  =  n^o,  (37) 
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and  if  the  circuit  is  open  at  one  end,  grounded  at  the  other  end, 
thus  performing  a  quarter-wave  oscillation,  and  A,  =  total  length 
of  circuit,  it  is 

?o  =  2T    ^^^    g  =  (2  n  -  1)  g„  (38) 

vhile,  if  the  length  of  the  compound  circuit  is  very  great  compared 
with  the  frequency  of  the  oscillation,  q^  may  have  any  value; 
that  is,  if  the  wave  length  of  the  oscillation  is  very  short  com- 
pared with  the  length  of  the  circuit,  any  wave  length,  and  there- 
Fore  any  frequency,  may  occur.  With  uniform  circuits,  as  trans- 
[nission  lines,  this  latter  case,  that  is,  the  response  of  the  line  to 
Btny  frequency,  can  occur  only  in  the  range  of  very  high  fre- 
quencies. Even  in  a  transmission  line  of  several  hundred  miles' 
length  the  lowest  frequency  of  free  oscillation  is  fairly  high,  and 
Frequencies  which  are  so  high  compared  with  the  fundamental 
frequency  of  the  circuit  that,  considered  as  higher  harmonics 
thereof,  they  overlap  (as  discussed  in  the  above),  must  be 
extremely  high — of  the  magnitude  of  million  cycles.  In  a  com- 
pound circuit,  however,  the  fundamental  frequency  may  be  very 
much  lower,  and  below  machine  frequencies,  as  the  velocity  of 

propagation  ~7vyi  ^^^  ^  quite  low  in  some  sections  of  the  cir- 
cuit, as  in  the  high-potential  coils  of  large  transformers,  and  the 
presence  of  iron  increases  the  inconstancy  of  L  for  high  frequen- 
cies, so  that  in  such  a  compound  circuit,  even  at  fairly  moderate 
frequencies,  of  the  magnitude  of  10,000  cycles,  the  circuit  may 
respond  to  any  frequency. 

79.  The  constant  Uo  is  also  determined  by  the  circuit  constants. 
Upon  u^  depends  the  energy  transfer  constant  of  the  circuit  sec- 
tion, and  therewith  the  rate  of  building  up  in  a  section  of  low 
f)ower  consumption,  or  building  down  in  a  section  of  high  power 
coasumption.  In  a  closed  circuit,  however,  passing  around  the 
entire  circuit,  the  same  values  of  e  and  i  must  again  be  reached, 
and  the  rates  of  building  up  and  building  down  of  the  wave  in  the 
different  sections  must  therefore  be  such  as  to  neutralize  each 
other  when  carried  through  the  entire  circuit;  that  is,  the  total 
building  up  through  the  entire  compound  circuit  must  be  zero. 
This  gives  an  equation  from  which  Uo  is  determined. 
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In  a  complex  circuit  having  n  sections  of  different  constants 
and  therefore  n  transition  points,  at  the  distances 


1)      2  *   *   *   ^ft 


((39) 


where  ^n+i  =  ^i  +  A,  and  A  =  the  total  length  of  the  circuit, 
the  equations  of  i  and  e  of  any  section  i  are  given  by  equations 

(33)  containing  the  constants  A<,  Bi,  d,  Dt. 

The  constants  A,  B,  C,  D  of  any  section  are  determined  by 
the  constants  of  the  preceding  section  by  equations  (28)  to 
(30).  The  constants  of  the  second  section  thus  are  determined 
by  those  of  the  first  section,  the  constants  of  the  third  section 
by  those  of  the  second  section,  and  thereby,  by  substituting  for 
the  latter,  by  the  constants  of  the  first  section,  and  in  this  manner, 
by  successive  substitutions,  the  constants  of  any  section  i  can  be 
expressed  by  the  constants  of  the  first  section  as  linear  func- 
tions thereof. 

Ultimately  thereby  the  constants  of  section  (n  +  1)  are 
expressed  as  linear  functions  of  the  constants  of  the  first  section: 


/)n+i  =  d'A,  +  d"B,  +  df'C,  +  d""D,, 


VA,  +  h"B,  +  V'C,  +  6'"'Di, 


((40) 


where  a',  a",  a'",  a''",  6',  h",  etc.,  are  functions  of  «»•  and  A,. 
The  in  +  l)st  section,  however,  is  again  the  first  section, 
it  is  thereby,  by  equations  (33)  and  (39), 


A        —A  ip-«i^ 


((41) 


and  substituting  (41)  into  (40)  gives  four  symmetrical  linear 
equations  in  Ai,  Bi,  Ci,  Di,  from  which  these  four  constants 
can   be   eliminated,   as  n  symmetrical  linear  equations  with 
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variables  are  dependent  equations,  containing  an  identity, 
us: 


(o'  -  «-"*•)  A,  +  a"B^  +  a"'Ci  +  a""D^  =  0 
VA^  +  (6"  -  «-"*)  B,  +  a"'C^  +  h""D^  =  0 
&A^  +  c"B,  +  (c"'  -  €+«'*)  C,  +  c""Z)i  =  0 
d'A,  +  d"Bj  +  d'"C^  +  (d""  -  «+•'*)  D,  =  0, 

d  herefrom 

{a'  -  «-'*)    o"  o'" 

V  Q/'  -  €-'*)    6"' 


((42) 


(c"'  -  e+"*)     c' 


'/// 


d" 


vn 


(d""  -  e+-'^) 


=  0.  ((43) 


Substituting  in  tlus  determinant  equation  for  s,-  the  values 
)m  (19)) 

8<  =  «o  -  I*.-  ((44) 


sres  an  exponential  equation  in  Ug,  thus: 

P  («o.  «w  4  c<)  =  0, 


((46) 


)m  which  the  value  m„  or  the  resultant  time  decrement  of  the 
xuit,  is  determined. 

In  general,  this  equation  (45)  can  be  solved  only  by  approb- 
ation, except  in  special  cases. 


CHAPTER  IX. 

POWER  AND  ENERGY  OF  THE  COMPOUND  CIRCUIT. 

80.  The  free  oscillation  of  a  compound  circuit  differs  from  that 
of  the  uniform  circuit  in  that  the  former  contains  exponential 
functions  of  the  distance  X  which  represent  the  shifting  or  trans- 
fer of  power  between  the  sections  of  the  circuit. 

Thus  the  general  expression  of  one  term  or  frequency  of  cur- 
rent and  voltage  in  a  section  of  a  compound  circuit  is  given  by 
equations  (33)  of  Chapter  VIII; 


i  ^fi-i^  {£+-^[Acosg(A-0  +Bsinq{X-t)] 
-€-^[Ccosg(A  +  0  +  DAnqiX  +  t)]] 
and 


=  \^^-"^ 


{«+"[A  cos  q  {X-t)+B sin  q  (X-t)] 
+  e-'^[Ccosq(X+t)  +  Dsmq(X+t)]],  J 

where  q  =  rw/^,  g^  =  — ,  A  =  total  length  of  circuit,  expressed 

in  the  distance  coordinate  X  =  al^l  being  the  distance  coordinate 
of  the  circuit  section  in  any  measure,  as  miles,  turns,  etc,  and 
r,  L,  g,  C  the  circuit  constants  per  unit  length  of  I, 

cr  =  Vie, 

Ifr       q\ 
u  *=  5 1 7  +  t;/  =•  time  constant  of  circuit  section. 

Wo  =  w  +  5  =  resultant  time  decrement  of  compound  circuit, 

«  =  Wo  —  w  =  energy  transfer  constant  of  circuit  section. 
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The  insiantaneous  value  of  power  at  any  point  X  of  the  circuit 
at  any  time  t  is 

p  =  ei 

=  y ^£-^^  {e^^^^ [AcosqiX'-t)  +  B sin g  (Jl  -  07 
-  e-^'^ [C cos  q  {X  +  t)  +  Dsing(>l  +  OP} 
=  ^V^e-^  {[i^^'^  {A'  +  B')  -  e-2'^  (C  +  D")] 

+  [e-'^'^(A'^B')cos2q{X-t)-e-'"^iC-D')cos2q{X+t)] 
+2[ABe^'"^sm2q{X^t)-CD6-^'^sm2q(X+t)]};        (1) 

that  is,  the  instantaneous  value  of  power  coasists  of  a  constant 
term  and  terms  of  double  frequency  in  (>l  -  0  and  {X  +  t)  or 
in  distance  X  and  time  L 

Integrating  (1)  over  a  complete  period  in  time  gives  the 
effective  or  mean  value  of  power  at  any  point  X  as 

P  =  ^\/§«"'"^  {^^''^  (^'  +  B*)  -  €-2'^  (C  +  Z)^)};  (2) 

that  is,  the  effective  power  at  any  point  of  the  circuit  is  the 
difference  between  the  effective  power  of  the  main  wave  and 
that  of  the  reflected  wave,  and  also,  the  instantaneous  power 
at  any  time  and  any  point  of  the  circuit  is  the  difference  between 
the  instantaneous  power  of  the  main  wave  and  that  of  the 
reflected  wave. 

The  effective  power  at  any  point  of  the  circuit  gradually 
decreases  in  any  section  with  the  resultant  time  decrement  of 
the  total  circuit,  e-^^,  and  varies  gradually  or  exponentially 
with  the  distance  A,  the  one  wave  increasing,  the  other  decreasing, 
so  that  at  one  point  of  the  circuit  or  circuit  section  the  effective 
power  is  zero;  which  point  of  the  circuit  is  a  power  node,  or  point 
across  which  no  energy  flows.    It  is  given  by 

or 


A^  +  B^ 


£4«^.     = 


,     1  ,    c  ^w 


(3) 
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The  difference  of  power  between  two  points  of  the  circuity  i, 
and  Xjf  that  is,  the  power  which  is  supplied  or  received  (depend- 
ing upon  its  sign)  by  a  section  ^'  =  A,  —  X^  of  the  circuit,  is  ^ven 
by  equation  (2)  as 

-  (e-»'^-e-»*^0(C +  /)»)}.        (4) 

If  Pq  is  >  0,  this  represents  the  power  which  is  supplied  by  the 
section  X'  to  the  adjoining  section  of  the  circuit;  if  P^,<  0,  thisL*! 
the  power  received  by  the  section  from  the  rest  of  the  complex 
circuit. 

If  sX^  and  sX^  are  small  quantities,  the  exponential  function 
can  be  resolved  into  an  infinite  series,  and  all  but  the  first  term 
dropped,  as  of  higher  orders,  or  negligible,  and  this  gives  tiie 
approximate  value 

e±2»^  -  e±2'^»  =  ±  2  5  (A,  -  ;iO  =  ±  2  s/;  (5) 

hence, 

P,  =  sZ' y/ge-'"''  [A^^-B'  +  O  +  iy]',  (6) 

that  is,  the  power  transferred  from  a  section  of  length  V  to  the 
rest  of  the  circuit,  or  received  by  the  section  from  the  rest  of  the 
circuit,  is  proportional  to  the  length  of  the  section,  X',  to  its  im&- 
fer  constant,  s,  and  to  the  sum  of  the  power  of  main  wave  and 
reflected  wave. 

81.  The  energy  stored  by  the  inductance  L  of  a  circuit  element 
dXy  that  is,  in  the  magnetic  field  of  the  circuit,  is 

dwi  =  — ^  dX, 

where  L'  =  inductance  per  unit  length  of  circuit  expressed  by 
the  distance  coordinate  X. 

Since  L  =  the  inductance  per  unit  length  of  circuit,  of  distancf 
coordinate  Z,  and  X  ^  o-lj 

.' =  i  ==  i .  v^/ 


«r 


\^LC      ^  C 
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bence, 

dw,  ^^sJ^i^dX.  <7) 

In  general,  the  circuit  constants  r,  L,  gr,  C,  per  unit  length, 
I  —  1  give,  per  unit  length,  ^  =  1,  the  circuit  constants 


L.  k.  I.  9. 

tr      u       u       u 


or 


=  v/5.  .JL_.  _^  =  i/?. 


"/TJC  '   VW      ^  C  '   VLC '   VLC 


(8) 


Substituting  (290)  in  equation  (309)  gives 

^  =  5  V^«~"^{«'^"''  [Acosq{X-t)+B  sin  q(X-  t)J 

+  e-^^  [CcosqiX  +  t)  +  Dsmq(k  +  07 
-  2  [4  cos  3  (/I  -  0  +  B  sin  g  (A  -  0] 
[C cos g  (A  +  0  +  ^sin 3  (>H-  <)]} 

=  2  V^*"'"*'  K*""*^  (^*  +  5")  +  e~"^  (C  +  Lf)] 

+  [£+"^  {A*  -B')eo82qiX-t) 

+  e-^'^i(P  -  D')eos2qiX  +  t)] 

+  2  [ABe-*-''^  sin  2qiX-t)  +  CDe-"^  sin  2  g  (A  +  <)] 

-  2  [(4C  -  BD)  cos  2  (?;  +  (4D  +  fiC)  sin  2  g>l] 

-  2  [(4C  +  ED)  cos  2  3<  +  (4D  -  EC)  sin  2 gO}- 

(9) 

Integrating  over  a  complete  period  in  time  ^ves  the  effective 
energy  stored  in  the  magnetic  field  at  point  X  as 

dWt      1    r^'dw^^^ 

at 


~2nJ. 


dX       2n  J,      dX 


=  \\7,  «~"^  \\?^^'^  (^'  +fi')+£-"^(C  +  D*)] 
4     0 

-  2 [(^C  -  J?D)  cos  2  3>l  +  {AD-^-EC)  sin  2  g>l]},    (10) 


584  TRANSIENT  PHENOMENA 

and  integrating  over  one  complete  period  of  distance  ^  or  one 
complete  wave  length,  this  gives 

+  £-"^(C^  +  Z)^)}.  (11) 

The  energy  stored  by  the  inductance  L,  or  in  the  magnetic 
field  of  the  conductor,  thus  consists  of  a  constant  part, 

^  ^  i  V^'~'"^  ^'"""^  ^^'  +  5^)  +  e-"^  (C  +  ly),     (12) 
a  part  which  is  a  function  of  {X  —  t)  and  {X  +  t), 

+  £-*'^(C  -  Lf)  cos  2  q(X  +  t)] 
+  2[ABe+"hm2q(X-t) 
+    CDs-*'''   sin  2  q{i  +  t)]}  ,  (13) 

a  part  which  is  a  function  of  the  distance  X  only  but  not  of  time  (, 

-  ^  =  ^vi«~"^{(4(7  -  BD)  cos2qX  +  {AD  +  BC)  wi2ql, 

(14) 

and  a  part  which  is  a  function  of  time  t  only  but  not  of  the 
distance  X, 

(15) 

and  the  total  energy  of  the  electromagnetic  field  of  circuit  element 
dX  at  time  t  is 

dwi  __  dw^     dv/      dw/'      dv/'^ 

'dX^'dX'^lx"dX         dT'  ^^^^ 

82.  The  energy  stored  in  the  electrostatic  field  of  the  conductor 
or  by  the  capacity  C  is  given  by 

dw2  =  -7:-  dX; 
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or,  substituting  (8), 

^^^  !^e^  (17) 

and  substituting  in  (17)  the  value  of  e  from  equation  (33)  of 
Chapter  VIII  gives  the  same  expression  as  (9)  except  that  the 
sign  of  the  last  two  terms  is  reversed;  that  is,  the  total  energy  of 
the  electrostatic  field  of  circuit  element  d\  at  time  t  is 

dw^      dwp      dw'      dw"      dw'"  .^^. 

dx""dx"^dX"^dX"^    dk  ^^^^ 

and  adding  (16)  and  (18)  gives  the  total  stored  energy  of  the 
electric  field  of  the  conductor, 

dw     dwi      dw^      o^^o      o^^ 
and  integrated  over  a  complete  period  of  time  this  gives 


dW^dw, 
dX  dX      2^  C 


^l\/^€-^'^{€^^'^{A^+ff)+e-^{C'+D')}.  (20) 


^     ,  diy"      ,  die/" 

The  last  two  terms,  -77-  and  -77- ,  thus  represent  the  energy 

aX  aX 

which  is  transferred,  or  pulsates,  between  the  electromagnetic 

and  the  electrostatic  field  of  the  circuit;  and  the  term  -y  repre- 

dt 

sents  the  alternating  (or  rather  oscillating)  component  of  stored 

energy. 

83.   The  energy  stored  by  the  electric  field  in  a  circuit  section 

dW 
X\  between  X^  and  X^,  is  given  by  integrating  -rr  between  X2  and  ^1, 

dX 

as 


-    (€-2.^  _  ^-2,A.)   ((7   +   2)2)  }  ;  (21) 

or,  substituting  herein  the  approximation  (307), 

W  =1  Xy^s-^"^  [A^  +  B'  +  (P  +  D"}.  (22) 
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Differentiating  (22)  with  respect  to  t  gives  the  power  sup- 
plied by  the  electric  field  of  the  circuit  as 


P     _^ 
dt 


=  u/  v/^e-*"^  {A*  +  B'  +  C*  +  iy],    (23) 
or,  more  generally, 

-  («-»*^  -  £-**^)  (C  +  Z)»)}.  (24) 

rdi 
84.  The  power  dissipated  in  the  resistance  r'dX  =  — - —  of  a 

conductor  element  dX  is 

dj/  =  r'i'dX  (25) 

hence,  substituting  herein  equation  (16)  gives  the  power  con- 
sumed by  resistance  of  the  circuit  element  dX  as 

dX  ~  L  I  dX^  dX       dX       dX    \'  ^  ' 

and  the  power  consumed  by  the  conductance  ^dX  =  ——ik 

of  a  conductor  element  dX  is 

dj/'  =  ^^dX  (27) 

hence  the  power  consumed  by  conductance  of  circuit  element  ii 
is 

-\,  (28) 


dj/'      2g  {dw.     dv/     dvf'    dvf 


dX        C  (  dX       dX       dX        dX 

and  the  total  power  dissipated  in  the  circuit  element  dX  is 

dpt     dp'  .  dp"      ,     /dw-  ,  dv/\     ,     fdv/'    dv/"\     ,^, 
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where,  as  before, 


and 

m 


2\L     CI'   . 


(30) 


and  integrating  over  a  complete  period 

dP.      ,     dw.      ,     dvf'  ,„,. 

the  power  dissipated  in  the  circuit  thus  contains  a  constant  term, 

4  u  -TT^ ,  and  a  term  which  is  a  periodic  function  of  the  distance  ^ 
dk 

4  m  -3T- ,  of  double  frequency. 
dX 

Averaged  over  a  half-wave  of  the  circuit,  or  a  multiple  thereof, 
the  second  term  disappears,  and 

dP?  dw^ 

dX  dX  ' 

or,  substituting  (12), 

^  =  w\/§«"'"^  l*'"'*^  (^'  +  ^')  +  ^""^  (^  +  ^)},     (32) 

thus  the  power  dissipated  in  a  section  A'  =  A,  —  A^  of  the  circuit 
is,  by  integrating  between  limits  X^  and  Aj, 

^i'=  TT-  V^^'''^  {(«^"^  -  ^■'''^O  (A^  +  5») 
2  s  »  C 

Dr,  approximately. 


P,«=  ti^  V^e-""^  {A^  +  5»  +  C^  +  Z)'}. 


(34) 


86.  Writing,  therefore, 

IP  =  {A'  +  B'  +  C  +  D")  y/^,  (35) 
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the  energy  stored  in  the  electric  field  of  the  circuit  section  of  length  i'  is 

W^lyiPe-'-^;  .(36) 

the  power  supply  to  the  conductor  by  the  decay  of  the  electric  field  of 
the  circuit  is 

P  =  u^yiPe-^^;  ((37) 

the  pou)er  dissipaied  in  the  circuit  section  if  by  its  effective  resist 
ance  and  conductance  is 

Pi<>  =  uX'fPe-^^,  ((38) 

and  the  power  transferred  from  the  circuit  section  X'  to  the  rest  of 
the  circuit  is 

P,  =  sX'IPe^^^;  (39) 

that  is,  —  =  ratio  of  power  dissipated  in  the  section  to  that 

0 

supplied  to  the  section  by  its  stored  energy  of  the  electric  field. 

—  =  fraction  of  power  supplied  to  the  section  by  its  electric 

field,  which  is  transferred  from  the  section  to  adjoining  sections 
(or,  if  s  <  0,  received  from  them). 

-  =  ratio  of  power  transferred  to  other   sections  to  power 

dissipated  in  the  section. 

Uq  -^  u  -i-  s  thus  is  the  ratio  of  the  power  supplied  to  the  sec- 
tion by  its  electric  field,  dissipated  in  the  section,  and  transferred 
from  the  section  to  adjoining  sections. 

These  relations  obviously  are  approximate  only,  and  applicable 
to  the  case  where  the  wave  length  is  short. 

86.  Equation  (4),  of  the  power  transferred  from  a  section 
to  the  adjoining  section,  can  be  arranged  in  the  form 

P,  =  ^  V^«"'"^  {[^""'^^  (^'  +  B»)  -  £-^'^»  (C  +  D^)] 

that  is,  it  consists  of  two  parts,  thus : 

p;  =  1  y/^ ,-2u^  I , ^2sX,  (^2  +  ^2)  .  ,-  2t^  (C»  +  Z>»)  I ,     ((41) 
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which  is  the  power  transferred  from  the  section  to  the  next  fol- 
lowing section,  and 

^^^  ^  '^  ^V^'"'"^  ^'^''^  ^^'  "^  fi')-€-''^'  (C  +  D")},     (42) 

which  is  the  power  received  from  the  preceding  section,  and  the 
difference  between  the  two  values, 

P,  =  P/  -  P/,  (43) 

therefore,  is  the  excess  of  the  power  given  out  over  that  received, 
or  the  resultant  power  supplied  by  the  section  to  the  rest  of  the 
circuit. 

An  approximate  idea  of  the  value  of  the  power  transfer  con- 
stant can  now  be  derived  by  assuming  IP  as  constant  throughout 
the  entire  compound  circuit,  which  is  approximately  the  case. 

In  this  case,  as  the  total  power  transferred  between  the  sections 
must  be  zero,  thus: 

hence,  substituting  (341), 

XsiX/  =  0,  (44) 

and,  since 

u,A  =  2;u;,v;  (45) 

that  is,  the  resultant  circuit  decrement  multiplied  by  the  total 
length  of  the  circuit  equals  the  sum  of  the  time  constants  of  the 
sections  multiplied  with  the  respective  length  of  the  section,  or,  if 
?i,  ?2  •  •  •  f  1  '^  length  of  the  circuit  section,  as  fraction  of  the 
total  circuit  length  A, 

u,  =  S{;u,.  (46) 

Whether  this  expression  (46)  is  more  general  is  still  unknown. 

87.  As  an  example  assume  a  tran8mi8si9n  line  having  the 
following  constants  per  wire :  Ti  =  52;  L|  =  0.21;  ji  =  40  X  10"*, 
and  Ci  =  1.6  X  lO"*. 

Further  assume  this  line  to  be  connected  to  step-up  and  step- 
down  transformers  having  the  following  constwits  per  trans- 
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former  high-potential  circuit:  r,  =  5,  L,  =  3;  gr,  =  0.1  X  10"*, 
and  Cj  =  0.3  X  10"*;  then 

jl/  =  cr,  =  \/Lfi^  =  0.58  X  lO"*,    A/  =  <r,  =  0.95  X  lO"*, 


u. 


136, 


Wj   =  1. 


The  circuit  consists  of  four  sections  of  the  lengths 
A/=0.58xl0-»,  >l/=0.95XlO-»,  V=0.58xl0"*,  il/= 0.95X10-*; 

hence  a  total  length 

A  =  3.06  X  10"», 

and  the  resultant  circuit  decrement  is 

^0  =  2^iij  +  2^1^,  =  51.6  +  0.59  =  52.2; 

hence,  «i  =  ""  83.8  and  s,  =  +  51.2. 

If  now  the  current  in  the  circuit  is  i^  =  100  amperes,  the  e.m.f. 
e^  =  40,000  volts,  the  total  stored  energy  is 

W  =  tV  (L,  +  L,)  +  e/  (C,  +  C,) 
=  32,000  +  3000  =  35,000  joules, 

and  from  equation  (36)  then  follows,  for  <  =  0, 

\MP  ^  35,000, 


which  gives 


fl' =  ^-^  =  22.8  X  10.. 

M,  =  52,2, 

^  =  22.8  X  10*, 

W  =  35,000. 


Line. 

Step-up 
Transformer. 

Line. 

Step-do«-n 
Transformer. 

Length  of  section,     >l'  = 

O-SSxlO-* 

0.95X10-« 

0.58X10-* 

0. 95  X 10-* 

Time  constant,           u  = 

136 

1 

136 

1 

Transfer  constant,      5= 

-83.8 

+  51.2 

-83.8 

+  51:2 

Enercy  of  electric 
fielcf,                       W  = 

6.650 

10.850 

6.650 

10.850kilojoule8 

Power  supplied  by 
electric  field,          P= 

690 

1132 

690 

1132  kilowatts  > 

Power  dissipated,   P.°  = 
Power  transferred,  P^^ 

1800 

22 

1800 

22  kilowatts 

-  1110 

1110 

-1110 

1110  kilowatts 

i 
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Thus,  of  the  total  power  produced  in  the  transformers  by  the 
decrease  of  their  electric  field,  only  22  kw.  are  dissipated  as  heat 
in  the  transformer,  and  1110  kw.  transferred  to  the  transmission 
line.  While  the  power  available  by  the  decrease  of  the  electric 
field  of  the  transmission  line  is  only  690  kw.,  the  line  dissipates 
energy  at  the  rate  of  1800  kw.,  receiving  1110  kw.  from  the 
transformers. 


CHAPTER  X. 

REFLECTION  AND  REFRACTION  AT  TRANSITION  POINT. 

88.  The  general  equation  of  the  current  and  voltage  in  a  8e^ 
tion  of  a  compound  circuit,  from  equations  (33)  of  Chapter  VIII, 
is 

i  =  €-V{^+*^[^4cosg(>l  -0  +fising(>l  -  0] 


—  £ 


-•;i 


[C  cos  g  (>l  +  0  +  ^  sin  q{k  +  t)]\ 

e=ce-«»*{£+'^[Acosg(>l  -0  +  B^nq{X  -0] 
+  £-'^[Ccosg(A  +  t)  +  DAnq^X  +0]},, 

where 

X  =  al  =  distance  variable  with  velocity  as  unit; 
0-==  VLC] 


(1) 


-v^^ 


C 
Mo=  w  +  s  =  resultant  time  decrement; 

u  =  ^(y+T^)  =  time  constant,  and 
s  =  energy  transfer  constant  of  section. 

At  a  transition  point  X^  between  section  1  and  section  2  the 
constants  change  by  equations  (28)  and  (29)  of  Chapter  VIII 

4^=e-U{a^e+'»Mj  +  6j€-'»^»  (CiCOs2gAj+2)iSin  2};^)} 
B^  =£-'»^»{a,£+'^^»Bj  +  6i€"'»^'  (Ci  sin  2  qX^-D^  cos  2 qX;) } 
C,  =€+'»^»{a,e-»^»Ci  +&i€'*"'*^*  {A^  cos  2 gA^+B^ sin 2 (jjl,) } 
2)^=e+'.^.{a^€-'»^»D^  +  6,£+'»^»  (A^ sin  2  gA^-fi^  cos 2g;ij) }, 

where 
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(4) 


Choosing  now  the  transition  point  as  zero  point  of  X,  so  that 
\<  0  is  section  1,  X  >0  is  section  2,  equations  (2)  assume  the 

B,  =  a,B,  -  6,D„ 

D,  =  a,D^  -  b,B^. 
From  equations  (4)  and  (3)  it  follows  that 

and 


c,  (JS,*  -  D/)  =  c,  {B,'  -  D,'). 


(5) 


If  now  a  wave  in  section  If  A  B,  travels  towards  transition 
point  >l  =  0,  at  this  point  a  part  is  reflected,  giving  rise  to  the 
reflected  wave  C  D  in  section  1,  while  a  part  is  transmitted  and 
appears  as  main  wave  A  J?  in  section  2.  The  wave  C  Din  sec- 
tion 2  thus  would  not  exist,  as  it  would  be  a  wave  coming  towards 
A  =  0  from  section  2,  so  not  a  part  of  the  wave  coming  from 
section  1.  In  other  words,  we  can  consider  the  circuit  as  com- 
prising two  waves  moving  in  opposite  direction: 

(1)  A  main  wave  A^B^j  ^ving  a  transmitted  wave  AJB^  and 

reflected  wave  C^Dj. 

(2)  A  main  wave  CjD„  ^ving  a  transmitted  wave  C/D/  and 

reflected  wave  A^'B^. 
The  waves  moving  towards  the  transition  point  are  single  main 
waves,  A^B^  and  C,/),,  and  the  waves  moving  away  from  the 
transition  point  are  combinations  of  waves  reflected  in  the  sec- 
tion and  waves  transmitted  from  the  other  section. 

89.  Considering  first  the  main  wave  moving  towards  rising  X: 
in  this  Ci  =  0  =  D2,  hence,  from  (4) 

afi^  +  6jAj=  0   ^ 
and  >  (6) 

a^Dj  -  bfi^  =  0,  . 

and  herefrom 


C.=  --i  4.=  + 


a 


c^-\-  c 


'-A, 


and 


A=+ 


h. 

a. 


Cl  +  c. 


(7) 
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which  substituted  in  (349)  gives 

6  '  a'  -  6  ^  2c 

«1  «l  ^1   +  <^> 

and  }►      (8) 

h^           a^  -  b^              2  Cj 
5,=  d.B.—  —  B.= -6,= J?-. 

«1  »1  ^1    +    ^2 

Then  for  the  main  wave  in  section  1, 

i\  =  e-*^  €+'»^  {A^  cos  g  (A  -  0  +  ^i  sin  g  (^i  -  0 } 

and  I    (9) 

e^  =  c^£-^£-^'»^{AjCosg(A- 0+5i8in?(A-  0}- 

When  reaching  a  transition  point  A  =  0,  the  wave  resolves  into 
the  reflected  wave,  turned  back  on  section  1,  thus: 


. ,  c.  -  c 


c^  +  c, 

and 

c„—c 


1 ie-^e-'^^{A,cosq{X+t)-B,Bmq{X+t)] 


^3  +  ^1 


(10) 


The  transmitted  wave,  which  by  passing  over  the  transition 
point  enters  section  2,  is  given  by 

2r 


to     = 


'      c^  +  c 
and 


i-e-^e^''^{A,cosq{X'-t)+B,8inqiX-t)} 


^Sl^e-'^i^'^{A,cosq{X-t)+B,sinq(X-t)]. 


(11) 


^2    =    ^2 

The  reflection  angle,  tan  (i/)  =  —  — * ,  is  supplementary  to  the 
impact  angle,  tan  (ij  =  +  -p,  and  transmission  angle,  tan  (tj) 

Reversing  the  sign  of  X  in  the  equation  (10)  of  the  reflected 
wave,  that  is,  counting  the  distance  for  the  reflected  wave  also  in 
the  direction  of  its  propagation,  and  so  in  opposite  direction  as 
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in  the  main  wave  and  the  transmitted  wave,  equations  (10) 
become 


c— c. 


t7=  +  -^*e-««*e+'»^'{A,cos5(A'-0  +  JS,sing(A-0}, 

Cj  +  C^ 


(12) 


(13) 


e,'- +c,^2--^e-«^e+"^'{il,cos3(A'-/)+5jSing(>l'-0 }, 

Cj  +  C, 

and  then 
or 

Ij    -f-    i-j       =    '?'2j 

e^  +  6j    =  6j. 

(1)  In  a  single  electric  wave,  current  and  e.m.f.  are  in  phase 
with  each  other.  Phase  displacements  between  current  and 
e.m.f.  thus  can  occur  only  in  resultant  waves,  that  is,  in  the  com- 
bination of  the  main  and  the  reflected  wave,  and  then  are  a 
function  of  the  distance  A,  as  the  two  waves  travel  in  opposite 
direction. 

(2)  When  reaching  a  transition  point,  a  wave  splits  up  into  a 
reflected  wave  and  a  transmitted  wave,  the  former  returning  in 
opposite  direction  over  the  same  section,  the  latter  entering  the 
adjoining  section  of  the  circuit. 

(3)  Reflection  and  transmission  occur  without  change  of  the 
phase  angle ;  that  is,  the  phase  of  the  current  and  of  the  voltage 
in  the  reflected  wave  and  in  the  transmitted  wave,  at  the  transi- 
tion point,  is  the  same  as  the  phase  of  the  main  wave  or  incoming 
wave.  Reflection  and  transmission  with  a  change  of  phase  angle 
can  occur  only  by  the  combination  of  two  waves  traveling  in 
opposite  direction  over  a  circuit;  that  is,  in  a  resultant  wave, 
but  not  in  a  single  wave. 

(4)  The  sum  of  the  transmitted  and  the  reflected  current 
equals  the  main  current,  when  considering  these  currents  in  their 
respective  direction  of  propagation. 
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The  sum  of  the  voltage  of  the  main  wave  and  the  reflected 
wave  equals  the  voltage  of  the  traasmitted  wave. 

The  sura  of  the  voltage  of  the  reflected  wave  and  the  voltagp 
of  the  transmitted  wave  reduced  to  the  first  section  by  the  ratio 

c 
of  voltage  transformation  — ,  equals  the  voltage  of  the  msin  wave. 

^1  c 

(5)  Therefore  a  voltage  transformation   by   the   factor   - 

<*i 

/L   C 
=  y -^  -y^  occurs  at  the  transition  point;  that  is,  the  trans- 

mitted  wave  of  voltage  equals  the  difference  between  main  wave 

c 
and  reflected  wave  multiplied  by  the  transformation  ratio-; 

c  ^* 

e.  =  —  (e.  —  e/).    As  result  thereof,  in  passing  from  one  section 

of  a  circuit  to  another  section,  the  voltage  of  the  wave  may 

c 
decrease  or  may  increase.    If  —  >  1,  that  is,  when  passing  from 

a  section  of  low  inductance  and  high  capacity  into  a  section  of 
high  inductance  and  low  capacity,  as  from  a  transmission  line 
into  a  transformer  or  a  reactive  coil,  the  voltage  of  the  wave  is 

increased;  if  —  <  1,  that  is,  when  passing  from  a  section  of  high 

inductance  and  low  capacity  into  a  section  of  low  inductance 
and  high  capacity,  as  from  a  transformer  to  a  transmission  line, 
the  voltage  of  the  wave  is  decreased. 

This  explains  the  frequent  increase  to  destructive  voltages, 
when  entering  a  station  from  the  transmission  line  or  cable,  of  an 
impulse  or  a  wave  which  in  the  transmission  line  is  of  relatively 
harmless  voltage. 

The  ratio  of  the  transmitted  to  the  reflected  wave  is  given  by 

i,  2Cj  2VTfi, 


2  __ 


V  /..  r?- 


and 
e 


L,C, 


2 

/ 
1 


2  c,  2  VLfi^ 


e,"      c,  —  c 


(H) 
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90.  Example: 

TransmissioQ  line 

L^  -  1.95  X  10-* 

C,  =  0.0162  X  10-« 

c^  =346 

• 

^  =  0.56 
And  in  the  opposite  direction 


T^ 2.56 


Transformer 

C,  =  0.4  X  10-^ 
c   =  1580 


^  =  2.56 


-^  =  -  0.56. 


(15) 


The  ratio  -^  becomes  a  maximum,  =  oo ,  for  -^  =?=  pr  >  ^t  ^^ 

this  case  Cj''  «  0;  that  is,  no  reflection  occurs,  and  the  reflected 
wave  equals  zero,  the  transmitted  wave  equals  the  incoming 
wave. 

hence,  becomes  a  maximum  for  c,  ==  0,  or  c^  «  oo  and 
then  «  2;  in  which  case  e,  =  0. 

hence,  becomes  a  maximum  for  c^  =  0,  or  c,  =  00  and  then  =  2; 
in  which  case  i,  =  0.  From  the  above  it  is  seen  that  the  maxi- 
mum value  to  which  the  voltage  can  build  up  at  a  single  transi- 
tion point  is  twice  the  voltage  of  the  iricoming  wave,  and  this 
occurs  at  the  open  end  of  the  circuit,  or,  approximately,  at  a 
point  where  the  ratio  of  inductance  to  capacity  very  greatly 
increases. 


«•  ^ 


c^-c. 


S  ^2   +   ^1  ' 

hence,  becomes  ^  maximum,  and  equal  to  1,  for  c^  »  0, 


or  c. 


00. 


^1   _^  £2 ^ 

has  the  same  value  as  the  current-ratio. 


(16) 
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91.  Consider  now  a  wave  traversing  the  circuit  in  opposite 
direction;  that  is,  C%Dt  is  the  main  wave,  AtBt  the  reflected 
wave,  CiDi  the  transmitted  wave,  and  ili  =  0  =  Bi.  In  equa- 
tion (4)  this  gives 

B,  =  -6  A; 


and 
hence, 


D. 


«A; 


n  =  i.  r  «    ^^g  r  • 

a^    '     Cj  +  c,    '' 
'     a,    '     c^  +  c^    '• 


A,«^C3^'«-' 


^a 


a, 


and 


c,  +  c^    ^ 


5,  =-^D,  =.-?i-^»D, 


c,  —  c 


a. 


(17) 


c,  +  c,    •     c,  +  c, 

that  is,  the  same  relations  as  expressed  by  equations  (7)  and 
(8)  for  the  wave  traveling  in  opposite  direction. 
The  equationb  of  the  components  of  the  wave  then  are: 

Main  rvave: 

7,  =  -  e-"^ e—^  {C, cos ?  (il  +  0  +  D, sin q(i  +  t)] 
e,=  H-c^-"*'  e-^  {C,  cos  qiX  +  t)  +  D,  sin  q{X  +  t)]; 

Transmitted  VMve: 

2c,    e-«.'e-».i{c,cos3(>l+0+2),sin?(A+0} 


(18) 


1,-- 


Ci  +  c, 
2  c,  ._ 


Reflected  wave: 

7'  —  ^'~^'--«««  -+»iA 


fi-^ «-''^{C,cos ?  {X+f)+D,mi. q  (Jl+0 } ; 


(19) 


V  = 


Ci  +  C, 

c.  —  c. 


{C,  cos  q  Q.—t)  — D,  siny  {X—t) } 


e,'=  c,^^e-'^€+'"»  {C,cosg  (>l-/)-D,sin?  (i-0 } ; 


(20) 
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or,  in  the  direction  of  propagation,  that  is,  reversing  the  sign  of  X : 


c,—c. 


t/  =  -  -^ — ^e-'^e-'^'  {C,  cos  q  {X'  +  t)+D^  sin  q  (A'+O } 


(21) 

92.   The  compound  wave,  that  is,  the  resultant  of  waves  pass- 
ing the  transition  point  in  both  directions,  then  is 


i «  = 


e «  = 


—  "v 


%2    =  ^3  +  ^2  +  ^ 


:  / 


e  •  = 


_    > 
e,  +  c,  +  e/  ^ 


(22) 


In  the  neighborhood  of  the  transition  point,  that  is,  for  values 
X  which  are  sufficiently  small,  so  that « ''■'^  and  e  ~*^  can  be  dropped 
as  being  approximately  equal  to  1,  by  substituting  equations 
(9)  to  (11)  and  (18)  to  (21)  into  (22)  we  have 

1,0  =  e-*^       [{4,  cos  5  (>l  -  0  +  ^j  sin  3  (;  -  0 } 
^*  ~  '"■i  \A^ cos 3  (>l  +  0  -  -Bi sin q{X  +  l)] 


c,  +  c, 
2  c. 


{C,  cos 3  (A  +  0+  I>, sin  q  (^+0 }]; 


c,  +  c, 

«,•  =  Cje-"*'     [ {yl,  cos 3  (A  -  0  +  5, sin q{X-t)} 
+  ^i^— '  {^,  cos  3  (;  +  0  -  5,  sin  8  (>H-  0 } 


+ 


c, +  Ci 

2  c, 


{C,  cos  3  (;  + 0+ ^, sin 8  (;+<) }]; 


Cj  +  c^ 
t,»  =  -  «-"•'    [{C,  cos  3  (;  +  0  +  ^, sin  3  (>l  +  0 } 


c,  —  c 


Ci  +  C, 


?  |C,  cos 3  (;  -  0  -  ^z sin3  {,X  -  i)\ 


(23) 


Cj  +  Cj  ^ 
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e/  =  c^""^     [{C, COS q{X  +  t)  +  D^ sin q  {X  +  t)} 
+  ^^-^{C,cosgr(>l  -0  -Z), sing  (A  -  0} 


c,  +  c, 

+      ^'     {A,cosq{X  -0  +  B,smq(X-t)}l 
Cj  4-  Cj 

In  these  equations  the  first  tenn  is  the  main  wave,  the  second 
term  its  reflected  wave,  and  the  third  term  the  wave  transmitted 
from  the  adjoining  section  over  the  transition  point. 

Expanding  and  rearranging  equations  (23)  gives 

— - — [{(c^A^  -  CjCj)  cosqX  +  c,  (B^-  D^  singi}  cosj^ 

Cj  -f  Cj 

-  { (CjBj  +  cj)^  COS  qX  -  c^{A^+  C^  sin  qX}  mn^l 

^^'    e'''^[{c^(A,+C^)cosqX+(c,B,+cJ)^AnqX]cos^ 

-  {cj  {B^-D^  cos  gA-(Cii4^-C3C,)singil}sin {<]; 

(24) 


''1 


e,o  = 


c,  +  c. 


*^2 


2g-^ 


[{(Cjil^  -  CjC,)  cos  gi  +  Cj  (Bj  -  Z)^  sin  g;!}  cos  j< 

-  { {c^B^  +  cJD^  cos  qX-  c^{A^  +  C^  sin  qX]  sin 5I]; 

e/  =  -^^e-'^[{c,{A,+C,)co8qX+{c,B,+c^D^sinqX}cosql 
c^  +  c^ 

-  {cj(Bj - D,) cos qX-{c^A^-cfi^  sin gijsinj^] 

93.  This  ^ ves  the  distance  phase  angle  of  the  waves : 

^  ^.  0  ^     c^\B,  -  /),)  cos  qt  +  {A,  +  C,)  sin  qt  \ 
^       {c^A  J  —  CjCj)  cos  g^  —  (Cjfij  +  CjD,)  sin  qt ' 


tanio        c^fC^i  - /),)cosgf  +  (il, +  C,)sing<} 
*       (c^A^—  CjCj)  cos  g^  -  (Cjfij  +  CjD^  sin  g^ 


(25) 


hence. 


tant 


^l  ^  £1  ^  Jh£j  . 

tan  t\®     Cj      V  j[,^(7^ ' 


(26) 


^  ^  (c^B^  +  c^D^)  COS  qt  +  (c^A^  -  cfi^  sin  gf 
^^        c^l  (A,  +  Cj)  COS  g^  -  (fi,  -  Z),)  sin  g<}   ' 
{c,B,  4-  c,D,)  cos  gf  +  (c.Aj  -  c.C.)  sin  qt 
'       c,}(Aj  +  C\)cosqt  -  c,  (5,  -  D,)sin9/}  ' 


(27} 
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lence, 


'1 

tane 


tane 


that  is,  at  a  transition  point  the  distance  phase  angle  of  the  wave 
changes  so  that  the  ratio  of  the  tangent  functions  of  the  phase 
mgle  is  constant,  and  the  ratio  of  the  tangent  functions  of  the 
phase  angle  of  the  voltages  is  proportional,  of  the  currents 

jiversely  proportional  to  the  circuit  constants  c  =  y  —  • 

In  other  words,  the  transition  of  an  electric  wave  or  impulse 
From  one  section  of  a  circuit  to  another  takes  place  at  a  constant 
ratio  of  the  tangent  functions  of  the  phase  angle,  which  ratio  is  a 
constant  of  the  circuit  sections  between  which  the  transition 
Dccurs. 

This  law  is  analogous  to  the  law  of  refraction  in  optics,  except 
that  in  the  electric  wave  it  is  the  ratio  of  the  tangent  functions, 
while  in  optics  it  is  the  ratio  of  the  sine  functions,  which  is  con- 
stant and  a  characteristic  of  the  media  between  which  the  tran- 
sition occurs. 

Therefore  this  law  may  be  called  the  law  of  refraction  of  a  wave 
at  the  boundary  between  two  circuits,  or  at  a  transition  point. 

The  law  of  refraction  of  an  electric  wave  at  the  boundarj 
between  two  media,  that  is,  at  a  transition  point  between  two 
circuit  sections,  is  given  by  the  constancy  of  the  ratio  of  the 
tangent  functions  of  the  incoming  and  refracted  wave. 


CHAPTER  XI. 

INDUCTIVE  DISCHARGES. 

94.  The  discharge  of  an  inductance  into  a  transmission  line 
may  be  considered  as  an  illustration  of  the  phenomena  in  a  com- 
pound circuit  comprising  sections  of  very  different  constants; 
that  is,  a  combination  of  a  circuit  section  of  high  inductance  and 
small  resistance  and  negligible  capacity  and  conductance,  as  a 
generating  station,  with  a  circuit  of  distributed  capacity  and 
inductance,  as  a  transmission  line.  The  extreme  case  of  such  a 
discharge  would  occur  if  a  short  circuit  at  the  busbars  of  a  gen- 
erating station  opens  while  the  transmission  line  is  connected 
to  the  generating  station. 

Let  r  =  the  total  resistance  and  L  =  the  total  inductance  of 
the  inductive  section  of  the  circuit;  also  let  ^  =  0,  C=  0,  and 
L^  =  inductance,  C^  =  capacity,  r^  =  resistance,  g^  =  conduc- 
tance of  the  total  transmission  line  connected  to  the  inducti\'e 
circuit. 

In  either  of  the  two  circuit  sections  the  total  length  of  the 
section  is  chosen  as  imit  distance,  and,  translated  to  the  velocity 
measure,  the  length  of  the  transmission  line  is 


^0  =  ^  -  V"^, 
and  the  length  of  the  inductive  circuit  is 

^,  =  cr^  =  vTA  =  0;  (1) 

that  is,  the  inductive  section  of  zero  capacity  has  zero  length 
when  denoted  by  the  velocity  measure  A,  or  is  a  "  massed  induc- 
tance." 

It  follows  herefrom  that  throughout  the  entire  inductive 
section  A  =  0,  and  current  i\  therefore  is  constant  throughout  this 
section. 

Choosing  now  the  transition  point  between  the  inductance  and 
the  transmission  line  as  zero  of  distance,  A  =  0,  the  inductance 
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is  massed  at  point  X  =  0,  and  the  transmission  line  extends  from 
^  =  0  to  A  =  A,. 

Denoting  the  constants  of  the  inductive  section  by  index  1, 
those  of  the  transmission  line  by  index  2,  the  equations  of  the  two 
circuit  sections,  from  (33)  of  Chapter  VIII,  are 

t,  =«--'  {{A,  -C,)  COS qt  - 

i^  =  e-»rf{j+»^  [A,  cos  q{X-t)  +  B^  sin  q  (X  -  t)] 
-  e—^  [C,  cas  q{X  +  t)  +  D,  sin  q  (X  +  <)]}, 
e,  =  c,  e-"^  {[e  +'^  [4,  cos  5  (il  -  0  +  5,  sin  5  (;i  - 1)] 

+  e-^  [C,  cos  g  (^  +  0  +  D, sin  g  (>l  +  <)]}, 


-(B, +  i),)sing<},l 
-  {B,-D,)  sin  qt\;  J 


(2) 


(3) 


and  the  constants  of  the  second  section  are  related  on  those  of 
the  first  section  by  the  equations  (28)  to  (30)  of  Chapter  VIII : 

A^''  a^A^  +  hfi^, 
B,  =  a,B,  -  hj)„ 

where 

c.  +  c. 


a,= 


6x  = 


2  c. 


2  c. 


(5) 


and 


=  v/^- 


(6) 


96.  In  the  inductive  section  having  the  constants  L  and  r, 
that  is,  at  the  point  A  =  0  of  the  circuit,  current  t,  and  voltage 
e,  must  be  related  by  the  equation  of  inductance, 

e,  =  n\-L-^-  (7) 

Substituting  (2)  in  (7),  and  expanding,  gives 
c,  { {A^  +  C,)  cos  qt-iB,-  D,)  sin  qt} 
=  (r  +  u,L)  {{A^-  C,)  cos  qt  -  (Bj  +  Z),)  sin  g<} 
+  gL  { (A,  -  Ci)  sin  gt  +  (B^  +  D,)  cos  gt }, 
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and  herefrom  the  identities 

c,  {A,  +  C.)  =  (r  +  u^)  {A,  -  C,)  +  qL  (JS.+  Z),), 
c,  (5,  -Z),)  =  (r  +  M^)  {B,  +  Z),)  -  9L  (^,-  C,). 

Writing 


and 


B.  +  D^  =  A^ 


gives 
and 


(8) 


(9) 


(10) 


c,  (4,  +  C,)  =  (r  +  ujj)  M  +  5LJV 

c,  (B,  -  D,)  =  (r  +  «/,)  iV  -  gLAf, 
which  substituted  in  (4)  of  Chapter  X  gives 

4,  =  ^J(c  +  r  +  uJS)  M  +  qLN]  ^\{M  +  pN), 
B,^^J(c  +  r  +  uJ.)N-qLM}^^(N-  pM), 

C,  =  ^^  {qLN-(c  -  r  -  m,L)  M]^^-{pN  -  M), 

D,  =  i-^  \qLM  +(c-r-  mJ.)N]  ^^(pM  +  N),  ^ 

where  in  the  second  expression  terms  of  secondary  order  have 
been  dropped. 

—  qL 


(11) 


=  \^- 


C.         "-  c 

Then  substituting  in  (2)  gives  iJie  equations  of  massed  induc- 
tance: 

ii  =  £"'"^*{M  cos  qt  -  N sin  qt]  \ 

e,-=e-''^'{[{r+u,L)M  +  qLN]coaqt-[(r+uJ.)N-qLM]^nql\) 

(12) 

If  at  <  =  0,  6j  =  0,  that  is,  if  at  the  beginning  of  the  tranaent 
discharge  the  voltage  at  the  inductance  is  zero,  as  fcr  instance 
the  inductance  had  been  short-circuited,  then,  substituting  in 
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(12),  and  denoting  by  u  the  current  at  the  moment  <  =  0,  or  at 
the  moment  of  start,  we  have 


M 

N 


t  =  0,  i\=  t'o,  ^1=0;  hence, 
I. 


0) 


r  +  uX  . 


qL 


0> 


(13) 


and 


I,  = 


e.  = 


•      —u  t  ^ 


cos  qt  + 


r  +  u^L   . 

sm  qt 


qL 


h 


(qLY  +{r  +  uj.y  _.   _. ,  . 


qL 


t,€   "-'  sm  qt. 


(14) 


In  this  case 


•    (15) 


^'      2  ' 

B,  =  -  271^1  (gZ')'  +  (r  +  M.L)»  +  c  (r  +  u,L) } ; 

n    —  —  1 ' 


96.   In  the  case  that  the  transmission  line  is  open  at  its  end, 
at  point  X  =  X^, 

h  =  0; 

hence,   this  substituted  in   (3),   expanded  and   rearranged  as 
function  of  cos  qt  and  sin  gf ,  gives  the  two  identities 

e '^'^'  (A,  cos  qX^+  B^  sin  qX^)  =  e"'^  (C,  cos  qX^+D^  sin  qX^) 

and  (16) 

e "*"'**  (ilj sing^o-B,  cos 5^0)  =  -e""'^ (C, sin gA,,-D,sin  g^J. 

Squared  and  arlded  these  two  equations  (16)  give 

,+2.^  (4,«  +  B,')  =  £-«'^  (C,»  +  £>,»).  (17) 


tK)6 


TRANSIENT  PHENOMENA 


Divided  by  each  other  and  expanded  equations  (16)  give 
(AiCi  -  BiDt)  sin  2  gXo  =  (-4^0,  +  BtBi)  cos  2  ^Xo-      (18) 
Substituting  (381)  into  equations  (17)  and  (18)  gives 

€+^-^*{(5L)2+(c  +  r  +  uoL)«}=€-^-^'{(5L)«+(c-r-uoL)Ml9) 
{{qiy  +  (r  +  uoLy  -  c*}  sin  2  gXo  =  2  cqL  cos  2  gXo.    (20) 

Since  2  «Xo  is  a  small  quantity,  in  equation  (19)  we  can  sub- 
stitute 

^±2.xo^  1  ±25Xo; 

hence,  rearranging  (19)  and  substituting 

8  =  Uq  —  u 

gives 

c{r  +  UoL)  -  (w  -  Wo)  Xo  { {qiy  +  (r  +  UoLy  +  c*}  =  0.  (21) 

Since  (r  +  uqL)  is  a  small  quantity  compared  with  c*  (gL)*,  it 
can  be  neglected,  and  equation  (20)  and  (21)  assume  the  form 

{ {qLy  -  c^]  sm2  q\o  =  2  cqL  cos  2  gXo  (22) 

c  (r  +  UoL)  -  (w  -  Wo)  Xo  { (qL)^  +  c*}  =  0,         (23) 

and,  transformed,  equation  (22)  assumes  the  form 

2cqL     . 


tan  2  qX^  = 


(qLy  -  c^ ' 


or 


or 


g  =  -  ~  tan  gA^, 


9  =  +  2;  ^^^  9^o> 


(24) 


hence  tan  2  g^  is  positive  if  gL  >  c,  as  is  usually  the  case. 
Expanded  for  w,,,  equation  (23)  assumes  the  form 

uX,  {(qiy  h  c'}  -  cr 

X,{{qLr  +  c^\  +cL' 
or 


w«  = 
0 


(25) 


-  (u  -  «.). 
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From  equations  (24)  q  is  calculated  by  approximation,  and 
then  from  (25)  uo  and  8. 

As  seen,  in  all  these  expressions  of  q,  u^,  s,  etc.,  the  integration 
constants  M  and  N  eliminate;  that  is,  the  frequency,  time  atten- 
uation constant,  power  transfer,  etc.,  depend  on  the  circuit  con- 
stants only,  but  not  on  the  distribution  of  current  and  voltage 
in  the  circuit. 

97.  At  any  point  X  of  the  circuit,  the  voltage  is  given  by  equa- 
tion (3),  which,  transposed,  gives 

e  =  cs'^^^le-^'^liA^cosqX  +  B^AnqX)  cos  qt 

+  (ilj  sin  qX  -  B^  cos  qX)  sin  qt] 

+  fi"'^  [(Cj  cos  qX  +  Dj  sin  qX)  cos  qt 

-  (Cj  sin  qX  -  D,  cos  qX)  sin  qt]}, 

or  approximately, 

e  =  c€-^^  {[{A^  +  Cj)  cos  qX  +  (JS,  +  D^  sin  qX]  cos  qt 
+  [{A^  -  C^  sin  qX  -  (JS,  -  D^  cos  qX]  sin  qt}. 

Similarly  to  equation  (381), 

^,  +  C,  -  pN; 
.4,  -  C,  -  M; 
JS,  +  /),  =  iV; 


(26) 


where 


then 


e"""*  (gL  cos  qX+c  sin  qX)  (N  cos  qt  +  M  sin  5<), 


=  .-^ 


qL   . 


t.  =  e  "^  (cos  gA  —  —  sin  qX)  (M  cos  qt  —  N  sin  g^); 


e^  =  gLe  "^  (iV  cos  g^  +  M  sin  g/), 
t\  =  e""^  (il/  cos  g^  —  iV  sin  g<). 


(27) 


(28) 
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If 


«!  =  0   for  /  =  0, 
iV  =  0; 


hence, 


I.  = 


=  V  *  -1^ 


i«f    "^  cos  qt, 


e^  =  gLi,,€  "'^  sin  g<; 

ij  =  v""^  (cos  qX  —  —  sin  qX)  cos  qt, 

e,  =  v"""*  (qL  cos  gA  +  csin  qX)  sin  qt. 


Writing 


VYWTW)  =  /o, 


the  effective  values  of  the  quantities  are 


/j  =  /^e'^^^fcos  5^  -  —  sin  qA 
E^  =  /of  ""^  (gL  cos  qX^-c  sin  g^).  , 


Herefrom  it  follows  that 


/,  =  0  for  A  =  X^  by  the  equation 
cos  qX^—  q-  sin  qX^^  =  0, 


or 


J  =  -  ^^^  9^o> 


while 


gives 


that  is, 


c 
L 


q  =  -jtaxiqX^ 


qL  cos  qX^  +  c  sin  qX^  =  0; 


J5,  =  0  at  ^  =  ;io. 


(29) 


(30) 


(31) 


(32) 


(33) 
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At  the  open  end  of  the  line  X  =  Xo  the  voltage  Et  by  substi- 
tuting (32)  into  (31)  is 

£/--i^/^-~oi.  (34) 

At  the  grounded  end  of  the  line  X^  X^  the  current  Ij,  by  sub- 
stituting (403)  into  (401),  is 

j.^i^.  ((35) 

'       cos  qX^ 

An  inductance  dischar^ng  into  the  transmission  line  thus 
^ves  an  oscillatory  distribution  of  voltage  and  current  along  the 
line. 

98.  As  example  may  be  considered  the  three-phase  high- 
potential  circuit,  comprising  a  generating  system  of  r  =  2  ohms 
and  L  =  0.5  henry  per  phase  and  connected  to  a  long-distance 
transmission  line  of  r^  =  0.4  ohm,  L^  =  0.002  henry,  g^  =  0.2  X 
10"*  mho,  C^,=  0.016  X  10"*  farad  per  mile  of  conductor  or 
phase,  and  of  Z^^  —  80  miles  length. 

c  =  \^  =  354,      c'  =  125,300; 

<r^  =  VLf^  =  5.66  X  10"*; 
^'o  =  ^0^  =  0-453  X  10-*; 

and  herefrom,  substituting  in  equations  (34)  and  (35) , 
g  =  -  708  tan  (0.0259  qT    (zero  voltage) 
=  +  708  cot  (0.0259  qY     (zero  current), 

1  -  lo  =  ^ 


u      0.618  (f  10-"  +  1.28 


qK- 

100.35'' 
3875 

185.64° 
7168 

273.83° 
10,572 

362 . 89° 
14,010 

452.32*» 
17,463 

541.94° 
20,920 

0.0946 

0.0302 

0.0142 

0.00816 

0.0047 

0.0037 

95.8 
10.2 

102.8 
3.2 

104.5 
1.5 

105.1 
0.87 

105.5 
0.5 

105.6 
0.4 
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By  equation  (31)  the  effective  values  of  the  first  six  bar 
monies  are  given  as 

(1)  Quarter-wave:  100.35°. 

q^  =  3875; 
M,  =  95.8; 

I  =  i^~^  (cos  qX  —  5.48  sin  qX) , 
E  =  1939  v""^  (cos  qX  +  0.182  sin  qX). 

(2)  Half-wave:  185.64°. 

?,  =  71(58; 
tt,  =  102.8; 

/  =  tV""**  (cos  qX  —  10.14  sin  qX); 
E  =  3585  v"*^  (cos  qX  +  0.098  sin  qX). 

(3)  Three-quarter  wave:  273.83°. 

g,  =  10,572; 
M,  =  104.5; 

/  =  t^e-«o'  (cosqX  -  14.90 sing;); 
E  =  5287  v""^  (cos  qX  +  0.067  sin  qX). 

(4)  Full  wave:  362.89°. 

9«  =  14,010; 
u,  =  105.1; 

/  =  tV""^  (cos  5^1  —  19.8  sin  qX) ; 
E  =  7005  v""^  (cos  qX  +  0.050  sin  jJ). 

(5)  Five-quarter  wave:  452.32°. 

q,  =  17,463; 
ttj  =  105.5; 

/  =  v"""'  (cos  g;  -  24.65  sin  qX) ; 
E  =  8732  v""^  (cos  qX  +  0.040  sin  qX). 
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Three-half  wave:  541.94°. 
g,  =  20,920; 

tt,  =  105.6; 

I  ^  i^c^  (cos  qX  -  29.6  sin  qX) ; 
E  -  10.460  v""^  (COS  g^  +  0.033  sin  gA). 


SECTION  V 
VARIATION  OF  CIRCUIT  CONSTANTS 


CHAPTER  I. 

VARIATION  OF  CIRCUIT  CONSTANTS. 

1.  In  the  preceding  investigations  on  transients,  the  usual 
assumption  is  made,  that  the  circuit  constants:  resistance  r,  in- 
ductance L,  capacity  C  and  shunted  conductance  ^,  are  constant. 
While  this  is  true,  with  sufficient  approximation,  for  the  usual 
machine  frequencies  and  for  moderately  high  frequencies,  ex- 
perience shows  that  it  is  not  even  approximately  true  for  very 
high  frequencies  and  for  very  sudden  circuit  changes,  as  steep 
wave  front  impulses,  etc. 

If  r,  L,  C  and  g  are  assumed  as  constant,  it  follows  that  the 
attenuation  is  independent  of  the  frequency,  that  is,  waves  of  all 
frequencies  decay  at  the  same  rate,  and  as  the  result,  a  complex 
wave  or  an  impulse  traversing  a  circuit  dies  out  without  changing 
its  wave  shape  or  the  steepness  of  its  wave  front. 

Experience,  however,  shows  that  steep  wave  fronts  are  danger- 
ous only  near  their  origin,  and  rapidly  lose  their  destructiveness 
by  the  flattening  of  the  wave  front  when  running  along  the  circuit. 
Experimentally,  small  inductances  shunted  by  a  spark  gap,  in- 
serted in  transmission  lines  for  testing  for  high  frequencies  or 
steep  wave  fronts,  show  appreciable  spark  lengths,  that  is,  high 
voltage  gradients,  only  near  the  origin  of  the  disturbance. 

The  rectangular  wave  of  starting  a  transmission  line  by  con- 
necting it  to  a  source  of  voltage,  which  is  given  by  the  theory 
under  the  assumption  of  constant  r,  L,  C  and  ^,  is  not  shown  by 
oscillograms  of  transmission  lines. 

If  r  and  L  are  constant,  the  power  factor  of  the  line  conductor, 

r 
/  2\   (o   fT  \2  s^^^^  w^^''^  increasing  frequency  continuously 

decrease,  and  reach  extremely  low  values,  at  very  high  frequen- 
cies, so  that  at  these,  an  oscillatory  disturbance  should  be  sus- 
tained over  very  many  cycles,  and  show  with  increasing  frequency 
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an  increasing  liability  to  become  a  sustained  or  cumulative  oscil- 
lation. Experience,  however,  shows  that  high  frequency  oscilla- 
tions die  out  much  more  rapidly  than  accounted  for  by  the  stand- 
ard theory,  and  show  at  very  high  frequency  practicaUy  no 
tendency  to  become  cumulative. 

Therefore,  when  dealing  with  transients  containing  very  high 
frequencies  or  steep  wave  fronts,  the  previous  theory,  which  is 
based  on  the  assumption  of  constant  r,  L,  C  and  g,  correctly 
represents  the  transient  only  in  its  initial  stage  and  near  its  origin, 
but  less  so  its  course  after  its  initial  stage  and  at  some  distance 
from  the  origin,  especially  with  high  frequency  transients  or 
steep  wave  fronts. 

It  therefore,  is  of  importance  to  investigate  the  factors  which 
cause  a  change  of  the  line  constants  r,  L,  C  and  g,  with  increasing 
frequency  or  steepness  of  wave  front,  and  the  effect  produced 
on  the  course  of  the  transient  as  regard  to  duration  and  wave 
shape,  by  the  variation  of  the  line  constants. 

The  two  most  important  factors  in  the  variation  of  the  circuit 
constants  r,  L,  C  and  g  seem  to  be  the  unequal  current  dutribuiion 
in  the  condu^dor  and  the  finite  velocity  of  the  electric  fi^ld. 

UNEQUAL  CURRENT  DISTRIBUTION  IN  THE  CONDUCTOR. 

2.  The  magnetic  field  of  the  current  surroimds  this  current 
and  fills  all  the  space  outside  thereof,  up  to  the  return  current. 
Some  of  the  magnetic  field  due  to  the  current  in  the  interior  and 
in  the  center  of  a  conductor  carrying  current  thus  is  inside  of 
the  conductor,  while  all  the  magnetic  field  of  the  current  in  the 
outer  layer  of  the  conductor  is  outside  of  it.  Therefore,  more 
magnetic  field  surrounds  the  ciurent  in  the  interior  of  the  con- 
ductor than  the  current  in  its  outer  layer,  and  the  inductance 
therefore  increases  from  the  outer  layer  of  the  conductor  toward 
its  interior,  by  the  "internal  magnetic  field."  In  the  interior  d 
the  conductor,  the  reactance  voltage  thus  is  higher  than  on  the 
outside. 

At  low  frequency,  with  moderate  size  of  conductor,  this  differ- 
ence is  inappreciable  in  its  effect.  At  higher  frequencies,  how- 
ever, the  higher  reactance  in  the  interior  of  the  conductor,  due 
to  this  internal  magnetic  field,  causes  the  current  density  to  de- 
crease toward  the  interior  of  the  conductor,  and  the  current  to 
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lag,  until  finaUy  the  current  flows  practically  only  through  a 
thin  layer  of  the  conductor  surface. 

As  the  result  thereof,  the  effective  resistance  of  the  conductor 
is  increased,  due  to  the  uneconomical  use  of  the  conductor  mate- 
rial caused  by  the  lower  current  density  in  the  interior,  and  due 
to  the  phase  displacement,  which  results  in  the  sum  of  the  cur- 
rents in  the  successive  layers  of  the  conductor  being  larger  than 
the  resultant  current.  Due  to  this  imequal  current  distribution, 
the  internal  reactance  of  the  conductor  is  decreased,  as  less  cur- 
rent penetrates  to  the  interior  of  the  conductor,  and  thus  pro- 
duces less  magnetic  field  inside  of  the  conductor. 

The  derivation  of  the  equations  of  the  effective  resistance  of 
unequal  current  distribution  in  the  conductor,  Vi,  and  of  the  in- 
ternal reactance  Xi  under  these  conditions  is  give  in  Section  III, 
Chapter  VII.  It  is  interesting  to  note  that  effective  resistance 
and  internal  reactance,  with  increasing  frequency,  approach  the 
same  limit,  and  become  proportional  to  the  square  root  of  the 
frequency,  the  square  root  of  the  permeabiUty,  and  the  square 
root  of  the  resistivity  of  the  conductor  material,  while  at  low 
frequencies  the  resistance  is  independent  of  the  frequency  and 
directly  proportional  to  the  resistivity,  and  the  internal  reactance 
is  independent  of  the  resistivity  and  directly  proportional  to  the 
frequency. 

FnnTE  VELOCITY  OF  THE  ELECTRIC  FIELD. 

3.  The  derivation  of  the  equations  of  the  effective  resistance 
of  magnetic  radiation,  and  in  general  of  the  effects  of  the  finite 
velocity  of  the  electric  field  on  the  line  constants,  are  given  in 
Section  III,  Chapter  VIII. 

The  magnetic  radiation  resistance  is  proportional  to  the  square 
of  the  frequency  (except  at  extremely  high  frequencies).  It 
therefore  is  negligible  at  low  and  medium  frequencies,  but  be- 
comes the  dominating  factor  at  high  frequencies.  It  is  propor- 
tional to  the  distance  of  the  return  conductor,  but  entirely  inde- 
pendent of  size,  shape,  or  material  of  the  conductor,  as  is  to  be 
expected,  since  it  represents  the  energy  dissipated  into  space. 
Only  at  extremely  high  frequencies  the  rise  of  radiation  resist- 
ance becomes  less  than  proportional  to  the  square  of  the  fre- 
quency.    It  becomes  practically  independent  of  the  distance  of 
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the  return  conductor,  whcjn  the  latter  becomes  of  the  magnitude 
of  the  quarter  wave  length. 

The  same  appUes  to  the  capacity.  Due  to  the  finite  velocity 
of  propagation,  the  dielectric  or  electrostatic  field  lags  behind 
the  voltage  which  produces  it,  by  the  same  angle  by  which  the 
magnetic  field  lags  behind  the  current,  and  the  capacity  current 
or  charging  current  thus  is  not  in  quadrature  with  the  voltage, 
or  reactive,  but  displaced  in  phase  by  more  than  90^,  thus  con- 
tains a — negative — energy  component,  which  gives  rise  to  a 
shunted  conductance  of  dielectric  radiation  g.  This  gives  rise 
to  an  energy  dissipation  by  the  conductor,  at  high  frequencies, 
by  dielectric  radiation  into  space,  of  the  same  magnitude  as  the 
energy  dissipation  by  magnetic  radiation,  above  considered. 

The  term  "shunted  conductance"  g  has  been  introduced  into 
the  general  equations  of  the  electric  circuit  largely  from  theo- 
retical reasons,  as  representing  the  power  consumption  propor- 
tional to  the  voltage.  Most  theoretical  investigations  of  trans- 
mission circuits  consider  only  r,  L  and  C  as  the  circuit  constants, 
and  omit  g,  since  under  average  transmission  line  conditions,  at 
low  and  moderate  frequencies,  g  usually  is  negligible.  In  com- 
munication circuits,  as  telegraph  and  telephone,  there  is  a  "leak- 
age," which  would  be  represented  by  a  shunted  conductance,  and 
in  underground  cables  there  is  a  considerable  energy  consump- 
tion by  dielectric  losses  in  the  insulation,  as  the  investigations 
of  the  last  years  have  shown,  which  gives  a  shunted  conductance. 
In  overhead  power  lines,  however,  energy  losses  depending  on 
the  voltage — and  leading  to  a  term  g — have  been  known  only  at 
such  high  voltages  where  corona  appears. 

It  is  interesting,  therefore,  to  note  that  at  high  frequencies 
"shunted  conductance"  g  may  reach  very  formidable  values  even 
in  transmission  lines,  due  to  electrostatic  radiation. 

In  investigating  the  effect  of  the  finite  velocity  of  the  electric 
field  on  the  inductance  L  and  the  capacity  C,  it  is  seen  that  the 
equations  of  external  inductance  and  of  capacity  are  not  aflFected, 
but  remain  the  same  as  the  usual  values  derived  by  neglecting 
the  velocity  of  the  electric  field,  except  at  extremely  high  fre- 
quencies, when  the  distance  of  the  return  conductor  approaches 
quarter  wave  length. 
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BQUATIONS    OF    ELECTRICAL    CONSTANTS,    AND    NUMERICAL 

VALUES. 

4.  In  the  following  are  given,  compiled  from  Section  III, 
Chapters  VII  to  IX,  the  equations  of  the  components  of  the 
electrical  constants,  as  functions  of  the  frequency,  for  conductors 
with  return  conductor,  and  also  for  conductors  without  return 
conductor  (as  approximated  by  lightning  strokes  or  wireless 
antennse) : 

Resistance:  True  ohmic  resistance  or  effective  resistance  of 
unequal  current  distribution,  and  magnetic  radiation  resistance. 

Reactance:  Low  frequency  internal  reactance  or  internal  re- 
actance of  unequal  current  distribution,  and  external  reactance. 

Inductance:  Low  frequency  internal  inductance  or  internal 
inductance  of  unequal  current  distribution,  and  external  in- 
ductance. 

Shunted  conductance  and  capacity  are  not  so  satisfactorily 
represented,  and  therefore,  instead  of  representing  energy  storage 
and  power  dissipation  depending  on  the  voltage  by  a  conductance 
g  and  a  capacity  C  or  susceptance  6,  in  shunt  with  each  other,  it 
is  more  convenient  to  represent  them  by  an  effective  resistance, 
the  dielectric  radiation  resistance  re,  and  a  capacity  reactance  Xej 
in  series  with  each  other. 

Equations  op  Electrical  Constants. 

Let         I  =  length  of  conductor,  cm. 
Ir  =  radius  of  conductor,  cm. 
h  =  circumference  of  conductor,  cm. 
li  =  shortest  circumference  of  conductor,  cm. 
V  =  distance  of  return  conductor 
/  =  frequency,  cycles  per  second 
X  =  electrical  conductivity,  mhos  per  cm.' 
M  =  magnetic  permeability 

S  =  3  X  10^®  =  velocity  of  radiation  in  empty  space; 
it  is,  then,  log  denoting  the  natural  logarithm. 

Resistances: 

True  ohmic  resistance  (thermal) : 
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Effective  resistance  of  unequal  current  distribution  (thermal): 


'^  ~  i;  V- 


^Mf  in-4 


10~*  ohms. 


X 

Effective  magnetic  radiation  resistance: 
(a)  Return  conductor  at  distance  V: 

rz  =  — i —  10  •  ohms; 

at  extremely  high  frequencies: 

r4  =  4t/Z  j  I  -  col  ^'  j  10-»  ohms. 

(6)  Conductor  without  return  conductor: 

ra  =  2  T^l  10-»  ohms. 

Effective  dielectric  radiation  (shunted)  resistance:* 
(a)  Return  conductor  at  distance  I': 

Te  =  —V—  10"*  ohms, 


at  extremely  high  frequencies: 


""'  ""  '^fl 


T  ,2TfV 

2  -  ^^»  -i" 


10"*  ohms. 


(6)  Conductor  without  return  conductor: 

Te  =  iy^i  1^"'  ohms. 
/Zeoctonces; 
Low  frequency  internal  reactance: 

a?io  =  ^/?M  10~*  ohms. 
Internal  reactance  of  unequal  current  distribution: 


'U 


4  m/ 


xi  =  ';!    r±:ijv_  jq-*  ohms  =  ri. 


*As  shunted  resistance  and  reactance,  re  and  Xe  are  inverse  proportional 
to  the  length  of  the  conductor  l^  that  is,  the  longer  the  conductor,  the  more 
current  is  shunted  across,  and  the  lower  therefore  are  re  and  Xe.  For  this 
reason,  the  shunt  constants  usually  are  given  as  conductance  g  and  suscep- 
tance  b.    In  the  present  case,  however,  r  and  x  give  simpler  expressions. 
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Ebcternal  reactance: 

(a)  Return  conductor  at  distance  V: 

a?o  =  4  t/Z  log  r  lO"*  =  4  irfl  log  -,—  10-»  ohms; 
at  extremely  high  frequencies: 


X,  =  4t/Z  (log 2^  -  0.5772  -  sil^^'  ^ 

(6)  Conductor  without  return  conductor: 

S 


10"*  ohms. 


X2 


=  4T/z[log 


2tA 


-  0.5772 


10"'  ohms. 


Shunted  capacity  reactance: 

(a)  Return  conductor  at  distance  V: 

S^  log  ^  ""^^ 


a?c  = 


5^  log  [ 


^/Z 


io-»  = 


t/Z 


—  10-»  ohms; 


at  extremely  high  frequencies: 


_  52 


log 


S 


-  0.5772  -  sil  ^  ''^^'  1 


2t/Z.      ™""       ""*     S 
(6)  Conductor  without  return  conductor: 

S^  f,        S 


10-«  ohms. 


^^  =  .7jN2^ 


-  0.5772 


10-»  ohms. 


Low  frequency  internal  inductance: 

-^10  =  "^  10"*  henrys. 
Internal  inductance  of  unequal  current  distribution: 

Li  =  ,-  \/-V7^  10-*  henrys. 

External  inductance: 

(a)  Return  conductor  at  distance  V: 

Lo  =  2  Z  log  r  10-»  =  2  Z  log  ^-p-  10-»  henrys; 

at  extremely  high  frequencies: 

S 


L4  =  2Z 


log 


2ir/Zr 


-  0.5772  -  sa  ^  ' 


10-*  henrys. 
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(b)  Conductor  without  return  conductor: 

L,  =  2  Z I  log  ^~  -  0.5772  1  lO"*  Henrys. 

Capacity: 

(a)  Return  conductor  at  distance  V : 

Co  = p  farads; 

2SMog|- 

at  extremely  high  frequencies: 

10» 
Ca  = F oZrPT  f arwls- 

(6)  Conductor  without  return  conductor: 

d  = ^ farads. 

6.  Herefrom  then  follow  the  Circuit  Constants: 
At  Low  Frequencies  (Machine  Frequencies  up  to  10'  cycl« 
approx.) : 

r  =  fo 

X  ^  Xi  -\-  Xo 

L  =  Lio  +  Lo 
C  =  Co 
(7  =  0 

At  Medium  Frequencies  (10'  to  10^  cycles,  approx.}: 

r  =  ri 

X  =  Xio  +  Xq 

L  =  Li  +  Lo 
C  =  Co 
(7  =  0 

At  High  Frequencies  (10*  to  10^  cycles,  approx.) : 
r  =  ri  +  rs     (with  return  conductor) 

=  Ti  +  r2     (without  retiu^n  conductor) 
X  =  Xi  +  xo  (with  return  conductor) 

=  Xi  +  xj  (without  return  conductor) 
L  =  Li  +  Lo   (with  return  conductor) 

=  Li  +  Lt   (without  retiu^n  conductor) 
C  =  Co  (with  return  conductor) 

=  Ct  (without  return  conductor) 

(approximately,  or  represented  by  Xe  and  fc). 
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g  represented  by  Tc  and  Xci 

at  extremely  high  frequencies  (above  10^  cycles,  approx.): 

r  =  ri  +  r4  (with  return  conductor) 
=  ri  +  r2  (without  return  conductor) 

a?  =  a:i  +  0:4  (with  return  conductor) 
=z  xi  +  xt  (without  return  conductor) 

C  and  g  represented  by  re  and  Xc,  thus: 

re 
^       re'  +  Xc^ 


2^(rc'  +  x«») 

From  these  follow  the  derived  circuit  constants: 
Magnetic  attenuation: 

Dielectric  attenuation: 

Usually  zero  at  low  and  medium  frequencies, 

^-2C-^ 
at  high  and  very  high  frequencies. 

Attenuation  constant: 

«  =  «i  +  «.  =  i(£+5) 

Series  power  factor: 


'^'^^^:;y^ 


Shunt  power  factor: 

Zero  at  low  and  medium  frequencies, 


at  high  and  very  high  frequencies. 
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Duration  of  oscillation:* 

fe  =  -  seconds 
u 

/ 
iVo  =  -  cycles. 

6.  As  seen,  four  successive  stages  may  be  distinguished  in 
the  expressions  of  the  circuit  constants  as  functions  of  the  fre- 
quency. 

1.  Low  frequencies,  such  as  the  machine  frequencies  of  25  and 
60  cycles.  The  resistance  is  the  true  ohmic  resistance,  the  in- 
ternal reactance  and  inductance  that  corresponding  to  unifonn 
current  density  throughout  the  conductor,  with  conductors  of 
moderate  size,  and  of  non-magnetic  material. 

2.  Medium  frequencies,  of  the  magnitude  of  a  thousand  to 
ten  thousand  cycles.  Resistance  and  internal  reactance  or  in- 
ductance are  those  due  to  unequal  current  distribution  in  the 
conductor,  that  is,  the  resistance  is  rapidly  increasing,  and  the 
internal  inductance  decreasing.  The  conductance  g  is  still 
negligible,  radiation  effects  still  absent,  and  all  the  energy  loss 
that  of  thermal  resistance. 

3.  High  frequencies,  of  the  magnitude  of  one  himdred  thou- 
sand to  one  million  cycles.  The  radiation  resistance  is  appreci- 
able and  becomes  the  dominating  factor  in  the  energy  dissipation. 
The  internal  inductance  has  practically  disappeared,  due  to  the 
current  penetrating  only  a  thin  surface  layer.  A  considerable 
shunted  conductance  exists  due  to  the  dielectric  radiation. 

4.  Extremely  high  frequencies,  of  the  magnitude  of  many 
millions  of  cycles,  when  the  quarter  wave  length  has  become  of 
the  same  magnitude  or  less  than  the  distance  of  the  return  con- 
ductor. Radiation  effects  entirely  dominate,  and  the  usual  ex- 
pressions of  inductance  and  of  capacity  have  ceased  to  apply. 

This  last  case  is  of  little  industrial  importance,  as  such  ex- 
tremely high  frequencies  propagate  only  over  short  distances. 

*  Under  '^  Duration ''  of  a  transient  is  understood  the  time  (or  the  number 
of  cycles),  which  the  transient  would  last,  that  is,  the  time  in  which  it  would 
expend  its  energy,  if  continuing  at  its  initial  intensity.  With  a  simple  ex- 
ponential transient,  this  is  the  time  during  which  it  decreases  to  -  or  36.8 

per  cent,  of  its  initial  value.    It  decreases  to  one-tenth  of  its  initial  value  in 
2.3  times  this  time. 
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It  would  come  into  consideration  only  in  calculating  the  flatten- 
ing of  the  wave  front  of  a  rectangular  impulse  in  the  immediate 
neighborhood  of  its  origin,  and  similar  problems. 

Thus  far,  a  general  investigation  does  not  seem  feasible.  Sub- 
stituting the  equations  of  the  circuit  constants,  as  functions  of 
the  frequency,  into  the  general  equations  of  the  electric  circuit, 
leads  to  expressions  too  complex  for  general  utility,  and  the  in- 
vestigation thus  must  largely  be  made  by  numerical  calculations. 

Only  when  the  frequencies  which  are  of  importance  in  the 
problem  lie  fairly  well  in  one  of  the  four  ranges  above  discussed 
— as  is  the  case  in  the  investigation  of  the  flattening  of  a  steep 
wave  front  in  moderate  distances  from  its  origin — a  more  general 
theoretical  investigation  becomes  possible  at  present. 


CHAPTER  II. 

WAVE  DECAY  IN  TRANSMISSION  LINES. 

7.  From  the  equations  given  in  Chapter  I,  numerical  values 
of  the  line  constants  are  calculated  and  given  in  Table  IV, 
for  average  transmission  line  conditions,  that  is,  a  copper  wire 
No.  00,  with  6  ft.  =  182  cm.  between  the  conductors,  and  an 
average  height  of  30  ft.  =  910  cm.  above  ground,  for  the  two 
conditions: 

(a)  A  high  frequency  oscillation  between  two  line  conductors. 

(6)  A  high  frequency  oscillation  between  one  line  conductor 
and  the  ground. 

The  table  gives: 

The  thermal  resistance  ri,  the  radiation  resistance  rs,  and  the 
total  resistance  r  =  ri  +  ra. 

The  internal  reactance  Xi,  the  external  reactance  Xs,  and  the 

total  reactance  x  =  Xi  +  Xa. 

r 
The  magnetic  attenuation  ui  =  sy  the  dielectric  attenuation 

U2  =  2p'  *^d  ^^®  ^^^^1  attenuation  u  =  tii  +  mj. 

The  table  also  gives  the  duration  of  a  transient  in  microHseoonds 
i  and  in  cycles  N,  that  is,  the  time  which  a  high  frequency  oscilla- 
tion of  the  frequency  /  would  last,  if  continuing  with  its  initial 
intensity  and  the  number  of  cycles  which  it  would  perform.  It 
also  gives  the  power  factor,  in  per  cent,  of  the  series  circuit,  as 
determined  by  resistance  and  inductance,  and  of  the  shunt  cir- 
cuit, as  determined  by  shunted  conductance  and  capacity. 

As  seen,  the  attenuation  constant  u  is  constant  up  to  nearly 
one  thousand  cycles.  Thus  in  this  range,  all  the  frequencies  die 
out  at  the  same  rate.  From  about  one  thousand  cycles  up  to 
about  100,000  cycles,  the  attenuation  constant  gradually  in- 
creases, and  thus  oscillations  die  out  the  more  rapidly,  the  higher 
the  frequency,  as  seen  by  the  gradual  decrease  of  the  duration  t. 
However,  as  the  increase  of  the  attenuation  constant  and  thus 
the  increase  of  the  rapidity  of  the  decay  of  the  disturbance,  in 
this  range,  is  smaller  than  the  increase  of  frequency,  the  number 
of  cycles  performed  by  the  oscillation  increases.  Thus,  at  25  or 
60  cycles,  the  stored  energy,  which  supplies  the  oscillating  power, 
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3uld  be  expended  in  lees  than  one  cycle,  that  is,  a  real  oscillation 
3uld  hardly  materialize  (except  by  other  Bourcea  of  energy,  ae 
e  stored  magnetic  ener^  of  a  transformer  connected  to  the 
le).  At  1000  cycles,  the  oscillation  would  already  last  9  to  12 
'cles,  and  at  still  higher  frequencies  reach  a  maximum  of  41.4 
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rcles  at  20,000  cycles  frequency,  in  the  oscillation  against 
•ound;  64.9  cycles  at  100,000  cycles,  in  the  oscillation  between 
ne  conductors.  This  represents  already  a  fairly  well  sustained 
icillation,  in  which  the  cumulative  effect  of  successive  cycles 
lay  be  considerable.     Above   100,000  cycles  the  attenuation 
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coDHtant  begins  to  rise  rapidly,  and  reaches  enormous  valuea, 
due  to  the  rapidly  increasing  energy  dissipation'by  radiation.    As 
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the  result,  the  duration  of  the  oscillation  very  rapidly  ( 

and  the  number  of  cycles  performed  by  the  oscillation  decressee, 

until,  beyond  a  million  cycles,  the  energy  dissipation  is  so  n{Hd 
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that  practically  no  oscillation  can  occur;  the  oscillation  dying  out 
in  a  cycle  or  less,  thus  being  practically  harmless. 

The  attenuation  constant  is  plotted,  up  to  15,000  cycles, 
in  Fig.  103,  with  the  frequency  as  abscissae,  and  is  plotted  in  Fig. 
104  in  logarithmic  scale,  as  (2)  and  (3). 

Noteworthy  is  the  great  difference  between  the  oscillation 
against  ground,  and  the  oscillation  between  line  conductors; the 
oscillation  against  ground  is  more  persistent  at  low  frequencies, 
due  to  the  greater  amount  of  stored  energy  in  the  electric  field  of 
the  conductor,  which  reaches  all  the  distance  to  the  ground. 
When  reaching  into  very  high  frequencies,  however,  the  energy 
dissipation  by  radiation  becomes  appreciable  at  lower  frequencies 
in  the  oscillation  against  ground  than  in  the  oscillation  between 
line  conductors,  and  reaches  much  higher  values,  with  the  result 
that  the  decay  of  an  oscillation  between  line  and  ground  is  much 
more  rapid  at  high  frequencies  than  the  decay  of  an  oscillation 
between  line  conductors.  For  instance,  at  100,000  cycles,  the 
latter  performs  65  cycles  before  dying  out,  while  the  former  has 
dissipated  its  energy  in  27  cycles,  that  is,  less  than  half  the  time. 

8.  To  further  investigate  this,  in  Tables  V  and  VI  the  nu- 
merical values  of  effective  resistance,  power  factor,  attenuation 
constant  and  duration  of  a  transient  oscillation,  in  cycles,  are 
given  for  six  typical  conductors  and  circuits,  for  frequencies  from 
10  cycles  to  five  million  cycles,  and  plotted  in  Figs.  104,  105  and 
106  in  logarithmic  scale. 

1,  2  and  3  are  lines  of  high  power;  copper  conductor  No.  00 
B.  &  S.  G.,  in  1  with  18  in.  =  45.5  cm.  between  conductors,  cor- 
responding about  to  average  distribution  conductors;  in  2  with 
6  ft.  =  182  cm.,  between  conductors,  corresponding  to  about 
average  transmission  line  conductors  with  the  oscillation  between 
two  lines,  and  in  3  with  60  ft.  =  1830  cm.  between  conductor 
and  return  conductor,  corresponding  to  an  oscillation  between 
line  and  ground,  under  average  transmission  line  conditions,  with 
the  conductor  30  ft.  above  ground.  4,  5  and  6  give  the  same 
condition  of  an  oscillation  between  line  and  ground,  but  in  4  an 
iron  wire  of  the  size  of  No.  00  B.  4fe  S.  G.,  such  as  has  been  pro- 
posed for  the  station  end  of  transmission  lines,  to  oppose  the 
approach  of  high  frequency  disturbances.  In  5  a  copper  wire 
No.  4  B.  &  S.  G.,  that  is,  a  low  power  transmission  line,  is  repre- 
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sented,  and  in  6  a  stranded  alumjnum  conductor  of  the  same  con- 
ductivity as  copper  wire  No.  00  B.  &  S.  G. 
The  equations  of  the  constants  for  these  six  circuits  are  given  la 
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Table  V.  This  table  also  gives  the  limiting  frequencies,  between 
which  the  various  formulas  apply  with  sufficient  accuracy  for 
practical  purposes,  and  the  lower  limits,  where  the  effects  become 
appreciable,  in  the  various  conductors. 
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In  I^.  104  the  attenuation  constaata  are  plotted,  in  Fig.  105 

3  power  factors  and  in  Fig.  106  the  duration,  In  cycles. 

As  such  a  transient  oscillation  dies  out  exponentially,  theoret- 
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Uly  it  has  no  definite  duration,  but  lasts  forever,  though  prac- 
;ally  it  may  have  ceased  in  a  few  micro-eeconds.  Thus  as 
iration  is  defined  the  time,  or  the  number  c^  cycles,  which  the 
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oscillation  would  last  if  maintaining  its  initial  intensity.   In 

reality,  in  this  time  the  duration  has  decreased  to  ->  or  37  pef 

cent,  of  its  initial  value.  Physically,  at  37  per  cent,  of  its  initial 
value,  or  0.37*  =  0.135  of  its  initial  energy,  it  has  become  prac- 
tically harmless,  so  that  this  measure  of  duration  probably  is  the 
most  representative. 

From  Tables  V  and  VI  it  is  seen,  that  there  is  no  marked  dif- 
ference between  the  stranded  aluminum  conductor  (6),  and  the 
solid  copper  wire  of  the  same  conductivity  (3)  and  the  values  of 
(6)  are  not  plotted  in  the  figures,  but  may  be  represented  by  (3). 

9.  The  attenuation  constant  /«,  in  Fig.  104,  is  plotted  in 
logarithmic  scale,  with  /f  as  absciss®.  In  such  scale,  a  difference 
of  one  unit  means  ten  times  larger  or  smaller,  and  a  straight  line 
means  proportionally  to  some  power  of  the  frequency.  This 
figure  well  shows  the  three  ranges:  the  initial  horizontal  range  at 
low  frequency,  where  the  attenuation  is  constant;  the  approxi- 
mately straight  moderate  slope  of  medium  frequency,  where  the 
attenuation  constant  is  proportional  to  the  square  root  of  the 
frequency,  the  unequal  current  distribution  in  the  conductor  pre- 
dominating, and  the  steep  slope  at  high  frequencies,  where  the 
radiation  resistance  predominates,  which  is  proportional  to  the 
square  of  the  frequency. 

It  is  interesting  to  note  that  at  high  frequencies  the  distance 
of  the  return  conductor  is  the  dominating  factor,  while  the  effect 
of  conductor  size  and  material  vanishes;  in  copper  wire  No.  00 
the  rate  of  decay  is  practically  the  same  as  in  copper  wire  No.  4, 
though  the  latter  has  more  than  three  times  the  resistance;  or  in 
the  iron  wire,  which  has  nearly  six  times  the  resistance  and  200 
times  the  permeability.  The  permeabiUty  of  the  iron  wire  has 
been  assumed  as  /«  =  200,  representing  load  conditions,  where 
by  the  passage  of  the  low  frequency  power  current  the  iron  is 
magnetically  near  saturation,  and  its  permeability  thus  lowered. 
However,  the  decay  of  the  oscillation  between  conductor  and 
ground  is  6  to  7  times  more  rapid  than  that  between  conductors 
6  ft.  apart,  and  that  between  conductors  18  in.  apart  about  3 
times  less. 

This  shows,  that  to  produce  quicker  damping  of  high  frequency 
waves,  such  as  are  instnunental  in  steep  wave  fronts,  the  most 
effective  way  is  to  separate  the  conductors  as  far  as  possible,  per- 
haps even  lead  them  to  the  station  by  separate  single  conductor 
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ines;  but  the  use  of  high  resistance  conductors,  or  of  magnetic 
naterial,  as  iron,  offers  little  or  practically  no  advantage  in 
lamping  very  high  frequencies  or  flattening  steep  wave  fronts. 

At  medium  and  low  frequencies,  however,  the  relation  reverses, 
md  the  decay  of  the  wave  is  the  smaller,  the  greater  the  distance 
rf  the  return  conductor.  The  reason  is,  that  in  this  range  the 
effective  resistance  is  still  independent  of  the  conductor  distance, 
vhile  the  inductance  increases  with  increasing  distance.  At 
nedium  and  low  frequencies,  the  iron  conductor  offers  an  enor- 
nously  increased  attenuation:  from  10  to  20  times  that  of  non- 
nagnetic  conductors. 

10.  The  power  factor  of  the  conductor  is  plotted  in  Fig.  105. 
\s  seen,  it  decreases,  from  unity  at  very  low  frequencies,  to  a 
Tiinimum  at  medium  high  frequencies,  and  then  increases  again 
:o  very  high  values  at  very  high  frequencies.  The  minimimi 
(ralue  is  a  fraction  of  one  per  cent,  except  with  the  iron  conductor, 
Inhere  the  minimum  is  very  much  higher.  The  power  factor  is 
rf  importance  as  it  indicates  the  percentage  of  the  oscillating 
jnergy,  which  is  dissipated  per  wave  of  oscillation.  This  is  repre- 
sented still  better  by  Fig.  106,  the  duration  of  the  oscillation  in 
cycles,  that  is,  the  number  of  cycles  which  an  oscillation  lasts 
before  dissipating  the  stored  energy  which  causes  it. 

At  medium  high  frequencies,  the  oscillation  is  the  more  per- 
sistent the  lower  the  ohmic  resistance  of  the  conductor  and  the 
further  away  the  return  conductor,  while  at  very  high  frequencies 
bhe  reverse  is  the  case,  and  the  oscillation  is  the  more  persistent, 
the  shorter  the  distance  of  the  return  conductor,  while  the  size 
and  material  of  the  conductor  ceases  to  have  any  effect. 

The  maximum  number  of  cycles  is  reached  at  medium  high 
Frequencies,  in  the  range  between  20,000  and  100,000  cycles — 
depending  on  conductor  size  and  distance  of  return  conductor. 
[t  thus  is  in  this  range  of  frequencies,  where  an  oscillation  caused 
by  some  disturbance  lasts  the  greatest  number  of  cycles,  that  the 
possibility,  by  some  energy  supply  by  means  of  an  arc,  etc.,  to 
form  a  stationary  oscillation  or  even  a  cumulative  oscillation, 
thus  to  become  continuous  or  "undamped,"  is  greatest. 

It  would  thus  appear,  that  this  range  of  frequencies,  of  20,000 
to  100,000,  represents  what  may  be  called  the  "danger  frequen- 
cies" of  transmission  systems.  It  is  interesting  to  note,  that 
experimental  investigations  have  shown,  that  the  natural  fre- 


TRANSIENT  PHENOMENA 


i 

t-Sz 

~al° 

1:1. 

14^ 

i 

sSss 

i^i= 

§s|5 

1=1= 

--1- 

i 

.si', 
a-g- 

tm 

i:p 

=-!■ 

1 

5:1: 

,4i 

=-!= 

i"l= 

i 

-  »  p! 

S|gj 

|ii. 

pp 

-!=§■: 

I 

1 

m 

-.is 

-1; 

SBS. 

s 

m 

S3., 

S  =  =  " 

!fi'i 

I 

s 

Ih; 

5h:; 

-  =  £  " 

?js:! 

1 

s 

T 

|5„, 

s=„. 

SSf-« 

S^33 

1... 

3a,. 

=  -!Sa 

g5  =  - 

d  =  5^ 

5Si;» 

S3, a 

i=,. 

=  s-s 

S  =  -. 

1 

•=--s 

ss--- 

-""2 

=  -  =  t 

i 

iSjS 

Sa.= 

?a.. 

S-2S 

Ss«g 

-'g: 

s 

5 

O  ffl  8  o 

o  -  -  t 

2  £«'■'= 

*  ""  <* 

1 

Bs-s 

S3oS 

SSg« 

5.SS 

RS«S 

S3.. 

O  T  -I- 

o  «  -  o 

»  «  --o 

O  ON    » 

o" «     2 

% 

aSjS 

S2.8 

S5  =  = 

S.cS 

l:,«S 

SSj! 

o  =        . 

..Sd 

=  2"" 

3 

=  :^- 

=  3"* 

3. .3 

= 

itil 

=:-! 

==^' 

-B8| 

!■«: 

' 

'»•* 

'r 

:  — 

T* 

1 

'i- 

-BKldCO 

-.-ldo3 

•'«><"'o 

-nwi 

■mil  KS'I 
-  .1    ■"» 

ssso-l 

■D-8V 

-1    »dA.J 
00  «H  •' 

•maSBf-.l 

■wiJSl-,! 

■n^ois'l  -,I 

■«■'  eOl-'O  -  -^                 -D  -9  »  'H  00  -ON 

VARIATION  OF  CIRCUIT  CONSTANTS  639 

uency  of  oscillation  of  the  high  voltage  windings  of  large  power 
ransformers  usually  is  within  this  range  of  danger  frequencies. 
7he  possibility  of  the  formation  of  destructive  cumulative  oscilla- 
ions  or  stationary  waves  in  the  high  voltage  windings  of  large 
K>wer  transformers  thus  is  greater  than  probably  with  any  other 
lass  of  circuits,  so  that  such  high  potential  transformer  windings 
equire  specially  high  disruptive  strength  and  protection.  This 
.ccounts  for  the  not  infrequent  disastrous  experience  with  such 
ransformers,  before  this  matter  was  realized. 

11.  Figure  106  also  shows,  that  the  duration  of  an  oscillation  in 
ron  wire,  in  cycles,  is  very  low  at  all  frequencies.  Thus  the 
brmation  of  a  stationary  oscillation  in  an  iron  conductor  is  prac- 
tically excluded,  but  such  conductors  would  act  as  a  dead  resist- 
unce,  damping  any  oscillation  by  rapid  energy  dissipation. 

The  duration  of  high  frequency  oscillation,  in  cycles,  increases 
with  increasing  frequency,  to  a  maximum  at  medium  frequencies. 
This  obviously  does  not  mean  that  the  time  diuring  which  the 
36cillation  lasts  increases;  the  time,  in  micro-seconds,  naturally 
decreases  with  increasing  frequency,  due  to  the  increasing  atten- 
uation constant.  Thus  in  conductor  (2)  for  instance,  the  oscilla- 
tion lasts  65  cycles  at  a  frequency  of  100,000  cycles,  but  only  9 
cycles  at  1000-cycle  frequency.  However,  the  65  cycles  are 
traversed  in  650  micro-seconds,  while  the  9  cycles  last  9000  micro- 
seconds, or  14  times  as  long.  It  is  not  the  total  time  of  oscillar 
tion,  but  the  cumulative  effect  due  to  the  numerous  and  only 
slowly  decreasing  successive  waves,  which  increases  as  represented 
in  Fig.  106. 

An  oscillation  between  copper  wires  No.  4  B.  &  S.  G.,  6  ft. 
apart,  would  give  a  duration  curve,  which  at  moderate  frequen- 
cies follows  (5)  of  Fig.  106,  but  at  high  frequencies  follows  (2). 
Thus  the  average  diuration  and  average  rate  of  decay  would  be 
about  the  same  as  (3),  an  oscillation  between  copper  wire  No.  00 
and  ground.  However,  the  oscillation  would  be  more  persistent 
in  such  a  conducto '  at  high,  and  less  persistent  at  low  frequencies. 
A  complex  wave,  containing  all  the  harmonics  from  low  to  very 
high  ones,  such  as  a  steep  wave  front  impulse  or  an  approximately 
rectangular  wave,  as  may  be  produced  by  a  spark  discharge,  etc.; 
such  a  wave  would  have  about  the  same  average  rate  of  decay  in 
a  copper  wire  No.  4  with  return  at  6  ft.,  as  in  a  copper  wire  No. 
00  with  ground  return.     The  wave  front  would  flatten,  and  the 
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wave  round  off,  approach  more  and  more  sine  shape,  due  to  the 
more  rapid  disappearance  of  the  higher  frequencies,  while  at  the 
same  time  decreasing  in  amplitude.  The  wave  thus  would  pas 
through  many  intermediate  shapes.  But  thes^  intermediate 
shapes  would  be  materially  different  with  wire  No.  4  and  return 
at  6  ft.,  as  with  No.  00  and  ground  return;  in  the  latter,  the 
flattening  of  the  steep  wave  front,  and  rounding  of  the  wave, 
would  be  much  more  rapid  at  the  beginning,  due  to  the  shorter 
duration  of  the  transient,  and  while  such  wave  would  last  about 
the  same  time,  that  is,  pass  over  the  lines  to  about  the  same  dis- 
tance, it  would  carry  steep  wave  fronts  to  a  much  lesser  distances, 
that  is,  its  danger  zone  would  be  materially  less  than  that  of  the 
wave  in  copper  wire  No.  4  with  return  at  6  ft. 

It  therefore,  is  of  great  interest  to  further  investigate  the  effect 
of  the  changing  attenuation  constant  on  complex  waves,  and 
more  particularly  those  with  steep  wave  fronts,  as  the  rectangular 
waves  of  starting  or  disconnecting  lines,  etc. 


CHAPTER  III. 

ATTBHUATION  OF  RBCTAHGULAR  WAVSa 

12/  The  destructiveness  of  high  frequencies  or  step  wave 
fronts  in  industrial  circuits  is  rarely  due  to  over-voltage  between 
the  circuit  conductors  or  between  conductor  and  ground,  but  is 
due  to  the  piling  up  of  the  voltage  locally,  in  inductive  parts  of 
the  circuit,  such  as  end  turns  of  transformers  or  generators,  cur- 
rent transformers,  potential  regulators,  etc.,  or  inside  of  inductive 
windings  as  the  high  potential  coils  of  power  transformers,  by 
the  formation  of  nodes  and  wave  crests.  Such  effects  may  be 
produced  by  high  frequency  oscillations  sustained  over  a  number 
of  cycles,  as  discussed  in  Chapter  11,  by  oscillations  lasting  only 
a  very  few  cycles  or  a  fraction  of  a  cycle,  or  due  to  non-oscil- 
lating transients,  as  single  impulses,  etc.  As  the  high  rate  of 
change  of  voltage  with  the  time,  and  the  correspondingly  high 
voltage  gradients  along  the  conductor  are  the  source  of  danger, 
to  calculate  and  compare  oscillatory  and  non-oscillatory  effects 
in  this  respect,  it  has  become  customary  in  the  last  years,  to 
speak  of  an  "equivalent  frequency"  of  impulses,  wave  fronts  or 
other  non-oscillatory  transients. 

As  "effective"  or  "equivalent"  frequency  of  an  impulse,  wave 
front,  etc.,  is  understood  the  frequency  of  an  oscillation,  which 
has  the  same  maximum  amplitude,  e  or  t,  and  the  same  maximiun 

dc        di 
gradient  -;-  or  -^.     Thus  assiuning  an  impulse  which  reaches  a 

maximum  voltage  e  =  60,000,  and  has  a  maximum  rate  of  in- 
crease of  voltage  ot-r  =  10^^,  that  is,  a  maximum  voltage  rise  at 
the  rate  of  10^^  volts  per  second,  or  10,000  volts  per  micro-second. 
As  the  average  voltage  rise  of  a  sine  wave  is  -  times  the  maximum, 
the  average  rise  of  an  oscillation  of  the  same  maximum  gradient 

as  the  impulse,  would  b®      j7  =  — ' volts  per  micro-second 
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and  the  total  voltage  rise  of  e  =  60,000  thus  would  occur  in 

2~dp  "^    on  oon   ~  ^'^  micro-seconds.    A  complete  cycle  of  this 

TT  dt 

oscillation  thus  would  last  4  X  9.4  =  37.6  micronaeconds,  and 

0* 
the  equivalent  frequency  of  the  impulse  would  be  /  =  «=r^  = 

26,600  cycles  or  26.6  kilo  cycles.  The  equivalent  frequency  of  a 
perfectly  rectangular  wave  front,  if  such  could  exist,  obviously 
would  be  infinity. 

QUARTER  WAVE  CHARGING  OR  DISCHARGING  OSCILLATION  OF 

.ALINE. 

13., Considering  first  the  theoretically  rectangular  wave  of 
connecting  a  transmission  line  to  a  circuit,  or  disconnecting  it 
from  the  circuit. 

Suppose  a  transmission  line,  open  at  the  distant  end,  is  con- 
nected to  a  voltage  E.  At  this  moment,  the  voltage  of  the  line 
is  zero.  It  should  be,  in  permanent  conditions,  E.  Thus  the 
circuit  voltage  consists  of  a  permanent  voltage  E  (which  is  the 
instantaneous  value  of  the  alternating  supply  voltage  at  this 
moment,  Eo  sin  <p)  and  the  transient  voltage  —  E.  We  thus  have 
a  transient  voltage,  which  is  uniformly  =  —  J?  all  along  the  line 
except  at  the  switching  point  1  =  0,  where  the  transient  voltage 
is  zero. 

Or,  suppose  a  transmission  line,  open  at  the  far  end,  is  con- 
nected to  a  source  of  voltage,  and  at  the  moment  wherCj  this 
voltage  is  E,  the  line  short  circuits  at  some  point,  by  a  spark  dis- 
charge, flash-over,  etc.  Thus  at  this  moment,  the  voltage  =  0 
at  the  point  of  short  circuit,  and  is  =  J?  everywhere  between  this 
point  and  the  end  of  the  line.  Thus  we  get  a  line  discharge  lead- 
ing to  the  same  transient,  a  theoretically  rectangular  wave.  In 
the  part  of  the  line  between  generator  and  short  circuit,  we  have 
a  different  transient,  a  circuit  of  voltage  6  =  0  at  one  end,  e  =  E 
throughout  the  entire  length  at  time  t  =  0,  and  e  =  E  continu- 
ously at  the  other  end,  where  the  generator  maintains  the  voltage. 
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However,  this  again  leads  to  the  same  transient,  of  a  theoretically 
rectangular  wave. 

Assuming  thus,  as  an  instance,  a  transmission  line  of  100  km. 
length,  of  copper  wire  No.  00  B.  &  S.  G.,  30  ft.  above  ground, 
open  circuited  at  the  other  end  I  =  100  km.,  and  connected  to  a 
source  of  voltage  E  at  the  beginning,  1  =  0. 

Then  the  beginning  of  the  line,  Z  =  0,  is  grounded,  at  the  time 
t  =  Oy  thus  giving  a  quarter  wave  oscillation,  with  the  terminal 
conditions: 

Voltage  along  the  line  constant  =  E,  at  time  t  =  0,  except  at 
the  beginning  of  the  line,  Z  =  0,  where  the  voltage  is  0. 

Current  along  the  line  =  0  at  <  =  0,  except  at  Z  =  0,  where  the 
current  is  indefinite. 

14.  The  equation  of  the  quarter  wave  oscillation  of  the  line 
conductor  against  ground,  then  is  (Chapter  VII  (57)): 

AE    _.^^    sin  (2n  +  1)  r  cos  (2n  +  l)t>  „ , 

T  ^^  n  +  I 

0 

where : 

1^  is  the  time  angle  of  the  fundamental  wave  of  oscillation,  of 
frequency: 

.         S  3  X  10'«  -_       ,  ,., 

^^  =  iTo  =  4  X  100  X  10^  =  ^^  ^^^^^-  (2> 

r  is  the  distance  angle,  for  Z©  =  100  km.  =  90°  =  ,,,  that  is, 


t?  =  2irfot 

''       2Zo 


(3) 


Equation  (1),  however,  assumes  that  w,  and  thus  r,  L,  C  and  g 
are  constant  for  all  frequencies.  As  this  is  not  the  case,  but  u  ifi 
a  function  of  the  frequency,  and  thus  of  n :  lin,  e""*  can  not  be 
taken  out  of  the  sununation  sign.  Equation  (1)  thus  must  be 
written: 

=  i?  V  €-"-'  sin  (2n  +  1)  t  cos  (2t  +  1)  i? 
where  lin  is  the  value  of  u  for  the  frequency:  /  =  (2  n  +  1)  /©. 
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From  (4)  follows,  as  the  voltage  gradient  along  the  line: 

~  =  —  2jn  e-«*-'  cos  (2n  + 1)  r  cos  (2n  +  1)  t?  (5) 

2/**   f   *  • 

=  —      gnc-"-'  COS  (2n  +  l)(r  +  t?) 

I    0 

+  2)"  «"'*•' COS  (2n  -  1)  (r  -  I?)    (6) 

0 

The  maximum  voltage  gradient  occurs  at  the  wave  front,  that 
is,  for  t?  =  r.  Substituting  this,  and  substituting  further,  from 
(3): 

dr  =  ^^J;  dl  (7) 


gives,  as  the  maximum  voltage  gradient, 
de      E^  "^ 


^  (U         lo 


t—fimt 


(8) 


00 


2)ne-«-'  COS  (2n  +  1)  2r  +  2)-« 

It  is,  however, 

2^ncos(2n  +  l)2r  =  0  (9) 

0 

for  all  values  of  r  except  r  =  0  and  r  =  t,  that  is,  the  beginning 
of  the  line,  I  =  0. 
Thus,  approximately,  as  Mn  varies  gradually: 

Jn  c-t*-'  cos  (2t  +  1)  2t  =  0  (10) 

0 

except  for  values  of  r  =  0  or  very  near  thereto. 
Substituting  (10)  into  (8)  gives 

G=  ?!)«€-""'  (11) 

as  the  approximate  expression  of  the  maximum  voltage  gradient, 
that  is,  the  steepness  of  the  wave  front,  at  time  t,  that  is,  at  dis- 
tance from  the  origin  of  the  wave. 

Z  =  Si  =  3  X.  10*0 1  (12) 

If  t^  differs  materially  from  t,  the  term  with  (r  —  t?)  in  equa- 

de 
tion  (6)  also  vanishes,  and  71:  =  0,  that  is,  there  is  no  voltage 

gradient  except  at  and  near  the  wave  front. 
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From  (11)  are  now  calculated  numerical  values  of  the  steepness 
of  the  wave  front  6,  for  various  times  t  after  its  origin,  and  thus 
(by  12),  various  distances  I  from  the  origin.  These  numerical 
values  are  given  in  table  VII,  for  E  =  60,000  volts. 

At  a  fundamental  frequency  of  U  =  750  cycles,  successive  har- 
monics differ  from  each  other  by  1500  cycles,  and  for  every  value 
of  if  values  of  e"**"*  thus  have  to  be  calculated  for  the  frequencies: 

n=0         1  2  3  4  5  6     etc. 

f  =  750    2250    3750     5250    6750    8250     9750  cycles,  etc., 

until  the  further  terms  add  no  further  appreciable  amount  to 

Sc"**'*.     In  calculating,  it  is  found  that  for  instance  for  /  =  5 

microHseconds,  or  Z  =  1.5  km.,  this  occurs  at  /=  5  X  10*  cycles, 

5  X  10* 
thus  beyond  the  — W^K~~  =  6670th  harmonic.     Thus  6670  terms 

of  the  scries  would  have  to  be  calculated  to  get  this  one  point  of 
the  wave  gradient:  more  terms  for  shorter,  less  terms  for  longer 
distances  I  of  wave  travel.  This  obviously  is  impossible,  and 
some  simpler  approximation,  of  sufficient  occuracy,  thus  is 
required. 

This  may  be  done  as  follows: 

In  the  ran^e  from  5  X  10*  to  10*  cycles  for  instance,  there  are 

10*  —  5  X  10* 

T^i^ =  333  harmonics.     Instead  of  calculating  u  and 

t"^  for  each  of  these  harmonics,  calciJate  c""*^  for  the  average 
value  of  these  333  harmonics,  and  multiply  by  333. 

Thus,  dividing  the  entire  frequency  range  (beyond  the  lowest 
harmonics,  which  are  calculated  separately),  into  groups,  and 
calculating  one  average  value  for  each  group,  the  calculation  of 
Sc"*^  becomes  feasible. 

Since  t"^  is  calciJated  through  Igt^^  =  —  vilgt^  as  values  of 

i,  multiples  of  ,—  have  been  chosen,  to  still  further  simplify  the 

calculation,  in  deriving  a  curve  of  gradients  G. 

16.  Table  VII  gives  the  values  of  the  maximum  voltage 
gradient  of  the  wave  front,  in  volts  per  meter  at  60,000  volts 
maximmn  initial  line  voltage,  the  equivalent  frequency  of  the 
wave  front,  in  kilocycles,  and  the  length  of  the  wave  front,  in 
meters,  for  various  times  of  wave  travel,  from  .03  micronaeconds 
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up,  and  corresponding  distances  of  wave  travel,  from  10  meteis 
from  the  origin  as  rectangular  wave,  up  to  thousands  of  km., 
for  copper  wire  No.  00  B.  &  S.  G.,  30  ft.  =  910  cm.  above  ground, 
with  the  ground  as  return. 


Table  VII. — Attenuation  of  Wave  Pbont  of  Qtjabteb-wavb  Obcilla- 

TioN,  OF  100  Km.  Line,  60,000  Volts. 


Time  I, 
Micro- 
seconds. 


Distance  I 


Km. 


Miles. 


/.Where 
Vanishes. 


Voltage  Gradient. 


1  d€. 
Edt 


G,  Volts 
per  Meter. 


Wave  FVont. 


Eauivalent 
Kilo-cycles. 


Length. 
Meten. 


From  origin  of  wave. 


(3) 
0 
0.03 
0.575 
1.15 
2.3 
11.5 
23 
92 
230 
2,300 
23,000 
(1) 

2.3 
23 

230 
(5) 
23 

230 
(4) 
23 

230 


Copper  wire  No.  00  B.  &  S.  G.,  30  ft.  =  910  cm.  above  ground. 

0 
6 

73 

98 

150 

330 

460 

960 

1,630 

7,900 

79,000 


0 

0 

0.01 

0.0062 

0.1725 

0.107 

0.345 

0.215 

0.69 

0.43 

3.45 

2.15 

6.9 

4.3 

27.6 

17.2 

69 

43 

690 

430 

6,900 

4,300 

10  X  10« 

8  X  10« 

6  X  10« 

4  X  10« 

2  X  10« 

10« 

0.7  X  10« 

0.2  X  10« 

50,000 


00 

60,000 

00 

5,800 

5,500 

8,800 

1,370 

1,290 

2,060 

1,025 

967 

1,540 

670 

630 

1,000 

300 

280 

450 

218 

205 

330 

104 

98 

156 

62 

58 

92 

13 

12 

19 

1.3 

1.2 

1.9 

Copper  wire  No.  00  B.  &  S.  G.,  return  conductor  at  18  in.  =  45.5 

cm.  distance. 


0.69 

6.9 

69 


0.43 

4.3 

43 


20  X  10« 

10  X  10« 

4  X  10« 


3,450 

1,020 

250 


3,240 
960 
234 


5,160 

1,530 

370 


29 

98 

400 


Copper  wire  No.  4  B.  &  S.  G.,  30  ft.  =  910  cm.  above  ground. 


6.9 
69 


4.3 
43 


2  X  10« 
0.7  X  10« 


227 
64 


213 
60 


340 
94 


440 
1,570 


Iron  wire  No.  00  B.  &  S.  G.,  30  ft.  =  910  cm.  above  ground. 
6.9         4.3         2  X  10«       143  135  215  700 

69  43     0.3  X  10«         11  10  16       9,400 


For  comparison  are  given  some  data  of  the  same  conductor, 
with  the  return  conductor  at  18  in.  =  45.5  cm.,  and  also  for  a 
copper  wire  No.  4,  and  an  iron  wire  No.  00,  with  the  ground  as 
return. 

These  data  are  plotted  in  Fig.  107,  showing  the  wave  front,  as 
it  gradually  flattens  out  in  its  travel  over  the  line,  from  the  very 
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Bteep  wave  at  170  meters  from  the  origia,  to  the  wave  with  a 
front  of  1630  meters,  69  km.  away. 


A  comparison  of  the  data  of  the  four  circuit  conditions  is  given 
in  Table  VIII,  and  plotted  in  Fig.  108. 

Table  VIII. — Attencation  of  Wave  Fbont  or  Qoabter-wave  Oscuxa- 

TioN,  OF  100  Km.  Line,  60,000  Volto. 

Conductor (3)  (1)  (6)  (4) 

Size  No 00  00  4  00 

Material Copper  Copper  Copper  Iron 

Distance  of  return  conductor, 

cm 1820  45.5  1820  1820 

Af  t«r  23  micraaeconds,  6.0  km. : 

Gradient,  volt«  per  meter 205  060  213  135 

Length  of  wave  front,  meters. .       460  98  440  700 

Equivalent  kilocycles 330  1630  340  215 

After  230  microseconds,  69  km.: 

Gradient,  volts  per  meter 58  234  60  10 

Length  of  wave  front,  meters.  .      1630  400  1570  0400 

Equivalent  kilocycles 02  370  04  16 

It  is  interesting  to  note,  that  there  is  practically  no  difference 
in  the  flattening  of  the  wave  front  on  a  low  resistance  conductor, 
No.  00,  and  a  high  resistance  conductor,  No.  4.    There  is,  how- 
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ever,  &n  enormous  difFerence  due  to  the  effect  of  the  cloeenen  of 
the  return  conductor:  with  the  return  conductor  at  IS  in.  dis- 
tance, the  wave  front  is  still  materially  steeper  at  6.9  km.  dis- 
tance, than  it  is  in  the  conductor  with  ground  return  at  0.69  km. 
distance.  That  is,  the  flattening  of  the  wave  front  in  the  cod- 
ductor  with  ground  return,  is  more  than  ten  times  as  rapid,  than 
in  the  same  conductor  with  the  return  conductor  closely  adjacent. 
Or  in  other  words,  the  danger  zone  of  steep  wave  front,  extends 


:::,:::::;?:::::::::::::Ti::qi:  :::::::::■; 
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in  a  conductor  with  the  return  conductor  closely  adjacent,  lo 
more  than  ten  times  the  distance  than  in  the  conductor  with 
ground  return. 

This  means,  where  it  is  desired  to  transmit  a  high-frequency 
impulse  or  steep  wave  front  to  the  greatest  possible  distance,  it 
is  essential  to  arrange  conductor  and  return  conductor  as  closely 
adjacent  as  possible.  But  where  it  is  essential  to  limit  the  hann- 
ful  effect  of  very  high  frequency  or  steep  wave  front  as  much  aa 
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possible  to  the  immediate  neighborhood  of  its  origin,  the  return 
conductor  should  be  separated  as  far  as  possible. 

The  data  on  iron  wire  are  very  disappointing:  there  is  an  enor- 
mous increase  in  the  flattening  of  the  wave  front  at  great  dis- 
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16 
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Fio.  109. 


tanceSy  by  the  use  of  iron  as  conductor  material,  so  much  so  that 
the  wave  front  of  the  iron  conductor  at  69  km.  distance  had  to 
be  shown  (dotted)  at  one-tenth  the  scale  as  for  the  other  con- 
ductors, in  Fig.  108.  But  at  moderate  distances,  6.9  km.  from 
the  origin,  the  flattening  of  the  wave  front  in  the  iron  conductor 
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is  only  little  greater  than  in  a  copper  conductor  of  the  same  sixe: 
215  kilocycles  against  330  kilocycles.  At  short  distances,  the  dif- 
ference abnost  entirely  ceases,  and  within  1  km.  from  the  origin, 
the  wave  front  in  an  iron  conductor  is  nearly  as  steep  as  in  a 
copper  conductor  of  the  same  size.  Thus  a  short  length  of  iron 
wire  between  station  and  Une  would  exert  practically  no  protec* 
tion  against  very  high-frequency  oscillations  or  steep  wave  fronts, 
such  as  may  be  produced  by  hghtning  strokes  in  the  neighbor- 
hood of  the  station. 

This  was  to  be  expected  from  the  shape  of  the  curve  of  the 
attenuation  constant,  shown  in  Fig.  104. 

16.  From  the  data  in  Table  VII  then  are  constructed  and 
shown  in  Fig.  109,  the  successive  curves  of  voltage  distribution 
in  the  line,  as  it  is  discharging  (or  charging),  by  the  originally 
rectangular  wave  running  over  the  line,  reflecting  at  the  end  of 
the  line  and  running  back,  then  reflecting  again  at  the  beginning 
of  the  line  and  once  more  traversing  it,  etc.,  until  gradually  the 
transient  energy  is  dissipated  and  the  Une  voltage  reaches  its 
average,  zero  in  discharge,  or  the  supply  voltage  in  charge.  The 
direction  of  the  wave  travel  in  the  successive  positions  is  shown 
by  the  arrows  in  the  center  of  the  wave  front;  the  existence  and 
direction  of  ciurent  flow  in  the  line  by  the  arrows  in  the  (neariy) 
horizontal  part  of  the  diagram.  As  seen,  after  four  to  five 
reflections,  the  voltage  distribution  in  the  line  is  practically 
sinoidal. 

However,  in  these  diagrams.  Figs.  107  to  109,  the  wave  front 
has  been  constructed  from  the  maximum  voltage  gradient  derived 
by  the  calculation,  assuming  as  approximation  the  shape  of  the 
wave  front  as  sinoid.  This  usually  is  a  suflScient  approximation, 
since  the  important  feature  is  the  maximum  gradient,  that  is, 
the  steepest  part  of  the  wave  front,  which  was  given  by  the  cal- 
culation; but  it  is  not  strictly  correct,  and  the  wave  front  differs 
from  sine  shape.  It  thus  is  of  interest  to  investigate  the  exact 
shape  of  the  wave  front,  in  its  successful  stages  of  flattening. 

RECTANGULAR  TRAVELING  WAVE. 

17.  For  this  purpose  may  be  investigated  as  further  instance 
the  gradual  destruction  of  wave  shape  and  decay  of  a  60,000- 
cycle  rectangular  traveling  wave,  during  its  passage  over  a  trans- 
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mission  line,  changing  from  the  original  rectangular  wave  shape 
produced  at  ite  origin  by  lightniag  stroke,  spark  discharge,  etc., 
into  practically  a  sine  wave. 

For  this  purpose,  for  the  elementary  symmetrical  traveling 
wave,  the  equation  is 


4£^ 


•'sin  (2n  +  \)f> 


tl3) 


where  ip  =  &  =  t  is  the  ruDiiing  time  coordinate,  in  angular 
expression. 

Values  of  e  are  calculated,  for  various  times  t,  from  I  micro- 
second to  360  microseconds,  for  all  the  angles  tp,  where  e  has  not 
yet  become  constant  and  equal  to  E. 


Table  IX. — AirsiniATiON  of  60,000-Crci.ii  Rxctangulab  Watb,  in  Limb 
or  No.  00  B.  A  S.  G.,  Copper,  30  Ft.  above  Gbottnd, 
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In  Table  IX  are  given  numerical  values,  and  plotted  in  Fig. 
110,  of 


«  i^  -  2»«-""*  sin  (2  n  +  1)#», 


4£ 

U 

from  0  to  90®,  and  from  1  to  360  microseconds,  and  derived  there- 
from the  values  of  the  length  of  wave  front,  in  degrees  and 
in  meters,  and  the  equivalent  frequency,  in  kilocycles.  Two 
values  are  given,  the  maximum  kilocycles,  derived  from  the 
steepest  part  of  the  wave  front,  and  the  average  kilocycles,  de- 
rived from  the  total  wave  front.  The  difference  indicates  the 
deviation  of  the  shape  of  the  wave  front  from  a  sinoid. 

18.  As  seen,  due  to  the  high  fundamental  frequency,  60,000 
cycles,  the  number  of  significant  harmonics  is  very  greatly  re- 
duced, until  frequencies  are  reached,  where  the  attenuation  is  so 
enormous,  that  the  destruction  of  the  wave  by  its  energy  dissi- 
pation occurs  in  a  few  meters. 

Thus  already  after  1  microsecond  or  300-meter  wave  travel,  the 
calculation  needs  to  extend  only  to  the  61st  harmonic;  after  2 
microseconds,  to  the  45th  harmonic,  etc.,  while  after  100  micro- 
seconds, or  30-km.  travel,  only  the  third  harmonic  is  still  appreci- 
able, and  after  360  microseconds,  or  108-km.  travel,  even  this  has 
disappeared,  and  the  wave  is  essentially  a  sine  wave. 

In  30-km.  travel,  the  wave  maximum  has  decreased  7  per  cent; 
in  108  km.,  it  has  decreased  31.2  per  cent. 

It  is  important  to  note,  however,  that  waves  of  relatively  high 
frequency,  within  the  range  of  the  danger  frequencies  between 
20  and  100  kilocycles,  can  travel  considerable  distances,  if  no 
other  causes  of  rapid  attenuation  are  at  work,  but  those  consid- 
ered here,  and  still  retain  a  large  part  of  their  energy.  Thus  the 
60,000-cycle  wave,  after  traversing  100  km.  of  line,  still  retains 
about  70  per  cent  of  its  amplitude,  that  is,  about  one-half  of  its 
energy.  Thus  the  danger  from  resonance  of  power  transformer 
windings  with  such  frequencies  is  not  local  but  rather  extends 
over  a  large  part  of  the  system. 

The  lower  part  of  Fig.  110  shows  the  shape  of  the  wave  front 
at  various  distances  from  the  origin;  the  upper  part  shows  the 
gradual  change  of  the  wave  from  rectangular  to  flat  top  to  sine 
wave. 
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Plotting  for  the  760-cycle  quarter-wave  oscillation  and  the 
60,000-cycle  traveling  wave,  the  logarithm  of  the  length  of  the 
wave  front,  and  of  the  equivalent  frequency  of  the  wave  front, 
against  the  logarithm  of  the  distance  of  wave  travel,  gives  prac- 
tically straight  lines  (except  for  very  great  distances  of  wave 
travel,  where  the  lower  harmonics  predominate),  and  from  the 
slope  of  these  lines  follows  that: 

The  length  of  wave  front  is  approximately  proportional,  and 
the  equivalent  frequency  of  the  wave  front  approximately  inverse 
proportional  to  the  square  root  of  the  distance  of  wave  travel: 

If^CiVl  (14) 

//  =  ^  (15) 

This  would  give  a  wave  front  constant  ci  and  an  equivalent 
frequency  constant  c%  of  the  circuit 


CHAPTER  IV. 

FLATTENING  OF  STEEP  WAVE  FRONTS. 

19.  A  rectangular  wave  is  represented  by  the  equation 
e 


AE^    ^  ,  sin  (2n  +  1)t  cos  (2n  +  l)f^  ,, , 

=  v^'*' " 2;m ^^^ 


where 


1^  =  2  irf^  =  time  angle,  (2) 

T  =  2ir  |-  =  distance  angle,  (3) 

•0 

/o  =  fundamental  frequency, 

lo  =  7  =  wave  length,  (4) 

h 

S  =  S  X  10^®  =  velocity  of  propagation, 
E  =  maximum  voltage  of  wave. 

The  voltage  gradient  is  I 

de  _  de  dr 
dl       dr  dl 

±E  dr^ 
=  —  ^S,n  €-'  cos  (2n  +  1)t  cos  (2n  +  l)f^.  (5) 

dr 
Substituting  for  -jj  from  (3),  and  resolving  the  cos-product, 

gives 

de^^E^"^ 
dl        I 


0 


2)n  e-^'cos  (2n+l)(T-t?)  +  ]^ne-"'eos(2n+l)(T+t?) 

0  0 

(6) 
2)"  e~"'  cos  (2n  +  1)  (t  +  t?)  approaches  zero  for  t  +  ^  ^^  0,    (7) 

0 

thus, 

^  =  ^5»  €-»'  cos  (2n  +  l)(r  -  t^).  (8) 


^«     0 
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The  maximum  voltage  gradient  occurs  for  t?  =  t,  and  thus  is 


de      AE^ 

0 


^  =  i  =  -irS--"'  (») 


This  can  be  written  in  the  form 

(?=^S»2/o€-*  (10) 

It  is,  however,  by  (4), 

folo  =  S  (11) 

thus, 

(?  =  ^S-2/o€-'  (12) 

The  values  of  €""'  are  taken  for  all  values  of  frequency,  differing 
from  each  other  by  2/©,  and,  at  and  near  the  wave  front,  the 

value  of  5^*  2/o  €""*  thus  approaches  the  value  of   I  €~~'d/. 

Substituting  this  into  (10),  gives  as  the  equation  of  the  maxi- 
mum steepness  of  wave  front 


^      de      2  B  /•• 


(12) 


As  seen,  in  this  expression  (12),  wave  length  and  frequency 
have  disappeared.  Equation  (12)  thus  applies  to  any  wave, 
whether  of  finite  length  or  not.  That  is,  it  represents  broadly 
(though  only  approximately)  the  maximiun  gradient  of  any  steep 
wave  front  or  impulse,  at  the  time  t  after  its  origin  as  rectangular 
wave  front  or  impulse. 


ion  of   I  €~^  df 


As  ti  is  not  a  simple  function  of  /,  the  integration 

in  its  general  form  meets  with  difficulties,  and  the  integral  may 
be  evaluated  thusly: 

Equation  (12)  can  be  written  in  the  form 

G  =  ^r/€-"dlog/.  (13) 


Plotting  then  /€"*•*  as  ordinates,  with  log/  as  abscissse,  gives 
a  curve,  and  the  area  of  this  curve  gives  the  integral. 

20.  Instead  of  using  log/  as  abscissae,  it  is  more  convenient 
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to   use  the  common  logarithm"]/,  and  divide  the  measured  area 
by  "]€  =  0.4343. 

Numerically,  the  integration  is  done  by  calculating  /c*"^  for 
(approximately)  constant  intervals  of]/,  adding  all  the  values, 

T.A^LB  X. — Attenuation  of  Wave  Front  of  Rectangular   Impulse. 
Oopper  Wire  No.  00  B.  &  S.  G.,  30  Ft.  above  Ground,  Ground  Return. 
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and  multiplying  the  sum  by  the  (average)  diflference  between 
successive  /f. 

As  an  instance  is  given,  in  Table  X,  the  calculation  for  circuit 
(3)  of  the  preceding,  that  is,  copper  wire  No.  00  B.  &  S.  G.,  30 
ft.  above  ground,  with  the  ground  as  return  conductor,  for  the 
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times  t  —  0.1,  1,  10,  100  and  1000  microeeconds,  corresponding 
to  the  distance  of  travel  of  the  wave  front  of  0.03,  0.3,  3,  30  aod 
300  km.  As  frequency  intervals  are  selected:  1,  2,  5,  10,  20, 50, 
100,  200,  etc.,  giving  the  Ic^arithms:  0,  0.3,  0.6,  1,  1.3,  etc 
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These  curves  are  plotted,  in  logarithmic  scale,  in  Fig.  111. 
As  seen,  all  these  curves  rise  as  straight  lines  under  45  degreu, 
and  then  very  abruptly  drop  to  negligible  values. 
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In  Table  X,  the  values  of  /c"""'  are  added,  then  divided  by  3, 

since  there  are  three  intervals  for  each  unit  of  1/,  and  multiplied 

E 
^y  li>  to  reduce  to  natural  logarithms     Multiplying  by  -^  then 

gives  the  gradient  G. 

For  medium  and  high  frequencies,  the  attenuation  constant  u 
is  given  by  the  preceding  equations  as 

u  =       ^^  +  ^»-  +  -?-.  (14) 

Neglecting  the  internal  inductance  Li,  as  small  compared  with 
the  external  inductance,  this  gives 


u 


where 


^■^ — p—  Vf  +  - -,>  p 

log  £  -S  log  1;; 

mi  v7  +  w**/* 


(15) 


T 


^hl 


(18) 


f»i f'  10*  (16) 

h  log  |- 

m.  =  -^,  (17) 

5  log  I- 

For  the  conductor  (31)  in  Table  X,  it  is 

nil  ^  2.6 

m,  =  0.29  X  10-« 

This  expression  (15)  of  u  holds  for  all  frequencies  except  very 
low  frequencies — below  1000  cycles — and  extremely  high  fre- 
quencies— many  millions  of  cycles.  The  latter  are  of  little  im- 
portance, as  they  are  wiped  out  in  the  immediate  neighborhood 
of  the  origin  of  the  rectangular  impulse.  At  the  low  frequencies, 
the  attenuation  is  so  small,  within  the  distances  which  come  into 
consideration  in  the  wave  travel,  and  these  low  frequencies  give 
such  a  small  part  of  the  wave  front  gradient,  that  the  eri*or  made 
by  the  use  of  (15)  is  negligible.  For  instance,  in  the  case  of 
Table  X,  even  at  t  =  100  microseconds,  or  10  km.  wave  travel, 
the  error  made  in  the  voltage  gradient  by  altogether  neglecting 
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the  attenuation  of  the  frequencies  up  to  1000  cycles,  would  be 
only  0.01  per  cent. 

Thus  the  equation  (15)  of  the  attenuation  constant  can  safely 
be  used  for  all  practical  purposes. 

As  the  first  term  in  equation  (15)  is  proportional  to  V/,  the 
second  term  to  /*,  the  second  term  is  negligible  at  low  and 
medium  frequencies,  while  the  first  term  is  negligible  at  high 
frequencies. 

Both  terms  are  equal  at 

That  is,  in  the  above  instance,  at 

/  =  43,000  cycles. 

21.  Thus,  for  high  frequencies,  that  is,  within  moderate  dis- 
tances from  the  origin  of  the  rectangular  impulse — up  to  some 
kilometers — the  first  term  can  be  neglected  and  the  attenuation 
constant  expressed  by 

u  =  miP  (20) 

The  integral  in  equation  (12)  then  becomes 


Substituting, 


gives 


F  =    H-^i'  ^'  df. 

dx 


(21) 


d/  = 


y/mit 


and 


It  is,  however. 


pS 


dx. 


thus, 


X'- 


di   =  i  -vA  (22) 


2  Vmrf 


(23) 


and 


Q  -    -^V^  (24) 

Sy/tntt 


FLATTENING  OF  STEEP  WAVE  FRONTS 


661 


or,  since 


G  = 


I  =  St: 


\/mtSl 


(25) 
(26) 


Substituting  (17)  into  (26),  gives,  in  cm.  and  volts  per  cm. 


=  0.282  E 


V/V^kI 


(27) 


Thus,  approximately: 

The  maximum  gradient,  or  steepness  of  the  wave  front  of  a 
rectangular  impulse,  in  the  neighborhood  and  at  moderate  dis- 
tances from  its  origin,  decreases  inverse  proportional  with  the 
square  root  of  the  distance  or  time  of  wave  travel. 

It  decreases  with  increasing  distance  V  of  the  return  conductor, 
nearly  inverse  proportional  to  the  square  root  of  V, 

22.  For  the  six  types  of  circuits  considered  in  the  previous 
instances,  it  is: 

1 


(1)  Copper  wire  00  B.  4c  S.  G.,  18  in. 


—  45.6  cm.  from  return  conductor:  ~T'-  X  1700 


(2)  Copper  wire  00  B.  ft  S.  G.,    6  ft.  —    182  cm.  from  return  conductor: 

(3)  Copper  wire  00  B.  ft  S.  G.,  60  ft.  —  1820  cm.  from  return  conductor: 

(4)  Iron       wire  00  B.  ft  8.  G.,  60  ft.  —  1820  cm.  from  return  conductor: 

(5)  Copper  wire  4  B.  ft  8.  G.,  60  ft.  —  1820  cm.  from  return  conductor: 

(6)  Aluminum,  stranded,  same  conductivity  and  arrangement  as  (3) : 


968 
360 
360 
373 
353 


3.230 

2.986 
2.556 
2.556 
2.572 
2.548 


where  G  is  given  in  volts  per  meter,  at  B  =  60,000  volts,  and  { 
in  kilometers: 


G  =  89  X  10-«  B 


=  136  X  10-»  E 


\r7 


Ir 


(28) 


8100 


or 

Ir 


From  Tables  X,  IX,  and  VII  are  collected  the  values  of  wave 
gradients  G,  and  given  in  Table  XI,  together  with  their  logarithms 
and  the  T  Go,  calculated  from  equation  (28),  for  comparison  of  the 
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dififerent  methods  of  calculation.     Table  XI  then  gives  the  differ- 
ence A,  and  its  value  in  per  cent. 

The  values  of  G  are  plotted  in  Fig.  112.  The  drawn  line  gives 
the  values  calculated  by  equation  (28) ;  the  three-cornered  stare 
the  values  from  Table  X,  the  crosses  the  values  from  Table  IX, 
and  the  circles  the  values  from  Table  VII. 

Table  XL — ^Calculation  of  Wavb  Front. 
Copper  Wire  No.  00  B.  &  S.  G.,  30  Ft.  above  Ground. 


Dist. 

I 
km. 

Gradient.  Volte  per  meter  at  JT  -  60.000  V. 

0 

T? 

qO.* 

A 

-  % 

Impulse,  /o  =  0  (Table  X). 

0.03 

1860 

3.269 

3.317 

+0.048 

+11.7 

0.3 

684 

2.835 

2.817 

-0.018 

-  4.3 

3 

186 

2.269 

2.317 

+0.048 

+11.7 

30 

63.5 

1.803 

1.817 

+0.014 

+  3.3 

300 

11.9 

1.075 

1.317 

(+0.242) 

Traveling  Wave,  fo  =  60,000  (Table  IX). 

0.3 

690 

2.839 

2.817 

-0.022 

-5.2 

0.6 

470 

2.672 

2.667 

-0.006 

-1.1 

1.5 

295 

2.470 

2.468 

-0.002 

-0.5 

3 

205 

2.312 

2.317 

+0.006 

+1.1 

6 

140 

2.146 

2.167 

+0.021 

+5.0 

12 

100 

2.000 

2.016 

+0.016 

+3.7 

30 

65 

1.813 

1.817 

+0.004 

+0.9 

108 

40 

1.602 

1.539 

(-0.063) 

Quarter  Wave,  fo  =  750  (Table  VII). 

0.01 

5500 

3.740 

3.556 

-0.184 

0.1726 

1290 

3.111 

2.938 

-0.173 

0.345 

967 

2.985 

2.787 

-0.198 

0.69 

630 

2.799 

2.637 

+0.162 

3.45 

280 

2.447 

2.287 

-0.160 

6.9 

205  ♦♦ 

2.312 

2.137 

-0.175 

27.6 

98 

1.091 

1.836 

-0.155 

69 

58 

1.763 

1.637 

(-0.125) 

690 

12 

1.079 

1.137 

(+0.068) 

6900 

1.2 

0.079 

0.637 

(+0.658) 

Same,  18  in.  ="  45.5  cm.  between  conductors. 

0.69 

3240 

3.510 

3.311 

-0.199 

6.9 

960 

2.982 

2.811 

-0.171 

69.0 

234 

2.369 

2.311 

(-0.068) 

♦  Calcul 

ated  by  equation  (28). 

♦♦  131  to 

293 
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23.  As  seen  from  Table  XI  and  Fig.  112,  the  agreement  of 
the  equations  (27)  and  (28)  is  satisfactory  with  the  values  of  the 
wave  front  gradient  taken  from  Tables  X  and  IX. 

The  values  of  G  from  Table  X  differ  erratically.  ThiH  table 
was  calculated  by  graphical  istegration,  and  it  is  probable  that 
the  intervals  have  been  chosen  too  large,  in  that  range  where 
the  curve  drops  very  abruptly,  as  seen  in  Fig.  111. 

The  agreement  with  the  values  from  Table  IX  is  very  close. 
In  this  table,  representing  the  course  of  60.000-cycle  rectangular 


1     M  M  1 1  M  1 1 1 

li-* 

Fw.  112. 

traveUng  wave,  the  individual  harmonics  have  been  calculated, 
as  they  were  relatively  few,  due  to  the  high  frequency  of  the 
fundamental.  This  ^reement  is  important  as  it  justifies  equa- 
tion (27).  In  deriving  (27),  we  have  substituted  integration  for 
summation,  that  is,  have  replaced  the  discontiBUOUS  values  of 
the  individual  harmonics  by  a  continuous  curve.  Any  error 
resulting  from  this  should  be  greatest  where  the  number  of  dis- 
continuous harmonics  is  the  least.  Table  XI  and  Fig.  112,  how- 
ever, show  that  the  agreement  of  the  gradient  of  the  60,000-cycle 
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traveling  wave  with  equation  (27),  is  good  even  at  I  =  30  km., 
where  only  two  significant  harmonics  are  left,  the  fundamental 
and  the  third  harmonic. 

Thus  the  method  of  deriving  an  equation  for  G  by  integration 
is  justified. 

Unsatisfactory,  however,  is  the  agreement  of  equation  (27) 
with  the  values  of  the  gradient  of  the  quarter-wave  oscillation, 
taken  from  Table  VII.  These  values  lay  on  a  straight  line  in 
Fig.  II,  given  as  dotted  line,  showing  proportionality  with  the 
square  root  of  the  distance,  but  there  is  a  constant  error,  and  the 
gradients  given  in  Table  VII  are  about  50  per  cent  greater  than 
those  given  by  equation  (27). 

The  cause  of  the  discrepancy  probably  is  in  the  method  used  in 
calculating  the  gradients  of  the  quarter-wave  oscillation  given  in 
Table  VII.  Due  to  the  impossibiUty  of  calculating  individually 
thousands  of  harmonics,  the  number  of  harmonics  in  successive 
intervals  of  frequency,  has  been  multiplied  with  the  average 
attenuation  €"'''  in  this  frequency  range,  and  as  the  average  has 
been  used  the  mean  value  of  the  €"*'  for  the  two  extremes  of  the 
frequency  range.  However,  €~^'  drops  exponentially  and  with 
great  rapidity,  so  that  the  true  average  value  is  much  lower  than 
the  average  of  maximum  and  minimum.  Thus  for  instance  in 
the  range  from  5  X  10*  to  10  X  10*  cycles,  containing  334  har- 
monics, €"«' for/  =  5  X  lOMat^  =  23  X  10-«  seconds],  is  1.22  X 
10-«  and  for  /  =  10  X  10*,  it  is  181  X  10-»,  giving  an  average 
of  91.1  X  10-».  However,  for/  =  7.5  X  10*,  e"^'  is  22.5  X  lO"*, 
thus  less  than  a  quarter  of  the  average. 

To  check  this,  one  value,  at  i  =  23  X  10"'  or  i  ==  6.9  km.,  has 
been  re-calculated,  by  using  not  the  average,  but  the  maximum 
and  the  minimum  of  €""'  in  each  inteWal,  and  the  two  gradients 
derived  therefrom:  G  =  293  and  131,  are  marked  with  dotted 
circles  in  Fig.  112.  As  seen,  the  use  of  the  minimum  value  of  c"** 
agrees  nearer  with  equation  (27),  as  was  to  be  expected. 

It  appears  probable  that  the  equation  (27)  gives  more  reliable 
values  of  wave  front  gradient,  within  the  range  of  its  applicability, 
than  the  method  of  calculation  used  in  Table  VII,  and  as  it  is 
much  simpler,  it  is  preferable. 

As  seen  from  Table  XI  and  Fig.  112,  the  parabolic  law  of  wave 
front  flattening,  given  by  equation  (27)  and  (28),  holds  good  up 
to  about  30  km.  distance  of  wave  travel,  and  with  fair  approxi- 
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nation  even  to  100  km.  In  the  range  beyond  this — which  is  of 
esser  importance,  as  the  flattening  of  the  wave  front  has  greatly 
reduced  its  danger  at  these  distances — ^the  values  of  the  gradient 
jf  decrease  with  increasing  rapidity,  with  distance  and  time,  due 
bo  the  medium  high  harmonics  showing  in  the  attenuation. 

34.  At  great  distances  from  the  origin  of  the  rectangular 
wave,  when  the  very  high  harmonics  have  practically  died  out 
and  the  wave  attenuation  is  determined  by  the  meditun  fre- 
quency harmonics,  the  second  term  of  ti  in  equation  (15)  becomes 
negligible,  and  u  can  be  approximated  by 

ti  =  miVj  (37) 

The  integral  in  equation  (12)  then  becomes 


Substituting, 


gives 


F  =   Tc-^^'^d/ 


ntity/f  =  ar 


,-      2  xdx 


and 


^  =  m.-¥'    *'"^' 


and 


or, 


(38) 


It  is,  however, 

I     Xf~'dx  =  1  (39) 

thus, 

P  =  -Ai  (40) 


<^  =  ^«  ^*1'^ 


^  =  m  (-) 
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Substituting  (16)  gives 


1 


l\* 


.6SXZ,«(logy 


That  is,  at  great  distances  (or  considerable  time)  from  the 
origin,  the  flattening  of  the  wave  front  approaches  inverse  pro- 
portionaUty  with  the  square  of  the  distance  (or  time)  of  the  wave 
travel. 

However,  this  range  is  of  little  importance. 
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VELOCITY  FUNCTIONS  OF  THE  ELECTRIC  FIELD 

1.  In  the  study  of  the  propagation  of  the  electric  field  through 
ipace  (wireless  telegraphy  and  telephony,  lightning  discharges 
auid  other  very  high-frequency  phenomena),  a  number  of  new 
functions  appear  (Section  III,  Chapter  VIII). 

By  the  following  equations  these  functions  are  defined,  and 
related  to  the  "Sine-Integral"  Six,  the  "Cosine-Integral"  Ci  x, 
and  the  "Exponential  Integral,"  Eix,  of  which  tables  were 
calculated  by  J.  W.  L.  Glaisher  (Philosophical  Transactions  of 
the  Royal  Society  of  London,  1870,  Vol.  160): 

[|n  here  denotes  1X2X3X.    .    .Xn] 


col 


/     sinti 
x=  I      

-f. 


du 


* ''       w^    w*    u^ 


du 
u 


_  /      l^t^    1  w^    \u^  / 


2 


=  C03X' 


|2.|4     |6 


+sina: 


X" 


^6      J.8 


=|-Si  X 


Tz      C*  sm  u  , 
2     Jo       w 


Herefrom  follows: 


r 


sinati 


u 


du  =  col  ax 
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rcosu 

-I 


* '       u2    ti*    ti«  ]  da 

l-T7r+rr-T:r+-.  .  .    — 


|2^|4     |6 


J  u 


/       •  1  ti2       1  tt*      1  ««  ,  /" 

/logu-^|2+4J4-6j6 +-•••/, 


r+jloga:< 


+ 


2|2     4|4''"6|6     8|8"^     •'• 


=C08X 


fl      13^|5_17_^_ 


3?     £^     X^     Ofi 


-ana:   --—4—-=+-... 
[x    x*    ar*    X' 


J^' cos  u 


u 


du\ 


where 


r= 0.5772156  .  . 
herefrom  follows: 


f 


cosau 
u 


du  =  sil  ax 


Expl  J=  I    — du=  I      — dw 


r«f,  u^    V?    vf'  ]du 

/,  1  1*2       1  u3       1  «■«  /« 


2|2^3|3^4|4 


r+jiogx*+x+^j:^ 


h^    h^    l5l  I 

2|2'''3|3''"4|4'^---J 


-=  cX 


11      |2     |3      4 

X    x^    j3    ar*    a:*    *  *  * 


=  -Eix 


mJ<sn 


-x^-u 


tt 


m: 
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prhere 

q  is  given  by:  expl  9  =  0  as:  g  =  0.37249680 

herefrom  follows: 


r 


—  dti  =  cxpl  ax 


Xoo     _« 


X 


*  ''  ^  U^      U^      Ijfi 


|2     |3^|4 


du 
u 


ltt2      lu'       1«*  /• 

log«-u+2|2-3  13+414-+.../ 


-    r+jloga^ 


+ 


^    2|2"^3|3' 


l_x* 

414''" 


—  e 


—  r 


X      7?     Ofi     7^     2^ 


•■■) 


Ei(-x) 


-_  P  — 


(2u. 


herefrom  follows: 


r^ 


dw  =  expl  (—  ax) 


Tables  of  these  four  functions,  redured  from  the  Glaisher 
tables,  are  given  in  the  following  for  6  decimals,  and  their 
first  part  plotted  in  Fig.  113. 

2.  As  seen  from  the  preceding  equations,  these  functions  have 
the  following  properties: 

col  0=0  col  00  =0 


silo- +00 
expl0=  +00 


sil  00 


=0 


expl  ( -f  00 )  =  —  00 


expl  (/=0 


expl  (— oo)=0 
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V 
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col  X  has  maxima  at  the  even,  sil  x  at  the  odd  quadrants, 
uid  these  maxima  are  alternately  jxjsitive  and  negative;  that  is, 


col  r-2s         =max. 


sil^CSs— l)=max. 


8 = integer  numl)er. 


For  large  values  of  «,  the  nimierical  values  of  these  maxima 
3^)proaeh  the  values: 

col  ^  2s       =(-n'-; 

2  ^       '  7:8* 

si\^(28-l)^(-lY—^ 


2'  '     '     ^;r(2s-iy 

Eor:  s>40,  the  approximation  is  correct  to  the  6th  decimal. 
From  the  series  expressions  of  these  functions  follows: 

col  (  —  x)      =;r— col  x 

sil  (— x)      =sil  x 

expl  (jx)     =  sil  X +;  col  X— J  rt" 

expl  (— jx)  =sil  X— J  col  x-f-j  ^ 

n 

col  (±/x)    =  ±^{expl  x-expl  (  — x)}  +J7c 

sil  (±/x)     =^{expl  x+expl  (— x)} 
For  small  values  of  x,  the  approximations  hold: 

sil  X  =  log  -  -  0.5772156  +  ? 
X  4 

,      0.5615    ,  x« 
col  X  =  ^  —  X 
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These  approximations  are  accurate  within  one  per  cent  fcr 
values  of  a;  up  to  0.67. 
For  very  small  values  of  x^  the  approximations  hold: 

sila;  =  log-  -0.6772166 


=  log 


X 

0.5616 


col  a:  =  s 

These  are  accurate  within  one  per  cent  for  values  of  j  up  to 
0.016. 
For  moderately  large  values  of  x  the  approximations  hold: 

.,  sin  a;  ,   cos  x 

sil  a;  = ;— 

X  x^ 

.         cos  a;  .  sin  :r 

col  X  = r- 

X  re* 

These  are  accurate  within  one  per  cent  for  values  of  x  down 
to  8. 
For  large  values  of  x,  the  approximations  hold: 

.1              sin  X 
sil  05  = 

X 

.          cos  X 
col  X  = 

X 

or: 

sin  t; 


sil  a;  =  — 


X 

cost; 


col  X  = 

X 

where: 

X  =  2irti  +  V 

and  V  <  2v,  that  is,  u  is  the  largest  multiple  of  2ir,  contained  in  x. 

These  approximations  are  accurate  within  one  per  cent  for 
values  of  x  down  to  12. 

In  some  problems  on  the  velocity  of  propagation  of  the  electik 
field  through  space,  such  as  the  mutual  inductance  of  two  finite 
conductors  at  considerable  distance  from  each  other,  or  the  cap•^ 
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ty  of  a  sphere  in  space,  two  further  functions  t»ppear,  coll  z  and 
lill  Xy  which  by  partial  integration  can  be  reduced  to  the  func- 
tions col  X  and  sil  x. 
It  is: 

coll  X  =    I    ^^^-^  du 


I 


r 


cos  X  , 
col  X 


sill  X  =   I     — —  du 


r 


X 


Herefrom  follows: 


r 


r 


sin  X  ,     .| 

X 


cos  au  ,  ,, 

— ;—  du  =  a  coll  ax 
u* 

cos  ax  ... 

= a  sill  ax 

X 

sin  ati 


u^ 


du  =  a  sill  ax 
sin  ax 


+  a  sil  ax 
x 

It  is: 

coll  0  =    a>  coll  00    =  0 

sill  0   =    a>  sill  00    =  0 

With  increasing  values  of  x,  coll  x  and  sill  x  decrease  far  more 
rapidly  than  col  x  and  sil  x. 

For  moderately  large  values  of  x,  the  approximations  hold : 

,,  sin  X      2  cos  x 

coll  X  = 5 "i — 

X*  x* 

...  cos  X  ,   2  sin  X 

sill  X  =  — ^  H r— 

X*  x' 

These  approximations  are  accurate  within  one  per  cent  for 
values  of  X  up  to  respectively 
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For  large  values  of  x^  the  approximations  hold: 


coll  x  = — 

.,,  cos  X 

sill  X  =  r- 

These  are  accurate  within  one  per  cent  for  values  of  x  up  to 
respectively  12. 

For  low  and  medium  values  of  x,  coll  x  and  sill  x  are  prefer- 
ably reduced  to  col  x  and  sil  x  by  above  given  equations. 


TABLE  I 
d  sil  *  from  0.00  to  1^ 


col* 

J 

.Hilj: 

J 

+  1  570  796 

00 

10  000 
9  990 
9099 

9  997 

1,580  7W 
1.550  7!»7 

1,540  798 
1.530  800 

+  4.027  980 
3  334  907 
2.929  567 
2.642  060 

693  073 
405  340 

287  507 
222  918 

1.520  803 

2.419  142 

9  995 
9  993 
9  990 
0  988 
9  985 

182  017 
153  826 
133  156 
117  359 
104  886 

1.510  808 
1.500  815 
1,400  825 

1.480  837 

2.237  095 
2,083  269 
1,950  113 
1.832  7M 

1.470  852 

1.727  868 

9  982 
9  978 
9  974 
9  969 
9  965 

94  785 
86  437 
79  419 
73  434 
68  269 

1.400  8<0 
1.450  892 
1  440  918 
1  430  949 

1.633  083 
1.546  646 

1.467  227 
1.393  793 

1-420  984 

1.325  524 

9  060 
9  955 
9  949 
9  943 
9  937 

1-411  024 
1.401  069 
1.391  120 
1,381  177 

1.261  759 
1  201  957 
1 .  145  672 
1.092  527 

59  802 
56  285 
53  145 
50  321 

1,371  240 

1.042  206 

9  930 
9  923 
9  916 
9908 
0900 

47  769 
45  449 
43  332 
41  390 
39  603 

1-3S1  310 
1.351  387 
1,341  471 
1,331  563 

,994  437 
.948  98H 
,905  656 
,864  236 

1,321  663 

.824  GKi 

9  892 
9883 
9  875 
9  865 
9  856 

37  953 
36  423 
35  001 
33  676 

32  437 

1.311  771 
1.301  888 

1,292  013 
1.282  143 

,786  710 
,750  287 
.715  286 
,681  610 

1  272  292 

,649  173 

9  845 
9  836 
9  825 
9  814 

9  8ai 

31  277 
30  186 
29  161 
28  194 
27  279 

1,262  447 
1-252  611 
1.242  786 
1  232  972 

.617  896 
.587  710 
,558  549 
,530  355 

1,223  169 

.503  070 

9  791 
9  779 
9  767 
9  755 
9  742 

26  414 
25  594 
24  815 
24  074 
23  369 

1,213  378 

1,203  599 
1 , 193  832 
1,184  077 

,476  661 

,451  067 
,426  252 
.402  178 

1.174  335 

.373  809 

9  715 
9  702 

9  673 

22  695 

22  052 
21  437 
20  849 
20  284 

1.164  606 
1,154  891 
1.145  189 
1. 135  501 

,356  114 
-334  062 
-312  625 
.291  776 

1.125  82H 

.271  492 

9  658 
0  644 
9  628 
9  613 
9  596 

19  743 
19  223 

18  723 
18  241 

17  778 

1.116  170 
1-106  526 

1.096  898 
1,087  285 

,251  749 
,232  526 
.213  803 
195  562 

+  1,077  689 

+  0,177  784 

APPENDIX 
TABLE  ]— Coniinued 


coll 

J 

siU 

J 

sn 

+  1.077  689 

0  596 
9  581 
9563 
9  547 
9530 
9  512 

+0.177  784 

iiiii 

51 
62 
53 
54 

1.068  108 
1,058  545 
1.1M8  998 
1,039  448 

.160  453 
. 143  554 
127  071 
.110  990 

55 

1.029  956 

.095  300 
.079  986 
,065  037 
.050  441 
.036  190 
:622-271~ 

0  495 
9  476 
9  458 
9  439 
9  421 

15  3U 
14  949 
14  596 
14  251 
13  919 

56 
57 
58 
59 

1  020  461 
1.010  985 
1.001  527 
.992  088 

60 

.982  607 

9  401 
9  381 
9  362 
9  341 

9  321 

13  516 
13  2S1 
12  976 

12  678 
12  390 

61 
62 
63 
64 

.973  206 

,963  885 
.954  523 
.945  18Z 

+    .008  675 

-  .00*606 

-  .017  582 

-  .030  260 

65 

.935  801 

-    ,042  650 

9  300 
9  279 
9  258 
9  230 
9  214 
9  192 
9  169 
9  147 
9  124 
9  100 

12  108 
11  833 
11567 
11  305 
11032 
10  803 
10  561 
10  324 
10  093 
9868 

66 
67 
68 
69 

.926  561 
,917  283 
.908  024 
.808  788 

-  .054  758 

-  ,066  591 

-  .078  158 

-  osn  403 

70 

.889  574 

-  ,100  515 

-  .111  318 

-  -121  879 

-  .132  203 

-  , 142  296 

71 
72 
73 
74 

.880  382 
.871  213 
.862  006 

,852  942 

75 

.843  842 

-    .162  164 

9  077 
9  052 
9  029 
9004 

8  980 
8  9M 
8  929 
8904 
8  878 
8  851 
^r825'^~ 
8  7fl8 
8  772 
8  745 
8  718 

9646 
9  430 
9  218 
0  012 
8809 
8  601 
8  416 
8  225 
803S 
785S 
^7675 
7  499 
7  326 
7  156 

76 

77 
78 
79 

.834  766 
.825  713 
.816  684 

.807  680 

-  -161  810 

-  ,171  240 

-  ,180  458 

-  .189  470 

SO 

.798  700 

-  .198  279 

-  .206  889 

-  ,215  305 

-  .223  530 

-  ,231  568 

81 
82 

84 

.789  746 
.780  817 
.771  913 
.763  035 

85 

,754  184 

-  .230  423 

-  .247  098 

-  .254  597 

-  .201  923 

-  .269  079 

80 

87 
88 
89 

.745  358 
.736  500 

.727  788 
.719  043 

90 

.710  326 

-  .276  008 

-  .282  893 

-  .289  558 

-  ,296004 

-  .302  415 

8  689 
8  662 
8634 
8  605 
8  577 
SM8 
8  518 
8  490 
8  459 
8  430 

0  825 
6665 
6506 
6  351 
6  199 
6  048 
5  90J 

5  766 
S612 

6  473 

91 
92 
93 
94 

.701  635 
.692  974 
684  340 
.675  735 

as 

.667  158 

-  .308  614 

-  .314  602 

-  .320  563 

-  .326  319 

-  .331  931 

90 
97 
98 
9S 

658  010 
.650  092 
,641602 
.633  143 

1 

00 

+  0.624  713 

-0.337  404 
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TABLE  n 

mil  fixpl  (  -:r)  from  0.00  tfl  1,00 

J. 

espll 

J 

t-.-cn!  ( -r) 

J 

+x 

703  223 
415  591 

297  859 
233  372 

^ 

01 
.02 
.03 

+■4,017  «li'J 
3,314  707 
2.899  116 
2.601  257 

+  4.037  930 
3.364  708 
2. 959  119 
2.681  264 

684  222 

395  589 
277  855 

213  366 

;i.367  885 

2.467  898 

192  602 
164  483 
143  916 

128  220 
115  S51 

172  591 
144  469 
123  897 
108  196 
95  821 

.oe 

.07 

.08 

,oa 

2,176  283 
2.010  800 
1.886  884 
1-738  664 

2.295  307 
2.160  838 
2.026  941 
1.918  745 

1 .622  813 

1.822  924 

105  854 
97  609 
90  695 
84  814 
79  754 

85  8i7 
77  565 
70  643 
64  753 
59  684 

.11 

.12 
.13 
.14 

1.516  959 
1.4ig  350 
1.328  655 
1,243  841 

1.737  107 
1.659  642 
1,688  899 
1,524  146 

1  181080 

l,4(U4tt2 

75  355 

71497 
68  087 
65  0S2 
62  335 

55  275 
61406 
47  985 
44  938 
42  207 

.18 
.17 
.18 
.19 

1.088  731 
1.017  234 
.949  148 

.884  006 

1-409  187 
1.367  781 
1.309  796 

1.264  858 

.821  761 

1.222  651 

59  889 
57  676 
55  666 
53  832 

52  153 

39  7411 
37  622 
35  497 
33  648 
31  952 

.21 
.22 
.23 
.24 

.761  872 
.704  195 
.648  529 
.594  697 

1-182  902 
1.145  380 
1.109  883 
1 .076  235 

.542  543 

1-044  2»3 

50  611 
49  191 

47  878 
46  662 

45  SS.'! 

30  394 
28  966 
27  826 
26  390 
25  241 

-26 

.27 
.28 
-29 

.491  932 
.442  741 
.394  863 

.348  202 

1-013  889 
.984  933 
.957  308 
.930  918 

.302  669 

.905  677 

44  482 
43  603 
42  588 
41  732 

40  929 

24  171 
23  171 
22  234 
21355 
20  531 

.31 
.32 
.33 
.34 

.258  186 
.214  683 
. 172  095 
. 130  363 

.881606 

.858  335 
.836  101 
.814  746 

.089  434 

.794  215  ■ 

40  176 
39  468 
38  801 
38  173 
37  581 

19  753 
19  021 
18  329 
17  675 

17  057 

.3G 
.37 
.38 
,:i9 

.049  258 
+   ,009  790 

-  .029  Oil 

-  ,007  185 

.774  462 
.756  441 
.737  112 
-719  437 

-    .104  -,65 

.702  380 

37  021 
36  492 
35  991 
35  517 

35  068 

-41 
.42 
.43 
.44 

-  -141  786 

-  .178  278 

-  .214  270 

-  -249  787 

-685  910 
.669  997 
.654  613 
.639  733 

15  913 

16  384 
14  880 
14  402 

-    .284  853 

.625  331 

34  642 

34  238 
33  854 
33  489 
33  142 

13  944 
13  510 
13  093 
12  695 

12  315 

.46 
.47 
.48 
.49 

-  .319  497 

-  .353  735 

-  .387  589 

-  -421  078 

.611  387 
.597  877 
.584  784 
,572  08!) 

.50 

-0  454  220 

+  0.559  774 
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r 

exp!  J 

J 

«pi(-T) 

J 

in 

-0.454  220 

33  142 

+  0.559  774 

12  315 

32  812 
32  498 
32  200 
31  915 
31  645 

U952 
11602 
11  268 
10  948 

10  640 

51 
52 
53 
54 

-  .487  032 

-  .519  531 

-  .551  730 

-  .583  646 

.547  822 
.536  220 
.524  952 
.514  004 

55 

-    .615  291 

.503  364 

31  387 
31  141 
30  007 
30  684 
30  472 
30  269 
30  076 
29  892 
29  717 
29  550 

10  344 

10  060 
9  787 
9  523 
9  270 

56 
57 

58 
59 

-  .646  677 

-  .677  819 

-  .708  726 

-  .739  410 

.493  020 
.482  960 
.473  173 
.463  650 

60 

-    .769  881 

.454  380 
.445  353 
.436  562 
.427  997 
.419  652 

9027 

8  791 
8565 
8  345 
8  135 

61 
62 
63 
64 

-  .800  150 

-  .830  226 

-  .860  119 

-  .889  836 

65 

-    .919  386 

.411  517 

29  392 

29  241 
29  079 
28  960 
28  831 
28  707" 
28  590 
28  479 
28  374 
28  275 
28  181 
28  092 
28  008 
27  929 
27  855 
27  785 
27  720 
27  659 
27  603 
27  550 
^~"2T"502 
27  457 
27  416 
27  379 
27  345 
27  314 
27  287 
27  264 
27  243 
27  226 
27"  211" 
27  200 
27  192 
27  186 
27  183 

7S31 
7733 
7  5(4 
7  339 
7  ISl 
7-009 
6  842 
6  681 
6  524 
632 

60 
67 

68 

-  .948  778 

-  .978  019 
-1.007  116 
-1.036  077 

.403  586 
.395  853 
.388  309 
.380  950 
.373  769 
.366  760 
.359  918 
.363  237 
.346  713 

70 

-1.064  907 

71 

72 
73 
74 

-1.093  615 
-1.122  205 
-1.160  684 

-1.179  058 
-1,207  333 

75 

.340  341 

6226 
6083 
5944 

5sn 

5680 
5554 
5433 

5  313 
5  196 
5084 
4  974 
4868 
4  764 
4  864 
4565 
4  470 
4  378 
4  2S6 
4  199 
4  113 

76 
77 

78 
79 

-1.235  513 
-1.263  605 
-1.291  613 
-1,319  542 
-- 1.347  397— 

.334  115 
.328  032 
.322  088 
.316  277 

—^31-0-597^ 

80 

81 
82 
83 
84 
85— 

-1.375  182 
-1.402  902 
-1.430  561 
-1.458  164 
-1.485  714 

.305  043 
.299  611 
.294  299 
.289  103 

.284  019 
:279"045~ 
.274  177 
.269  413 
.264  749 
.260  184 

86 
87 
88 
89 
90 
91 
92 
93 
94 
95 

-1.513  216 
-1.540  873 
-1.568  089 
-1.595  467 
" -1.622  812 
-1.650  126 
-1.677  413 
-1.704  677 
-1.731  920 

.255  714 
.251  336 
.247  050 
.242  851 

-1.759  146 

.238  738 

4030 
3948 
3  869 
3  791 
3  71S 

96 

97 
98 
99 

-1.786  357 
-1.813  557 
-1.840  749 
-1.867  935 

.234  708 
.230  760 
.226  891 
.223  100 

1 

00 

-1  895  118 

+  0.219  384 
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TABLE  III 
S  and  wl  I  from  0.0  to  5.0 

X 

coll 

J 

nil* 

d 

+  1.570  79fi 

n 

.1     1.470  852 
.2     1.371240 
.3      1.272  292 
.4     1.174  336 

+  1.727  868 
1.042  206 
.649  173 
-378  809 
.177  784 

+  .022  271 

-  .100  515 

-  .198  279 

-  .276  068 
^-:33T40^ 

-  .384  873 

-  .420  459 

-  .445  739 

-  .462  007 

.6 
,7 
.8 
.9 

,982  667 
,880  574 
,798  700 
.710  325 

1,0 

,624  713 

+  82  602 
79  362 
75  911 
73  269 
68  457 

+  47  469 
35  586 
26  279 
16  268 
8  349 

I.l 
1.2 
1.3 
1.4 

,542  111 
.462  749 
.387  838 
.314  570 

,246  113 

-  .470  356 

-  .471733 

-  .466  968 

-  .456  811 

-  .441  940 

64  497 
60  412 
56  225 
51958 
47  638 

+  1  377 
-  4  765 
-10  157 
-14  871 
-18  959 

1.6 

1.7 
1.8 
1.9 

.181  616 

.121  204 

.064  979 

+  .013  021 

-  .034  617 

-  .077  902 

-  .116  839 

-  .161  411 

-  .18  689 

-  .422  981 

43  285 

38  927 
34  582 
30  278 
23  035 
21  874 
17  818 
13  884 
10  094 
6  462 

^22  469 
-25  437 
-27  899 
-29  884 
-31  421 
-32  534 
-33  252 

-  33  597 
-33  503 

-  33  265 

3.1 
2.2 
2.3 
2.4 

-  .400  5r.i 

-  .375  075 

-  .347  176 

-  .317  292 

2.5 

-  .207  724 
~7i29M8~ 

-  .247  416 

-  .261  300 

-  .271  394 

-  .277  866 

-  .285  871 

2.6 
2.7 
2.8 
2.9 

-  .253  337 

-  .220  085 

-  . 186  488 

-  , 152  895 

-  .119  630 

-  .086  992 

-  .055  267 

-  ,024  678 
+  ,004  518 

+  3  007 

-  258 

-  3  310 

-  6  166 

-  8  789 
-11  177 

-  13  323 

-  15  231 
-10  889 
- 18  298 

-  32  638 
-31  735 

-  30  579 
-29  196 
-27  610 
-25  846 
-23  927 
-21  877 
-19  721 
-17  483 

3.1 
3.2 
3.3 
3.4 

-  .280  863 

-  .280  605 

-  ,277  284 

-  ,271  118 

3.5 

—  .262  329 

.032  129 

3.6 
3.7 
3.8 
3.9 

-  ,251  152 

-  .237  825 

-  .222  694 

-  .205  705 

.057  974 
.081  901 
.103  778 
.123  499 
.140  982 
~  .156165" 
.169  013 
.179  510 
.187  660 
, 193  491 
, 197  047 
, 198  391 
,  197  601 
,194  780 

-  ,187  407 

-19  460 

-  20  375 
-21  048 
-21  486 
-21  694 
-21  680 

-  21  455 
-21  030 
-20  418 
-19  628 

- 15  18:1 
-12  848 
- 10  497 

-  8  150 

-  5  831 
-~   3556 

-  1344 
+   787 

2  824 
+  4  750 

4-1 
4.2 
4.3 
4.4 
4.5 

-  ,167  947 

-  ,147  572 

-  .126  524 

-  .105  038 

-  .083  344 

4.6 
4.7 
4.8 
4,9 

-  .061664 

-  .040  209 

-  .019  170 
+  .001  237 

5.0 

+  0.020  865 

+0,190  030 

TABLE  IV 
explzmadexpl  (~x]  from  0.0  to  6. D 

X 

expl* 

J 

eiipl  (-1) 

J 

+         " 

+  1.822  924 
1.222  651 
,905  677 
.702  380 

.1 

.2 
.3 
.4 

+   1,622  813 
+      .821  761 
+      ,302  669 
-        104  765 

.5 

-      ,454  220 

.559  774 

.6 
.7 
.8 
.9 

-  .769  S81 

-  1,064  907 

-  1.347  397 

-  1,622  812 

-454  380 
.373  769 
.310  597 
.260  184 

1-0 

-    1,895  118 

,219  384 
.185  991 
.158  408 
.135  451 
.116  219 

.ioo^o" 

.088  308 
.074  655 
,064  713 
.056  204 

272  260 

274  714 

279  306 
285  809 
204  078 

33  393 
27  5S3 
22  957 
19  232 
16  199 

1.1 
1.2 
1-3 
1.4 

-  2,167  378 

-  2,442  092 

-  2.721  399 

-  3,007  207 

1.5 

-   3,301  285 

304  034 
315  643 
328  904 
343  846 
360  521 

13  712 
11  663 
9942 
8500 
7303 

1.6 
1.7 
1.8 
l.S 

-  3.605  320 

-  3.920  963 

-  4-249  868 

-  4.603  714 

-   4  954  234 

,048  901 

379  001 

399  379 
421766 
446  289 
473  096 
502  349"- 
534  233 
568  950 
606  726 
647  808 

6287 
S423 
4689 
4  062 
3  625 

'    a.i 

2.2 
2.3 
2.4 

-  5  333  235 

-  5,732  616 

-  6.154  381 

-  6,600  670 

.042  614 
.037  191 
-032  502 
.028  440 
.024  915 
^T850" 
.019  182 
.016  855 
.014  824 

-  7,073  766 

iiiii 

2.6 

2,7 
2.S 
2.9 

-  7,576  115 

-  8,110  347 

-  8.679  298 

-  9,286  024 

-   9,933  833 

,013  048 
Oil  494 
.010  133 
.008  939 
.007  891 
.006  970 

692  468 

741002 

7S3  739 

851  034 

913  279 

080  900 

1.054  365 

1,134  183 

1,220  912 

1,315  160 

1,417  592 

1.528  934 

1.649  979 

1.781  593 

1.924  723 

2.080  403 

2-249  760 

2.434  030 

2.634  561 

2.862  825 

1  5M 
1  361 
1  IM 
1  (MS 
921 
810 
712 
628 
553 
48S 
430 
380 
336 
297 
363 
232 
206 
182 
162 
143 

3.1 
3,2 
3.3 
3,4 

-10,626  300 
-11.367  303 
-12  161  041 
-13,012  075 
- 13  926  354 

3,6 

3.6 
3.7 
3,8 
3.9 

-14,906  254 
-16,060  619 
-17,094  802 
-18,315  714 

.006  160 
,005  448 
.004  820 
.004  267 
.003  779 
rO03349^ 
.002  969 
.002  633 
.002  336 
-002  073 

4.0 

—471— 

4.2 
4.3 
4.4 

-19,630  874 
-21,048  467 
-22,577  401 
-24,227  380 
-26.008  973 
-27.933  697 
-30.014  099 
-32.263  860 
-34.6S7  890 
-37.332  451 

4.6 
4,7 

4.8 
4.9 

.001  841 
.001  635 
.001  453 
.001291 

6.0 

-40.185  275 

+0.001  148 
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TABLE  V 
Col  X,  sil  X,  expl  X,  and  expl  (— x)  from  0  to  15 


X 

col  X 

sil  X 

expl  X 

expl  (— x) 

X 

0 

1 
2 
3 
4 

5 

6 
7 

8 
9 

10 

11 
12 
13 
14 

15 

x° 

0 

+ 1 . 570796 

00 

00 

00 

0 

1 
2 
3 
4 

+  .624713 

-  .034617 

-  .277856 

-  .187407 

-.337404 
-  .422981 
-.119630 
+ . 140982 

1.895118 

4.964234 

9.933833 

19.630874 

+  .219384 
.048901 
.013048 
.003779 

57.2958 
114.5916 
171.8874 
229 . 1832 

5 

+  .020865 

+ . 190093 

40.185275 

.001148 

286.479 

6 
7 
8 
9 

+  .146109 
+  .116200 

-  .003391 

-  .094244 

+  .068057 

-  .076695 

-  . 122434 

-  .055348 

85.990 

-  191 . 505 

-  440.380 

-  1037.878 

.000360082 
.000115482 
.000  37666 
.000012447 

343.775 
401.071 
458.366 
515.662 

10 

-  .087551 

+  .045456 

-  2492.229 

.000004157 

572.958 

11 
12 
13 
14 

-  .007511 
+  .065825 
+  .071435 
+  .014585 

+  .089563 
+  .049780 

-  .026764 

-  .069396 

-  6071.406 

-  14959 

-  37198 

-  93193 

.000001400 
.000000475 
.000000162 
.000000056 

630.254 
687.550 
744.846 
802 . 142 

15 

-  .047398 

-.046279 

-234956 

+  .000000019 

859.438 
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TABLE  VI 
col  X  and  sil  x 


X 

CO'  X 

Ril  X 

X 

col  X 

silx 

0 

+  1.570  796 

00 

150 

+  .004  620 

+  .004  796 

5 
10 
15 
20 
25 
30 
35 
40 
45 

+    .020  865 

-  .087  551 

-  .047  398 
+    .022  555 
+    .039  314 
+    .004  040 

-  .026  126 

-  .016  189 
+    .012  081 

+  .190  093 
+ .045  456 
-.046  279 

-  .044  420 
+  .006  849 
+  .033  032 
+ .011  480 

-  .019  020 
-.018  632 

160 
170 
180 
190 
200 
300 
400 
500 
600 
700 
800 
900 

-.006  089 
+ .005  529 
-.003  349 
+ .000  377 
+  .002  414 
-.000  085 
-.001  319 
-.001  770 
-.001  665 
-.001  198 
-  .000  559 
+ .000  075 

-.001  409 
-.002  006 
+  .004  432 
-.005  249 
+ .004  378 
+  .003  332 
+ .002  124 
+  .000  932 

-  .000  076 

-  .000  779 
-.001  118 

-  .001  109 

50 

+    .019  179 

+ .005  628 

55 
60 
65 
70 
75 
80 
85 
90 
95 

+    .000  072 

-  .015  949 

-  .006  675 
+    .009  201 
+    .012  217 

-  .001  535 

-  .011  602 

-  .004  867 
+    .007  760 

+  .018  173 
+ .004  813 
-.012  847 

-  .010  922 
+ .005  332 
+ .012  402 
+  .001  935 
-.009  986 

-  .007  110 

1  000 

+  .000  563 

-.000  826 

2  000 

3  000 

4  000 

5  000 

6  000 

7  000 

8  000 

9  000 

-.000  183 
-.000  326 
-  .000  182 
+  .000  031 
+  .000  151 
+  .000  123 
+  .000  008 
-.000  088 

-.000  465 
-.000  073 
+  .000  171 
+  .000  198 
+  .000  071 
-.000  072 
-.000  125 
-.000  068 

100 

+    .008  571 

+ .005  149 

110 
120 
130 
140 

-  .009  084 
+    .007  824 

-  .002  880 

-  .001  363 

+  .000  320 
-.004  781 
+  .007  132 
-.007  Oil 

10  000 

-.000  095 

+  .000  031 

11  000 

100  000 

1  000  000 

-.000  026 
-.000  010 
+  .000  001 

+  .000  087 
-.000  000 
+  .000  000 

150 

+    .004  630 

+  .004  796 
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TABLE  VII 


Maxima  and  Minima  of  col  — x  and  sil  -^rX 


X 

col|x 

2    ,  jr 
col— X 

TtX                2 

X 

•1  ^ 

2     .,  TT 

sil-^x 

nx          2 

0 
2 

+1. 

570  796 
281  141 
152  645 
103  966 
078  635 

x(-l)^ 

1 

3 

+ 

.472  001 
.198  408 

4 
6 

8 

5 

— 

123  772 

7 

9 

11 

13 

.089  564 
.070  065 
.057  501 
.048  742 

a:(-l)  iJ 
374 

10 

— 

063  168 

494 

12 

052  762 
045  289 
039  665 
035  281 

290 

184 

123 

94 

229 

14 
16 
18 

15 

+ 

.042  292 

149 

17 
19 
21 
23 

.037  345 
.033  432 
.030  260 
.027  637 

103 
74 

20 

+  . 

031  767 

64 

48 
37 
29 
23 

55 

22 

028  889 
026  489 
024  456 
022  713 

42 

24 
26 

28 

25 

— 

.025  432 

33 

27 
29 
31 
33 

+ 

.023  552 
.021  931 
.020  519 
.019  277 

26 
21 

30 

— 

021  202 

19 

17 

32 

+  ! 

.019  879 
018  711 
017  673 
016  744 

15 
13 
11 
10 

14 

34 
36 
38 

35 

-f 

.018  177 

12 

37 
39 
41 
43 

+ 

.017  196 
.016  315 
.015  520 
.014  799 

10 

Q 

40 

+  . 

015  907 

9 

8 

42 

+ 
+ 

.015  151 
.014  462 
.013  834 
.013  258 

8 
7 
6 
5 

7 

44 
46 

48 

45 

— 

.014  141 

6 

47 
49 
51 
53 

.013  540 
.012  988 
.012  480 
.012  008 

5 
4 

50 

— 

.012  728 

4 

3 

52 

.012  239 
.011  786 
.011  365 
.010  974 

3 
3 
3 
2 

3 

54 
56 

58 

55 

-f 

Oil  572 

3 

57 
59 
61 
63 

Oil  166 
.010  788 
.010  434 
.010  103 

3 
2 

60 

+ 

.010  608 

2 

2 

62 

+ 

.010  266 
.009  945 
.009  644 
.009  360 

2 
2 
2 
2 

2 

64 
66 
68 

65 

— 

009  792 

2 

67 
69 
71 
73 

+ 

.009  500 
.009  225 
.008  965 
.008  719 

2 
2 

70 

— 

.009  093 

2 

72 

+ 

.008  841 
008  602 
008  375 
008  161 

007  957 

74 
76 

78 

75 

+ 

008  487 

77 
79 
81 

+  : 

008  267 
008  057 
007  858 

80  1  + 

0 

x>80 

eol|x-(-l)^l 

x>79 

x+i 
8.l2X  =  (-l)   ^^ 

INDEX 


Acceleration   constant   of   traveling 

wave,  533 
Air  blast,  action  in  oscillating-cur- 
rent  generator,  75 
pressure  required  in  oscillating- 
current  generator,  75 
Alternating-current      circuit      and 
transient    term    of   funda- 
mental frequency,  540 
distribution  in  conductor,  375 
as  special  case  of  general  circuit 

equations,  473,  478,  480 
transformer  operating  oscillat- 

ing-current  generator,  87 
transmission,  equations  of  trav- 
eling wave,  544 
wave  as  traveling  wave  without 
attenuation,  539 
Alternator  control  by  periodic  trans- 
ient term  of  field  excitation, 
229 
Aluminum  cell  rectifier,  228 

effective   penetration  of  alter- 
nating current,  385 
Amplitude  of  traveling  wave,  532 

of  wave,  504 
Arc  and  spark,  255 

continuity  at  cathode,  255 
lamp,     control     by     inductive 
shunt  to  operating  mech- 
anism, 131 
machine,  236 
as  rectifier,  227 
current  control,  226 
properties,  255 
rectification,  255 
rectifiers,  228 
resistivities,  9 
starting,  255 


Arcing  ground  on  lines  and  cables, 
as  periodic  transient  phe- 
nomenon, 23,  421 
Armature   reactance,   reaction   and 
short-circuit  current  of  al- 
ternator, 205 
Attenuation  of  alternating  magnetic 
flux  in  iron,  367 
constant,  458,  487,  494,  500 
as  function  of  frequency,  623, 

636,  631,  634 
of  dielectric  radiation,  412 
of  magnetic  radiation,  413 
of  traveling  wave,  and  loading, 

529 
of  rectangular  waves,  641 


B 


Booster,  response  to  change  of  load, 
158 

Brush  arc  machine,  227,  236,  248, 
254 

Building  up  of  direct-current  gen- 
erator, 32 
of    overcompounded    direct- 
current  machine,  49 


Cable,  high-potential  underground, 
standing  waves,  519 
opening  under  load,  112,  118 
short-circuit    oscillation,     113, 

118 
starting.  111,  117 
transient  terms  and  oscillations, 
98,  102 
Capacity,  also  see  Condenser. 

and  inductance,  equations,  48 
distributed  series.  354 
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INDEX 


Capacity,     effective,    of    dielectric 
radiation,  411 
of  sphere  in  space,  418 
energy  of  complex  circuit,  584 
in  mutual  inductive  circuit,  161 
of  electric  circuit,  112 
range  in  electric  circuit,  13 
representing  electrostatic  com- 
ponent of  electric  field,  5 
of  section  of  infinitely  long  con- 
ductor, 408 
shunting  direct-current  circuit, 

133 
specific,  numerical  values,  11 
of  sphere  in  space,  418 
suppressing  pulsations  in  direct- 
current  circuit,  134 
Cast  iron,  effective  penetration  of 

alternating  current,  385 
Cathode  of  arcs,  255 
Charge  of  condenser,  51 
of  magnetic  field,  27 
Circuit,  complex,  see  Complex  cir- 
cuit, 
control    by    periodic    transient 

phenomena,  226,  229 
electric,  general  equations,  461 
speed  of  propagation  in,  455 
Closed    circuit    transmission    line, 

312 
Col  function,  399 
equations,  667 
relations,  669 
numerical  values,  671 
Coll  function,  416 
equations,  673 
Commutation  and  rectification,  228 

as  transient  phenomena,  40 
Commutator,  rectifying,  235 
Complex  circuit,  of  waves,  565 
power  and  energy,  580 
resultant  time  decrement,  571 
traveling  wave,  545 
Compound  wave  at  transition  point, 

599 
Condenser,  also  see  Capacity, 
charge,  inductive,  18 
noninductive,  18 


Condenser,  circuit  of  n^igible  in- 
ductance, 55 
discharge,    as    special    case  of 
general   circtiit    equatiou, 
470 
equations,  48 

oscillation,    effective    value  of 
voltage,  current  and  power, 
70 
efficiency,  decrement  and  out- 
put, 72 
frequency,  62 
general  equations,  60 
size  and  rating,  69 
starting  on  alternating  voltage, 

94 
voltage    in    inductive    circuit, 
49 
Conductance,  shunted,  effective,  12 
Constant-ciurrent  mercury  arc  recti- 
fier, 256 
rectification,  227,  236 
potential-constant-c  u  r  r  e  n  i 
transformation  by  quarts- 
wave  line,  314 
mercury  arc  rectifier,  257 
rectification,  227,  236 
Control  of  circuits  by  periodic  traot- 

ient  phenomena,  226 
Conversion    by    quarter-wave  cir- 
cuits, 319 
Copper  conductor  at  high  frequency, 
436 
effective  penetration  of  alter- 
nating currents,  385 
ribbon,  effective  high  frequency 

impedance,  434 
wire,  effective  high  frequmcy 
impedance,  434 
Cosine  wave,  traveling,  500 
Critical  case  of  condenser  charge  and 
discharge,  53 
resistance  of  condenser  and  o»> 

cillation,  66 
start    of    condenser    on    alter- 
nating voltage,  95 
Ciurrent  density,  in  alternating-cur- 
rent conductor,  378 
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Current,    effective,    of   oscUlating- 
current  generator,  81 
transformation     at     transition 
point  of  wave,  596 


D 


Damping  of  condenser  oscillation, 

66,  72 
Danger    frequencies    of    apparatus, 

638 
Decay  of  continuous  current  in  in- 
ductive circuit,  17 
of  wave  of  condenser  oscillation, 
72 
in  transmission  lines,  626 
Decrement  of  condenser  oscillation, 
65,  72 
resultant  time,  of  complex  cir- 
cuit, 571 
of  traveling  wave,  503 
Destructive  voltages  in  cables  and 

transmission  lines,  120 
Dielectric  attenuation  as  function  of 
frequency,  623 
constant,  numerical  values,  11 
strength,  numerical  values,  11 
Dielectric,  also  see  Electrostatic. 
Direct-current    circuit     with     dis- 
tributed leakage,  465 
generator,  self-excitation,  32 
railway,  transient  effective  re- 
sistance, 386 
as  special  case  of  general  circuit 
equations,  471 
Disappearance  of  transient  term  in 
alternating-current  circuit, 
43 
Discharge  of  condenser,  51 
Geissler  tube,  9 

inductive    and    condenser,    as 
special  case  of  general  cir- 
cuit equations,  469 
inductive,  as  wave,  602 

into  transmission  line,  609 
of  motor  field,  29 
Displacement  current,  421 


Disruptive  strength,  numerical  val- 
ues, 11 
voltage  in  opening  direct-cur- 
rent circuit,  26 

Dissipation  constant,  458 

Distance  attenuation  constant,  500 
in  velocity  measure,  501 

Distortion  constant,  458,  488 

Distortionless  circuit,  487,  507,  514 

Distributed  series  capacity,  354 

Distribution  of  alternating-current 
density  in  conductor,  375 
of  alternating  magnetic  flux  in 
u-on,  361 

Divided  circuit,  general  equations, 
122 
continuous-current  circuit  with- 
out capacity,  126 

Duration  of  oscillatioh,  as  function 
of  frequency,  624,  626,  631, 
639 

Dynamostatic  machine,  226 


E 


Effective  current  of  condenser  dis- 
charge, 70 
voltage  and  power  oscUlating- 
current  generator,  81 
layer  of  alternating-current  con- 
ductor, 385 
penetration  of  alternating  cur- 
rent in  conductor,  382,  385 
power  of  complex  circuit,  581 

of   condenser  oscillation,   70 
reactance  of  armature  reaction, 
206 
Effective  resistance  of  alternating- 
current  distribution  in  con- 
ductor, 376,  382 
voltage  of  condenser  oscUlation, 
70 
Efficiency  of  condenser  oscillation, 

72 
Electric  circuit,  general  equations, 

461 
Electrolytes,  resistivities,  8 
Electrolytic  rectifiers,  228 
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Electromagnetic,  also  see  Magnetic. 

axis  of  electric  field,  4 
Electrostatic,  also  see  Dielectric, 
axis  of  electric  field,  4 
energy  of  complex  circuit,  584 
field,  energy  of,  7 
Elimination  of  pulsations  in  direct- 
current  circtiit  by  capacity, 
134 
Energy  of  complex  circuit,  580 
of  condenser  discharge,  70 
dissipation  constant,  458,  488, 
494 
of  electric  field,  4,  7 
transfer  in  complex  circuit,  574, 
588 
constant,  458,  488,  494 
constant  of  complex  circuit, 
574 
Equations,  general,  of  electric  cir- 
cuit, 461 
of  circuit  constants,  affected  by 
frequency,  619 
Even  harmonics  of  half  wave  oscilla- 
tions, 550 
Excitation  of  motor  field,  27 
Expl  function,  equations,  668 
relations,  669 
approximations,  671 
Exponential  curve  of  starting  cur- 
rent, 45 
Extremely  high  frequencies,  624 


Field   current   at   armature   short- 
circuit,  208 
electric,  of  conductor,  3,  414 
energy  of,  4 

velocity  of  propagation,  394 
excitation,  transient  term,  27 
exciting  current,  rise  and  decay, 

17 
regulation  of  generator  by  per- 
iodic transient  terms,  229 
resultant  polyphase,  198 
Finite  velocity  of  electric  field,  396 
affecting    circuit    condi- 
tions, 617 


Flat  conductor,  unequal  current  dis- 
tribution, 377 
Flattening  of  wave  front,  646,  655 
Floating  system  of  oonirol,  226 
Fluctuations  of  current  in  divided 
circuit,  129 
voltage  of  direct-current  gen- 
erator with  load,  149 
Free  oscillations,  498,  545 

and  standing  waves,  549 
Frequency,  absence  of  effect  on  cir- 
cuit oscillation,  10 
affecting  circuit  constants,  615 
and    starting    current,    trans- 
former, 182 
and  conductor  constants,  420 
constant  of  wave,  499 
limit  of  condenser  oscillation,  73 
of  condenser  oscillation,  62,  68 
equivalent,  of  wave  front,  641 
of  field  current  at  armature 

short-circuit,  209 
of  oscillation  of  condenser, 
transmission  line,  cable,  99, 
344 
of  recurrence  of   discharge  in 
oscillating-current  goiera- 
tor,  81 
of  wave,  499 

range  of  condenser  oscillation, 
71 
electromagnetic  induction,  67 
Froehlich's  formula  of  magnetism, 

192 
Full-wave    oscillation    of    complex 
circuit,  575 
transmission  line,  342 
Fundamental  frequency  of  oscilla- 
tion,    cables     and    trans- 
mission lines,  103,  105 

G 

Gas  pipe,  effective  high  frequency 

impedance,  434 
General  circuits  with  inductance  and 
capacity,  174 
without  capacity,  168 
equations  of  electric  circuit,  461 
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Generator,  direct-current  overcom- 
pounded,  building  up,  140 
self-excitation,  32 
oscillating  current,  74 
German  silver,  effective  penetration 
of  alternating  current,  385 
Gradient  of  wave,  flattening,    661, 

665 
Gradual    approach    to    permanent 
value,  21 
or  logarithmic  condenser  charge 

and  discharge,  53 
term,  also  Logarithmic. 
Graphite,    effective   penetration   of 

alternating  current,  385 
Grounded  transmission  line,  309 


H 


Half-wave  oscillation,  550,  557 
of  complex  circuit,  576 
transmission  line,  339 
rectification,  227 
Ilanuonics,  even,  of  half-wave  os- 
cillation, 550 
High    frequency    alternators,    mo- 
mentary short-circuit  cur- 
rent, 207 
conductor,  376,  420 
constants,  622,  624 
of  conductor,  427 
oscillating  currents  by  per- 
iodic transient  terms,  226 
oscillations  of  cables  and 
transmission  lines,  103,  105 
power  surge  of  low  frequency, 

105 
stray  field  and  starting  current 
of  transformer,  189 


Impact  angle  at  transition  point  of 
wave,  594 

Impedance,  effective,  of  high  fre- 
quency conductor,  427,  441 
of  magnetic  radiation,  401, 
405 

44 


Impedance,  of  dielectric  radiation, 
410 
of  traveling  wave,  527 
mutual,  402,  416 
ratio  of  unequal  current  dis- 
tribution, 382 
Impulse,  see  Impulse  current, 
currents,  481 
lag,  486,  494 
lead,  486,  494 
nonperiodic  and  periodic,  476, 

477 
nonperiodic,  equations,   485, 

486,490 
periodic,  equations,  492,  496 
as    special    case    of    general 
circuit  equations,  472,  475, 
480 
time  displacement,  486,  494 
time  impulse  and  space  im- 
pulse,  489 
power,  483 
voltages,  483 
Inductance   and   shunted   capacity 
suppressing    pulsations   in 
direct-current  circuit,  134 
effective,  of  magnetic  radiation, 
401,405 
of  high  frequency  conductor, 
428 
energy  of  complex  circuit,  582 
as  function  of  frequency,  621 
in  telephone  lines,  522,  529 
massed,  in  circuit,  614 
of  conductor  without  return,  398 
electric  circuit,  12 
section  of  infinitely  long  con- 
ductor, 398,  404 
range  in  electric  circuit,  13 
representing   magnetic  compo- 
nent of  electric  field,  5 
Induction,   magnetic,   and  starting 
current  of  transformer,  180 
motor  circuit,  starting,  44 
Inductive    discharges    into    titins- 
mission  lines,  609 
shunt  to  non-inductive  circuit, 
129 
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Inductive,  as  special  case  of  general 

circuit  equations,  469 
Inductorium,  equations,  164 
Infinitely  long  conductor,  311 
Input,  see  Power. 

Instantaneous  power  in  complex  cir- 
cuit, 581 
Insulators,  resistivities,  9 
Iron   arc   operated   by   oscillating- 
current  generator,  82 
conductor   at   high  frequency, 

436 
effective  penetration  of  alter- 
nating current,  354 
wire,  current  distribution,  376 
and  pipe,  effective  high  fre- 
quency impedance,  434 
Ironclad  magnetic  circuit,  calcula- 
tion of  transient,  192 


Lag  of  electric  field  behind  current 
and  voltage,  395 
impulse  current,  486,  494 
Laminated   iron,    alternating   mag- 
netic flux,  361 
pole  series  booster,  response  to 
voltage  change,  158 
Layer,  effective,  of  alternating-cur- 
rent conductor,  383 
Lead  of  impulse  current,  486,  494 
Leakage,  distributed,  in  direct  cur- 
rent circuit,  466 
in  telephone  lines,  522,  530 
Length  of  wave,  499 
Lighting  circuit,  starting,  27,  44 
Lightning  arrester,  multigap,  354 
conductors,  376 
discharges,  420 

in  thunder  cloud,  356 
Limit  condition  of  condenser  equa- 
tions, 50 
of  frequency  of  condenser  oscil- 
lations, 73 
Loading  of  telephone  lines,  522,  529 
Local  oscillations  of  cables  and  lines, 
103,  105 


Logarithmic  decrement  of  condenser 
oscillation,  65 
or  gradual  condenser  charge  and 

discharge,  53 
start  of  condenser  on  alternat- 
ing voltage,  95 
Low  frequency  constants,  622,  624 
surge  in  cables  and  lines,  103. 
105 
stray  field  and  starting  current 
of  transformer,  189 
Loxodromic  spiral  of  starting  cur- 
rent, 46 


M 


Magnetic,  also  see  Encctromagnctic. 
attenuation  as  function  of  fre- 
quency, 623 
density  and  starting  current  of 

transformer,  180 
energy  of  complex  circuit,  582 
field,  energy  of,  6 
flux,  alternating,  in  iron,  361, 

367,  369,  371,  372,  373 
materials,  10 

saturation,  numerical  values,  10 
Magnet  poles,  solid,  as  mutual  in- 
ductive circuit,  155 
Main  axes  of  electric  field,  46 

wave  at  transition  point,  508 
Massed  constants  as  special  case  of 
general   circuit   equations, 
470 
inductance  and  electric  wave, 
614 
Mechanical  rectification,  227,  235 
Medium  frequency  constants,  622, 

624 
Mercury  arc  rectifier,  256 
Metallic  conductors,  resistivities,  8 

magnetic  induction,  10 
Minimum  wave  length  of  oscillating 

currents,  74 
Motor  circuit,  alternating,  starting, 
44 
field,  excitation,  27 
Multigap  lightning  arrester,  354 
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Mutual  impedance  and  velocity  of 
propagation,  414 
inductance,  equations,  143 
of   two   conductors   at   con- 
siderable distance,  414 
and  velocity  of  propagation, 
414 
inductive  circuit  with  capacity, 
161 
without  capacity,  144 
of  solid  magnet  poles,  155 
impedance  of  magnetic  radia- 
tion, 402,  416 
reactance,  143 


N 


Natural  impedance  of  circuit,  464 

Nominal  generated  e.m.f.  and  short- 
circuit  current,  206 

Noninductive  condenser  circuit,  54 
shunt  to  inductive  circuit,  129 

Non-oscillatory,  see  Gradual  or 
Logarithmic. 

Non-periodic  impulse  currents.  Also 
see  ''impulse  currents,'' 
476,484 


O 


Open-circuit  rectification,  236 
Opening  of  cable  or  transmission  line 
underload,  112,  118 
of  continuous-current  circuit,  26 
Open  transmission  line,  305 
Oscillating-current  generator,  69,  74 
and  charging  current,  85 
as    special    case    of    general 
circuit  equations,  474 
high-frequency  currents  by  peri- 
odic transient  terms,  226 
Oscillation,  also  see  Condenser  dis- 
charge, 
duration,  624 
free,  of  circuit,  498,  545 
of  rotating  field  in  starting,  203 
transmission  line,   328,   339, 
342,344 


Oscillatory  approach  to  permanent 
value,  21 
case  of  alternating  circuit,  93 
or  trigonometric  condenser 

charge  and  discharge,  53 
start  of  condenser  on  alternat- 
ing voltage,  95 
Oscillograms  of  mercury  arc  recti- 
fier, 270 
of  transformer  starting  current, 
190 
Output,  also  see  Power. 

effective,  of  oscillating-current 
generator,  81 
Overcompounded  direct-current  gen- 
erator, building  up,  149 
Overlap  of  rectifying  arcs,  257 
Overreaching  of  condenser  charge, 
19 
in  noninductive  branch  of  in- 
ductive circuit,  131 
Oversaturated  transformer  flux  of 
starting  current,  181 


Penetration,  effective  depth  of,  391, 
425 
of  alternating  current  in  con- 
ductor, 382,  385 
magnetic  flux  in  iron,  367,  369, 
371 
Period  of  recurrence,  224 

wave,  499 
Periodic  impulse  currents,  also  see 
impulse  currents,  477,  491 
transient  terms,  22,  224 
Permanent    term     of    alternating- 
current  circuit,  91 
values  of  electric  quantities,  16 
Permanents,     as    special    case    of 
general   circuit   equations, 
465 
Permeability,  9 

apparent,  of  iron  for  alternating 
currents,  361,  373 
Phase  difference  in  transmission  line, 
302 


692 


INDEX 


Phase,  of  wave  and  transient  tenn, 

45,  91 
Physical  meaning  of  transient  term. 

103 
Pipe  conductor,  437 
Polyphase  alternator  short  circuit, 
208,210 
m.m.f.,  resultant,  198 
rectification,  236 
Potential    regulation    by    periodic 

transient  terms,  229 
Power  of  complex  circuit,  580 

component    of    inductance    in 

radiation,  400 
factor  of  oscillation,  as  function 

of  frequency,  631,  637 
gradient  of  electric  circuit,  3 

electric  field,  48 
output,  effective,  of  oscillating- 

current  generator,  81 
radiation,  404 

transfer  in  complex  circuit,  588 
constant  of  complex  circuit, 
574 
Propagation  constant  of  wave,  508 
speed  of,  of  wave,  455 
field,  394 
Pulsation  of  rotating  field  in  start- 
ing, 203 
Pyroelectrolytes,  resistivities,  9 

Q 

Quarter-phase  rectification,  236 
Quarter-wave  circuit,  319 
oscillation,  550,  556 
attenuation,  642 
of  complex  circuit,  576 
transmission  line,  328 
transformer,  318 
transmission  line,  312,  321 
Quartic  equation  of  divided  circuit, 
126 

R 

Radiation,  resistance,  inductance, 
etc.,  see  Resistance,  induc- 
tance, etc.,  effectivei  of 
radiation. 


Rail,  effective  penetration  of  alter- 
nating currents,  385 
return  of  single-phase  system, 

376 
transient    effective    resistance, 
386 
Railway,    direct-current,    transient 
rail  resistance,  386 
motor,   self-excitation   as  gen- 
erator, 38 
single-phase,  rail  return,  376 
Rating  of  capacity  and  inductance, 
122 
resistors,   reactors,   condensers, 
69 
Ratio   of   currents,   oecillating-cur- 

rent  generator,  82 
Reactance,    effective,    of   armature 
reaction,  206 
of  dielectric  radiation,  412 
of  external  field,  423,  429 
of  internal  field,  206,  425,  429 
of  magnetic  radiation,  400, 

426 
and  frequency,  433,  620 
high  frequency,  429,  433 
low  frequency,  429 
radiation,  430,  433 
unequal  current  distribution, 
433 
Reaction,     armature,     and    short- 
circuit  current,  205 
Reactor,  size  and  rating,  69 
Rectangular  traveling  wave,  decay, 
650 
wave,  attenuation,  641 
Rectification,  and  commutation,  228 
arc,  255 

by  periodic  transient  terms,  227 
constant^nirrent,  236,  248 

potential,  236,  242 
mechanical,  235 
open-circuit,  236 
polyphase,  236 
quarter-phase,  236,  248 
reversal  or  change   of  circuit 

connections,  227 
short-circuit,  236 


INDEX 


693 


ectification,  single-phase,  235,  237, 

242 
ectifier,  mercury  arc,  256 
oscillograms,  270 
ectifying  commutator,  228,  235 
eciirrent  transient  terms,  224 
eflected  waves,  497 

at  transition  point,  594,  598 
eflection  angle  at  transition  point, 
594 
in  direct-current  circuit,  467 
of  wave,  592 
efraction  law  of  wave,  601 
of  wave,  592 

ratio  at  transition  point,  601 
egulation  of  potential  be  periodic 

transient  terms,  229 
emanent    magnetism    in    starting 

transformer,  181 
esistance,  and  starting  current  of 
transformer,  185 
effective,  of  alternating  current 
conductor,  376,  382 
as  function  of  frequency,  430, 

620,  631 
of  dielectric  radiation,  410 
high  frequency,  429,  441 
of  magnetic  radiation,   400, 

405,  425,  426 
of  radiation,  430,  432 
thermal,  396,  429 
of  unequal  current  distribu- 
tion, 425 
of  electric  circuit,  12 
low  frequency,  423,  429,  430 
range  in  electric  circuits,  13 
ratio   of   unequal  current  dis- 
tribution, 382 
representing  power  gradient  in 

electric  field,  6 
specific,  see  Resistivit3\ 
^istivity,  numerical  values,  8 
Resistor,  size  and  rating,  69 
^sonators,  Hertzian,  395 
Resultant  polyphase,  m.m.f.,  198 
time    decrement    of    complex 
circuit,  571 
Libbon  conductor  at  high  frequency, 
436 


Rise   of   continuous  current  in  in- 
ductive circuit,  17 
voltage   by   transformation   at 
transition  point,  596 
Rotating  field,  polyphase,  198 
Ruhmkorff  coil,  equations,  164 


S 


Salt  solution,  effective  penetration  of 

alternating  current,  385 
Saturation,  magnetic,  numerical  val- 
ues, 10 
and  transformer  starting  cur- 
rent, 180 
Screening  effect  of  alternating  cur- 
rents, 385 
Self-excitation  of  direct-current  gen- 
erator, 32 
railway  motor  as  generator, 

38 
series  generator,  38 
shunt  generator,  37 
Self-inductance  in  direct-current  cir- 
cuits, 26 
and    short-circuit    current    of 
alternator,  205 
Self-inductive   impedance   of  mag- 
netic radiation,  403,  405 
Series  capacity,  distributed,  354 
generator,  self-excitation,  38 
motor,   self-excitation   as   gen- 
erator, 38 
Short-circuit  current  of  alternator, 
205,  207 
oscUlation  of  cables  and  lines, 

113,  118 
rectification,  235 
Shunt  generator,  self-excitation,  32 
motor  field  excitation,  change, 
27 
Sil  functions,  399 
equations,  668 
relations,  669 
approximations,  671 
Silicon,  effective  penetration  of  al- 
ternating current,  385 
Sill  functions,  416 

equations,  673 
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Sine  wave  traveling,  500 
Single-phase  alternator  short-circuit, 
208 
railway  rail  return,  376 
rectification,  235 
Solid  magnet  poles  as  mutual  in- 
ductive, 155,  158 
Space  induction,  magnetic,  10 
Spark  discharge  in  cables  and  lines  as 
periodic  transient  phenome- 
non, 23 
of  condenser  as  periodic  tran- 
sient phenomenon,  22 
Special  cases  of  general  equations  of 

electric  circuit,  464 
Speed,  effect  on  discharge  of  motor 
field,  20 
propagation  in  electric  circuit, 
455 
of  alternating  magnetic  fiux 
in  iron,  372 
Sphere  in  space,  capacity,  418 
Standing  waves,  505,  509 

and  free  oscillations,  540 
Starting    current    of    transformer, 
calculation,  188 
and  frequency,  182 
magnetic  saturation,  180 
remanent       magnetism, 

181 
resistance,  185 
stray  field,  184 
oscillograms,  100 
of  alternating  current,  43 
continous  current,  27 
polyphase  or  rotating   field, 

108,  203 
oscillation  of  cables  and  lines, 
111,  117 
Static,  see  Electrostatic, 
phenomena,  13,  105 
Stationary  waves,  505,  500 
Steel,  effective  pencvration  of  alter- 
nating current,  385 
Stored  energy  of  complex  circuit,  582 
Stranded    conductor,    effective    re- 
sistance   of    current    dis- 
tribution, 376 


Stray  field  and  starting  current  rf 
transformer,  184 

Suppression  of  pulsations  of  direct 
current  by  capacity  and  in- 
ductance, 134 

Surge  impedance  of  circuit,  464 

Synchronous  reactance  and  short- 
circuit  current,  206 
rectifier,  227 


Telegraph,  wireleas,  395 

cable,      submarine,      standing 
waves,  521 
Telephone,  287 

circuit,  long  distance,  standing 
waves,  521 
Terminal   conditions   of  condenser 

equations,  50 
Tesla   transformer    and   oscillating 

current  generator,  82 
Thermal    resistance    of    conductor, 

396,  420 
Third    harmonic     of    shortHnreuit 

current,  219 
Thomson  arc  machine,  227,  236 
Thunder  cloud,  lightning  dischaige 

in,  356 
Time  attenuation  constant,  500 
constant,  resultant,  of  eomplei 

circuit,  571 
decrement,   resultant,  of  com- 
plex circuit,  571 
displacement   of   impulse  ca^ 

rent,  486,  494 
local,  of  traveling  wave,  527 
Tirrill  regulator,  229 
Transfer  constant,  458 

of  energy,  of  complex  circuit, 
674 
of  energy  in  oscillation  of  com- 
plex circuit,  507,  588 
Transformation  ratio  at  traDsitiot 
point  of  wave,  596 
of  voltage  and  current  at  tranai- 
tion  point,  596 
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Transformer,  alternating,  operating 
oscillating-current   genera- 
tor, 87 
distributed  capacity,  348 
quarter-wave  oscillation,  318 
starting*  44 

and  magnetic  saturation,  180 
transient,  approximate  calcula- 
tion, 192 
Transient  rail  resistance  with  direct 
current,  395 
of  direct  current,  as  special  case 
of  general  circuit  equations, 
473 
terms,  conditions  of  their  ap- 
pearance, 21,  23 
of  alternating-current  circuit, 
91 
capacity   and   inductance, 

physical  meaning,  103 
fundamental  frequency  in 
alternating-current     cir- 
cuit, 540 
periodic,  22 
unequal    current    distribution, 
385 
Transition    period    at    change    of 
circuit  condition,  16 
points  of  wave,  665 
Transmission    angle    at    transition 
point,  594 
line,  characteristic  curves,  303 
closed,  312 
constants,  288 
conversion  by,  314,  319 
equations,  290,  293 
approximate,  300 
free  oscillation,  328 
frequency,  100,  286,  326,  344 
full-wave  oscillation,  342 
general  equations  of  standing 

waves,  516,  519 
grounded,  309 
half-wave  oscillation,  339 
inductive  discharges,  609 
infinitely  long,  311 
natural  period,  286,  326 
open,  305 


Transmission   line,    opening  under 
load,  112,  118 
phase  difference,  302 
quarter-wave,  312,  319,  321 

oscillation,  328 
radiation,  289 
'  resonance  frequency,  285 

with  higher  harmonics,  286 
short-circuit  oscillation,  113, 

118 
starting,  111,  117 
transient  terms  and  oscilla- 
tions, 98,  102 
Transmitted    wave    at    transition 

point,  594,  598 
Traveling  sine  and  cosine  waves,  500 
waves,  general  equations,  525 
rectangular,  decay,  650 
without  attenuation,  as  alter- 
nating waves,  539 
Trigonometric    or    oscillatory    con- 
denser   charge    and    dis- 
charge, 53 
term,  see  Oscillatory. 
Turbo-alternators,  short-circuit  cur- 
rent, 201 


U 


Unequal  alternating-current  distri- 
bution in  conductor,  376 
current    distribution    in    con- 
ductor, 423 
resistance    or    impedance 

ratio,  382 
affecting  circuit  constants, 
616 
transient  current  distribution  in 
conductor,  386 


Variation  of  circuit  constants,  615 
Velocity  functions  of  electric  field, 
equations,  667 
numerical  values,  675 
relations   and   approxima- 
tions, 669 
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Velocity,  also  see  Speed, 
measure  of  distance,  501 
of  propagation  of  electric  field, 
394 
Voltage  control  by  transient  terms, 
229 
transformation    at    transition 

point  of  wave,  596 
variation  of  direct-current  gen- 
erator, with  load,  149 
Voltmeter  across  inductive  circuit, 
pulsation,  132 

W 

Water,  effective  penetration  of  alter- 
nating current,  385 

Wave  of  alternating  magnetism  in 
iron,  365 


Wave,  decay  in  transmission  lines, 
626 
direct  or  main,  and  reflected, 

497 
front  constant  of  impulse,  488 
equivalent  frequency,  641 
flattening,  646,  655 
length  of  alternating  magnetic 
flux  in  iron,  367,  371 
constant,  500 
of  electric  field,  394 
minimum,  of  oscillating  cur- 
rent, 74 
transmission,  287 
Wireless  telegraphy,  395 


X-ray  apparatus,  equations,  82 


